Class 63—Resistors—Potentiometers—Attenuators 


= CLASS 63 
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ATTENRUATORS 
CALL FYPES) 


ms RESTRICTED NAVSHIPS 900,109 


Class 63—Resistors—Potentiometers—Attenuators 


OAT [reser assiowen ron | HAM BRAWN 


AGT [rast assicnen vor | RAM aRAWNG, | 


3.63-1 


a |ruasr ASSIGNED FOR | ORAL GRAKHSY | 


63000 GENERAL USE RE 13A 372 


RESISTOR - 2 OHMS, STYLE F 
WIRE WOUND 

(33708) 
12/21/31 
wow. 41 


63001 GENERAL USE RE 313A 372 
RESISTOR - 11.5 OHMS, WIRE STYLE F 
WOUND 


(32628) 
12/20/31 
Nov. 41 


63002 GENERAL USE RE S3A 372 
RESISTOR - 38 OHMS, WIRE STYLE F 
WOUND 


(31728) 
12/21/31 
Nov. 41 


63003 GENERAL USE RE 13A 372 
RESISTOR - 20 OHMS, WIRE STYLE F 
woUND : 


(44358) 
12/20/31 
Nov. 41 


63004 GENERAL USE RE 13A 372 
RESISTOR - 36 OHMS, WIRE STYLE F 
WOUND 


€31738) 
12/21/34 
Woy. 43 


63005 GENERAL USE RE 13A 372 
RESISTOR - 500 OHMS, WIRE STYLE F 
WOUND 


(38033) 
12/21/31 
NOV. 41 


63006 GENERAL USE RE 13A 372 


RESISTOR - 1200 OHMS STYLE F 
WIRE WOUND ’ 
(32128) 
12/24/31 
NOV. 41 


63007 GENERAL USE RE 135A 372 


63008 GENERAL USE RE 13A 372 
RESISTOR - 42 OHMS, WIRE STYLE E 
WOUND 


(36938) 
12/21/33 
Wov. 41 


63009 GENERAL USE RE 13A 372 
RESISTOR - 0.75 OHNS, WIRE STYLE E 
WOUND 


(38198) 
$2/21/31 
Nov. 41 


63010 GENERAL USE RE 13A 372 
RESISTOR - 3 OHMS, WIRE STYLE 
WOUND 


; (42808) 
12/21/31 
NOY. 41 


63011 GENERAL USE RE 13A 372 


RESISTOR - 1,000 OHMS STYLE E 
WIRE WOUND 
(31578) 
12/21/31 
Wov. 41 


63012 GENERAL USE RE Y3A 372 


RESISTOR - 2,500 OHMS STYLE E 
WIRE WOUND 
C3Z218By 
12/21/31 
Nov. 41 


63013 GENERAL USE RE 13A 372 


RES{STOR - 3,000 OHMS STYLE E 
WIRE WOUND 
(32138) 
12/21/31 
NOV. 41 


63014 GENERAL USE RE 13A 372 


RESISTOR - 4,000 OHMS STYLE E 
WIRE WOUND 
(31868) 
12/21/31 
NOV. 41 


63015 GENERAL USE RE 13A 372 


63016 GENERAL USE RE 13A 372 
RESISTOR - 10,000 OHMS STYLE E 
WIRE WOUND 


(38958) 
12/21/31 CSF220-F CSF:S-41-22 


AUG. 44 


63017 GENERAL USE, RE 13A 372 
RESISTOR - 300 OHMS, WIRE STYLE C 
WOUND 


(44348) 
12/24/35 
Nov. 41 


63018 GENERAL USE RE 13A 372 
RESISTOR - 350.0HMS, WIRE STYLE C 
WOUND 


(44318) 
12/24/31 
NOV. 41 


63019 GENERAL USE RE 134 372 
RESISTOR - 400 OHMS, WIRE STYLE C 
WOUND 


(41368) 
2/21/31 
NOV. 41 


63020 GENERAL USE RE 13A 372 
RESISTOR - 500 OHMS, WIRE STYLE © 
WOUND 


(44328) 
42/21/31 
NOV. 41 


63021 GENERAL USE RE 13A 372 
RESISTOR - 600 OHMS« WIRE STYLE C 
WOUND 


(42148) 
12/21/31 
NOV. 41 


63022 CENERAL USE RE 3A 372 


RESISTOR - 1,500 OHMS STYLE C 
WARE WOUND 
(44333) 
12/20/31 , 
NOV. 41 


63023 GENERAL USE RE I13A 372 


RESISTOR - 1500 OHMS STYLE F MRE MOORE acai are RESISTOR - 2,500 OHMS STYLE ¢ 
WIRE WOUND WIRE WOUND 
(41398) aaa (39948) (446383 
12/21/31 Move 41 12/24/31 
wove. 41 ASSIGNED NOV. 41 
ISSUED. 
DATE MAMHARTHBRS SOUSA, DATE MANAG? | SHANNIACTHAER A pare | MARWACTMBAES | SMANHTACTNAES TE 
RESTRICTED NAVSHIPS 900,109 


3.63-2 


Class 63—Resistors—Potentiometers—Attenvators 


[oben [rest assonm von | RARER | SAGAS —_[rnsr assionen rox | AMAGRAMHG, | [BAER [ruse assioweo vox | RVEERRG, | 
63024  CENERAL USE RE 135A 372 63032 GENERAL USE RE 135A 372 63040 GENERAL USE RE 13A 372 
RESISTOR - 3,009 OHMS STYLE ¢ RESISTOR - 0.15 OHNS, WIRE STYLE D RESISTOR - 0.9 OHMS, WIRE STYLE D 
WIRE WOUND WOUND WOUND 
€31398) (31088) (25878) 
12/21/31 v2f2i/3i 12/21/31 
Mov. 41 Nov. 41 NOV. 4f 
63025 | GENERAL USE RE 135A 372 63033 GENERAL USE KE ISA 372 63041 GENERAL USE RE 13A 372 
RESISTOR - 4,500 OHMS STYLE ¢ RESISTOR - 0.2 OHMS, WIRE STYLE O RESISTOR ~ 1 OHM, WIRE STYLE D 
WIRE WOUND WOUND 
(380648) (31768) (25408) 
12/21/31 12/21/33 $2/20/31 
Nov. 41 Nov. 41 NOV. 41 
63026 GENERAL USE RE 13A 372 63034 GENERAL USE RE 13A 372 63042 GENERAL USE RE 135A 372 
RESISTOR + 5.900 OHMS STYLE C RESISTOR - 0.3 OHMS, WIRE STYLE D RESISTOR - 165 OHMS, WIRE STYLE D 
WIRE WOUND WOUND WOUND 
(32158) (25268) (25886) 
12/21/31 12/21/31 12/21/31 
NOV. 41 Nov. 41 Nov. 43 
63027 GENERAL USE RE 13A 372 63035 GENERAL USE RE 13A 372 63043 GENERAL USE RE 134 372 
RESISTOR - 5,500 OHMS STYLE ¢ RESISTOR - 0.4 OHMS, WIRE STYLE D RESISTOR = 2 OHMS, WIRE STYLE D 
WIRE WOUND WOUND WOUND 
41378) (25378) (25938) 
12/24/31 b2/2r/3 12/21/31 
NOV. 4t NOV. 41 NOV. 41 
63028 GENERAL USE RE 13A 372 63036 GENERAL USE RE 13A 372 63044 GENERAL USE RE I13A 372 
RESISTOR ~ 7,000 OHNS STYLE RESISTOR - 0.6 OHNS, WIRE STYLE D RESISTOR - 3.25 OHMS, WIRE STYLE D 
WIRE WOUND WOUND WOUND 
(44628) (25798) (19198) 
12/21/31 12/21/31 12/21/31 
Nov. 41 NOV. 41 NOV. 41 
63029 GENERAL USE RE 13A 372 63037 GENERAL USE RE 313A 372 63045 CENERAL USE RE 13A 372 
RESISTOR - 10,000 OHMS STYLE C RESISTOR ~ 0.6 OHMS. WIRE STYLE D RESISTOR - 4 OHMS, WIRE STYLE D 
WIRE WOUND WOUND WOUND 
(32168) (25808) (25948) 
12/23/31 12/21/31 12/21/31 
Nov. 41 Nov. at Nov. 41 
63030 GENERAL USE RE 135A 372 63038 GENERAL USE RE 134 372 63046 GENERAL USE RE 1$A.372 
RESISTOR - 16,000 OHMS STYLE C RESISTOR - 0.7 OHMS, WIRE STYLE D RESISTOR: 5 OHMS STYLE O 
WERE WOUND WOUND WERE WOUND 
(38773) (25838) (28423) 
tefer/3i 12/21/31 r2/12/3t 
NOV. 41 NOV. 41 NOV. 43 
83051 CENERAL USE RE 134 372 63039 GENERAL USE RE 13a 372 63047 GENERAL USE RE 138 372 
RESISTOR - 0.051 OHMS STYLE 0 RESISTOR - 0.8 OHMS, WIRE STYLE 0 RESISTOR - 10 OHMS, WIRE STYLE G 
WERE WOUND WOUND WOUND 
£31018) (25848) CUES BS) 
12/21/31 12/21/31 42/21/31 
wOV. 41 Asrcnsp| NOV. 41 ani Nov. 41 
ISSUED Issue _. os 
[cara | MAMHAGWIBES | AANOTACTHAERS | a: MUSA | MANHIATMRS, care | SARE? | BANIARREA | 


NAVSHIPS 900,109 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenvators 


ees Rey FIRST ASSIGNED FOR | Prantl Gg 


OBR FIRST ASSIGHED FOR ak RARE ‘ | 


Wa! 


3.63=3 


ATi ease ASSIGNED vox | OPA SRAYING, 


63048 GENERAL USE RE 13A 372 63056 GENERAL USE RE 13A 372 
RESISTOR - 15 OHMS, WIRE STYLE D RESISTOR - 80 OHMS, WIRE STYLE D ‘ ee GENERAL USE RE 15A 372 
Goin vague cesar 250 OHMS, WIRE STYLE D 
€25998) (26298) 
12/21/31 12/20/31 (ee (271883) 
NOY. 41 WOv. 41 nov. 41 
63049 GENERAL USE- RE 13A 372 63057 GENERAL USE RE 13A 372 
HER 
RESISTOR - 20 OHMS, WIRE STYLE D RESISTOR - 90 ONMS, WERE STYLE D ae ve erga Gree - ee 
WOUND WOUND wouno 7 STYL 
(19248) 626328) 
12/21/31 12/20/31 12y2n/3t {27228) 
Wov. 41 Nov. 41 Wows a 
- 63050 GENERAL USE RE 13A 372 63058 GENERAL USE RE 13A 372 63066 GENERAL USE RE 13 372 
RESISTOR - 25 OHMS, WIRE STYLE D RESISTOR - 100 OHMS, WIRE STYLE D RESISTOR - 350 eins STYLE D 
MobeP WOUND WIRE) MOUND 
io 
(26088) €246885 
$2/2z1/31 12/20/33 eareial t27z639 
Mov. 41 WOV. 41 evs 41 
oe 63051 GENERAL USE RE 13A 372 63059 GENERAL USE RE 13A 372 
aad RESISTOR - 30 OHMS, WIRE STYLE D RESISTOR - 125 OHMS, WIRE STYLE D 63067 GENERAL USE RE 135A 372 
WOUND WOUND RESISTOR ~ 400 OHMS, WIRE STYLE D 
WOURD 
(26158) (26368) 
12/21/31 12/21/31 (27388) 
HOV. 41 NOV. 41 12/21/31 
NOV. 41 
63052 GENERAL USE RE 13A 372 . e7080 ‘ Oa ane RE Be 372 63068 GENERRE USE RE ANA 372 
RESISTOR - 40 OHMS, WIRE STYLE D RESISTOR + 150 OHMS, RE STYLE D RESISTOR - £25 OHMS, WIRE STYLE D 
WeuUHD WOUND WOUND 
” (26228) (20388) 
: (34548) 
id T2/zyfsi V2/zu/3s 12/21/31 
Noy. 41 Key. 41 HOV oes 
63053 GENERAL USE RE 33A 372 wee bec ne ae Cee 63069 GENERAL USE RE 13A 372 
: RESISTOR - 50 OHMS, WLRE STYLE DO uk . RESESTOR - 450 @HMS, WIRE STYLE D 
“ WOUND ¥ wounn 
(aie 
; 644078) c2e398) (27418) 
& s2/20/31 Coa t2/2u/3h 
eis NOV. 41 NOV. 41 
63054 GENERAL USE RE 13A 372 63062 CENERAL USE RE 135A 372 63070 CENERAL USE RE t3A 372 
RESISTOR - 60 OHMS, WIRE STYLE D RESISTOR - 200 OHMS, WIRE STYLE D RESISTOR ~ 500 CHNS, WIRE STYLE D 
WOUND wouno WOUND 
cae 
(16048) (19008) (13358) 
12/24/31 te/2i/3t 42/21/33 
i NOV. 41 NOV. 41 wov. 41 
Cd 
63055 GENERAL USE RE 135A 372 es eons? Feed use ee 63071 GENERAL USE RE 135A 372 
RESISTOR - 70 OHMS, WIRE STYLE D PSTOR: 3-22.92 OHMS i cM IRE RESISTOR - 600 OHMS, WIRE STYLE D 
WOUND woune WOUND 
(26268) (27048) ; ovate) 
12/20/31 ao 12/21/31 
: NOV. 41 assigap| NOW. 41 
z tssuED 
= —- 7 = oe ss 74 fo 
aes a ea PUMRACUIES | SAANICH pare | MAMIE? | GRATER]. 
RESTRICTED NAVSHIPS 900,109 
as 


i 


3.63-4 Class 63—Resistors—Potentiometers— Attenuators 


[ames [nese asseweo vox | gwareannnisy | [ahaa [rvesr asscnen vox | AMHR, | [GRAS [rast aston vor | ARLGAHE, | 

63072 GENERAL USE RE 135A 372 63080 GENERAL USE Re aA 372 63088 GENERAL USE RE 134 372 
RESISTOR - 700 OHMS, WIRE STYLE D RESISTOR - 2,500 OHMS STYLE D RESISTOR - 8,000 OHMS STYLE D 
Toous WIRE WOUND WIRE WOUND 

(27448) (28028) 
438) 
12/21/31 42/21/31 12/24/31 = 
NOV. 41 wove 41 mov. 4! 

63073 GENERAL USE RE 135A 372 63081 GENERAL USE RE 13A 372 63089 GEMERAL USE RE 13A 372 
RESISTOR - 775 OHMS, WIRE STYLE O RESISTOR - 3,000 OHMS STYLE D RESISTOR - 9,000 OfMs STYLE 0 
WOUND WIRE WOUND WIRE WOUND 

(429358) (28038) ¢zst08) 
12/21/31 12/23/31 42/21/31 
NOV. 41 NOV. 41 Rov. 41 

63074 GENERAL USE RE 13A 372 63082 GENERAL USE RE I13A 372 
RESISTOR - 800 OHMS, WIRE STYLE D RESISTOR - 3,500 OHMS STYLE D 63090 GENERAL USE eg 
wou WIRE WOUND fe tere 10,000 OHMS TYL 

(37598) (28068) 
12/21/31 12/21/31 : : (tre38) 
NOY. 41 Nov. 41 bleed SELENE ON 

63075 GENERAL USE RE 13A 372 63083 GENERAL USE RE TSA 372 
RESISTOR - 900 OHMS, WIRE STYLE D RESISTOR - 4,000 OHMS STYLE D 63091 GENERAL USE RE 13A 372 
wauns uike WOUND RESleToe 12,000 ‘OHMS STYLE D 

(27608) : (23078) 
12/21/31 12/21/31 mad 
NOY. 41 NOV. 41 ee 

63076 GENERAL USE RE 13A 372 63084 GENERAL USE RE 13A 372 63092 GENERAL USE RE 135A 372 
RESISTOR - 1,009 OHMS STYLE D RESISTOR 7 ye 00 OHMS SPEED RESISTOR - 14,000 OHMS STYLE 0 
WERE WOUND WIRE WOUND Wike woUND 

(27628) “ (28038) 
12/21/31 12/21/31 42/21/31 teense? 
Nov. 41 Nov. 41 , aoyocat 

63077 GENERAL USE RE 135A 372 63085 GENERAL USE RE 135A 372 63093 GENERAL USE RE 13A 372 
RESISTOR - 1,200 OHMS STYLE D RESISTOR - 5,000 OHMS STYLE D RESISTOR - 18.000 OHMS STYLE D 
WERE WOUND WIRE WOUND WiRE WOUND 

‘s 
F (34538) (38908) 
12/21/31 12/21/31 92/21/31 {2uis3) 
HOV. 41 WOV. 41 NOV. 41 

63078 GENERAL USE RE 13A 372 63086 GENERAL USE RE 13A 372 63094 GENERAL USE RE 13A 372 
RESISTOR - 1,500 OHMS STYLE 0 RESISTOR - 6,000 OHMS STYLE /D RESISTOR - 18,000 OHMS STYLE D 
WERE WOUND WERE WOUND “ , . 

tRE WOUND 
(20018) : (435238) 
12/21/31 12/21/31 12/21/31 (28168) 
NOV. 44 NOV. 41 ace “at 

63079 GENERAL USE RE 13A 372 63087 GENERAL USE RE 13A 372 
RESISTOR - 2,000 OHMS STYLE D RESISTOR - 7,000 OHMS STYLE p07? Sergey ees 
ree uous Vike MOUND Raioe 20,000 OHMS STYLE D 

(25398) (28098) 
12/21/31 CFN:300563-1 32/20/31 12/24/31 FhS930R? 
HOV. 41 REV. 4 NOV. 41 
ASSIGNED ASSIGNED HOV. 41 
tssurD 3UErD 
[onre 7 yupasusns [oa APTIATE ort | ROH? | SANRIO pare | “RAST? | ARERR, 


NAVSHIPS 900,109 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenuators 


3.63-5 


Pray FIRST ASSIGNED FOR | Rat. [- a Liaeing FIRST ASSIGNED FOR | ORAL GRAMHS, | oYAe FIRST ASSIGNED FOR if OWA RROLINS, | 
6310 GENERAL USE RE 13A 372 
63096 GENERAL USE RE 15A 372 erie 3 0.8 OHM, WIRE STYLE B 63112 GENERAL USE RE 15A 372 
RESISTOR - 25,000 OHMS STYLE D WOUND . 7 RESISTOR - 5 OHMS, WIRE STYLE B 
WIRE WOUND WOUND 
B 
38768) 12/21/31 veseee) (28328) 
12/21/31 NOV cdi 12/21/35 
NOV. 41 NOV. 41 
6310 GENERAL USE RE 13A 372 
63097 GENERAL USE RE 153A 372 Be 0.9 OHM, WIRE STYLE B 63113 — GENERAL USE RE 134 372 
‘ My f 
RESISTOR > 50,000 OHMS STYLE D — WOUND RESISTOR - 10 OHMS, WIRE STYLE B 
WIRE WOUND WOUND 
(28268) 
(30678) 12/21/31 (1.8568) 
12/21/31 NOV. 41 12/21/31 
NOV. 41 NOV. 41 
GENERA 
63098 GENERAL USE RE 13A 372 63106 PUse ORE 3A: 72 63114 GENERAL USE RE 13A 372 
RESES TORS DVONNG MTRE STYLE B RESISTOR - 15 OHMS, WIRE STYLE B 
RESISTOR - 0.2 OHM, WIRE STYLE 8 WOUND MS, 
WOUND WOUND 
(28278) 
€28178) 12/21/31 (28338) 
12/21/31 Nov. 41 12/21/31 
NOV. 41 5 NOV. 41 
63107 GENERAL USE RE 13a 372 
63099 GENERAL USE RE 13A 372 RESISTOR - 1.5 OHMS, HIRE STYLE B 631 15 GENERAL USE RE 13A 372 
RESISTOR - 0.3 OHM, WIRE STYLE B WOUND Rees + 20 OHMS, WIRE STYLE B 
WOUND 
s 
(28288) 
(28208) 12/21/31 ve (28548) 
12/21/31 NOV. 41 12/21/38 
NOV. 41 NOVs 241 
63108 GENFRAL USE RE 13A 372 
63100 GENERAL USE RE 134 372 sia, + 2 OHMS, WIRE STYLE 8 eee * SNE R AE veer: pieces nae 
RESISTOR - 0.4 OHM, WIRE STYLE B WOUND ae + 25 OHMS, WIRE STYLE B 
WOUND 
28298) 
(28218) 12/24/31 . Sitesi (17888) 
42/21/31 NOV. 41 NOV. 41 
Noy. 41 : 
63109 GENERAL USE RE 13A 372 63117 GENERAL USE RE 134 372 


63101 GENERAL USE RE 13A 372 


RESISTOR - 2.5 OHMS, WIRE STYLE B 


RESISTOR - 30 OHMS, WIRE STYLE B 
RESISTOR - 0.5 OHM, WIRE STYLE B WOUND WOUND 
WOUND 
(44278) (2835B) 
(2822B) 12/21/31 12/21/31 : 
12/21/31 NOV. 41 NOV. 41 
NOV. 41 
F 63110 GENERAL USE RE 13A 372 63118 GENERAL USE RE 13A 372 
63102 GENERAL USE RE 13A 372 RESISTOR - 3 OHMS, WIRE STYLE 8 RESISTOR - 40 OHMS, WIRE STYLE B 
RESISTOR - 0.6 OHM, WIRE STYLE B WOUND WOUND 
WOUND 
(28308) (28368) 
(28238) t2/2u/3t 12/21/31 
12/21/31 NOV. 41 NOV. 4? 
HOV. 41 
63111 GENERAL USE RE 13A 372 63119 GENERAL USE RE 135A 372 
63103 GENERAL USE RE 135A 372 RESISTOR - 4 OHNS, WIRE STYLE B RESISTOR - $0 OHMS, WIRE STYLE B 
RESISTOR - 0.7 OHM, WIRE STYLE B WOUND WOUND 
WOUND 
(28318) 
(19238) 
(28248) 12/21/31 12/21/31 
12/21/31 NOV. 41 NOV. 41 
NOV. 41 ASSIGNED ASSIGNED. 
ISSUED {ISSUED 
care | Mapuearrupers = | gauuractuntna | care | MARMARA? | BAHTACTHAEI Dare MAEMO SMITA | 


665197 O - 45 - 69 


RESTRICTED — 


NAVSHIPS 900,109 


3.63-6 


Class 63—Resistors—Potentiometers—Attenvators 


DEREKAMON | FRST AssiGnaD FoR | HAM ARAMIIG, DEA [FIRST AssiGNEO FoR | oR TRASH | ‘a DENGKATION [FIRST Assignen For | WANE RAKING, 
63120 GENERAL USE RE 13A 372 63128 GENERAL USE RE 13A 372 
RESISTOR - 60 OHMS, WIRE STYLE B RESISTOR - 200 OHNS, WIRE STYLE B 63136 GENERAL USE RE 135A 372 
WOUND WOUND Beats t0r - 550 OHMS, WIRE STYLE B 
(28378) (18578) / 
12/20/34 12/21/31 31388) 
Nov. 41 Nov. 41 gee 
Eh A A 
seca 70 ae as ee . Ress ieee core a 65137 GENERAL USE RE 15a 372 
2 . RESISTOR - 600 OHHS, WIRE STYLE B 
WOUND WOUND cetne 
) 
12/20/31 een 42/21/31 peer (28548) 
Nov. 41 Nov. 41 ot 
CENERAL USE RE 13A 372 63130 CENERAL USE RE 13A:-372 
eee 75 OHNS wine” ana RESISTOR - 250 OHMS, WIRE STYLE B 63138 GENERAL USE RE 13A 372 
WOUND : WOUND RESISTOR - 700 OHMS, WIRE STYLE B 
WOUND 
(19018) (28478) 
v2/2u/3i 12/20/31 €28558) 
sae i NOV. 41 12/21/31 
: Nov. 41 
63123 GENERAL USE RE 13A 372 63131 GENERAL USE RE 13A 372 
RESISTOR - 90 OHMS, WIRE STYLE B RESISTOR - 300 OHMS, WIRE STYLE B 63139 GENERAL USE RE 13A 372 
: WOUND RESISTOR - 800 OHMS, WIRE STYLE B 
WOUND ies 
’ 
(28398) (28503) 
12/21/31 12/21/31 (28568) 
NOV. 41 NOV. 41 12/21/31 
° NOV. 41 
63124  CENERAL USE RZ ITA 372 63132 GENERAL USE RE ISA 372 
RESISTOR - 100 OHMS, WIRE STYLE B RESISTOR-WIRE WOUND 63140 GENERAL USE RE 135A 372 
WOUND 350 OHMS SAME AS TYPE -631649 EXCEPT tS RESISTOR - 900 OHMS, WIRE STYLE B 
UNDUCTIVELY WOUND WOUND 
(28408) (19028) 
12/24/31 12/21/31 ‘ (28588) 
NOVe ai Nov. 43 here 
eas See ae ee 6, dike Wane nen 63141 GENERAL USE RE 13a 372 
RESISTOR - 125 OHMS, WIRE STYLE B See : RESIS TORE enl 006. SHAS aan 
MOUND WIRE KOUND 
(28428) (26518) 
(28598) 
2/20/31 V2/2i/3i 42/21/31 
NOV. 41 NOV. 41 NOV. 41 
63126 GENERAL USE RE 13A 372 63134 GENERAL USE RE 13A 372 
RESISTORS 180. ONZE; WIRE “STYLER. RESISTOR - 450 OHMS, WIRE STYLE B 63142 GENERAL USE RE ISA 372 
iat WOUND RESISTOR - 1,500 OHMS STYLE 6 
WOUND WERE WOUND 
(2843B) (28523) 
5 ; 12/21/31 ¢43408) 
12/24/31 NoVS: 4) 12/21/31 
NOV. 41 : Nova 
63127 GENERAL USE RE 134 372 63135 GENERAL USE RE I3A 372 
; 63143 GENERAL USE RE 135A 372 
: “ RESISTOR - 500 OHMS, WIRE STYLE B 
see PES ONES HIRES 2S ENCES WOUND : RESISTOR - 2,000 OHMS STYLE B 
WiRE WOUND 
(28443) ‘ yai/ €1903B) ; 
2 31 (28628) 
12/21/31 ‘i 12/21/31 
NOv. 4! Ov. 41 
. ASSIGNED assignto| NOV. 4t 
See ISSUED : tssueo 
Ma a a - = 7 
(— san [__MOIHASTHBE'S LAAT, [pare [MOBIC | AURORE, pare | MANUEACTUNNRS | RANHTACTORERSE 1 


NAVSHIPS 900,109 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenvators 


3.63-7 


[AAT maar assionen von | cenamesiis | [aR [rast asroneo roe | ot SLSR, [SRNR [rast asioneo rox | HRS, _| 
63144 GENERAL USE RE 13A 372 63152 GENERAL USE RE 135A 372 
RESISTOR - 2,500 OHMS STYLE B RESISTOR - 8,000 OHMS STYLE B 63160 GENERAL USE RE T3A 372 
WARE WOUND WIRE WOUND See woune 30,000 OHMS STYLE B 
(28638) (28728) 
42/21/31 82/21/31 sits C3155B) 
NOV. 41 Woy. 41 Mes a 
63145 GENERAL USE RE 13A 372 63153 GENERAL USE RE 13A 372 63161 GENERAL USE RE 13A 372 
RES{STOR - 3,000 OHMS STYLE B RESISTOR - 9,000 OHNS STYLE B RESISTOR - 0.2 OHM. WIRE STYLE A 
WIRE WOUND WIRE WOUND wound . 
(28648) (28738) 
(23808) 
32/20/31 $2/21/31 12/21/31 
NOV. 41 Wov. 4t NOV. 41 
63146 GENERALUSE: (RE 13K ‘372 eB prrueernr UaeE yh et 63162 GENERAL USE RE 13A 372 
RESISTOR > "'5500.0HHS SLTCE6 jcone SEE RESISTOR - 0.3 OHM, WIRE STYLE A 
WIRE WOUND WIRE WOUND Sate : My 
(2865B) (19048) 
2/20/31 $2/21/31 ats (28818) 
NOV. 41 HOVE 4A ovat 
63147 GENERAL USE RE 13A 372 63155 GENERAL USE RE 13A 372 “ 
RESISTOR - 4,000 OHMS STYLE B RESISTOR - 12,000 OHMS STYLE 8 vaetones 3 ak ee Sie ae 
WIRE WOUND - 0. », 
WIRE WOUND BOUND 
(28668) (28758) 
12/21/31 12/21/31 (28823) 
KOov. 41 12/21/31 
Mov. 41 : NOV. 41 
63148 GENERAL USE RE 135A 372 63156 GENERAL USE RE 134 372 63164 GENERAL USd RE 135A 372 
RESISTOR - 4,500 OHMS STYLE 8 a ca a SORES B RESISTOR - 0.5 OHM, WIRE STYLE A 
WIRE WOUND _ Wl WOUND 
(28688) (28786) (28838) 
12/21/31 el 12/2t/3t 
Nov. 41 vs NOV. 41 
63149 GENERAL USE RE 13A 372 ‘ogee , GENER Us eee 63165 peWeRAbsUSt EMSA 
RESISTOR - 5,000 OHMS STYLE B WIRE are 194 000,-08m RESISTOR - 0.6 OHM, WIRE STYLE A 
WIRE WOUND WOUND 
(43418) (28778) ae: 
t2/20/31 co 12/21/31 
BOV. 4) . NOV. 41 
63150 GENERAL USE RE 13A 372 63158 GENERAL USE RE 13A 372 63166 GENERAL USE RE 153A 372 
RESISTOR - 6,000 OHMS STYLE B “RESISTOR - 18,000 OHMS STYLE B RESISTOR - 0.7 OHM, WIRE STYLE A 
WIRE WOUND WIRE WOUND wouND 
(28698) (28798) (2886B) 
42/21/31 $2/21/31 12/20/31 
Wov. 41 Nov. 41 Nov. 41 
63151 GENERAL USE RE 15A 372 63159 GENERAL USE RE 13A 372 63167 GENERAL USE RE 134 372 
RESISTOR - 7,000 OHMS STYLE 8 RESISTOR - 20,000 OHMS STYLE B RESISTOR - 0.8 OHM, WIRE STYLE A 
WIRE WOUND WIRE WOUND WOUND 
(28708) (19058) (28878) 
12/24/31 oo 12/21/31 
Nov. 41 ASSIGNED Ms assigntp| NOV. 41 
ISSUED }_Issueo E Sect LS . 
oats | SARUARHBRS | SUMREACTHNEA | pare | MACUES | BEART HUA oaTe | MaRYEATVARR'S | SUERTE | 


RESTRICTED 


NAVSHIPS 900,109 


3.63-8 


[othe [esr assowo ron | AARNE |_| 


Class 63—Resistors— Potentiometers—Attenvators 


SHAE [rsr assieneo vor | owAamayniay | | okAeariy [rar asconeo ron | AGRA, 


NAVSHIPS 900,109 


RESTRICTED 


63168 GENERAL USE RE 13A 372 63176 GENERAL USE RE 13A 372 
RESISTOR - 0-9 OWM, WIRE STYLE A RESISTOR - 18 OHMS, WIRE STYLE A 63184 GENERAL USE RE 153A 572 
souNE: oui RESISTOR - 80 OHMS, WIRE STYLE A 
WOUND 
(23988) (28968) aaah 
at Mae 12/21/31 
4 . NOV. 41 
63169 GENERAL USE RE 13A 372 63177 GENERAL USE RE 13A 372 
RESISTOR - 1 OHM, WIRE STYLE A RESISTOR - 20 OHMS, WIRE STYLE A 63185 GENERAL USE RE 13A 372 
wouxp wouno RESISTOR - 90 OHMS, WIRE STYLE A 
WOUND 
¢19068) (43258) 
12/21/31 42/21/31 (20778) 
MOV. 41 Woy. 41 12/20/31 
NOV. 41 
63170 GENERAL USE RE 13A 372 63178 GENERAL USE RE t3A 372 
RESISTOR - 1.5 OHMS, WIRE STYLE A RESISTOR ~ 25 OHMS, WIRE STYLE A 63186 GENERAL USE RE 135A 372 
wound woun RESISTOR - 100 OHMS, WIRE STYLE A 
WOUND 
(28908) ie (28978) 
12/21/31 12/21/31 (43268) 
ioe at wove 41 12/21/31 
NOV. Af 
63171 GENERAL USE RE 13A 372 63179 GENERAL USE RE 13A 372 
RESISTOR - 2 OHMS, WIRE STYLE A RESISTOR - 30 OHMS, WIRE STYLE A 63187 GENERAL USE RE 135A 372 
WouND wounp RESISTOR - 125 OHMS, WIRE STYLE A 
wouUND 
(28918) jas (28988) aereees 
12/21/31 12/21/31 18 
Mov. 41 Nov. 43 42/21/31 
wOV. 41 
63172 GENERAL USE RE 13A 372 63180 GENERAL USE RE 13A 372 63188 ENGEL WEE REGRESS 
7 RESISTOR - 40 OHMS, WI : 
pests re 3 OHMS, WIRE STYLE A Ae MS, WARE: CSTYLESA RESISTOR - 150 OHMS, WIRE STYLE A 
wouno ‘ 
(23938) (28998) (44088) 
1 
12/21/31 eae 12/21/31 
Mov. 41 : Nov. 41 
63173 GENERAL USE RE 13A 372 63181 GENERAL USE RE 13A 372 
RESISTOR - 4 OHMS, WIRE STYLE A RESISTOR ~ 50 OHMS, WIRE STYLE A é 63189 GENERAL USE RE 13A 372 
WOUND WOOND ESISTOR - 175 OHMS, WIRE STYLE A 
WOUND 
is (28948) Prey (44068) (29038) 
$2/21/31 21/31 
12/21/31 
mi ° 
mov. 41 Ove 41 NOV. 41 
ENERAL US 
63174 GENERAL USE RE 13A 372 63182 = E RE 154 572 63190 GENERAL USE RE 13A 372 
RESISTOR - 5 OHMS, WIRE STYLE A aha - 60 OHMS, WIRE STYLE A RESIST@R - 200 OHMS, WIRE STYLE A 
: 
WOUND WOUND wOUKD 
(28958) (29018) 
12/21/31 12/21/31 (43278) 
Wov. 41 12/21/51 
mov. 41 Mov. 41 
63175 GENERAL USE RE 13A 372 ead be GENERAL USE RE 15A 372 63191 GENERAL USE RE 13A 372 
RESISTOR - 10 OHMS, WIRE STYLE A vous OHMS, WIRE STYLE A RESISTOR - 225 OHMS, WIRE STYLE A 
WOUND WOUND 
(43248) (18668) soees 
12/21/35 ee 12/21/31 
wove. 4l Sisionas ed NOV. 41 
i | — ‘0 
bate MADER | ACTIN, pare Crna a a : oe 
ava | aT | ore | RUST] ctacTiRA | 


Class 63—Resistors—Potentiometers—Attenvators 


| niast ASSIGNED FOR | AM ARAKINS,, 


oRAgKAHOn 


63192 GENERAL USE RE 13A 372 
RESISTOR - 250 OHMS, WIRE STYLE A 
WOUND : 

€29098) 
12/21/31 
WOV. 41 

63193 GENERAL USE RE 13A 372 
RESISTOR - 300 OHMS, WIRE STYLE A 
woUNo 

(29168) 
12/21/31 
NOV. 41 

63194 GENERAL’ USE RE 13A 372- 
RESISTOR - 350 OHMS, WIRE STYLE A 
WOUNO 

(29118) 
12/21/31 
Mov. at 

63195 GENERAL USE RE 13A 372 
RESISTOR - 400 OHMS, WIRE STYLE A 
WOUND 

(2912B) 
12/21/31 
NOV. 41 

63196 GENERAL USE RE 13A 372 
RESISTOR = 450 OHMS, WIRE STYLE A 
WOUND 

(29138) 
82/21/31 
Nov. 41 

63197 GENERAL USE RE.13A 372 
RESISTOR - 500 OHNS, WIRE STYLE A 
wouMo 

(43098) 
§2/21/31 
Nov. 41 

63198 ‘GENERAL USE RE 135A 372 
RESISTOR = €00 OHMS, WIRE STYLE A 
WOUND 

f 
(291483 
12/21/31 
NOV. 41 

63199 GENERAL USE RE 13A 372 
RESISTOR - 700 OHMS, WIRE STYLE A 
WIRE WOUND 

(2915B) 
42/21/34 
NOV. 41 


a ee a 


ihe [rise assions ron | NAVE RRAWING, | 


63200 GENERAL USE RE 13A 372 
RESISTOR - 800 OHMS, WIRE STYLE A 
WOUND 

(2916B) 
t2/2s73i 
Nov. 41 

63201 GENERAL USE RE 13A 372 
RESISTOR + 850 OHMS, WIRE STYLE A 
wouna 

(42648) 
12/20/31 
NOV. 41 

63202 GENERAL USE RE 13A 372° 
RESISTOR - $00 OHMS, WIRE STYLE A 
WOUND 

(29178) 
12/21/31 
NOV. 41 

63203 GENERAL USE RE 13A 372 
RESISTOR - 1,000 OHMS STYLE A 
WIRE WOUND 

(4310B) 
12/21/31 
Nov. 41 

63204 GENERAL USE RE 13A 372 
RESISTOR - 1,500 OHNS, STYLE A 
WIRE WOUND 

(43288) 
12/21/31 : 
NOV. 41 

63205 GENERAL USE RE 13A 372 
RES{STOR - 2,000 OHMS STYLE A 
WERE WOUND 

CA31IBS 
12/21/31 
Nov. 41 

63206 GENERAL USE RE 13A 372 
RESISTOR - 2,£00.0HMS STYLE A 
WIRE WOUND 

(44098 
12/25/31 
NOV. 41 

63207 GENERAL USE RE 13A 372 

RESISTOR - 2,675 OHMS STYLE A 
WIRE WOUND 

(44288) 
12/21/31 
Nov. 41 


RESTRICTED 


oe ah 


63208 
RESISTOR - 
WIRE WOUND 


12/21/31 
Nov. 41 


63209 
RESISTOR - 
WIRE WOUND 


12/21/31 
Nov. 41 


63210 
RESISTOR - 
WIRE WOUND 


12/2/31 
Nov. 41 


63211 
RESISTOR - 
WIRE WOUND 


12/21/31 
Nov. 4f 


63212 
RESISTOR - 
WIRE WOUND 


12/20/31 
Nov. 41 


63213 
RESISTOR - 
WIRE WOUND 


12/21/31 
Nov. 41 


63214 
RESISTOR - 
WIRE WOUND 


12/21/31 
NOV. 41 


63215 
RESKSTOR - 
WIRE WOUND 


12/21/31 
Nov. 41 


'3.63-9 


[rust assionen rox | BAYT ORAWING, | 


GENERAL USE RE 13A 372 
3,000 OHMS STYLE A 


(43298) 


GENERAL USE RE 13A 372 
3,500 OHMS STYLE A 


€4330B) 


RE 135A 372 
STYLE A 


GENERAL USE 
4,000 OHMS 


€43318) 


GENERAL USE RE 113A 372 
4,500 OHMS STYLE A 


(43328) 


GENERAL USE RE 13A 372 
8,000 OHNS STYLE A 


(189268) 


RE 133A 372 
STYLE'A 


GENERAL USE 
6,000 OHNS 


(44108) 


GENERAL USE 
7,C00 OHMS 


RE 13A 372 
STYLE A 


(2918B) 


GENERAL USE 
8,000 OHMS 


RE 135A 372 
STYLE A 


(43338) 


MAHER? | AA UTOTTUE RG 


NAVSHIPS 900,109 


Class 6 3—Resistors—Potentiometers—Attenuators 


ORATION 


FIRST ASSIGNED FOR | WAT ORAWING, 


Pessoa 


FIRST ASSIGNED FOR | OHARLQRAMINS, 


vr 
[ peageioN Toast ASSIGNED FOR | HAYY DRAWING 


63216 GENERAL USE RE 13A 372 


RESISTOR - 9,000 OHMS STYLE A 
WIRE WOUND 

(29198) 
12/21/31 
NOV. 41 


63217 GENERAL USE RE 13A 372 


RESISTOR - 10,000 OHMS STYLE A 
WIRE WOUND 
(18918) 
12/21/31 
Nov. 41 


63218 GENERAL USE RE 13A 372 


RESISTOR - 15,000 OHMS STYLE A 
WIRE WOUND 

(4334B) 
12/24/31 
Nov. 41 


63219 GENERAL USE RE 13A 372 


RESISTOR - 20,000 OHMS STYLE A 
WIRE WOUND 
€18938) 
12/21/3t 
Nov. 41 


63220 GENERAL USE RE 13A 372 


RESISTOR - 25,000 OHMS STYLE A 
WIRE WOUND 
(43358) 
12/21/31 
nov. 4! 


63221 GENERAL USE RE 13A 372 


RESISTOR - 35,000 OHMS STYLE A 
WIRE WOUND 
(38758) 
12/21/31 
Nov. 41 


63222 GENERAL USE RE 13A 372 


RESISTOR - £0,000 OHMS STYLE A 
WIRE WOUND 
(43368) 
12/20/31 
NOV. 41 


63223 GENERAL USE RE t3A 372 
RESISTOR - 100,000 OHMS STYLM@A 
WIRE WOUND. 


63224 GENERAL USE RE 13A 372 
RESISTOR: TAPPED 50 OHMS STYLE 8 
WIRE WOUND 10 EQUAL VALUES 


(34758) 
12/21/31 
NOV. 41 


63225 GENERAL USE RE 13A 372 
RESISTOR: TAPPED 100 OHMS STYLE B 
WIRE WOUND 10 EQUAL VALUES 


(31428) 
12/21/31 
Nov. 41 


63226 GENERAL USE RE 13A 372 
RESISTOR: TAPPED 400 OHMS STYLE B 
WIRE WOUND 10 EQUAL VALUES 


¢3915B) 
12/21/31 
Nov. 41 


63227 GENERAL USE RE t3A 372 
RESISTOR: TAPPED 500 OHMS STYLE B 
WIRE WOUND 10 EQUAL VALUES 


. (31438) 
12/20/31 
WoV. 41 


63228 GENERAL USE RE 13A 372 
RESISTOR: TAPPED 1500 OHMS STYLE B 
WIRE WOUND 10 EQUAL VALUES 


(31448) 
42/21/31 
Noy. 41 


63229 GENERAL USE RE 13A 372 
RESISTOR: TAPPED 2000 OHMS STYLE B 
WERE WOUND 10 EQUAL VALUES 


(31598) 
12/21/31 
Nov. 41 


63230 GENERAL USE RE 13A 372 
RESISTOR: TAPPED 125 OHMS STYLE A 
WIRE WOUND 10 EQUAL VALUES 


(43088) 
12/21/31 
Nov. 41 


63231 GENERAL USE RE 13A 372 
RESISTOR: TAPPED 500 OHMS STYLE A 
WIRE WOUND 10 EQUAL VALUES 


63232 GENERAL USE RE 13A 372 
RESISTOR: TAPPED 1000 OHMS’ STYLE A 
WIRE WOUND 10 EQUAL VALUES 


(43018) 
12/21/31 
Nov. 41 


63233 GENERAL USE RE 134 372 
RESISTOR: TAPPED 1509 OHMS STYLE A 
WIRE WOUND 10 EQUAL VALUES 


(44308) 
12/21/31 
Nov. 41 


63234 GENERAL USE RE 13A 372 
RESISTOR: TAPPED 2000 2 STYLE A 
WIRE WOUND 10 EQUAL VALUES 


(43028) 
12/21/31 
NOV. 41 


63235 GENERAL USE RE 13A 372 
RESISTOR: TAPPED 2500 2 STYLE A 
WIRE WOUND 10 EQUAL VALUES 


(44298) 
12/21/31 
NOV. 41 


63236 GENERAL USE RE 13A 372 
RESISTOR: TAPPED 3000 {? STYLE A 
WIRE WOUND 10 EQUAL VALUES 


(43038) 
12/21/31 
Nov. 41 


63237 GENERAL USE RE 13A 372 
RESISTOR: TAPPEO 4,000 2 STYLE A 
WIRE WOUND 10 EQUAL VALUES 


(43048) 
12/21/31 
NOV. 41 


: 

63238 GENERAL USE RE 13A 372 
RESISTOR: TAPPED 5,000 2 STYLE A 
WERE WOUND 10 EQUAL VALUES 


(45058) 
12/21/31 


Nov. 41 


63239 GENERAL USE RE 13A 372 
RESISTOR: TAPPED 7,000 2 sTyYLE A 
WIRE WOUND 10 EQUAL VALUES 


ry (43128) (43228) 
12/21/31 Bebe 12/21/31 (43063) 
NOV. 41 . NOV. 41 
[esis 
SUE TANT are [RMA [_ UAHTATTURIEA 


NAVSHIPS 900,109 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenuators 


3.63-11 


[Am ARRS, [ruse assionsn ron | HADEGRRG [Wenn [ruse asinao vor | AAT, | BATS [rst asians ror | SALARAYHA, | 


63240 GENERAL USE RE 135A 372 
RESISTOR: TAPPED 10,000 2 STYLE A 
WiRE WOUND 10 EQUAL VALUES 


(43078) 
12/20/31 
Nov. 41 


63241 GENERAL USE RE 13A 372 


RESISTOR: 25,000 OHMS STYLE A 
WARE WOUND CENTER TAPPED 


(41998) 
12/21/31 
NOV. 41 
63242 KS RE 13A 372 


RESISTOR - 25 OHMS, WIRE STYLE E 
WOUND 


12/22/31 
NOV. 41 


63243 GI RE 13A 372 
RESISTOR - 2 OHMS, WIRE STYLE E 
WOUND 


2/18/32 
wov. 41 


63244 RAA & RAB RE 13A 492 


POTENTIOMETER: 20000 OHMS 

WIRE WOUND. 2 WATTS, TAPERED. RESISTANCE 
FIRST 1/4 TURN CLOCKWISE = 1,000 OHMS, 
BALANCE = 19,000 OHMS. ROUND SHAFT, RE- 
PLACEMENT POTENTIOMETERS HAVE 2" SHAFT 
LENGTH. 


3/16/32 
MAR. 42 


cs 63245 RAA & RAB 
RESISTOR: SPECIAL 4.4 Q 
WIRE WOUND + 5% - 1 WATT 


3/16/32 CSH:100 CRV:K-30089 
Wov. 41 


csm 63246 RAA & RAB 
RESISTOR: SPECIAL 4.4 Q 
WERE WOUND 45% - 1 WATT 


3/16/32 CSM3103 CRVIK-806712 
Nov. 41 
63247  RAA-RAB RE 13A 492 


POTENT? OMETER -W!IREWOUND 

25000 OHMS - 3,0 WATTS. REPLACEMENT 
POTENTIOMETERS HAVE 2 INCH SHAFT LENCTH 
WIRE WOUND - NO TAPER. 


3/36/32 CWC2#2680 CRVSP*720471-17 
MOV. 43 sus 19 


63247-A Su RE 13A 492 
POTENTIOMETER:25,000 OHMS 
ROUND SHAFT; 3 WATTS, WIRE WOUND, NO 
TAPER. SAME AS TYPE -63247 EXCEPT FOR* 
6" SHAFT LENGTH. REPLACEMENT POTENTIO~ 
METERS HAVE 6-I1NCH SHAFT LENGTH, 


12/3/41 cWC22650 
MAR, 42 


6324C RAE RE 13a 372 
RESISTOR. WSRE WOUND 
TAPPED 454 OHMS EACH SECTION SO/60/113¢ 
231 OHMS. 


12/13/32 
FEB. 45 


63249 RAE RE 13A 372 
RESISTOR: TAPPED 575 OHMS STYLE B 
WIRE WOUND EACH SECTION 39/495/41 OHMS. 


12/13/32 
Wov. 41 


cao 63250 TAR~2 
RESISTOR: TAPPED 10000 2 

WIRE WOUND GO WATTS. 5 STEPS OF 2,000 
OHMS EACH 


4/15/32 
NOV. 41 


cG- 63251 TBC 
RESISTOR: SPECIAL 27 OHMS 
WIRE WOUND, SIZE Z, FORM R, SYMBOL 27-2. 


4/20/32 CG:CR-9010 CGsK-1630376 
MOV. 41 


63252 GENERAL USE RA 63AA.206 
POTENT! OMETER 
CANCELLED - USE 63370. 


(2388) 
6/8/32 
NOV. 41 


63253 GENERAL USE RA 63AA 206 
RHEOSTAT 
CANCELLED - USE 63369. 


(2382) 
6/8/32 
NOV. 41 


63254 GENERAL USE RA 63AA 206 
RHEOSTAT 
CANCELLED - USE 63337. 


(2387) 
8/8/32 
NOV. 43 


63255 GENERAL USE RA G3AA 206 
RHEOSTAT 
CANCELLED - USE 63336. 


(2384) 
§/8/32 
NOV. 41 


63256 GENERAL USE RA G3AA 206 
RHEOSTAT 
CANCELLED - 63335 


C23 85a) 
6/8/32 
NOV. 41 


63257 GENERAL USE RE I3A 372 
RESISTOR: TAPPED 10002 STYLE 8 
WIRE WOUND TEN EQUAL VALUES 


(32978) 
6/10/32 
mov. 41 
63258 TeB RE 13A 372 


RESISTOR: TAPPED 300 OHMS STYLE A 
WARE WOUND TEN EQUAL VALUES 


6/2/32 
wov, 41 


63259 TBA-1A RE 13A 372 
RESISTOR: TAPPED 20 OHMS STYLE B 
WARE WOUND TEN EQUAL VALUES 


6/16/32 
wOV. 41 


63260 TBA-ta RE 135A 372 
RESISTOR: TAPPED 30002 STYLE B 
WIRE WOUND TEN EQUAL VALUES 


6/16/32 
NOV. 41 


63261 GENERAL USE RE 13A 372 
RESISTOR: TAPPED 200 OHMS STYLE B 
WIRE WOUND TEN EQUAL VALUES 


(42298) 
6/29/32 
wOV. 41 


63262 CENERAL USE RE 13A 372 
RESISTOR: TAPPED, 200 Q STYLE A 
MIRE WOUND TEN EQUAL VALUES 


(32178) 
6729/32 
NOV. 41 


DATE 


[are | MARWAGTHEEES | SMRACTRNEA, 


RESTRICTED 


DATE 


MSACTAS TAMARA 


NAVSHIPS -900,109 © 


3.63-12 


[HAMAR [rms assicnap von | HAMAR SARS 


63263 GENERAL USE RE 135A 372 
RESISTOR: TAPPED 40002 STYLE B 
WARE WOUND TEN EQUAL VALUES 


(34188) 
7/49/32 
Wov. 4f 


co- 63264 rec 
REStSTOR: SPECIAL 2 OHMS 
WIRE WOUND SYMBOL 2.0T. SIZE T - FORM Re 


(4472) 
7/9/32 CGsCR-9010 CGsK-1841989 
moy. 41 
: . 
63265 TAQ-3 RE 13A 372 
RESISTOR: TAPPED 6000 2 STYLE A 
WERE WOUND TEN EQUAL VALUES 
(38058) 
7/22/32 
wov. 41 ; 
63266 TAQ-3 RE ISA 372 
RESISTOR - 20 OHMS, WIRE STYLE E 
WOUND 
(3802B) 
7/22/32 
mov. 41 
63267 TAQ-3 RE 13A 372 
RESISTOR - 25,000 OHMS STYLE 8 
WERE WOUND 
€3168B) 
7/22/32 ‘ 
NOY. 41 


cel 63268 TAQ-3 

RESISTOR ASSEMBLY: 

WERE WOUND FOR KEYING. CONSISTS OF 5 
ELECTRAD TYPE B-S00 RESISTORS OF 50,000 
OHMS EACH 


€3874) 
7/22/32 
NOV. 41 

63269 Tec RE 13A 372 


RESISTOR - 10 OHMS, WIRE STYLE E 
WOUND 


8/15/32 
wove. 41 


63270 RAA & RAB RE 135A 372 
RESISTOR: WIRE WOUND 
CANCELLED - SAME AS 63288, 


8/22/32 
NOV. 41 


[oan | RAE SOSHTACTHRIES, 


Class 63—Resistors—Potentiometers—Attenuators 


SNTIIG —_[rmesr asstenen ron | oWAVEGANSe 


63271 RAA & RAB RE 13A 372 
RESISTOR: TAPPED 15,500 Q STYLE B 
WIRE WOUND EACH SECTION 3000/7500/2000/ 
3000 OHMS 


(4584) 
8/22/32 
wov. 41 


63272 RAA & RAB RE 135A 372 
RESISTOR: TAPPED 405.8 2 STYLE B 
WIRE WOUND EACH SECTION 8.8/110/40/70/ 
4272 OHMS 


(4585) 
8/22/32 
mov. 41 


63273 RAA & RAB RE t3A 372 
RESISTOR - 1144 OHMS, WIRE STYLE B 
WOUND 


(4686) 

8/22/32 
nov. 41 
_ 63274 GK-1 RE 13A 372 
RESISTOR - 62 OHMS, WIRE STYLE E 
WOUND ‘ 
9/3/32 
NOV. 41 

63275 TBA-1 RE 13A 372 
RESISTOR - SQ OHNS, WIRE STYLE E 
wouNo 
9/17/32 
NOV. 41 

63276 RAF RE 13A 372 
RESISTOR - 1300 OHMS, WIRE STYLE F 
WOUND 
9/23/32 
mov. 41 

63277 RAF RE 13A 372 
RESISTOR: TAPPED. 3660 2 STYLE B 

TEN EQUAL VALUES, WIRE 
WOUND. 

9729/32 
NOY. 41 

63278 RAF RE $3A 372 


RESISTOR - 500 OHMS, WIRE STYLE E 
WOUND 


9/29/32 
ROY. 41 


NAVSHIPS 900,109 


RESTRICTED 


63279 GENERAL USE RE 13A 460 
RESISTOR ~- 100 OHMS, WIRE 
WOUND - 3 WATTS. 


10/3/32 
Wov. 41 


63280 CK-t RE 135A 372 
RESISTOR - 640 OHMS, WIRE STYLE 0 
wouND 


10/6/32 . 
wov. 41 


cavy 63281 CK-1 
RESISTOR - SPECIAL, 10 2 
3.5 ‘AMPS. 


10/7/32 P-7700854-G3 
mov. 41 


cay 63282 GK-1 
RESISTOR ~ SPECIAL, 700 Q 
4.2 TO 0.27 AHPS. 


10/7732 P-7700854-CG4 
Wov. 41 
63283 Le RE 134 372 


RESISTOR; COMPOSITION 
CANCELLED - SAME AS 63291. 


01/7/32 
MOV. 41 


63284 La RE 135A 372 
RESISTOR: COMPOSITION 
CANCELLED - SANE AS 63288, 


80/7/32 
mov. 41 


csm 63285 RAE 
RESISTOR: 4850 OWNS 
WORE WOUND + 0.25% 


2/13/32 Csmsttt 
MOV. 41 


cs 63286 RAE 
RESISTOR: 1655 OHNS 
WERE WOUND + 0.25% 


12/13/32 CSomstst 
NOv. 41 


my 


Class 63—Resistors—Potentiometers—Attenuators 
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otnGi7S, [ruse ssneweo rox | snares | [aitehatth [rar owe won | ARONA, | 


SHAY TYRE, [ruse ASSIGHED FOX | ORAL RS ROLE, 


"63287 GEN. USE RE 153A 340 
RESISTOR, COMPOSITION, t10%P 
THIS NUMBER APPLIES TO ALL ONE WATT, COM- 
POSITION FERRULE TYPE UNITS IN ACCORD- 
ANCE WITH SPECIFICATION REI3A34G, REGARO 
LESS OF RESISTANCE VALUE. TYPE NUMBER TO 
BE FOLLOWED BY A DASH AND SUFFIX COM- 
PRISED OF THREE OtGITS. THE FIRST TWO 
12/2/44 
FEB. 45 


-63287 
OIGITS ARE THE TWO FIGURES OF THE RES- 
SISTANCE VALUE, AND THE LAST DIGIT THE 
NUMBER OF ZEROS WHICH FOLLOW THE FIRST 
TWO FIGURES. FOR VALUES LESS THAN TEN, 
TWO FIGURES WILL ENDICATE THE RESISTANCE, 
WITH THE LETTER (R) FOR DECIMAL POINT, 


63288 GEN USE RE 835A 340 
RESISTOR, COMPOSITION, 
POWATT, + 10% RESESTANCE TOL. PIGTAIL? 
THIS NUMBER APPLIES TO ALL ONE WATT COM- 
POStTtOnm UNITS WITH PIGTAIL CONNECTIONS, 
@N ACCORDANCE WITH SPECIFICATION 
RE13A340 REGARDLESS OF RESISTANCE VALUE. 
TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
1272/44 
FEB. 45 


-63288 
SUFFIX COMPRISED OF THREE DIGITS. THE 
FIRST TWO ARE THE FIRST TWO FIGURES OF 
THE RESISTANCE VALUE, AND THE LAST Di- 
GIT, THE NUMBER OF ZEROS WHICH FOLLOW 
THE FIRST TWO FIGURES. FOR VALUES LESS 
THAN TEN, TWO FIGURES WILL INDICATE THE 
RESISTANCE WITH THE LETTER (R) FOR THE 
DECIMAL POINT. 


63289 GEN USE RES3A340 
RESISTOR, COMPOSITION, +10% 
THIS NUMBER APPLIES TO ALL THREE WATTS 
COMPOSITION UNITS WITH PIGTAIL CONNEC- 
TIONS, IN ACCORDANCE WITH SPECIFICATION 
RE15A340, REGARDLESS OF RESISTANCE VALUE 
TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
SUFFIX COMPRISED OF THREE DIGITS. THE 
1242/44 
FEB. 45 


-63289 
FIRST THO ARE THE TWO FIGURES OF THE 
RESISTANCE VALUE AND THE LAST DIGIT, THE 
NUMBER OF ZEROS WHICH FOLLOW THE FIRST 
TWO FIGURES, FOR WALUES LESS THAN TEN, 
TWO FIGURES WILL INDICATE THE RESISTANCE 
WITH THE LETTER (R) FOR THE DECLMAL 
POUNT. 


-63290 GEN USE RETSA340 
RESISTOR. COMPOSITION, +583 
THIS NUMBER APPLIES TO ALL ONE WATT COM- 
POSITION, FERRULE TYPE UNITS IN ACCOR- 
DANCE WITH SPECIFICATION RES3A340, RE- 
GARDLESS OF RESISTANCE VALUE, TYPE NUM 
BER TO BE FOLLOWED BY A DASH AND SUFFIX 
COMPRISED OF THREE DIGITS. THE FIRST TWO 
1242444 
FEB. 45 


63290 
ARE THE TWO FIGURES OF THE RESISTANCE 
VALUE, AND THE LAST DIGIT, THE NUMBER 
OF ZEROS WHICH FOLLOW THE FIRST TWO Fi- 
GURES. FOR VALUES LESS THAN TEN, TWO Fi- 
GURES WILL INDICATE THE RESISTANCE, WITH 
THE LETTER (R> FOR THE DECINAL POINT. 


63291 GEN USE RE 13A 340 
RES#*STOR. COMPOSITION, 
V WATT, PIGTAtL, + 5% RESISTANCE TOL? 
THIS NUMBER APPLIES TO ALL ONE WATT COM- 
POSETEON UNITS WITH PIGTAIL CONNECTIONS 
(N ACCORDANCE WITH SPECIFICATION 
RE13A340, REGARDLESS OF RESISTANCE VAL-~ 


UF, TYPE NUMBER TO BE FOLLOWED BY A DASH 
T22eaeg 
FEB. 45 


"635291 
AND SUFFIX COMPRISED OF THREE DIGITS. 
TRE FIRST TWO ARE THE TWO FIGURES OF THE 
RESESTANCE VALUE AND THE LAST DIGIT, THE 
NUMBER OF ZEROS WHICH FOLLOW THE FIRST 
TWO FIGURES. FOR VALUES LESS THAN TEN, 
TWO FIGURES WILL INDICATE THE RESISTANCE 
WtTH THE LETTER (R) FOR THE DECIMAL 
POUNT. 


-63292 GEN USE REIL3A340 
RESISTOR, CONPOSITION, +58: 
THIS NUMBER APPLIES TO ALL THREE WATT 
COMPOSITION UNITS WITH PIGTAIL CONNEC- 
TIONS IN ACCORDANCE WITH SPECIFICATION 
REI3A340, REGARDLESS OF RESISTANCE VALUE, 
TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
SUFFIX COMPRISED OF THREE DIGITS. THE 
1242/44 
FES. 45 


"63292 
FIRST TWO ARE THE THO DIGITS OF THE RE- 
S{STANCE’ VALUE, AND THE LAST DIGIT THE 
NUMBER OF ZEROS WHICH FOLLOW THE FIRST 
THO FSGURES. FOR VALUES LESS THAN 10, 
TWO FIGURES WILL INDICATE THE RESISTANCE 
VALUE WITH THE LETTER (CR) FOR THE DECI- 
WAL POLNT. 


63293 GENERAL USE RE 13A 372 


RESISTOR ~- 425 OHMS, WIRE STYLE B 
WOUND 


(33188) 
12/16/32 
NOV. 41 


cece 63294 RAP 
RESISTOR: COMPOSITION 
CANCELLED SAME AS 63368. 


W424733 CCCSHS K-7861449-P3 
NOV. 41 


cec 63295 = RAF 
RESISTOR: COMPOSITION 
CANCELLED SAME AS 63368. 


tf2a/3S3 CCCSH-5 CCCSK~-7861449- 
NOV. 41 P4 


ccc 63296 RAF 
RESISTOR: COMPOSITION 
CANCELLED - SAME AS 63368. 


1/24/33 CCC3H-5 CCC3K-7861449- 
NOV. 45 PS 


ASSIGNED 
ISSUED 


CIR 63297 RAF 
RESISTOR: 5,490 OHMS 
WERE WOUND | WATT 


1/24/33 CIRSHW-4 
NOV. 41 


ciR 63298 RAF 
RESISTOR: 10,980 OHMS 
WERE WOUND 1 WATT 


1/24/33 CIRSWN-4 
NOY. 41 


cyH 63299 RAF 
RESISTOR: 10 OHMS 
WIRE WOUND 0.4 AMP CENTER TAPPED 1-8/16" 
MOUNTING CENTERS. 


1/24/33 C¥Mss10c 
WOV. 41 


63300 CK-t RE 134 372 
RESISTOR - 190 OHMS, WIRE STYLE D 
WOUNG 


2/2/33 
Nov. 41 


63301 GK-1 RE 135A 372 
RESISTOR ~ 230 @H4S, WIRE STYLE D 
WOUNO 


2/2/33 
WOV, 41 


63302 RAE RE t3A 372 
RESISTOR - 4,780 OHMS STYLE B 
MERE WOUND 


2/6/33 
NOV, 41 


63303 RAE RE 13A 372 
RESISTOR - 430 OHMS, WIRE STYLE B 
Wound 


2/6/33 
NOV. 41 


63304 RAE RE 13A 372 
RESISTOR ~ 530 OHNS, WIRE STYLE B 
WOUND 


2/6/33 
NOV, 41 


care | MARHASUIBEFS —[_ gUUITACTHNEA, 


pare | MANUARTHAR® | MANKIACTUAERS 


care | MRINARHRES AAT] 


RESTRICTED 


NAVSHIPS 900,109 


Class 6 3—Resistors—-Potentiometers— Attenuators 


[GAARA [rinse astcwen ron | RAGAN. | [aR [ras asso rox | GRAPH, | eAMUY [rast asionto ror | otAMeRNARNS, 
63305 = RAE RE 13A 372 63313 RAE RE 138 372 csu63321 RAE. ie 
RESISTOR - 192 OHMS, WIRE STYLE B ods oe aaa ‘ STYLE B RESISTOR: 15 OHMS + 1% i 
WOUND RE WOUN AT 78 OHMS, H fe a 
WIRE WOUND 1/4 WATT 
2/6/33 3/28/33 5/9/33 CSHs#1z2 
Nov. 41 NOV. 41 eer 
CAY63306 = CK-t 63314 RAE RE W1S4: S12 63322 RAE RE 13A 492 
RHEOSTAT: 8 OHMS RESISTOR: WIRE WOUND POTENTIOMETER: 20,000 
WIRE WOUND 4.5 AMPS. EQUAL RESISTANCE CANCELLED - SAME AS 63066, WIRE! HOUNDS, 2c Ee WATTSCS TARERD EIRST) AF E 
STEPS. 6" PLATE TURN CLOCKWISE * 600 OHMS. BALANCE 
19,400 OHMS, “OFF” POSITION AT EXTREME 
CLOCKWISE. ROUND SHAFT. REPLACEMENT PO- 
TENTIOMETERS HAVE 2" SHAFT LENGTH. 
2/25/33 4/3/33 5/9/33 CWOSAE-255 
Nov. 41 nov. 41 MAR. 42 REV 0 
caY63307 © GK-1 63315 GENERAL USE RE 13A 372 
RHEOSTAT: 15 OHMS RESISTOR - 10 OHMS, WIRE STYLE C a eer a RESTS A: S40 
SURE MOUND SS oS ARES: MEQUALIRESISTANGE mune THIS NUNBER APPLIES TO ALL 8 WATT CON- 
stéPs. POSITION UNITS WITH PIGTAIL CONNECTIONS 
1N ACCORDANCE WITH SPECIFICATION 
REISAS40, REGARDLESS OF RES(STANCE VA- 
LUES. TYPE NUMBER TO BE FOLLOWED BY A 
sees 4/6/33 DASH AND A SUFFIX COMPRISED OF THREE 
NOV. 41 NOV. 4f ere 
63308 TeF RE 13A 372 63316 Ter RE 13A 372 63323 
RESISTOR: TAPPED 4000 2 — STYLE D RESISTORS TAP EEO S500 8) et TEE BD DIGITS. THE FIRST THO DIGITS Age THE Tuo 
WIRE WOUND TAPPED AT 400 OHMS. WIRE. WOUND TARPEDUAT (800: OHMS FIGURES OF THR RESISTANCE VALUE, AND THE 
LAST DIGIT, THE HUMBER OF ZEROS WHICH 
FOLLOW THE FIRST TWO FIGURES. FOR VALUE 
LESS THAN 10, TWO FIGURES WILL INDICATE 
THE RES(STANCE WITH LETTER (R) FOR THE 
ie As11/33 DECIMAL PONT. 
Nov. 41 Nov. 41 
63309 = Tad-3 RE 13A 372 bP utaeis fe ae RESTS ROAIe 63324 RAE RE 135A 492 
RESISTOR - 60 OHMS, WIRE STYLE E : POTENTIOMETER: 100 OHMS 
WOUND MRE MOURA WATTS NO: TACER y J ROUND WIRE WOUND 4 WATTS NO TAPER. SCREW- 
SHAFT. REPLACEMENT POTENTIOMETERS HAVE see euaet re : 
2” SHAFT LENGTH DR. SHAET ONS 
3/23/33 Pear 6/9/33 
WOV. 41 ‘ Nov, 41 
63310 RAE RE 13A 372 Set AL eae i 63325 RAE RE 13A 492 
RESISTORS S 246 OHMS 5 MIRE Vis I1LEc A ooh FAD ASSEMBLY CONSISTS OF THREE UNITS POLENTLORE TERS 1 000.,08S 
WOUND j * WIRE WOUND 2 WATTS NO TAPER. SAME AS 
63529 EXCEPT SHAFT {S 1” INSTEAD OF 1/2" 
4/19/33 CRY:K-806835 
3/28/33 ae as 5/9/33 
ov, 41 MAR. 42 
63311 RAE RE 13A 372 63319 Tec RE: TSA 372 63326 GENERAL USE RE 13A 372 
RESISTOR ~ 3.42 OHMS, WIRE STYLE DO eye + 200 OHMS, WIRE STYLE C RESISTOR: TAPPED 20,000 2 STYLE A 
WOUND 0 . WIRE WOUND TEN EQUAL VALUES 
3/28/33 5/2/33 5/13/33 
wov. 41 NOW SrA} NOV. 41 
63312 RAE RE 13A 372 63320 1B6 RE 13A 372 63327 GENERAL USE RE 15A 372 
RESISTOR - 265 ONS, WIRE STYLE 0 RESISTOR - 180 OHMS STYLE C RESISTOR: TAPPED 1,250 2 STYLE A 
WOUND WIRE WOUND WIRE WOUND 10 EQUAL VALUES. 
3/28/33 6/2/33 B/33/33 
NOV. 41 NOV. 41 ¥ 
ASSIGNED ASSIGNED BON at 
7 ISSUED |_sssuep 
[ose |S | RETNA on | Re an fae | R_ aren] 


NAVSHIPS 900,109 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenuators 


FAST | Fast AssiGnep FoR SSMS | vEehATiCn 


63328 GENERAL USE RE 13A 372 


RESISTOR: TAPPED 500 OHMS STYLE B 
WIRE WOUND EACH SECTION 
450/160/10/10/10/10/25/50/75 


8/13/33 
wov. 41 


63329 GENERAL USE RE 13A 372 
RESISTOR: TAPPED §,000 Q STYLE D 
WIRE WOUND TAPPED AT 1,000 OHMS 


5/13/33 
mov. 41 


63330 


RESISTOR - 30,000 OHMS 
MIRE WOUND 


GENERAL USE RE 13A 372 
STYLE 0 


8/13/33 
ROV. 4) 


63331 UA RE I13A 492 
POTENTIOMETER: 5,000 OHMS 
WIRE WOUND 2 WATTS, NO TAPER. ROUND 
SHAFT. REPLACEMENT POTENTIOMETERS HAVE 
2" SHAFT LENGTH 


5/15/33 
MAR. 42 

63332 VA RE 13A 372 
RESISTOR: TAPPED 4,272 Q STYLE B 
WIRE WOUND EACH SECTION 
170/3380/256/176/290 OHMS 
5/15/33 
wov. 41 ‘. 

63333 UA RE 13A 372 
RESISTOR - 3,800 OHNS STYLE 8B 
WIRE WoURD 
6/18/33 
WOV. 41 


coe 63334 UA 
RESISTOR: 600 OHMS 
WIRE WOUND 2 WATTS & 22 


6/15/33 cSMsgitt 
wOV. 41 


63335 GENERAL USE RE 13A 492 
POTENTIOMETER: 2.0 OHMS 
WIRE WOUND 4 WATTS NO TAPER. ROUND 
SHAFT. REPLACEMENT POTENTIOMETERS HAVE 
2° SHAFT LENGTH 


6/2/33 
MAR. 42 


Locate | MBARTHSIES | SUOTASTIARES. 


3.63=15 


FIRST ASSIGNED FOR 


otra || 


TEATS 


| rust ASSIGNED FOR on LORE 


63336 GENERAL USE RE 13A 492 
POTENTIOMETER: 4.0 OHMS 
WIRE WOUND 4 WATTS NO TAPER. ROUNO SHAFT 
REPLACEMENT POTENTIOMETERS HAVE 2" SHAFT 
LENGTH 


6/2/33 
MAR. 42 


63337 GENERAL USE RE ISA 492 
POTENTIOMETER: 6.0 OHMS 
WERE WOUND 4 WATYS NO TAPER. ROUND 
SHAFT. REPLACEMENT POTENTIOMETERS HAVE 
2" SHAFT LENGTH 


6/2/33 
MAR. 42 


63338 186 
RESISTOR - 250 OHNS 
WIRE WOUND 


RE !3A 372 
STYLE F 


6/12/33 
WoV. 41 


. 


63339 6 
RESISTOR - 550 OHMS 
MIRE WOUND 


RE 13A 372 
STYLE F 


6/42/33 
WOV. 41 


63340 DO. te 25 5 RE 13A 372 
RESISTOR - 215 OHMS STYLE D 
WIRE WOUND 


7/22/33 
NOV. 41 


63341 DO. ty 24 3 RE 13A 372 
RESISTOR - 650 OHMS STYLE D 
WIRE WOUND 


7/22/33 
NOV. 41 


cet 63342 TAV=2 
RESISTOR: 1 OHM 
WIRE WOUND 25 WATTS 


7/24/33 CE1:B-.01 
NOV. 41 


con 63343 TAV-2 

POTENTSOMETER, WIRE WOUND 

1 OHM, SQ WATTS, FLAT SHAFT, REPLACE- 
MENT POTENTIOMETERS HAVE 2-INCH SHAFT 
LENGTH. 


7/24/33 MODEL "u* CAY:K-7810404 
MAK, 42 SuB O 
ASSIGNED 
ISSUED 


63344 TAV-2 RE 13A 372 
RESISTOR: TAPPED 1.0 OHM STYLE B 
WIRE WOUND FOUR EQUAL SECTIONS 


7/24/33 
NOV. 41 


csm 63345 to-1 

RESISTOR: 2,000 OHMS 

WERE WOUND 2 WATTS. TOLERANCE PLUS OR 
MINUS 1/4 OF 18, 


8/8/33 
NOV. 41 


CSMs113 


cs 63346 Ld-1 

RESISTOR: 4,000 OHMS 

WIRE WOUND 2 WATTS. TOLERANCE PLUS OR 
MINUS 1/4 OF 18. 


8/8/33 
NOV. 41 


CSMS113 


CSM 63347 Lo-t 

RESISTOR: $0,000 OHMS 

WIRE WOUND 2 WATTS. TOLERANCE PLUS OR 
MINUS 1/4 OF 1% 


8/8/33 
NOV. 41 


CSMst13 


csH 63348 Lo-I 

RESISTOR: 25,000 OHMS 

WIRE WOUND 2 WATTS. TOLERANCE PLUS OR 
MINUS 1/4 OF 1% 


8/8/33 csms113 
NOV. 41 

63349 PC RE 13A 372 
RESISTOR - 26 OHMS, WIRE STYLE F 
WOUND 
8/8/33 
NOV. 41 


cao 63350 Pc 
RHEOSTAT: 6.4 OHMS 
WIRE WOUND 6” PLATE 5.5 AMPS 


8/8/33 CAOT61015 
Nov. 41 
63351 GENERAL USE RE 13A 372 


RESISTOR: TAPPED 50,000 2 STYLE A 
WIRE WOUND TEN EQUAL VALUES 


8/21/33 
Nov. 41 


SMATHS CONIA 


DATE 


SANHTATHUB | 


| MeIARTVARS 


RESTRICTED 


NAVSHIPS 900,109 


3.63-16 


| YAMA, rast asstoneo ro | HAL ABAYINS, 


Class 63—Resistors—Potentiometers— Attenuators 


WAG [rust assionre roe | ottnanarna, | | 


oe [rust ASSIGNED FOR HTN, | 


63352 GENERAL USE RE 13A 372 
RESISTOR - 6,500 OHMS STYLE A 
WIRE WOUND 


0/20/33 
mov. 41 


cao 63353 Pc 

RESISTOR - 190 OHMS 

SPECIAL - CENTER TAPPED. SIZE: 9/16" 
Bia. & 2" LONG. 


8/23/33 T-602347-P24 
mov. 41 


63354 DO. 1, 2, 3 RE I3A 492 
POTENTIOMETER: 3,300 OHMS 
WIRE WOUND 4 WATTS TAPER: FLAT SHAFT. 
REPLACEMENT POTENTIOMETERS HAVE 2" SHAFT 
LeNCTM 


8/28/33 CYM:H 
MAR, 42° CURVE S-813411 


763355 po 1, 3, 4 RE 113A 340 
RESISTOR - ONE-HALF WATT = 
46% RESISTANCE TOL. PIGTAIL CONPOSITIONS 
THIS NUMBER APPLIES TO ALL 1/2 WATT 
COMPOSETION UNITS WITH PIGTAIL CONNEC- 
THONS UN ACCORDANCE WITH SPECIFICATION 
REI1SA340 REGARDLESS OF RESISTANCE VALUE. 
TYPE NUMBER TO BE FOLLOWED BY A DASH & 
1202744 
FEB. 46 


-63355 
SUFFIX COMPRISEO OF 3 DIGITS. THE FIRST 
TWO ARE THE TWO FIGURES OF THE RESIS- 
TANCE VALUE ANDO THE LAST OSGIT, THE NUM- 
BER OF ZEROS WHICH FOLLOW THE FIRST TWO 
FIGURES. FOR VALUES LESS THAN 10, TWO 
F«GURES WILL INDICATE THE RESISTANCE 
WETH THE LETTER (Rd FOR THE DECIMAL 
POINT. 


cme 63356 LE 
RHEOSTAT: 6 OHMS 
WIRE WOUND 0.75 AMP 


9/2/33 CYm33506 
mov. 41 


CRVSK-802729-P1 


env 63357 Le 

RESISTOR: 2.5 OHMS 

WIRE WOUND 0.12 AMP. TOLERANCE: PLUS OR 
menus o% 


63358-A FB RE 13A 492 
POTENTIOMETER? 10,000 OHMS 

WIRE WOUND LINEAR 4 WATTS, ROUNO SHAFT. 
REPLACEMENT POTENTIOMETERS HAVE 2” SHAFT 


LENGTH 


6/15/41 CMAZALO MP 
WAR. 42 


ce! 63359 TAV-2 
RESISTOR: 2 OHMS 
WIRE WOUND 25 WATTS 


9/18/33 CElsB-.02 
MoV. 41 


RE 134 340 


-63360 GEN USE 
RESISTOR: COMPOSITION, 
7/2 WATT, 410% RESISTANCE TOLERANCE PIG- 
TAiL: THIS NUMBER APPLIES TO ALL 1/72 
WATT COMPOSITION UNITS WITH PIGTAIL CON- 
WECTIONS, @N ACCORDANCE WSTH SPECIFICA- 
TUON REI3A340, REGAROLESS OF RESISTANCE 
VALUE TYPE WMUMBER TO BE FOLLOWED BY A 
3242444 
FEB. 45 


-63360 
DASH & SUFFIX COMPRISED OF 3 DIGITS. THE 
FIRST TwO ARE THE TwO FIGURES OF THE RE- 
SISTANCE VALUE, AND THE LAST DIG#T, THE 
NUMBER OF ZEROS WHICH FOLLOW THE FIRST 
TWO FIGURES. FOR WALUES LESS THAN 10, 
IWO FIGURES WILL INDICATE RESISTANCE 
WITH THE LETTER (R) FOR THE DECIMAL 
POUNT. 


63361 Yal-1 RE 13 372 
RESISTOR - 30,000 OHMS STYLE A 
WIRE WOUND 


10/4/33 
MOV. 41 


63362 GENERAL USE RE 13A 372 
RESISTOR - 2000 OHMS STYLE C 
WIRE WOUND 


10/9/33 
mov. 41 


csm 63363 RAE, 

RESISTOR: 0.25 OHM 

WIRE WOUND I WATT. TOLERANCE: PLUS OR 
MUKUS 10% 


63365 teF RE 13A 372 
RESISTOR - 35,000 OHMS STYLE 0 
WIRE WOUND 

11/21/33 

MOV. 41 


63366 * SEE BELOW RE 13A 372 
RESISTOR: TAPPED 70 OHMS STYLE A 
WIRE WOUND TEN EQUAL VALUES. 


* 8571-N.Y.-34, 
11/29/33 
Wov. 41 


63367 * SEE BELOW RE 13A 372 
RESISTOR: 20 OHMS STYLE A 
WIRE WOUND EACH SECTION 2/2/2/2/2/10 
OHKS. 


# BS71-N.Y.-34. 
11/29/33 
Nov. 41 


-63368 GEN. USE RE 13A 340 
RESISTOR, COMPOSITION, +104: 
THIS NUMER APPLIES TO ALL 5 WATT COM- 
POSITION UNITS WITH PIGTAIL CONNECTIONS, 
UN ACCORDANCE WITH SPECIFICATION 
REI3A340, REGARDLESS OF RESISTANCE 
VALUES. TYPE NUMBER TO BE FOLLOWED BY A 
OASH AND SUFFIX COMPRISED OF 3 DIGITS. 
12/2/44 
FEB. 46 


-63368 
THE FIRST TWO ARE THE TWO FIGURES OF THE 
REStSTANCE VALUES, AND THE LAST DIGIT, 
THE NUMBER OF ZEROS WHICH FOLLOW THE 
FIRST TWO FIGURES. FOR VALUES LESS THAN 
10 TWO FIGURES WILL INDICATE THE RESIS- 
TANCE WITH THE LETTER CR) FOR THE 
DECIMAL POINT. 


63369 GENERAL USE RE 13A 492 
POTENTIOMETER: 20 OHMS 
WIRE WOUND. 4 WATTS, NO TAPER, ROUND 
SHAFT. REPLACEMENT POTENTIOMETERS HAVE 
2" SHAFT LENGTH. 


10/20/33 
MAR. 42 


63370 CENERAL USE RE 135A 492 
POTENTIOMETER: 280 OHMS 
WIRE WOUND 4.0 WATTS NO TAPER. ROUND 
SHAFT, REPLACEMENT POTENTIOMETER HAVE 
2" SHAFT LENGTH. 


9/2/33 CRY:K-802663-G- 10/12/33 CSms162 12/20/33 
mov. 41 1 wov. 41 MAR. 42 

63358 TAV-2 RE 13A 492 63364 GENERAL USE RE 134 372 63371 Tec RE 13A 372 
POTENTIOMETER: 10,000 Q RESISTOR - 1,000 ONIMS STYLE F RESISTOR - 50 OHHS STYLE F 
WIRE WOUND 2.5 WATTS NO TAPER. ROUND WIRE WOUND WIRE WOUND 
SHAFT. REPLACEMENT POTENTIOMETERS HAVE 
2" SHAFT LENCTH 
9/13/33 TOs/31/33 1/8/34 

. 74 
WAR. 42 asicue| BOW. At assranep| NOV. 41 

issued ISSUED 


Lan] “wun senarnnn 


care | MANURAGTRRNS'S—[ SANNTACTRATAL 


oat |“ RUGRUAE? | gti | 


NAVSHIPS 900,109 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenuators 3 .63 a 7. 
DERE [past assicnio rox | HAL GRAMHEN | | Brae [rust assignen FOR | oN EGRHGH UNE ATGy | FiRsT AssioneD rox | WAST GRAMG, | 
63372 = TaAz-1 RE 13A 372 63379-A RE-A & RF-A RE ISA 492 : 
RESISTOR - 40,000 OHMS STYLE D POTENTIOMETER: 50,000 OHMS cc- 63387 TEs 
WORE WOUND WIRE WOUND 2 WATTS NO TAPER - NO OFF RESISTOR: 22 OHMS 
POSITION. ROUND SHAFT, ®EPLACEMENT WERE WOUND FORM R, SIZE Z, SYMBOL 22-Z. 


POTENTIOMETERS HAVE 2" SHAFT LENGTH, 


: Bt 4/34 51/13/39 
oes NOV. 41 MAR. 42 9/24/34 co:CR-9010 CGK-1630376 
NOV. 41 
63373 GENERAL USE RE 13h 372 63380 GENERAL USE RE 13A 372 cc- 63388 tes 
RESISTOR - 75,000 OHMS STYLE A RESISTOR - 1350 OHMS STYLE F RESISTOR ocae OHM 
WIRE WOUND WIRE WOUND ages . 
WIRE WOUND FORM R, SIZE VL, SYMBOL 0.85- 
YL. 
(4640) 
4 : 
: coe al novos 9/24/34 CG:CR-9010 CG:K-1942129 
4 ° = NOV. 41 
a 
63374 GENERAL USE RE 13A 372 63381 GENERAL USE RE 13A 372 
RESISTOR - 7,800 OHMS STYLE 8 RESISTOR - 1650 OHMS STYLE F 63389 TBs RE 135A 372 
WIRE WOUND WIRE WOUND RESISTOR: TAPPED 50 OHMS STYLE A 
WIRE WOUND TEN EQUAL VALUES, 
(4641) 
4/5134 8/14/34 
wOV. 41 NOV. 41 9/24/34 
NOV. 41 
63375 GENERAL USE RE 135A 372 63382 GENERAL USE RE 145A 572 63390 Bs RE 13A 372 
RESISTOR: TAPPED 2.5 OHNS STYLE A RESISTOR - 40 OHMS STYLE’ E : TAPP MMS STY 
WIRE WOUND TEN EQUAL VALUES. WIRE WOUND RESIS ORS: VAEED +600-0 STTEE:6 
WIRE WOUND TEN EQUAL VALUES, 
(4642) 
6/1/34 8/14/34 
9/24/34 
NOV. 45 
; ; mov $1 NOV. 41 
63376 GENERAL USE RE 13A 372 633835 GENERAL USE RE 13A 372 63391 eae Repan aie 
RESISTOR - 1,250 ONS STYLE 6B RESISTOR - 75 OHMS STYLE F 
, i! WIRE WOUND RESISTOR: TAPPED 2,500 STYLE B 
WERE WOUND WIRE WOUND TEN EQUAL VALUES, 
(4643) 
= 6/1/34 8/14/34 
° wov, 41 NOV. 41 . 9/24/34 
: Nov. 41 
63377 GENERAL USE RE 13A 372 63384  Tag-a RE 135A 372 63392 18d eT ecT: 
RESISTOR - 170 OHMS, WIRE STYLE D RESISTOR: TAPPED 700 OHMS STYLE A RESIS CARD WABPED 176 DUNG METILE B 
WIRE WOUND TEN EQUAL VALUES, SISTOR: AS: 
WOUND WIRE WOUND TEN EQUAL VALUES. 
é © grirss 9/21/34 9/24/34 
eae . Woven NOV. 41 
: NOV. 41 
63378 GENERAL USE RE 13A 372 cG- 63385  Tag-a RE 13A 372 63393 tes Ren sAraoe 
RESISTOR - 3 OHMS, WIRE STYLE D RESISTOR: 100 OHMS * SEE BELOW 
- : SPECIAL - WOUND WITH COPNIC WIRE RESISTOR: TAPPED, 3,500 % STYLE @ 
. WOUND 7 WiRE WOUND TEN EQUAL VALUES, 
Cd 
*® STYLE A - SPECIAL. 
61/34 9/21/34 QCK-2675192 9/24/34 
ii wov. 41 Nov. 43 Nov. 41 
79 GENERAL USE RE 13A 492 63386 TBJ RE 13A 372 . : 
Speech. £0.66000 RESISTOR: TAPPED 25 OHMS STYLE A c6- 63594 = tev 
WERE WOUND 2 WATTS NO TAPER. ROUND WIRE WOUND TEN EQUAL VALUES. eee a oums : 7 i 
‘ SHAFT. REPLACEMENT POTENTIOMETERS HAVE ns MOUNGE DORM Ra cS Rte Beare We Oe tet: 
Q ™ SHAFT LENGTH. . 
on ea 
. (464694098) sai 
8/16/34 Borat 9/24/34 cG:tR-9010 CGLK-1942120 
MAR. 42 assicnmy| NOV. 41 
ISSUED 
samen [| UTAH care | MARMARA | ATA | 
RESTRICTED NAVSHIPS 900,109 


' 


3.63-18 
[ 


NAY Ni 
DEAR aieh FIRS TV ASSIGH ED: ror | Petey Gs | 


Class 63—Resistors—Potentiometers—Attenuators 


HAYD RY, [rar assignen ror | iASE GRAMS, a; 


Bssegtion 


FIRST ASSIGNED FOR [ on AROS. i 


cc- 63395 Tas 
RESISTOR: 2.2 OHMS 


WIRE WOUND FORM R, SIZE T, SYMBOL 2.2-T. 


9/24/34 CG:CR-9010 CG:K-1841989 


Nov. 41 


63396 Ted RE 13a 372 
RESISTOR: 75 OH4S, TAPPED STYLE B 
WERE WOUND TEN EQUAL VALUES, 


9/24/34 
Wov. 41 


63397 wed RE 13A 372 
RESISTOR - 1900 OHMS STYLE B 
WIRE WOUND 


9/24/34 
NOV. ‘41 


63398 Tau RE 13A 372 
RESISTOR - 300 OHMS, WIRE STYLE.F 
WOUND. 


9/24/34 
Nov. 41 


cc- 63399 Tes 
RESISTOR: 1600 OHNS 
SPECIAL 


9/29/34 CG:CR-9158 CO:K-28614382 


NOV. 41 


cc 63400 TBy 
RESISTOR, GRIO: .04 OHM 
WIRE WOUND, 70 AMPS. SIZE #4, TYPE SG 


9/29/34 CG:SG CO:P-1158632- 
NOV. 41 P3 
ca- 63401 TBA-2 


RESISTOR: 10,000 OHMS 
COMPOSITION 2 WATTS, TYPE NUMBER TO BE 
FOLLOWED BY A DASH AND TOLERANCE 


(4531) 
10/1/34 70x 
roy, 41 
67402 TAJ-& & TBK RE 13A 372 
RESISTGR - 40 OHHS, WIRE STYLE C 
WOUND 
10/22/34 
wOoV. 41 
[pare | MARREASTHBER'S sal 


NAVSHIPS 900,109 


OL-288082t-C-48 


63403 Tes RE 13A 372 
RESISTOR - 2,300 OHMS STYLE B 
WIRE WOUND - TAPPED TEN EQUAL VALUES. 


10/29/34 
NOV. 41 


63404 TAL (MOD.) 
RESISTOR: 10,000 OHMS 
WERE WOUND ADJUSTABLE, WITH BARE SIDE. 


¢com 

10/31/34 COM:707ES 

NOV. 41 

cHD 63405 TAL (MO0.) 


POTENTIOMETER: 3,000 OHMS 
WERE WOUND, 50 WATTS, «129 ANP. ROUND 
SHAFT. 


10/31/34 M-1464 


MAR. 42 
cc- 63406 TAQ-4 RE 13A 372 
RESISTOR: 140 OHMS * SEE BELOW 


WERE WOUND - WOUND WITH COPNIC WIRE. 


* STYLE A + SPECIAL 
10/31/34 QCK-2673192 
Nov. 41 


ce 63407 TAW-T 

RESISTOR: 13.4 OHMS 

WIRE WOUND, FORM R, SIZE 2, SYMBOL 
1304-2. 


11/1734 = CR-9010 
NOV. 41, 


K-1630376 


cc- 63408 TAW-I 
RESISTOR: 3,000 OHMS 
WURE WOUND 


CGrK-2316382 PI 
DL-2680121-G-52 


t1/1/34 CR-9158 
Nov. 41 


cc- 63409 TAW-1 


“RESISTOR: 3 OHMS 


WIRE WOUND FORM R, SIZE ZL, SYMBOL 3-2L. 


11/1/34 CR-9010 
Nov. 41 


CG2K-1942120 


63411 TAW-S RE 13A 372 
RESISTOR - 2,0G0 ONS STYLE F 
WIRE WOUND 
11/28/34 
Nov. 41 

63412 TAW-t RE 13A 372 
RESISTOR - 0.3 OHM, WIRE STYLE C 
WOUND 
14/28/34 
Nov. 41 

63413 * SEE BELOW RE 135A 492 


POTENTIOMETER: 4200 OHMS 

WIRE WOUND 4 WATTS TAPER: FIRST 1/2 TURN 
COUNTER-CLOCKWISE = 990 OHMS + 5%. BAL- 
ANCE = 3210 OHMS + S4%. FLAT SHAFT, RE- 
LACENENT POTENTIOMETERS HAVE 2" SHAFT 
LENGTH 

* oP, -t, 2, 3 & DQ 


12/14/34 
MAR. 42 

63414 TaL & TBL-1 RE 135A 372 
RESISTOR - 6 OKMS, WIRE STYLE D 
WOUND 
1/9/35 
Nov. 41 

63415 TL & TBL-1 RE 13A 372 
RESISTOR: 15,000 OHMS STYLE A 


WIRE MOUND TAPPED TEN EQUAL VALUES. 


1/9/35 
Nov. 41 


63416 RAB-2A RE £3A 492 
POTENTIOMETER: 3000 OH™S 
WIRE WOUND 4 WATTS NO TAPER. SCREW 
DRIVER SHAFT 1” LONG 


4/10/35 
MAR, 42 


su 63417 RAB-2a 

RESISTOR - 100 OHMS 

SPECIAL - 0.25 WATTS - + 1%. WIRE 
WOUND, 


1/10/55 122 CRVIK-B15666 


NOV. 41 
63410 TAW-1 RE 13A 372 cYM 63418 RAB-2A 
RESISTOR - 735 OMS STYLE ¢ POTENTIOMETER: TRIPLE 
WIRE WOUND #1: 200 OHMS, TAPERED. 
#2: 100 OHMS, TAPERED. 
#3: 25,000 OHMS LINEAR 
WIRE WOUND. ROUND SHAFT. REPLACEMENT PO- 
TENTIOMETERS HAVE 2" SHAFT LENGTH, 
pedatas 1/10/35 CRYSK-815660 
‘ assignap| MAR. 42 
ISSUED 
RUEARHERS | SANNTACTHRERS, [care | MAAS? [ANAT | 


RESTRICTED 


Class 63—Resistors—Potentiometers— Attenuators 


3.63-19 


HEAD [rast assicxeo vox | hAVeSRMCS, [RAR [esr asioneo ror | ATR, | 


63419 NM-3 & QC-3 RE 135A 492 
POTENTIOMETER: 2000 OHMS 
WIRE WOUND 4 WATTS NO TAPER. SCREW 
DRIVER SHAFT §" LONG 


3/19/35 
BAR. 42 


63420 NM-3 & QC-3 RE ISA 492 
POTENTIOMETER: 23,000 Q 
WIRE WOUND, 2 WATTS, TAPER: FIRST 1/2 


TURN COUNTER CLOCKWISE = 3,000 OHMS +10% 
BALANCE = 20,000 OHMS + 10%. ROUND SHAFT 


REPLACEMENT POTENTIOMETERS HAVE 2“ SHAFT 


LENGTH. 
3/19/35 
MAR, 42 


cic 63421 NH-3 & QC-3 
POTENTIOMETER: 250,000 Q 


COMPOSITION, TAPER ACCORDING TO K-69671, 


TAP AT 70% ROTATION IS 125,000 OHMS. 
ROUND SHAST. REPLACEMENT POTENTIOMETERS 
HAVE 2" SHAFT LENGTH. 


3/19/35 CRV2K-815200-f 
MAR. 42 REV | 


CsA 63422 WH-3 & QC-3 
POTENTIOMETER: 250,000 % 

COMPOSITION ROUND SHAFT, REPLACEMENT 
POTENTIOMETERS HAYE 2” SHAFT LENGTH 


3/19/35 P-504 CRVSK~8232935 PT 


MAR. 42 


Csa 63423 NR-3 & QC-3 
POTENTIOMETER: 200,000 Q 

COMPOSITION ROUND SHAFT, REPLACEMENT 
POTENTIOMETERS HAVE 2" SHAFT LENGTH 


3/19/35 P-505 CRV3K-823293 
MAR. 42 Pr. 2 


CSA 63424 NH-3 & QC-3 
POTENTIOMETER: 75,000 Q 

COMPOS!tTI{ON ROUND SHAFT. REPLACEMENT 
POTENTIOMETERS HAVE 2" SHAFT LENGTH 


3/19/35 P-508 CRV2K-823293 
MAR, 42 Pr. 3 

63425 TRY RE 13A 372 
RESISTOR: 20,000 Q * SEE BELOW 


WIRE WOUND - TOLERANCE: PLUS 0%, HiNUS 
44. 


* STYLE A - SPECIAL 
3/25/35 
NOV. 41 


63426 GEN. USE RE 13A 349 
RESISTOR-COMPOSITION, +5%3 
THIS NUMBER APPLIES TO ALL 2 WATT CON- 
POSITION UNIT WITH PIGTAIL CONNECTIONS 
tN ACCORDANCE WITH SPECIFICATION 
RE13A340, REGARDLESS OF RESISTANCE VAL- 


UE. TYPE NUMBER TO BE FOLLOWED BY A DASH 


AND SUFFIX COMPRISED OF 3 DIGITS. THE 
1202044 
FEB. 45 


NAY IEE FIRST ASSIGNED FoR | WAST QRAWING | 


63426 
FIRST TWO ARE THE FIGURES OF THE RE- 
SESTANCE VALUE, AND THE LAST DIGIT, THE 
NUMBER OF ZEROS WHICH FOLLOW THE FIRST 
TWO FIGURES. FOR VALUES LESS THAN 10, 


TWO FIGURES WILt INDICATE THE RESISTANCE 


WITH THE LETTER (CR) FOR THE DECIMAL 
POINT. 


63427 RAK, >t RE 63A 111 
POTENTIOMETER: 1000 OHMS 
+ 10%, WIRE WOUND, 2 WATTS, LINEAR. 
CONTANUOUSLY ROTATABLE, ROUND SHAFT. 
REPLACEMENT POTENTIOMETERS HAVE 2-INCH 
SHAFT LENGTH. 


4/10/35 CYM:7151 CRVSK-815823-1 
MAR. 42 : 


cte 63428 RAK & RAL 

POTENT: 10000/10000 OHMS 

+ $4, WIRE WOUND, DUAL, 4 WATTS. NO 
TAPER, FLAT SHAFT, REPLACEMENT POTENTI- 
OMETERS HAVE 2-INCH SHAFT LENGTH. 


4/29/35 6966-F CRV:K-77571 
MAR. 42 PT 2 


63429 RAK & RAL RE 13A 492 
POTENTIOMETER: 20,000 2 


WIRE WOUND + 10% ~ 2 WATTS; TAPER: FIRST 


1/4 TURN CLOCKWISE - 1,000 OHMS; BAL-~ 
ANCE 19,000 OHMS. MOUNTING BUSHING 
5/16" LONG. ROUND SHAFT. REPLACEMENT 
POTENTIOMETERS HAVE 2” SHAFT LENGTH 


7/6/35 CHCs #2651 
HAR. 42 


63430 RAK & RAL RE 135A 492 
POTENTIOMETER: 5,000 OHMS 
WIRE WOUND 2 WATTS NO TAPER, MOUNTING 
BUSHING 5/16" LONG. ROUND SHAFT, RE- 
PLACEMENT POTENTIOMETERS HAVE 2" SHAFT 
LENGTH 


7/6/35 CHC 42652 
HAR, 420 £ 10% 


cHo 63431 cP 
RESISTOR: 40 OHMS 
WIRE WOUND 15 WATTS; FLAT TYPE. 


7/8/35 CMS ERVIK-8235078 
wov. 41 


coz 63432 GP 

POTENTIOMETER: 10,000 9 

COMPOSITION LOGARITHMIC INCREASE WITH 
COUNTER-CLOCKWISE ROTATION. SPECIAL 
SHAFT 


7/8/35 = "A" SPECIAL CRV:K-823682 
HAR, 42 


63433 GEN. USE RE 134 340 
RESISTOR-COMPOSITION, +104: 


THtS NUMBER APPLIES TO ALL 174 WATT COM- 


POSITSON UNITS WITH SPECIFICATIONS 
REI3A340, REGARDLESS OF RESISTANCE VAL- 
UE. TYPE NUMBER TO BE FOLLOWED BY DASH 
AND SUFFIX COMPRISED OF 3 DIGITS, THE 
FIRST THO ARE THE TWO FIGURES OF THE 
12/2744 

FEB. 45 


ASSIGNED 


63433 
RESISTANCE VALUE AND THE LAST DIGIT, THE 
NUMBER OF ZEROS WHICH FOLLOW THE FIRST 
TWO FIGURES. FOR VALUES LESS THAN 10, 
TWO FIGURES WILL INDICATE THE RESISTANCE 
WITH THE LETTER (R) FOR THE DECIMAL 
POUNT. 


63434 GP RE 63A 101 
RESISTOR: 4,000 OHMS STYLE 3 HT 
WERE WOUND 


7/8/35 CHO: 32 CRY:K-823448-P3 


wov. 41 
63435 cP RE 63A 101 
RESISTOR: 7,500 OHMS * SEE BELOW 


WIRE WOUND - SPECIAL 


* STYLE 1-3/4 HT 


7/8/35 CHD:1-3/4 2 CRV2K-623448-P2 
Mov. 41 

63436 ce RE ISA 372 
RESISTOR: 2,000 OHMS STYLE T 


WIRE WOUND - SPECIAL 


7/8/35 CHD31-4/2 2 CRV2K-823448-P3 
OV. 41 

63437 ce RE 135A 372 
RESISTOR: 100 OHMS STYLE T 


WiRE WOUND - SPECIAL 


7/8/35 = CHOS1-1/2 2 CRVIK-823448-P4 
wov. 41 

63438 GP RE 13A 372 
RESISTOR: 25 OHMS STYLE T 


WIRE WOUND ~ SPECIAL 


7/8/35 CHDS1-1/2 Z CRVEK=823448-P5 
wov. 41 

63439 cr RE 63:A 101 
RESISTOR: 50,000 ONMS * SEE BELOW 


WERE WOUND - CENTER TAPPED 


* STYLE 1-3/4 HT 


7/8/35 CHD:t-3/4 Z CRY2K~823558-P2 
wov, 41 

63440 cP RE 134 372 
RESISTOR: 15,000 OHMS STYLE Y 
WERE WOUND 


7/8/35 CHDs3LX 
NOV. 41 


CRV:K-8235670-PI 


cate | MORHAGTHARRS | SHELA 


care | MARATHI] AANHTACRUREN 


oars | RATES CATT 


RESTRICTED 


NAVSHIPS 900,109 


3.63-20 


Class 63—Resistors—Potentiometers—Attenvators 


Baianucn FIRST ASSIGNED FoR | oi OLGBAMGN Fras assignep Fox | WATERS DEN FIRST AssiGMED FOR | OW TERRK HON 
63441 cr RE 63A tot 63449 GENERAL USE RE 135A 492 63455 cP-t RE GSA 101 
RESISTOR: 20,000 OHMS * SEE BELOW POTENTIOMETER: 100,000 2 RESISTOR: 900 OHMS * SEE BELOW 


WERE WOUND - SPECIAL 


# STYLE 2-1/2 ST 


7/6/35 CHOs2-t/2 LX CRYSK-823670-02 
mov. 43 

635442 cP RE 63A tot 
RESISTOR ~ 25,000 OHHS STYLE 3 QT 
WIRE WOUND 
7/8/35 = CHO: 30 CRVSK-823447 
MOV. 41 

63443 cP RE 63A 101 
RESISTOR - 8,300 OHMS * SEE BELOW 
WIRE WOUND 


* STYLE 2-1/2 Qf. 


7/8/35 CHo:2-1/2 YU CRYIK-823447-P3 
wov. 41 
63444 GP RE 635A 101 
RESISTOR - 20,000 OHMS STYLE 3 QT 
WERE WOUND 
rt) 
7/8/35 = CHO: 3U CRVEK-823447-P2 
aov. 41 
63445 cP RE 135A 372 
RESISTOR - 2,000 OIFfMS STYLE Y 
WIRE WOUND 
tt 
7/8/38 © cHo:3 LX CRVIK-818966-P3 
wOV. 43 
53446 cP RE 135A tot 
RESISTOR: 1,000 OHMS * SEE BELOW 
WIRE WOUND 


* STYLE 4-1/2 ST 


7/8/35 = Cuos4-8/2 LX CRY3K-818966-P4 
mov, 41 
63447 RAG & RAH RE 13a 372 
RESISTOR - 7,5C0 OHMS STYLE Y 
WIRE WOUND 
(Cao) 
8/2735 CHDZ0-RA-171-1 
NOV. 41 , 
63448 18S RE 135A 372 
RESISTOR - 30 OHNS. WIRE STYLE E 
WOUND 
6/3/35 
NOV. 41 


a 
NAVSHIPS 900,109 


WIRE WOUND 2 WATTS NO TAPER. ROUND 
SHAFT. REPLACEMENT POTENTIONETERS HAVE 
2° SHAFT LENGTH 


8/9/35 
MAR, 42 


63450 RAG & RAH RE 135A 492 
POTENTIOMETER: $5,000 & 

WIRE WOUND 2 WATTS NO TAPER. ROUND 
SHAFT. REPLACEMENT POTENTIOMETERS HAVE 


2° SHAFT LENCTH 


8/16/35 
MAR. 42 


63451 GENERAL USE 
RESISTOR - 6,000 OHNS, 
WIRE WOUND 


RE 3A 3572 
STYLE E 


10/25/35 
wOY¥. 41 


ctc 63452 RAB-3 
POTENTIOMETER: DUAL 
WIRE WOUND. #1 25,000 OHMS O-SO% ROTA- 
TION @0-25,000 OHMS. #2 25,000 OHMS 
80-100 ROTATION ® 0-25,000 OHMS IN 
MODEL RAB 3. ROUND SHAFT, THESE HAVE 
BEEN CHANGED TO 20,000 OHMS, WITHOUT AXY 
CHANGE IN PERFORMANCE. REPLACEMENT 


XKA-8803 


1220/35 CRVSK-829192-1 
MAR. 43 REV 1 OR 2 
61063452 


POTENTIOMETERS HAVE 2-1NCH SHAFT LENGTH. 


ctc 63453 RAB~3 

POTENTIONETER: TRIPLE 

COMPOSITION #13 20,000 OHMS 0-25¢ ROTA- 
TION 21000 OHMS, BAL. =13000 OHMS. #2: 
200 OHMS O-SO£ ROTATION =20 OHMS, BAL. 
=180 OHMS, #3: 100 OHMS O-50% ROTATION 
=20 OHMS, BAL. ©80 OHMS. ROUND SHAFT. 
REPLACEMENT POTENTS HAVE 2" SHAFT LENCTH 
12/20/35 CRVSK-829193-1 
MAR. 42 


63453-A GENERAL USE 
POTENTIOMETER: TRIPLE 
WIRE WOUND. SAME AS 63453 EXCEPT THAT 
RESISTANCE ELEMENTS HAVE BEEN CHANGED 
FROM COMPOSITION TO WIRE WOUND. ROUND 
SHAFT. REPLACEMENT POTENTIOMETERS HAVE 
2° SHAFT LENGTH. 


XA-8801 


11/26/40 
MAR. 42 

63454 cp-1 RE 630 101 
RESISTOR: 1,000 OHMS * SEE BELOW 


WIRE WOUND. TAPPED AT 200 OHMS. 


* STYLE 2-5/16 ST 
12/51/35 Cagz2-5/16 B 
Nov. 4t 


CWSESA~608977 


AAD te Osi 


WERE WOUND. 


® styce 2-5/16 st 
12/31/35 CA0s2-5/t6 B 
WOv. 41 


63456 GP-1 
RESISTOR - 7.0 OHMS, WIRE 
WOUND. 

(Cao) 


* STYLE 2-S/16 ST. 
U2/30/35 2-5/16 B 
wov. 41 


63457 cP-1 
RESISTOR - 2,000 OHMS 
WIRE WOUND 


(CAO) 

* STYLE 2-5/16 ST. 
12/31/35 2-5/16 B 
MOV. 41 


63458 GP-t 
RESISTOR - 15,000 OHMS 
WIRE MOUND 


ccao) 
V2/30/35 2A 
mov. 41 


63459 GP-1 
RESISTOR - &,000 OHMS 
WIRE WOUND 


(cao) 

* STYLE 1-3/8 mT. 
12/30/35 1-3/8 T 
mov. 4! 


63460 cP-1 
RESISTOR ~ 1,250 OHMS 
WIRE WOUND 


(cao) 
12/31/35 1-0 
MOV. 41 


63461 GP-t 
RESISTOR - 30 OHMS 
WERE WOUND. 


(CAO) 
12/31/35 1-2 
mov. 41 


63462 Ps 
RESISTOR - 13,000 OHMS, 
WIRE WOUND. 


(CAO) 

*® STYLE 7-1/2 WT. 
W2/31/35 7-3/2 WX 
WOV. 41 


TAPPED AT 300 OHMS 


Cw.sESA-606977 


RE 635A 101 
* SEE BELOW 


CWSESA-608977 


RE 63A 101 
* SEE BELOW 


CWSESA-608977 


RE 63A 101 
STYLE 2 QT 


CWsESA-608985 


RE 63A tot 


* SEE BELOW 


CW2ESA-608380 


RE 63A Ot 
STYLE ! LT 


CWSESA-608979 


RE 13A 372 
STYLE S 


CWZESA-609003 


RE 635A 101 
* SEE BELOW 


CWrESA-608980 


BEATTIE, 
RESTRICTED 


SEATHOE 


Class 63—Resistors—Potentiometers—Attenuators 


DEAEKAMOn | fiest assinan Fon | RATE GRAMWS, 
63463 GP-t RE 63A 101 
RESISTOR: TWO SECTIONS * SEE BELOW 


WERE WOUND. TWO 10,000-0 


* STYLE 7-1/2 wt 
12/31/35 CAQs7-1/2 WX 
HOV. 41 


cW-63464 GP-t 
RESISTOR - 500 OHMS + 5%, 
WIKRE WOUND 3 WATT 


12/31/35 1¢ 
NOV. 41 


cw- 63465 GP-1 


HM SECTIONS 


CWSESA-608982 


ESA-608978 


RESISTOR - 4,000 OHMS + 5% 


WIRE WOUND & WATT 


32/31/35 1 DR ESA-608978 
NOV. 41 
cw- 63466 GP~1 
RESISTOR ~ 10 OHMS + 5%, 
WIRE WOUND 1 WATT 
12/31/35 10T ESA-608978 
NOV. 41 
cw- 63467 GP-t 
RESISTOR - 50 OHMS + 2%, 
WIRE WOUND 1 WATT 
12/31/35 1 EH ESA-608978 
Nove 41 
63468 GP-t RE 63A 101 


RESISTOR - 10 OHMS, 


ADJUSTABLE, WITH BARE SIDE; WIRE WOUND. 


(CIR) 

* STYLE 1-3/4 HT. 
12/31/35 PB 

NOV. 41 


c1k 63469 GP 
RESISTOR: 600,000 f% +10% 
COMPOSITION 1/2 WATT 
CANCELLED - USE 63360 


12/31/35 B-1/2 
NOv. 41 


ctr 63470 cp-t 
RESISTOR: 100,000 2 + 10% 
COMPOSITION 1/2 WATT 
CANCELLED - ySE 63360 


12/31/35 B-1/2 
Nov. ‘41 


* SEE BELOW 


CWZESA-608983 
ESO-609848-4 


CWSESA-608981 


CWZESA-60898t 


3.63-21 


oe tidk 
63471 GP-1 RE 13A 372 
RESISTOR - 25,000 OHMS STYLE V 


WIRE WOUND 


12/31/35 CE1:.5-V 
MOV. 41 


CWSESA-608984 


63472 cp-t 
POTENTIOMETER: 5,000 OHMS 
WERE WOUND 2 WATTS NO TAPER. ROUND 
SHAFT. REPLACEMENT POTENTIOMETERS HAVE 
2° SHAFT LENGTH 


RE 13A 492 


32/34/35 CEls234W 
MAR. 42 


63473 GP-1 
POTENTIOMETER: 50,000 & 
WIRE WOUND 2 WATTS NO TAPER. SCREW- 
ORIVER SHAFT 11/32" LONG. 


RE 13A 492 


42/31/35 Cel:205 
MAR. 42 


-63474 GEN USE RE 13A 340 
RESISTOR: COMPOSITION, 2 
WATTS, PIGTAIL, 410% RESISTANCE TOL? 
THIS NUMBER APPLYES TO ALL 2 WATT COMPO- 
SUTION UNITS WITH PIGTAIL CONNECTIONS, 
1N ACCOROANCE WITH SPECIFICATION 
REI3A340, REGAROLESS OF RESISTANCE VALUE 
TYPE NUMBER TOBE FOLLOWED BY A DASH AND 
1242044 
HAR. 45 


"63474 
SUFFIX COMPRISED OF THREE DIGITS, THE 
FIRST THO BEING THE TWO FIGURES OF THE 
RESISTANCE VALUE AND THE LAST OIGIT THE 
NUMBER OF ZEROS WHICH FOLLOW THE FIRST 
TWO FIGURES. FOR VALUES LESS THAN TEN, 
THE TWO FIGURES WILL SDICATE THE RESIS- 
TANCE WITH THE LETTER (R) FOR THE DECI- 
MAL POENT. 


* 
-63475 GEN. USE 
RES{STOR, COMPOSITION, 5%: 
THIS NUMGER APPLIES TO ALL 2 WATT COM- 
POSITION UNITS FERRULE TYPE, IN ACCORD- 

ANCE WITH SPECIFICATION REISA349 RE- 
GAROLESS OF RESISTANCE VALUE. TYPE NUM- 
BER TO BE FOLLOWED 8Y A DASH AND SUFFIX 
COMPRISED OF THREE DIGITS THE FIRST TWO 
12/2/44 

FEB. 45 


RE 13a 340 


-62475 
BEING THE FIGURES OF THE RESISTANCE 
VALUE AND THE LAST DIGIT THE NUMBER OF 
ZEROS WHICH FOLLOW THE FIRST TWO FIGURES 
FOR VALUE LESS THAN TEN, TWO FIGURES 
WILt INDICATE THE RESISTANCE VALUE WITH 
THE LETTER (CR) FOR THE DECIMAL POINT. 


763476 GEN. USE RE 135A 340 
RESISTOR, COMPOSITION +10: 

THIS NUMBER APELIES TO ALL 2 WATT COM- 
POSITION, FERRULE TYPE UNITS IN ACCORO- 


ANCE WITH SPECIFICATION RET3A340 REGARD- 


LESS OF RESISTANCE VALUE. TYPE NUNZER TO 


BE FOLLOWED BY A DASH ANDO SUFFIX COM~ 
PRISED OF THREE DIGITS, THE FIRST TWO 
32/2/44 
FEB. 45 


ASSIGNED 
tssutD 


rasr assienso ror | SAM ARAYNS, BRAS, [ruse asionso vox | RARER, _| 


-63476 
BEING THE FIGURES OF THE RESISTANCE 
VALUE. AND THE LAST DIGIT THE NUMBER OF 
ZEROS WHICH FOLLOW THE FIRST TWO FIGURES. 
FOR VALUES LESS THAN TEN, TWO FIGURES 
Whit INDICATE THE RESISTANCE, WITH THE 
GETTER (Rd FOR THE DECIMAL POINT. 


cso 63477 Lo-3 
RESISTOR: 220 OHMS ¢ 5% 
WIRE WOUND HEATER CARD. . 
AMP AT 415 VOLTS 


COHMSPUN) 1/2 


6/17/36 WR-28 
NOV. 41 


cso 63478 Lo-3 
RESISTOR: 110 OHMS + 5% 
WIRE WOUND HEATER CARD. 
VOLTS COHNSPUND. 


7 AMP AT 115 


6/17/36 MR-29 
HOV. 41 


cso 63479 Lo-3 

RESISTOR: 55 OHMS + 5% 

WIRE WOUND HEATER CARD, 2 AMP AT 115 
VOLTS. COHMSPUN) 


6/17/36 WR-30 
MOY. 41 


-63480 GEN. vse 
RESI6TORs COMPOSITION 45%: 
THIS NUMBER APPLIES TO ALL 1/4 WATT COM> 
POSITION UNITS WITH PIGTAIL CONNECTIONS, 
IN ACCORDANCE WITH SPECIFICATION 
RET3A340, REGARDLESS OF RESISTANCE VALUE. 
TYPE NUMBER TO BE FOLLOWED BY DASH AND 
SUFFIX, COMPRISED OF THREE DIGITS. THE 
12/2/44 
FEB. 45 


RE 13A 340 


-63480 
FIRST TWO ARE THE TWO FIGURES OF THE 
RESISTANCE VALUE AND THE LAST DIGIT, THE 
HUMBER OF ZEROS WHICH FOLLOW THE FIRST 
TWO FIGURES. FOR VALUES LESS THAN 10, 
TWO FIGURES WILL INDICATE THE RESISTANCE 
WITH THE LETTER (R) FOR THE DECIMAL 
POUNT. 


-63484 GEN. USE RE 13A 349 
RESISTOR, COMPOSITION, +104: 
THIS NUMBER APFLIES TO ALL 1/3 WATT COM- 
POSITION UNITS WITH PIGTAIL CONNECTIONS 
IN ACCORDANCE WITH SPECIFICATION 
REI3A340 REGAROLESS OF RESISTANCE VALUE, 
TYPE NUMBER TO BE FOLLGHED BY A DASH AND 
SUFFIX COMPRISED OF THREE DIGITS. THE 
12/2/44 
FEB. 45 


-63489 
FIRST TWO ARE THE TYO FIGURES OF THE 
RESISTANCE VALUE AND THE LAST DIGIT, THE 
NUMBER OF ZEROS WHICH FOLLOW THE FIRST 
TWO FIGURES. FOR VALUES LESS THAN 10, 
TWO FIGURES WILL INDICATE THE RESISTANCE 
WITH THE LETTER (R) FOR THE DECIMAL 
POINT. 


| DATE al 


MANMEACTURERS | 


Poteau tes 


pare | __ MARNeaGtHRet's ANHATTRUES 


665197 O ~ 45 - 70 


RESTRICTED 


SOWA | 


pare MASTERS | 


NAVSHIPS 900,109 


3.63-22 


Class 63—Resistors—Potentiometers—Attenvators 


SPAS TION |rvesr ASSIGNED FOR 


ote, Rie Jevesr ASSIGNED FOR RAMEG RANA | 


NAVY TYPE Hay AW EN 
DENER ATION First assigneo FoR | RAPE TREKS 


63482 RuU-5 


RESISTOR: 7000 OHNS 
WIRE WOUND CENTER TAPPED. 


(CAO) 
6/24/36 
wOV. 41 


63483 RUS 


RESISTOR: TAPPED, 1105 Q 
TAPPED AT 105 OHMS, WIRE WOUND. 


(CAO) 
6/24/36 
WOV. 41 


63484 TeK-5 4 6 


RESISTOR - TAPPED, 


OHMS. 10 EQUAL VALUES, WIRE WOUNO. 


CCAY* 
7/15/36 
NOV. 41 


63485 * SEE BELOW 
RESISTOR - 20,000 OHMS 


WIRE WOUND. 


CCOM:CHD) 


* NM-5, QC-5, Sa & Sb. 


7/16/36 
WCT. 42 


63486 cF-5 
RESISTOR - 105 OHMS 
WIRE WOUND 


(CAO) 

* STYLE 1-1/2 LT. 
7/27/36 218 

HOV, 41 


63487 GF-3 
RESISTOR - 800 OHMS 
WIRE WOUND. 


(CAO) 

* STYLE 1-1/2 LT. 
7/27/36 218 

wov, 41 


63488 — GF-3 


RESISTOR - 1009 OHMS 


WIRE WOUND. 


€CA0) 

* STYLE 1-1/2 LT. 
7/27/36" 218 

NOV. 41 


63489 GF-3 


RESISTOR - 9000 OHNS 


WIRE WOUND. 


RE 13A 372 


CBY33G68-1-A 


RE 13A 372 


CBY:3069-1-A 


RE 13a 372 


RE 13A 372 


RE 63A 101 
* SEE BELOW 


UBYsS3LO-1-A 


RE 63A 101 
* SEE BELOW 


CBY:3133-1-A 


RE 63A 101 
* SEE BELOW 


CBYS33511-1-A 


* SEE BELOW 


63490 GF-3 RE 63A 101 
RESISTOR - 10,000 OHMS * SEE BELOW 
WIRE WOUND. 


(CAO) 
* STYLE 1-1/2 LT. 
7/27/36 218 CBY:3238-1-A 
NOV. 43 

63491 GE-3 RE 63A 101 
RESISTOR - 6000 OHMS STYLE 2 QT 


WIRE WOUND. 


(CAO) 


7/27/36 218 CBY:3236-1-A 
NOV. 41 

63492 GF-3 RE 63A 101 
RESISTOR - 7000 OHMS ° STYLE 2 QT 


WIRE WOUND.” 


(CAO) . 
7/27/36 218 CBY:3067-1-A 
NOV. 41 

63493 GP-3 RE 63A 101 
RESISTOR - 1500 OHMS * SEE BELOW 


WIRE WOUND. 


(CAO) 
* STYLE 1-3/4 RT. 
8/24/36 1-3/4" Z CAY:7809172-P4 
NOV, 41 

63494 GP-3 RE 63a 101 
RESISTOR - 2000 OHMS * SEE BELOW 


WIRE WOUND. 


(CAO) 
*® STYLE 1-3/4 HT. 
8/24/36 1-3/4" Z CAY:7809172-Pt 
Nov, 41 

63495 GP-3 RE 63A 101 
RESISTOR - 5000 OHMS * SEE BELOW 


WIRE WOUND. 


(CAO) 
* STYLE 1-3/4 HT. 
8/24/36 1-3/4" Z CAY27809172-P1 
NOV. 41 

63496 GP-3 RE 63A 101 
RESISTOR - 200 OHMS STYLE 2 tT 


ADJUSTABLE, WITH BARE SIDE. WIRE WOUND. 


(CAO) 
8/24/36 27 0 CAY2K-7809173- 
NOV. 41 PI 

63497 cP-3 RE 635A 101 


RESISTOR: 50 OHNS * 65 Q STYLE 2 QT 
WERE WOUND. CENTER TAPPED. 


63498 GP-3 RE 63A 101 
RESISTOR: TAPPED, 14,000 2 * SEE BELOW 
TAPPED AT 1700 OHMS. WIRE WOUND. 


(CAO) 
# STYLE 4-1/8 NTe 
6/24/36 4-1/8"T CAY:K-7809172- 
woV. 41 P3 
63499 GP-3 RE 63A 101 


RESISTOR: TAPPED, 800 OHMS STYLE 6 NT 
EACH SECTION 50/250/100/100/100/100/100. 
WIRE WOUND. 


(CAO) 
8/24/36 6" T CAY:K-7809173- 
NOV, 4! P2 


caN63500 LM 

POTENTIOMETER: 500 OHMS 

+ 10%, COMPOSITION. 1 WATT IMPREGNATED 
STRIP POTENTLOMETER, UNIFORM CURVE, 
ROUND SHAFT. REPLACEMENT POTENTIOMETERS 
HAVE 2-INCH SHAFT LENGTH. 


& MODIFIED, 1-010-761 
9/25/36 32-118 CRRIA2033 
MAR. 42 #SEE ABOVE 


63502 LH RE 635AA101 
RESISTOR - 20,000 ONNS * SEE BELOW 
WIRE WOUND. WIRE ANO LUG TERMINALS. 


(Com/E> 

* STYLE 1-3/4 K PT. 

9/25/36 "BROWN DEVIL® CRRIAL669-3 
AUG. 44 MODIFIED 


cez 63503 GF-3 

POTENTIOMETER, COMPOSITION 

VARIABLE DUAL; NOT LINEAR, 30000 AND 
5000 OHMS, FLAT SHAFT. REPLACEMENT 
POTENTIOMETERS HAVE 2-INCH SHAFT LENGTH 


10/5/36 TYPE AA CBY23126-2-A 
MAR. 42 


caz 63504 CF-3 

POTENTIOMETER: 30.269 OHMS 
COMPOSITION NON LINEAR, FLAT SHAFT. 
REPLACEMENT POTENTIOMETERS HAVE 2-1NCH 
SHAFT LENGTH. 


10/5/36 TYPE A CBY:2210-2-F 
MAR, 42 


c8Y63505 GF-3 
RESISTOR - 2t OHMS * 2% 
3 WATTS. SPECIAL. WIRE WOUND. 


10/5/36 (COBY) 2961-1-C 
Nov. 41 
63506 TBL-2 RE 135A 372 


RESISTOR: TAPPED, 8000 Q STYLE O 
TAPPED AT 500 OHMS. WIRE WOUND, 


(CAO? 
* STYLE 1-1/2 LT. (CAO) 
7/27/36 218 CBY:3132-1-A 8/24/36 2" A CAY2SK-27809172- 
NOV. 43 NOV. 41 P2 10/10/36 
ASSIGNED. NOV. 41 
issurD §SSUED 
care | MARAT? | SASHAPLURIES care | RUIAGTHANE® | AANA, bare “eager | soNHenia _| 


NAVSHIPS 900,109 RESTRICTED 


Class 63—Resistors—Potentiometers—Attenvators 


Aen FIRST assiGnap For | HAVE BRAWING | 
63507 TBL-2 RE 135A 372 
RESISTOR: TAPPED, 5000 Q STYLE B 


10 EQUAL VALUES, WIRE WOUND, 


10/10/36 
WOV. 41 


63508 TBL-2 
RESISTOR - 50,000 OHMS 
WIRE WOUND 


10/10/36 CSF:90-F 
AUG. 44 


63509 TeL-2 


RE 13A 372 
STYLE B 


(37198) 


CSF2S-11-22 


RE 13A 372 


RESISTOR - 1300 OHMS, WIRE STYLE D 


WOUND, 


10/10/36 
NOV. 41 


63510 ~=Ter-2 


RESISTOR - 750 OHMS, WIRE 


WOUND, 


10/10/36 
Wov. 41 


63511 
RESISTOR - 
WIRE WOUND 


TBL-2 
1100 OMS 


10/10/36 
OV. 41 


TAS-6 
168,000 OHMS 


63512 
RESISTOR - 
WIRE WOUND. 


«co) 
10/14/36 QCK-2673158 
NOV. 41 


63513 1BL-2 
RESISTOR: TAPPED, 20009 
TAPPED AT 125 OHMS. 


RE 3A 372 
STYLE D 


RE 13A 372 
STYLE 0 


RE 13A 372 
STYLE B 


RE 13A 372 
STYLE D0 


WIRE WOUND. 


3.63-23 


(ae ron am |_| 


PYAAR FIRST ASSIGNED FOR [ on ERR OMTISH 


63515  Go-z 
RESISTOR - 100 OHMS 
WIRE WOUND. 


(CAO) . 
12/3/36 6" fT 
Nov. 41 

63516 GO-2 


RESISTOR - 10,000 OHMS 


WIRE WOUND. 


(CAO) 
12/3/36 6" - 7 
wov. 41 

63517 GO-2 


RESISTOR - 500 OHMS 
WERE WOUND. 


ceao) 
12/3/36 6" - 7 
NOV. 41 

63518 Go-2 


RESISTOR - 3.6 OHMS 
WARE WOUND. 


(CAO) 
12/3/36 6"-T 
Woy. 41 
63519 60-2 


RESISTOR - 25,000 OHMS 


WARE WOUND, 


(cao) 

* STYLE 4-1/8 NT. 
12/3/36 4-1/8"-T. 
NOV. 41 


63520 
RESISTOR - 
WIRE WOUND. 


GO-2 


(CAO) 

* STYLE 4-1/8 NT. 
12/3/36 4-1/8" - T 
Woy. 41 


63521 Go-2 
RESISTOR - 5000 OHHS 
WERE WOUND. 


20,000 OHS 


RE 63A tOT 
STYLE 6 NT 


CWrESO-610771-1 


RE 63A 108 
STYLE 6 NT 


CWSESO-610771-1 


RE 63A 101 
STYLE 6 NT 


CWSESO-610771-1 


RE 63A 101 
STYLE 6 NT 


CWSESO-610771-1 


RE 63A 101 
* SEE BELOW 


CH3ES0-610771-1 


RE 63A 10! 
* SEE BELOW 


CHSESO-610771-1 


RE 63A 101 
STYLE 2 QT 


S 


€a0 63523 Go-2 

RESiSTOR: 6.4 OHMS + 10% 

WIRE WOUND. 40 WATTS, 4" VITROHM PLAQUE 
RESISTOR. 


32/3/36 
NOV. 43 


CW2ESO-610771-3 


cw- 63524 GO-2 
RESISTOR -~ 4000 OHMS + 4% 
2 WATTS. WIRE WOUND. 


12/3/36 38 Y CHIESO-610773-2 
NOV. 41 

ch- 63525 60-2 

RESISTOR - 7300 OHMS + 4% 


2 WATTS. WIRE WOUND. 


12/3/36 386 CW2ES0-610273-2 
NOV. 41 

ch- 63525 Go-2 

RESISTOR - 10,000 OHMS 


£ 4%; 2 WATTS. WIRE WOUND. 


12/3/36 38 AA CHIESO-610773-2 
NOV. 41 

63527 *SEE BELOW RE 63A 101 
RESISTOR: §.090 OHMS STYLE J°3/4HT 


CANCELLED USE -63495, 


*OP-4, 5, 6 & DQ-1 


(cir) 
12/22/36 AB CRVIM-80185-12 
NOV. 41 

63528 * SEE BELOW RE 13A 492 


POTENTIOMETER: 5150 OHMS} 

WIRE WOUND + 5%, 2 WATTS, FLAT SHAFT, 
TAPER, FIRST 160° COUNTERCLOCKWISE 
LINEAR 1350 OHMS, REMAINDER 1350 TO 5150 
OHMS + SS. REPLACEMENT POTENTIOMETERS 
HAVE 2-INCH SHAFT LENGTH. 

* 0P-4, 5, 6 AND DQ-I. 

42/22/36 CYM:H 

KAR. 42 


63528-a * SEE BELOW RE 13A 492 
POTENTIONETER: §150 OHMS] 
WISE WOUND 4 WATTS, TAPER, FIRST 160° 
COUNTERCLOCKWISE LINEAR 1350 OHMS, 
REKATNDER 3800 OHMS LINEAR, FLAT SHAFT. 
REPLACEMENT POTENTIOMETERS HAVE 2-INCH 
SHAFT LENGTH. 


(a0) 
(CAO) = * OP-9, OP-10, DQ-5. 
11/23/36 12/5/36 2"-A CWESO-G1O771-1 8/23/39 CYM:M CRVIK-854163 
Nov. 44 Woy. 41 HAR. 42 REV 0 
2 A 
63514 TAS-6 RE 13A 372 63522 eens nes Peat 63529 *SEE BELOW RE 13A 492 
RESISTOR - 25 OHMS STYLE 2 LT POTENT ONETERCHIRESUOUN 
RESISTOR - 100 OHM, WIRE STYLE & WIRE OUND. NTL OMETER-HIRE WOUND 
WOUND 1000 OHMS $190% 2 WATTS SCREWDRIVER SHAFT 
1/2" LONG HO TAPER. SAME AS 63525 EXCEPT 
HAS 1/2" SHAFT iNSTEAL OF 1” 
(cag) pee) 
#0P-4, 5. 6 & OQ-1 
(eG) 12/3/36 27-0 CWLESO-E10771-2 
11/25/36 QCK-2673188 Hee Bt 12/22/36 CRVIP-720471-15 
wov. 4] a NOY. 43 sua 19 
whee ASSIGNED ASSIGNED 
ISSUED HSSUEG 
oars | Mayuracuine’s | ANHIACTHIEA. can | RARE [ANNAN care | MRARTHANS | GAIA | 


RESTRICTED 


NAVSHIPS 900,109 


3.63-24 Class 63—Resistors—Potentiometers—Attenvators 


TDA, [ease assowen vox | SAAR HARRI, BEIT. —_[resr assienco rox | ASL ARAMINS, 


63530 180 “RE 63A 101 63538 TAS-6 RE 134 372 63546 bas ETS h S73 
RESISTOR - 4000 OHMS. WIRE * SEE BELOW RESISTOR - 35 OHMS, WIRE STYLE E i Q 
dounD wouns. RESISTOR: TAPPED, 12,500 Q STYLE 0 
FIVE EQUAL VALUES. WIRE WOUND. 
CeaRy 
* STYLE 7/8 RP. (C45) 
12/29/36 PA-1 CGSP-7661331-P4 1/25/37 CGsQCK-2673188 
Nov. 41 wov. 41 3/22/37 
. mov. 41 
63531 180 RE 13a 492 63539 780-1 RE 635A 10! 63547 Sous Pome eer 
POPE NTA OnE TER. 4. Onns RESISTOR 2 4040008 STILE 7/5: H6 RESISTOR - 4 OHMS, WIRE | STYLE F 
WIRE WOUND. CH 21 OHM) WITH FILAMENT WERE WOUND. veda 2s 
SWITCH, WO TAPER. OFF POSITION OF POTEN- ‘“ 
TIOMETER AND SPST SWITCH AT EXTREME 
COUNTER-CLOCKWISE POSITION. ROUND SHAFT. 
REPLACEMENT POTENTIOMETERS HAVE 2-1NCH ‘ . 
SHAFT LENGTH. ¢cmCd OTR) 
12/29/36 R-18 2/2/37 = PA-1 CG:P-7761331- 
MAR. 42 mov, 41 P25 REV 9 cha 
63532 TB0 RE 13A 492 63540 = Tad -6 RE 13A 372 
POTENTIOMETER: 20,000 OHMS RESISTOR - 60,000 OHMS STYLE ¢ 63548 —co-s RETR 372 
WIRE WOUND. RESISTANCE INCREASING LOG- WERE WOUND, RESISTOR - 700 OHMS, WIRE STYLE F 
ARITHMICALLY WITH COUNTER-CLOCKWISE WOUND. 
ROTATION. 2 WATTS, ROUND SHAFT, REPLACE- 
MENT PQTENTIONETERS HAVE 2-INCH SHAFT 
i LENCTH. 
% Cenc) cce) 
12/29/36 P-10 2/10/37 CG:QCK-2673157 
WAR. 42. mov. 4t Ulead 
63533 186 RE 134 492 cao 63541 CO-1 & CO-2 ca0 63549 TBL 
POTENTIOMETER: 110,000 OHMS RESISTOR - 40 OHMS + 10% bee a roee see. cHastar toe 
WIRE WOUND. NO TAPER, 2 WATTS, SCREW- 40 WATTS. 4" VITROHM PLAQUE RESISTOR, AO MATTEL ACV ITROLMK RCA GUE RESISTOR 
DRIVER SLOT im 3/4" LONG SHAFT. WIRE WOUND. WiRETWGUND 7 
(ont) 
12/29/36 P-10 CG27761347-3 2/23/37 CW2ESO-610771-3 ay 7 ; ; 
WAR. 42 wov. 41 aha BO7-411 CRYSH~409230-P7 
63534 GO-1, 2 RE GSA 101 63542 GO-1 & GO-2 RE 63A 101 cao 63550 tBL 
RESISTOR: 5000 OHNS STYLE 1-3/4HT RESISTOR - 1000 OHMS STYLE 6 WT Bester ons: ba lonhesee toe 
CANCELLED - USE 63495. MERE WOUND. a6 Wanyes GRAV ITOH -PUAGUECTYPE 
WIRE WOUND. 
(eno) 
3/44/37 1-374 2 Cw:£S0-610771-2 2/23/37 6"-T CHZESO-610771-1 
OV. 41 REV 3 aov. 41 a i pene 
63535 Go-1 & GO-2 RE 63A 101 63543  GO-1 & GO-2 RE 635A 101 ca063551 BL 
RESISTOR - 50 OHMS * SEE BELOW RESISTOR - 4000 OHHS * SEE BELOW RESISTOR: 5000 OHMS + 10% 
WIRE woUND. mERE doUags 40 WATT. 4" VITROHM PLAQUE TYPE. 
. WIRE WOUND. 
ceaoy (ean) 
* STYLE 1-3/4 HT. * STYLE 1-3/4 HT, 
V/14/37 1-3/4" Ze CWZESO-610771-2 2/23/37 1-3/4" Z. CW3ESO-610771-2 4/7/37 bo7-111 ceyenca03ees 
wov. 41 REY 3 2 wov. 41 Nev Al nie 
cw- 63536 GO-1 & GO-2 63544 GP-3 RE 635A 101 
RESISTOR - 15,000 OHMS RESISTOR - 1500 OHMS STYLE 2 QT Gee es Poa 
EAB oA RATE MERE ROUEDS ae Sener JOO OHHS LUG AND WIRE TERMINALS, 
*CBNS7358-421 ALT 4 iantes 
(CAO) con 
: “Ke * STYLE 1-3/4 - BPT 
t/V4f/37 Bac CWSES0-610723-2 3/16/37 2" A CAY:K 7809173 
Mov, 41 REY. 3 FEB. 48 *SEE ABOVE ee. REO DEVIL CRVEM-409498-P5 
63537 GP-3 RE GSAAIOI 63545 60-3 RE 13A 372 6 YeL 
-2 37 
RESISTOR- WIKE WOUND ®SEE BELOW RESISTOR - 1500 OHMS, WIRE STYLE E& pape eae Sober panes 2 
ES: ORS ROUND TAPPED AT 300 OHMS. WIRE WOUND. 
(cao? 
STYLE 1-3/4 HT. CAY2K~-7809172-Pt <eues 
1/22/37) 1-3/4" 2 CWrBA-F0051-72 3/22/37 4/8/37 
AUG. 44 ISSUE 15 wov. 41 a 
ASSIGNED assignsp| NOV. 
issue IssuED 
Lane )saeme BEXATAC TRA ch DATE SUSE l SONATAS. pare | MOWERS | ANTI, | 


NAVSHIPS 900,109 RESTRICTED 


Class 63—Resistors—Potentiometers—Attenuators 


BEARS, [rest asonan vox | AMAR. | [RAMPS [esr assonao vor | HAAR, 


63554 TBL-2 RE 1S5A 372 
RESISTOR: TAPPED, 2000 Q STYLE DO 
TAPPED AT 400 OHMS. WIRE WOUND. 


(CAO) 
4/8/37 
Nov, 41 


cer 63555 T80 & TBO-1 
RESISTOR: 52 OHMS 


VOLTAGE REGULATOR RESISTOR FOR CBF~21263 
GENERATOR WIRE WOUND. TAPPED AT 32 OHMS, 


t 5% TOLERANCE. 


# CGSK-7868512-1; CBFS31560 REV 2 
4128/32 S-t5732-C #SEE ABOVE 
NOV. 41 


ceF63555-A * SEE BELOW 
RESISTOR: 52 OHMS 


VOLTAUE REGULAT@R. TAPPED AT 32 OHMS + 


5%. SAME AS -63555 EXCEPT WOUND WITH 
GLASS #NSULATION WIRE ON A HEAP RE- 
SISTING STRIP. 


* -21263A CTBX). 
8/22/39 31560-25 
Nov. 41 X-8770 


CBF- 63555-8  -21263-ACTBX7) 


RESISTOR, WIREWOUND: 
RATED 42 OHMS TAPPED AT 32 OHMS +52. 


SAME AS -63555-A EXCEPT A 10 OHM RESIS- 


TOR ELEMENT IS SUBSTITUTED FOR THE 20 
OHM ELEMENT. 


2/6/45 BS-15737-¢ 
JUN. 46 REV 4 


63556 % SEE BELOW RE 13A 372 
RESISTOR - 5 OWMS, WIRE STYLE E 
WOUND. 


(CAO) 

* WOS = 50368CAERO). 
6/6/37 

wov. 41 


63557 * SEE BELOW RE 13A 372 
RESISTOR-WIRE WOUND STYLE E 
15 ORNS. : 


(CAO) 

* NOS + SOSEECAERO). 

8/6/37 CLG:C-2i52P15 CLGSW-321A-1 
MAY 45 


63558 * SEE BELOW RE 13A 372 
RESISTOR - 45 OHMS, WIRE STYLE E 
WOUND. 


(CAO) 

* ROS - 50368CAERO). 
6/6/37 

NOV. 41 


63559 * SEE BELOW RE 13A 372 
RESISTOR - 4 OHMS, WIRE STYLE E€ 
WOUND. 


* NIS6S-11844. 
8/6/37 CGOsQCK-2673188 CGrK-2673188 
APR, 42 REV 6 


pate MPNAETHER? BEAST 


M-7464147 PY3 


3.63-25 


OMA iy FIRST ASSIGNED FOR OnE RTS 


63569 NIS6S-31844 RE 13A 372 


RESISTOR - 6 OHMS, WIRE STYLE E 
WOUND. 


8/6/37 
Nov. 41 


Cso 63561 TBL-2 
RESISTOR - 38.5 OHMS + 5% 


COHMSPUN). HEATER CORD. WIRE WOUND. 


9/3/37 TYPE C 
MoV, 41 


cso 63562 TBL-2 
RESISTOR - 66.5 OHMS + 5% 
COHMSPUN). HEATER CORD. WIRE WOUND. 


9/3/37 TYPE C 
Nov. 41 


cso 63563 TBL-2 

RESISTOR - 155 OHMS + 5% 
COHMSPUN) 1 AMP. HEATER CORD. 
WERE WOUND 


9/3/37 TYPE C 
nov, 41 


cso 63564 TBL-2 
RESISTOR - 250 OHMS + 5% 
HEATER CORD - COHMSPUN). WIRE WOUND. 


9/3/37 TYPE C 
HOV. 43 


63565 CHELTENHAN RE 123A 372 
RESISTOR: 6527 OHMS STYLE 6 
WIRE WOUND. TAPPED EACH SECTION; 
2800/102/2340/500/1000 OHMS. 


(CAO) 
10/8/37 
WOV. 41 


63566 GENERAL USE RE 63A 101 
RESISTOR - 600 OHMS * SEE BELOW 
WIRE WOUND 


(com) 

# STYLE 1-3/4 KT. 
10/11/37 "BROWN DEVIL" 
NOV. 41 


f 
Com- 63567 GENERAL USE 
RESISTOR ~WIRE WOUND. 
$000 OHMS 10. WATTS LUG AND WIRE TER- 


KINALS. TYPE NO. TO BE FOLLOWED BY DASH 


AND TOL. IW S. 


10/32/37 "BROWN DEVIL® 
MAY €5. MODIFIED 


Issuep 


ASSIGHED 


63568 GENERAL USE RE 63AATOT 
RESISTOR WIRE WOUND * SEE BELOW 
60C0 GQHHMS LUG AND WIRE TERMINALS, 


ccom? 
* STYLE 1-3/4 KPT. 
10/11/37 "BROWN DEVIL” 
AUG. 44 MODIFIED 


63569 GENERAL USE RE 63AA10! 
RESISTOR WIRE WOUND * SEE BELOW 
7500 GHMS LUG AND WIRE TERKINALS. 


¢com) 

* STYLE 1-3/4 KPT. 
10/11/37 "BROWN DEVIL” 
AUG. 44 MODIFIED 


63570 CENERAL USE RE 63AA101 
RESISTOR WERE WOUND * SEE BELOW 
10,000 OHMS LUG AND WIRE TERMINALS, 


(COM) 

* STYLE 1-3/4 KPT. 
10/11/37 "BROWN DEVIL" 
AUG. 44 MODIFIED 


63571 GENERAL USE RE 63AA101 
RESISTOR WIRE WOUND * SEE BELOW 
15,000 OHMS LUG AND WIRE TERMINALS. 


¢Com) 

* STYLE 1-3/4 KPT. 

10/31/37 "BROWN DEVIL”  CRRIA-15679 
AUG. 44 MODIFIED tSsue F 


63572 Qc-7 RE 135A 372 
RESISTOR - 1550 OHMS STYLE B 
WIRE WOUND 


(CHD) 
10/14/37 
NOV. 41 


63573 Qc-7 RE 13A 372 
RESISTOR - 2200 OHMS STYLE B 
WIRE WOUND 


(CHD) 
10/14/37 
NOV. 41 


63574 Qc-7 RE 3A 372 
RESISTOR + 1200 OHMS STYLE A 
WIRE WOUND 


(CHO) 
10/14/37 
NOV. 41 


63575 Qc-7 RE 13A 372 
RESISTOR - 18,080 OHMS STYLE A 
WIRE WOUND 


(CHD) 
10/14/37 
NOV. 41 


DATE L_ AACS a BURA RUE 


bare | MARAT? | AUTAPTIR | 


RESTRICTED 


NAVSHIPS 900,109 


3.63=-26 Class 6 3—Resistors—Po tentiometers— Attenuators 


[GRABS [rs asscnap ron | oteRONG | | HAST [rs assonen vou | oknphenenis, | [oth [nase asco von | oWAGRAMGY _| 
ca0 63576 Qc-7 63584 CBM-52075 RE 13A 372 


caG 63592 *SEE BELOW 


RESISTOR: 100 OHNS RESISTOR - 10,000 Gis STILE <2 POTENTIOMETER: 200 OHMS 

WIRE WOUND, 20 WATTS. WIRE WOUND WIRE WOUNO. LINEAR, 6 WATTS. ROUND 
SHAFT. REPLACEMENT POTENTIOMETERS HAVE 
2-1NCH SHAFT LENGTH. 

. (CHD) ey 
46039/-46060 

10/14/37 2" PLAQUE 10/28/37 4L3 fi feesos SEs caTALae 

Nov. 41 NOV. 41 APR. 42 

63577 * SEE BELOW RE 13A 372 cy" 63585 cq cB% 63593 “SEE BELOW 
RESISTOR - 300 OHMS **® SEE BELOW POTENTIOMETER:2000/10000 9 POTENTIOME TERS 6000-0088 
WIRE WOUND DOUBLE, COMPOSITION. #1: 2000 OHMS WIRE WOUND. LINEAR, 6 WATTS. SCREWDRIVER 


LiNEAR CSPECIAL LENGTH SHAFT AND MOUNT. 


SHAFT 1/74" LONG. 
#23 10000 OHMS. FIRST 70% ROTATION LIN- 


CCIRD FAR =1000 OHMS. REMAINING LINEAR #9000 ‘ 

* -46059 & -46060. OHMS. ROUND SHAFT. REPLACEMENT POTENTI- 

** STYLE S EXCLUSIVE OF WIRE SIZE. OMETERS HAVE 2-INCH SHAFT LENCTH. #246059 & -46060 

10/20/37 CA 10/30/37 CRR:85208C 18/8/39 CAGISIG~A CBM:721-183 

NOV. 41 CBM:738-110 MAR. 42 HAR. 42 MODIFIEO 

eho 
Ptiaga 480 ars cic . ore eee 67786 hs Beech: ke) CBH- 63593-A NH-14 
* MS SEE BELOW RESISTOR = 35 OHMS, WIRE STYLE INT 

WIRE WOUND WOUND. POTENTIOMETER, WIZEWOUNDS 
RATED 6000 OHMS, 8 WATTS, LINEAR TAPER, 
NO BUSHING TYPE 2 SCREWDRIVER SHAFT 

(cir) ‘ 1/4" LONG. CAG TYPE 314A MODIFIED BY 

* 46059 & -46060. CBM BY CUTTING FACE ON TWO SIDES. 

** STYLE S EXCLUSIVE OF WIRE SiZE. (CHD) ‘0 

iavesin Bes eae eee ae SRASB ROG Fo1456 4/50/45 CAG-SI4ACMOD)  CBM-574~-204 
JUN. 45 

63579 * SEE BELOW RE 13A 372 ciR 63587 GQ cen 63594 # SEE BELOW 
RESISTOR > 510 OHMS ** SEE BELOW RESISTOR DOUBLE (FOUR POTENT ONETER-20000-ONtS 
WIRE WOUND TERMINALS). 15.75 OHMS 5% & 35 OHMS . ki : 


WIRE WOUND. LINEAR, 6 WATTS, SCREDRIVER 
t . 

SOR SW BG: MOUND SLOT IN 1/4" LONG SHAFT. 
COIR) 
* -46053 & -46060. 
** STYLE S EXCLUSIVE OF WIRE SIZE. 


ee. the 
10/20/37 CA 10/30/37 MW-2 CRRI15159 46059/ i ri . 
NOW Ai. eanereacint hove ai 11/8/37 CAG:314 CBM:721-182 
MAR. 42 
* SEE BELOW * 
63580 RE 13A 372 63588 SEE BELOW RE 13A 372 C8N63594A GENERAL USE 
RESISTOR - 1000 OHMS ** SEE BELOW RESISTOR ~ 18,750 OHMS ** SEE BELOW 
Fee WOUND SL RECHOUNR C2 POTENTIOMETER: 20,000 OHMS 
WIRE WOUNO,LINEAR,6 WATTS. SAME AS BASIC 
; NO. EXCEPT HAS 3 EQUAL CONTACTING FLATS 
: 7 
eet evi CUT ON PERIPHERY. FLATS ARE 1-11/32 by 
Bgeake: aka ke. ec acucera oaee ee. FROM CENTER AND FLATS MAKE ANGLE OF 4 
4* STYLE S EXCLUSIVE OF WIRE SIZE. ** STYLE V EXCLUSIVE OF WIRE SIZE. ALTA EACH OTHER DUEFERS? RESO: FR OUUGAS LC 
NUMBER BECAUSE OF PLAIN SHAFT. 
10/20/37 cB 11/6/37 ? 
HOY. 41 CBM:738-112 NOV. 43 % 6/16/41 CAG23314-A CBM:2721-181 
NOV. 41 
63581 * SEE BELOW RE 13A 372 63589  * SEE BELOW RE 13A 372 63595  CBH-23120 RE 13K 492 
RESISTOR - 2000 OHS ®* SEE BELOW RESISTOR = 20,000 OHMS ** SEE BELOW POTENTPOMETER?: 6 000-0NHSS 
MARE. WOUND) WIEE WOUND WIRE WOUND LINEAR, 3 WATTS, ROUND SHAFT, 
REPLACEMENT POTENTIOMETERS HAVE 2-INCH 
icies eins SHAFT LENGTH. (CBM TYPE 756-65) 
* 46059 & -46060. * -46059 & -46060. 
** STYLE S EXCLUSIVE OF WIRE SIZE. ** STYLE V EXCLUSIVE OF WIRE SIZE. ences 
10/20/37 CB 11/6/37 j gs 
NOV. 41 Cam:738-113 WOV. 41 veut Bee egos 
63582  ceM-52075 RE 63A 101 63590  * SEE BELOW RE 135A 372 con63596  ceN-23119 
RESTS TOR =: 35000 (0HNS STYLE 2 QT RESISTOR - 27,300 OHMS ®* see BELOW POTE GT OaCLCREe B00" OAS 
WIRE WOUND WIRE WOUND WIRE WOUND. 50 WATTS, SPECIAL SHAFT. 
(CIR) 
* -46059 & -46060. 
ceHD) ** STYLE V¥ EXCLUSIVE OF WIRE SIZE. 
10/28/37 283 heeay 12/6/32 J-0329 CBN:758-40 
NOV. 41 “ MAR. 42 MODEL J 
* . 
63583  CeM-52075 RE 13A 372 eee Seas BOE ONM RE SISA 312 CAC 63597  ceM-23118 
RESISTOR - 100 OHMS STYLE W e 25000 OHMS SEE BELOW POTENTIOMETER: 12 OHMS 
W(RE WOUND WIRE WOUND 2 
WIRE WOUND. 6 WATTS. OPEN IN EXTREME 
COUNTER-CLOCKWISE POSITION. 
CctR) 
# -46059 & -46060. 
‘ 
cups ee W EXCLUSIVE OF WIRE SIZE. 
1028/37 344 have ks 12/6/37 301-AS CBM:757-77 
NOV. 41 assicnap| NOV. 41 
tssuep | 
pare [__MSUAST Poe iaunies DATE MAIAETUBRS | MANUEACTHAERS, pare |___M@AMARTANE BEHEACTUR | 


NAVSHIPS 900,109 RESTRICTED 


Class 6 3—Resistors—Potentiometers—Attenuators 


[HARARE [rast ASSIGNED FOR AY DRAWING | 


3.63-27 


CHANCE [ruse Assioneo rox | WAVE GRAMS, 


DEAR [rinst assigneo ror [| oan, 


cac 63598 CBH-41005 
POTENTIOMETER: 500 OHMS 
(MPEDANCE, WIRE WOUND, ATTENUATOR. 


12/22/37 653 MC CBM3738-91 
wOV. 41 


63599 * SEE BELOM RE 63A 101 
RESISTOR - 400 OHMS ** SEE BELOW 
WIRE WOUND 


(CfR) 

# -50048 REPLACEMENT. 
#8 STYLE §-1/2 ET. 
12/22/37 BW 1 

mOV. 41 


63600 *SEE BELOW RE 63A 101 
RESISTOR: 400 OHMS STYLE t-3/4HT 
CANCELLED + FOR REPLACEMENT USE -63705 
AND FOLLOW TYPE NO WITH APPLICABLE 
TOLERANCE. 


#-50048 REPLACEMENT 
(CHR) 

12/22/37 Bw2 

ROV. 45 CBM3738-104 


63601 * SEE BELOW RE 63A 101 
RESISTOR - 2000 OHMS *®* SEE BELOW 
WIRE WOUND 


COIRY 

* -50048 REPLACEMENT. 
** STYLE 3-1/2 ST 
12/22/37 EN 

NOV. 41 CB8N3738-96 


c¥n 63602 *SEE BELOW RE 13A 492 
POTENTIOMETER: 10 OHMS 

WIRE WOUND, 4 WATTS, ROUND SHAFT. RE- 
PLACEMENT POTENTIOMETERS HAVE 2-INCH 
SHAFT LENGTH. 


#CBM*50048 (JL-5) 
12/23/32 $ 
MAR. 42 CBM:738-98 


cmA636024 Fa, Fe 

POTENTIOMETER: 10 OHMS 

WIRE WOUND, 4 WATTS. SAME AS TYPE +63602 
EXCEPT KAS SHAFT 4-5/16" LONG. REPLACE- 
MENT POTENTJOMETERS HAVE 6" ROUND SHAFT. 


6/97/41 B-114973 CHIESO*E79305-14 
OCT. 42 ISSUE 6 


cy¥n 63603 *SEE BELOW RE I13A 492 
POTENTIOMETER: 6 OHMS 

WIRE WOUND, 2 WATTS, ROUND SHAFT. RE- 
PLACEMENT POTENTIOMETERS HAVE 2-INCH 
SHAFT LENGTH. 


#CBM-50048 (JL-5) 
12/23/32 C6éP 
MAR. 42 CBM3738-99 


63604 NISC SOUND RE 143A 372 
RESISTOR - 40,000 OHKS STYLE W 
WERE WOUND 


cciR> 
1/5/38 ovc 
WOV. 41 CBM:738-141 


63605 MISC SOUND RE 63A TO 


RESISTOR - 600 OHMS, WIRE * SEE BELOW 
WOUND 


CCtRd 

* STYLE $-3/4 HT 
1/5/38 Duc 

NOV. 41 CBHS738-142 


-63606 LA-2, 3 RE 63AATOT 
RESISTOR WiRE WOUND SEE BELOW 
25000 OHMS LUG AWD WIRE TERMINALS. 


(COM) 
RCRRIAISG79 ISS F STYLE 1 374 KPT. 
1410/38 BROWN DEVIL RSEE ABOVE 


AUG. 44 MODIFIED 


63607 QC~6 & QC-6A RE 13A 492 
POTENTIOMETER: 3000: OHMS 
WIRE WOUND, 3 WATTS. SCREWORIVER SHAFT 
15/32" LONG. 


OCMC) 


1/32/38 PSB 
MAR, 42 


63608 TBL+3 RE 135A 3572 
RESISTOR - 1.6 OHA STYLE D 
WIRE WOUND 


ey re 
2/28/38 
Wow. 41 


63609 TAS-? RE. 13A 372 
RESISTOR - 625 OHMS STYLE B 
WIRE WOUND 


(CGE) 
3/14/38 QCK-2673158 
NOV. 41 


63610 co-S RE 135A 372 
RESISTOR - 700 OKMS STYLE E 
WIRE WOUND 


(COM/E) 
3/23/38 
nov. 41 


63611 Go-3 RE GSA 101 
RESISTOR - 60 OHMS, * SEE BELOW 
(5 WATTS). WERE WOUND 


CCtR) 

* STYLE 7/8 HT. 

4/4138 AA CAYSK-7609738 
NOV. 41 REV 0 


con 63612 *SEE BELOW 

RHEOSTAT: 35 OHMS 

WIRE WOUND. 50 WATTS, ROUND SHAFT. 
REPLACENENT RAROSTATS HAVE 2-1NCH SHAFT 
LENGTH. 


*TBL-2, 3 SPEECH INPUT 
4/5/38 MODEL J CRVSK-8433526 
MAR. 42 REV 0 


part | MAWWARTHERR? | MGNAEACTRASE, 


care | MNAGTHAR SAAT 


RESTRICTED 


cr¥ 63613 GENERAL OSE 

ATTENUATOR: 40,000 OHMS 

WIRE WOUND, 12 STEPS OF 2 DB PER STEP, 
TOTAL ATTENUATION 24 D8, ROUND SHAFT. 

REPLACEMENT ATTENUATORS HAVE 2” SHAFT 

LENGTH. 


4/5/38 MI-38900 CRV=M-418069 
RAR, 42 REV O 


csn 63614 cq 
RESISTOR - 0.25 OHMS £ 1% 
PRECISION - 1/2 WATT. WIRE WOUND 


4/11/38 18 CRRIQB-9424 
NOV. 41 


csn 63615 GQ 
RESISTOR - 0.534 OHMS + 1% 
PRECISION - 1/2 WATT. WIRE WOUND. 


4/10/38 181 CRR2Q8-9424 
Rov, 41 


csm63616 Ge 
RESISTOR - 0.502 OHMS + 18 
PRECISION - 1/2 WATT. WIRE WOUND. 


4/11/38, 184 CRR:QB-9424 
WOV. 41 


csm63617 Ge 
RESISTOR - 2.04 OHMS t 1%; 
PRECISION - 1/2 WATT. WIRE WOUND. 


4/11/38 181 CRR*QB-9424 
NOV. 41 


csm 63618 cq 
RESISTOR - 25 OHMS + 14; 
PRECISION - 1/2 WATT. WIRE WOUND. 


4/11/38 181 CRRIQB-9424 
mov. 41 


csm 63619 6a 
RESISTOR - 74 OHMS + 18; 
U/2 WATT. WIRE WOUND, PRECISION. 


4m0i738 181 CRR:QB-9424 
MOV. 41 

cud 63620 GQ RE 63A 10f 
RESISTOR - 30 OHMS * SEE BELOW 


1-3/4" LONG X 3/8" DIAMETER, 
TAB TERMINALS, WiRE WOUND. 


* STYLE 1336 KT 
4711438 1-3/4 7 15 CRR:QB 94355 
wOV. 41 


Rua] ARASH] 
( 
NAVSHIPS 900,109 


Class 63—Resistors—Potentiometers—Attenuators 


pean On [nase ASSIGNED FOR | HATE CCKTION | | OFT [Fiast assionep For | on PETERS | veNeK ation [ruse ASSIGNED FOR THA GRARINS, 
pant ea jen Gh s foeevicune ae 50 rie ee v 63637 ne ee Re be Var 
RESISTOR - ” E oat 1Ze- e 
1-3/4" LONG X 378" DIAMETER, WIRE WOUND, ADJUSTABLE. a euouaee © outs See re NT, 
TAB TERMINALS, WIRE WOUND. 
(-F> (COM) 
* STYLE 1-374 KT. GERRIALIS9T-2; CGZK-2880307 REY 0 ie3 
4711458 1-304 T 18 CRR2Ge 9435 Aue as caesar GSEE ABOVE 6/15/38 CIRSAA CG:P-7761577 
NOV. 41 7 - APR. a2 PT 21, REY 3 
cHo 63622 6Q RE 63A 101 63630 LOo-4 RE 63A 101 
RESISTOR - 650 OHMS * SEE BELOW sigue 100 OHMS wSEE BELOM 63638 TBR.-1 RE 63A 101 
1-344" LONG X 3/87 DIAMETER, WIRE WOUND, ADJUSTABLE. RESISTOR: 800 OHMS STYLE 7/8 HP 
TAB TERMINALS. WIRE WOUND. WIRE WOUND. 
ccom) . 
aaise escoous 15 CRRIQB 9435 PA Chtebten ae ¢-5) 
see : s7au/39 CAT:0565 CRRIAGB40-A-3 Rit GUSe NeIR EK: coop ea eiead 
5 APR. 42 PT &, REV 5 
cHD 63623 GQ RE 13A 372 63631 Lo-4 RE 63A 101 
RESISTOR - TAPPED, 1 OHM STYLE Z RESISTOR - 5000 OHMS, * SEE BELOW 63639 TER st RE O35. LOR 
TAPPED 5 EQUAL VALUES, WIRE ADJUSTABLE, WIRE WOUND RESISTOR: 2000 OHMS STYLE 7/8 HP 
wouND. WARE WOUND. 
ccom 
* STYLE 4 OT WITH BARE SDE. aes 
4711938 454 4 ‘ >» 057 RiA6840A- A 
NOV. 41 foe a ena cane age toe 6/15/38 CIRZAA CGrP-7761577 
APR. 42 PT 7, REY 3 
63624 cq RE 135A 492 63632 Lp-4 RE 63A 101 
POTENTLONETER: 100,000 OHMS RESISTOR - 10,000 SHMS * SEE BELOW 63640 TBR, -I REG DA. 10! 
WIRE WOUND. 4 WATTS, LINEAR. SCREWDRIVER ADJUSTABLE, WIRE WOUND. RESISTOR: 2800 OHKS STYLE 2/8 HP 
SHAFT 11/32" LONG. WIRE WOUND. 
(COR) 
COM) * STYLE 4 QT WITH BARE SIDE. 
4/11/38 P-10 MODIFIED 4/28/38 (CAT) O58! CRRA 6840-A-2 C5) 
MAR. 42 nov. al 6/15/38 CIRIAA CGrP-7761577 
APR. 42 PT 4, REY 3 
cxo 63625 GQ RE 63A 101 63633 Lo-4 RE 13A 492 63641 TBRATAR-1 RE ase OAT 
RESISTOR - 5000 OHMS STYLE 2 MPT POTENTIOMETER: 20000 OHNS ede nat <voco0c ais oe ; 
WIRE WOUND WIRE WOUND. LINEAR, 0.0085 AMP, 4 WATTS, Nie vounbee” ‘ ere aN 
ROUND SHAFT. REPLACEMENT POTENTIOMETERS ; 
HAVE 2-1NCH SHAFT LENGTH. 
ceym) (8 
al 4/28/38 CATSN7ONP ys 
pee aAls | a 6/15/38 CiR:O5 CG:P-7761577 
zs 2 APR. 42 PT 9 REV 3 
cHo 63626 6a RE 63A 101 63634 GENERAL USE RE 135A 372 63642 TBRATOR-1 RE GSA 101 
RESISTOR = 7500 OHNS, WIRE STYLE 2 NPT Bes sine ete WOUND: STYLE V RER1ETORRO ORS STYLE’ gc 28h 
Wound 6 : WIRE WOUND; 
*®CG:N-7472668 PT. 4 REV 4 
¢- 40) (+10) 
4911738 2ATS 4/29/38 Soccer geet 6/15/38 CIR:EP co:P-2761577 
wove. 41 FEB. 45 APR. 42 PY a3 REY 3 
63627 6Q RE 3A 372 CYR 63635 DU, OV & DW 63643 TBRATBR-1 RE G3A 10! 
RESISTOR - TAPPED, 609 STYLE Z POTENTIOMETER: 5000 GHHS RESISTOR: 80 OHNS STYLE 4-1/2SP 
TAPPED: 4545/5/5 OHMS, WIRE WIRE WOUND LINEAR, 2 WATTS, VARIABLE WIRE WOUND: 
WOUND. CONTACT GROUNDED TO CASE & SHAFT. . 
SCRENDRIVER SLOT IN 7/16" LONG SHAFT. 
(CHO) (+8) 
4nits38 434 4/29/38 CVSMP CRRZA 11086. A 6/15/38 CIR:EP CG:P-7761577 
NOV. 41 WAR. 42 APR, 42 PY 12 REV 3 
cH 63628 = 68 RE 63A 101 63636 GP-4 RE 63A 101 63644 = ter, +1 RE GIA 10! 
RESISTOR - 60 CHNS, WIRE STYLE 1 EP RESISTOR: 10,000 OHMS * SEE BELOW ee : 0 
WaunD. ute wound RESISTOR: 500 OHMS STYLE 4-1/25P 
. t WIRE WOUND. 
Cao) FE. 
* STYLE 2-172 ST. (+8) 
40738 ws 8 
NOY. 41 phar 6/15/38 CIR:EP COIP-7761577 
; assignan| APR» 42 PT 44, REY 3 
HUFACTI RS A SSHED 
care | MSHMASTHBRS | HAMHIAPTRIEA, cart | MRRIARTHAS | SNOT care | RMAGHARE? | _ ARATE] 


NAVSHIPS 900,109 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenuators 


OEGTION —[FiesT assioneo ror | oRTLGRCUSN | [ars | Hox ___|Fisy Assioneo Fox | RAVE GRAMS ile 


63645 TBR,-1 
RESISTOR: 5000 OHMS 
WIRE WOUND. 


RE 63A 10f 
STYLE 4-1/2SP 


(-5) 
6/15/38 CIRSEP CGSP-7261577 
APR. 42 PT 22, REV 3 


63646 TBR & TBR-1 RE G3A tot 
RESISTOR: 25,000 OHMS STYLE 4-1/2SP 
WIRE WOUND. TAPPED AT 10,000 OHMS 


€-§) 
6/15/38 CIRSEP 
APR. 42 


CG. 63647 TBR & TBR-1 

RESISTOR: 50 OHMS, + 10%, 

WIRE WOUND. 1-1/2" LONG, 374" DIA- 
KETERe WITH MOUNT LUGS, FLEXIBLE WIRE 
TERMLNALS« 


6/15/38 OCK-2675263 C-1 COSK-2673263 
NOV. 41 TYPE CR-9006 REV 4 3 


con 63648 GN & RAM 

RHEOSTAT: 25 OHMS, 

WIRE WOUND. 50 WATTS, ROUND SHAFT. 
REPLACEMENT RHEOSTATS HAVE 2-INCH SHAFT 
LENCTH. 


6/28/38 COMsJ CWZESO-B13371-1 
BAR, 42 ISSUE ACI) 


63649 TBR & TBR-1 * SEE BELOW 
RESISTOR - 0.25 OHMS 
ADJUSTABLE. WIRE WOUND. 


cao/- 

@ RE 135A 372, STYLE D, WITH BARE SIDE. 
6/15/38 25621.2 CW2ES0-610771-2 
WOV. 43 ISSUE 5 


\ 


cw- 63650 GN & RAN 
RESISTOR - 1000 OHM + 5% 
t WATT. WIRE WOUND, 


® ES0-609847-1, ISSUE 4 AND CW OWG 
ESO-610771-2, ISSUE 5. 


6/27/38 IF @ SEE ABOVE 
Nov. 41 

ca0 63651 GN & RAM RE 13A 372 
RESISTOR WIRE WOUND: STYLE Y 


25,000 CHM WIRE WOUND. 


6/27/38 3"-8 CWSESO-630771-2 
SEPT 43 ISSUE 6 


RE 635A 101 
STYLE 3-t/2sT 


cao 63652 CN & RAM 
ESISTOR - 300 OHMS 
WERE WOUND. 


6/27/38 3-1/2" B CWLESO-610771-2 
NOV. 41 ISSUE 5 


cho 63653 GN & RAM 
RESISTOR - 1200 OHSS 
WIRE WOUND. 


6/27/58 4" B 
SEPT 43 


CAO 63654 CN & RAM 
RESISTOR - 5000 OHMS 
WIRE WOUND. 


6/27/38 2° 6B 
SPT 43 


cao 63655 GN & RAM 
RESISTOR - 50,000 OHMS 
WIRE WOUND. 


6/27/38 5" 8B 
NOV. 41 


cA0 63656 CN & RAM 
RESISTOR + 7500 OHMS 
WIRE WOUND. 


6/27/38 6-1/2" 0 
NOV. 41 


cao 63657 GN & RAM 
RESISTOR - 10,000 OHMS 
WIRE WOUND. 


6/27/38 2"T 
SEPT 43 


cin 63658 CN & RAM 
R-SISTOR - 500 OHMS 
WIRE WOUND. 


6/28/38 AB 
SEPT 43 


¢8z 63659 CN & RAM 


3.63-29 


peat iy FIRST ASSIGNED FoR | ghAUL QRAWING, | 


RE 13A 372 
STYLE Z 


CWSESO-610771-2 
ISSUE § 


RE 413A 372 
STYLE x 


CWlESO-610771 
-2 ISSUE § 


RE 63A 101 
STYLE SST 


CwWwsESO-610771 
~2 ISSUE 5 


RE 63A 101 
STYLE 6-1/22T 


CWLESO-610771-2 
ISSUE 5 


RE 13A 372 
STYLE y 


CWrESO-610771-2 
ISSUE 5 


RE 134 373 
STYLE Y 


CWSESO-6130650-3 
USSUE ACT) 


POTENT: 50000/110009 OHMS 
COMPOSITiON. SPECIAL TAPER, ROUND SHAFT 
REPLACEMENT POTENTIOMETERS HAVE 2-1 NCH 


SHAFT LENGTH. 


PCWIESO-613084~-2 ISSUE BCI: CHTESL- 
608825 & ESL-608226 RESPECTIVELY. 


6/28/38 KA 
WAR. 42 


cir 63660 GN & RAN 


POTENTIOMETER: 100 OHMS 


ASck ABOVE 


COMPOSITION. LINEAR, 1/2 WATT, SCREW- 


DRIVER SHAFT 17/32“ LONG. 


6/28/38 CS 
MAR. 42 


CHrESO-6135371-2 
tSSUE A C1) 

ASSIGNED 
IssuED 


ciR 63661 CN, RAM 

POTENTIOMETER: 250609 OMS 
COMPOSITION. LINEAR, 1/2 WATT, SCREWS 
DRIVER SLOT IN 17/32" LONG SHAFT. 


6/28/38 cS CWLESO-613571-2 
HAR. 42 ISSUE A (1) 


ciR 63662 GN & RAM 

POTENTIOMETER: 5000 OHMS’ 

COMPOSITION. 1/2 WATT, SEMI-LOGARITH= 
HIC TAPER, ROUND SHAFT. REPLACEMENT 
POTENTIOMETERS HAVE 2-INCH SHAFT LENGTH 


6/28/38 cs CHSESO-613371-3 
MAR. 42 ISSUE AtT) 


63663 JK-4 &@ QCH RE 13A 372 
RESISTOR > 360 OHNS STYLE 8 
WIRE WOUND. 


cIR/E 
7/12/38 H2-8-C 
NOY, 41 


63664 JK-4 & QCH RE 113A 372 


RESISTOR - 8 OHMS STYLE F 
WIRE WOUND. 

CIR/E 

7/12/38 GS-5-C 

NOV. 41 


63665 — Tec-2 RE 13A 372 
RESISTOR ~ 2300 OHNS STYLE B 
WIRE WOUND. 


CAO/sE 
7/13/38 
NOV, 41 


63666 TBc-2 RE 13A 372 
RESISTOR - 7500 OHMS STYLE A 
WERE WOUND. 


cao/E 
7/13/38 
Nov. 41 


cc- 63667 TBC-2 
RESISTOR - 3.2 OHMS 
FORM R, SIZE T. WIRE WOUND. 


7/13/38 CR-9010, 3.27 SiK-1643989 
NOV. 41 REV 4 


cc- 63668 ‘fec-2z 
RESISTOR - 2 ®HHS 
FORM KR, SIZE V. WIRE WOUND. 


7/13/38 CR-9010, 2V PStk-£841990 
NOV, 41 REV 4 


(eats MBRUACTREES | AMCACTUREES, 


aR | AAS 


pare | _sMageacTunaRS | QMGMUTACTUNER, | 


RESTRICTED 


NAVSHIPS 900,109 


u 


Class 6 3—Resistors—Potentiometers— Attenuators 


[HAMAR [nest assionen vor | MMaHAMNG. | BEL, [vase assicneo vox | HALAS _| GEATLARG _—_|rinse assroneo rox | HAVER Y 
co 63669 Tec-2 63677 $2094852095 RE 135A 372 . 
RESISTOR - 3300 OHMS STYLE C 63684 Go-4 RE 634 101 


RESISTOR: 2.5 OHMS 
WIRE WOUND. FORM R, SIZE Ye 


7/13/38 CR-9010,2.5VL K-1942129 
MAR. 43 REV 3 
cc- 63670 TBC-2 
REStSTOR - 2.7 OHMS 
FORM R, SIZE Ve. WIRE WOUND. 
(4471) 

7/13/38 CR-9019, 2-7 V CStK-131990 
MOV. 41 REV 4 

63671 GP-4 RE 63A 101 


RESISTOR ~- 5000 OHMS 
WIRE WOUND. 


STYLE 2-1/2ST 


cCa07E 
7/22/38 B 
NOV. 41 


CNA 63672 Cxx 

POTENTIOMETER: 1 MEGOHN 

+ 20%. COMPOSITION. MODIFIED LOGA- 
RiTHMiC LEFT HAND TAPER, 2 WATTS, TYPE 
1, ROUND SHAFT. REPLACEMENT POTENTI- 
OMETERS HAVE 2-E§NCH SHAFT LENGTH. 


HCMASB-314044 SUB 0; CMC355-105 REV O 
7726/38 O (TArER 1) GSEE ABOVE 
AUG. 42 CMC:37-W 


css 63673 TBR, TBR-t 

POTENTIOMETER: 25,000 OHMS 

COMPOSITION, SEMI-LOGARITHMIC TAPER. 
FIRST HALF CLOCKWISE ROTATION =13000 
OHMS, 2 WATTS, FLAT SHAFT. REPLACEMENT 
POTENTIONETERS HAVE 2-iNCH SHAFT LENGTH. 


8/5/38 c 
HAR. 42 


CGOiM-2746182? 
REV O 


cSM63674 6d 
RESISTOR - 11.1 OHMS + 1% 
PRECISION; 1/2 WATT. WIRE WOUND. 


WIRE WOUND. 


(Ey 

8/10/38 (CIR) FD-7-C 

NOV. 41 COM:738-169 
-63678 CO 


RES{STOR - WIREWOUND, 172 

WATT, +10% RESISTANCE TOLERANCE, PHENO- 
LEC ENSULATED, PIGTAIL: THtS NUMBER AP- 
PLEES TO ALL 1/2 WATT, PHENOLIC INSULA- 
TED, WIRE WOUND PIGTAIL RESISTORS OF 
578" LENGTH & 3/16” DIAMETER REGARDLESS 
OF RESISTANCE VALUE. TYPE NUMBER TO BE 
V2d2444 

FEB. 45 


-635678 
FOLLOWED BY A DASH & SUFFIX COMPRISED OF 
3 DIGITS. THE FIRST TWO ARE THE TWO FIG- 
URES OF THE RESISTANCE VALUE, AND THE 
LAST DIGtT, THE NUMBER OF ZEROS WHICH 
FOLLOW THE FIRST TWO FIGURES. FOR VALUES 
LESS THAN 10, TWO FIGURES WiLL INDICATE 
THE RESUSTANCE WITH THE LETTER ¢(R) FOR 
THE DECIMAL POINT. 


63679 QcJ & QCK RE 13K 372 
RESISTOR - 164 OHMS STYLE F 
WERE WOUND, 

(€) 
10/12/38 (CIR) G-S-5C 
NOV. 41 
63680 QcU & QCK RE 135A 492 


POTENTIOMETER: $00 OHMS 
WIRE WOUND. LINEAR, 3 WATTS, SCREW- 
DRIVER SHAFT 15/32" LONG. 


10/17/38 CMC?P58-500 
MAR. 42 CBOM:758112 


-63681 cd. ack RE 13A 492 
POTENTIOMETER WIRE WOUND: 
25,000 GHMS LINEAR -3 WATTS SCREWDRIVER 
SHAFT 15/32" LONG, TYPE NO. TO BE FOL- 
LOWED BY DASH AND TOL. IN PER CENT. 


RESISTOR - 400 OHMS 
WERE WOUND. 


CIR/E 
12/5/38 AB 
Nov. 41 
63685 Go-4 


RESISTOR - 690 OHMS 
WERE WOUND. 


cir/e 
12/5/38 AB 
NOV. 41 
63686 CO-4 


RESISTOR - 3500 OHMS 
WIRE WOUND. 


CIR/E 

12/5/38 AB 

NOV. 41 

cir 63687 GO-4 


RESISTOR WIRE WOUND: 
1@.000 OHMS 


th &. 


RCOULOD-524E-A-1, 5247-A-T 
WemsbA-10096-°20 ISS 8 CEMIU73E-3000K 
*CG3P-2762042-12 REV 0; 


12/5/38 AB-COAT 
FeB, 45 "Cc" 


63688 Co-4 
RESISTOR - 2000 OHMS 
WIRE WOUND. 

CIR/E 

32/5/38 PG 

NOV, 41 

cir 63689 Go-4 


RESISTOR WIRE WOUND: 


20,000 9HNS 8 WATTS RADIAL LEADS 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 


(N PERCENT. 


*CG2M-7472868 PT 1 REV 4 


4 WASTS RADIAL TERMINALS 
TYPE NO. TO BE FOLLOWED BY DASH & TOL. 


CRVEM-422402-5 


STYLE 1-3/4HP 


CO:P-7752042-8 
REV O 


RE 63A 101 
STYLE 1-3/4HP 


CG3P-7762042-14 
REV O 


RE 63A 101 
STYLE 1-3/4HP 


CG2P-7762042-15 
REY O 


sue 
®SEE ABOVE 


RE 63A 101 
STYLE 2NP 


COP +7762042-4 
REV O 


CIRJE 
*758- :D0- ae #CW:BA-10096-15 ISS 8 
8/9/38 184 CRR:QB-9424 10/17/38 CBNS758-114 CDULDD-3486-A-2 ; 
NOV. 41 ALT A FEB. 45 CMC3P-58-25000 12/5/36 OG COAT CG:P-7762042-6 
Fee, 45 "Cc" REV O# 
ca0 63675 723136 63682 60-4 RE 63A 101 ‘ 
ee ae message ome iota og 8205 faeeL 
40 WATTS, 4" VITROHN PLAQUE. WIRE WOUND. Vike ucuap 
WIRE WOUND. : 
/\0/ ey : ciR/E 
8/10/38 507-111 (CBM) 738-135 12/5/38 AA CC:P-7762042-3 
j 2P-7762042- 
NOV. 41 CBM:738-185 REV 0 NOY. 41 REV O Lalisey Ds ei : 62042-32 
63676 52094252095 RE 13A 372 63683 Go-4 RE 635A 101 63691 Go-4 E 63 
RESISTOR - 100 OHMS STYLE F RESISTOR - 300 OHMS STYLE 1-3/4HP Beets aera alae RE SAL Od 
WIRE WOUND. WIRE WOUND. \ ’ STYLE 3NP 
WIRE WOUND. 
ce) CiR/E ‘ 
8/10/38 (CIR) GS-5-C 12/5/38 AB CO:P-7762042-7 CIR] i: 
WOV. 41 CBM:738-171 Noy. 41 REV O 12/5/38 OJ COrP-7762042-29 
ASSIGNED ASSIGNED AUG. 42 REV 0 
ISSUED ISSUED 
[are | ManyraaTunees SHAMHEACTUNEEA, care | MAMURAGTON'S | ANAT, | pare | MWATANS] oTMA | 


NAVSHIPS 900,709 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenuators 


3.63-31 


[abnermeh, [ase asscnte ron | GWIMGRAMMEN [eRe [rvsr asioneo ror | otAGREG, | BATA. [reser assioneo vox | ARG | 
63692 60-4 RE 63A tOt con 63700 TBL-4 Cao 63706 Va-t 42REGSIIOOIA 


RESISTOR - 10,000 OHNS STYLE SNP 
WIRE WOUND. 


CIR/E 
12/6/38 DJ CG:P-7762042-25 
wov. 41 REV © 

63693 co-4 RE 63A 101 
RESISTOR - 2200 OHMS STYLE 4-1/2SP 


WLRE WOUND. 


CIR/E 
12/5/38 EP CGrP-7762042-17 
Nov. 41 REV O 

63694 CO-4 RE 63% 101 
RESISTOR - 7,000 OHMS STYLE 4-1/2SP 


WIRE WOUND. 


ciR/é 
12/5/38 EP CG:P-7762042-28 
Woy. 41 REY 0 

63695 Co-4 RE 63A 101 
RESISTOR - 16,000 OHMS STYLE 4-1/2SP 


WIRE WOUND. 


ciR/e 
12/5/38 €P CO:P-7762042-30 
NOY. 45 REV O 


ciR 63696 Go-4 

POTENTIONETER: 50073090 OMMS 
COMPOSITION, 2 WATTS, SEMI-LOGARITHMIC 
TAPER, ONE-HALF REVOLUTION CLOCKWISE 
ROTATION EQUALS 90000 OHMS, FLAT SHAFT. 
REPLACEMENT POTENTIOMETERS HAVE 2-1NCH 


SHAFT LENGTH. _ 
12/6/38 CPS CG3M-7461 827-2 
MAR. 42 REV 5 


con 63697 Go-4 

POTENTIOMETER: 300 ONNS 

WIRE WOUND, 25 WATTS, ROUND SHAFT. 
REPLACEMENT POTENTIOMETERS HAVE 2-iNCH 
SHAFT LENGTH. 


$2/6/38 HK CGSM-7463516-1 
WAR. 42 REV I 


con 63698 60-4 

POTENTIOMETER: 14 OHMS 

WIRE WOUND. 50 WATTS ROUND SHAFT. 
REPLACEMENT POTENTIOMETERS HAVE 2-1NCH 
SHAFT LENGTH. 


= 


POTENTIOMETER: 125 OHMS 
WERE WOUND. LINEAR, 25 WATTS.» SCREW: 
DRIVER SHAFT 1-§NCH LONG, 


12/13/38 H(0152) CRV3K-860495-1 
MAR. 42 REV 1 


con 63701 TBL-4 

POTENTIOMETER: 175 OHMS 

LINEAR, WIRE WOUND, 25 WATTS. SCREW- 
DRIVER SHAFT 1-INCH LONG, 


32/13/38 HCO153) CRV:K-860895-2 
MAR. 42 REV } 


con 63702 TBL-4 

ATTENUATOR: $25000/125000 
COMPOSITION. 13 POSITIONS, 12 STEPS OF 
2 OB EACH, ROUND SHAFT. REPLACEMENT 
POTENTIOMETERS HAVE 2” SHAFT LENGTH. 


T2/13/38 BC-122 CRVIM-418182-1 
RAR. 42 REY O 


CAKE-63702-A 

ATTENUATOR, COMPOSITION: 

RATED 125,000/125,000 OHMS. 13 POSITIONS 
12 STEPS OF 2 DB EACH. ROUND SHAFT. 
REPLACEMENT ATTENUATORS HAVE 2” SHAFT. 
SimtLAR TO NAVY TYPE -63702 EXCEPT FOR 
LOCATION OF PIN STOPS. 


3/27/45 CAKE:A-100 CAKE? 
APR. 45 
-63703 cq 


RESISTOR: 1 WATT + 10% 

RESISTANCE TOLERANCE, KIR'EWOUND, PHENO- 
LIC ENSULATED, PIGTAILS FHIS NUMBER AP- 
PLIES TO ALL 1 WATT, PHENOLIC INSULATED, 
WERE WOUND PIGTAEL RESISTORS OF 1 174" 
LENGTH AND 1/4" DIAMETER, REGAROLESS OF 
RESISTANCE VALUE. TYPE NUMBER TO BE FOL- 
V242044 A-12802A 

FEB. 45 


63703 
LOWED BY A DASH AND SUFFIX COMPRISED OF 
3 DIGESTS. THE FIRST TwO ARE THE TWO FIG~ 
URES OF THE RESISTANCE VALUE AND THE 
LAST DIGIT, THE NUMBER OF ZEROS WHICH 
FOLLOW THE FEéRST THO FIGURES. FOR VALUES 
LESS THAN 10, TWO FIGURES WELL INDICATE 
THE RESISTANCE WITH THE LETTER (R) FOR 
THE DECIMAL POINT. 


com 63704 Lo-s RE 63AAS01 
RESISTOR - 200 OHMS * SEE BELOW 
WIRE WOUND. 


* STYLE 1-3/4 KPT. 


REHEOSTAT, WIRE WOUND 

SIMILAR TO TYPE -25274 EXCEPT FOR MINOR 
CHANGES IN COMPONENT PARTS, CRECLAS- 
SIFIED NUMBER) SPECIAL SHAFT. 


1/6/39 
MAR. 42 


cA063706-k VA-3 & VB-3 GREGSFIO03B 
RHEOSTAT, WIRE WOUND 

SAME AS TYPE CAQ-63706 EXCEPT FOR 
INCLUSION OF THREE ADDITIONAL TAPS TO 
PERMIT A VARIATION IN VOLTAGE DROP TO 
THE SEARCHLIGHT PROJECTOR (SPECIAL 
SHAFT). 


2/ts/at CA0212615.34 
HAR. 42 


63707 GENERAL USE RE 13A 372 
RESISTOR - 7500 OKMS STYLE ¢ 
WURE WOUND. 


cHO/D 
1/16/39 
WOY. 44 
63708 TBL-4 RE 13A 372 
RESISTOR - 15,000 OHMS STYLE ¢ 


WIRE WOUND, 


cuD/b 
1/16/39 
NOV. 41 
63709 23005 RE 13A 372 
RESISTOR - 1250 OHMS STYLE E 


WERE WOUND. 


/o 
2/3/39 
Nov. 41 


Cac 63710 Lp 
ATTENUATOR UNIT WIRE WOUND 

CONTAINS SHUNT RESISTOR OF 
1.91 OHMS IN SMALL CYLINDRICAL ALUMINUM 
CASTING, INCLUDING PLUG AND JACK TERMI- 
NALS FOR CONHECTION OF OUTPUT JACK OF 
TYPE -60006 AND TYPE 600G6-ARF STANDARD 
SIGNAL OSCILLATOR. UNIT AND PLUG. 
2/3/39 448k 
DEC. 46 


63711 TAQ-5 RE 13A 372 
RESISTOR - 650 OHMS, WIRE STYLE C 
WOUND. 


com/D cao/e 
V2/6/38 3 COLM-7462764-8 1/4/39 BROWN OEVIL 3/t$/39 (CAO) 
WAR. 42 REV 8 AUG. 44 MODIFIED wov. 4! 
cez 63699 RU-5.6 & 10 -63705 ce 637142 TAQ-5 RE 13A 372 
POTENTIOMETER: 5000/30000 2 RESISTOR-WIRE WOUND? RESISTOR - 25,000 OHMS STYLE C 
COMPOSITION. SPECIAL TAPER, REFER TO THIS NUMBER APPLIES TO ALL 2 WATT PHENO- ¥1ME WOUND. 
DRAWING. 30,000 OHM SECTION HAS SAME LIC INSULATED PIGTAIL RESISTORS OF | 3/4" 
TAPER AS USED IM TYPE -63503. FLAT LENGTH AND S/16" DIAMETER REGARDLESS Or 
SHAFT. REPLACEMENT POTENTIOMETERS RESISTANCE VALUE. TYPE NUMBER FOLLOWED . 
WAVE 2-UNCH SHAFT LENGTH, BY OASH ANO TOLERANCE. 

“ CAO/E 
32/5/38 AA (CBY) 3144-2-8 1/5/39 CLR2BW-2 3/15/39 CAO) 
MAR. 42 SEPT. 44 assionsp | NOV. 41 
ISSUED 


[eave | RUWATNARS | MAMIRACTUAERA 


BUTS? | SHANHLATURIEG 


parr |__ARUTARHRIS SAAT | 


RESTRICTED 


NAVSHIPS 900,109 


Class 63—Resistors—Potentiometers— Attenuators 


[GRAPES [rest asstcnem von | ARERONEY | [ BRABLITRA [ruse assioneo ror | MAGI, | [RAVI [rusr assonto ron | WAREMAN, 
63713 TAQ-5 RE 13a 372 cir 63721 RAP 
ek “s * 
RESISTOR - 1200 OHMS STYLE 8 POTENTIOMETER: 915.000 OlMS cv- 63727 SEE BELOW 
WIRE WOUND. COMPOSITION. TAPERED,RICHT HAND TER- RESISTOR - INSTRUMENT 
MINAL REMOVED AS VIEWED FROM SHAFT END. EXTERNAL MULTIPLIER. EXTERNAL MULTI - 
SCREWDRIVER SLOT IN 1/2" LONG SHAFT. PLIER FOR CV-22145A 3.5 KV DC METER AND 
REPLACEMENT MULTIPLIER FOR USE WITH 
CV-22145 3.5 KV DC METER 3.5 MEGOHN. 
cao/e A ; 
3/15/39 (CAO) 7/6/39 cre SPEC REPLACEMENT FOR TBL'S. 
NOV. 41 KAR, 42 A-IS412A 7421739 BNT CD-92373 
NOV. 41 
63714 TAQ-S RE 3A 372 63722 GEN. USE ciR 63728 GO-5 RE G3A 101 
RESISTOR - 40,000 OHMS STYLE B RESISTOR WIREWOUND, +108 
M Wh 
WIRE WOUND. THIS NUMBER APPLIES TO ALL I WATT PHE- gute See Lane eete severest se ne 
NOLIC INSULATED, WERE WOUND PIGTAIL RE- PIGTAIL TERMINALS pe ‘ 
SISTORS OF 1" LENGTH X 348" WEOTH X 1/8" : ‘ 
THICKNESS REGARDLESS OF RESISTANCE 
VALUE. TYPE NO. TO BE FOLLOWED BY DASH 
CAO/E AND SUFFIX COMPRISED OF 3 DIGITS. THE Cay 
olla bes 43? ene 8/10/39 AA CGIP-7762042-44 
: z SEPT 43 REV 6 
63715 up RE G3A 101 FIRST TWO 63722 63729 ae def pales 
RESISTOR - 8 OHMS STYLE 7/8HP ARE THE FIGURES OF THE RESISTANCE VALUE, NEOSTATS 4: OUNS WIRE WOU 
7/8" LONG X 5/16" DIAMETER - PIGTAIL AND THE LAST DICIT THE NUMBER OF ZEROS r ; Ss pee ud ’ : 
TERMINALS. MIRE WOUND. WHICH FOLLOW THE FIRST TWO FIGURES. FOR erasures eae ee gree en AT COUNTER 
VALUES LESS THAN 10, THO FIGURES WILL POceat HESRST AMENT SWITCH. 
INDICATE THE RESISTANCE WITH THE LETTER ROUND SHAFT. REPLACEMENT POTENTIOMETERS 
(RY FOR THE DECIMAL POUNT.« HAVE 2-INCH SHAFT LENGTH. 
te) 
4/29/39 CIRIAA #CGIP-7762191-1 REY O; K-7869521 REV 
SEPT 43 8/23/39 (Crm) H SEE ABOVE 
MAR. 42 
63716 6a RE 63A 10T EYNG D725. RAE 63730 ‘tex RE 135A 492 
RESISTOR - 95 OHMS 7/8 HP POTENTIOMETER: 2000/10000Q 
7/8" LONG X S/16" OTAMETER; PIGTAIL WIRE WOUND, DUAL. FRONT SECTION 2000 POTENTIOMETER: 20,000 OHMS 
TERMINALS. WIRE WOUND. ' OHMS, 4 WATTS. FIRST 50% CLOCKWISE RO- WERE WOUND. LOGARITHMIC, FIRST 174 
TATION, 200 OHMS LINEAR. REMAINING 508 CLOCKWISE ROTATION, 1000 OHMS, BALANCE 
LUNEAR. BACK SECTION 10,000 OHMS, 4 19,000 OHMS, 4 WATTS, ROUND SHAFT. 
WATTS. FIRST 50% CLOCKWISE ROTATION, REPLACEMENT POTENTIOMETERS HAVE 2-INCH 
(0) $000 OHMS. REMAINING SOK LINEAR. HAS A SHAFT LENGTH. : 
6/23/39 CIRSAA CRRZA18031-950 7/8/39 CYMsM CRRSA-15440 #CC3P-2262191-2 REV O AND K-7869521 RE i 
MAR. 42 REV O 8/23/39 (CYm) #SEE ABOVE 
SEPT 43 REV A MAR. 42 
63717 Go-s RE 63A TOF CYH63723 cir- 63731 ese 
RESISTOR - 100 OHMS STYLE 1-3/4HP 3 
4-3/4" LONG X S/16" DIAMETEK; FIGIAIL SPST SWITCH RATED 14 VOLTS, 10 AMPS. REStSTOR - WIRE WOUND 
TERMINALS. MIRE WOUND. ROUND SHAFT. REPLACEMENT POTENTIOMETERS 12,000 OHMS 1-374" LONG X 5/716" DtA- 
HAVE 2-INCH SHAFT. LENGTH. METER, PIEGTATL TERMERALS. 4 WATTS 


7/5/33 (CIR) AB CGOIP-7762042-43 
SEPT 43 REV 4 

63718 60-5 RE 63A 101 
RESISTOR - 875@ OHMS STYLE 4-1/2SP 


4-1/2" LONG XK 3/4" DIAMETER; FIGTAIL 
TERMINALS. WIRE WOUND. 


7/5/39 (CIR? EP COIP-7762042-41 
SEPT 43 REV 4 

cB2 63719 Co-s 

POTENTIOMETER: 500900 OftHS3 


COMPOSITION. 1/2 WATT, LOGARITHMIC, 
RESISTANCE INCREASES WITH COUNTER- 
CLOCKWISE ROTATION, FLAT SHAFT. 
REPLACEMENT POTENTIOMETERS HAVE 2-INCH 
SHAFT LENGTH. 


7/6/39 & CGSK-7874773 
RAR, 42 REV 2 

cir 63720 RAP 

POTENTIOMETER: 2006 OHMS 

COMPOSITION. TAPERED, RIGHT HAND TERNI- 


NAL REMOVED AS VIEWED FROM SHAFT ENO. 


crROZT24 RaP 

POTENTIOMETER: 50000 OHMS 

COMPOSITION, LOGARITHMIC TAPER, 1/2 WATT 
FURWISHED WITH SPECIAL COVER AND FEMALE 
COUPLING, NOT EQUIPPED WITH LOCATING PIN 
ROUND SHAFT. REPLACEMENT POTENTIOMETERS 
HAVE 2-I2NCH SHAFT LENGTH. 


7/10/39 CS (SPECIAL) CRRZA-15466A 
JUNE 42 

cco 63725 TBC-2 RE 13A 3726 
RESISTOR - 50.0HMS, CARBON 

6 WATTS; 3” LONG X 5/8" DIAMETER, EACH 
ENO TINNED i:/2" DEEP. TYPE NUMBER TO BE 
FOLLOWED BY A DASH AND TOLERANCE. 
7/13/39 & CGIK-7874913-1 
NOV. 41 REV 3 

cco 63726 Tec-2 RE 13A 3726 
RESISTOR + 5 OHMS, CARBON 

16 WATTS; 3" LONG X 6/8" DIAMETER, EACH 
ENO TINNED 1/2" DEEP, TYPE NUMBER TO 


TYPE NO. TO BE FOLLOWED BY DASH & TOL. 
tN PERCENT. 
(€) 
BCW2BA-10096-19 ISS 8 
9/14/39 AB COAT €G2P-7762042-45 
FEB. 45 si eal REY 8 #* 
63732 TBK-9 RE 13A 372 
RESISTOR - 375 OHMS STYLE D 
WIRE WOUND 
CAO/E 
9/19/39 (CAO) 3-3/8 WX 
NOV. 41 WITH FERRULES 
63733 YBK-9 RE 135A 372 
RESISTOR - 1150 OHMS STYLE O 


WIRE WOUND, 


CAo/se 

®/19/39 (CAO) 3-3/8 WX 

NOV. 41 WITH FERRULES 

cao 63734 YB & VB-1 42RE 63F 1003 
RESISTOR UNIT: WIRE HOUND SHEET 2A 


OROPPING RESISTOR tN TWO SEPARATE 


SoC. 


SCREWORIVER SHAFT 1/2" LONG, BE FOLLOWED BY A DASH AND TOLERANCE. clecunie: INCANDESCENT LAMP AND KEYING 
W/EIS9 CC CRRISPEC A 7/13/39 Cx COzK-7874913-2 1 
044/39 
MAR. 42 1S4it A NOV. 43 REV 3 Woveca CAO DWG 15497.3 
ASSIGNED ASSIGNED * 
= al ee eee Tee $3sUt0 : ISSUED _ 

[are | MANVEASTIBI?  SaMHTAPRERA pare | MOVGCTHBNTS 1 ARATE care | MARUAETHANS | SAMHIATA | 
NAVSHIPS 906,105 RESTRICTED 


Class 63—Resistors—Potentiometers—Attenvators 3 -63 -33 


AMA —_Jrasr assiowen ron | HARA, [seperti —_[rasr astonto rox | AMR, [sehen [rust sion von | oRRRANND, | 
63735 RE-A & RF-A RE 135A 492 cco 63743 TBC-2 RE $3A 3726 
é POTENTIOMETERS 25.000 OHMS TAPER L RESISTOR + 200 OHMS cym 63751 RAS & RAW 
joi WIRE WOUND. 2 WATTS. RESISTANCE DECREAS= COMPO. 6 WATTS; 3" LONG x 5/8" DIA- RESISTOR: 64 OHMS, + 10% 
ES WITH CLOCKWISE ROTATION CAS VIEWED METER; EACH END TINNED 1/2". TYPE WIRE WOUND. 3 WATTS, CENTER TAPPED 
F; ; 
FROM PANEL) BETWEEN CENTER AND RIGHT NUMBER TO BE FOLLOWED BY A DASH AND 
HAND TERMINALS. ROUND SHAFT. REPLACE- - TOLERANCE. 
MENT POTENTSOMETERS HAVE 2-INCH SHAFT 
LENGTH. 
10/11 739 10/31/39 A CarK-7874913-4 
RAR. 42 Nov. 41 REV 7 31/25/39 864C CATALOG 
NOV. 43 
cua 63736 Y8, YC. YD cco 63744 TBA-3 RE 313A 3726 
POTENTIOMETER: 500000 OHMS RESISTOR - 300 OHMS, 63752 Y®8, YC, YO RE 135A 372 
COMPOSITION. LINEAR, RATED 1 MA, ROUND COMPO. 6 WATTS; 3” LONG x 5/8" DIA- RESISTOR 22000. 0HAS STYLE E 
SHAFT. REPLACEMENT POTENTIOMETERS HAVE METER; EACH END TINNED 1/2 INCH. TYPE WERE WOUND 
3-3/8" SHAFT LENGTH. NUMBER TO BE FOLLOWED BY A DASH AND 
TOLERANCE. . 
10/11/39 Y $00 MP CAT M-760 10/51/39 A CGIK-7874913-6 CE) 
MAR. 42° TAPER 4 NOV. 41 REV 7 eee (CHD? 
: ve 41 
-_ 
63737 cE RE 13A 372 cco63745 ec-2 RE 13A 3726 
RESISTOR - 1400 OHMS STYLE U RESISTOR: 40 ORNS cma 63753 = SC & so 
WIRE WOUND, COMPOSITION. 16 WATTS, 3" LONG. X 5/8" POTENTIGMETER? 250,000 CHNS 
DIAMETER. EACH END TINNED 1/2", TYPE COMPOSITION. LINEAR, WITH TAP AT 125000 
' NUMBER TOBE FOLCONED GY KUOASHO AND OHMS, 1 WATT, ROUND SHAFT. REPLACEMENT 
on TOLERANCE« POTENTIOMETERS HAVE 2" SHAFT LENGTH. 
CAOsSE *CGIP-7764407-30 REV 3 
10/17/39 sOsS1¢34 Ox CGIK-7874913-3 
oveeal iG wale Reva? 7 6/25/41 TRP-6O3 CW2£S0-679305 
MAR, 42 PT 17, ISSUE § 
aad 63738 Y8.yYc.¥D RE 134 492 cin 63746 RAP RE G3A tot 
POTENTIOMETER: 5000 OHMS RESISTOR, 25 OHMS, WIRE STYLE 7/8 HP 63754 = TeL-5 RE 135A $90 
WERE WOUND. LINEAR. RATED 25 MA, FLAT WOUND; 7/8" LONG X 5/16" DidvereRs EXTERNAL MULT: 1.@ MEGOHMS STYLE MFB 
SHAFT. REPLACEMENT POTENTIOMETERS HAVE PIGTAIL TERMINAL. WIRE WOUND. RATED ONE MA; 140 KV 
2-INCH SHAFT LENGTH. CONTINUOUS. 
10/24/39 (CMAD A SMP cCWLES0-679305 11/7/39 AA CRRLA-18031-250 : 
OCT. 42 TAPER 4 ISSUE 6 SEPT 43 REV A VUA29/39 (CAY) CHESTON 
NOV. 41° TYPE 3) 
. cya 63739 YB, YC, YD 63747 cv-22299 RE 313A 590 6375 Taree 90 
od POTENTIOMETER: 25,000 OHMS EXTERNAL MULTIPLIER: 2 MEG STYLE MFB P 37 3 j Uae ear. Sue 
COMPOSITION. LINEAR, RATED 7 MA, ROUND WIRE WCUHD. RATED ONE MHA, 2.0 KV CON- SRTERUAL, MOBLS) i? MEGONNSS (SLICE HES 
SHAFT. REPLACEMENT PO@TENTIOMETERS HAVE TINUOUS. HREM MOUND cB ATE QAOHE “MAG Vie 8 KY 
3-3/8" SHAFT LENGTH. CONTINUOUS. 
ida @ CW:ES0-679305-26, ISSUE 6, CAT:M-760 
10/24/59 ¥ 25 HP G SEe AbuYE V1st4s39 CV¥29999 Miser 
OCT. 42 TAPER 4 NOV. 41 (TYPE 2) Lhe 905.2; CORD) 
NOV. 41 
cy¥63740 Ye, Yc, Yo c¥- 63748  Cv-22300 63756 RAS & RAW RE 135A 492 
: POTENTIOMETER: 250000 OlINS EXTERNAL MULT: 10,811 OHMS BU TENTDNCLERS 16640; RAND 
Sai COMPOSITION, LINEAR, RAIEO TF MA, ROUND WIRE WOUHD. WHEN IN SERIES WITH CV- WIRE “OUND 1.5 WATTS, LEFT HAND TAPER 
SHAFT. REPLACEMENT POTENTIOMETERS 22500 DECIBEL METER ADD + 10 DB.; 1” Fast 602 ROTATION 400° OHMS LINEAR 
oy -: i . 
HAVE 3-3/8" SHAFT LENGTH, DIAMETER XV LES HECK REMAINING 50% ROTATION 9600 OHMS, ROUND 
SHAFT. REPLACEMENT POTENTIOMETERS HAVE 
2" SHAFT LENGTH. 
40/24/39 ¥ 250 MP CAT. M-760 VIS17/39 Cd-100,206 fe eas 
is OA Gas Nowe a SAW eneeD 11/30/39 CMC:P-58-10,000U 
WAR. 42 
crn 63741 YB. YC, YD cv: 63749 cV-22300 cen63757 Ris @ RAW 
POTENTIONETER: $00,000 OHMS EXTERNAL MULT: 34,189 OHMS POTENTIONETER! 300.000 OHMS 
: COMPOSITION, RIGHT HAND LOGARITHMIC WORE SO 5 WASH ATs ER TES oi OV COMPOSITION. I WATT, LEFT HAND TAPER, 
os TAPER, RATED 9 TO 1/2 MA. SPECIAL 65740 HULTIPLIER AND CV¥-22500 DECIAcL CoAT OSHARL Ce IREBEK Ce deaiie ROTENTIONET ERS 
LONG ADJUSTABLE, SLOTTED SHAFT. tore AOD + 20 DBs; 17 DIANETER X 1/2 HAVES 2S ENCHSSHAP I. LENGTH: 
10/24/39 UC513 CAT. 4-760 LIF7739 cD-100,206 RECTOR rene 
is MAR. 42° TAPER 2 NOV. 41 10 JAN 1940 Hage ad. oTRBER CE 
: A cv: cV-22300 
cco 63742 TBA+3 RE 13A 3726 63750 : : 63758 tco ee pe acare 
RESISTOR: 20 OHMS EXTERNAL MULT: Iaav110 Q RESISTOR: 2500 OHMS 
6 WATTS, 3” LONG X 5/8" DIAMETER. EACH WIRE WOUND. WHEN IN SERIES WITH CV- wire weuno i eS STYLE F 
; END TinNZ0 1/2". COMPOSITION. TYPE 63748 AND CV-63749 MULTIPLIE%S AND CV- oer 
ius NUMBER TO BE FOLLOXED BY A DASH AND 22300 DECIBEL METER ADD + 30 0B.; 1" 
TOLERANCE. DIAMETER X 1/2" HIGH. 
10/31/39 A CO:K-7874913-5 t1/17/39 C0-100.208 ce) 
ike : ' 12712439 (CAO) COrP-7762172-18 
. 41 10 JAN 1940 : 
NOV. 41 REV ? Noy assignap| NOV. 41 REV 4 
ow * ISSUED a = 
pave | MORIAH? BORE TUE pare | MRAAGTHOR'S al ORNATE ch cate | MANYIACT [SAHRA ] 
RESTRICTED NAVSHIPS 900,109 


Class 63—Resistors—Potentiometers—Attenvators 


FIRST ASSIGNED FOR | HASEGRAWING | 


eed 


63759 co RE 135A 372 
RESISTOR: 630 OnMS STYLE C 
WIRE WOYKD. 


(8) 
12412439 (CAO) CGrP-7762172-16 
NOV. 41 REV 4 

63760 Teo RE 13A 372 
RESISTOR! 4000 OAS STYLE C 


WIRE WOUND. 


ce) 

12/12/39 (CAOr CG:P-7762172-12 
NOV. 41 Rev 4 

cir 63764 TCD & RAR 


POTENTIOMETER: 250,000 OHMS 


COMPOSITION. LINEAR, 2 WATTS, WITH SPST 
125 YOLTS. ROUND 


SWITCH RATED 3 AMPS AT 
SHAFT. 
LENGTH. 


REPLACEMENTS HAVE 2-1NCH SHAFT 


12/12/39 CPS 


MAR. 42 TAPER 4 REV O 


cir 63762 TCD, RAR 
POTENTIOMETER: 2503000 OLNS 


COSM-7464037-1 


COMPOSITION. LEFT HAND LOGARITHMIC YAPER 


2 WATTS, ROUND SHAFT. REPLACEMENT 
POTENTIOMETERS HAVE 2” SHAFT LENGTH. 


12/12/39 CP TAPER C 


WAR. 42 REV O 


cue 63763 TCD & RAR 
POTENTIOMETER: 600 OHMS 

WIRE WOUND. CONSTANT IMPEDANCE FROM 
SOURCE. OUTPUT: LEFT HAND LOGARITHMIC 
TAPER. 


t2/42/359 CIL-S8 CG24-7464036 


Nov. 41 REV O 
cco 63764 TBA-3 RE 13A 3726 
RESISTOR! 1000 OHMS, COM 

POSHTION. @ WATTS; 3" LONG X 5/78" DIA- 


METER; EACH END TINNSO 142". TYPE 
NUMBER TO BE FOLLOWED BY A DASH AND 
TOLERANCE. 


V2/16/39 A CGsK-7874913-7 
NOV. 41 REV 9 
cco 63765 TBA-3 RE 13A 372 6 


RESISTOR: 100 OHMS. COMPO- 

SUTION, 16 WATTS; 3° LONG X 5/8" DIA- 
METERS EACH END TINNEO 1/2", TYPE 
NUMBER TO BE FOLLOWED BY A DASH AND 
TOLERANCE. 


12/16/39 CX 


NOV. 41 Rev 9 


cco 63766 TBA-3 
RESISTOR: 300 OliMS. CONPO- 
SidtON. 16 WATTS; 3” LONG X 5/8" DLAs 
METER; EACH END TINNED 1/2", TYPE 
NUMGER TO BE FOLLOWED BY A DASH AND 
TOLERANCE. 


COSM-7464037-2 


COtK-7874913-8 


RE 13A 372 G 


BENE [rer assionen ron | GAAMRRANING | | sttRSe [ase assonen ron | oAAMLROLM, 
63767 too RE 335A 372 

RESISTOR - 7 OHMS STYLE D 63775  TBK-8 RE 13a 890 

WIRE MOUND EXTERNAL MULT: 3.5 MEGOHMS STYLE MFA 

RATED | HA AT 365 KV CONTINUQUS. 

Caose 

12/22/39 CG2P-7762172-11 

Novcal REV 4 12/26/39 (CAY) CRV:K-855640-1 


ciR 63768 Teo 

RESISTOR - 560 OHMS + S% 

WIRE WOUND - PHENOLIC INSULATED. RATED 
3.9 WATTS IN FREE AIR OR 7.4 WATTS ON 
PLATE. 


12/22/39 MW-2 
mov. 41 


CG:P-7762397-1 
REV O 


cir 63769 Teo 

RESISTOR - 1600 OHMS + S% 

WIRE WOUND - PHENOLIC INSULATED. RATED 
3.9 WATTS IN FREE AIR OR 7.4 WATTS ON 
PLATE. 


12/22/39 MW-2 
NOV. 41 


CGsP-7762397-2 
REV O 


cir 63770 too 

RESISTOR ~ 1200 OHMS + 5% 

WIRE WOUND - PHENOLIC INSULATED, RATED 
7.6 WATTS IN FREE AIR OR 14.4 WATTS ON 
PLATE. 


12/22/39 MW-4 
NOV. 41 


CG:P-7762397-4 
REV O 


cir 63771 Tco 

RESISTOR - 25,000 Q £ 5% 

WERE WOUND ~ PHENOLIC INSULATED. RATED 
7.6 WATTS IN FREE ‘AIR OR 14.4 WATTS ON 
PLATE, 


12/22/39 MW-4 
NOV. 41 


CG:P-7762397-3 
REV. O 


cco 63772 Teo 

RESISTOR - 55 OHMS, COMPO- 

SUTION, NEGATIVE TEMPERATURE COEF OF 
0.08% PER DEGREE C. 47 LONG Xx 5/8" DIA- 
METER; EACH END TINNED 3/8", TYPE 
NUMBER TO BE FOLLOWED 8Y A DASH AND 
TOLERANCE. 


12/22/39 & 
NOV. 41 


CGLV-SB3S7IISAA 
REV O 


cco 63773 Tco 

RESISTOR: 1090 ONS COMPO- 

SITION. NEGATIVE TEMPERATURE COEF OF 
0.03% PER DECREE C. 4” LONG X 5/8" DiA- 
METER; EACH END TINNED 3/8". TYPE NUM- 
BER T@ BE FOLLOWED BY A DASH AND TOLER: 
ANGE. 


12/22/39 8 
NOV. 41 


CO2V-SBS7IOSAA 
REV O 


63774 Qc a TBL-4 RE T3A 590 
EXTERNAL MULT32.5 MEGOHMS STYLE MFB 
RATED 1 MA AT 2.5 KV CONTINUOUS. 


NOV. 41 


63776 Ye 
RESISTOR - 3500 OHMS 
WIRE WOUND 


(€5 
1/8/40 (CHD) 
NOV. 41 

63777 ye 


RES(STOR - 1000 OHMS 
WIRE WOUND, 


cE) 
1/8/40 
NOV. 41 


(CHD) 


63778 Ted 
RESISTOR ~ 1600 OHMS 
WIRE WOUND 


cE) 
1/22/40 
Nov. 41 


(CAO) 


63779 TeD 
RESISTOR - 4400 OHMS 
WIRE WOUND 


ce) 

1/22/40 (Cao) 
NOV. 41 

cez 63780 GO-5 


REV ft 


RE 13A 372 
STYLE F 


CDESA-3592-A 


RE 134 372 
STYLE C 


CDEZA-35392-A 


RE 13A 372 
STYLE B 


CG2M-7464050-33 
REV | 


RE 13A 372 
STYLE B 


CGiP-7762172-25 
REV 5 


POTENTIOMETER:500,000 OHMS 
t 20%. 2 WATTS, SPECIAL LEFT HAND TAPER. 


FLAT SHAFT, 


REPLACEMENT POTENTIOMETERS 


HAVE 2-3NCH SHAFT LENGTH. 


2/12/40 ¥g 
MAR. 42 


63781 TAJ-8 
RESISTOR - 115 OHMS 
WIRE WOUND 


(CHD) 
3/2/40 
Nov. 41 


[1R 63782 Go-5, 6 


GESISTOR - WERE: HOUND 


CGIM-7464299 
REv oO 


RE 3A 372 
STYLE 0 


CRR2C-56130-9 
REV O 


200 ChHMS, 4 WATTS. TYPE NO. TO BE FOL- 


LOWED BY DASH AND TOL. 


IN f. 


¢cv) 
Ke : 12/26/39 CAY:S41155335 
ue itees® cx ee aare 9 Nabe an chyes oe 3/7/40 AB CGIP-7762042-13 
oe os assigusp| AY 45 REY 11 
tssutp 
[pare Mpaeactses | gMANTACTNAEN | gare | MANAGERS [AA NHTASTRAEES. pare | MASWAGTOAER'S CAUATIAR —| 


NAVSHIPS 900,709 


RESTRICTED 


Class 6 3—Resistors—Potentiometers— Attenuators 


3.63-35 


CEB [rst assionse rox | RGRAY _ | HOS, [esr assioneo roe | AAAGNNN | | HADI rst asionto vor | HARLRRH, | 
CIR63783 cO-5, 6 RE 63A 101 63791 * SEE BELOW RE 13A 372 
RESISTOR - 6000 OHMS STYLE 2 NP RESISTOR - 100 OHMS STYLE ¢ 63799 TeL-4 RE 135A 372 
WIRE WOUND WIRE WOUND. RESISTOR - 12,000 OHMS STYLE ¢ 
WIRE WOURD. 
‘ 
# T8K-8 & TBK-10. 
3/7/40 oc CGSP-7762042-48 3/27/40 CHO? 
Woy. 41 REV 11 wov. 41 3/27/40 <CHD) 
wOv. 41 
CIR 635784 GO-5, 6 RE 63A 101 63792 * SEE BELOW RE I3A 372 
RESISTOR - 25 OHMS STYLE 3 NP RESISTOR - 775 OHMS STYLE ¢ 63800 YE RE 135A 372 
WIRE WOUND, WERE WOURD RESISTOR - §350 OHMS STYLE D 
WARE WOUND 
* TEK-6 & YBK-10. 
3/7/40 bd CG:P-7762042-50 3/27/40 (CHO) 
wov. 41 REV It Wov. 43 3/27740 (CHD) 
wOY. 41 
: RE 635A TOT 6379 * stE BELOW RE 13a 372 
cir 65785 Soset8 e032 638014 Ye RE 13A 372 
RESISTOR - 4000 OHMS STYLE 4-1/2SP RESISTOR - 80G OHMS, WIRE STYLE C 
Wise wouND wouRD. RESISTOR - 3300 OHMS STYLE D 
3 WIRE “OUND 
* 13K-8 & TBK-10. 
3/7/40 EP Bereta set (CHD): paardo ctened 
wov. 4) : . ou fat 
cir 63786 LR 63794 TBL-4 RE 135A 372 
ore = 6000 OFIMS RESISTOR - 1200 OHHS STYLE C 63802 Ye RE 135A 372 
PRECISION WIRE WOUND. 1 WATT, & SEC- WiRE WOUND hice wouds BS 00 ONMS STYLE D 
TIONS, PIGTAIL TERMINALS. (NAVY TYPE 
NUMBER TO BE FOLLOWED BY A DASH AND 
TOLERANCE). 
3/27/40 (CHD) 
3/22/40 WW 4 CATALOG Mov. 41 3727740 (CHD) 
NOV. 41 Ov, at 
cir 63787 ur 63795 ME Re MSA S28 63803 QCJ-2 & OCL RE 13A 492 
RESISTOR - 10,000 OHMS RESUS TOR s§ 2100 .QHNS STKE e POTENTIOMETER: 100000 OHMS 
PRECISION WIRE WOUND. 1 WATT, 4 SEC- WIRE WOUND. WIRE WOUND. LINEAR, 4 WATTS. SAME AS 
TIONS, PIGTAIL TERMINALS. (NAVY TYPE TYPE -63624 EXCEPT FOR LENGTH OF SHAFT 
NUMBER TO BE FOLLOWED BY A DASH AND AMD BUSHING. SCREWDRIVER SHAFT 1° LONG 
TOLERANCE). 
a . conc) 
3/22/40 Ww 4 CATALOG ee cuDs 2/13/40 PTO CRVEW-303284-- 
mov. 41 : MAR. 42 G-5956 165 
63796 TBL-4 RE 13A 372 
ca ee 20 sa OHMS Rees LORE BRE MOUNG STYRE: € Seer a. aadeo uke 
- ¥ : 
PRECISION WIRE WOUND, 1 WATT, 4 SEC- POs CBHS COMPOSITION.. LINEAR, 2 WATTS, SCREW- 
TIONS, PIGTAIL TERMINAL. (NAVY TYPE DRIVER SHAFT 5/16" LONG. 
NUMBER TO BE FOLLOWED BY A DASH AND 
TOLERANCE.) 
(a) 3/27/40 (cHD) F 
3/22/40 WW & CATALOG DEC. 44 4/3/40 CSMP, TAPER A CRY?K-855769 
wOv. 41 WAR. 42 REV 3 
63797 * SEE BELOW RE I3A 372 
iR pz 
ciR 65789 LR RESISTOR - 6000 OHMS, WIRE STYLE C ciR 63805 : 
RESISTORS 2 OHMS, WIRE vouuG POTENTIOMETER: 5000 OHMS 
WOUND. tN MOLDED PHENOLIC CASE. 3 WATTS bd COMPOSITION. SEMI-LOCARITHIC LEFT HAND 
FREE AIR, 5-3 WATTS ON PLATE. TAPER, 2 WATTS, ROUNO SHAFT. REPLACE* 
RENT POTENTIONETERS HAVE 2% SHAFT LENGTH 
* TEK-8 & TEX-16. 
3/22/40 MW 1-1/2 CATALOG iat apie 4/3/40 CSMP, TAPER 8  CRV:K-855773 
mov. 41 - MAR, 42 REV 3 
‘ ; 
63790 TeL-4 RE 135A 372 63798 SEE BELOW ARE SISA) SLe ctr 63806 oz 
: RESISTOR ~ 8000 OHMS STYLE ¢ . 
RESISTOR - 3.2 OHMS STYLE C Wize WOUND POTENTIOMETER: 20000 OffKS 
WIRE WOUKD . COMPOSITION RIGHT HAND TAPER, 2 WATTS, 
ROUNO SHAFT, REPLACEMENT POTENTIOMETERS 
HAVE 2-§NCH SHAFT LENGTH, 
* TaK-8 & TBK-10. 
3/27/40 (CHD) ee eGHO) 4/3/40 CSHP, TAPER E  CRVIK-855289-1 
wov. 41 on assicnay| SIAR. 42 REY 3 
ISSUED 
pare | MOREAGTHBER? | daSMNTACTNNIT, cart | RANAGTWAIES | MANNTACTRSRA, care | MARAE? | GENIAL 
RESTRICTED NAVSHIPS 900,109 


3.63-36 , Class 6 3—Resistors—Potentiometers— Attenuators 
[auasurth. [nase asiowes rox | ATA. | SEATTRS —_[rusr assenen von | oheireanannisy | | atARh [rar assiento ron | GHATEENNGY | 
ctr 63807 iy4 63814 TBM-4. 5, 6 RE 3A 372 cma 63822 za 
‘ POTENTIOMETER: 30000 OHMS RESISTOR - 150 OHMS STYLE F POTENT? 40000/40000 ONS 
COMPOSITION. LEFT HAND TAPER, 1/2 WATT, WIRE WOUND WIRE MOUND, DUAL. EACH ELEMENT RATED 
ROUND SHAFT. REPLACEMENT POTENTIOMETERS 40000 OHMS, LINEAR, 4 WATTS. SHAFT 
HAVE 2-INCH SHAFT LENGTH. LENGTH 25/32" WITH A SLOT FOR SCREW- 
DRIVER ADJUSTMENT, 3-5/8" 0.0. 
(ean) 
4/3/40 CSA, TAPER C CRV3K-855289-2 9724740 10/14/40 CNASMM4OM,TPR.& CHC355-103 
MAR. 42 REV 3 MOY. 41 AUG. 42 CMCSDPX-S8-¥ Rev O 
cir63808 dz 63815  Tac-s RE 13a 590 cco 63823 TAB-5 RE 13A 3726 
POTENT: 20000/300000 OHMS EXTERNAL MULTPLR:4 MEGOHMS STYLE HFA RESISTOR:25000 OHMS + 10% 
COMPOSITION, DUAL. FRONT SECTION 20000 RATED 1 MA AT 4 KILOVOLTS CONTINUOUS. COMPOSITION. 10 WATTS. NEGATIVE TEMPER: 
OHMS RIGHT HAND TAPER 2 WATTS. REAR ATURE COEF OF 0.2% PER DEGREE C. 5” LONG 
SECTION 300000 OHMS, LEFT HAND TAPER, X $/8" DIAMETER. METALLIZED NICKEL 
2 WATTS, ROUND SHAFT. REPLACEMENT PO- TERMINALS. 
TENTIOMETERS HAVE 2-INCH SHAFT LENGTH. 
«ev 
4/3/40 ~ cSMP CRV3K-855768 9/26/40 COIM-7464485-6 10/20/40 CAY2M-24027277 
MAR. 42 REV 3 wove. 41 Revo MOV. 41 SUB O 
ciR- 63809 Go-7 & TAN cco 63816 TBC-3 RE 13A 372 6 63824 TAB-8 RE 130 372 
RESISTOR COMPOSITION (SPIRAL RESISTOR: 30 OHMS RESISTOR - 300 OHMS STYLE B 
COATING): 1,000,000 OHMS 10 WATTS COMPOSITION. 98 WATTS, 13-1/4™" LONG X 1* WIRE WOUND: TAPPED WITH SIX EQUAL VALUES 
10000 VOLTS, FERRULE TYPE, 3/4" DIA., DIAMETER. EACH END BRASS FINISHED 374°. 
4-1/2" LONG WITH 29/352" FERRULES. TYPE TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
NUMBER TO SE FOLLOWED BY A DASH ANQ TOLERANCE. 
TOLERANCE. 
(+15) *“CWIBA-10015-13 ISS 10 : to) 
4/25/40 KVP, wild A20,200 9/26/40 Cx CG:P-7762799-2) 10725740 (CAO) 
: MAY 45° FERRULES *SEE ABOVE DEC. 41 REV i MOV. 41 
63810 GO-7 & TBH «RE 135A 372 ca063817 TCE-1 RE G3AA 101 63825 TAB-§ RE 134 $90 
: RESISTOR - 4.5 OHMS STYLE E RESISTOR: 6000 OHNS STYLE 1-3/4HT EXTERNAL MULTPLR2S MEGOHMS STYLE MFB 
WIRE wOUND WIRE MOUND<£ S45) 1.c5/4" LONG X S716" RATED 1 MA AT 3 KILOVOLTS CONTINUOUS. 
TUBE OLAMETER; TAB TYPE TERMINAL. 
4423740 (CAO) 9730040 1-3/4" 2 10/23/40 (CAY) 
Nov. 41 SEPT 43 WAR, 42 (CY TYPE 3) 
con 63811 DU-1 & OW-1 63818 2A RE 134 372 cao 63826 cP-6 
POTENT: 5000/5000 OHMS RESISTOR - 20 OHMS STYLE T RESISTOR WIREKOUND: 87 OHMS 
COMPOSITION, DUAL. FRONT SECTION: FIRST MLRE WOUND TAPPED AT 30 OKHS 1-3/4 LONG X 
60% CLOCKWISE ROTATION LENEAR O TO 5000 6/16" DIAMETER; TAB TERMINALS. 
OHMS, REMAINING 50% ROTATION NO INCREASE TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
1/2 WATT OR 10 MA MAX. SCREWORIVER SHAFT tW PERCENT. 
1/2" LONG, REAR SECTION: FIRST 50% 
CLOCKWISE ROTATION, NON RESISTING CON- op) ce) 
6/6/40  18-010-018 CRRiC+56737 D 9730/40 (CHD) UIJ18740 1-574" Z 
WAR. 42 NOV. 41 EER. 45 
C8N63811 63819 ZA RE 134 372 cao 63827 GP-6 RE 63A IGF 
RESISTOR - 40 OHNS STYLE Vv RESISTOR - 33 OHMS STYLE 1-3/4HT 
DUCTOR. REMAINING ROTATION 0 TO 5000 WIRE WOUND 


WeRE WOUND? &-3/4" LONG X S716" DIAHETER 


OHMS LINEAR, 1/2 WATT OR 10 MA MAX. TAS TERALMALS. 


ce) (e) 
9730740 (CHD) VIJ58740 1-304" Z 
WOV. 41 SEPT 43 
63812 co-7 RE 135A 372 63820 Za RE 135A 372 63828 za RE 13K 492 
RESISTOR: ‘1.33 OHMS STYLE F RESISTOR - 125 OHMS STYLE $ POTENTIONETER: 50000 OHMS 
MIRE WOUND WIRE woUND WIRE WOUND. LINEAR, 4 WATTS, SCREWDRIVER 


SLOT 25/32" LONG, 


(F) #CMAZB-114505; CMC255-102 REV 0 
W418/40 (CAO) 9730740 (CHD) 11/22/40 CMASMSONP *SEE ABOVE 
MOV. 41 wOV. 41 AUC. 42° CMCIP-58-™ 
63813 TOM-4, 5, 6 RE 135A 372 cHA 63821 za 63829 TBC-3 RE 13A 372 
RESISTOR - 1250 OHMS STYLE A POTENTIOMETER: §00000 OH™S RESISTOR - 630 OKMS STYLE A 
WIRE WOUND COMPOSITION. LINEAR, 2 WATTS. SAME AS WIRE ¥OUND 


TYPE -63736 EXCEPT FOR SHAFT LENCTH OF 
25/32" AND SLOT FOR SCREWDRIVER AQUUST- 


RENT, 
(CAO) @ CYSOOMP), TAPER 4, cHC:372-¥ (F) 
9710/40 10/3/40 @ SE& AadOVE CNC:55-104 Ey 277/408 CEAOD Cecnstaeiecolte 
NOV. 41 fase] AUG. 42 REVO nara) MOY. 41 REY | 
~ Issusp Issuro 
[pare MRHASHEN | APOAFTINE | ee ee er care | MARTE | ANTACTURA 


NAVSHIPS 900,109 RESTRICTED 


Class 6 3—Resistors—Potentiometers—Attenuators 


| MAA, FIRST ASSIGNED FoR | WAYY DRAWING | | 


3.63-37 


DEGRATION —_| FIRST ASSIGNED FoR | HAVE GRAMING, | DEGRATION FIRST assignen FoR | oWASEGRAMING, 
63830 tec-3 RE-13A 372 63838 Tad-9 RE 13A 372 
RESISTOR 6300 OHMS STYLE B RESISTOR - $0 OHHS STYLE ¢ caG 63846 =a 
WIRE WOUND WIRE WOUND * POTENTIOMETER: 2500 OHMS 
WIRE WOUND. LINEAR, 6 WATTS. 1/4" SHAFT, 
7/8" LONG WITH 1/16" X 1/16" SLOT FOR 
SCREWDRIVER ADJUSTMENT. 
(FH) cf) 
11427740 (CAO) CG2M-7464451-39 Vest7740 (CAO) CGIM-7464452-18 
SoVeca Rey a NOV. 41 REV 3 12/20/40 410-409 LR-2 REV 0 
. NOV. 41 
63831 tBc-3 RE 13A 372 63839 TAQ-9 RE 13A 372 
Paras 12,500 OWNS STYLE B RESISTOR << 12S -0HMS SITCEXS RIEL 8 ee 
NipeSdOUREe WIRE WOUND POTENTIOMETER: 5000 OHMS 
; WIRE WOUND LINEAR; 6 WATTS: 1/4" SHAFT. 
11/32" LONG WITH 1/16" X 1/46" SLOT FOR 
SCREWORIVER ADJUSTMENT. 
(F) cf) 
: ve 2 1217440 (CAO? CGIM-7464452-22 
eae (CAO) perraasaieay Ae WOVE 41 REV | 12420/40 410-407 LR-2 REV O 
BONS St wove 41 
63832 GENERAL USE RE 13A 372 63840 TaJ-9 RE 13A 372 Sion ap 
RESISTOR 1600 OHMS STYLE E RESISTOR 1250: 0HmS STYLE.C Fae 63 
, . WERE WOUND POTENTIOMETER: 5000 OHMS 
WIRE WOUND WIRE WOUND. LINEAR, 1/4" SHAFT, 7/8" 
LONG WITH 1/16" x 1/16" SLOT FOR SCREW- 
DRIVER ADJUSTMENT. 6 WATTS. 
(0? Abas 
1ig2et4d 12417740 (CAO) CGIM-7464452-32 
NOV. 41 REV 1 12/20/40 410-408 LR-2 REY 0 
NOS 1 NOV. 41 
63833 * SEE BELOW RE 13A 372 63841 Tad-9 RE 13A 372 cac 63849 LR 
RESISTOR - 100,000 OHMS STYLE B RESISTOR -3.15 OHMS STYLE B Ps eye 
‘ WEREZ WOUND POTENTIOMETER: 5000 OHMS 
WIRE WOUND WIRE WOUND. LINEAR, 6 WATTS, 1/4" SHAFT, 
1-5/8" LONG WITH 1/16" X 1/16" SLOT FOR 
SCREWDRIVER ADJUSTMENT. 
(€) 
ee ee reer (CAO) CGIM-7464451-6 
IM-74 : 
41420740 Wn coat gey 4 12/20/40 410-406 LR-2 REVO 
NOV. 41 hove a4 
cG- 63834 Tac-3 63842 TAI-9 RE 3A 372 caG 63850 LR 
RESISTOR - 1.2 OHNS RESISTOR -315 OHRS STYLE B 


WIRE WOUND: QNE MINUTE RATING 38.6% ANP 


V2417740 CR-9010 FORM R K-7876502-2 
NOV. 41° SIZE V REV J 


cc- 63835 TBC-3 
RESISTOR - 3.6 OHMS 
WERE WOUND: ONE MINUTE RATING 22 ANPS. 


“42/17/40 CR-9010 FORM R_ K-7878002 
WOV. 41 SSZE VL REV O 


co- 63836 TBC-3 
RESISTOR 13-5 OHMS 
WIRE WOUNDS ONE MINUTE RATING 9.2 AMPS. 


12/17/40 CR-9010 FORM R K-7878309 


NOV. 41 SOZE YL REV O 
63837 TAQ-9 RE 13A 372 

RESISTOR - 31.5 OXMS STYLE C 

WIRE WOUND 

(FD 

12417740 (CAO) COIM-7464452-16 

wWOV. 41 REV 1 ASSIGNED 
IssutD 


DATE SIGTHORS Pw cm ti 


665197 O- 45-71 


WERE WOUND 


(F) 
12717740 (CAO) 
WOV. 41 


63843 TAS-9 
RESISTOR -650 OHHS 
WIRE WOUND 


CF) 
12/47740 (CAO) 
NOV. 41 


ciR 63844 TBM-5,°6 


CO2M-7464451-26 
REV 1 


RE 13A 3572 
STYLE B 


CCIM-74644851-29 
REV 1 


POTENTIOMETER! 10000 OHMS 


COMPOSITION, LINEAR, 1/2 
DRIVER SLOT 5/8" LONG. 


32/19/40 CIR:CS 
MAR. 42 


cac 63845 LR 
POTENTIOMETER: 25 OHMS 
WIRE WOUND. LINEAR, 6 WAT 
11/32" LONG WITH SLOT FOR 
ADJUSTMENT. 


12/20/40 410-410 
NOV. 4). 


WATT, SCREW- 


CAY2P-7706954-5 
SuB 8 


TS, 1/4" SHAFT, 
SCREWDRIVER 


LR-2 REV OQ 


POTENTIOMETER: 1250/1250 Q 

WIRE HOUND, OUAL, BALANCED TO GROUND, 

6 WATTS. TAPER: IST 25% COUNTERCLOCK- 
WISE ROTATION AS VIEHED FROM SHAFT AND 
¥S% TOTAL RESISTANCE; 50% ROTATION 37%, 
725% ROTATION 654; SHAFT 1/4" LONG. 


12/20/40 (301-454) LR-3 REVO & 


NOVe 41 (301-452 LR-6 REV O 
63851 2A RE 13A 372 

RESISTOR -20 SHMS STYLE W 

WIRE WOUND 

(Dd 

Ws23s4t 0 (CHD) 345 

NOV. 41 


cao 63852 Va-3 42RE 63F 1003 


RESISTOR -12 OHMS SHEET 2A 
MIRE WOUND ENCLOSED 
2413745 
NOV. 44 

63853 TAJ-10 RE TSA 372 
RESISTOR -3150 OnNS STYLE B 


WIRE wOUND, STYLE Be 


CF) 
2/1474t (CAO) CG2M-7464451-36 
HOV. 41 SuB 4 


on | “er | 


BRANES 


7 . 
DATE AARON S 


SAT | 


RESTRICTED 


NAVSHIPS 900,109 


3.63-38 


Class 63—Resistors—Potentiometers—Attenvators 


CEARK ATION | FIRST assicnep ror | iAP RRAMING, | DUA ARION [FIRST Assigned ror [ OR ARSR | [ DEAT Gio |riasr assionen ror | otASEGRAXISN 
c1rR 63854 FSEE BELOW 63862 TBA-6 RE 13A 372 
Perine, acai: 50000 OHMS RESISTOR -3150 OHMS STYLE D BOS TO", Z GENERAL USE: JRE) 134-372 
COMPOSITION. LINEAR, 1/2 WATT, SCREW- WIRE WOUND RESISTOR. 0.25 OHMS STYLE A 
DRIVER SHAFT 5/8" LONG. HIRE MOUND 
*CNA-50079 (RBED. cf) 
SUETRi Nessie 3/51/41 (CAO) COIM-7464453-36 
HAR. 42 NOV. 41 SuB 2 4s7tat 
; NOV. 41 
ciR63855 #SEE BELOW ase oa aia ice 63871  CENERAL USE RE 13 372 
POTENT: 50000/50000 OHMS : ‘ 
CONPOSITION, DUAL. 1/2 MATT. LINEAR, WIRE WOUND speecenty ce aaa en 
SCREWORIVER SHAFT 5/8" LONG. 
© cNa- «FD 
en eae 3/31/41 (CAO? COrM+7464452-39 re 
Manica? Nov. 41 sus 3 haaolal 
cir 63856 *SEE BELOW 63864 TCC RE 13A 372 
POTENT: 250000/250000 OHMS RESISTOR -16 OHMS STYLE B ete, ae use Cee 
COMPOSITION, DUAL, ROUND SHAFT, 1/2 WIRE WOUND WiRE WOUND 
WATT, LOGARITHMIC, REPLACEMENT POTEN- ; 
TIOMETERS HAVE 2-4NCH SHAFT LENGTH. 
#CNA-49140 (RBED 
3/6/44 CS-33-3030 na SCAG? asTsay 
MAR. 42 : hove ai 
TCG RE 13A 372 
IR *SEE BELOW 63865 
eda remit OHMS tee usta SHAS STYLE 8 Sea eredace _ eer 
COMPOSITION, DUAL. 1/2 WATT, LOCARITHMIC RENO WiRE WOUND 
SCREWDRIVER SHAFT 5/8" LONG. 
#cNA-50079 (RBED 
3/6/41 CS-33-3333 eae fSA02 as7ran 
MAR. 42 = NOV. 41 
ciR 63858 GENERAL USE pee ee. eal 63874 GENERAL USE RE 134 372 
saucer He tah gegezans ie owes arte 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
tN PERCENT. 
ce) 
3/31/41 (CAO) 
3/6/41 DH COAT C iovocal arian 
APR. 45 NOV. 41 
63867 CENERAL USE RE 13A 372 
63859 *SEE BELOW RE I3A 492 SUe ont 
Saher eree 3000 OHMS RESISTORS 02 Wa0Nns. STYCe ga 5 er a ee a 
WIRE WOUHD, LINEAR,RATED AT S WATTS, WIRE WOUND aieeaouNDe OS ‘ 
ROUND SHAFT. REPLACEMENT POTENTIOMETERS 
HAVE 2-INCH SHAFT LENGTH. 
#CNA-50079 (RBE) 
3/6/41 CHC Ew-15 CMC:60-3 REV O Rea acrsat 
AUG. 43 * NOV. 41 
63868 CENERAL USE RE 135A 372 
cay 63860 *SEE BELOW ; 
ere suieeuaencoes uns RESISTOR, 0.125 OHMS STYLE A BU G7 GE.” PENERAD USE? Re tsp Sae 
: : Vike. wOUND RESISTOR, 3.15 OHMS STYLE A 
4 2%. WIRE WOUND, WIRE WOUND 
#22330 (THB & TWB-1) 
#1-7605937 SUa 13, FIG 4, SIZE 5 
3/18/41 #SEE ABOVE aoa asteat ' 
woY. 41 .. NOV. 41 
63861 *® SEE BELOW RE 135A 492 63869 GENERAL USE RE 135A 372 63877 GENERAL USE RE 13A 372 
POTENTIOMETER: \10000 OHNS RESISTOR, 0.16 OHMS STYLE A RESISTOR, 6.3 OHMS STYLE A 
WIRE HOUND. LINEAR, 3 WATTS, ROUND SHAFT WIKE WOUND WIRE WOUND 
REPLACEMENT POTENTIOMETERS HAVE 2-iNCH 
SHAFT LENGTH, 
* CHA-S0079 (RBE). 
3/21/41 CMCrW-27 CHC:60-3 REY 0 Woye at astral 
AUG. 43 Siow NOV. 41 


ASSIGNED 
ISSUED 


MORIATION SHAWN 


[ DATE | 


NAVSHIPS 900,109 


pave | MARUESSTHARRS | AUHTACTINGRA 


Date WREATH | gANHIACTRRIS | 


RESTRICTED 


& 


Class 63—Resistors—Po tentiometers—A ttenuators 


3.63-39 


SEALER, [nase asionsn rox | SACRA, SEG [nase asionen ron | oAASLEMNE, [sete [rust assoweo ron | AMAR | 
63878 GENERAL USE RE 13A 372 63886 GENERAL USE RE 13A 372 
RESISTOR. 8.0 OHMS STYLE A RESISTOR. 6300 OHMS STYLE A 63894 GENERAL USE RE 135A 372 
WIRE WOUND WERE WOUND RESISTOR, 0.83 OHMS STYLE 8 
WERE WOUND 
as7sat armas 
wov. 41 NOV. 41 as7aal 
NOV. 41 
63879 GENERAL USE RE 13A 372 63887 GENERAL USE RE 13A 372 
RESISTOR. 12.5 OHMS STYLE A RESISTOR, 12500 OHNS. STYLE A 63895  CENERAL USE RE 13A 372 
WIRE WOUND WIRE WOYND RESISTOR; %-25 OHNS STYLE 8B 
WERE WOUND 
asatat as7ra 
wov. 41 NOV. 41 a7tal 
NOV. 41 
63880 GENERAL USE. RE 13A 372 63888 GENERAL USE RE 13A 372 
RESISTOR, 51.5 OHNS STYLE A RESISTOR. 16,000 OHMS STYLE A ee ¢ er USE eat 
WIRE WOUND WIRE WOUND WERE WOUND 
i 
as7sat as7say 
ATEAL 
mOtect! none NOV. 41 
63881 GENERAL YSE RE 13A 372 63889 GENERAL USE RE 13A 372 , 
RESISTOR, 63.0 OHMS STYLE A RESISTOR, 0.1 OHMS STYLE B soaee te “ae USE een 
‘ WIRE WOUND ' ; 
HIRES MOND WERE WOUND 
ar7ral as7sal 
aITIAN 
NOV. 41 
mov. 41 0 OVE 4a 
63882 GENERAL USE RE 13A 372 63890 GENERAL USE RE 13A 372 : 
RESISTOR: 1602 0nMS STYLE A RESISTOR, 0.125 OHS STYLE B 63898 GENERAL USE RE 13A $72 
WIRE WOUND RiRE WOUND RESISTOR, 12.5 OMS STYLE B 
WERE WOUND 
artsat as7rat 
kov. 41 as7sat 
ae WOY. 41 
63883  CENERAL USE RE 13A 372 63891 GENERAL USE RE 13a 372 63899 GENERAL USE RE 13A 372 
RESISTOR, 315 OHMS STYLE A RESISTOR, 0.16 OHMS STYLE B hesicon. 4 
i WIRE WOUND STOR: G- ORNS STYLE A 
WERE WOUND WIRE ROUND 
ar7sal as7tal Metal 
wov. 41 wove 41 NOV. 41 
63884 GENERAL USE RE 1SA 372 63892 GENERAL USE RE I3A 372 See 
RESISTOR, 1690 OHMS STYLE A RESISTOR. 0.25 OHMS STYLE B és 63900 Sie AL USE RE ISA 572 
WIRE WOUNO ISTOR, 31.45 OHMS STYLE B 
WIRE WOUND WORE WOUND 
arms ar7sar ere 
i 
Nov. 41 NOV. 41 nov. 41 
63885 CENERAL USE RE 13A 372 63893 CENERAL USE RE 13A 372 
ea 3150 OHMS STYLE A RESISTOR, 0. 315 ONMS STYLE 8 63901 GENERAL USE RE 135A 372 
¥ ; WIRE WOUND RESISTOR, 63 OHS STYLE B 
WERE WOUND WIRE WOUND 
ar7sal . atTT at 
auceal Nov. 41 ae7sat 
7 assign] NOV. 4t 
issued 


~ BARAETHOEES 


Prem nuit 


RRR | RARE, 


pare | MARWASTHRES | RAUHEACRUTA | 


RESTRICTED 


NAVSHIPS 900,109 


3.63-40 


Class 63—Resistors—Potentiometers—Attenvators 


[pRB [rast assionse roe | ARMY [otseeth —_[rese asueneo rox | otAvicRRARS. | [oA AR, [rast asioneo roe | ASLAN | 

63502 GENERAL USE RE 13A 372 63910 GENERAL USE RE {3A 372 63918 GENERAL USE RE 13A 372 
RESISTOR. 160 OHHS STYLE B RESISTOR, 0.5 OHMS SUTLE:-C RESISTOR, 3.15 OHMS STYLE ¢ 
WIRE WOUND WIRE WOUND WIRE WOUND 
anqtaa astiat asteat 
wov. 41 WOvV. 41 Wov. 41 

63903 GENERAL USE RE 135A 372 63911 GENERAL USE RE 134372 63919 GENERAL USE RE 134 372 
RESISTOR, O.1 OHMS STYLE ¢ RESISTOR, 0.63 OHMS STYLE C RESISTOR, 4-0’ OHMS STYLE ¢ 
WIRE WOUND WIRE WOUND WIRE WOUND 
asta 4rTdal asTsal 
NOV. 43 move 4) MOV. 41 

63904 GENERAL USE RE 134 372 63912 GENERAL USE RE ISA 372 63920 GENERAL USE RE 135A 372 
RESISTOR, 0.125 OHMS STYLE ¢ RESISTOR, 0.8 OHMS STYLE ¢ RESISTOR, 5.00 OHMS STYLE ¢ 
WIRE WOUND WIRE WOUND WERE WOUND 
a7tay 4s7sal arta 
wove. 41 wove. 41 mov. 41 

63905 GENERAL USE RE 13A 372 63913 GENERAL USE RE 134 372 63921. GENERAL USE RE 13A 372 
RESISTOR, 0.16 STYLE C RESISTOR, 1.0 OHMS. STYLE ¢ RESISTOR, 6.30 OHMS STYLE ¢ 
WIRE WOUND WIRE WOUND WIRE WOUND 
asTial ALTE as7sai 
mov. 41 MOV. 41 nov. 41 

ENE A 372 

63906 GENERAL USE RE 134 372 Erkes sae use a ¢ 63922 GENERAL USE RE 13A 372 
RESISTOR, 0.2 OHMS STYLE C ice ound : RES(STOR. 8.00 OHMS STYLE € 
WIRE WOUND WIRE WOUND 
ar7ray ae as7ian 
NOV. 41 mO¥.- NOV. 41 

63907 GENERAL USE RE 135A 372 eee? ; hie use pes 372 63923 GENERAL USE RE 134 372 
RESISTOR, 0.25 OHMS STYLE ¢ Wibecu cute 7 ST TLE: 6 RESISTOR, 12-5 OHMS STYLE ¢ 
WIRE WOUND WERE WOUND 
astray Soreaa anmeay 
NOY. 41 7 WOoV. 41 

63908 GENERAL USE RE 13a 372 63916 GENERAL USE RE 153A 372 63924 GENERAL USE RE 134 372 
RESISTOR, 0.315 OHNS STYLE C RESISTOR, 2.0 OHMS STYLE ¢ RESISTOR, 16.0 OHMS STYLE 
WIRE WOUND WIRE WOUND WIRE WOUND 
asTiat nae as7sat 
wOv. 41 . wOoY. 41 

63909  CENERAL USE RE 134 372 63917 GENERAL USE RE 13A 372 63925 GENERAL USE RE {3A 372 
RESISTOR, 0.4 O1MS STYLE ¢ RESISTOR, 2.5 OHMS STYLE ¢ RESISTOR, 20.0 OHMS STYLE ¢ 
WIRE WOUND WIRE WOUND WIRE WOUND 
asTdal aoa atTi4s 
wOYV. 41 ASSIGNED bs ASSIGNED WOY. 41 

ISSUED ISSUED 
[are | MAMMEARTNBE'S | BYAWHRASTNAIE DATE MO | BNHTATTUMEA | [cave | MORMEASTVBER’S |] RANATASTHANA 


NAVSHIPS 900,109 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenvators 


bpayy, Ria | rasr ASSIGNED FOR [HARRAH 


63926 CENERAL USE RE 13A 372 
RESISTOR, 25-60 OHMS STYLE C 
WIRE WOUND 


adsl 
WOY. 41 


63927 CENERAL USE RE 13A 372 
RESISTOR, 63.0 OHMS STYLE C 
WIRE WOUND 


4/774\ 
WOV. 41 


63928 GENERAL USE RE 13A $72 
RESISTOR, 80 OHMS STYLE ¢ 
WIRE WOUND 


447141 
NOV. 41 


63929 GENERAL USE RE 13A 372 
RESISTOR, 160 OHMS STYLE ¢ 
WIRE WOUND 


a7tat 
NOY. 41 


63930 GENERAL YSE RE 13A 372 
RESISTOR, 250 OHMS STYLE 
WIRE WOUND 


asr7ray 
wov. 41 


63931 GENERAL USE RE 13A 372 
RESISTOR, 315 OHMS STYLE C 
WIRE WOUND 


4a/714l 
WOV. 41 


63932 GENERAL USE RE 13A 372 
RESISTOR, 1600 OHMS STYLE C 
WIRE WOUND 


4/7741 
WOV. 41 


63933 GENERAL USE RE 13a 372 
RESISTOR, 3150 OHMS STYLE ¢ 
WIRE WOUND 


4at7tat 
NOV. 41 


[are [earner 


3.63-41 


AURA, FIRST ASSIGNED FOR | GHANY QRAWING | 


CHALE rast assenso ror | oHAVEGRERH, | 


63934 GENERAL USE RE 13A 372 
RESISTOR, 0.10 OHMS STYLE D 
WIRE WOUND 


4/7041 
NOV. 41 


63935 GENERAL USE RE 13A 372 
RESISTOR, 0.125 OHMS STYLE D 
WIRE WOUND 


4/7741 
NOV. 43 


63936 CENERAL USE RE 13A 372 
RESISTOR, 0.16 OHMS STYLE D 
WIRE WOUND 


4/7741 
NOV. 41 


63937 GENERAL USE RE 13A 372 
RESISTOR, 0.25 OHHS STYLE D 
WIRE WOUND 


47T4L 
NOV. 41 


63938 GENERAL USE RE 13A 372 
RESISTOR, 0.315 OHMS STYLE D 
WERE WOUND 


4al7tat 
NOV. 41 


63939 SENERAL USE RE 13A 372 


RESISTOR, 0.63 OHMS STYLE D 
WIRE WOUND 


4/7041 
NOV. 41 


63940 GENERAL USE RE 134 372 
RESISTOR, 1.25 OHMS STYLE D 
WIRE WOUND 


4as74l 
WOV. 41 


63941 CENERAL USE RE 143A 372 
RESISTOR, 2.50 OHMS . STYLE D 
WIRE WOUND 


4/7141 
WOV. 4? 


| “eaeEe | 


RESTRICTED 


SNE TR 


63942 GENERAL USE RE 13A 372 
RESISTOR, 3.15 OHMS STYLE D 
WIRE WOUND 


4/7741 
NOV. 41 


63943 GENERAL USE RE 13A 372 
RESISTOR, 6.30 OWMS STYLE D 
WIRE WOUND 


4TFAt 
NOV. 41 


63944 GENERAL USE RE 135A 372 
RESISTOR, 8.00 OHMS STYLE D0 
WIRE WOUND 


4/7041 
Nov. 41 


63945 GENERAL USE RE 13A 372 
RESISTOR, 12.5 QHMS STYLE D 
WIRE WOUND 


4/7744 
NOV. 41 


63946 GENERAL USE RE 135A 372 
RESISTOR, 16.0 OHMS STYLE D 
WIRE WOUND 


anray 
NOV. 41 


63947 CENERAL USE RE 13A 372 
REStSTOR, 31.5 OHMS STYLE D 
WIRE WOUND 


407041 
NOV. 41 


63948 GENERAL USE RE 13A 372 
RESISTOR, 63 OHMS STYLE D 
WIRE WOUND 


407041 
NOV. 41 


63949 GENERAL USE RE 13A 372 
RESISTOR, 6300 OHMS STYLE D 
WIRE WOUND 


4/7741 
NOV. 41 


MURAETARY® | BANHIAFTUEE | 


NAVSHIPS 900,109 


Class 63—Resistors—Potentiometers—Attenvators 


r 
| oRAULANG [runs assigns ror | HAL GRAKHIGN L Ben |resr ASSIGNED vor | ot AMARA Bri First assianep Fox | oa SEGRCKHS: i 
| 63950 GENERAL USE RE 135A 372 63958 GENERAL USE RE 3A 372 63966 CENERAL USE RE 13A 372 
; RESISTOR, 160 OMS STYLE D RESISTOR, 0.25 ONMS STYLE £ RESISTOR, 1.60 O4MS STYLE E 
WIKE WOUND WIRE WOUND WIRE WOUND 
( 
Nogeat as7tal 4tai 
. NOV. 41 NOV, 41 
63951 GENERAL USE RE 13A 372 63959 GENERAL USE RE 13A 372 63967 GENERAL USE RE 13A 372 
RESISTOR, 315 OHMS STYLE D RESISTOR, 0.315 OHMS STYLE E RESISTOR, 2.5 OHMS STYLE E 
WIRE WOUND WIRE WOUND WIRE WOUND 
pibieae 4s7tan 47041 
NOV. 4 NOV. 41 NOV. 41 
63952 GENERAL USES IRE LEN 372 63960 GENERAL USE RE 135A 372 63968 GENERAL USE RE 13A 372 
RESISTOR, 630 OHKS SDEEE: RESISTOR, 0.40 OHMS STYLE E RESISTOR, 3.15 OHMS STYLE E 
WERE WOUND WIRE WOUND WIRE WOUND 
407141 avtal 4/7041 
NOV. 41 NOV. 41 NOV. 41 
63953 GENERAL USE RE 135A 372 63961 GENERAL USE RE I3A 372 63969 GENERAL USE RE 13A 372 wail 
RESISTOR “WIRE: WOUND: STYLE 2 RESISTOR, 0.50 OHMS STYLE E RESISTOR, 6.30 AUS STYLE E 
1250 OHMS. WIRE WOUND WHRE WOUND 
asTtat GuEsneo0 a7774i asqeat 
WAY 46 RENE NOV, 41 NOV. 41 
; 63954 GENERAL USE RE I3A 372 63963 GENERAL USE RE 13A 372 63970 GENERAL USE RE 13A 372 
: RESISTOR, 1600 OHMS STEEN RESISTOR, O.£ OMS STYLE E RESISTOR, 8.00 OaMS STYLE E 
WIRE WOUND WIRE WOUND WERE wOUND 
4/7044 arm@an 474i 
NOV. 41 NOV. 41 NOV. 41 
65955 GENERAL USE RE 135A 372 63962 GENERAL USE RE 13A 372 63971 GENERAL USE RE 13A 372 
RESISTOR, 0.10 OHMS STYLE E RESISTOR, 0.63 OHMS STYLE E RESISTOR, 12.5 OHMS STYLE E 
WIRE WOUND WIRE WOUND WIRE WOUND 
as7eai as7ypat angi 
NOV. 41 Nov. 41 NOV. 41 
63956 GENERAL USE RE 13A 372 63964 GENERAL USE RE 13A 372 63972 GENERAL USE RE 13A 372 
RESISTOR, 0.125 OWNS STYLE E RESISTOR, 1.00 OHMS STYLE E RESISTOR, 16.0 OHMS STYLE E 
WIRE WOUND WIRE WOUND WIRE WOUND 
. 
asTral asta 4/7/ai 
HOV. 41 Nov. 41 Nov, 41 
63957 GENERAL USE RE 135A 372 63965 GENERAL USE RE I13A 372 63973 GENERAL USE RE 13A 372 
RESISTOR, 0.16 OHMS STYLE E RESISTOR, 1.25 OHMS STYLE E RESISTOR, 31.5 OHMS STYLE € 
wIKE WOUND WERE WOUND WIRE WOUND 
areas atrial 4rniat 
NOY. 41 Sesiciaan. NOY. 41 NOV. 4% 
: §SSUED 
Lave | MANMASHSES | RNUIACTIRE | pare | MOMARTHANS —[ MaNHTACTNARA, care | URAHARA | 


NAVSHIPS 900,109 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenuators 3.63-43 
NAVY TyPl 
[quar [nasr assiowo ron | oiARFAYHS, [SHAE esr assicaeo ron | MASE RRNINE, DANE [ease asiento ror | ARRAS, | 
63974 GENERAL USE RE 135A 372 63982 GENERAL USE RE 13A 372 é 
RESISTOR, 40.0 OHMS STYLE E RESISTOR, 400 OHMS STYLE E 63990 GENERAL USE RE 135A 3572 
WIRE WOUND WERE wouNo RESISTOR, 0.25 OHMS STYLE F 
MRE WOUND 
aria artiat 
NOV. 41 mov. 41 arta 
WOY. 41 
63975 GENERAL USE RE 13A 372 63983 GENERAL USE RE 135A 372 
RESISTOR, 63.0 OHMS STYLE E RESISTOR, 630 OHMS STYLE E ute eae nee ety 
WIRE W WIRE WOUND + 0. 
MOUND WIRE WOUND 
‘ 
ava aeTsay 
NOV. 41 wov. 41 4s776t 
. Wov. 41 
63976 GENERAL USE RE 135A 372 63984 GENERAL USE RE 13A 372 
RESISTOR, 80.0 OHMS STYLE E RESISTOR, 800 OHMS STYLE E spear. Paha USE ere 
WIRE WOUND » O- 8 ve 
WERE WOUND GigE WOUND. 
asmeat asTia 
asTgal 
‘ NOY. 41 
NOVe.'41 mov. 41 
63977 GENERAL USE RE 143A 372 63985 GENERAL USE RE 135A 372 63993 GENERAL USE RE 134A 372 
RESISTOR, 125 OHMS STYLE E RESISTOR, 1600 OHMS STYLE E 
Wage wouNe RESISTOR, G.50 OHKS STYLE F 
WIRE WOUND WIRE WOUND 
asvsan A CTeaN arma 
NOV. 41 WOV. 41 ; MOV. 4t 
63978 GENERAL USE RE 13A 372 63986 GENERAL USE RE 15A 372 63994 GENERAL USE RE 13A 372 
RESISTOR, 160 OnMS STYLE E Seat ad Shu STYLESE RESISTOR, Q.€3 OHMS STYLE F 
WERE WOUND WIRE WOUND 
‘741 ae7san 
NOV. 41 NOV sat aay at 
63979 GENERAL USE RE 13A 372 63987 GENERAL USE RE 13A 372 63995 GENERAL USE RE 13A 372 
RESISTOR, 200 OHMS STYLE E RESISTOR, 0.525 OHS STYLE F RESISTOR, 0.30 OHMS STYLE F 
WIRE WOUND BARE WOUND, WIRE WOUND 
av. ar7gan arma 
Nov, 41 WOV. 41 NOV. 41 
63980 GENERAL USE RE 13A 372 63988 GENERAL USE RE 435A 372 63996 GENERAL USE RE 13A 372 
RESISTOR, 250 OHMS STYLE E eee beunae ee OHKS STYLE F RESISTOR, £.00 OHMS STYLE F 
WIRE WOUND Ls WIRE WOUND 
: 
aeTsal hg hd asqtal 
NOV. 41 MOVs 41 NOY. 4f 
63981 GENERAL USE RE 13A 372 63989 GENERAL USE RE 13A 372 63997 GENERAL USE RE 13A 372 
RESISTOR, 315 OHMS STYLE E RESISTOR, 0.2 OnMS STYLE F RESISTOR, 1.25 OHMS STYLE FO”. 
WIRE WOUND WIRE WOUND WIRE WOUND 
astray as7sat af7s4i 
NOV. 41 NOY. 41 


ASSIGNED 
issu! 


[pate MANUFACTURER'S oa pare | MARYATNRAES | ANHTACTNE | 


mectanea || mare | ETHAN 


RESTRICTED NAVSHIPS 900,109 


3.63-44 


Class 63—Resistors—Potentiometers—Attenuators 


WA’ 
[oMAMRE, [ease assionen vox | MARL ARANIS, SNA —_ [ruse assioweo ror | MAM SRAYINR, CN, [rust assioneo ror | HAMANN, 
63998 GENERAL USE RE 153A 372 631006 GENERAL USE RE 13A 372 
RESISTOR, 1-60 OHMS STYLE F RESISTOR, 31.5 OHMS STYLE F 631014 GENERAL USE RE 135A 372 
WIRE WOUND WIRE WOUND RESISTOR - 630 OHMS STYLE F 
WIRE WOUND 
as7sal ar7tay 
NOV. 41 Nov. 41 amiat 
wOov. 41 
63999 GENERAL USE RE 135A 372 631007 GENERAL USE RE 13A 372 
RESISTOR, 2.50 OHMS STYLE F RESISTOR, 63 OHMS STYLE F 631015 GENERAL USE RE 153A 372 
WIRE WOUND WIRE WOUND RESISTOR - 800 OHNS STYLE F 
WIRE WOUND 
arrtat asTiai 
Nov. 41 NOV. 41 armsat 
Wov. 41 
631000 GENERAL USE RE 13A 372 631008 GENERAL USE RE 13A 372 
RESISTOR, 3.15 OuMS STYLE F RESISTOR - 80 OHMS STYLE F 631016 GENERAL USE RE I3A 372 
WIRE WOUND WIRE WOUND RESISTOR - 1250 ONMS STYLE F 
WIRE WOUND 
aeTsat asvsal 
NOV. 41 Nov. 41 aera 
wov. 41 
631001 GENERAL USE RE I13A 372 631009 GENERAL USE RE 13A 372 
RESISTOR, &.09 OHMS STYLE F RESISTOR - 125 OHMS STYLE F 631017 GENERAL USE RE 135A 372 
WIRE WOUND WIRE WOUND : RESISTOR - 31,500 OHMS STYLE A 
WIRE WOUND 
as7rat 4g7sai 
wove. 41 Nov. 41 as74t 
NOV. 41 
631002 GENERAL USE RE 15k 372 631010 GENERAL USE RE 13A 372 
RESISTOR, 6.29 OHMS STYLE F RESISTOR - 160 OHMS STYLE F 631018 GENERAL USE RE J3A 372 
WIRE WOUND WIRE WOUND RESISTOR - 40,000 OHMS STYLE A 
WIRE WOUND 
as7sas arveal 
NOV. 41 NOV. 4t asia 
NOV. 41 
631003 GENERAL USE RE 13A 372 631011 GENERAL USE RE 135A 372 
RESISTOR, 10.0 OMS STYLE F RESISTOR, 209 OHMS STYLE F 631019 GENERAL USE RE 135A 372 
WIRE WOUND WIRE WOUND RESISTOR - 63,000 OHMS STYLE A 
WIRE WOUND 
' 
astral astsat 
NOV. 41 wov. 41 arya 
NOV. 41 
631004 GENERAL USE RE 13A 372 631012 GENERAL USE RE 13A 372 
RESISTOR, 12.5 OHMS STYLE F RESISTOR, 316 OHMS STYLE F 631020 GENERAL USE RE 135A 372 
WIRE WOUND WIRE WOUND RESISTOR - 31,500 OHMS STYLE B 
WiRE WOUND 
arial area 
NOV. 41 NOV. 41 anreal 
Nov. 4t 
631005 GENERAL USE RE 13A 372 631013 GENERAL USE RE 13A 3572 
RESISTOR, 16.0 OMS STYLE F RESISTOR, 400 OHMS STYLE F 631021 GENERAL USE RE 13A 372 
WIRE WOUND WIRE WOUHD RESISTOR - 12,500 OHMS STYLE C 
WIRE WOUND 
4rTtsy asvsat 
NOV. 41 NOV, 41 AmT IA 
ASHGNED, assiensp| NOV. 4 
aa 7 ISSUED ISSUED 
CT o we + 
[- cars | “AUAGTHBE _ | serra | [eave | ARISES | ANNTACTREA pare | ORIGEHEN? | SRAUHIATTUAE 


NAVSHIPS 900,109 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenuators 


DHA. [rast assonen ron | SPERM | [MAA [ruse assiono ron | raaReRNS, |_| 


631022 GENERAL USE RE 13A 372 
RESISTOR - 12,500 OHMS STYLE D 
WIRE WOUND 
astray COL:733NDI2500 
HAR. 44 REV 0 

631023 GENERAL USE RE 13A 372 
RESISTOR - 3150 OnMS STYLE E 
WIRE WOUND 
altrat é 
NOV. 41 

631024 GENERAL USE RE 13A 372 
RESISTOR - 3150 OHMS STYLE F 
WIRE WOUND ; 
asta 
NOV. 41 

631025 GENERAL USE RE 3A 372 
RESISTOR - 4090 OHMS STYLE F 
WIRE WOUND 
asvea 
NOV. 4t 
ciR 631026 -2233¢FARFBD 


RESISTOR: 15 MEGOHM 

COMPOSITION, 25 WATTS, 25,000 VOLTS; 
FERRULE TYPE; 6-1/2" LONG. TYPE NUMBER 
TO BE FOLLOWED BY A DASH & TOLERANCE, 


(-5) 
4/24/44 0266-5150 A 20.202 
NOV. 41 MAY 

631027 Fae FB RE 13A 492 


POTENTIOMETER: 200 O4™MS 

WERE WOUND. LINEAR, 4 WATTS. SAME AS 
763370 EXCEPT HAS SCREW-ORIVER SLOT AND 
HAS A 5/8" SHAFT LENGTH (TO FACE OF 
POTENTLOMETER). 


4/24/44 (CWC) 
NOY. 41 


631028 Fa& Fs RE 13A 492 
POTENTIOMETER: 400 OHMS 


WIRE WOUND. LINEAR, 4 WATTS, ROUND SHAFT 


REPLACEMENT POTENTIOMETERS HAVE 2-i NCH 
SHAFT LENGTH. 


4/24/44 CHLES0-682045-6 
BAR. 43 ISSUE 15 
ca0631029 FA & FB RE 13A 372 
RESISTOR - 1% OHMS STYLE 2 

WIRE HOUND 


Cao:K-41051-B 
& CATALOGUE 


4247461 4B 
SEPT 43 


ASUGHID 
ISSUED 


3.63-45 


BENET [ruse assineo ror | RATER | 
Ca0 631030 FA & FB RE 638 101 631038 Fe 
RESISTOR - 710 O:KAS STYLE 4-1/2ST RESISTOR= 9990 0HMS 
MURS MOUND + .001%/°C. WIRE HOUND, 11/16" LONG X 
1-9/64" DIA, t WATT. TYPE NUMBER TO BE 
FOLLOWED BY A DASH AND TOLERANCE. 
(-01) 
“1/28 
4s24eai 6-1/2" B S/V4/41 WH-13 CIRSA+201.35 
SéPT 43 K-40955 oat 
6A0631031 FA 4 FB RE G3A 10f 631039 FB 
RESISTOR: 4270 OHMS STYLE 4-1/2ST RESISTOR: 300000 OHMS 
WIRE WOUND. TAPPED 1400, 1670 AND 1200 WIRE WOUNDS . 1HZLENVCONGER 109/64" 3B LAL 
OHMS. 400 VOLTS. TYPE NUMBER TO BE FOLLOWED 
BY A DASH AND TOLERANCE. 
4/24/41 4-1/2" pe 
. B/14/41 WHHT3 CIRSA-20.135 
SEPT 43 K-40956 WOV. 41 : 
ciR631032 FA & FB ci#R631040 Fa 


RESISTORS 


7300 OHNS 


PRECISION WIRE WOUND. T WATT OR 200 


VOLTS OC. 


TYPE NUMBER TO BE FOLLOWED 


DASH AND TOLERANCE. 


BY 


(£28) 

4/24/41 WHS A-20.61 
NOV. 

ctR 631033 FAa FB 

RESISTOR: 90000 OHMS 

PRECISION WIRE WOUND. 1 WATT OR 400 
VOLTS, MAX. TEMP. COEF. +.002% PER 
DEGREE C. TYPE NUMBER TO BE FOLLOWED BY 
A DASH AND TOLERANCE. 

(tHK) 

4/24/41 WH-4 A-20.61 
NOV. 

ciRG31034 FA & FB 

RESISTOR: 3000 OHMS 


COMPOSITION. 10 WATTS. TYPE 6 FERRULE. 


TYPE NUMBER TO BE FOLLOWED BY A DASH 


AND TOLERANCE, 


(+15) 
4/24/41 MPP A-20.200 
NOV. 

631035 Fe RE 13A 372 


RESISTOR WIRE WOUND: 


STYLE V 


10,000 OHMS £5% GRADE 1, CLASS-1. 


STYLE VY. 


SUPERSEDED BY -63657, 


(-FD ¥CGSK-27N3356-1, REV 4 

S/14/41 CIRS0G CIR:A-20.108 

SEPT 43 CAO: 2"T *SEE ABOVE 
631036 Fa RE 13A 372 

RESISTOR ~ 10,000 IMS STYLE W . 

WIRE WOUND 

5714/41 (CAO) STA 

NOV. 


ew 631037 Fc, FD 


16" 
ENO 


RESISTOR: 1348 OHMS 

*H .0035k/°C. WIRE WOUND. 1” LONG X 5 
DIA. WATT, COAXIL PIGTAIL IN EACH 

2° LONG. USES ADVANCE .0015 WIRE. TYPE 
NUMBER TO BE FOLLOWED BY A DASH AND 
TOLERANCE. 

(-1/10) 

S/14/41 106 ¢ ESA3781440 
NOV. 


care | MAHAGTHBER'S | SIAPTARIEG, 


ASUIGHIO 
issusD 


RMSE | SENATASTUR 
RESTRICTED 


RESISTOR 130000 OHMS 

COMPOSITION. 10 WATTS, LUG TERMINALS, 
TYPE NUMBER TO BE FOLLOWED BY A DASH 
AND TOLERANCE. 


(-5) 
6/14/41) MPP3#2 TRMNLS 
APR. 42 


A-20.3153 


ciR631041 Fe 

RESISTOR: 165000 OHMS 

COMPOSITION, 10 WATTS, LUG TERMINALS. 
TYPE NUMBER TO BE FOLLOWED BY A DASH 
AND TOLERANCE, 


(+5) 
5/14/41 
APR. 42 


MPP3#2 TRMNLS A+20.313 


cin 631042 Fe 

RESISTOR: 260,000 OHMS 

COMPOSITION. 25 WATTS, FERRULE TERMI- 
NALS, TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND TOLERANCE. 


€-5) 
6/14/41 MPA 
WOV. 41 #7? FERRYLES 


CIR2A-20.202 


CMA 631043 GENERAL USE 
POTENTIONETER: 1 MEG OHM 
COMPOS!T!ON ROUND SHAFT LINEAR 2 WATTS 
REPLACEMENT POTENTIOMETERS HAVE 2-1NCH 
SHAFT LENGTH. MEETS RE 13A 492 EXCEPT 
THAT LT 1S NOT WIRE WOUND 


B/14/4t 
OCT. 42 


8-114979 CWSES0-679305-8 


cma 6310434 FB, FC 

POTENTIOMETER: 1 MEGOHM 

COMPOSITION, LINEAR. 2 WATTS. SAME AS 
=631043 EXCEPT HAS 3" SHAFT. ROUND 
SHAFT. REPLACEMENT POTENTJONETERS HAVE 
6-INCH SHAFT LENGTH. 


5/14/41 
MAR. 42 


B-114979 CW2£S0-6793505-6 


cua631044 FB 

POTENTIOMETER: 1 MEG/T MEG 
COMPOSITION, DUAL. ROUND SHAFT. LINEAR 
2 WATTS. SAME AS -631043 EXCEPT DUAL. 
REPLACEMENT POTENTIOMETERS HAVE 2-INCH 
SHAFT LENGTH, 


5/14/41 CMA:B-114980 CW3ES0-679305 
AUG. 43 ISSUE 6 
DATE MOHAN? HAMA | 


NAVSHIPS 900,109 


Class 6 3—Resistors—Potentiometers—Attenuators 


[BAL [rinse assicnao rox | HAVEGRAMHGy [stteunRs, [nase asonso ron | eartarans, | [HAMAR [nes asioneo ror | RARER, _| 

631045. Fa RE 13A 492 cco631053 cK RE 13A 3726 

POTENTIOMETER: 20000 OHMS RESISTOR: 10 OHMS 631061 cx RE 135A 372 

WIRE, WOUND LINEAR 4 WATTS ROUND SHAFT. COMPOSITION. 3 WATTS, 1-3/4" LONG x 378" RESISTOR - 1250 OuMS STYLE W 

REPLACEMENT POTENTIOMETERS HAVE 2-I1NCH DIA. EACH END TINNED 3/16" DEEP. TYPE WIRE WOUND 

SHAFT LENGTH NUMBER TO BE FOLLOWED BY A DASH AND 

TOLERANCE. 
5/15/41 CMA:114977 CW2ES0-679305 6/5/41 B CO2K-7877741-1 
OCT. 42 ISSUE 6 NOV. 41 REV O 6/6741 (CIR) OF COIM-7465153-52 
NOV. 41 REV 0 

631046 FB RE 13A 492 cco631054 ects RE 13A 3726 


POTENTIOMETER: 40000 OHMS 
WIRE WOUND LINEAR 4 WATTS ROUND SHAFT, 
REPLACEMENT POTENTIOMETERS HAVE 2-1NCH 


RESISTOR: 450: OHHS 
COMPOSITION. 28 WATTS, 6" LONG X 3/4" 
DiA. EACH END TINNED 5/8" DEEP. TYPE 


c8Z 631062 cx 
POTENTIOMETER: 50000 OHS 
COMPOSITION. 2 WATTS, SCREWDRIVER SLOT. 


SHAFT LENGTH : NUMBER TO BE FOLLOWED BY A DASH AND 
TOLERANCE. 
8/15/41 CMAS114978 CW3ES0-679305 6/5/41 cx cG:K-7880227-1 
OCT. 42 ISSUE 6 Nove’ 41 REV 0 6/6/41 
. NOV. 41 CURVE A 
631047 yB-1 RE 13A 492 631055 cK RE 13A 372 
POTENTIONETER: 50 OHMS RESISTOR - 16 OHMS STYLE § 631063 Ffaare RE 135A 492 
WIRE WOUND. 25 WATTS, LINEAR, ROUND WIRE WOUND ; POTENTIOMETER: 50 OHMS, 
SHAFT. REPLACEMENT POTENTIOMETERS HAVE WIRE WOUND. 4 WATTS, ROUND SHAFT. RE- 
2" SHAFT LENGTH. PLACEMENT POTENTIOMETERS HAVE 2-INCH 
SHAFT LENGTH. 
(6) 
B/26/4t CAOTI105 645/41 (CIR) CA 
HARe. 42 Nov. 41 6/9/41 CCMAD CWrES0-679305- 
OCT. 42 16, ISSUE 6 
ciR 631048 so 631056 cK RE 13A 372 
RESISTOR: 500000 OHNS RESISTOR - 160 OMS STYLE S 631064 GENERAL USE RE 135A 492 
COMPOSITION (SPIRAL COATING). 10 WATTS. WIRE WOUND POTENTIOMETER: 10000 OHMS 
4-1/2" LONG, 3/4" DIAMETER, FERRULE DIA. WERE WOUND LINEAR 4 WATTS ROUND SHAFT. 
29/32", TYPE NUMBER TO BE FOLLOWED BY REPLACEMENT POTENTIOMETERS HAVE 2-INCH 
A DASH AND TOLERANCE. SHAFT LENGTH 
€-15) (a3) 
6/2/41 MVP WITH CRVIN=421646-3 6/5741 CIR) CA CW2BA-10034-286 ISSUE 20 
MAR. 42. FERRULES sus oO NOV. 41 6/9/41 CMATHIOMP CW2ES0-682046-£ 
MAR, 44 37, ISSUE 15* 
ciR631049 so 631057 tcK RE 13A 372 
RESISTOR: 2 MEGOHMS RESISTOR - 3150 OHMS STYLE V CMA 6310644 Fe. FC RE 13A 492 
COMPOSITION (SPIRAL COATING). 10 WATTS. WIRE WOUND POTENTIOMETER: 10000 OHMS 
4-1/2" LONG, 3/4" DIAMETER. FERRULE DIA. WIRE WOUND, 4 WATTS, SAME AS TYPE 
29/32", TYPE NUMBER TO BE FOLLOWED BY *631068 EXCEPT SHAFT LENGTH. REPLACE- 
A DASH AND TOLERANCE. HENT POTENTIOMETERS HAVE 6” SHAFT 
CGIM-7465152-36 LENGTH. 
¢-15) (BE) REV O 
6/2/41 9 MVP WITH CRVIM-421646-1 6/5/41 (CIR) DG CGIK-47J509-1 
MAR. 42 FERRULES SuB 0 NOV. 43 CAOr27A REV 2 6/9/41 CMALB-114976 CHIES0-679305-7 
MAR. 42 
631050 so RE 135A 372 631058 Tex RE 13A 372 
RESISTOR - 3090 OHNS STYLE V RESISTOR - 80 OHMS STYLE S ciR 631065 Fe 
WERE WOUND WIRE WOUND POTENT JOMETER: 1500 ONMS 
WIRE WOUND. 25 WATTS FOR Athy VALUE ASOVE 
25% ROTATION, ROUND SHAFT. REPLACEMENT 
POTENTIOMETERS HAVE 2-INCH SHAFT LENGTH. 
*®CRVIK-866918-1 SUB 0  CGIK-274336-PT2 
Ck? 
62/41 (CIR) OG CG2K-+27535357-8 6/6/41 (CIR? CA 
SEPT 43 "CO" COATING REV il * NOV. 41 6/16/41 CIR:PR-25 B-20-183 
MAR. 42 
631051 so RE G3A 101 : 631059 cx RE {3A 372 cc- 631066 08 
RESISTOR, 25900 OHMS STYLE 2MT RESISTOR - $0 OHNS STYLE V e 
WIRE WOUND. WIRE WOUND RESISTANCE: 69.9 OHMS MAX 
BALANCE BOX WIRE WOUND ADJUSTA3LE IN 0.1 
OHMS BY MEANS OF THREE ROTARY TAP TYPe 
SWITCHES HITH PROVISTONS FOR LOCKING 
SWITCHES TO PROVIDE BETTER CONTACT 
cey 
6/2/41 CIR:06 CRV:K=866918-2 6/6/41 (CIR) 0G CGIM-7465152-18 
SEPT 43 "Cc" COATING Sua 0 AUG. 43 COMr13824 REV 0 6/30/41 CG25986086-C1 
JUNE 42 
631052 sp 631060 icx RE 13A 372 
RES!S102, 40960 CUMS, 20 WATTS RESISTOR - 1000 O44S STYLE V CMA631067 -23201¢TBT) 
WIRE WOUND TYPE NO. TO BE FOLLOWED BY HIRE WOUND L Pad: 200 OHMS 
DASH AND TOL. tN PER CENT. LOCARITHHIC TAPER, 4 WATTS IN ANY POST- 
TION. MINLMUM ATTENTION 36 03, ROUND 
SHAFT. REPLACEMENT PADS HAVE 2" SHAFT 
ce) CGIM-7465152-31 LENCTH. 
#CRVSK-866916-3 SUB O CDU:90-3376-A-1 REV 0 
6/2/41 (CIR) 0G SEE ABOVE 6/6741 = (CIR) DG CG2K-475510-5 
FEa, 45 "C" COATING NOV. 43° CAD:2"T REV 2 7/2741 CRVIM-421058 
ASSIGNED assignaa; APR. 42 SUB 3 
sssuee, IssuED 
MANDFACTI 'S MAN! te = = 
care | SASH BRAC NUE Ce DATE AROS | BANSTU  f cate | _MARURAETHRER'S CEUTA | 


NAVSHIPS 900,109 


RESTRICTED 


_ Class 63—Resistors—Potentiometers—Attenvators 


OPA Tow last ASSIGNED FOR [ eS, 
cHn631068 -49151 CTBT) 


POTENT: 25000/25000 OHMS 
WIRE WOUND, DUAL. ROUND SHAFT, EACH 
SECTION 25000 OHMS, FIRST 50% ROFATION 
CLOCKWISE, LINEAR O TO 2500 TO 25000 
GHMS, EACH RATED 4 WATTS. ROUND SHAFT 
REPLACEMENT POTENTIOMETERS HAVE 2-5 NCH 
SHAFT LENGTH. 
Vs3/4t 4 
MAR. 42 


CRVSK+858882-3 
SUB 4 


csa 631069 sc eso 
POTENTIOMETER: 250000 OHMS 
COMPOSITION, ROUNO SHAFT, 3 WATTS, 
LINEAR. REPLACEMENT POTENTIOMETERS 
WAVE 2-iNCH SHAFT LENGTH. 


DIS/41 c CRYSK-866922-2 
MAR. 42 sus 0 
csa631070 sc, so 


POTENTIOMETER: 500000 OHMS 
COMPOSITION, ROUND SHAFT, 3 WATTS, 
LUNEAR. REPLACEMENT POTENTIOMETERS 
WAVE 2-ENCH SHAFT LENCTH, 


wmssat o¢ CRVIK-866922-1 
MAR. 42 SUB 0 
¢co631071 = tev-t.2,3 RE 13A 3726 


RESISTOR: 20 OHMS 

COMPOSITION. 15 WATTS, 4-1/2" LONG X 1* 
DdAMETER, EACH END METALLIZED NICKEL 
5/8" DEEP. TYPE NUMBER TO BE FOLLOWED 
By A DASH AND TOLERANCE. 


224s ob 
nov. 41 


cw 631072 Fc. Fo 

RESISTOR: 100 Q WIRE WOUND 

+ .003527°C. 1-tNCH LOUG X S716" DIA, 1 
WATT COAXIAL PICTAIL IN EACH END 2" 
LONG. TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND TOLERANCE. 


C174) 
10/13/41 CW:3068 CWLESA-781440 
MAR. 43 

6310735 tex RE 13A 372 
RESISTOR, & OHHS STYLE S 
WARE WOUND 


B/12/41 (CAOd 1" Z 


wov. 41 

631074 crv-49131 RE t3a 372 
RESISTOR, 230 OHMS STYLE € 
WIRE MOUND 
e/iasal CRVIM-420664-3 
DEC. 41 sus 9 
ciR 631075 Fe s& Fo 


RESISTOR: 1000 OHMS 

COMPOSITION. 10 WATTS, LUG TERMINALS. 
TYPE NUMBER TO BE FOLLOWED 8Y A DASH 
AND TOLERANCE. 


3.63-47 


BENG, [ruse assionen von | SMAI | 


AUR [rinsr ASSIGNED FOR | giAYY ORAWING | 


Co-651076 oS 

FLUXMETER SHUNT: 200 ( MAX, 

WITH TAPS AT 40, 8, 1.6 Aisd 0.32 OHMS 
AND PROVISIONS TO SHORT. PROVIDES 
MULTIPLICATION FACTOR OF 1, 5, 25, 25, 
625 AND INFINITY FOR FLUXMETER UNIT 
°74025. 


10/14/41 699222961 
SEPT 43 


co- 631077 os-1 

RESISTANCE BALANCE BOX: 

69.9 OHMS MAX ADJUSTABLE TO 0.1 OHM BY 
MEANS OF THREE ROTARY TAP SWITCHES WITH 
PROVISIONS FOR LOCKING SWITCHES TO PRO- 
VIDE BETTER CONTACT. SAMEZASS-6510656 
EXCEPT ALSO S$NCLUDES ELEMENTS OF -631076 


10/14/41 P699221561 28072855 
FEB. 45 REV 1 


cG-631077-a os-s 

RESISTANCE BALANCE BOX: 

69.9 OHMS MAX, ADJUSTA3LE TO 0.1 OHMS BY 
MEANS OF THREE ROTARY TAP SWITCHES WITH 
PROVISIONS FOR LOCKING SWITCH TO PROVIDE 
BETTER CONTACTS, SAHE AS -631077 EXCEPT 
FOR SUBSTITUTION OF NAVY APPROVED MAT- 
ERIALS. 


4/25/44 P-6992215G1 K-8072855 
AUG. 44 REV 2 
cco631078 TBC-s 


RESISTOR: 10 OHMS 

COMPOSITION. 98 WATTS, 13-174" LONG X 
1” DLA. EACH END BRASS FINISHED 3/4", 
TYPE NUMBER TO BE TOLLOWED BY A DASH 
AND TOLERANCE. 


10/23/41 CX 
DEC. 41 


P-7262299-22 
REV 2 


cua631079 = sJ RE 134 492 
POTENTIOMETER: 10000 OHMS 

WIRE WOUND. SAME AS TYPE -631064 EXCEPT 
FOR FLAT SHAFT, REPLACEMENT POTENTI- 


OMETERS HAVE 2-INCH SHAFT LENGTH. 


11/12/41 CMASE73901 CWlESO-679305- 
OCT. 42 38 ISSUE 6 


ciR631080 sv 

POTENTIOMETER, 25990 OHMS 

WIRE WOUND, 31.5 MA (25 WATTS), FLAT 
SHAFT. REPLACEMENT POTENTIOMETERS HAVE 
3-INCH SHAFT LENGTH. 


11/12/41 PR-25 CWlESO-682042 


oct. 42 ISSUE 1 
ca0631081 sé RE 13A 372 
RESISTOR, 16990 OHNS STYLE Z 


WIRE WOUND 


11/12/41 (CAO) 6" B 
DEC. 41 


cs0631082 Ye-1 
RESISTOR, 46 OHMS 
WEATER,2.5 AMP, $15 V AC. 


¢s0631083 YE-1 
RESISTOR, 184 OHMS 
HEATER .1.5 AMP AT 230 V DC. 


1/19/41 WRS-14, MOD; 
DEC. 41 


CRV:K-855831-1 
SUB i 


94631084 Ye-1 

JTEWTEOMETER: 750 OHMS 

IRE WOUND. 25 WATTS, WITH SCREWDRIVER 
HAFT 1" LONG, 


1/19/41 H-015? CRVEM-422180-5 
UGe 42 SuB I 


com631085 YE-t 
POTENTIONETER: 1000 OHMS 
WIRE WOUND, 25 WATTS. 


11/19/41 H-0158 CRVIM-422181-2 
AUG. 42 sus il 


631086 *SEee BELOW RE 13A 492 
OTENTIOMETER: 400 OHMS 
TRE WOUND. 2 WATTS. LINEAR, SCREW- 
RIVER SHAFT 1" LONG. 


SOP-12 TO DP-18, DQ-6 
11/22/41 (CWC) 
AR. 42 


CRVIP-720471-19 
Sua 6 


631087 *seE BELOW RE 135A 492 
JTENTIOMETER: 1500 ONMS 
IRE WOUND, DUAL, LINEAR, 2 WATTS. EACH 
-CTION, ROUND SHAFT. REPLACEMENT PO- 
ENTIOMETERS HAVE 2" SHAFT LENGTH. 


OP-12 TO DP-18, 0Q-6 
1/27/41 Cwe 
AR. 42 


CRVSP-720471-18 
SuB 6 


Con631088 YE-I 

POTENTIONZTER: 300 OHMS 

WIRE WOUND. 100 WATTS, FLAT SHAFT. 
REPLACEMENT POTENTIOMETERS HAVE 
2-INCH SHAFT LENGTH, 


11/27/41 K-0453 
MAR. 42 


CRYVSK-860347-2 


631089 Rea, RBA-1 
POTENTIOMETER: 2099 G:MS 
WIRE WOUND LINEAR, 3 WATTS, ROUND SHAFT 
REPLACEMENT POTENTIOMETERS HAVE 2" 

SHAFT LENGTH. 


RE F3A 492 


13/28/41 CMC 
HAR. 42 


CFTSF-28793-1A 


631090 RBA, RBA-I 
DTENT: $000/28000 OHMS 
1€E WOUND, DUALS ROUND SHAFT. PANEL 

CTION $000 OHMS TOTAL, 200 OHMS AT 30% 
JUNTERCLOCKWISE ROTATION, RIGHT HAND 
APER, REAR SECTION 28000 OHMS TOTAL, 

30 OHMS AT 70% CLOCKWISE ROTATION, LEFT 


RE 13A 492 


¢C-18) 0) ER. RE N TENTIOS E 
eieet HPP. #6 CATALOG Beene etek AMO eee eres iyeerai CHO GETSRS2879-1A 
. ASSIGNED. % 
£ ISSUED. 
in oat | Meuwarmins | aaitartinga [Tare | Maiurasrianr® [Seatac care RATERS |” BATE | 
RESTRICTED - NAVSHIPS 900,109 


Class 6 3—Resistors—Potentiometers—Attenvators 


NAYY DRAWIN 
[rest ASSIGNED ror | OAC RS | | 


631090 


HAVE 2" SHAFT LENGTH. 


631091 
POTENTIOMETER: 
@tRE WOUND. 2 WATTS, LEFT HAND LOGARITH- 
MIC TAPER, ROUND SHAFT. REPLACEMENT 
POTEMTIOMETERS HAVE 2° SHAFT LENGTH. 


RBA, RBA-1 
10000 OHMS 


RE 13A 492 


11/28/41 cHe 
HAR. 42 


CFTSF+28792-1A 


631092 *see PLATE 2 RE 13A 492 
POTENTIOMETER: 5000/5000 Q 
WIRE WOUND, DUAL ROUND SHAFT. 
TtON 5000 OHMS TOTAL, 2000 OHMS LINEAR 
UP TO 63% ROTATION, 3000 OHMS LINEAR FOR 
REST OF ROTATION (CLOCKWISE). REAR SEC- 
TION S000 OHHS LINEAR UP TO 63% ROTATION 
WO RESISTANCE FOR REST OF ROTATION 


PANEL SEC-. 


W2/V/41 CTS22°25 CRV:K-866569 
MAR. 42 REV 1 
631092 


(CLOCKWISE). EACH SECTION RATED 2 WATTS. 
REPLACEMENT POTCNTIOMETERS HAVE 2-°INCH 
SHAFT LENGTH. 


*RBB, RBB-1, RBC, RBC-1. 


631093 *SEE BELOW RE 135A 492 
POTENTIOMETER: 40 OHMS 
WIRE WOUND. LINEAR, 2 WATTS, SCREW- 
DRIVER SHAFT §/8" LONG. 
*RBB, RBB-1, RBC, RBC-I 
V2/0 741 CwOr2677 CRVIP-7220471-14 
MAR. 42 SuB 6 

631094 R2B-$.nge-t 


POTENTIOPETERS 3900 Unas 

LOMPOSITION LINEAR, 1/2 WATT, ROUND 
SHAFT, REPLACEMENT POTENTIOMETERS HAVE 
2-UNCH SHAFT LENGTH. 


12/2/41 CIR:C3M, CRV:P-221104- 
OEc. 44 CIC:35 REV 3 
631095 * See BELOW 


POTENTIOMETER? 25000 OHMS 
COMPOSITION LINEAR 1/2 WATT* SCREWORIVER 
SHAFT $/8" LONG 


* RB3-1, 
12/2/41 CIR:ICSR, 
DEC. 44 CTc:35 


RBC-l. 
CRV2P-721104-2 
Rev 3 


631096 RSB-1>IROC-1 
POTENTIOMETER: O11 MEG. 
COMPOSITION. LINEAR, 1/2 WATT, ROUND 
SHAFT. REPLACEMENT POTENTIOMETERS HAVE 
Z-UNCH SHAFT LENCTH. 


V2/2/40 CIRICSM, CRV2P-221104-3 


DeeKATION FIRST ASSIGNED FOR on ARKH | DEAS TOh inst assigneo FoR | on SEAReXTON | 
631097 ree,-1,RBC,-1 631104 ss 

POTENTIOMETER: «5 MEG. POTENT: 250000 OHMS 

COMPOSITION. 1/2 WATT, 100,000 OHMS COMPOSITION LINEAR, 2 WATTS, FLAT SHAFT 


LINEAR UP TO 75% ROTATION. REMAINING 
25% 4S 400,000 OHMS LINEAR (FOR CLOCK- 
WISE ROTATION AS VIEWED FROM FRONT). 
SCREWDRIVER SLOT. BUSHING LENCTH IS 
SHAFT LENGTH IS 5/8". 
12/2/41 CIR:CSH, 
DEC. 44 CTC:35 


tsa" 


CRY2P-721104-4 
REV 3 


631098 see BELOW 
POTENT: 250009/1.0 MEG. 
COMPOSITION, DUAL. PANEL SECTION 25000 
OHMS LINEAR, 1/2 WATT. REAR SECTION 1.0 
MEG., TAPERED, 1/2 WATT, ROUNO SHAFT, 
REPLACEMENT POTENTIOMETERS HAVE 2-INCH 
SHAFT LENGTH. 

*RBB, RBB-1, RBC, RBC-t 
12/2/41 CIRZCSMD 
WAR. 42 


K-864364-1 
REV. 3 


631099 
POTENTSOMETER: 25500 OHMS 
WERE WOUHD, 3 WATTS, NO TAPER. SAME AS 
-63247 EXCEPT FOR SCREWORIVER SHAFT 
6/8° LONG. 


Fc & FO RE 135A 492 


12/3/41 cwe 
MAR. 42 

631100 Fe, Fe RE 130 492 
POTENTIOMETER: 50 OHMS 
WIRE WOUND. LINEAR, 4 WATTS, WITH SCREW- 
DRIVER SHAFT 1/2" LONG. i 


12/3/41 CMA2B-115027 CW:ES0-679305- 

OCT. 42 15, ISSUE 6 
631101 sJ RE 134 492 

POTENTIOMETER: 100 OHMS 

WIRE WOUND LINEAR, 4 WATTS, ROUND SHAFT. 


StwtLaAR TO TYPE -63324 EXCEPT FOR SIZE 


REPLACEMENT POTENTIOMETERS HAVE 2” SHAFT 

LENGTH. 

12/3/41) CMAs!73905 CW:ES0-679305- 

oct. 42 21, ISSUE 6 
631102 Fa, Fe RE 13A 492 

POTENTIOMETER: 40000 OHMS 

WIRE WOUND LINEAR, 4 WATTS, SCREWDRIVER 


SLOT IW 25/32" LONG SHAFT. 


2/3/41 
oct. 42 


CIR:B-115072 CW3679305- 


ISSUE 6 


631103 GENERAL USE 
POTENT: 100000 LINEAR 
COMPOSITION 2 WATTS, WITH FLAT TYPE 
SHAFT, REPLACEMENT POTENTIOMETERS HAVE 
2-UMCH SHAFT LENGTH. 


t2/3/4i 
AAR. 42 
6311034 sJ 
POTENT: 100000 OHMS 
COMPOSITION LINEAR, 2 WATTS. SAME AS 
TYPE -631103 EXCEPT FOR SHAFT LENGTH. 


REPLACEMENT POTENTIOMETERS HAVE 6" 
LENGTH. 


SHAFT 


REPLACEMENT POTENTIOMETERS HAVE 2-iNCH 
SHAFT LENGTH. 


12/3/41 
oct. 42 


CW2ESO0-679305~- 
20, ISSUE 6 


CMAS1 73904 


ctr631105 ss 

RESISTOR: 150000 OHMS 

COMPOSITION 10 WATTS, FERRULE TERMINALS. 
TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
TOLERANGE. 


(-10) 
12/3/41 CIiR:MPP CwsES-682045 
OCT. 42 FERRULE {ISSUE J 


cim631106 ss 

RESISTOR: 180000 OHMS 

COMPOSITION 10 WATTS, FERRULE TERMINALS. 
TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
TOLERANCE. 


(+5) 
12/3/41 CiR: HPP CWSES-682045 
OCT. 42° FERRULE ISSUE 


ce 631107 ss 

RESISTOR: 470000 OHMS 

COMPOSITION 10 WATTS, FERRULE TERMINALS. 
TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
TOLERANCE, 


€-5) 
32/3/43 CIR:HPP CWIES-682045 
OCT. 42 FERRULE ISSUE 
\ 
631108 ex, TCK-! RE 13A 372 9 
RESISTOR, 500 OHMS, WIRE STYLE S$ 
Wound. 
(=F) 
12/12/41 CAO CGIM-7465154- 
MAR. 42 28 REV I 
631109 sv RE 135A 492 
POTENTIOMETER: 1000 OHMS 
WIRE WOUND LINEAR, 4 WATTS, WITH ROUND 


SHAFT. KEPLACEMENT POTENTIOMETERS HAVE 
2-UNGH SHAFT LENGTH. 


t2/17/41 CMALI73911 CWES0-679305- 
oct. 42 26 ISSUE 6 
631110 ss RE 135A 492 


POTENTIOMETER: 25000 OHMS 
WIRE WOUND LINEAR, 4 WATTS, 
SLOT IN 2-1/2" LONG SHAFT. 


SCREWDRIVER 


12/17/41 CHA:173907 CWlES0-679305- 
OcT. 42 24 ISSUE 6 


631111 su 
POTENTIOMETER: 5CO00 OHMS 
WIRE WOUND LINEAR, 4 WATTS, WITH FLAT 


SHAFT. REPLACEMENT POTENTSOMETERS HAVE 
2" SHAFT LENGTH. 


RE 13a 492 


t2/3/4t CHA:373902 CW 3ES0-679305- T2/17/41 CHA:173909 . - g- 
DEC. 44 CIC:35 REV 3 Oct. 42 19, ISSUE 6 OCT. 42 Serena 
ASSIGNED ASSIGNED 
ISSUED issumD 
[oare | MAHASTSER [ OTANEA cart | MATAR? | SENTATTNA [eave TURE? ANTATAA | 


NAVSHIPS 900,109 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenuators 3.63-49 
HAL [nest assionsn ror | GMLRRAMUNS, [BA [ras assoneo ror | MEER | SLT [rst asionen ror | RRNA | 
631112 ss si ' 
POTENT IONETER:100000 OHMS Lp ete fg RE USMS 72 631128 Tans RE 134 372 


RESISTOR, 240 OHMS, WIRE STYLE F 


COMPOSITION LINEAR, 2 WATTS, WETH SCREW- RESISTOR, 3900 OHNS, WIRE STYLE D * 


a ‘ DRIVER SLOT IN 2" LONG SHAFT. WOUNGs WOUND. ; 
FY (F) 
42/17/41 CMA:173910 CWES0-679305- 
12/22/41 CaO 12/22/43 CAO 
Oct. 42 1 22 ISSUE 6 HAR. 42 MAR. 42 
Tec-3 RE 13A 372 : d ; 
Beery OHMS, WIRE STYLE E Eee ieee 651129 TcB-1, Yoc-s RE 135A 372 
. th . . RESISTOR, 390 OHMS, WIRE STYLE F RESISTOR, “S100 OHMS. -WIRE “STYLED 
‘ UND. R : MS, 
WOUND. WOUND. 
CF) cry 
12/22/41 CAG . CF) 
dae A be he2/4tiCAG 12/22/41 CAO 
. HAR. 42 MAR. 42 
io 631114 7 
cc-3 RE 13A 372 3 5 
pest oten 39 OHMS, WIRE STYLE E Oe eee neg 631130 teat RE NSA S72 
: : RESISTOR, 510 OHMS, WIRE STYLE F RESISTOR, 5600 OHMS, WIRE STYLE D 
WOUND. . WOUND, WOUND. 
Meera CA ay (Fo 
Wake ae o 12/22/41 CAO 12/22/41 CAO 
A MAR, 42 HAR. 42 
: tee-1, tcc- A sts tece 
as 631115 tce TCO-3 RE 13A 372 631123 fce-t; Tec-3 RE 13A 372 631131. tec-3 RE 13A 372 
4 RESISTOR, 51 OHMS, WIRE STYLE F RESISTOR, 620 OHMS, WIRE STYLE F RESISTOR, G200 OHMS, WIRE STYLE C 
WOUND. WOUND, WOUND. 
ia) ; (F) CF) 
12/22/41 CAO 12/22/41 CAO 22/41 CAO 
MAR, 62 WAR. 42 : vat “ 
631116 fcc-3 RE 13A 372 631124 tce-1 RE 13A 372 631132. tcces RE 13A 372 
RESISTOR, 62 OHMS, WIRE STYLE 0 RESISTOR, 660 OHMS, WIRE STYLE F RESISTOR $1090 OHMS, WIRE STYLE B 
WOUND. WOUND, WOUND. inact 
: CF) (F) (FD 
is 42/22/41 CAO 12/22/41 CAO 12/22/41 CAG 
WAR. 42 HAR. 42 HAR. 42 
631117 fcc-3 RE 13A 372 631125 rce-1 RE 13A 372 631133 tco-s RE 13A 372 
RESISTOR, 75 OHMS, WIRE STYLE 0 RESISTOR, 1500 OHMS, WIRE STYLE E RESISTOR, 24000 OHNS, WIRE STYLE A 
: WOUND. WOUND. WOUND. 
ae 
CFD cry CF) 
12/22/43 CAO dafeais CAO 12/22/41 CAO 
a MAR. 42 HAR. 4 MAR. 42 
iow 
631118 fc8-1 RE 13A 372 631126 tee-t RE 134 372 631134 GENERAL USE RE 13A 372 
ESISTOR, 220 OHMS, WIRE STYLE E RESISTOR, 2200 OHMS, WIRE STYLE D RESISTOR, 128 CHMS, WIRE STYLE A 
OUND, WOUND, WOUND, TAPPED; DIVIDEO INTO 9 EQUAL 
STEPS OF 22 OHMS EACH. FERRULES NOT 
ELECTRICALLY CONNECTED TO RESISTANCE 
ELEMENT. 
ey CF) (0) 
2/22/41 CAO 12/22/41 CAO 1/1/42 
AR. 42 HAR. 42 MAR. 42 
631119 toa-t RE 13A 372 631127 TCA-1, TCB-1 RE 135A 372 631135 cCENERAL USE RE 13A 372 
ESISTOR, 240 OHMS, WIRE STYLE D RESISTOR, 2400 OHMS, WIRE STYLE D RESISTOR, 630 OHMS, WIRE STYLEB ° 
OUND. WOUND. WOUND, TAPPED; DIVIDED INTO NINE EQUAL 
STEPS OF 70 OHMS EACH. FERRULES NOT 
: ELECTRICALLY CONNECTED TO RESISTANCE 
td ELEMENT. 
oe 3 (F) «D? 
2/22/41 CAO 3 12/22/41 CAG 1/1/42 
ARs a2 HAR, 42 MAR, 42 
ie { batt MaMMArTHREES | MANAEACTAE LE BATHE SAAT, DATE SEE SRST 


RESTRICTED NAVSHIPS 900,109 


3.63-50 


Class 63—Resistors—Poten tiometers—A ttenuators 


eect [rust assigneo Fox | HAVLARAYINS, 


WAVY TyP! 
DESIGNATIO| 


|riasr ASSIGNED FOR | dmarenns, 


| oA | nasr ASSIGNED FOR | CA GRANIS, 
: 631136 tes, tes-1 RE 13A 492 A iva eaeee ae 
2 POTENT, 3500 OHMS, + 10% NTIOMETER: § 


WIRE WOUND ROUND SHAFT; 750 OHMS FIRST 
50% FROM SWITCH, 2-1/2 WATT, SWITCH SPST 
TO BE OFF IN EXTREME COUNTERCLOCKWISE 
“POSITION. REPLACEMENT POTENTIOMETERS 
MAVE 2-0NCH SHAFT LENGTH. 

. 


1/19/42 
MAR. 42 


cirR631137 Tes & TeS-t 
POTENTIOMETER:250000 OHMS 

COMPOSITION LINEAR, t/2 WATT, SIMILAR TO 
763661 EXCEPT FOR SHAFT. ROUND SHAFT, 
REPLACEMENT POTENTIOMETERS HAVE 2" SHAFT 
LENGTH. TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND TOLERANCE. (-20) 

& Cosk-35u6t7-1 SUB O (EXCEPT FOR SHAFT) 
I/ia4ed2 3c FED. TE.F-34327-2- 

: OEC. 44 9 tss e* 


631138 * see BELOW 
POTENT. COMPCSITIONS 1003000 
OWMS t2ax LOGARITHMIC LEFT HAND TAPER, 
1/2 WATT, ROUND SHAFT, REPLACEMENT PO- 
TENTIONETERS HAVE 2" SHAFT LENGTH. 


* TCA-1, TCB-1, TCC-3. 

1/17/42 CIRscs COLsPT- 

KAR. 44 3 80NC! 00M 
631139 * SEE BELOW 

POTENT: 1 MEGOHM + 20% 


COMPOSITION LOGARITHMIC LEFT HAND TAPER, 
1/2 WATT, ROUND SHAFT, REPLACEMENT PO- 
TENTIOMETERS HAVE 2-INCH SHAFT LENGTH. 


» 


* TCA-1, TCB-1, TCC-3. 

1/17/42 CiR:CS COL:PT- 

MAR, 42 3BONCIMEG 
631140 * see BELOW RE 13A 492 

POTENTIOMETER: 500 OHMS 

WIRE WOUND LINEAR, TAPER, 2 WATTS, ROUND 


SHAFT. REPLACEMENT POTENTIOMETERS HAVE 
e 2-tNCH SHAFT LENGTH. 


* TCA-1, TCB-1, TCC-3. 


1/17/42 CiRsH-500 COL:PT- 
MAR. 42 38INASOO 

631141 * SEE BELOW RE 13A 372 
RES(STOR, 30000 OHMS WIRE STYLE C 
WOUND. 


* NY3/131-42/SHIPS ITEM 16. 


cB) 
4/18/42 
MAR. 42 
631142 R8B-1,R8C-1 
POTENTIOMETER: O.1 MEG 


CONPOSITION LINEAR 1/2 WATT SCREWDRIVER 
SLOT BUSHING 1/4" LONG SHAFT $/8" LONG 


T/A19/$2 CIRSCSM, CTC335 CRV3P-721104-5 
DEC. 44 suB 3 
631143 su 
*POTENTIOMETER?S 4000 OHMS 
COMPOSITI@N CENTERTAP, LINEAR, 2 WATTS, 


SCREWORIVER SLOT $M 1-11/16"% LONG SHAFT. 


COMPOSITION LINEAR, 2 WATTS, ROUND SHAFT 
REPLACEMENT POTENTIOHETERS HAVE 2-1NCH 
SHAFT LENGTH. 


1/20/42 CNA173912 CW2ES0-682046-1 

KAR. 43 ISSUE 15 
631145 ss 

POTENTIOMETER: 25000 OHMS 

COMPOSITION LINEAR, 2 WATTS, SCREWDRIVER 


SLOT tN 1-3/16" LONG SHAFT. 

1/20/42 CMA:173913 CW3ESO0-682046-2 

MAR. 43 ISSUE 15 
631146 su 

POTENTIOMETER: 50000 OHMS 

COMPOSITION LINEAR, 2 WATTS, FLAT SHAFT. 


REPLACEMENT POTENTIOMETERS HAVE 2-INCH 
SHAFT LENGTH. 


1/20/42 CNA:173929 CWsESO-682046- 
HAR. 43 15, ISSUE 15 
631147 GENERAL USE 


POTENTIOMETERS 200000 OHS 

COMPOSITION LINEAR, 2 WATTS, ROUNO SHAFT 
REPLACEMENT POTENTIOMETERS HAVE 2” SHAFT 
LENGTH. 


OCH :ES0-682046-9,27,31,35136439 ISSUE 15 


is2us42 CMA QOSEE ABOVE 
MAR. 43 
6311474 sk 


POTENTIOMETER?2CG9000 OHMS 

COMPOSITION LINEAR, 2 WATTS, ROUND SHAFT 
SAME AS TYPE -G31147 EXCEPT FOR SHAFT 
LENGTH. REPLACEMENT POTENTIONETERS HAVE 
6-tNCH SHAFT LENGTH. 


1/20/42 CMA:173920 CW2ES0-682046-9 

AUG. 42 ISSUE 3 
631148 ss 

POTENTIOMETER?200000 OHMS 

COMPOSITION LINEAR, 2 WATTS, SCREWORIVER 


SLOT IN 5/8” LONG SHAFT. 

1/20/42 CMA:t73928 CWIES0-682046- 

MAR. 43 t4, ISSUE 35 
631149 su 

POTENTIOMETER:500000 OHMS 

COMPOSITION LINEAR, 2 WATTS, WITH SPOT 

SWITCH, 3 ANP, 125 VOLTS, FLAT SHAFT. 


REPLACEMENT POTENTIOMETERS HAVE 2-iINCH 
SHAFT LENGTH. 


1/20/42 CMA:173916 CwsES0-632046- 

MAR. 43 6 ISSUE [5 
631150 sH 

POTENT:25000/25000 OHMS 

COMPOSITION OUAL; LINEAR, 2 WATTS, FLAT 


SHAFT. REPLACEMENT POTENTIOMETERS HAVE 
2-INCH SHAFT LENGTH. 


7631151 SH 
POTENT:50000/50000 OHMS 
COMPOSITION DUAL; LINEAR, 
SCREWORIVER SLOT 


2 WATTS, 
{N 2" LONG SHAFT. 


1/24/42 CMAL175921 CULES0-682046-~ 
MAR. 43 . 10, ISSUE 16 
631152 sé 


POTENT: 0.25/0.25 MEG 

COMPOSITION DUAL; LINEAR, 2 WATTS, ROUND 
SHAFT. REPLACEMENT POTENTIONETERS HAVE 
2-INCH SHAFT LENGTH. 


#/20/42 CMA:173930 CW2ES0-682046- 

NAR. 43 16, ISSUE 15 
631153 su 

POTENT?SO.1/0.1/0.1/0-1 MEG 


COMPOSITION 4 SECTION LINEAR, 2 WATTS, 
SCREWDRIVER SLOT IN 2" LONG SHAFT. 


1/24/42 CMAL173925 CWrESO-682046- 
MAR. 43 Vi, ISSUE 15 
631154 sv RE 13A 492 


POTENTIOMETERS 200 OHMS 


WIRE WOUND LINEAR, 4 WATTS, SCREWORIVER 


SLOT IN 5/8" LONG SHAFT. 

1/20/42 CMA:173927 CW25S0-682046- 

MAR. 43 135 ISSUE 1s 
631155 sH RE 13A 492 

POTENTIONETER: S000 OHNS 

Wile WOUND LE.tax, 4 WATTS, FLAT SHAFT. 


RErLACENENT POLENTIONETERS HAVE 2-tNCH 
SHAFT LENGTH. 


1/20/42 CMA 173914 CHIESO-682046-3 

HAR. 43 ISSUE 15 
631156 ss RE 13A 492 

POTENTIOMETER: 75000 OHMS 

WERE WOUND LINEAR, 4 WATTS, ROUND SHAFT. 


SAME DIMENSIO; AS TYPE -63324. RE- 

PLACEMENT POTENTIOMETERS HAVE 2" SHAFT 

LENGTH. 

1/20/42 cwe CWSES-682043-2 

AUC. 42 HSSUE 2 
631157 su 

POTENTIOMETER: 500 OHMS 

WIRE WOUND LINEAR, 25 WATTS, SCREWORIVER 

SLOT IN 3/4" LONG SHAFT. 

1/20/42 CiIR:PR-25 TW2ESO-682042 

RAR. 42 ISSUE 2 
631158 ss 

POTENTILOMETER: 5000 OHMS 

WIRE HOUND LENEAR, 25 WATTS, ROUND SHAFT 


REPLACEMENT POTENTTONETERS HAVE 2" SHAFT 
LENGTH, 


2 ve 2penseazodes 
1/20/42 CNAazi 73918 CWLES0-682046-7 oe CHATI73915 ee 1/20/42 CIREPR-25 CWies-ba2042 
MAR. 43 VSS¥ELTS uioles assiangp) MAR. 42 ISSUE 2 
ISSUED ISSUED 
[ove | “SMASH? | _ aanIAPTORiRA oat | RIAN? | SAMRAT ont | ARE? | AWA] 


NAVSHIPS 900,109 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenvators 


3.63-51 


BEAR [ruse assow vor | gemeaneeny | [aA [ruse asoneo on | ceaiemantiy | [ aRARARRS, usr asiono von | GAARA, | 
ciR631159 SA c1R 631165 8G 
RESISTOR, 250,000 OHMS RESISTOR: 3 MECOHMS 631172 sa RE 135A 492 


SPIRAL COATING: COMPOSITION 10 WATTS, 
4-1/2" LONG, 3/4" OIA, FERRULE DIAMETER 
29/32", TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND TOLERANCE. 


C15) 
4/23/42 MVP, WITH CRVSM-42164G-4 
HAR. 42 FERRULES $uB 1 

631160 si RE 135A 492 


POTENTIOMETER: 2000 OHNS 

WIRE WOUND LINEAR, 4 WATTS, ROUND SHAFT. 
REPLACEMENT POTENTIOMETERS HAVE 2” SHAFT 
LENGTH. 


1/24/42 CNA 173922 CW3ES0-682046- 
KAR. 43 12, 3S,1S5SUE 15 


c8Z631161 Reo 

POTENTIONETER 345077500 OHMS 

COMPOSITION, DUAL. PANEL SECTION 450 TO 
7500 OHSS. REAR SECTION 1500 TO $0,009 
OHMS. WHEN WORKING BETWEEN 600 OHM 
SOURCE AND A 600 QHM LOAD THE ATTEHUA- 
TION IN 0B IS AS FOLLOWS (CLOCKWISE 
ROTATION): 0° - 40 TO IHF 100° - 15 TO 
w/S0042 Sd CG3M-7466007-1 - 
MAR. 43 Rev § 


25, 260° ~ § To 12, 313° = cez 631161 
7.5 TO 0, WHEN SECTIONS ARE CON- 

WECTED TO FORM ATTENUATOR, INPUT IMe 
PEDANCE WHEN CONNECTED TO A 600 OHM LOAD 
tS BETWEEN 450 AND 750 OHMS FOR ANY 
SETTING. SPECIAL SHAFT. 


cez631162 Reo 

POTENTIOMETER, COMPOSITION 

DUAL; PANEL SECTION CLOCKWISE ROTATION 
VERSUS RESISTANCE IN OHMS: 0° = 6250, 
150° = 1000, 250° = 250, 270° = 160, 
280° = 150, 290° = 60, 300° = 0. REAR 
SECTION: O° = 257 10° = 35, 20° = 350, 
40° = 5500, 60° = 16000, 100° = 45000, 


1/30/42 i CGrM-7466622 
HAR. 42 REY 3 
250° = §50,000, 300° = c6z631162 


800,000. (RESISTANCE CURVES IN ACCORD- 
ANCE WITH GENERAL ELECTRIC. CO. OWG 
K-7877260 REV 1). SPECIAL SHAFT. 


C1R631163 st 

RESISTOR, $00,000 OHMS 

CSPIRALCOATING) COMPOSITION 25 WATTS, 
TOTAL LENGTH 7-7/8" FERRULES 13/16" 

Dts. X 1/2" LONG, SHOULDERS 1-5/16" OFA, 
X 1/2" LONG, RESISTANCE TUSE 1-1/8" OUT- 
SIOF DtAMETER (TYPE NUMBER TO BE FOL- 
LOWED BY A DASH AND TOLERANCE IN PERCENT 
2741,42  MVA, Wile 620.367 

MAR. 42 FERRVULES 1/28/42 


cir 631164 SG 

RESISTOR: 3 MEG 

COMPOSITION (SPIRAL COATING); 25 WATTS, 
TOTAL LENGTH 7-7/8", FERRULES 13/16" 
DIA. X 1/2" LONG, SHOULDERS 1-5/16" DIA. 
X 1/2" LONG RESISTANCE TUBE 1-1/8" OVT- 
SIDE OLA. CTYPE NUMZER TO BE FOLLOWED 


COMPOSITION (SPIRAL COATING) 35 WATTS. 
TOTAL LENGTH 11-7/8", FERRULES 43/16" 
DIA. X 1/2" LONG, SHOULDERS 1-5/16" DEA 
X¥ 4/2" LONG. RESISTANCE TUBE 1-1/8" 
OUTSIDE OIA. CTYPE NUMBER TO BE FOLLOWED 
@ MVO, WITH FERRULES 


2/12/42 @ SEE ABOVE BES-1343 
AUG. 42 
BY A DASH AND TOLERANCE cir 631165 


(IN PERCENT.) 


csF651166 sc 

RESISTOR, WIRE WOUND 

HO JHNS SAME AS TYPE -631093 EXCEPT IS 
NON-ENDUCTIVE. 


(FY 
2/14/42 CSF-NIF CG:P-7471805-T1 
AUG. 44 REV 1 


CsF631167 se 

RESISTOR, 20 OHMS 

WIRE WOUND SANG AS TYPE -63003 EXCEPT 1S 
NON- INDUCTIVE. 


(oF) 
2/4/42 (CSF) 
SEPT 43 


csF 631158 sc 

RESISTOR: 50 OHMS 

WIRE WOUND SAHE AS TYPE -63371 EXCEPT iS 
NON- INDUCTIVE 


(-F) 
2/14/42 CSF: 
SEPT 43 
631169 tex RE 13A 492 


POTENTSONETER: 250 OHMS 

WIRE WOUND LINEAR, RATED 4 WATTS, FLAT 
SHAFT. REPLACEMENT POTENTIOMETERS TO 
HAVE 2-4NCH SHAFT LENGTH. 


2/18/42 CHAM CG2K-7884020 
HAR. 42 REV O 
631170 sa RE 13A 492 


POTENTIOMETER: 2690 OHMS 

Wikc WOUND LIXEAR, 2 WATTS. SHAFT 1S 
SLOTTED FOR SCREWDRIVER ADJUSTMENT, 
SHAFT LENGTH 5/8". 


2/20/42 of CRV:P-220471-21 
APR. 42 SUB 8 
631171 SA RE 13a 492 


POTENTIOMETER: 10000 OHMS 

WIRE wOUND, LINEAR, 2 WATTS, ROUND 
SHAFT. REPLACEMENT POTENTIOMETERS TO 
HAVE 2-UNCH SHAFT LENGTH. 


POTENTIOMETER: 25000 OHMS 
WIRE HOUHD, LINEAR, 2 WATTS, ROUND 
SHAFT. REPLACEMENT POTENTIOMETERS TO 
HAVE 2-UNCH SHAFT LENGTH. 


2/20/42 = CWC32693 CRV3P-720471-20 
APR. 42 SUB 8 


631172-4 sa RE 13A 492 
POTENTIOMETER-WiRE WOUND 
25000 OHMS, LINEAR. 2 WATTS. ROUND 
SHAFT. SAME AS 631172 EXCEPT HAS 
HEAVIER SPRING. THEREFORE REQUIRING 
HORE TORQUE TO ROTATE SHAFT REPLACEMENT 
POTENTIOHETER TO KAYE 2" SHAFT LENGTH. 


PU/tH/43 CHCS2693 
NOV. 43 MODIFIED 


631173 sa RE t3A 492 
POTENTIOMETER: 50,000 OHMS 
WERE HOUND, LINEAR, 2 WATTS, ROUND 
SHAFT. REPLACEMENT POTENTIOAETERS TO 
HAVE 2-"NCH SHAFT LENGTH. 


2/20/42 cwc:2697 CRVIP-720471-24 
APR. 42 SUB 8B 


631174 sa RE 135A 492 
POTENTIONETER: 35,000 OHMS 
WIRE @OUND, LINEAR, 2 WATTS, ROUND 
SHAFT, REPLACEMENT POTENTIOMETERS TO 
HAVE 2” SHAFT LENGTH. 


2/20/42 CWC22696 CRVIP-720471-23 
APR. 42 SuB & 


631174-A SA RE 135A 492 
POTENTIOMETER-WIRE WOUND 
75,000 ONMS, LISIEAR, 2 WATTS, ROUND 
SHAFT, SAME AS 637174 EXCEPT HAS HEAVIER 
SPRING. THEREFOR REQUIRING MORE TORQUE 
ROTATE SHAFT. REPLACEMENT POTENTIONETER 
HAVE 2" SHAFT LENGTH. 


Vi/bb/43 CWCS2696 
NOY. 43 MODIFIED 


631175 sc RE 134.492 
POTENT: 3 OHMS/3 OHMS 
WERE WOUND OVAL; LINEA, RATED 25 WATTS, 
ROUND SHAFT. REPLACEMENT POTENTIOMETERS 
TO HAVE 2-INCH SHAFT LENGTH. 


2/23/42 CIRIPRB CIR:320.334 
MAR. 42 1/28/42 
631176 sa RE 3A 492 


POTENT: 100 OH™S/100 OHMS 

WIRE WOUND OUAL; LINEAR, RATED 25 WATTS, 
ROUHO SHAFT. REPLACEMENT POTENTIOMETERS 
TO HAVE 2-INCH SHAFT LENGTH. 


2/23/42 CIR:PR=25 CIR:320.334 
MAR. 42 DATED 1/28/42 
631177 tex RE ISA S725 


RESISTORS 1600 OHNS 
WIRE WOUND STYLE T, CRADE 1, CLASS 1} 


BY A DASH AND TOLERANCE IN PERCENT.) (F) 
2/14/42 MV¥n WITH B20.367 2/20/42 cwor2695 CRVEP-720471-22 2/28/42 CAOII-1/2 2. CG: =7865155-31 
MAR, 42° FERRULES 1/28/42 APR. 42 sue 8 
/28/ aasicake assienap| AUG» 42 REV 0 
IssutD USSuED 


care | MARHASTIBERS | AANUKACTNRIE, 


DATE SMES | AANUTAPTUEA 


care | MAAC? | AAA | 


RESTRICTED 


NAVSHIPS 900,109 


3.63-52 


Class 63—Resistors—Potentiometers—Attenvators 


[stb [ese assim ror | WASHOE [MASA 


fiast assigneo Por | PASE GRAYS, 


631178 GENERAL UsE 
POTENTIONETER; $000 OHMS 
WIRE WOUND 
5 WATTS, LINEAR, 290° EFFECTIVE ROTATION 
ROUND SHAFT. REPLACEMENT POTENTIOMETERS 
WAVE 2-iNCH SHAFT LEmGTH. 


3/2/42 CIRS 
APR. 42 


631178a wWea-t 
POTENTIOMETER: 5000 OHMS 
WIRE WOUND. LINEAR, 5 WATTS, 290° EFFEC- 
THVE ROTATION, ROUND SHAFT. REPLACEMENT 
POTENTIOMETERS HAVE 6-iNCH SHAFT LENGTH 
SAME AS TYPE 631178 EXCEPT FOR SHAFT 
LENGTH. 
®CRV:W-305266-51 SUB 0, AND W-305280-45 
3/2/42 CHRS *SEE ABOVE 
APR. 42 


ciR6311788 QcP 

POTENTIONETER: 5000 OHKS 

WIRE WOUND LINEAR $ WATTS 290 EFFECTIVE 
ROTATION ROUND SHAFT SAME AS 631178 AND 
6351178A EXCEPT FOR SHAFT LENGTH (9-1/4%) 
HAS ONE 1/4" HOLE IN BACK AND THREE 1/8" 
HOLES iM FRONT OF CASE TO PERMIT CASE TO 
FILL WITH OIL WHEN SUBMERGED IN SAME HAS 
6/27/42 CRVtW-305625- 
AUG. 42 iia SUB O 


THREE 0.228 X 3/4" SLOTS CIR631178B8 
FOR MOUNTING INSTEAD OF 
THREE 0.226" HOLES. LINEARITY OF RESIS- 
TANCE 40.5%. REPLACEMENT POTENTIOMETER 
TO HAVE 10" SHAFT LENGTH 


631179 wWarK 9 
POTENTIOMETER: 50000 OHMS 
COMPOSITION. LINEAR, 2 WATTS. TYPE 2 
SHAFT 6/8" LONG. 


3/6/42 CMAS173933 CWSESO-682046- 
BAR. 43 “17, sSSUE 15 


631180 SA RE 13A 492 
POTENTIOMETER: 25000 OHHS 
WIRE WOUND LENEAR, 2 WATTS. SCREWORIVER 
SLOT TYPE SHAFT, SHAFT LENGTH 5/8", 
BUSHING LENGTH 8/16". 


3/12/42 CWC32671 CRVSP-720471-8 
APR. 42 SuB 8 


cox631181 SA, sa-t 

POTENTIOMETER:10 OHMS + 10% 

25 WATTS ROUND SHAFT ROTATION 295° + 5°, 
REPLACEMENT POTCNIIOMETERS HAVE 2" SHAFT 
LENGTH. RWEOSTAT (N ACCORDANCE WITH 
NAVY SPEC. RE 13A 492 (LATEST REVISION) 
EXCEPT RESISTANCE ELEMENT IS EXPOSED. 
CERAMIC INSULATION TO BE IN ACCORDANCE 
3/23/42 CoM: CRVIK-871829-! 
UNE 42 suB 0 


WITH RE 135A 317 (LATEST 
REVISiON) GRADE F, WAX 
IMPREGNATED, MAX CURRENT 1.58 ANPS 


con 631181 


vast aston ron | oAACGHAGN | 


peek ation 


CiR631182 Rem RBM-1 @ 2 

RESISTORS 116,000 OHMS 

WIRE WOUHD, RATED 7.6 WATTS FREE AIR, 
14,4 WATIS ON STEEL PLATE. PERFORMANCE 
CHARACTERISTICS TO EQUAL GRADE 3 CLASS 
2 OF RE 135A 372. CORROSION RESISTING 
CHARACTERESTICS TO MEET AN-Q0-S-91. 
OVERALL LENGTH S-8/16", MIOTH 11/16", 
3/25/42 aw-4 CAY:P-7708613- 
APR. 42 suB 1 


HEIGHT EXCLUSIVE OF LUGS cirR 631182 
5/16". HOUNTING HOLES 4-1/2" APART. 


(-5) 


631183 cw-So0AAxX RE 135A 492 
POTENTIOMETER: S00 OHMS TYPE 2 
WIRE WOUND. LINEAR, TYPE 2, 4 WATTS, 
TYPE 2, SCREWDRIVER SHAFT, 3/4" LONG. 


4/6/42 CMA: CWsE€S0-682046- 
MAR. 43 18, ISSUE 15 


631184 * SEE BELOW RE 135A 492 
POTENTIOMETER: 50000 OHMS ‘ 
WIRE WOUND LINEAR 4 WATTS TYPE 2 SHAFT 
1-1/8" LONG 


* RADAR MARK $ 
4/VVf42  CHASI73955 
RAR. 43 23 


CWIESO0-682046~ 
ISSUE 15 


631185 * see BELOW RE 13a 492 
POTENTIOMETER: 25000 OHMS 
WERE WOUND LINEAR 4 WATTS TYPE 2 SHAFT 
1-1/6" LONG 


* RADAR MARK 9 
4/14/42 CMALI75936 
RAR. 43 19 


CWZESO-682046- 
ISSUE 16 


631186 * see BELOW RE 135A 492 
POTENTIOMETER: 2500 OHMS 
WIRE WOUND LINEAR 4 WATTS TYPE 1 SHAFT 
(ROUND) REPLACEMENT POTENTIOMETERS 
HAVE 2° SHAFT LENGTH 


* RADAR WORK 10 
4/10/42 CHMAL1739358 
BAR. 43 20 


CWSES0-682046- 
#SSUE 15 


CMA 631187 * SEE BELOW 
POTENTIOMETER:100000 OHMS 

COMPOSITION LINEAR 2 WATTS TYPE 2 SHAFT 
1-3/16" LONG 


* RADAR MARK 10 
4/11/42 CMAS173939 
MAR. 43 21 


CWLESO-682046- 
ISSUE 15 


631188 cCERERAL USE RE 13A 492 
POTENTIOMETER: 75 OHMS 
WERE WOUND LINEAR 4 WATTS TYPE | SHAFT 
(ROUND) REPLACEMENT POTENTIOMETERS HAVE 
2” SHAFT LENGTH 


4/10/42 CHAS173940 CWlESO0-682046- 
MAR. 43 22 ISSUE J 


[oan [SARIS | seONIAPTRA 


a ee 


6311884 * SEE BELOW RE ISA 492 
POTENTIOMETER: 75 OHMS 
WIRE WOUND LINEAR 4 WATTS TYPE 1 SHAFT 
(ROUND) REPLACEMENT POTENTIOMETERS HAVE 
6" SHAFT LENGTH 


# RADAR MARK 19 
6/16/62 CMA3173940 CWSESD-682046- 
JUNE 42 22 (SSUE 3 


cac 631189 * see BELOW 
POTENTIOMETER: 20000 OHMS 

WIRE WOUND LINEAR 6 WATTS 3/8” DIAMETER 
BAKELITE SHAFT. MAX. CURRENT RATING 17 
MA. REPLACEMENT POTENTIOMETERS HAVE 2° 
SHAFT LERGTH 


* RADAR MARK § 
4/11/42 314a CODE 
BAR. 43 WORD ENROL 


CHGS314-10 


CW 631190 RADAR MARK 9 

RESISTOR: $0,000 OHMS 

WIRE WOUND, NON-UNDUCTIVE, 3/8 WATT, 
PiGTAIL TERMINALS. NAVY TYPE NUMBER TO 
BE FOLLOWED BY DASH AND. TOLERANCE. 


C-9) 
4/13/62 CWSEOPA CWZESL-682056-2 
OCT. 42 tSSUE 2? 


CW 631191 RADAR HARK 9 

RESISTOR:, 15,000 OHMS 

WERE WOUND, NON-INDUCTIVE, 174 WATT, 
PiGTAiIL TERMINALS. NAVY T¥PE NUMBER TO 
BE FOLLOWED BY A DASH AWD TOLERANCE. 


(-6) 
4413732 CWSIO6A CwsESL~682056- 
HAR. 43 Issue 7 


CW 631192 RADAR HARK ¢ 
RESISTOR: 20,000 OHMS 

WIRE WOUND, NON-dNOUCTIVE, 3/8 WATT. 
NAVY TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND TOLERANCE. 


CH) 
4013/42 CMS107A CWSESL-682056-3 
BAR, 45 ISSUE 7 


Cw 631193 *see BELOW 

ATTENUATOR: FOR USE ON 

600-OHM LINES. PROVIDES A Lo2Z RANGE 
FROM O TO Bf DB iN I DB STEPS. FREQ. 
RANGE ANDO ACCURACY AS FOLLOWS: 0-30 KC 
t.10B, 50-150 KC +.2 08, 150-500 Kc + 1 
OB. MAX INPUT POWER .2 WATT. CATEM T20. 
®UHF REMOTE CONTROL CaRCUITS 

4/15/42 0-163146 X-63606 FIG 30 
HAR. 43 


csA631194 SA 

POTENTIOMETER: 250,000 OHNS 
COMPOSITION, 2 WATTS, LINEAR, TYPE 1 
SHAFT. REPLACEMENT POTENTIOMETERS HAVE 
2-INCH SHAFT LENGTH. 


4/35/42 CSAIC CRV:K-666922-3 
JUNE 42 SUB 4 


csaA631195 Sa 

POTENTIOMETER: 150,000 OHMS 
COMPOSITION, 2 WATTS, LINEAR, TYPE 5 
SHAFT, REPLACEMENT POTENTIOMETERS HAVE 
2-INCH SHAFT LENGTH, 


4/18/42 CSASC CRVSK-866922 -§ 
JUNE 42 Sus 4 


“QOS? STU 


NAVSHIPS 900,109 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenuators 


oRaehATION |rasr ASSIGNED FOR | on SPEGREL ISR | Deveath [ruse assign For | oe APETRAAHN 


CSA631196 SA 

POTENTLOMETER: 100,000 OHMS 
COMPOSITION, 2 WATTS, LINEAR. TYPE 1 
SHAFT, REPLACEMENT POTENTIOMETERS HAVE 
2-INCH SHAFT LENGTH. 


CW3ES0-682046-30,47 ISSUE 15 
4/19/42 CSAC CnvsK-866922-? 


RAR. 43 SuB 4 ESEEABOVE 


csA631197 Sa ‘ 
POTENTIOMETER: 1 MEGOHM 

COMPOSITION, 2 WATTS, LINEAR, TYPE 1 
SHAFT, REPLACEMENT POTENTIOMETERS HAVE 
2-d8CH SHAFT LENGTH. 


4/15/42 CSASC CRV2K~-866922-4 


JUNE 42 suB 4 
631198 SA, sa-t * SEE BELOW 

RESISTOR: 75 OHNS 

WIRE WOUND 

3) 


* RE 63A 101 STYLE 2NT 
4/15/42 CIRSOF "C” COAT CRV:M-422402-2 
JUNE 42 sSuB O 


631199 Sa, SA-3 
RESISTOR WIREWOUNDS 
3000 OHMS 10 WATTS. 


TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
IN PERCENT. 

-10 

4/15/42 CIRSOH "C™ COAT CRVEM-422402-4 
APR. 45 SuB O 


ctr 631200 SA, sa-1 

RESISTOR WIRE WOUNDS 

16,00C OHMS &@ WATTS RADSAL LEASS 

TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
(M PERCENT, 

(e) 

SCRVSH-422402-5 SUB 0, CGQ:B-RE-10023 
ALT O 


4/15/42 0G "C” COAT CWrCh-10036-16 

FEB. 45 iss 8 #* 
631201 SA, SA-t * SEE BELOW 

RESISTOR: 50+000 OHHS 

WIRE WOUND 

cE) 


*# RE 635A [C1 STYLE 2NP 
4/15fa2  CinsoG “C" COAT CRY2M-422402-6 
SEPT 43 SuB 0 


631202 GENERAL USE *SEE BELOW 
EXT'L MULT: 5 MEG +.5% 
WIRE WOUND, RATED 1 MA AT 5 KILOVOLTS DC 
CONTINUOUS, 


*RE 135A 590 STYLE MFA 
4/20/42 
JUNE 42 


couG31203 se 

RESISTOR: 950 OHMS 

WERE WOU'ID. 1 WATT. NAVY TYPE NUMZER TO 
BE FOLLOWED BY’ A DASH AND TOLERANCE. 


(zp) 
4/21/42 COM:92 
oct. 42 


ara | Meapiiaits | dSinArTantte 


665197 O- 45 - 72 . 


3.63-53 


com631204 SE 

RESISTOR! 10,000 OHMS 

WIRE WOUND, t WATT. NAVY TYPE NUMBER 
TO BE FO FOLLOWED BY &A DASH AND TOLER- 
ANCE. 


ay 
4/21/42 COM:9219 
OCT. 42 


co“631205_ sé 

RESISTOR: 22,000 OHMS 

WIRE HOUND, 1 WATT. NAVY TYPE DESIGNA- 
TION TO BE FOLLOWED BY DASH AND TOLER- 


ANCE. 


«t) 
4/21/42 COM:92 
ecr.42 


com631206 SE 

RESISTOR: 100,000 OHMS 

WIRE WOUND, J WATT. NAVY TYPE NUMBER 
TO BE FOLLOWED BY DASH AND TOLERANCEe 


«id 


4/21/42 COM:9431 


Oct.42 


cou631207 sé 

RESISTOR: 240,000 OHHS 

WIRE WOUNO, 1 WATT, NAVY TYPE NUMBER 
TQ BE FOLLOWED BY A DASH AND TOLERANCE 


(hd 
4/21/42 96 
OCT. 42 


631208 toe * SEE BELOW 
RESISTOR: 950 QHHS 
WIRE WOUND 


(-F) 

* RE 13A 372 STYLE E 
4/24/42 CSF: 

JUNE 42 


CSF631209 TawW-2 

RESISTOR: 25 OHMS + 5% 

WIRE WOUND, RATED 5 WATTS, 6446 AMP, 
11.2 VOLTS, TUBULAR, 7/16" DIA X 1-7/32% 
LONG. PIGTAILS ARE COAX@L WITH UNIT 
2-1/2" LONG #20 B & S SOLID WIRE. 


4/29/42 5% CATALOG 
JUNE 42 

CAG LX 

cF0 631210 


WO) ATTENUATOR UNIT 

SHIELOED ATTENUATOR. 1031 RATIO, ¢{NPUT 
AND OUTPUT IMPEDANCE 75 OHMS. FOR USE 
AT FREQUENCIES ABOVE 30 MEGACYLCES. 


5/2/42 CAGS774-X-1 CAG3774-2SF-1D 
FEB. 45 


cLN631211 SA 

POTENTIOMETER WIRE WOUND? 

27000 Q 45% LINEAR; LingAaRITY TO BE + 1% 
Or FULL SCALE. WINDING CONSISTS OF AP- 
PROXIMATELY 2-1/2 TURNS OF #40 ENAMELED 
CONSTANTIN FINE GUAGE WIRE,SPACE WOUND 
ON A NOMINAL #12 CORE; OUTSIDE DIAMETER 
090" +.002". RATED 0.015 AMPS, & WATIS. 
8/6/42 CRVSY-620667-1 


AUG. 43 Sua oO 
ASSIGNED 


tssuEO 


oo [rast ASSIGNED FOR ] NAPE OMS 


CLN631211 
SAME AS -631570 EXCEPT FOR NUMBER OF 
TURNS, 


631212 SA * SEE BELOW 
RESISTOR: 100 OHMS 

WIRE WOUND 

C-€) 


* RE GSA 10% STYLE 1LT 
5/6/42 TIRZCA “C"™ COAT CRVIM-422402-7 
SUNE 42 SuB 2 


CBZ 631213 RADAR MARK 8 
POTENTIOMETES COMPOSITION 
10,000 ONMS LINEAR, 2 WATTS, TYPE 
2 SCREWDRIVER SHAFT 1-178" LONG. TYPE 
NO. 10 BE FOLLOWED BY DASH & TOL. ON %. 


5/3/42 CBZ:TYPE J CWSES0-682059~ 
DEC. 44 ISSUE 135 


CBZ 631214 RADAR MARK 8 
POTENTIONETER COMPOSITION 

35.COO) LINEAR, Z WATTS. REPLACEBENT 
POTENT COHETERS HAVE 2-ENCH SHAFT 
LENGIne TYPE 1 ROUND SHAFT. TYPE NO. TO 
BE FOLLOWED BY DASH & TOL. $N 3. 


8/9/42 CBZ:TYPE J CWsESO-682053-2 
DEC. 44 ISSUE U3 


CBZ- 631215 RADAR MARK 8 
POTENTIOMETER COMPOSITION 
100,000 OHMS LINEAR, 2 WATTS, REPLACE* 
MENT POTENTIOMETERS HAVE 2-*NCH SHAFT 
LENGTH TYPE 1 ROUND SHAFT. TYPE NO. TO 
BE FOLLOWED BY DASH & TOL. #N PERCENT. 


ECOUSPT NO. 1-193, CRVIP-719567-17 SUB § 
*CWSESO-682059 10.18.29 ISSUE 13 

543442 CBZLTYPE ¥ CANB:55006A 
FEB. 45 REV A # 


C8Z631215A RADAR MARK 8 
POTENTIOMETER COMPOSITIONS 

100,000 OHMS LingAR, 2 WATTS, TYPE 1 
ROUND SHAFT, REPLACEMENT POTENTIOMETERS 
HAVE 2-INCH SHAFT LENGTH. SAME AS 
-651215 EXCEPT FOR 1/2" BUSHING LENGTH 
(INSTEAD OF 3/3", TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN &. 

8/28/42 CBZi0 CWrES0-682059-3 
FEB. 45 ISsuE 9 


caz- 631215-8 sv 

POTENTIONETER, COMPOSITION 

100,000 OHS, LINEAK TAPER, 2 WATTS TYPE 
1 ROUND SHAFT, SAME AS -63121S EXCEPT 
REPLACEMENT POTENTIOMETER TO HAVE 6" 
SHAFT. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN Sy 


14/29/44 TYPE J BA-10034+64 
JAN. 45 (Ss 28 


C62631216 RADAR MARK 8 

POTENT: 150.900 OHNS + 104 

COMPOSITION, LINEAR, TYPE 1 ROUND SHAFT. 
REPLACEMENT POTENTSOMETERS HAVE 2-INCH 
SHAFT LENCTH. 2 WATTS. TYPE NUMBER TO 
BE FOLLOWED BY A DASH AND TOLERANCE. 


€-10) 

@ CW:ES0-682059-4,8,30,47 ISSUE 13 
s/asae Caliu G Stk ABOVE 
HAR. 43 


| se, 
RESTRICTED 


cars| “RWAATHAR? | SAUNTACTEA, | 
NAVSHIPS 900,109, 


NAYY DRAWIN: 
[rast ASSIGNED FOR | HAY QRAWING | | 


[ea [rasr assionso von | GRAMS, | [MMU 


Closs 63—Resistors—Potentiometers—Attenuotors 


[rust ASSIGNED ror | ORE REIS 


CBZ631216A RADAR MARK 8 

POTENT: 150,000 OHMS +10% 

COMPOSITION LINEAR. TYPE 1, ROUND SHAFT 
REPLACEMENT POTENTIOMETERS HAVE 2" SHAFT 
LENGTH. 2 WATTS. SAME AS -631216 EX- 
CEPT HAS BUSHING LENGTH OF 1/2" INSTEAD 
OF 3/8". TYPE NUMBER TO 8E FOLLOWED BY 
A DASH AND TOLERANCE. ¢-10) 

e/17/42 J Cw3ESO-682059- 
RAR. 43 30, ISSUE 8 


C82631217 RBM,-t,-2 

RHEOSTAT: $0 OHMS + 10% 

COMPOSITION, 2 WATTS, LINEAR. RESISTANCE 
DECREASES WITH CLOCKWISE ROTATION OPEN 
CIRCUIT AT COUNTERCLOCKWISE END. UNIT 
MEETS 200 HOUR TEST PER AN-QQ+S-91. 


6/24/42 CBZ3d CAY SP-7708226-2 
AUG. 42 sue 6 


c8Z631218 ReM,-1,-2 

RHEOSTAT: 100 OHMS + 10% 

COMPOSITION, 2 WATTS, LINEAR. RESISTANCE 
DECREASES WITH CLOCKWISE ROTATION OPEN 
CERCUIT AT COUNTER-CLOCKWISE END. UNIT 
BEETS 200-HOUR TEST PER AN-QQ-S-9t. 


6/24/42 CBZid CAY3P-7708226-1 
AUG. 42 sus 6 


c82631219 ReM,-1,-2 

POTENT(OMETER: 2000 Q t 10% 

COMPOSITION, 2 WATTS, SPECIAL TAPER. FOR 
COUNTER-CLOCKHISE ROTATION: RESISTANCE 
AT START 1S 2000 OHMS + 10%, AT 35% RO- 
TATION tS 950 OHMS + 20%, AT 50% ROTA- 
TION 7S 650 OHMS + 20%, AT 65% ROTATION 
iS 380 OHMS + 202, AT 1008 4S LESS THAN 
6/24/42 CBZisu CAYSP-2708226-5 
OCT. 42 Sub 4 


cBM651219 


10 OHMS. UNIT MEETS 200 HOUR TEST PER 
AN-QQ-S-91. 


CB2631220 RBMi-1,-2 

POTENTIOMETER: 2500 Q + 10% 

COMPOSITION, 2 WATTS, SPECIAL TAPER. 

FOR COUNTER-CLOCKWISE ROTATION: RESIST- 
ANCE AT START 1S 2500 OHMS + 108, AT 35% 
ROTATION 1S 1500 OHMS + 20%, AT 50% RO- 
TATION 1S 1040 OHMS + 208, AT 65% ROTA- 
TATION 1S 550 OHMS + 20%, AT 100% IS 
5/24/42 CBZ: CAYsP-2708226-4 
AUG. 42 "sue 6 


¢B2631220 


LESS THAN 10 OHMS. UNITS MEET 200 HOUR 
TEST PER AN-QQ-S-91. 


€B2631221 RBM.-1,-2 

POTENT: 

DUAL-COMPOSITION. PANEL SECTION RATED 
76,000 OHS + 10% 2 WATTS LOGARITHMIC 
TAPER. RESISTANCE INCREASES wiTH CLOCK- 
WISE ROTATION. REAR SECTION RATED 1 
MeGOnin t+ 1UL 2 WATTS LOGARITHMIC TAPER, 
RESISTANCE INCREASCS WITH CLOCKWISE 
6/24/42 CBZ CArsr-4706226-3 
WAR. 44 Sus 4 


ASSIGNED 
HSSUED. 


682631221 


ROTATION. UNIT HEETS 200 HOUR TEST PER 
AN-QQ-S-91. 


631222 RADAR MARK 10 RE 13A 492 
POTENTIOMETER: 25,000 OHMS 
WIRE WOUND, LINEAR, 4 WATTS, TYPE 2 
SCREWDRIVER SHAFT 8/8" LONG. 


$/26/42 CMA2195653 CWSESO-682046- 
WAR. 44 24 ISSUE 95 


CMA 631223 RADAR MARK 10 
POTENTIOMETER: 500,000 OHMS 
COMPOSITION, LINEAR, 2 WATTS, TYPE 2 
SCREWORIVER SHAFT 6/8" LONG. 


$/26/42 123652 CWSES0-682046- 
MAR. 43 25 ISSUE 15 


631224 RADAR MARK 10 RE 13A 492 
POTENTIOMETER: 25,000 OHMS 
WERE WOUND, LINEAR, 4 WATTS, TYPE 3 
ROUND SHAFT. REPLACEMENT POTENTIOMETERS 
HAVE 2-INCH SHAFT LENGTH. 


5/26/42 CKAS173653 CWZESO0-682046- 
MAR. 43 26 ISSUE 15 


CHAG31225 RADAR MARK 10 
POTENTIONETER: 500,000 OHMS 
COMPOSITION, LINEAR, 2 WATTS, TYPE 1 
ROUND SHAFT. REPLACEMENT POTENTIOMETERS 
HAVE 2-0NCH SHAFT LENGTH. EQUIPPED WITH 
SPOT SWITCH 3 ANPS 125 VOLTS. 


§/26/42 173655 CW2ESO-682046- 
NAR. 43 28 ISSUE 15 


“CHA 631226 RADAR MARK 10 


POTENTIOMETER: 25,000 OHMS 
COMPOSITION, LINEAR, 2 WATTS, TYPE 2 
SCREWORIVER SHAFT 1/2" LONG. 


5/26/42 173656 CWsES0-682046- 
HAR. 43 29 ISSUE £5 


631227 RADAR MARK 10 RE 135A 492 
POTENTIOMETER: 100 OHMS 
WIRE WOUND, LINEAR, 4 WATTS, TYPE 2 
SCREWORIVER SHAFT 1/2" LONG. 


8/26/42 CMA21 23655 CWSESO-682046- 
BAR. 43 32 ISSUE 15 


cc0631228 1Cd,-1 RE 13A 3226 
RESISTOR: 10 OHMS + 10% 

CONPOSITION, 5 WATTS, FERRULE TYPE 
TERM; NALS. 


o/27/42 8X CosP-7764407-2 
JUNE 42 REY 1 


ASSIGNED 


cc0631229 Tes,-1 RE 134 3726 
RESISTOR: 4,000 OHMS + 10% 
COMPOSITION, 6 WATTS, FERRULE TYPE 
TERMINALS. 


8/27/42 A CGrP-2764407-40 
JUNE 42 REV 1 
cco63123@ TeJ.-t RE 13A 32726 


RESISTOR: 10,000 OHMS + 10% 
COMPOSITION, 6 WATTS, FERRULE TYPE 
TERMINALS. 


5/27/42 A CG!P-7764407-42 
JUNE 42 REV 1 
cco631231 Teu.-t RE 13A 3726 


RESISTOR: 40,000 OHMS +10% 
COMPOSITION, 11 WATTS, FERRULE TYPE 
TERMINALS. 


S/27/42 A CG2P-2764407-20 
JUNE 42 REY 4 


€82631232 RADAR MARK 8 
POTENTIONETER: 5,000 OHMS 
COMPOSITION, LINEAR, 2 WATTS. TYPE 2 
SCREWORIVER SHAFT 1/2” LONG. 


§/28/42 ¥ CW:ES0-682059-5 
HAR. 43 issué 13 


682631233 RADAR MARK 8B 
POTENTIOMETER COMPOSITIONS 

10,009 OHS LIKEAR, 2 WATTS, TYPE 2 
SCREWDRIVER SHAFT 1/2" LONG. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. ON %. 


BCAOSSA105087C REV O 
S/28/42 Q CH2ES0-682059-6 
BEB. 45 issue 13 * 


CBZ 631234 RADAR MARK 8 
POTENTIOMETER: 50,000 OHMS 

COMPOSITION, LINEAR, 2 WATTS, TYPE J 
ROUND SHAFT, REPLACEMENT POTENTIOMETERS 
HAVE 2-1NCH SHAFT LENGTH. 


5/28/42 J CWLESO-682059- 
MAR. 43 7, $7 ISSUE 13 


€82631235 RADAR MARK 8 
POTENTIONETER: 150.000 OHMS 
COMPOSITION, LINEAR, 2 WATTS. TYPE 2 
SCREWDRIVER SHAFT 1/2" LONG. 


B/28/42 J 
MAR. 43 


CW2ES0-682059-9 
ISSUE 15 


682631236 RADAR MARK 8 
POTENTIOMETER COMPOSITION 

50.900 OME LINEAR, 2 WATTS, TYPE 2 
SCREWORIVER SrArd 4/2" LONG. 

TYPE NO. TO 8E FOLLOWED BY DASH & TOL. 
iN PER CENT. 

*CHSESO-682059-11. ISS 13, CAOS3A-105087 
C REV O, COU PT NO 1-187 

B/eds42 8 CHlsPT-1007-1 
FES, 45 Issue o * 


[are | SRMEASTRES | aRSOHASTINA 


care | MAWAGTARS | ANHIACTUERA 


pate MAAC | BAMA _| 


NAVSHIPS 900,109 


RESTRICTED 


ks 


Class 63—Resistors—Potentiometers—Attenuators 


SEAN, [ease assiowen von | AMER. | [RAEI [vase assionto von | AMSRANING, | 


CBZ 631237 RADAR MARK 8 

POTENTIOMETER COMPOSITION: 

250,000 OHMS LINEAR, 2 WATTS, TYPE 2 
SCREWORIVER SHAFT 1/2" LONG. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. 6 8. 


#CAOSSA105087C REV O 
6/28/42 J CWSESO-682059- 
EEB. 656 12, ISSUE 13* 


CBZ 631238 RADAR MARK 8 
POTENTIOMETER: 350,000 OHMS 
COMPOSITION, LINEAR, 2 WATTS, TYPE 1 
ROUND SHAFT. REPLACEMENT POTENTIOMETERS 
BAVE 2-INCH SHAFT LENGTH. 


6/28/42 9 CWsES0-662059- 
BAR. 43 13. tSSUE 13 


CIR 631239 RADAR MARK 8 
POTENTIOMETER: 2,000 OHMS 

WIRE WOUND, LINEAR, 25 WATTS, TYPE 
ROUND SHAFT. REPLACEMENT POTENTIOMETERS 
HAVE 2-UNCH SHAFT LENGTH. 


$/30/42 CiKSPR-25 CWSES -682042-4 


MAR. 43 ISSUE 5 
631240 AsB-5 RE 13a 372 
RESISTOR: 300 OHMS STYLE V 
WIRE WOUND 
(-€) 
6/4/42 CIR20G 
AUG. 42 
631241 asa-s RE 13A 372 
RESISTOR: 400 OHMS STYLE V 
WERE WOUND 
(-E) 
6/4/42 CiRsOG 
AUG. 42 


csF631242, ase-s 

RESISTOR: 100 OHMS +5 

WIRE WOUND, 10 WATTS, 32 VOLTS, 160 KA 
NORMAL, 316 HA MAXIMUM. TUBULAR EN SHAPE 
F416" OUTSIDE DIAMETER, 1-27732" LONG. 
PIGTAILS ARE $20 B & S, COAXiL WITH UNI] 
2-172" LONG. 


b14642 10K CRRSATO77S4 
AUG. 42 REV O 


CSF- 631243 Ase-s 

RESISTOR-WIRE WOUNO: 

10,000 OHMS RATED § WATTS, 224 
VOLTS, 15 MA NORMAL, 22.4 MA MAXEMUM, 
TUQULAR JN SHAPES 7/16" OUTSIDE DIAMETER 
1 7/32" LONG, PIGTAILS ARE #20 8 & S, 
COAXIAL WITH UNIT. 2 1/2" CONG. TYPE NO. 
BCRBSALOBSI4 REY O, COTID-5975 OF 3-35-44 


6/4742 BK SEE ABOVE 
FEB. 45 COUBD-5247-A-5 
csF- 631243 


TO BE FOLLOWED BY DASH AND TOL. EN %e 


pare | MBEMARTIRER? AOSTA 


3.63-55 


POSS, _ [ese ASSIGNED FOR OR AER XH | , 


CsF 631244 asB-5 

RESISTOR: 40,000 OHMS +5% 

WIRE WOUND. RATED 10 WATTS, 632 VOLTS, 
10 MA NORMAL, 15-8 MA MAX, TUBULAR IN 
SHAPE D/16™ QUTSIDE DIAMETER, 1-27/32" 
LONG. PIGTAILS ARE #20 B & S, COAXIAL 


_ MOTH UNIT, 2-1/2" LONG. 


6/4/42 TOK CRR2A107754 
AUG. 42 REV O 


CIR 631245 sc-2 RE 13A 3726 
RESISTOR: 400,000 OHMS +7% 

COMPOSITION, 4-1/2" LONG. RATED 10 WATTS 
10,000 VOLTS DC. FERRULE TERMINALS, 
29/32" 00. 


6/27/42 HYP CGsP-7763622-1 
AUG. 42 REV ? 


ciR.631246 sc-2 
RESISTOR: 7.5 MEGOHMS +7% 
COMPOSITION, 2-7/8" LONG. RATED 20 WATTS 
25.000 VOLTS DC. FERRULE TERMINALS, 
13/16" OD. 


RE 135A 3726 


6/17/42 HVA CG:P-73963622-2 
AUG. 42 REV ? 


CiR631247 sc-2 RE 413A 3726 
RESISTOR: 200,000 OHMS +72 

COMPOSITION, 4-1/2" LONG. RATED 10 WATTS 
10,000 VOLTS DC. FERRULE TERMINALS, 
29/32" OD. 


6/17/42 MYP CGSP-7763622-4 
WAR. 43 REV 2? 


CIR 631248 = sc-2 ae) TBtendee 
RESISTOR: 800,000 OHMS +74 
COMPOSITION, 4-1/2" LONG. RATED 10 WATTS 


10,000 VOLTS oc. FERRULE TE 
29/32" Oo. pana 


6/12/42 ve 


CGsP- - 
AUG. 42 7763622-7 


REV ? 


c1C 631249 sc-2 

POTENT. : 2000 OHMS +102 

WIRE WOUND 4 WATTS, LINEAR. TYPE 3 FLAT 
SHAFT, 1-1/2" LOG. REPLACEMENT POTEN- 
TIOMETERS HAVE 2" SHAFT LENGTH. MEETS 
RE 13A 492 EXCEPT FOR LOCATION OF SHAFT 
FLAT. 


6/17/42 TYPE 25 CGrK-27d311 <1 
oct. 42 SHEET 2 REV 8 
ca0631250 = sc-2 RE 13A 322 

RESISTOR: 250 @HMS STYLE V 


WERE WOUND, 
TYPE NUMBER DOES NOT INCLUDE MOUNTING 
BRACKETS. 


(-F) #CGSK-7465156-25 REV 2 


6/17/46 CurKk-2745337-4 
AUG. 43 REV 6 # 
ca9631251 sc-2 RE 13A 372 
RESISTOR: 700 OHMS, STYLE Y 


WIRE WOUND. TYPE NUMBER DOLS MOT IN 
CLUDE MOUNTING BRACKETS. 


C-F) 
64179762 CGEK-227U3532-1 


OCT. 42 REV 6 4 
ASSIGNED 
issue 


c1C 631252 sc-2 RE 13A 492 
POTENT: 10,000 OHMS + 10% 

WIRE WOUND, 2 WATTS, LINEAR. , TYPE 2 
SCREWORIVER SHAFT 1-11716" LONG. 


6/19/42 TYPE 25 CGsK-275311-2 
AUC. 42 REV 6 


cT¢631253 se-2 
POTENTIOMETER: 400 OHMS, 
WIRE WOUND, 4 WATTS, LINEAR. TYPE 2, 
SCREWDRIVER SHAFT t-i1/15" LONG. 


RE 13A 492 


6/17/42 TYPE 25 CGEK-227U311-6 
OCT. 42 REY 6 


c8Z- 631254 sc-2 

POTENTIONETER COMPOSITION: 

25000 OHMS, LINEAR 2 WATTS. WITHA 

SLOTTED SHAFT 5/8" LONG, i/2" BUSHING 

3/8%-32 THD. HAS LOCKING DEVICE. 

TYPE NO. TO BE FOLLOWED BY DASH & TOL. 

im PER CENT. CN:BA-10054-294 
ISSUE 4 

6/18/42 CBZ:TYPE J Cure+7763271-7 

AUG. 44 REY 7 


c8z- 631255 sc-2 

POTENTIOMETER, COMPOSITIONS 

26000 ONS, LINEAR, 2 WATTS. FLAT SHAFT 
1/4" BUSHING 3/8"-32 THS, REPLACEMENT 
POTENTIGMETER TO HAVE 2” SHAFT LENGTH. 
TYPE NO. TO BE FOLLOWED 8Y DASH & TOL. 
1H PERCENT. 


6/38/42 CB2;TYPE J CGiP-7763271-6 
AUG. 44 REY 7 


CSF 631256 RADAR MARK $ 

RESISTOR: 2 OHMS WIRE 

WOUND, SAME AS NAVY T¥PE -63000 ExcEPT 
1S NON- INDUCTIVE. 


(-F) 
6/18/42 CSF 
SEPT 43 
631257 sc-2 RE 13A 372 
RESISTOR: 1600 OHMS STYLE Y 
WIRE WOUND. 
(oF) 
6/18/42 CAO 
AUG. 42 


CY 631258 N14cs-96359 
RESUSTOR-JUSTRUMENT 

EXTERNAL MULTIPLIER! EXTERNAL MULTIPLIER 
FOR CV¥*22107A, 2.5 KY. DO METER. TOTAL 
RESISTANCE 2.5 HEGOHMS. 


B/NV142 CViBMT C0:92373, 
AUG. 42 3/30/39 


C82 6312595 RADAR HARK § 

POTENT; 2 MEG/2 HEG 410% 

COMPOSITION, DUAL, LINEAR, 2 WATTS. 
T¥PE 2, SCREWORIVER SHAFT 1-3/8" LONG. 


2/3/42 JJ CWSESO-682059- 
BAR. 42 44, ISSUE 33 


part HACE | SANIACTUNES | 


) 


RESTRICTED 


sare | __ “SRA "| AAA] 
NAVSHIPS 900,109 


i 
; 


3.63-56 


[AAS 


FIRST ASSIGNED FOR KTV | 


Class 63—Resistors—Potentiometers—Attenuators 


obChoh Fins assignen FOR | on TEARS 


CBZ 631260 RADAR MARK 9 

POTENT: $0,000 OHMS +104 

COMPOSITION, LINEAR, 2 WATTS, TYPE 2,4 
SCREWDRIVER SHAFT 1-3/8" LONG. 


2/3/42 3 CwsES0-682059- 
WAR. 43 tS, ISSUE 13 


€82631261 RADAR MARK 9 7 
POTENT: 100,000 OHMS +104 
COMPOSITION, LINEAR, 2 WATTS. TYPE 2, 
SCREWORIVER SHAFT 1-3/8" LONG. 


73142 v CW2ES0-682059- 
MAR. 45 36, iSSUE 13 


C8Z631262 RADAR MARK 9 
POTENTIOMETER, COMPOSITION 

$00,000 OHMS LINEAR, 2 WATTS. TYPE 1, 
ROUND SHAFT, REPLACEMENT POTENTIONETERS 
WAVE 2 UNCH SHAFT LENGTH. TYPE NUMBER TO 
BE FOLLOWED BY A DASH AND RESISTANCE 
TOLERANCE IM PERCENT. 


713142 d CWsESO-682059-13 
MOV. 43 24, 32 ISSUE 15 


€BZ 631263 RADAR MARK $ 

POTENT: 24,00002/24,0000+10% 
COMPOSITION, DUAL, LINEAR, 2 WATTS. 
T¥PE 2, SCREWDRIVER SHAFT 1-3/8" LONG. 


7/3/42 ad CW sES0-682059- 
WAR. 43 20, ISSUE 13 


682631264 RADAR MARK 9 

POTENT: 250,000 OHMS +10% 
COMPOSITION, LINEAR, 2 WATTS. TYPE 2, 
SCREWDRIVER SHAFT 1-3/8" LONG. 


373/42 J CWsES0-682059- 
RAR. 43 21, #SSUE 13 


CBZ 631265 RADAR AARK 9 

POTENT: 100,000 OHMS 210% 
COHPOSITION, LINEAR, 2 WATTS. TYPE 2, 
SCREWORIVER SHAFT 1-5/32" LONG. 


W/3/42 v CWlESO-682059- 
WAR. 43 22, tSSUE 13 


€8Z631266 RADAR MARK $ 

POTENT: 50,000 OHMS +1304 

COMPOSITION, LINEAR, 2 WATTS. TYPE 2, 
SCREWORIVER SHAFT 1-5/32" LONG. 


W/3/42 J CWSESO-682059- 
MAR. 43 23, ISSUE 15 


CHRGEF1267 ML,-1 
RESISTOR ASSEMBLY: INPUT 
140 TO 120 VOLTS DC, 1.6 AMPS. OUTPUT 32 
VOLTS DC, 1.6 AMPS. CONSISTS OF ONE 
SERIES COMBINATION OF TWO 50 OHM, 75 
WATT DISSIPATION WIRE WOUND RESISTORS 
AND ONE SERIES COMBINATION OF ONE 25 OHM 
25 WATT AND ONE 400 OHM, 100 WATT WIRE 
TIB142 395-36 d¥db15°2 

WAR. 43 ISSUE 3 


WOUND RESISTORS. 


stay FIRST ASSIGNED FOR | ONASERBAYING, 
CNR 
Geet 631275 toe RE 134 372 
RESISTOR: 4000 OHMS STYLE Y 
WIRE WOUND. 


c1R 631268 sc 

RESISTOR: 22 OHMS 

WIRE WOUND, 1 WATT. NON-INOUCTIVE. TYPE 
NUMBER TO BE FOLLOWED BY DASH AND TOLER- 
ANCE. 


(-19 
7/8/42 Wi-3 420.579 
AUG. 42 


ciR631269 sc 

RESISTOR WIRE WOUNDS 

10C0 OHS 1 WATT. NON-INDUCTIVE. 
TYPE NUMBER TO BE FOLLOWED BY DASH 
AMD TOLERANCE. 


“Cu5BA-10130-5, §SS 9 


+4) 
7/8/42 WH-3 A20.379 
FEB. 45 SSEE ABOVE 


ciR631270 sc 

POTENTIOMETER: 100,000 OHMS 

COMPOSITION, LINEAR, 2 WATTS, FLAT SHAFT 
REPLACEMENT POTENTIOMETERS HAVE 2-2NCH 
SHAFT LENGTH. 


2/8/42 cP CRPs0LG40-S010 
AUG. 42 su8 9 


ci1R631271 $s¢ 
POTENTIOMETER2100,000 OHMS 
COMPOSITION, LINEAR, 2 WATTS, SLOTTED 
SHAFT, LENGTH 2/82, 


7/8/42 cP CRP SDLG40-S5010 
AUG. 42 sus a 


cirR631272 sco 

POTENTIOMETER:500.000 OHMS , 
COMPOSITION, LINEAR. 2 WATTS, FLATTED 
SHAFT. REPLACEMENT POTENTIOMETERS HAVE 
2-UNCH SHAFT LENGTH. 


3/8/42 cP CRP3DLC40-S008 
AUG. 42 gus 0 


caG6312735 8 8=6SG 
POTENTIOMETER:100,000 OHMS 

WIRE WOUND, 25 WATTS, ROUND SHAFT. 
TAPER IS ESSENTIALLY LINEAR, CALIBRATED 
CAM. 


7/8/42 433-ACS1 


433-°2E & 4335-1 
WAR. 43 iy 


CA0 631274 RADAR HK.384 

RESISTOR: 25,000 OHMS +10% 

WIRE WOUND. TAB TERMINALS 15/32" HICH 
AND 1/4" WIDE, ARE LOCATED 1/2" FROM 
EACH END OF TUBE. TUBE IS 5" LONG AND 
HAS OD OF 15/16", COMPLIES WITH GRADE 1, 
CLASS 2 REQUIREMENTS OF RE 135A 322J. 
RATED GO WATTS. (-E10) 
V/V7/42 BS" WX, #219 
AUG. 42. TERHINALS 


CWSESA-590985 
ISSUE 1 


CE) ¥CGSH-7465156-37 REY 2 
7/V8/42 LADS CRY3M-440240-8 
AUG. 43 suB 1 * 


con631276 SE 

POTENT: 5000 OHMS 410% 

WIRE WOUND. LINEAR, 50 WATTS, TYPE 2, 
SCREWORIVER SHAFT 17/32" LONG. MAXIMUM 
CURRENT §S 0.1 AMPS. HAS A FIXED SECTION 
BETWEEN O AND 1400 OHMS AND A VARIABLE 
SECTION BETWEEN 1400 AND 5000 OHKS. 


W/21/42,0«Ood KS-5954 
AUG. 43 List 03 


com631277 SE 

RESISTOR: 7,500 OHMS 

WIRE WOUND, | WATT. TYPE NUMBER TO BE 
FOLLOWED BY A DASH AND TOLERANCE. 


€-1) 
7/21/42 9218 
BAR. 43 


Ba-10023 


CoM631278 SE 

RESISTOR: 700,000 OHMS, 

WIRE WOUND, 1 WATT. TYPE NUMBER TO BE 
FOLLOWED BY A DASH AND TOLERANCE. 


Co) 
W242 98 
WAR. 43 


BA-10023 


cou631279 se 

RESISTOR: 1 MECOHM, 

lt WATT. TYPE NUKGBER TO BE FOLLOWED BY A 
DASH AND TOLERANCE. 


Cet) 
7/21/42 9844 
RAR. 43 


BA-10025 


com631280 sé 

POTENT: 500 OHMS +10% 

WIRE wOUND, LINEAR, 225 WATTS. ROUND 
SHAFT 3/8" DIA X 1-7/8" LONG. INCLUDES 
A 100 OHM SWITCH RHEOSTAT. (CAT #0151, 
MODEL H). MAX CURRENT 13 0.8 AMPS. 


7/23/42 MODEL P KS-5934 
AUG. 43 SPECS 116038 LisT ol 


con631281 sé 

POTENTIOMETER: 500 OHMS 

£108 WIRE WOUND LINEAR, 225 WATTS. TYPE 
1, ROUND SHAFT, 3/87 DIAMETER X 2" LONG, 
SAME AS -631280 EXCEPT HAS NO SWITCH. 
MAX CURRENT JS 0.8 AMPS, 


7/23/42 MODEL Ps gpec COMSKS-5934 


AUG. 4s Piz7e6 List 02 
631282 Toe RE 135A 372 
RESISTOR? 1950 OHMS STYLE 0 


WIRE WOUND. 


CF) 
7/23/42 CSFs 
AUG, 42 


NAVSHIPS 900,109 


ARASH? BANAL TU A 


RESTRICTED 


Class 6 3—Resistors—Potentiometers— Attenuators 


3.63-57 


DEAGHATION —_|FIRST ASSIGNED FoR | ORG RCKMSN | DENGKATION [FIRST AssioneD For | RAPLGROMHE, | 


oa FIRST ASSIGNFO FGR ORR xia | 


631233 toe RE 13A 372 


C8Z 631291 RADAR MARK 8 
RESISTOR: KIRE WOUND STYLE D POTENT: 1,000 OHMS +10% 
7&.000 OHMS, COMPOSITION, LINEAR, 2 WATTS. TYPE 1, 


ROUND SHAFT. REPLACEMENT POTENTIOMETERS 
HAVE 2-UNCH SHAFT LENGTH. 


*CBM:758-30000, SHTI ALT I 

(&) 

7/23/42 CAO: CWSESA-682068-56 8/17/42 CWsESO-682059- 
FES. 45 CiR:FB-7-¢ tSSUE 14 * WAR. 43 250 ISSUE $3 


631284 RBL,-1,°2 RE 13A 492 C82 631292 RADAR MARK 6 
POTENTIOMETER: 750 OHMS POTENTIOMETER: 1500 OHMS +10% 
WIRE WOUND, LINEAR, 1-1/2 WATTS. SLOT~- COMPOSITION, LINEAR, 2 WATTS. TYPE 2, 
TED SHAFT. LENGTH 1/2". SCREWORIVER SHAFT 3/4" LONG. 


7/26/42 CMC3P-58-750 CNA;3D-535 8/17/42 J CWES0-682059- 
AUG. 42 EXCEPT BUSHING 7/20/42 MAR. 43 26, ISSUE 13 


631285 R6L,-1,-2 RE 13A 492 C8Z 631293 RADAR MARK 8 
POTENTIOMETER: S000 OHMS POTEWTS 2,900 OHNS 410% 
WERE WOUND, LINEAR, J-1/2 WATTS. ROUND COMPOSITION, LINEAR, 2 WATTS. TYPE 2, 
SHAFT, LENGTH 7/8". REPLACEMENT POTEN- SCREWORIVER SHAFT 1-1/4" LONG. 
TIOMETERS TO HAVE 2-dNCH SHAFT LENGTH. 


2/26/42 CMCSP-58-5000 CNAD-771, . B/17/42 0 CW:ES0-682059- 
AUG. 42 7/20/42 WAR. 43 27, ISSUE 13 


631286 RBL,-1,-2 RE 13A 492 CBZ 631294 RADAR MARK 8 


POTENTIOMETER: 10,000 OHMS POTENT: 2,500 OHMS 10% 
WIRE WOUND, 1-1/2 WATTS, ROUND SHAFT. COMPOSITION, LINEAR, 2 WATTS. TYPE 3, 
LENGTH 27/8". RIGHT HAND TAPER: 12-1/2/ FLAT SHAFT. REPLACEMENT POTENTIOMETERS 


25/50/100% OF RESISTANCE VALUE FOR 25/ 
$0/75/100% OF ROTATION. REPLACEMENT 
POTENTIOMETER 10 HAVE 2-INCH SHAFT 


HAVE 2-iNCH SHAFT LENGTH. 


LENGTH. 

7/26/42 CMCSP-58-10000V CNA:D-771, B/i7/42 CW:ES0-682059- 

AUG. 42 2/20/42 MAR. 43 28, ISSYE 13 
631287 Rer.-1.-2 RE 13A 492 €8Z 631295 RADAR KK 8 


POTENTIOMETER: 25,000 OHMS POTENTIOMETER COMPOSITION 

WERE WOUSD, LINEAR, J-1/2 WATTS. ROUND RATED 200.000 OHMS LINEAR, 2 WATTS. TYPE 

SHAFT, LENCTH 7/8". REPLACEMENT POTEN- 1, ROUND SHAFT. REPLACEMENT POTENTIO- 

TIGHETERS TO HAVE 2-4NCH SHAFT LENGTH. METERS HAVE 2-&NCH SHAFT LENGTH. YYPE 
NO. TO BE FOLLOWED BY DASH & TOL. IN &. 


#COU PT. NO 1-185, CRVSP-719567-18 REV 4 

*CWIESO-682059-31, 39, 42, #SSUE 13 
7/26/42 ~CMCS3P-58-25000 CNASD-771, a/i7442 J CHZ:PT-1036 
AUG. 42 7/20/42 FEB. 45 U-2042 CR REV oO * . 


cmc 631288 Rao-2 : €8Z 631296 RADAR MARK 9 

POTENTIOMETER:S1000 OHMS +108 POTENT: 25,000 OHMS +10% 

WIRE WOUND, 1 WATT, LINEAR TAPER. COMPOSITION, LINEAR, 2 WATTS. TYPE 2 
SCREWDRIVER SHAFT 1-1/4" LONG. 


8/3/42 MH-1000 CNASO-83%, 8/20/62 ¥ CWSES0-682059- 


AUG. 42 6/26/42 MAR. 43 44, ISSUE 13 
CBN651289 RAO0-2 €82631297 RADAR MARK 9 
POTENT: 500,000 OHMS 410% POTENT? 25,000 OHMS +10% 
COMPOSITION, 1 WATT, LINEAR TAPER, COMPOSITION, LINEAR, 2 WATTS. TYPE 3, 
ROUND SHAFT. REPLACEMENT POTENTIOMETERS FLAT SHAFT. REPLACEMENT POTENTIOMETERS 


HAVE 2-iNCH SHAFT LENGTH. HAVE 2-INCH SHAFT LENGTH. 


8/3/42 B-128 CNA30-834, 8/20/42 J CW3ESO-682059- 
AUGe 42 6/26/42 MAR. 43 45, ISSUE 13 


C62§31298 RADAR HARK 10 


csF 651290 RaA0-2 
POTENTIOMETER: 60 OHMS *+10% 


RESISTOR WIRE WOUND 


5,000 OHMS, 5 WATTS. PIGTAIL TERMINALS, COMPOSITION, LINEAR. 2 WATTS. TYPE 2, 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. SCREWORIVER “SHAFT. 8/8" LONGs 
IN Ss 


*CBM3758-888, ALT 1 


(410 45) 
B/3/42 SK CNATD-826, B/20/42 J CWSESO-682059+ 
* HAR. AS 34, ISSUE 15 
FEB. 45 6/26/42 sina 


WsuED 


602631299 RADAR MARK 10 

POTENT: 200,009 OHMS t10% 
COMPOSITION, LINEAR, 2 WATTS, TYPE 2, 
SCREWDRIVER SHAFT 8/8" LONG. 


8/20/42 J CWsES0-682059- 
WAR. 43 35, ISSUE £3 


c8z 631300 * see BELOW 

PoTeénT: 25000 ONMS 410% 

COMPOSITION, LINEAR, 2 WATIS. TYPE 2, 
SCREWORIVER SHAFT 5/8" LONG~ 


* RADAR MARK 10 
e/20/42 Vl CW3ES0-682059- 
MAR. 43 36 HSSUE 13 


C82 631301 RADAR MARK 10 

POTENT: 25,000 OHMS +10% 
COMPOSITION, LINEAR, 2 WATTS. TYPE 2,4 
SCREWORIVER SHAFT 5/8" LONG. 


8/20/42 ¥ CWSES0-682059- 
MAR. 43 36, ISSUE 43 


€BZ631302 RADAR MARK 30 
POTENTIOMETER COMPOSITION: 

RATED 28,900 OhMS, 2 WATTS, LINEAR 
TAPER, BUSHING LENGTH 3/8" TYPE 1 ROUND 
SHAFT, REPLACEMENT POTENTIOMETER HAVE 

2" SHAFT LENGTH. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN PERCENT. 
*CRVSP-749567-16 REV 4 CMEZA-313-2 CHG O 
as20742 J CwzES0-682059- 
MAY 45 38, ISSUE 13 * 


CBZ 631303 RADAR MARK 10 

POTENT: $00,000 OHMS +tO% 

COMPOSITION, LINEAR, 2 WATTS. TYPE J, 
ROUND SHAFT. INCLUDES 3-AMP, 125-VOLT 
SPDT SWITCH. REPLACEMENT POTENTIOMETERS 
HAVE 2-3NCH SHAFT LENGTH. 


8/21/42 CH3ESO-682059- 
MAR. 43 40, «SSuE 13 


CBZ 631304 RADAR MARK 10 
POTENT(OMETER COMPOSITION: 

RATED 25,000 OHNS LINEAR, 2 WATTS. TYPE 
2, SCREWORIVER SHAFT 1/2" LONG. TYPE NO. 
TO 8E FOLLOWED BY DASH AND TOL. IN Se 


*CAOS3A-105087C REV O COU 1-188 
B/21444 Crs&S0-682059~ 
FEB. ‘45 41, ISSUE 135 * 


€02631305 RADAR MARK 10 
POTENTIOMETER:100 OHMS +10% 
COMPOSITION, LINEAR, 2 WATTS. TYPE 2, 
SCREWORIVER SHAFT 1/2" LONG. 


8/21/42 9 CWZESO-682059- 
MAR. 43 43, ISSUE 13 


c8z- 631306 st 

POTENTIOMETER COMPOSITION: 

RATED 1000,008 OHMS. LINEAR, 2 WATTS. 
TYPE 2, SCREWDRIVER SHAFT 3/4" LONG. 
TYPE NO. TO BE FOLLOWED @Y DASH AND TOL, 
IN S$. 


MCMDIRV-8-1SS 0,CGrP~7764622-8 REY. 9 
B/21/a2 gd CwWSESO-6452059- 
MAY 45 33, ISSUE 13 * 


pare | “AAURAGANNS | _ HANRTACTRAERT 


cate, | “RUHARTHAEE'S [BUDA 


[on | “SUA | cA | 


RESTRICTED 


NAVSHIPS 900,109 


3.63-58 
deaths Firsr assignep ror | on AirecReKHiSn 


Class 6 3—Resistors—Potentiometers—Attenvators 


BENGE [nase assionen ron | oRAEGRARR, | | oRRLARRS, [rest asionen ror | AMMSRANINS, | 


CHA 631307 GENERAL USE 
POTENTIOMETER?150,000 OHMS 
COMPOSITION, LINEAR, 2 WATTS. TYPE 3, 
FLAT SHAFT. REPLACEMENT POTENTIOMETERS 
HAYE 2-INCH SHAFT LENGTH. TYPE NUMBER 
TO BE FOLLOWED BY¥ A DASH AND TOLERANCE, 


(-109 
8/24/42 173854 CWZESO-682046- 
MAR. 43 35, ISSUE 15 


CHA631307A RADAR MARK 9 
POTENTIOMETERS150,000 OHMS 

COMPOSITION, LINEAR, 2 WATTS, TYPE 3, 
FLAT SHAFT. REPLACEMENT POTENTIONETERS 
HAVE 6-INCH SHAFT LENGTH. SAME AS 
~631307 EXCEPT FOR SHAFT LENGTH. TYPE 
NUMBER TO BE FOLLOWED BY DASH AND TOLER- 


ANCE. €-50) 
8/24/42 6 23:854 CWZESO-682046- 
AUG. 42 33, %§iSSUE 9 


cvA 631308 sH 

POTENT: 250,000/250,090 Q 

COMPOSITION, DUAL, LINEAR, 2 WATTS, 
TYPE 1, ROUND SHAFT. REPLACEMENT POTEN- 
TIOMETERS HAVE 2-INCH SHAFT LENGTH. 
TYPE NUMBER TO RE FOLLOWED BY A DASH 
ANO TOLERANCE. 


(-10) 
8/24/42 173851 CWrESO-682046- 
MAR. 43 34, ISSUE 15 
32631309 ” SEE BELOW 
POTENTIONETER: 2 MEGOHMS 

COMPOSITION LENEAR, 2 WATTS. TYPE 2, 
SCREW DRIVER SHAFT 1/2" LONG. TYPE 


NUMBER TO BE FOLLOWED BY A DASH AND 
TOLERANCE. (-10) 


* RADAR MARK 8 


9/9/42 J CWLES0-682059- 
HAR. 43 46 WSSUE y3 
631310 se RE 13a 492 


POTENT: 5,000/5,000 OHMS, 

LINEAR, 4 WATTS. TYPE 1, ROUND SHAFT. 
REPLACEMENT POTENTIOMETERS HAVE 2” SHAFT 
LENGTH. 


8/24/42 CMA:173355 CusES0-682046- 
MAR. 43 40. ISSUE tS 


cMA631311 SH 

POTENT: 25.000/25,000 OHMS 

COMPOSITION, LINEAR, 2 WATTS, TYPE 3, 
FLAT SHAFT. REPLACEMENT POTENTIOMETERS 
HAVE 2-I1NCH SHAFT LENGTH. SAME AS 
*631150 EXCEPT FOR CASE ANO TERMINALS. 
TYPE NUMBER TO BE FOLLOWED B¥ A DASH AND 


TOLERANCES. (-10) 
8/24/42 173857 CW3ES0-€82046 - 
MAR. 43 42 tSSUE 45 


cuA631312 SH 

POTNET:50,000/50,000 OHMS 

COMPOSITION, OUAL, LINEAR, 2 WATTS. TYPE 
2. SCREWORIVER SHAFT 2-iNCHES LONG. SAME 
AS ~-631451 EXCEPT FOR CASE ANDO TERMINALS 
TYPE NUMBER TO BE FOLLOWED BY A DASH AND 


TOLERANCE. 

(+508 

8424/42) 173858 CWSES0-682046- 
MAR, 43 43, ISSUE 156 


CIR631313 dAQ 

POTENTIOMETER COMPOSITION: 

RATED 10,000 OHMS 1 WATT. 0/45/50/60/ 
7O/100% CLOCKWISE ROTATION CORRESPONDS 
TO 100/23/15/6/2/0% RESISTANCE. TYPE 1, 
ROUND SHAFT, REPLACEMENT POTENTIOMETER 


TO HAVE 2% SHAFT. TYPE NO. TO BE FOLLOWEL 


BY A 01R631313 
DASH AND TOLERANCE IN PERCENT. 


c1R 631314 .DAH-1, DAG 

POTENTIONETER COMPOSITION 

RATED | MEGOHM, 1/2 WATT. LOGARITHMIC 
TAPER, RESISTANCE INCREASES WITH CLOCK~ 
WISE ROTATION. TYPE $3, ROUNO SHAFT. RE- 
PLACEMENT POTENTIOMETER TO HAVE 2” SHAFT 
LENGTH. (-10.-20) TYPE NO. FO BE FOLLOW- 
PHPARTS $46 €2C28245, CNASH347 

18/29/42 «C TAPER "C* ET SF-34327-25 
NUN. 45 SLE ASQVE 


CIR- 631314 
EO BY DASH AND TOL. IN PERCENT. 


ca0631315 se 

RESISTOR: 45 OHMS #5% 

WERE WOUND 60 WATTS. MAX. TEMPERATURE: 
170°C, HIGH AMBIENT: +60°C, LOW AMBIENT 
*40°C, VOLTAGE RESISTANCE TO MOUNTING 
FEET: 250. FLAT TYPE WITH TWO MOUNTING 
FEET 4" APART, ANO THO TABS OUT THE SIDE 


CAOZK-41 064A 
50 WATT 


8/31/42 
OCT. 42 


CGrK-35 2735-1 
REV O 


ca0631316 sR 
RESISTOR; 500 OHMS *5% 
HIRE WOUND 50 WATTS. MAX. TEMPERATURE, 


170°C. HIGH AMBIENT: +60°C, LOW AMBIENT 
“40°C. VOLTAGE RESISTANCE TO MOUNTING 
FEET, 750. FLAT TYPE WITH TWO MOUNTING 


FEET 4" APART, AND TWO TABS OUT THE SIDE 


8/31/42 
OCT. 42 


CAOZK41 064A 
$0 WATT 


CG2K-3552735~2 
REV O 


CSA631317 SH 

PO TIOMETER? 10000 OHMS 

COMPOSITEON (DUAL), 2 WATTS EACH SECTION 
0/50/55/60/85/90/95/100% COUNTER-CLOCK- 
WIESE ROTATION CORZESPONDS TO O/I0/13/20/ 
35/90/95/100%8 RESISTANCE’ ROUND SHAFT. 
o@ CGEK-3SU851-1 KEV 1g EXCEPT FOR 1¥PE 
SHAFT 
9/1442 c 
OCT. 42 


@ SEE ABOVE 


¢sa 631317 
REPLACEMENT POTENTIOMETERS HAVE 2" SHAFT 
LENGTH. TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND TOLERANCE. (-20) 


crc 631318 sn 

POTENTIONETER: 2 MEGOHMS 

COMPOSITION 1/2 HATT, LINEAR. TYPE t, 
ROUND SHAFT. REPLACEMENT POTENTIOMETERS 
HAVE 2° SHAFT LENGTH. TYPE NUMBER TO BE 
FOLLOWED BY A DASH AND TOLERANCE. ¢-20) 
@ CG:K-35U733-1 REV 1; EXCEPT FOR TPE 


631319 sw 
POTENTIOMETER COMPOSITION 
500000 OHMS 1/2 WATT, LINEAR, TYPE JI, 
ROUND SHAFT. REPLACEMENT POTENTI@METERS 
HAVE 2" SHAFT LENGTH. TYPE RO. TO BE 
FOLLOWED BY A DASH AND TOLERANCE. (-20) 
¥CGSK-353735-2,3 REV 1; EXCEPT FOR TYPE 
SHAFT CFE350.185 ALT O 
9/1/42 cics35 CRV2M-440424-20 
AUG. 44 sua ste 


c1C 631320 sK 

POTENT: $00000/500000 2 

COMPOSITION (DUAL) LINEAR, 1/2 WATT EACH 
SECTION. TYPE 1, ROUND SHAFT. REPLACE 
MENT POTENTIOMETERS HAVE 2" SHAFT LENGTH 
TYPE NUMBER TO BE FOLLOWED BY DASH ANDO 
@ CCtK-35u234-2 REY 1; EXCEPT FOR TYPE 
SHAFT 


9/1/42 CTCs2-35 @ SEE ABOVE 
OCT. 42 
cre 631320 
TOLERANCE. 
(+20) 
631321 SC-2. SC-3 RE 13A 492 


POTENT: 100097100 OHNS 

WIRE WOUND (DUAL) LINEAR. SECTION At 4 
WATTS, SECTION 8: 2 WATTS. TYPE 3, FLAT 
SHAFT, 1-3/8" LONG. REPLACEMENT POTEN- 
TiOMETERS HAVE 2” SHAFT LENGTH. 


9/1/42 eMC 
OCT. 42 


CGsK-355932-1 
REV O 


cez- 631322 sc-2, sc-3 

POTENTIOMETER COMPOSITION: 

RATED 100,000 OHMS LINEAR, 2 WATTS. TYPE 
3, FLAT SHAFT, 1-1/8" LONS, REPLACEMENT 
POTENTIOMETERS HAVE 2" SHAFT LENGTH, 
TYPE NUMBER TO BE FOLLOWED BY A DASH AND 


TOLERANCE.  (¢-10) 

9/t/42 J CG2K=355501-6 
MAY 45 REV 9 
€62-631323 sc-2 sc-3 


POTENTIOMETER COMPOSITIONS: 

RATEO 100,000 OHMS, LINEAR, 2 WATTS, 
TYPE 2, SCREWDRIVED SHAFT, I* LONG. TYPE 
NUMBER TO BE FOLLOWED BY A DASH AND TOL- 
ERANCE, 


(-10) 
9/1/42 J CG2K-35)501-5 
MAY 45 REV 9 


cBzZ- 631324 sc-2, sc-3 

POTENTIOMETER COMPOSITION: 

RATED 20000 OHMS LINEAR, 2 WATTS. TYPE 
2 SCREWDRIVER SHAFT, #" LONG. TYPE NUM~ 
BER TO BE FOLLOWED BY A DASH AND TOLER- 
ANCE. 


(+10) 

9/1/42 CBlsu CGIK-35J501-7 

MAY 45 REY 9 
631325 sc-2, sc-3 RE 134 492 


POTENTIOMETER: 20 OHMS 

WIRE WOUND LINEAR, 4 WATTS. TY¥PE 1, 
ROUND SHAFT. REPLACEMENT POTENTIOMETERS 
HAVE 2" SHAFT LENGTH. 


(40) SHAFT 8 CG2K-27U311-17 SHEET 2, REV 9 EXCEPT 
6/29/42 CP TAPER E CFTSF-34327-2K 9/1/42 35 @ SEE ABOVE FOR SHAFT 
FEB. 45 PART 7 OCT. 42 9/1/42 CTC E25 @ SEE ABOVE 
Assign ‘Assienes’ OCT. 42 
psuep ISSUED 
Wi " “ 
ice pare MBSUEARTHORS [MANIATIS DATE MATHERS | BANHIATTUER, pare | MMWAGTHSEE? | GRSSHTACRUNEA, “| 


NAVSHIPS 900,109 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenvators 


OAM [vase assionep ror |. HANERRAYING, 


3.63-59 


CNEL, [rust assoneo von | AMAMYNG | [GROUT [rast assroneo ror | AMPLY | 


631326 * SEE BELOW RE 13A 492 
POTENTIOMETER: 100 OHMS 
WIRE WOUND LINEAR, 2 WATTS. TYPE 1, 
ROUNO SHAFT. REPLACEMENT POTENT IOMETERS 
HAVE 2" SHAFT LENGTH. 


# RADAR MARK 11 
9/4/42 CMASTYPE M4 COSK-35 5164-1 
OCT. 42 CMC:P58 SERIES REV 5 


631327 sc-2, SC-3 RE 135A 492 
POTENTIONETER: 400 OHMS 
WIRE WOUND LINEAR, 25 WATTS. TYPE 1, 
ROUSNO SHAFT. REPLACEMENT POTENTIOMETERS 
HAVE 2" SHAFT LENGTH. 


@ CGzK-35J616-1 REV 2 EXCEPT FOR SHAFT 
9/1/42 COMSH ® SEE ABOVE 
OCT. 42 


CiR631328 SN 

POTENTIOMETER:250000 OHMS 

COMPOSITION 1/2 WATT, LOGARITHMIC TAPER. 
TYPE 2, SCREW DRIVER SHAFT, 5/8" LONG. 
INCLUDES LOCKING NUT. TYPE NUMBER TO BE 
FOLLOWED B¥ A DASH AND TOLERANCE. 


(-10) 
974742 C TAPER "C™ CG2K-8078978-t 
OCT. 42 REV O 


ciR631329 SN 

POTENTIOMETER: 1 MEGOHM 

COMPOSITION 1/2 WATT, LOGARITHMIC TAPER. 
TYPE 2, SCREW DRIVER SHAFT, 5/8" LONG. 
INCLUDES LOCKING NUT. TYPE NUMBER TO BE 
FOLLOWED BY A DASH AND TOLERANCE. 


¢-10) 
9/1742 C TAPER CY CG2K-8272002-1 
OCT. 42 REV 0 

631330 SN RE 134 372¢ 
RESISTOR: 1600 OHMS STYLE T 
WIRE WOUND 
CAO¢CF 
g. 4742 CAOZ CG3M-7465155-33 
OCT. 42 REV I 


CIR631331 SH 

POTENTIOMETER:100000 OHMS 

COMPOSITION 1/2 WATT, LOGARITHMIC TAPER. 
TYPE 2. SCREW ORIVER SHAFT, 5/8" LONG. 
INCLUDES LOCKING NUT. TYPE NUMBER TO BE 
FOLLOWED BY A DASH AND TOLERANCE. 


{-tod 
9/1/42 C TAPER "Cc" COrK-8078977-1 
OCT. 42 REV O 


c1R 631332 sc-2, sc-3 

POTENTIOMETER: 10000 OHMS 

COMPOSITION 1/2 WATT, LINEAR. TYPE 1, 
ROUND SHAFT. REPLACEMENT POTENTIOMETERS 
HAVE 2" SHAFT LENGTH. TPE NUMBER TO BE 
FOLLOWED BY A DASH AND TOLERANCE. 


(-10) 

8 CG3K-355612-2 REV O EXCEPT FOR SHAFT 
9/2/42 cs @ SEE ABOVE 
OCT. 42 


631333 se-2, sc-3 
HEATER RESISTORS 250 OHMS 
WIRE WOUND 415 VOLTS AC/OC, 50 WATTS HOT 
MEETS PERFORHANCE REQUIREMENTS OF RE 134A 
372. 


(=D) 
grer42  CGLZA301 CG:K-35N901 
MAR. 43 REY 3 


631334 Sc-2, SC-3 RE 13K 3928 
RESISTOR: 80 OHMS STYLE ¥ 

WIRE WOU!0 TYPE NUMBER DOES NOT INDLUDE 
MOUNTING BRACKETS. 


caasr 
912/42 CAO:2"A80, WITH CGSK-275337-6 
OCT. 42 219 TERMINALS REV 8 


631335 sc-2, St-3 RE 135A 372u 
RESISTOR: 500 OHMS STYLE ¥ 
WIRE WOUND TYPE NUMBER BOES NOT ¢NCLUDE 
MOUNTING BRACKETS. 


rag 
962742 coms 3526 CO:K-275337-7 
AUG, 43 CAOS2A REY 6 


631336 sc-2, sc-3 
RESISTOR, WIRE WOUND 
RATED 2500 OHMS, 25 WATTS, TAB TERMINALS, 


#CGSK-2753357-9 REV & 


CAQUF 
9/2/42 CAOz2"A WITH CW3BA-10051-45 
SEPT. 44 iss. 17 *C ABOY 


631337 * SEE BELOW RE 135A 492 
POTENTIONETER? 25000 OMS 
WIRE WOUND LINEAR, 4 WATTS. TYPE 2, 
SCREWDRIVER SHAFT, TI/1G"' LONG. 


# RADAR MARK ff 
9/3/42 CMC;SERIES 10 CGsK-35J546-2 
Oct. 42 REV O 


631338 so-s 
POTENTIOMETERS 1 MEGOHM 
COMPOSITION LINEAR, 1/2 WATT. SCREW- 
DRIVER SHAFT, LENGTH 5/8". TYPE NUMBER 
TO BE FOLLOWED BY A DASH AND TOLERANCE 
iN PER CENT. 


(-15) 
9/4/42 GIRSCSM, CTC235 CRY?P-721104-8 
psc. 44 sus? 

631339 so-3 RE i3A 492 


POTENTIOMETER, WIRE WOUND 

RATED 25 OHMS, 25 WATTS, LINEAR. ROUND 
SHAFT. REPLACEMENT POTENTIOMETERS TO 
HAVE 2" SHAFT LENGTH. 

TYPE NO. TO BE FOLLOWED BY OASH AND TOL. 
UN PERCENT. 


9/4/42 CIRSPR-25 CRV3K-876476-1 


FEB. 45 suB 0 
631340 so-3 RE 135A 392 

RESISTOR: 5500 OHMS STYLE DO 

WIRE WOUND 

FD) 

9/4/42 CHD: 

OCT. 42 


CIR 631341  DaAH-# 

POTENTIOMETER: COMPOSITION: 

DUAL TYPE. FRONT SECTION 1 MEGOHM, 
LINEAR, 172 WATT. REAR SECTION 10,000 
OHMS, 100/15/6/4/0% RESISTANCE FOR O¢ 
50/60/70/100% CLOCKWISE ROTATION, 1.02 
WATT. ROUND SHAFT. REPLACEMENT POTENTIO- 
METERS TO HAVE 2-iNCH SHAFT LENGTH. TYPE 
9712742 GSEE PLATE 2 CFT SF -34327-26 
OCT. 42 PART t 


oars | MBYMEAR THREES SMTA 


ASSIGNED 
tssuro 


CtR631341 


NUMBER TO BE FOLLOWED BY A DASH AND 
TOLERANCE 3H PER CENT. 


GI¥VPE C, FRONT TAPER A, REAR TAPER E. 


CiR 631342 ODAH-I 

POTENTIOMETER: 10000 OHMS 

COMPOSITION 100/15/6/4/0% RESISTANCE FOR 
0/50/60/70/100% CLOCKWISE ROTATION, 1/72: 
WATT. SCREWDRIVER SHAFT, SHAFT LENGTH 
¥/2". TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND TOLERANCE ¢h PER CENT. 


9/12/42 TYPE C, TAPER E€ CFI3F-34327-2€ 
OCT. 42 PART 2 


18 634343 = DdaH-t 

POTENTIOMETER: $0000 OHMS 

COMPOSITION LINEAR, 1/2 WATT. SCREW- 
DRIVER SHAFT, SHAFT LENGTH 1/2". TYPE 
NUMBER TO BE FOLLOWED B¥ A OASH AND 
TOLERANCE IN PER CENT. 


9/12/42 TYPE C CFT SF -34329-2C€ 
OCT. 42 PART 3 


ctR 631344 Ddan-t 

POTENT: 500,000 OHMS 

COMPOSITION LINEAR, 1/2 WATT. SCREW- 
DRIVER SHAFT, SHAFT LENGTH t/2". TYPE 
NUMBER TO BE FOLLOWED BY A DASH AND 
TOLERANCE IN PER CENT. 


9/12/42 TYPE C CFTSF-34329-2€ 
OCT. 42 PART 4 


631345 se RE i3A 492 
POTENTIOMNETER: 35/75 OHMS 
WIRE WOUND OVAL, LINEAR, 4 WATTS. TYPE 
¥, ROUND SHAFT. REPLACEMENT POTENTIOME- 
TERS HAVE 2" SHAFT LENCTH. 


9/14/42 CHAI 73937 CWSES0-682046- 
MAR. 43 4) ISSUE 15 
631346 SE RE 3A 492 


POTENTiO“ETER? $0000 OHMS 
WERE WOUND LINEAR, 4 WATTS. TYPE 2, 
SCREWORIVER SHAFT 1/2“ LONG. 


9/14/42 CMAS1 73859 CWrES0-682046- 
HAR. 43 44 issue 18 
631347 sé RE 13A 492 


POTENTIOMETER: 250 OHMS, 
WIRE WOUND, LINEAR, 4 WATTS. TYPE 2, 
SCREWDRIVER SHAFT 172" LONG. 


9414742 CMA31 735860 CHSESO-682046- 
OCT. 42 46, ISSUE 15 


c0J631348 * sEE BELOW 

POTENT: 20,000 O4MS ase 

WIRE WOUND 6 WATTS, HON-LINEAR. TYPE 1, 
ROUND SHAFT. REPLACEMENT POTENTIONETERS 
HAVE 2" SHAFT LENGTH. 


OCWSESO-688868-b ISSUE Al; COJIR-22.129 


® RADAR MARK 8,9 & 10 


9/17/42 Coy:260 BT © SEE ABOYE 
RAR. 43 


MBER? | AENNLOCTUT 


a oe aera | 


RESTRICTED 


NAVSHIPS 900,109 


3.63-60 


Class 63—Resistors—Potentiometers—Attenuators 


| HALRB 


| pest assignen Fon | HASLARAYINS, | 


PEAT [Fast assionem ron | AAPA, 


oe Ton 


[rust assieneD #08 AER. _| 


coJ631349 se 


POTENT: 20,900 OHMS 46¢ 


WIRE WOUND 6 WATTS, LivEARe 
REPLACEMENT POTENTIONETERS 


ROUND SHAFT. 
WAVE 2" SHAFT LENCTH. 


9/17/42 CDJ:260 
MAR. 43 
Cw¥-631350 *see Below 


RESISTOR, WIRE WOUND 


TYPE I, 


COUSR-22.119 


RATED 6,080 OHNS, NON INDUCTIVE, 174 


WATT, PIGTAiL TERMINALS. 


TYPE NUMBER TO 


BE FOLLOWED BY A DASH AND TOLERANCE IK 


PERCERT. SIMILAR TO TYPE -6351730 

cn) 

RADAR MARK 8. 9 & 10 

9/28/42 CWZIL06A CHZESL-682056- 
HOV. 43 ISSUE 7 

cw 631351 *sEE BELOW 

RESISTOR: 20,000 OHMS, 

WIRE WOUND, NON-INOUCTIVE, IT WATT, PIG- 


TAIL TERMINALS. 


TYPE NUMBER TO BE 


FOLLOWED BY A DASH AND TOLERANCE, 


“RADAR BARK 8.9, AND 10 


C-t) 
9/28/42 
SEPT 43 


D-162748A 


cw- 631352 se 
RESISTOR: 600 OHNS 


CWSESL-682056- 
12, ISSUE 7 


4 


WIRE WOUND NON-ENOUCTIVE, 1/4 WATT, PIG- 


TAIL TERMINALS, 


TYPE NUMBER TO BE FOL- 


LOWED BY A DASH AND TOLERANCE. 


C42 


9/28/42 
SEPT 43 


CW ZT O6A 


CW-631353 SE 


RESISTOR: §,500 OHMS 


WIRE WOUND NON-}NOUCTIVE, 


TAIL TERMINALS. 


CW:ESL-682056- 
Issue 7 


1/4 WATT, PIG 


TYPE NUMBER TO BE FOL- 


LOWED BY A DASH AND TOLERANCE. 


Cot) 
9/23/48 
SEPT 43 


CWILOGA 


CWw-631354 SE 
RESISTOR: 7,500 OHMS 


WIRE WOUND NON-INDUCTIVE, 
TYPE NUMBER TO BE FOL~ 


TAIL TERMINALS. 


CWSESL-682056- 
ISSUE 7 


1/4 WATT, PEG 


LOWED 8¥ A DASH AND TOLERANCE. 


1) 


9/28/42 
SEPT 43 


CWrtO6A 


CW- 631355 se 


RESISTOR: 20,000 OHMS 


WIRE WOUND NON-2TNDUCTIVE, 


TAIL TERMINALS. 


5 


6 


CWZESL-682056-7 


ISSUE 7 


1/4 WATT, PIG- 


TYPE NUMBER TO BE FOL- 


LOWEO BY A DASH ANO TOLERANCE. 


t-1) 


9/28/42 
SEPT 43 


CWSTO6A 


cW- 631356 seé 
RESISTOR: 1,000 OHMS 


WIRE HOUND NON-INOUCTIVE, 


CWwLESL-682056-8 


ISSUE 7 


3/8 WATT. PIG- 
TAEL TERMINALS, TYPE NUMBER TO BE FOL- 
LOWED BY A DASH AND TOLERANCE. 


cW-631357 st 

RESISTOR: 150,000 OHMS 

WERE WOUND NON-INOUCTIVE, 1 WATT, PIG 
TALL TERMINALS. TYPE NUMBER TO BE FOL- 
LOWED BY A DASH AND TOLERANCE. 


(1) 
9728742 CHShO7A CWIESL-682056- 
SEPT 43 10 issue 7 


cw- 631358 se 

RESISTOR: 225,000 OHMS 

WIRE WOUND NON-INOUCTIVE, 1 WATT, PIGe 
TAIL TERMINALS. TYPE NUMBER TO BE FOL- 
LOWED BY A DASH AND TOLERANCE. 


c-1d 
9/28/42 CHI1O74 CWSESL-682056- 
SEPT 43 " ISSUE 7 


cua631359 sw 

POTENTIOMETER: 

COMPOSITION 4 SECTION, RATED 400,000/ 
100.000/100,000/100,000 OWNS, LINEAR, 2 


WATTS. TYPE 2, SCREWORIVER SHAFT 2" 

LONG. TYPE NUMBER TO BE FOLLOWED BY A 

DASH AND TOLERANCE. 

€20) 

9/28/42 173865 CMAZES0-682046- 

Oct. 42 46 ISSUE 15 
631360 oak RE 135A 492 


POTENTIOMETER: 30,000 OHNS 
WIRE WOUND, LINEAR, 4 WATTS, SCREWDRIVER 
SHAFT 5/8" LONG. 


CG EK-54I86 
REY 6 
9729742 CMC:P58-30000 CEI SF-402127-1A 
WOV. 43 SERIES 10 
631361 aro-t RE 134 492 


POTENTIOMETER-WIRE WOUND 

RATED 75,000 OHMS, LINEAR, 3 WATTS. TYPE 
1, ROUND SHAFT REPLACEMENT POTENTi0- 
METERS HAVE 2" SHAFT LENGTH. 


10/1/42 CMCIPS8-75000  CMDr4RI2 
NOV. 43 
631361-A ARo-1 RE 413A 492 


POTENTIOMETER-WIRE WOUND 

RATED 75,000 OHMS. LINEAR, 3 WATTS. 

TYPE 1 ROUND SHAFT REPLACEMENT POTENTIO- 
METERS HAVE 6" SHAFT LENGTH, 


10/18/43 CMHC3P58-75000 
WOV. 43 


CMDARIZ-A 


CoM631362 = ARod-t 

POTENTIOMETERS 5S OHMS 

WIRE WOUND LINEAR, 100 WATTS. TYPE 1, 
ROUND SHAFT. REPLACEMENT POTENT# OMETERS 
HAVE 2” SHAFT LENGTH. 


10/1/42 MODEL K 
oct. 42 
cBN 631363 ARD- 


POTENTIOMETER COMPOSITION 

RATED 50,000 OHMS, LINEAR, § WATT. TYPE 
1, ROUND SHAFT. REPLACEMENT POTENTIOME- 
TERS HAVE 2" SHAFT LENGTH. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. iM 


ASSIGHED 
tssutp 


631364 ARo-t RE 13A $92 
POTENTIONETER? 10000 ORNS 

WIRE WOUND LINEAR, 3 WATTS. TYPE 1, 
ROUND SHAFT. REPLACEMENT POTEXTIONETERS 


HAVE 2" SHAFT LEwGTH. 


10/1/42 CBN252)-010-072 CHDZ4R 16 
WI. 43 
631365 aro-t RE 13A 492 


POTENTIOMETER: 2000 ORMS 

WIRE WOUND LINEAR, 3 WATTS. TYPE 1. 
ROUND SHAFT. REPLACEMENT POTENTIOMETERS 
WAVE 2° SHAFT LENGTH, 


VO/1/42 CBN: 
OCT. 42 
C8N631366 = ARDd-t 


POTENTiOMETER: 25000 OHMS 

COMPOSITION LINEAR, 1 WATT. TYPE 1, 
ROUND SHAFT. REPLACEMENT POTENTIOMETERS 
HAVE 2" SHAFT LENGTH. TYPE NUNSER TO BE 
FOLLOWED BY A DASH AMD TOLERANCE. 


10/1/42 $4-010-1620 CMD:4 RIS 
AGG. 43 

631367 asB-6 RE 13a 372 
RESISTOR WIRE WOUND: STYLE ¥ 
100 OHMS. 
ces 


“CIRSOG WHTH TYPE 2 TERRIRALS. COM3138S0 
10¢5¢42 SEE ABOVE CRRSAVO77928 
AUG, 43 PART 3 


CBN631368 Ave 

POTENTIOMETER: 5000 OHMS 

COMPOSITION, LINEAR, 2 WATTS. TYPE 3, 
FLAT SdaAFT. REPLACEMENT POTENTIOREIERS 
HAVE 2-INCH SHAFT LENGTH, MEETS PER- 
FORMANCE REQUIREMENTS OF RE ISA 492. 
TYPE WUMBER TO BE FOLLOWED BY A DASH 


AND TOLERANCE. (-40) 
1Os6s42) OS CWIES-692526~-2 
Roy. 43 #SSUE 7 


cBZ631369 ave 
POTENTIOMETER?: 15,000 OHMS 

COMPOSITION, LINEAR, 2 WATTS, TYPE 3, 
FLAT SHAFT. REPLACEMENT POTENTIOMETERS 
HAVE 2-INCH SHAFT LENGTH. MEETS PER- 
FORMANCE REQUIREMENTS OF RE I3A 492. 
TYPE NUMBER TO BE FOLLOWED BY A SASH 
AND TOLERANCE. 
10/6/42) 
MOV. 45 


CW 3ES-692526-3 
tSSuE 7 


cuc 631370 sn 

POTENTIOMETER, WIRE 

WOUND: RATED 20 OHMS, LINEAR, 25 WATTS. 
TYPE 3, FLAT SHAFT. REPLACEMENT POTEN- 
TIOMETERS HAVE 2" SHAFT LENGHT. MEETS 
ELECTRICAL AND PERFORMANCE REQUIREMENTS 
OF RE 13A 492, 


10/15/42 CmcsPwW-25 
JUNE 45 


CG2K-35J616-2 
REV 4 


ciR 631371 sc 

POTENTIOMETER, COMPOSI - 

TION: RATED 50,000 OHMS, LINEAR, 2 WATT 
SCREW DRIVER SHAFT, SHAFT LENGTH 17/352". 
SPLIT BUSHING, LENGTM 11/32". 


(-20) 
Vi/s/a2 cP CRP3696-5026 
AUG. 43 MODIFIED Sua Oo 


(71) 
9/28/42 CWHITO6A CWIESL-682056-9 VOsI/42  CBNT1010098 CNA-FS72-1 
SEPT 43 ISSUE 7 FEB. 45 Rey 4 
ASUGNED 
sum 
[ pave | MAUWASTHREES | MNHLACTHAERAL { batt ARH | OTA. 


NAVSHIPS 900,109 


RESTRICTED 


part | MURISETREE? AAMT | 


Class 63—Resistors—Potentiometers—Attenvators 3.63-6] 


[__obnitaRt [ose assowee rox | uamgardy | [Ate [rasr asian vox | geareananiy | [ otASURR [rar asonee vox | oAAAARAUD, | 
C1R631372 st 631379 MaRK 12 RE 135A 492 cna 631387 ARK {f 
Be tee go6G louse 10% POTENT OMET ERSWIRE Sor Pactane eRe WOUND 
RATED 6900 OHMS. $0 WATTS, FERRULE WOUND (MULTIPLE): 3 SECTIONS. 40,000/ Daa A NHee dT WATT ae i rHERe ERBERS BUSHING 
TERMINALS. TYPE NUMBER TO BE FOLLOWED BY 40,000/20,000 OHMS WITH 40,000 OHM ib . EAS + 


LENGTH 1/47, SPECIAL ROUND SHAFT 3/4" 
LONG, TYPE NO, TO BE FOLLOWED BY DASH 
AND TOL. IN %. 


A DASH AND TOLERANCE. SECTIONS ON SHAFT ENO. 4 WATTS. LINEAR, 


TYPE 4 ROUND SHAFT. REPLACEMENT POTEN- 
TIOMETERS HAVE 2" SHAFT LENGTN. 


(-19) 
11/9/42 CIR:MPP CWES-682045-8 1/31/43 CMA:173868 CW:E£S0-682046- 
JUNE 43° 13/16" D FER issue 2 sue as ia, iseuecis 2/2/43 CHASS.P.0.13037 CG:K-7886018 
FEB. 45 REV O 
ciR631373 se 631380 MARK 12 RE 13A 492 cz 631388 HARK 11 
RES ISTOR-COMPOSITIONS POTENTIOMETER=WIRE 3 38 i : 
RATED 1 MEGOHM, 10 WATTS, FERRULE TERM~ WOUND: 2000 OHMS, LINEAR, 4 WATTS. TYPE POTENT ONE TER COnp ost Toe 
NALS. TYPE NUMBER TO BE FOLLOWED BY A - 2, SCREW DRIVER SHAFT, 3/4” LONG. UON00 0! ONS: ee MALES UNEAR TAPERS BUSH: 
a DASH AND: TOLERANCES (NG LENGTH 174", TYPE 2 SCREWORIVER 
SHAFT 7/16" LONG, TYPE NO. TO BE FOLLOW- 
ED BY DASH AND TOL. iN &. 
(-10) 
11/9/42 CIRSMPP CWrES-682045-5 1/31/43 CMA:173870 CW:ES0-682046- 
JUNE 4313/16" D FER. ISSUE 2 TaCycad So eeuceia 2/2/43 CalsJ CG:P-7764524-14 
4 FEB. 45 REV 3 
= 
C1C631374 so-3 631381 MARK 12 RE 13A 492 6 
POTER “METER-COM tT ‘ cB2 631389 MARK 11 7 
eee eee CONROE ELON: FOREN TONES ERS HERE POTENTI OMETER-COMPOSITION 
RaTéD 200,000 QHMS, &% WATT. 0/50/60/70/ WOUND: 20,000 OHMS, LINEAR, 4 WATTS. 20.000 Sunes 2 Watts LINEAR TAPER 
100 & ROTATION CORRESPONDS TO 100/15/6/ TYPE 2, SCREW DRIVER SHAFT, X™ LONG. Fie be % : 
2/0 % RESISTANCE. SCREW DRIVER SHAFT, : : EES SPV en COAG IVEE NG. Tame rake 
LENGTH 5/8". TYPE NUMBER TO BE FOLLOWED SUES EC Nese na Nee aul Coral), a0 BE GEOE 
BY A DASH AND PERCENT TOLERANCE. OWED BE DASH AANDS TOR SNe 
(-15) . 
41/27/42 CTC235 CRVP-221104-7 1/31/43 CMA:173871 CW2ES0-682046- 
2/2742 © CBZsd CGLP+7764524-4 
4 8 eee 
JUNE 43 SUB 8 JULY 43 $1 ISSUE 18 FEB. 45 REV 3 
cTc SD-3 4 
ete eal? CHA 631382 HARK 12 Bz 631399 MARK It 
ENTIOMETER-COMPOSITION?: POTENTIOMETER-COMPOS1- POTENTIOMETER-COMPOSITION 
RATED 25,000 OHMS, & WATT. 0/50/60/70/ TION: $00,000 OHMS, LINEAR, 2 WATTS. 75 6G aus PATTS LINEAR TAPER 
100 % ROTATION CORRESPONDS TO 100/15/6/ TYPE 2, SCREW DRIVER SHAFT, &” LONG. Cece vie eee ta cas TYEE a eeRe ute VER 
R 2/0 & RESISTANCE. ROUND SHAFT.(REPLACE- TYPE NUMER TO BE FOLLOWED BY A DASH AND Su fT Pian aK NG. TYPE N TO BE FOLLOW- 
MENT POTENTIOMETERS TO HAVE 2” SHAFT TOLERANCE IN PERCENT. A ONG « Soltis 
LexGTH.) TYPE NUMER TO BE FOLLOWED BY A OBL DASH ANODE OKs. UN. Ss 
(-15) DASH & TOLERANCE IN PERCENT. 
14727/42 CTCr35 CRViP-721104-6 V/30/43  CMA173872 CWrES0-682046- 
272743 = cBzsu CGIP-7764524-6 
JUNE 43 8 : 
SUB 8 JULY 43 62 ISSUE 18 Fea. ae pens 
CIR631376 OAA-2 631383 MARK 12 RE 135A 492 cez 631391 MARK It 
PO TENTEO BET ERS ; POTENT LONE TER SH RE POTENTLOMETER-CONPOSITION 
15000 OHNS.COMPOSITION. TAPERED BOTH WOUND: 5000 OHMS, LINEAR, 4 WATTS. TYPE 0.5 KEGOHMS, 2 WATTS. LINEAR TAPER 
EHOS, SCREW DRIVER SLOT SHAFT 31/32" 2, SCREW DRIVER SHAFT 3/4” LONG, nei uG- Lene at . 
“ BUSHING LENGTH 7/16", SPECIAL ROUND 
LONG ;."3/ 0732 BUSHING y 57-8" -CONGs. (NO SHAFT 3/4" LONG, TYPE NO. TO BE FOLLOWED 
SWITCH. RESISTANCE AT 35/50/65% ROTATION BY DASH AND TOL. 1M Se 
8625/5250/1875 OHMS WITH INCREASE OF . Bs 
RESISTANCE WITH COUNTER-CLOCKHISE 
Spe eer nt © Sige eens ee CHALE T5075 CWrESO76 82046: 22/43 cBzEy CG:P-7764524-7 
ULY 43 53 ISSUE 18 FEB. 45 Revs 
ciR631376 cBZ631384 HARK B €82631392 MARK 11 
ROTATION. RATED 1/3 WATT. POTENTIONETER=COMPOSI- POTENTIONETER-COMPOS! = 
TION: 2,000,000 OHMS, LINEAR, 2 WATTS. Tio’: $00,00C OHHS, LINEAR, THO 
TYPE 1, ROUND SHAFT, REPLACEMENT POTEN- WATTS, SPECIAL RUUND SHAFT 5/4" LONG. 
TIOMETERS HAVE 2" SHAFT LENGTH, TYPE TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
HUMBER TO BE FOLLOWED BY A DASH ANO THE TOLERANCE IN PERCENT. 
TOLERANCE IN PERCENT, 
: 1/31/43 CBZsd CWrES0-682059- 2/2/43 cezid CorP-7764524- 
»- | JULY 43 48 ISSUE 13 JUNE 43 10 Rev 5 
MA 65 MARK 4 
631377 mark 19 cia 651385 RK 4 & 12 cma 631393 MARK 11 
RESISTOR-WIRE WOUND POTENTIOMETER-COMPOS I~ POTENTIOMETER-WIRE WOUND? 
2000 OHMS. SAME AS TYPE -63411 EXCEPT IS TION (DUAL): 1,000,000/1,000,000 OHMS, BOO. PANS SLi Nehe POUR TUATES 
eo NON- INOUCTIVE, PIMEAR's: 20 WATTS. TYPE Jy ROUND SHAR: SPECIAL ROUND SHAFT 3/4" LONG. TYPE 
a KerLACEMENT, POTENTIOMETERS HAVE 2” SHAFT ROLGia trot e HOGoNEO, AYA DASH ANO THE 
LENGTH, TYPE NUMBER TO BE FOLLOWED BY A TOLERANCE ia DEREENT 
DASH AND TOLERANCE UN PERCENT. . 
2/4/43 CSF:10NIF 2/0/43 CMAz1 73069 Cur ESO-662.046% 2/3/43 CMAIS.P.0.13037 CGIM-7467506~4 
JULY 43 JULY 43 48 {[SSUE 18 JUNE 43 Riv 4 
cez631378 MARK 19 631386 KaRK 11 RE ISA 492 082631394 MARK it 
POTENTI@SETER-COMPOSI- POTENTI@NETER-WIRE i 
é POTENT I OMETER~COMPOSI- 
TION: 50,000 OH"S, LINEAR, 2 WATTS, WOUND: GOO CHMS, LINEAR, 4 WATTS. ros ae 200 OHMS, LiMf€AR. TWO WATTS 
TYPE | ROUND SHAFT, REPLACSHENT POTEN= TYPE 2 SCREW DRIVER SHAFT 5/8" LONG. SPECIAL Rouno SHAFT 3ya” i" 
TIOMETERS HAVE 2" SHAFT LENGTH, TYPE NO. HOUSE RS RO aE RUE eerie he Gear 
JO BE FOLLOWED aY DASHI TOL. IN. PERCENT TOLERAWCES IWePcREca OO 
*CHZ:PT-1007 ISS. Dy CFISNCP-52-SL-220 ; PERCENT: 
REV C. CHZ3PTI035 REV O (-5) 
2/4/43 Cd2rd CHSES0-5$2059-54 2/2/43  CMC:SER. 10 CGLK-7888359-5 2/3/43 , apis 
DES.. 44 U-5052 CR ISS. 15 *SSE Aaq JULY $3 REV 0 ae 43 estes potest eee gk 
iia [care | MARRS | SATA, DATE RUTARHRS | BAHAR MATTE SOAR, 
RESTRICTED NAVSHIPS 900,109 


3.63-62 


Class 63—Resistors—Potentiometers— Attenuators 


DEM ERATION 


FIRST ASSIGNED FOR OER AHISR 


€8Z2631395 MARK 11 
PQTENTIOMETER-COMPOSI- 

TION: 10,000 SPECIAL TAPER (SEE 

DWG), 2 WATTS. SrcetsaAl ROUNC SHAFT 2/8" 
LONG, TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND THE TOLERANCE IN PER CENT. 


2/3/43 
JUNE 43 


cBZ:4 CG:P-7764524-31 


REV 3 


€82631396 MARK It 
POTENTIOMETER-COMPOSI- 

TIO (DUAL): 500,000/500,000 OHMS 
LINEAR, 2 WATTS, SPECIAL ROUND SHAFT 


3/4” LONG. TYPE NUM3ER TO BE FOLLOWED Bi 


A DASH AND THE TOLERANCE IN PERCENT. 


2/3/43 cezzuJ CGLP-7763285-2 
JUNE 43 REV 4 
CBZ631397 MARK 41 


POTENTIOMETER-COMPOSI~ 

TION (DUAL): 250,000/250,000 

OHMS, LINEAR, 2 WATTS, SPECtAL ROUND 
SHAFT 3/4" LONG. TYPE NUMBER TO BE 
FOLLOWED BY A DASH AND THE TOLERANCE IW 
PER CENT. 


2/3/43 cBZsdd CGSP-7763285-35 
JUNE 43 REY 4 
€82631398 MARK 11 


POTENTIOMETER-COMPOSI- 

THON: 50,00C OHMS, LINEAR, TWO 

WATTS. SPECIAL ROUND SHAFT 3/4” LONG. 

TYPE NUMBER TO BE FOLLOWED BY DASH AND 

THE TOLERANCE IN PERCENT. 
CG:P~-7763271-01 


REV 18 
2/3/43 CBZ: CELP-7764524-15 
AUG. 44 REV 3 


CBZ631399 HARK 14 

POTENTIOMETER-CONPOSI - 

TION: 100,000 OHMS, LINEAR, TKO 

WATTS. TYPE 2 SCRaowIZtEVeR SHAFT 2/16" 

LONG. TYPE NUMZER TO BE FOLLOWED BY A 

DASH AND THE TOLERANCE IW PERCENT. 
CG2P-7763271-2 


REY 19 

2/3/43 CBZsV CG2P-7764524-42 
AUG. 44 REV 3 

c1R 631400 MaRK 11 


RES#STOR-WIRE WOUND: 

0.861 OHMS, NON-{NOUCTIVE, X WATT. TYPE 
NUM3ER TO BE FOLLOWED BY A DASH AND THE 
TOLERANCE IN PER CENT. 


2/3/43 CIR:WW-13 CGsK-78864353-4 
JUNE 43 REV 


ciR 631401 MARK tt 

RESISTOR-WIRE WOUNDS 

15,000 OHMS, NON-INOUCTIVE, 1 WATT. TYPE 
NUMBER TO 3€ FOLLOWED BY A DASH AND THE 
TOLERANCE IN PERCENT. 


2/3/43 
JUNE 43 


CiR:WW-13 CGLK~-7886433-1 


REV t 


ct1R 631402 Hark 11 

RESISTOR-WIRE WOUND: 

110,000 OHMS, NON-INOUCTIVE, 1 WATT, 
TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
THE TOLERANCE IN PERCENT. 


|rasr ASSIGNED FOR | CAM ORAAS oh “Tnase ASSIGNED FOR [ PASE GRAYS. Ie | 


C1R 631403 = MARK 43 

RESISTOR WIRE WOUND: 

22,000 OHMS, NON-INDUCTIVE, 1 WATT, TYPE 
NUMBER TO @€ FOLLOWED BY A DASH AND THE 
TOLERANCE IN PER CENT. 


2/3/43 CIRsdw-13 COIK-7836433-3 
JUNE 43 REV 


C1R 631404 MARK 11 
RESISTOR=COMPOSITIONS 

5000 OHMS, 10 WATTS, TYPE NUMBER TO BE 
FOLLOWED BY A DASH AND THE TOLERANCE IN 
PER CENT. 


2/3/43  cIRSMPD CRVSM-4396445 
JUNE 43 13/16" 0. FER. SUB 6 
CtR 631405 ARK 13 


REStSTOR-COMPOSITIONS 

20.0 MECOHNS, 10 WATTS. TYPE NUYBER TO 
BE FOLLOWED BY A DASH AND THE TOLERANCE 
UN PERCENT. 


a 
2/3/43 
JUNE 43 


CIReMYP 
13/16" D. FER 


CRVIM-421646 
SUB 6 


€8Z2631406 MARK 10 

POTENTIOMETER, COMPOSI- 

THON: 25,000 OHMS, LINEAR, 2 WATTS. TYPE 
2, SCREW DRIVER SHAFT, 1 1/8" LONG. TYPE 
NUMBER TO BE FOLLOWED BY A DASH AND 
TOLERANCE IN PERCENT. POTENTIOMETER 
EQUIPPED WITH LOCKING NUT, 


274/43 Cazes CW3ES$0-682059- 
JUNE 43 56 ISSUE 13. 


€82631407 MARK to 

POTENTIOMETER, COMPOSI - 

TION: 75,000 OHMS, LINEAR, 2 WATTS. TYPE 
2, SCREW ORIVER SHAFT 3 1/8" LONG. 
POTENTIOMETER EQUIPPED WITH LOCKING NUT. 
TYPE NUMBER TO BE FOLLOWED BY A OASH ANO 
TOLERANCE IN PER CENT. 


2/4/43 caztu CW2ES0~-682059- 
JUNE 43 57 ISSUE 13 


cBZ2631408 mMaARK 10 

POTENTIOMETER, COMPOS! =~ 

TIONS 75.C0O0 OHMS, LINEAR, 2 WATTS. 
TYPE 2, SCREW ORIVER SHAFT 5/8" LONG. 
POTENTIOMETER EQUIPPED WITH LOCKING NUT. 
TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
TOLERANCE IN PERCENT. 


2/4/43 CBZ CWrESO-682059- 
JUNE 43 58 ISSUE 13 
€82631409 MARK 10 


POTENTIOMETER, COMPOSI = 

TION COUAL): 19,000/19,000 OHMS. LINEAR 
2 WATTS. TYPE 3, ROUND SHAFT. REPLACE-~ 
MENT POTENTIOMETERS HAVE 2” SHAFT LENGTH 
TYPE NUMBER TO BE FOLLOWED BY A DASH 

AND TOLERANCE IN PERCENT. 


2/4/43 CBZs0N CwrES0-682059- 
JUNE 43 59 ISSUE 13 
€BZ2631410 MARK 10 


POTENTIOMETER, COMPOS] ~ 

TION (DUAL): 19,000/19,000 OHMS. LINEAR 
2 WATTS, TYPE 1, ROUND SHAFT. REPLACE> 
MENT POTENTIOMETERS HAVE 2” SHAFT 
LENGTH. TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND TOLERANCE tN PERCENT. 


‘ 


€82631411 MARK 10 

POTENTIOMETER, COMPOSI - 

TION: 75,000 OHMS, LINEAR, 2 WATTS, 
TYPE 2, SCREW DRIVER SHAFT 1K" LONG. 
TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
TOLERANCE IN PERCENT. 


z/4/43— cBzrs CWES0-682059- 
JUNE 43 63 ISSUE 13 


€8Z2631412 MARK 10 

POTENTIOMETER, COMPOSITION 

50,000 OHMS. LINEAR, 2 WATTS 1/2" BUSH- 
UNG TYPE 2 SCREWORIVER SHAFT 5/8" LONG. 
POTENTIOMETER EQUIPPED WITH LOCKING NUT. 
TYPE NO. TO BE FOLLOWED BY OASH AND 
#CG2P-776798510, REV 2 
*#CWLESO-6¥205¥-635, ISS 13 CRP240-5085 
274443 J CG:P-7763271-12 
FEB. 45 REV 18 * 


cBzZ 631412 
TOLERANCE IN PERCENT. 


C8 631412-A NK 22 

POTENTIOMETER, COMPOSITION 

RATED §$0.000 OHS, LINEAR TAPER, 2 WATIS, 
TYPE 2 SCQEKORIVER SHAFT 5/78" LONG. SAME 
AS -631412 EXCEPT HAS LOCATING Pit. 


TYPE NO. TO BE FOLLOWED BY A DASH AND 
TOL #N PERCENT. 


3/17/44 oy CW2BA-10034-241 
HAR, 44 ISSUE 22 
c8Z2631413 MARK 9 


POTENTIOMETER, COMPOSI- 

TION: 100,000 OHMS, LINEAR, 2 WATTS. 
TYPE 2, SCREW DRIVER SHAFT 1 3/8" LONG. 
POTENTIOMETER EQUIPPED WITH LOCKING NUT. 
TYPE NUMBER TO BE FOLLOWED 8Y A DASH 
AND TOLERANCE IN PERCENT. 


2/4/43 cazss CHSES0-682059- 
JUNE 43 64 ISSUE 13 
€82631414 8x-2 


POTENTIOMETER, COMPOSI - 

TION: 20,000 OHMS, NON-LINEAR, HOP OFF 
RESISTANCE NOT MORE THAN 4 OHMS, AT 
COUNTERCLOCKWISE END AND NOT MORE THAN 
JS TOTAL RESISTANCE AT CLOCKWISE END, 

AT 156° + 10° CLOCKWISE ROTATION RESIS- 
TANCE TO BE 6000 OHMS + 20%. TYPE NUMBER 
2/4/43 CGiu CGIP-7763271P9 
AUG. 44 REV 12 


c8z631414 
TO BE FOLLOWED BY A DASH AND TOLERANCE. 
2 WATTS, 


€BZ2631415 MARK 19 

POTENT IOMETER-COMPOS 1 - 

TION; 100,000 OHMS.. LINEAR TAPER 2 WATI. 
TYPE 1 ROUND SHAFT REPLACE- 

MENT POTENTIOMETER HAVE 2" SHAFT LENGTH. 
TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
THE TOLERANCE IN PERCENT. 

WCOLSA-10B-6041 REV A 


NAVSHIPS 900,109 


2/3/43 CIRIWH-13 COrK+7886435-2 2/4/43 cezsas CWrES0-682059- 
JUNE 43 REV 1 JUNE 43 60 ISSUE 13 fee CwrES0-682059- 
ASSIGNED ASSIGNED Ne 55 REV IS * 
ISSUED HSSUED. 
{eare | MSUABORIR? [BANISTER pave | AGTH | AANHTASTALE oe | MATHS | AGATA | 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenuators 


SUNT, [rnsr assomo ron | SIAM | [ot [ase asneo vor | oR. |_| 


3.63-63 


veslehaion 


FIRST ASSIGNED FOR I ORE GROTH | 


ct18 631416 HARK 9 

RESISTOR-WIRE WOUND 

RATED 1.0 MEGOHMS, 1 WATT, TAB TYPE TER- 
HINALS, NON-#NDUCTIVE. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. @M 4. 


*CurTBA-40130-53, &SS 9, CBNST-736-641 
ALT O 


275743 CER IMW-5 C#Rs20.414 


FEB. 48 CSH3196X REVO #* 
631417 se RE 63A 101 

RESISTOR-4IRE WOUNDS 13/4 HPT 

10 OHMS. 

(-109 


2/6/43 COM:BROWN DEVIL 
JUNE 43 CHC 310-C 


631418 -85acx 
POTENTIOMETER-COMPOSI- 
TIONS $00,000 OHNS, LINEAR, BE WATV. 
TYPE 1 ROUND SHAFT REPLACE- 
MENT POTENTIOMETERS TO HAVE 2° SHAFT 
LENGTH. TYPE NUMBER TO BE FOLLOWED BY 
A OASH AMD THE TOLERANCE IN PERCENT. 
(-20) 
2/8/43 CERICSH; CRYIP-721104-9 
DEC. 44 sue 9 


631419 -S8acx 
POTENTIOMETER-COMPOSI- 
TIONS $00,000 OHMS, LINEAR, & WATT. 
TYPE 2 SCREW DRIVER SHAFT 5/6" LONC. 
TYPE NUMBER TO 8E FOLLOWED BY A DASH AND 
THE TOLERANCE UM” PERCENT, 


(-20) 
2/a/43  CIRSCSH; ERVSP-721504-10 
DEC, 44 SUB 9 


631420 -55acx 
POTENTIOMETER-WIRE WOUND: 
500 OHMS, LINEAR, 2 WATIS, TYPE 2 SCREW 
DRIVER SHAFT 6/8” LONG. 


RE 13A 492 


cowcy 
2/8/43 cHCS2675 CRV2P-720471-12 
JUNE 43 SuB t2 


631421 ~85ACX RE 13K 492 


POTENTIOMETER, WIRE 

WOUND: 25.0 OHMS, LINEAR, 2 WATTS. TYPE 
1 ROUND SHAFT. REPLACEMENT POTENTIO- 
METERS TO HAVE 2” SHAFT LENGTH. 


€-10)  ¢cwe? 
2/6/43 = CwC22703 CRYSP-720471- 
JUNE 43 26 Sus 12 


¢sa 631422 -55acx 
POTENTIOMETER-COMPOSI + 

TION: $000 OHMS, LINEAR, 2 WATTS. TYPE 
1 ROUND SHAFT REPLACEMENT 

POTENTIOMETERS TO HAVE 2" SHAFT LENGTH. 
TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
THE TOLERANCE IN PERCENT. 


(-200 
2/8/43 CRYSP-866922-8 
JUNE 43 sug 2 


6$A 631423 -S5act 
POTENTIOMETER-COMPOSI- 

TION: 10,000 OHMS, LINEAR, 2 WATTS. 
TYPE & ROUND SHAFT REPLACE- 

MENT POTENTIOMETERS HAVE 2™ SHAFT LENGTH 
TYPE NUM&cR TO BE FOLLOWED BY A DASH AND 
THE TOLERANCE IN PERCENT. SAME AS 632004. 
(-20) 

2/8/43 ¢ CRYSK~866922-10 
FEB. 45 sua ? 


ASSIGHEID 
ISSUED 


c1R631424 -55acx 

RHEOSTAT-WIRE WOUND: 

$000 OHMS, LINEAR, ¥ WATT. TYPE 3 FLAT 
SHAFT, REPLACEMENT RHEOSTAT TO HAVE 2” 
SHAFT LENGTH. TYPE NUMBER TO BE FOLLOWED 
BY A DASH AND THE TOLERANCE IN PERCENT. 


€-20? 
2/3/43 CIR:CCR CRVSM-44024t-1 
JUNE 43 SuB O 


c1R 631425 -55acx 
RHEOSTAT-WiRE WOUND: 


-10,000 OHMS, LINEAR, % WATT. TYPE THREE 


FLAT SHAFT, REPLACEMENT RESISTORS HAVE 
2” SHAFT LENGTH, TYPE NUMBER TO BE FOL- 
LOWED BY A DASH ANDO THE TOLERANCE IN 


PERCENT. 

(+20) 

2/8/43  CIR:CCR CRVIM=440245-1 
.SUNE 43 sub 0 

631426 -s55acx RE 13A S720 

RESISTOR-WIRE WOUND: STYLE U 
1500 OHMS. 

CCERD 


WTYPE C COAT TYPE 2 TERMINALS 
2/87/43 CIR-OF CRY-HM-440240-2 


NOV, 43 *SEE ABOVE sus 0 
631427  -ssacx RE 13A 372d 

RESISTOR-WIRE WOUND: STYLE U 

3000 OHMS. * 

COIR) 

2/8/43 = CIRS0F CRYSM-440240-2 

NOV. 43 sua o 
631428 -55acx RE 13A 3720 

RESISTOR-WIRE WOUND: STYLE V 

2000 OHMS. 

CCIRD 


TYPE 2 TERMS C COAT 


248/43 CIR:30G CRV:%-440240-3 


NOV. 43 *SEE ABDVE sug 0 
631429 -s5acx RE 135A 3720 

RESISTOR-WiRE WOUND: STYLE W 

1000 OHMS. 

CCIR) 


#TYPE 2 TERMS C CoAT 
248/43 CIR:OH CRV<M-440240-4 
NOV. 43  *SEE ABOVE sue 0 


631430 -55acx 
RHEOSTAT-WIRE WOUND 
VARIABLE: 600 OHMS, LINEAR, 2.0 WATTS. 
TYPE 1 ROUND SHAFT REPLACEMENT RHEOSTAT 
TO HAVE 2" SHAFT LENGTH, TYPE NUMBER TO 
BE FOLLOWED BY A DASH AND THE TOLERANCE 
uN PERCENT. 
(+10) (CER? 
208/43 «=CTC2252 CRV2M-440424-1 
JUNE 43 SuB 0 


cBx 631431 sJ 

POTENTIOMETER-COMPOSI- 

TION: 100,000 OHMS, LINEAR, 2 WATTS. 
TYPE 2, SCREW DRIVER SHAFT 2/8" LONG, 
TYPE NUMBER TO BE FOLLOWED BY A DASH ANO 
TOLERANCE IN PERCENT. 


2/10/43 CB2:4 CW2ESO-682059- 
JUNE 43 49 £SSUE 14 


ASSIGNED 
IssyEo 


c8z7631432 su 

POTENTIOMETER, COMPOSI - 

THON: 200,000 OHMS, LINEAR, 2 WATTS. 
TYPE 2, SCREW ORIVER SHAFT, 2/8" LONG. 
TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
TOLERANCE JN PER CENT. 


2/10/43 cazsJ CW2ES0-682059- 
JUNE 43 61 ESSUE 14 


c#A 631433 ss 

POTENTIOMETER, COMPOSI! 

TION: 50,000 OHMS, LINEAR, 2 WATTS. 

TYPE $, ROUND SHAFT. REPLACEMENT POTEN- 
THUMETERS HAVE 2" SHAFT LENGTH. TYPE 
HUMBER TO BE FOLLUNED BY A DASH AND 
TOLERANCE IN PER CENT. 


2/10/43 CMASI73B74 CW2ESO-682045- 
JUNE 43 $4 ISSUE 10 


c4a 631434 ss 
POTENTIOMETER, COMPOSI - 
TION: 100,000 OHMS, LINEAR, 2 WATTS. 
TYPE 2, SCREW DRIVER SHAFT, 7/8" LONG. 
TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
TOLERANCE IN PERCENT. 
CRYSM- 4441 49-3 
SuB 2 
2/10/43 ChAS173875 Cw¥3ES0-682046- 
NOV. 43 CSAC $5 ISSUE 10 


CMA631435 ss 

POTENTIOMETER, COMPOSI~- 

TION: 200,000 OHMS, LINEAR, 2 WATTS. 
Trrk 2, SCREW DZIVER SHAFT, 7/8" LONG. 
TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
TOLERANCE IN PERCENT. 


2/10/43 CMA3173876 CWZESO-682046- 
JUNE 43 56 ISSUE 10 


ci1R 631436 su 

POTENT IOMETER-WIRE 

WOUND: 6 OHMS, LINEAR, 25 WATTS. TYPE 
1, ROUND SHAFT. REPLACEMENT POTENTIO- 
METERS HAVE 2" SHAFT LENGTH MAXIMUM 
CURRENT 1S 2204 AMPS, 


2/10/43 CIRSPR-25 CWZES-682042-5 
JUNE 43 ISSUE 6 


ciR 631437 QaF 

RESISTOR, WIRE WOUND? 

500,000 OHMS, 1 WATT, NON-INDUCTIVES 
PRECISION, TYPE NUMBER TO BE FOLLOWED 
BY & DASH AND TOLERANCE 4N PERCENT. 


(-t) * 22a LUG TERMINALS 
2/11/43 CIR:HW4 
JUNE 43 *SEE ABOVE 


CIRSAZ0.442 


ct1rR631438 aor 

RESISTOR, WERE HOUND: 

100,000 OHMS, 1 WAIT, NON-INDUCTIVE, 
PRECISION, TYPE NUMBER TO BE FOLLOWED 
BY a DASH AND TOLERANCE IN PERCENT. 


(+4) 
2731/43 CIRsWw4 
JUNE 43 $2A LUG TERM, 


CIRSA20.412 


ciR631439 Gar 

RESISTOR, WIRE WOUND: 

689,000 OHMS, 1 WATT, NON-INDUCTIVE, 
PRECISION. TYPE NUMBER TO BE FOLLOWED 
BY A DASH AND TOLERANCE IN PERCENT. 


(71) 
2/11/43 CIRsWw2 
JUNE 43 ff2A LUG TERM, 


CIR3A20,407 


pare | AWWASTHSEE? [SM AACTRAIEA, 


pare | AMMAGTRSE? | MANKIACTHARA 


care | SURAT [OTT | 


RESTRICTED 


NAVSHIPS 900,109 


3.63-64 


Class 63—Resistors—Potentiometers—Attenuators 


[tree [rest asicnnm vox | RATER SEAS, [rst assionen von | RAMEN, | [GAGA [ras asieweo vox | MACRO, | 


ci1R 631440 cer 

RESISTOR-WIRE WOUND: 

8 OHMS, & WATT. TYPE HUMBER TO BE FOL- 
LOWED BY A DASH AND TOLERANCE IM PERCENT 


¢-5) 
2/11/43 CIRSAA 
VUNE 435 $i TERMINALS 


CIRSA20.444-1 


cW- 631441 = QBP 

RESISTOR-WERE WOUNDS 

10,000 OHMS, & WATT, NON-INDUCTIVEs PIG- 
TAIL TERMINALS. TYPE NUMBER TO BE FOL- 
LOWED BY A DASH AND TOLERAMCE IW PERCENT 


c-0) 
2/11/43 CWZ106A ESL:682056-16 
JUNE 43 ISSUE 6 


cu- 631442 QeF 
RESISTOR-WIRE WOUND: 

30,000 OHMS, & WATT, NON-INDUCTIVE, PIG- 
TAIL TERMINALS. TYPE NUMBER TO BE FOL- 
LOWED BY A DASH AND TOLERANCE IM PER- 
Ceal. 


(-1) 
2/11/43 CWrt06A ESL-682056-17 
JUNE 43 ISSUE 6 

631443 sm RE 13A 372 
RESISTOR WIRE WOUND: STYLE ¥ 
1250 OHHS. 


CGIM-74665356-32 
REV 2 
2/13/43 CAO: 2"T CGiK-475510-2 
NOV. 43 REV 2 


cin 631444 sm 

POTENTIOMETER-COMPOST = 

TiGNs: 10,000 OHMS, LINEAR & WATT, TYPE 
2 SCREW ORIVER SHAFT 5/87 LONG. POTEN- 
TIOMETERS EQUIPPED WITH LOCKING NUT. 
TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
THE TOLERANCE IN PERCENT. 


2/03/43 CIRC CG2K-8685408 
JUNE 43 REV O 


€1R 631445 sm 
POTENTIOMETER~COMPOSI- 

TION: 25,000 OHMS, LINEAR, 2.0 WATT. 
TYPE 2 SCREW DRIVER SHAFT $/8” LONG. 
POTENTIOMETERS EQUIPPED WITH LOCKING 
WUT. TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND THE TOLERANCE (MW PERCENT. 


2/13/43 CIR:CP Co2k-8681409 
SUNE 43 REV O 


c1R631446 PD-1 

POTENTIOMETER CWIRE 

WOUND-DUAL?: EACH SECTION 600 OHMS, 
LINEAR, RATED 12 WATTS. ROUND SHAFT, 
REPLACEMENT POTENTIOMETERS HAVE 2° SHAFT 
LENGTH. 


2/12/43 CIRSPRO-25 CIR2820-482 
JUNE 43 MOV 17, 1942 


CSA631447) PS 
POTENTSOMNCTER COMPOSI ~ 


csa631447 
DRIVER SHAFT ¥” LONG WITH SLOT 1/8" xX 
3/64". TYPE NUMBER TO BE FOLLOWED BY 
DASH AND TOLERANCE. 
(-302 


CSA631448 Pd 
POTENTIOMETER-COMPOSI -~ 

THORS: 10,000 OHMS, RATED 0.04 WATTS PER 
EFFECTIVE 10% ROTATION. (% WATT) COMPO- 
SUTION. LINEAR TAPER, RESISTANCE IN- 
CREASES WITH COUNTERCLOCKWISE ROTATION, 
TOTAL ROTATION 266%. SCREW DRIVER SHAFT 
AR” LONG WETH SLOT 1/8"X35/64". TYPE 
2/12/45 CSAZLPZCURVE SA CATALOGUE 

JUNE 43 


Cs4631448 
NUMBER TO BE FOLLOWED BY A DASH AND 
TOLERANCE. 
¢-10) 


cSaA 631449 PS 

POTENTIOMETER-COMPOS! - 3 
TION: $000 OHMS, RATED 0.04 WATTS PE 
EFFECTIVE 10% ROTATION (% WATT), COM- 
POSITION. LINEAR TAPER, RESISTANCE 
INCREASES WITH COUNTERCLOCKWISE ROTA~ 
TION. TOTAL ROTATION 266°. SCREW DRIVER 
SHAFT &™ LONG WITH SLOT 1/8"X3/64". 
2/12/43 CSASLPCCURVE 5A) CATALOGUE 
JUNE 43 


680631449 
TYPE NUMBER TO BE FOLLOWED BY A DASH 
AND TOLERANCE. 
(-#0) 


ciR 631450 Po-t 
POTENTIOMETER-COMPOSS - 

TION: 26,000 OHMS, % WATT, COMPOSITION 
POTENTIOMETER, LOGARITHMIC TAPER, ROTA- 
TION 280 DEGREES. HAS SPECIAL SHAFT FOR 
GEAR MOUNTING. 


(410) 
2/12/4S5 CIRSCSCCURVE C) CIR3B204522 
JUNE 435 SPEC3VC-1 2661 NOV. 12, 1942 


CIR 631451 PDd-1 
POTENTIOMETER-COMPOSI - 

TIONS 10,000 OHMS & WATT, COMPOSITION 
POTENTIOMETER, LINEAR TAPERED AT BOTH 
ENDS. RESISTANCE DECREASES WITH CLOCK- 
WISE ROTATION. ROTATION 280 DEGREES, 
ROUND SHAFT. REPLACEMENT POTENTIOMETERS 
HAVE 2° SHAFT LENGTH. TYPE NUMBER 
2/12/43 CIRSCSCCURVE Dd CIR:320.322 
JUNE 43 MOV 12, 1942 


CiR631451 
TO BE FOLLOWED BY A DASH AND TOLERANCE. 


c1R631452 PDd-t 

POTENTIOMETER (COMPOSI -~- 

TION): 250,000 OHMS, & WATT, COMPOSI- 
TION POTENTIOMETER, LOCARITHMIC TAPER, 
ROTATION 280°. ROUND SHAFT. REPLACEMENT 
POTENT#OMETERS HAVE 2° SHAFT LENGTH. 
TYPE NUMBER TO BE FOLLOWED BY A DASH 


AND TOLERANCE, €-10) 
2/12/45 CERECSsCURVE C CIRIB20.322 
JUNE 43 NOV. 17, 1942 


cat 631453 po-t 

ATTENRATOR COUAL)S 

IMPEDANCE $0/50 OHMS LADDER TYPE 20 
STEPS 2 OB/STER, ROUND SHAFT. REPLACES 
MENT ATTENUATORS HAVE 2 {NCH SHAFT 
LENGTH. TYPE NUMBER DOES NOT INCLUDE 
DIAL AND KNOB. 


2/42/43 CQT3599 CQT:A-599 
JUNE 43° CCS26-456 REV O 


ciR 631454 Po-! 

POTENTIOMETER: (T-PAD) 

(COMPOSITION) 6000 OHMS, COMPOSITION T- 
PAD CONSISTING OF 3-6000 OHMS, 172 Ww, 
LANEAR TAPER POTENTIOMETERS. ROTATION 
280°, ROUND SHAFT. INCLUDES 8750 OHMS 
HCHR2B20-483 DATED NOV 17, 1942 

#T-PAD 6000 OHMS CS UNITS: CCS:6-400 
2012043 CIRsCSMT-TYPE J CCS:A-740 

JUNE 45° SEE ABOVE Ste ABOVE 


C1R631454 


COMPOSITION RESISTORS JIN PARALLEL WITH 
TWO OF THE POTENTIOMETERS. REPLACEMENTS 
TO HAVE 2" SHAFT LENGTH. TYPE NUMBER TO 
BE FOLLOWED BY A DASH AND TOLERANCE. 


€-10) 


cir 631455 Pod-1 

POTENTIOMETER: (T-PAD) 

(COMPOSITION) 600 OHMS. COMPOSITION T- 
PAD CONSISTING OF 3-600 OHMS, 1/2 WATT, 
LINEAR TAPER, POTENTIOMETERS. ROTATION 
280°, ROUND SHAFT. INCLUDES 875 OHMS 
ACIRS820-483 DATED NOV 17, 1942 

SCSMT TYPE J T-PAD 600 OHMS SSUNITSS 
2442043 CIRICCS26-401 CCS:A-740 

SUNE 43° *SEE ABOVE HSEE ABOVE 


c1R631455 


COMPOSITION RESISTORS IN PARALLEL WITH 
TwO OF THE POTENTIOMETERS. REPLACEMENTS 
TO HAVE 2" SHAFT LENGTH. TYPE NUMBER TO 
BE FOLLOWED BY A DASH AND TOLERANCE, 


+10) 


631456 Po-1,PH,Ps RE 135A 372 
RESISTOR-WIRE WOUND: STYLE U 
100 OHM. 


CE) 
2/13/43 COMs13825 
JUNE 43 


631457 Po-1,PH,PS RE 13A 372 


TION: 250,000 OHMS, RATED 0.04 WATTS (+10) Bee OC Re WOUNO: STYLE U 
PER EFFECTIVE 10% ROTATION (% WATT), : 
COMPOSITION. TAPER: © TO SOS ROTATION 
LINEAR TO 10% RESISTANCE. 50% TO 90% 
CAPPROK) ROTATION LINEAR TO 100% RESIS- 
TAHCE TOTAL ROTATION 266°. SCREM pay 
2/42/43 CSASLPCCURVE 28) CATALOGUE 2/11/43 COM:13831 
JUNE 45 a Sam] sume 43 
#SSUED 


(an | “paar? | satiarninia 


bare SORT? BATA RUE ch 


care | MBAS? gH —_| 


NAVSHIPS 900,109 


RESTRICTED 


665197 14148 


Class 63—Resistors—Potentiometers—Attenuators 


631458 po-1,PH,Ps RE 13A 372 
RESISTOR-WIRE WOUND: STYLE U 
1000 OHMS. 

(+E) 
2/14/43 COM:13827 
JUNE 43 

631459 FO-1,PH,Ps RE 63A 101 
RESISTOR-WIRE WOUND: STYLE 1% HT 
5000 OHMS, 

(-€) 
2/11/48 Comst3833 
JUNE 43 ‘ 

634460 POd-1, PH, Pu RE 63A 101 
RESISTOR-WIRE WOUND: STYLE 1k NT 
10,000 
(-) 

2/11/43 COMsS13832 
SUNE 43 

631461 PD-3,PH,PS RE 635A 103 

RESISTOR-WIRE WOUND: STYLE 2NT 


10,000 OHMS, TAPPED AT 3500 OHMS. 


(+E) 
2/11/43 
JUNE 43 


CON313828 


cHD 631462 aQer 

RESISTOR-WIRE WOUND: 

43,000 OHMS, 40 WATTS. TYPE NUMBER TO 
BE FOLLOWED BY A DASH AND TOLERANCE IN 
PER CENT. 


(78) (CHD) 
2/12/43 CHOS2BR 
JUNE 45 


CHDSA-S-1I5A 


cHo 631463 Gar 

RESISTOR-WIRE WOUND: 

20,000 OH¥S, 40 WATTS. TYPE NUMBER TO BE 
FOLLOWED BY A DASH AND TOLERANCE IN PER- 
CENT. 


25) 
2/12/43 CHD:28R CHDTA-S-115A 
JUNE 43 

631464 QF 


RESISTOR-WIRE WOUND: 

1,000 OHMS, 30 WATTS, FLAT RESISTOR WiTH 
SPACERS FCT STOCK MCUNTING. TYPE NUMBER 
TC BE FOLLOWED BY A DASH AND TOLERANCE 
iN PERCENT, 

(-5) 

®CW:sBA-10095-6 ISS 15 

2/12/43 CHO: 1 1¢4 BR CHDZSA+S 115A 
DEC. 44 CAOs! 144 VITROHHS *SEE ABOVE 


cHO 631465 oer 

RESISTOR-WIRE WOUND: 

5,000 OHMS, 30 WATT. TYPE NUMBER TO BE 
FOLLOWED BY A DASH AND TOLERANCE IN 
PERCENT. 


3.63-65 


CHD631466 QB8F 

RESISTOR-KIRE WOUND: 

10,000 OHMS, 30 WATTS. TYPE NUMBER TO BE 
FOLLOWED BY A DASH AND TOLERANCE IN 
PERCENT. 


(5) 
2/12/43 CHOst & BR CHOSAS-115A 
JUNE 43 

631467 sM RE 13A 492 


POTENTIOMETER-WIRE WOUND? 
20 OHMS, LINEAR. 25 WATTS. TYPE 2 SCREW 
ORIVER SHAFT 5/8" LONG. 


(CMC) 
2/12/43 CHCsPR-25 COSK-43 3653 
DEC. 44 REV O 


C1R631468 sm 
POTENTIOMETER-COMPOSITION 

(DUAL); /.0 MEG /1.0 MHEG, LINEAR, X 
WATT. TYPE 2 SCREW DRIVER SHAFT 5/8" 
LONG. POTENTIOMETERS EQUIPED WITH LOCK- 
ING NUT. TYPE NUMBER TO BE FOLLOWED BY 
& DASH AND THE TOLERANCE IN PERCENT. 


2/43/43 
JUNE 43 


CIR:C CG:K-8681410 


REV O 


ciR631469 sM 
POTENTIOMETER-COMPOSI- 

THON: 500,000 OHMS, LINEAR, X% WATT. 
TYPE 2 SUmcuwuRIVER SHAFT 5/8" LONG. 
POTENTIOMETERS EQUEPPED WITH LOCKING 
Nut, TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND THE TOLERANCE IN PERCENT. 


2/13/43 
JUNE 43 


CIRSC CGSK-8681411 


REV O 


Cé-631470 sn 
RESISTOR-HZATER: 


STRIP HEATER RESISTOR; 115 ¥, 150 WATTS, 
80 OHMS WHEN COLD (240°C). MEETS ELECTRI- 


- CAL REQUIREMENTS OF RE I13A 372d. 


2/13/43 CGSCATH#51X334 CGKK 43809 
JUNE 43 REV. 0 


cw-631471 SE 

RESISTOR-WIRE WOUND: 

250,000 OHMS, J WATT. 1 1/2" LONG BY 
1/27 EN DIAMETER WITH PICTAIL TERMINALS. 
SUMILAR TO TYPE -631729, 

Cet) 

TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
THE TOLERANCE 4N PERCENT. 


2f12;45  cwsiO7A CWESL-682056- 
NOV. 43 13 ISSUE 11 
-631472 sé 


RESItSTOR-wWIRE WOUND? 
200,000 OHMS. TYPE NO. TO BE FOLLOWED BY 
DASH & TOL. IN PERCENT. 


ft 
2/17/43 CWLIOTA CWSESL-682056- 
DEC, 44 14 ISSUE 4 


CH-631472-A PH 

RESISTOR, WIREWOUND: 

RATED 200,000 OH¥S, | WATT. TAMPERATURE 
COEFFICIENT OF RESISTANCE SOt30PPM/°F. 
SAME AS -631472 EXCEPT IT 1S MOISTURE 


[AMAR [esr assioneo ror | MARR | 
- 631473 Se 
RESISTOR-WIRE-WOUND? 


7500 OHMS, TYP= NO. TO BE FOLLOWED BY 
DASH & TOL. IN PERCENT. 


41 

2/57/43 CHS1O7A CW3ESL-682056- 

BEC. 44 35 ISSUE 4 
631474 sé RE 13A 492 


POTENTIOMETER-WIRE WOUND 

COUAL)3 75/75 OHMS, LINEAR, 2 WATTS. 
TYPE ONE ROUND SHAFT. REPLACEMENT POTEN- 
TIOMETERS HAVE 2" SHAFT LENGTH. 


CCIR? 
2/24/43 CiRsCS-CSH-W CIR320,326 
JUNE 43 

631475 se 


RESISTOR-WIRE WOUNDS 
2500 OuMS. TYPE NO. TO BE FOLLOWED BY 
DASH & TOL. IN PERCENT. 


(41) 

2421/43 CHI106A CWrESL-682056- 

DEC. 44 18 ISSUE ? 
631476 -55acc RE 135A 372 

RESISTOR-WIRE WOUND: STYLE T 

250 OHMS. 

(cao) 

2/22/43 CAOS CG:M-7465155- 

JUNE 43 25 REV 2 


cmMA631477 QGF 

POTENTIOMETER, WIRE 

WOUND: 600 OH¥S, 500 VOLTS AC TEST. 
TYPE 3, FLAT SHAFT. REPLACEMENT POTEN- 
TIOMETERS HAVE 2" SHAFT LENGTH. LINEAR. 
4 WATTS, TYPE VUY8ER TO BE FOLLOWED BY 
A DASH AND TOLERANCE IN PERCENT. 


(-10) 
3/2/43 CHAM CWrESO-642152+ 
JUNE 43 MODIFIED ISSUE 2 


cua 631478 QaF 

POTENTIOMETER-WIRE WOUND: 

10,080 OH“ 500 VOLTS AC TEST.TYPE 3, 
FLAT SHAFT. REPLACEMENT -POTENTIONETERS 
HAVE 2" SHAFT LENCTH.ELINEAR. 4 WATTS. 
TYPE NUMBER TG 8E FOLLOWED BY A DASH AND 
TOLERANCE IN PERCENT. 


(-10) 
3/2/43 CMASM CW3ESO0-642152-2 
JUNE 43 ISSUE 2 


CMA631479 = QaF 

POTENTIOMETER, WIRE 

WOUND: $0,000 OH4S 500 VOLTS AC TEST. 
TYPE 3. FLAT SHAFT. REPLACEMENT POTEN- 
TiOMcTcRS HAVE 2" SHAFT LENGTH. LINEAR. 
4 WATTS, TYPE NUMZER TO BE FOLLOWED BY A 
DASH & TOLERANCE IN PERCENT. 


€-10) 

3/2/43 CMAIM CH1ES0-642152-3 

JUNE 43° MODIFIED ISSUE 2 
631480 vag RE 13A 492 


POTENTIOMETER-WIRE 
WOUND: 650.0 ON4S, NON-LINEAR TAPER, 2 
WATTS, TYPE 2 SCREW DRIVER SHAFT 5/8" 


PROOF. TYPE NO. TO BE FOLLOWED BY DASH LONG. 
*BYL:BA-10095-7 1SS 19 AND TOL. IN 8. 
(-5) : (“1 
2/12/43 CHD: 133¢4 BR  CHDTA-S-11SA 4/14/45 CW:D-164887A CWrESL-682056- rire oe : 
FEB. 45 CAO? | 1/4" VITROHM  * JUN. 45 135 ISS. 30 Hd / CHCIW-1-50 CFTSF-39553-1C 
UNE 43 
DATE MORTARS EERSTE pare | AGTHRIRS | HANHTACTNAEITL pare | MANARTHRRYS | aMANTACTURMGL 
| n 


RESTRICTED 


NAVSHIPS 900,109 


Class 6 3—Resistors—Potentiometers— Attenuators 


[RRA [nese assionso vox | GAPE. | [SAMUI [rnsr assionro rox | MVGRAMR | HIRT _[rusr assioweo vox | RAMA, _| 
631481 os-2 RE 13A 492 CIR 631489 Zax c3z- 631497 mK 19 


POTENTIOMETER-WIRE 

WOUND: 30.0 OH4S, LINEAR, 2 WATTS. TYPE 
1 ROUND SHAFT REPLACEMENT 

POTENTIONETER TO HAVE 2” SHAFT LENGTH. 


3/5/43  CIRIW-30 CG:V-8043657-3 


JUNE 43° CHA REV 1 

631482 05-2 RE G3A 101 
RESISTOR-WIRE WOUND: STYLE 4NT 
800 OHNS. 


3/5/43 Comso571 CGrV-8056088 
JUNE 43 REV 0 


CON -631483 0s-2 

RESISTOR-WIRE RKOUND: 

TOTAL RESISTANCE 1S 4000 OHMS. HAS AD- 
JUSTABLE LUG WHICH SLIDES OVER EXPOSED 
WIRE ENABLING VARIATION OF RESISTANCE. 
FULL WINOING RATED 25 WATIS. TYPE NO. 
TO BE FOLLOWED BY DASH AND TOL. IN PER 
CENT. 

3/5/43 CON:0535 CGzV- 8056081 -2 
MAY 45 REV O 


CoM- 631484 os-2 

RESESTOR-WIRE WOUND: 

TOTAL RESISTANCE §S 2000 O4M. HAS AD- 
JUSTABLE LUG WHICH SLIDES OVER EXPOSED 
WIRE ENASLING VARIATION OF RESISTANCE. 
FULL WINDING RATED 25 WATTS. TYPE NO. TO 
BE FOLLOWED By DASH AND TOL. IN PERCENT, 


3/5/43 COM:0377 Cco:V¥-8056081 -1 
Kay 45 REV 0 


631485 es-2 RE 134 492 
POTENTIOMETER-WIRE 
WOUNDS: 2000.0 CHAS, LINEAR, 2 WATTS. 
TYPE 2 SCREWORIVER SHAFT X" LONG. 


3/6/43 = CIR:W-2000 CGOLV-8043657-2 


JUNE 43 CMAs REv 1 
631486 GEN. use RE 13A 372 
RESISTOR, WIRE WOUND: STYLE B 


14,000 OHMS. TAPPED IN 10 EQUAL SEC- 
TIONS. 


(-D) 
3/9/43 
JUNE 43 


631487 SK,ScC SERIES RE 13A 492 
POTENTIONETER-WIRE WOUND 
(DUAL): 20,000/400 OHMS, 4.0/2.0 WATTS, 
LINEAR. TYPE 3 FLAT SHAFT REPLACEMENT 
POTENTIOMETERS TO HAYE 2" SHAFT LENGTH. 


3/9/43 CMC;0P-10-58W COLK-355952-2 
JUNE 43 REV 3 


cuc 631488 ss 

POTENTIONMETER-WIRE 

WOUND? 10,090 OHNS, LINEAR, 25 WATTS, 
TyPe 3 FLAT SHAFT.TYPS NUMCER 

TO BE FOLLOWED BY A DASH & THE TOLERANS 
IN PER CENT. REPLACEMENT. POTENTIOMETER 
TO HAVE 2% SHAFT LENGTH. 


¢-40) 
3/19/43 CHC rPW-25 CRP DLG40-S019 
JUNE 43 SUB 3 


a, MUEAETHRES SASURASTANE 


RESISTOR-WIRE WOUND? 

5000 OHS, 7.4 WATTS. FLAT TYPE RESISTOR 
STRIP PERMANENTLY ENCLOSED IN AN 
ASBESTOS FILLED PHENOLIC COMPOUND HAS 
A PERMANENTLY ATTACHED METAL BRACKET 
WITH MOUNTING FEET. TYPE NUMBER TO BE 
FOLLOWED BY A DASH & THE TOLERANCE IN & 
3/23/4$ CIRSMW-2 CWrES-695589-5 
JUNE 43 tSSUE ft 


631490 zex 
RHEOSTAT COMPOSITION: 
10,000 OHMS, NON-LINEAR TAPER, TYPE 3 
FLAT SHAFT REPLACEMERT 
RHEOSTATS TO HAVE 2" SHAFT LENGTH. TYPE 
NUMBER TO BE FOLLOWED BY A DASH & THE 
TOLERANCE {N PERCENT. 


3/23/43 cBZJ CWSES-696232 
JUNE 45 ISSUE 2 


631491 TeM-2,TCU-2 RE 63A 101 
RESISTOR-WIRE WOUND: STYLE 3/8 HP 
RATED 1500 OHMS. 


3/23/43 CIRSAA CGrP-7761377-25 
JUNE 45 sug ? 


com631492 dan 

RHECSTAT-WIRE WOUND? 

RATED 20 OHMS, LINEAR, 25 WATTS. TYPE 3 
FLAT SHAFT 2/8” LONG. REPLACEMENT 
THEOSTATS TQ HAVE 2" SHAFT LENGTH. TYPE 
NUNZER TO BE FOLLOWED BY A DASH AND THE 
TOLERANCE IN PERCENT. 


3/23/43 COH:H-25 
JUNE 43 


CFTIF*41545-A 
631493 sm 


RESISTOR-COMPOSITION: 
RATED 100 OHMS, 32 WATTS, 


RE 134 372 


€-10) (eco) 
3/24/43 cco:cxX CG3P-7764407-82 
JUNE 33 REV 3 


631494 sm 
RESISTOR-WIRE HOUND? 
RATED 3500 GHMS. 


RE 634 101 
STYLE 8%2F ¥Z 


(CAO) 
3/24/43 CAQ:8kD COSK~+8369311 
JUNE 43 REV O 


C8Z631495 mMKI9 
POTENTLOMETER-COMPOS I - 

TiON: RATED 2000 OHM 2 WATTS, 
LINEAR. TYPE 2 SCREW DRIVER SHAFT 3K" 
LONG. TYPE NUMBER TO BE FOLLOWED BY A 
DASH & THE TOLERANCE IN PERCENT. 


3/26/43 CBZ:J CWr3A-10034- 
JUNE 43 iSSuUE 2 


682631496 HKig 
POTENTIOMETER-COMPOSI - 

TION: RATEO 51,000 OHMS, TWO WATTS, 
LENEAR. TYPE 1 ROUND SHAFT 

REPLACEMENT POTENTIOMETERS TO HAVE 2” 
SHAFT LENGTH. TYPE NUMBER TO BE FOLLOWEC 
BY A DASH AND THE TOLERANCE IN PERCENT. 


3/26/43 CBeZ3u CWLBA-10034-2 


POTENTIOMETER-COMPOSITION: 

RATED 500,000 OHM TWO WATTS. LINEAR, 
BUSHING LENGTH 1/2", TYPE 2 SCREW DRIV- 
ER SHAFT 5/8" LONG. TYPE NUMBER TO BE 
FOLLOWED BY A DASH AND THE TOLERANCE IN 
PERCENT. 

RCGIP-7767985-t1 REY 2 CRP:40-50a88 ISS 2 
3/26/43 CBZry CH23A-10034-12 
MAY 45 tSSUE 2 


c82631498 MKi9 
POTENTIOMETER-COMPOS I~ 

TION: RATED 160,000 OHMS TWO WATTS 
LINEAR. TYPE 3 FLAT SHAFT 3" LONG. TYPE 
NUMBER TO BE FOLLOWED BY A DASH ANDO THE 
TOLERANCE IN PERCENT. 


3/26/43 CBZ:J CWSBA-10036-F4 
JUNE 43 {SSUE 2 


c82631499 = mKis 
POTENTIOMETER-COMPOSI- 

TION: RATED 250,600 OMS TWO 

WATTS, LUINEAR, TyPS 3 FLAT SHAFT. 3/8* 
LONG BUSHING. REPLACEMENT POTENT IONE TER 
TO HAVE 2” SHAFT. TYPE NUMBER TO BE 
FOLLOWED BY A DASH AND THE TCLLERANCE | 
ACFIIRF-3471-3 1SS. 6 

Spevjas CBLEd CWIBA-10034-15 
JUNE 45 ISSUE 2 * 


cez- 631499 
PERCENT. 


cez631500 MKI9 

POTENTIOMETER-COMPOST - 

TiONns RATEO 100 OHMS TWO WATTS, 
LINEAR. TYPE 1 ROUND SHAFT 

REPLACEMENT POTENTIOMETERS TO HAVE 2% 
SHAFT LENCTH. TYPE NUMSER TO BE FOLLOWED 
BY A DASH & TOLERANCE IN PERCENT. 


3/28/43 cezsu CWrBA-10034-18 
JUNE 43 ISSUE 2 


c8Z 631501 Mktg 
POTENTIOMETER-COMPOSI- 

E RATED 25,006 OHMS THC WATTS, 
R. TYPE 1 ROUND SHAFT 
REPLACEMENT POTENTIOMETERS TO HAVE 2" 
SHAFT LENCTH. TYPE NUMBER TO BE FOLLOWED 
BY aA DASH AND TH. TOLERANCE 1. PERCENT. 
CCANCCLLED) FOR REPLACEMENT USE 6313502. 
3/26; 45 CBZ3yu CHIGA-10034-19 
AUG. 44 ISSUE 2 


cco631502 ss 

RESISTOR=COMPOSITION: 

RATED 63 OMS 16 WATTS. TYPE 
NUMBER TO BE FOLLOWED BY A DASH ANDO THE 
TOLERANCE IN PERCENT. 


4/2/43 xs CCOIP-7764407-5 
aUN. 43 REV 3 


cco631503 sm 

RESISTOR-COMPOSITIONSs 

RATED 16.0 OMS 16 WATTS. TYPE 
NUMBER TO BE FOLLOWER BY A DASH AND THE 
TOLERANCE IN PERCENT. 


4/2/43 cco:cx CG:P-7764407-28 


JUNE 43 ISSUE 2 
ASSIGN EO JUNE 43 REY 3 
IssueD 
MAGA? | __ HANHIACTURERA Ee [AST T ATA] 


NAVSHIPS 900,109 


RESTRICTED 


F Class 63—Resistors—Potentiometers—Attenuators 3.63-67 


“ [BUREN [nese assowen von | AA EROMEN | BENGE [ease assioneo rox | AMOR, | SET, [rere assionen vor | GRA | 


cco 631504 631512 SK RE 135A 492 631520 MARK 12 RE 1SA 492 
RESISTOR-COMPOSITIONS POTENT {OMETER=WIRE : 
CANGELLED WOUND: RATED 20,000 OHMS, 4 WATTS, POTENT LOME LER ?W URE : 
LINEAR TAPER. SCREW DRIVER SHAFT 5/8" WOUND: RATED 1500 OHNS, LINEAR, 3 WATTS 
a Lone . TYPE 2, SCREW DRIVER SHAFT &” LONG. 


*CGSK-54J934 REV 0, CG:K-S4J924, REV © 
4/5/43 Cues10 COK43J473 


4/7/43 cTCs925 CWsKS-8680 
* 
MARS AY mENA0 JUNE 43° SPECIAL 
6c0631505 sn 631513 sM RE 13A 492 631521. HarK 12 RE 13a 492 
RESISTOR=COMPOSITIONS POTENT LOMETER-WIRE POTENTIONETER=UTRE 
E RATEO 25 OHMS + 16 WATTS. TYPE HOUND: RATED 25,000 OHMS, 4 WATTS, WOUND: RATED 600 OHMS, LINEAR, 3 WATTS, 
: NUMBER TO BE FOLLOWED BY A DASH AND THE LINEAR TAPER. ROUND SHAFT. REPLACEMENT t¥PEO bs SCREWDRIVER: SHAFT A" LONG: 
‘ TOLERANCE IN PERCENT. POTENTIONETERS TO HAVE 2" SHAFT LEKGIN. = 
oo 
a. ccozcx : eet eret toes a cae CHC310 Races 4/7/43 CTC: #25 CWrKS~8680 
i JUNE 4 JUN JUNE 43° SPECIAL 
bead 631506 sm RE 13A 372 631514 sH RE 135A 498 pbs ga Buin. <ak 
RES{STOR-WIRE WOUND: STYLE W POTENT IOMETER-WIRE BAFENTIONETERCMIRE 
RATED 5000 OHMS WOUND: RATED 30,000 OHMS, 4 WATTS, 
= WOUND: RATED 25 OHMS. LINEAR, 25 WATTS. 
LINEAR TAPER, ROUND SHAFT, REPLACEMENT _ 
POTENTIONETERS TO HAVE 2” SHAFT LENGTH 3/4" SHAFT LENGTH, ROUND SHAFT WITH FLAT 
2 ; ON END 9/52" LONG. OTHERKISE MEETS RE- 
io QUIREMENTS OF RE 13A 492. THIS NAVY TYPE 
e503 . NUMBER TO BE FOLLOWED 8Y A DASH AND 
4/2/43 Caorcx CGrM-7460857-1 4/5/43 cHes10 corkasuags Rea ARIEG RE) he beeen 
: ees fone as eer ALBIG CMC PW-25 CGiK-43N711 
JUNE 4 JUNE 43 REV 0 
631507 sm RE 135A 492 631515 sw RE 13A 492 cc 631523 SK 
POTENTIONETER-WIRE POTENTIOMETER-WIRE POTENTIGHETER-WIRE 
WOUND: RATED 10,000 OHMS, 1 WATT, WOUND: RATED 50,000 OHMS, 4 WATTS, WOUND: RATED 60 OMMS. LINEAR, 28 WATTS 
LINEAR. TYPE 1 ROUND SHAFT LINEAR TAPER, ROUND SHAFT, REPLACEMENT Sian cunesoceuet Re tey cep meen ELLE 
THCLUDES INTERNAL SWITCH. REPLACEMENT POTENTIOMETERS TO HAVE 2” SHAFT LENGTH. / Sane eus EEN Gis A AERITAE eererees 
POTENTIOSETERS TO HAVE 2" SHAFT LENGTH. TYPE NO. TO BE FOLLOWED BY A OASH ANO DH Ee ease GONG ONE . 
TOL. IN &. QUIREMENTS OF RE 134A 492. THIS NAVY TYPE 
ene’ RCE OLSOT10aSTk TO BE FOLLOWED BY A DASH AND RESISTANCE 
on, TOLERANCE 4N PERCENT. 
ree 4/2/43 CHCst COrK-355546-3 
She1Se<, “CCS 2S ite Bese ey a ee 4/8/43 CHCsPW-25 Cork-434710 
JUNE 43 Sunes Riv 0 
cc- 631508 su : 631516 sé RE 13A 492 631524 wNKxs-1a252 RE 135A 372 
POTENTIOMETER-WIRE POTENTIOMETER-WIRE aegis Git age iy 
WOUKD: RATED 3180 OHMS 1 WATT, WOUND: RATED 2 OHMS, 25 WATTS, LINEAR RGhARe Tn) oe ee Styles t 
LINEAR. TYPE 1 ROUND SHAFT , TAPER. ROUND SHAFT. REPLACEMENT POTEN~ BBS 
TYPE NUMBER TO BE FOLLOWED BY A DASH TIOMETERS 40 HAVE 2" SHAFT LENGTH. 
; AND THE TOLERANCE !N PERCENT. 
4/2/43 CGEKP-2 Corh-7468831 4/3/43 cMcrPW-25 CGiK-47497 REVO hia er 
JUNE 43 REV O JUNE 43 JUNE 43 
Bo yeaa poe las Cues Cee ee GiR 631525 wxs-s0299 
RESISTOR WIRE WOUND: STYLE W _ POTENTIOMETER=CONPOS | - 
RATED 40 OHMS. ei WOUNDS” ERATED: 20. OHESa 28 WATTS: LINEAR Tian; RATED aie 2 WATYS, NON- 
TAPER. ROUND SHAFT REPLACEMENT POTEN- AH ERACEATYPE SCRE AL SHORT 
TIOMETERS TO HAVE 2” SHAFT LENGTH. aoe eee ze 
REPLACEMENT POTENTIOMETERS TO HAVE 2 
SHAFT LENGTH. TYPE NUMBER TO BE FOLLOWED 
BY A DASH ANO THE TOLERANCE IN PERCENT. 
COADC 
4/2/43 CAG: CGrML-7468874-1 as CACIPW-25 Seek sate 4/8/43 cirsce CAY:P-=7706954- 
JUNE 43 REV 0 SURE: Wov. 43 : 18 sua 1? 
631510 sm RE 13A 492 631518 Mark 12 RE 135A 492 CHA 631526 NXS-18237 
POTENTIONETER-WIRE POTENTIOMETER-WIRE POTENTIOMETER-COMPOSI - 
WOUND; RATEO 200 OHMS, 4 WATTS, LINEAR WOUNDS: J RATED: 90: ONS 872. MALTS EINER» TION COUAL): RATED 50,000/50,000% NON- 
: TAPER. SCRE DRIVER SHAFT 5/8" LONG. TYPE 2, SCREW DRIVER SHAFT 17/32" LONG. LINEAR, TYPE 2 SCREW DRIVER SHAFT 2/8" 
en . LONG. TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND THE TOLERANCE 1% PERCENT. 
4/5/43 CMCr10 COLK43u424 4/7/43 CIRtH CW2KS-S5635-L4 4/a/43  ORP 308 CAY:P-7706454- 
JUNE 43 REV 0 JUNE 43 ROY, 45 1? sue 47 
631511 SM RE 150 492 CIR 634519 MARK 12 631527 os/oses RE 135A 492 
POTENTIOMETER-WIRE POTENTIOMETER-COMPOS I~ POTENTIOMETER-WIRE 
WOUND: RATED 500 OHMS, 4 WATTS, LINEAR TION: RATED 22,000 OHMS, 2 WATTS, WOUND: 2000.0 OHS, LINEAR, 2 WATTS. 
TAPER. ROUND SHAFT, REPLACEMENT ENCES Rs IN BE 2s SOREN DRIVER, SHAE TYPe | ROUND SHAFT REPLACEMENT 
2 POTENTIONETERS TO HAVE 2° SHAFT LENGTH. pee te Gee ee BY POTENTIONETER TO HAVE 2" SHAFT LENGTH. 
o- 
4/5/43 CMCr10 Co:kasJ92? ae ciR:cP eas 4/12/43 CIR:W-2000 COsV-804356S7-11 
JUNE 43 REY 0 saas| ee assign | JUNE 43° CMA: REV 4 
¥ IssuED ISSUED 
i u 2 FAS +7 
aw [eave | MARMASTHSERS | SEANHTACTNALEGE pare |__MMARANE® | SNNTACTUAEA. ore | RAST | SRNAIERA | 
RESTRICTED NAVSHIPS 900,109 


3.63-68 


[ ooh [rst ASSIGHID FOR Lenmar. | 


BAQLTIEA, | rinst assienep For oR, | 


Class 63—Resistors—Potentiometers—Attenvators 


| 


eek Ay 


ras sven roe | oN, | 


CON631528 sM 

RESISTOR: CONSISTS OF 

TWO ROWS OF RESISTANCE BUTTONS MOUNTED 
AROUND AN 8" PLATE WITH THE TWO CONTACT- 
OR ARMS WHICH ARE ROTATED BY A SHAFT 
THROUGH THE CENTER OF THE PLATE. 45 
BUTTONS ON EACH ROW. BUTTONS REQUIRED TO 
MATCH EACH OTHER WITHIN ¥&. RESISTANCE 


4/13/43 RL2205-2 CO:P-7765266 
JUNE 43 REY 4 
CON63 1528 


PER SECTION: 900-3100 OHMS. 


c¢:631529 sm 

RESISTOR=WIRE WOUND: 

MAXIMUM SHEATH TEMPERATURE 1S 750°F, 
150 WATTS, 415 VOLTS. SAME AS TYPE 


7G31538 EXCEPT VOLTAGE. 

4/13/43 CGs2A24402 CO:K-7890102 

JUNE 43 Rev 1 
631530 see BELOW RE 63A 101 


RESISTOR-WiRE WOUND: 
RATED 1.0 OHM, 


Sty 1 3/4 EPT 


CCOMIONVERSION 


4/14/43 BROWN DEVIL 
JUNE 435° COM:3ROWN DEVIL 

631531 so RE 135A 372 
RESISTOR-WIRE WOUND: STYLE E 
3500 OWMS 
4/27/43 CIF: 
JUNE 43 

631532 so RE 135A 372 
RESISTOR-WIRE WOUND: STYLE 0 
7500 OHMS. 
4/27/43 CIF: 
JUNE 43 

631533 NxSS-23472 RE t3A 392 
RESISTOR-WIRE WOUND STYLE & 
1750 OHMS. 
4/29/43 CSF:20F CWSCSA-682068- 
JUNE 43 6? ISSUE 5 
CBZ 631534 MARK 10 


POTENTIONETER-COMPOS?t- 

TION: RATED 400,000 OHMS, 2 WATTS, 
LINEAR. TYPE 1 ROUND SHAFT. REPLACEMENT 
POTENTIOMETERS TO HAVE 2" SHAFT LENCTH. 
TYPE NUMBER TO @E FOLLOWED BY A DASH AND 
THE TOLERANCE IN PERCENT. 


C1R631535 waRK t9 

POTENTIONETER, WIRE 

WOUND: 6 OHMS, LINEAR, 25 WATTS. TYPE 
2 SCREW DRIVER SHAFT 7/8" LONG. TYPE 
NUMBER TO BE FOLLOWEO BY A DASH AND THE 
TOLERANCE IN PERCENT. 


5/4/43 
JUNE 43 


CIRSPR-25 CWSESA-682042-3 


ISSUE T1 


4 
CIR631536° MARK 19 
POTENT IOMETER “WIRE 
WOUND: 6 OHMS, LINEAR, 25 WATTS. TYPE 
2 SCREWORIVER SHAFT 1" LONG. TYPE 
MUHBER TO BE FOLLOWED BY A DASH AND 
Tw& TOLERANCE IN PERCENT. 


$/4/43  CIREPR~25 CWZESA-682042- 
JUNE 43 lo ISSUE 1h 
€82631537 CW-43AAF~1 


POTENTIOMETER~COMPOSI~ 

TION: RATED 0.5 MEGOHMS, 2 WATTS, LINEAR 
ROUND SHAFT TYPE, WITH LOCKING ARRANCE- 
MENT. FOR REPLACEMENT USE 2" SHAFT 
LENGTH. 


(20) 
8/5/43 CB2s¥ CN: 3A-100354- 
JUNE 43 61 ISSUE 6 


co- 631538 sm 

RESISTOR-WIRE WOUND: 

MAXIMUM SHEATH TEMPERATURE IS 750°F, 
150 WATTS, 230 VOLTS. SAME AS TYPE 
-631529 EXCEPT VOLTAGE. 


§/5/43 CG32A2446) CGSK-78841 89 
JUNE 43 REV O 


CFW631539 sa 

POTENTIOMETER-WIRE 

WOUND: RATED 40,000 OHMS + 5%, SAME 

AS CFW-631562 EXCEPT SHAFT 1S ROUND 

AND TOLERANCE 1S LESS. RESISTANCE OUT- 
PUT IS VIA AM AM-3102-16S-1P RECEPTACLE. 


$/10/43 
JUNE 43 


CF¥SRL-14 COSMS2UII9 


REV i 


CA0 631540 Das 

RESISTOR-WIRE WOUND? 

700 OHMS, 30 WATTS, TYPE NUMBER TO BE 
FOLLOWED BY A DASH AND TOLERANCE IR 
PERCENT. 


(+10) 

5/10/43 Cork4ase22-1 

JUNE 43 REV O 
631541 sa RE ISA 492 


POTENTIOMETER-WIRE 


WOUND: RATED 10,000 OHMS, 4 WATTS, 

LINEAR. TYPE 2 SCREW ORIVER SHAFT, 

3/47 LONG. 

8/10/43 CMC3TYPE 10 COSK47511B 

JUNE 43 REV O 
631542 sm RE 13A 492 


POTENTIOMETER-WIRE 
WOUND: . 50,000 OHMS, LINEAR, 4 WATTS, 
TYPE 2, SCREW ORIVER SHAFT, 3/4” LONG. 


631543 sa RE 153A 492 
POTENTIOMETER-WIRE 

WOUND: 50,000 OHMS, LINEAR, 4 WATTS, 
TYPE 2, SCREW ORIVER SHAFT, 4 15/16" 

LONG. 


‘6/10/43 CMCZTYPE to CGsK-47I120 
JUME 43 REV @ 
631544 $@ RE ISA 492 


POTENT LOMETER-WIRE 
WOUND: 5000 OHMS, LINEAR, 4 WATTS. 
TYPE 2, SCREM DRIVER SHAFT, 3/4” LOBC, 


6/11/43 
JUNE 45 


CHCSTYPE 10 CGrK -443638 


@ev @ 


con631545 se 

POTENTIOMETER-WIRE 

WOUND: 25 OHMS, LINEAR, 25 WATTS. 
ROUND SHAFT. 1 2/8" LONG, FLATTED 
9/32" FROM END. MEETS PERFORMANCE RE- 
QUIREMENTS OF RE 113A 492, TYPE MUMBER 
TO BE FOLLOWED BY A DASH AMD TOLERANCE 


(-10) IN PERCENT, 

S/11/43 TYPE H COLK-44N655 

JUNE 43 REV 0 
631546 cc-46acg RE 135A 492 


POTENT IOMETER-WIRE 

WOUND; S000 OHMS, LENEAR 25 WATTS. 
TYPE 1, ROUND SHAFT. REPLACEMENT POTEN- 
TIOMETERS HAVE 2% SHAFT LENGTH. 


6/11/43 
JUNE 43 


CHCSPW-25 COSK-46J3685 


Revi 


cuc 631547 bas 

POTENTIOMETER=WIRE 

WOUHD: 10,000 OHMS, LINEAR, 4 WATTS. 
ROUND SHAFT, 1" LONG, FLATTED 5/8" FROM 
END. MEETS PERFORMANCE REQUIREMENTS OF 
RE 13A 492. TYPE NUMBER TO BE FOLLOWED 
BY A DASH AMD TOLERANCE tm PERCENT. 


6/11/43 TYPE 10 COSK-455716 
JUNE 45 REV 1 


uc 631548 bas 

POTENTIOMETER, WIRE 

WOUND: 10,000 OHMS, LINEAR, 4 WATTS, 
ROUND SHAFT, 1" LONG, FLATTED S/8" FROM 
END. MEETS PERFORMANCE REQUIREMENTS OF 
RE 13A 492. TYPE NUMBER TO BE FOLLOWED 
BY A DASH AND TOLERANCE IN PERCENT. 
SAME AS-651547 EXCEPT FOR POS. OF FLAT. 


S/1t/43 TYPE 10 CGsK-43 9715 
JUNE 43 Rev i 
631549 das RE ISA 492 


POTENTIOMETER, WIRE 
WOUND: 10,000 OHMS, LINEAR, 4 WATTS, 
TYPE 2, SCREW DRIVER SHAFT, 5/8" LONG. 


®CG:K-5445787, REV 9 
6/11/43 CHCSTYPE 10 
RAR. 44 


COsK-43 5894 
REV o ® 


ckc631550 das 

POTENTIOMETER, WIRE 

WOUND: 2,000 OHMS, LINEAR, 4 WATTS, 
ROUND SHAFT, 1 2/8" LONG FLATTED 5/8 
FROM END. MEETS PERFORMANCE REQUIREMENTS 
OF RE 135A 492, TYPE NUMBER TO BE FOL- 
LOWED BY A DASH AND TOLERANCE IM PERCENT 


5/1/43 CBZs CWrBA-10054-62 6/11/43 CHCITYPE 16 Cork 445641 €-10) 
JUNE 43 ISSUE 6 MAR. 44 Rev 0 5/11/43 TYPE 10 COrK-45N586 
[acu ASSIGMED JUNE 43 REV O 
aan ISSUED 
pare | MAUBEAGTHANR’S SETUEAT UC part MUSEHOR > SQUIER. batt meager [BAAR | 


NAVSHIPS 900,109 


RESTRICTED 


[Gunes [nase aston ror | BARREN | DUNE [nase assiowen ron | oR, | 


Class 63—Resistors—Potentiometers—Attenvators 


3.63-69 


[eer [esr ase vox | oR, | 


631551 CEN. use RE 130 492 
POTENTIOMETER, WIRE 
WOUNDS 1000 OHMS, LINEAR, 4 WATTS. 


TYPE 2, SCREW DRIVER SHAFT, 33/16" LONG. 


“FIRST PURCHASE: NXSO-20585 
s/i1/43 CMC3TYPE 10 CG3K-427434 
YUNE 43 REY O 


CoM631552 *CEN USE 
POTENTIOMETER, WIRE 
WOUND: 1,000 OHMS, LINEAR, 25 WATTS, 


ROUND SHAFT 7/87 LONG, FLATIED 3/8" FROM 


END. MEETS ‘PERFORMANCE REQUIREMENTS OF 
RE 13A 492, TYPE NUMBER TO BE FOLLOWED 
BY A DASH AND TOLERANCE IN PERCENT. 
C-10) FIRST PURCHASE:NXSO°20583 
6/tt/43 TYPE H CosKk-427U355 
JUNE 43 REV 2 


cuC 631553 *GEN USE 
POTENTIOMETER, WIRE 


WOUND: 450 OHMS, LINEAR, 4 WATTS. ROUND 
SHAFT 2/8" LONG, FLATTED 3/8" FROM END. 
MEETS PERFORMANCE REQUIREMENTS OF RE 134 


492. TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND TOLERANCE IN PERCENT. 

(710)  *FIRST PURCHASE:NXSO-20583 
S/11/43 TYPE 10 CG:K-47040 


JUNE 43 REV 1 
631554 teu-4 RE 13A 372 
RESISTOR-WIRE (TAPPED): STYLE 8 


1200 OHMS, TAPPED AT 10 EQUAL INTERVALS. 


5/13/43 CAO: CAY:T-769146- 
JUNE 43 vet 


csA 631555 GEN USE 

POTENTIOMETER, COMPOSI - 

TtON: 500,000 OHMS, LINEAR, & WATT, 
TYPE 1, ROUND SHAFT. REPLACEMENT POTEN- 
TIOMETERS TO HAVE 2" SHAFT LENGTH. TYPE 
NUMBER TO BE FOLLOWED BY A DASH AND 
TOLERANCE IN PERCENT. INCLUDES SWITCH. 


5/17/43 LPO 
JURE 43 


SEE CATALOG 


CSA631555-A sM-3 

POTENTIOMETER, COMPOSI- 

TION: 500,000 OHMS, uinear, fx WATT. 
TYPE 1, ROUND SHAFT. REPLACEMENT POTEN- 


TIOMETERS HAVE 6" SHAFT LENGTH. INCLUDES 


SW1TCH, TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND TOLERANCE tN PERCENT. 


6/17/43 CSAsLPD 
JUNE 45 


SEE CATALOG 


cir 631556 fcs-6 

POTENT IOMETER-COMPOSI- 

TION: 10,000 OHMS, NON-LINEAR, 1 WATT, 
TYPE | ROUND SHAFT. REPLACEMENT POTEN- 
THOMETERS TO HAVE 2” SHAFT LENGTH. 
INCLUDES SWITCH, TYPE NUMBER TO BE FOL- 
LOWED BY A DASH AND THE TOLERANCE IN 


PERCENT. 
§/19/43 CIRscS CHZ:3PT-tD00 
JULY 43 REV A 


C1R 631557 Tes-6 


POTENTIOMETER-COMPOSI- 


TIO: 100,000 OHS, LOGRITHMIC, 1 WATT. 


TYPE 1 ROUND SHAFT. REPLACEMENT POTEN- 
TIOMETERS TO HAVE 2™ SHAFT LENGTH. 
TYPE HUHBER TO BE FOL- 

LOWED BY A DASH AND THE TOLERANCE U8 


Con631558 GEN use® 

POTENT JOMETER=WIRE 

WOUND: RATED 25 OHMS, LINEAR, 25 WATTS. 
SCREW DRIVER SHAFT, LENGTH 17/32", 1S 
NOT ENCLOSED, BUT OTHERWISE NEETS RE- 
QUIREMENTS OF RE 13A 492, THIS NAVY TYPE 
TO BE FOLLOWEO BY A DASH AND PERCENT 
TOLERANCE. FIRST PURCHASE: NXSS-21690 
5/21/43 COM:H CRVSK-871829-2 
JULY 43 sus 2 


c7¢631559 *cEN USE 

POTENT (OMETER-WIRE 

WOUND, DUAL; EACH SECTION RATED 10,000 
OHMS, LINEAR, 2 WATTS. SCREW ORIVER 
SHAFT, LENGTH 9/16". THIS NAVY TYPE 
NUMBER TO BE FOLLOWED BY A DASH AND PER- 
CENT TOLERANCE, 

WEIRST PURCHASE: NXSS~21690 

8/20/43 CRV3M-440451-1 
JULY 43 suB Oo 


631560 Nxss-21690 
7 POTENTIOMETER-COMPOSI - 
TION: RATED 0.5 MEGOHM, LINEAR, 1/2 
WATT. SCREW-ORIVER SHAFT, LENGTH 9/16", 
THIS NAVY TYPE NUMBER TO BE FOLLOWED BY 
& DASH AND PERCENT TOLERANCE. 


5/21/43 CIR:CSN ICRVEP+721104 
DEC. 64 CSASLP Sua $3 


631561 wXss-21590 RE 13A 492 
POTENTIOMETER-WIRE WOUND? 
RATEO 75,000 OHMS, LINEAR, 2 WATTS. 
SCREW ORIVER SHAFT, LENGTH 3/4". THIS 
NAVY TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND PERCENT TOLERANCE. 


6/21/43 Cwes CRYSP-720471-30 
WOV. 43 SuB 15 


CFW631562 NX33-21690 
POTENTIOMETER-WIRE WOUND? 

RATED 32,000 OHMS +10%. SIMILAR TO 
CFW-631539 EXCEPT SHAFT HAS TWO FLATS 
FOR SET SCREWS AND TOLERANCE 1S IN- 
CREASED, THIS TYPE NUMBER INCLUDES ONE 
AN-3102-16S-1P RECEPTACLE, 


S/21/43 CFWIRL-14 CRV3M-440278-1 
SEPT 43 SuB 6 


ctR631563 Nxss-21690 
RESISTOR-PRECISION WIRE- 

WOUND: ATED 50,000 ONMS, 1 WATT. MAX- 
(Mum TEMPERATURE COEFFICIENT? +0.002% 
PER DEGREE CENTIGRADE« NON-INDUCTIVE 
WINDING, THIS TYPE NUMBER TO BE FOLLOWED 
BY A DASH AND PERCENT RESISTANCE TOLER- 


(-5) ANCE. 
S$/21/43 CIRSWW-4 CR¥IK-882032 
SEPT 43 sue o 


631564 NXsg-21690 RE 13A 372 
RESISTOR-WIRE WOUNDS STYLE U 
RATED 5000 OHMS. 


(-E) 
6/21/43 CIRSOF CRYSM-440240-6 
SEPT 43 CMCSAISK sug l 


631565 NXss-21690 RE 135A 372 
RESISTOR WIRE WOUNDS STYLE V 
RATED 1800 OHMS, 


C82 631566 NKi2 

POTENTIOMETER, COMPOST - 

TION: RATED 5000 OHMS LINEAR, 2 WATTS. 
FLATTED SHAFT. REPLACEMENT POTENTIO- 
METERS TO HAVE 27 SHAFT LENGTH, SAME AS 
7631368 EXCEPT LEFT HAND TERMINAL WHEN 
FACING UNIT FROM SHAFT END ES OMITTED. 
THIS TYPE NUMBER TO BE FOLLOWED BY A 
5/28/43 CBZ:J CW2ES-692526~5 
SEPT 43 ISSUE D4), 


€82631566 
DASH AND PERCENT TOLERANCE. 


cA0 631567 RE 135A 372 
RESISTOR-WIRE WOUNDS STYLE ¥ 
315 OHMS, 


8/29/43 CAO: CGIM-7465156-26 
SEPT 43 Rev 3 


CHC 631568 das 

POTENTIOHETER, WIRE 

WOUND: RATED 30 OHMS, LINEAR, 25 WATTS. 
TYPE 3, FLAT SHAFT, REPLACEMENT POTEN= 
TIOHETERS HAVE 2" SHAFT LENGTH, MEETS 
ELECTRICAL REQUIREMENTS OF RE 135A 492, 
TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
TOLERANCE EN PERCERT, 

5/31/45 CHosPN-25 

SEPT 43 


C8Z631569 MARK 3 @ 4 
POTENTLOMETER~COMPOSI - 

TION: 500,000 OHMS, LINEAR, 2 WATTS. 
TYPE 2 SCREW ORIVER SHAFT 1/2" LONG, 
TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
THE TOLERANCE IN PERCENT. 


6/2/43 CazsJ CW2ESO-682059- 
SEPT 43 60 {tSSUE 17 


CLN 631570 = SA-2 

POTENTIONETER-WIRE 

WOUND: 27,000 OHMS +5%, LINEAR; LINEAR- 
ITY TO GE +0,1% OF FULL SCALE, WINDING 
CONSISTS OF APPROXIMATELY 10-1/2 TURNS 
OF #40 ENANELED CONSTANTIN FINE GAUGE 
WIKE, SPACE WOUND GN A NOMINAL #12 CORES 
OUTSIDE DIAMETER 0.090"40.002", RATED 
6/3/43 CLNST-620677-2 
SEPT 43 


¢tn631570 
0.013 AMP, & WATTS. SAME AS -631211 
EXCEPT FOR NUMBER OF TURNS. 


631571 cxor RE 13A 372 
RESISTOR, WIRE WOUND? STYLE F 
RATED 8300 OHMS, 


PERCENT. CED izes 
5/20/43 CIREC CHZ:PT-t002 6/21/43 CIR:0G CRVM-440240-7 6/17/43 CSF:toF 
; SEPT 43 CHC: A20K sus} : 
July 43 REV A AssIGNID E ee assign | SEPT 43 
+3SUED S3SUED 


care” | MARWEARSHBESS | MANHTACTIAR 


care | OSASTHAEES | BRNNLATTUEA 


665197 O - 45 - 73 


RESTRICTED 


care | RAHN? | EMIT | 
NAVSHIPS 900,109 


3.63-70 


Class 63—Resistors—Potentiometers—Attenvators 


EAELIIGK [rest asionen ron | GHA aNOVG, [Gua [ruse assronen vox | MARGRAMHS, | [GHAR [ease assento vox | AMOR | 


631572 cxor RE 13A 372 
RESISTOR, WIRE WOUND? STYLE F 
RATED 1750 OHMS. 

(8) 
» 6/17/43 CSFL10F 
SEPT 43 

631573 *an/arr-2 RE 13A 372 

RESISTOR, WIRE WOUND: STYLE T 


RATED $000 GMS, 


CrE 108 

6/17/43 

Nove 45 

CIROZ1574 78-1 
RESISTOR, WIRE WOUND: 


RATED 60 OHMS, 7,4 WATTS. FLAT TYPE RE- 
SISTOR STRIP PERMANENTLY ENCLOSED BY 
HIGH PRESSURE HOLDING IN AN ASBESTOS 
FILLED PHENOLIC COMPOUND. HAS PERMANENT- 
LY ATTACHED METAL BRACKET WITH MOUNTING 


FEET. TYPE NUHBER TO BE FOLLOWED BY A 
6/19/43 CIRIMW-2 CtiRTES-695589-7 
SEPT 43 ISSUE E (7) 

ciR631574 
DASH AND THE RESISTANCE TOLERANCE IN 
PER GENT. 

\ 

ctR 631575 28-1 
RESISTOR, WIRE WOUND? 
RATED 100 OHMS, 7.4 WATTS, FLAT TYPE RE- 


SISTOR STRIP PERMANENTLY ENCLOSED BY 
HIGH PRESSURE MOLDING 1H AN ASBESTOS 
FILLED PHENOLIC COMPOUND. HAS PERMANENT~ 
LY ATTACHED METAL BRACKET WITH MOUNTING 


ctr 631578 sm 
POTENTIOMETER, COMPOSI - 
TIONS RATED $00,000 OHMS, 
WATT. TYPE i, ROUND SHAFT, REPLACEMENT 
POTENTIOMETERS TO HAVE 2" SHAFT LENGTH. 
TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
THE RESISTANCE TOLERANCE IN PERCENT. 


LINEAR, 1/2 


7/6/43 
SEPT 43 


CIRsVC-9861 CIR320.322 


REV B 


cuc 631579 NXxso-20583 
POTENTIOMETER, WIRE 

WOUND: RATED 50,000 OKMS, 4 WATTS, 
LINEAR. ROUND SHAFT 1-5/32", FLATTED 
13/32" FROM END. MEETS PERFORHANCE OF 
RE 13A 492, TYPE NUMBER TO BE FOLLOWED 


BY & DASH & RESISTANCE TOLERANCE $N PER- 
CENT. 

T/iaf4s cMCs10 CGK 47980 

SEPT 43 REV 0 

cnc 631580 se 

POTENTIOMETER, WIRE 

WOUND: RATED 50,000 OHMS, LINEAR, 4 
WATTS, ROUND SHAFT 1-3/8", FLATTED 7/16* 
FROM END. HEETS PERFORMANCE REQUIREMENTS 
OF RE 135A 492. TYPE NUMBER TO BE FOL- 


LOWED BY A DASH AND RESISTANCE TOLERANCE 
iN PERCENT. 


7/V4/43 CMCT10 CG:K 475205 
SEPT 43 REV 1 
631581 NXso-20563 RE 13A 492 
POTENTIOMETER, WIRE 
WOUND: 
RATED £0,000 OHMS, LINEAR, 4 WATTS. TYPE 


2, SCREW ORIVER SHAFT, 11/16" LONG. 


7/14/43 CMCs10 CG1K475748 

SEPT 43 REY O 

cuc 631582 $a 

POTENTIOMETER, WIRE 

WOUND: RATED 60 OKMS, LINEAR, 25 WATTS. 


ROUND SHAFT 1-7/16" LONG WITH FLAT ON 
END 1/2" LONG. MEETS PERFORMANCE RE- 
QUIREMENTS OF RE 13A 492, TYPE NUMBER TO 
BE FOLLOWED BY A DASH AND RESISTANCE 


c8z631586 sa 

POTENTIOMETER. COMPOSI = 

TION CDUALI: RATED $00,000/500,000 OHMS, 
LENEAR, 2 WATTS. TYPE 2, SCREW DREYER 
SHAFT, 3/4" LONG 3/8" BUSHING. TYPE NUN- 
BCR TO BE FOLLOWED &8Y A DASH AND THE 
EESISTANCE TOLERANCE IN PERCENT. 


*CHDERY-9 ISS 0 
7/14/43 CB2edd CG2K44 5656 
AAT 45 REV O a 


cez 631587 sa 
POTENTIOMETER, COMPOSI - 
TLON: RATED 500,000 ONKS, 
WATTS. ROUND SHAFT 13/16" LONS WITH FLAT 
ON END 3/0" LONG. TYPE NUMBER TO. BE 
FOLLOWED BY A DASH AND THE RESISTANCE 
TOLERANCE {N PERCENT. 


LINEAR, 2 


TIVASAS 
SEPT 43 


CBZ3u CGIK44J652 


REY 0 


cBZ 651588 sQ 
POTENTIOMETER, COMPOSI: 
TION: RATED $00,900 OHNS, 
WATTS. ROUND SHAFT, J3/i6" LONG WITH 
FLAT ON END 3/8" LONG. TYPE NUMBER TO BE 
FOLLOWED BY A DASH AND THE RESISTANCE 
TOLERANCE IN PERCENT. 


LINEAR, 2 


T/Y4/4$ CBZ CGTKS44 5734 
SEPT 43 REY Q 
c82631589 sQ 

POTENTIOMETER, COMPOSI - 

TiON: RATED 3500 OHMS, 4 WATTS. RESIS- 
TANCE 4 OHMS MAX AT 375° CLOCKKISE 
ROTATION, 15 OHMS AT 235° + 34, 40 OHMS 


AT 150°#3% AND 3500 OHMS AT 0°, ROUND 


SHAFT 1-3/16" LONG WHITH FLAT ON END 1/2°% 

LONG. TYPE NUMBER TO BE FOLLOWED BY A 

7/15/43 SIM TO #IGO9A- CGIK47N391 

SEPT 43 C-R REY 2 
coz631589 

SASH AND THE RESISTANCE TOLERANCE EN 


PERCENT. 


FEET, TYPE NUMBER TO BE FOLLOWED BY A TOLERANCE IN PERCENT. 
6/19/43 CIREMW-2 CIRZES-695569-8 7/14/43 CMCzPW-25 CG2K475527 
SEPT 43 ISSUE 3(7) SEPT 43 REV t 
ciR6314575 631583 NXs0-20583 RE 13a 492 = 
DASH AND THE RESISTANCE TOLERANCE IN POTENTIOMETER, WIRE cazG31590 sa 
PER CENT. WOUND: RATED 20,000 OWMS, LINEAR, 4 POTENTIOMETER, COMPOSI - 
WATTS. TYPE 2, SCREW ORIVER SHAFT 31/16" TION (DUAL): RATED 160,000/100,090 
LONG. OQHNS, LINEAR, 2 WATTS. ROUND SHAFT 
3-9/16" LONG WITH FLAT OW END 7/16" 
LONG. TYPE NUMBER TO BE FOLLOWED BY A 
DASH &@ THE RESISTANCE TOLERANCE iH PER- 
7/44/43 CNCzt0 CG:K 47582 CENT. 
MAR. 46 REV 0 T/VS/43 CBZzdg CG2K443643 
SEPT 43 REV t 
cvv 631576 Yu cH 631584 sq cez 631591 sa 
RESISTORS POTENTIOMETER, WIRE DOIN TLOME TERE (COMPOSTS 
STRIP HEATER TYPE. RATED 115 V AC, 150 WOUND: RATED S000 OHMS, LINEAR, 25 WATT. Tien COUACD E SaRT ED 200,.006/200.000 
WATTS. MAX SHEATH TEHPERATURE (S 750°F, ROUND SHAFT 1-3/6" LONG WITH FLAT ON ERD pa: " Meo x a8 
7/16" LONG. MEETS PERFORMANCE REQUIRE- ONS, LIHEAR. 2 HATIS. TYPE 2, SCREW ia 
NENTS OF RE 135A 492, TYPE NUMBER TO BE DRIER, SHOP T ns S24 2 OC0NSs INP E: NORGE: bo. 
FEEL OUEDCEYLAL DASH AMO STHE RE SISTANCE BE FOLLOWED BY A DASH AND THE RESISTANCE 
TOLERANCE AM PERGENTS TOLERANCE IN PERCENT. 
Mien YY ESE = B'S CATALOGUE pees ChE PW 2 eas T/18/43 CBZgus CO:K44U637 
SEPT 43 REV 0 
631577 sa RE 13A 492 €8Z631585 s@ 16631592 se 
POTENTIOMETER, WIRE MOUND: POTENTIONETER, COHPOSI- ar ‘ pie 
25,000 GHHS, LINEAR, 2 WATTS. TYPE 2, TIONS “RATED 250,000 OHMS, LINEAR, 2 BODEN TUORELERS LOHF OSI: 
SLOTTED SHAFT, 13/16" LONG. SAME AS WATTS. ROUND SHAFT 13/16" LONG WITH FLAT THON? RATED 2,000,000 OHMS, LINEAR, 
esd 73: E REEPTSEOR SLOTTED: SHAETZ OUNE NO" 5.8% UONGL TEPENUNEER: To°BE" EOLE 1/2 WATT. TYPE 2, SCREWDRIVER SHAFT, 
LOWED BY A DASH AND THE RESISTANCE TOL- 3/4" LONG. TYPE NUMBER TO BE FOLLOWED BY 
ERANCE IN PERCENT« A DASH AND THE RESISTANCE TOLERANCE 4K 
PERCENT. 
se: <P> FS TIVA/A3 CBZ3d tK447654 
oe cWC32708 peter 7 z0ape 31 palace i A T/VS/43 CTC235 CGIK47 9117 
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con 631593 
POTENTIOMETER, WIRE WOUNDS . 

RATED 5500 OHMS 410%, LINEAR, 100 WATTS, 
360° ROTATION. TAP FROM START TO STOP OF 
WINDING NOT GREATER THAN 20° (+2°-8°D, 
ROUND SHAFT 7/8" LONG WITH FLAT ON END 
13/52" LONG. 


NX go0-20583 


7/45/43 COME143778 CGEM-S2I973 
SEPT 43 REY 1 
CAC 631594 NXgo-20583 


SisTOR, WIRE WOUND: 
STRIP RESISTOR, RATED 500 OHMS +52, 
19 MATTS. “AX TEMP 170°C, AMBIENT TEMP 
RANGE -40°C YO +30°C. VOLTAGE RESSSTANCE 
TO KROUNTING 1S 606 VOLTS, FLAT TYPE WITH 
2 MOUNTING FEET 4" RPART ANG 2 TASS ONT 
OF THE SIGE. 
F/IS/43 CADSR 275535-3 
SEPT 43 


CGIK-275835-3 
REY 16 


con631595 sw 

RESISTOR, WIRE WOUND? 

RATED 400 OHMS. INCLUDES 2 ADJUSTABLE 
LUGS AND 2 FIXED LUGS. TYPE NUNBER TO BE 
FOLLOWED BY A OASH AND THE TOLERANCE UR 
PERCENT. 


7/TS/43  CORS0568C CGIK47J266 
SEPT 43 REV 0 
€G- 631596 cxor a sP 


RESISTOR: 
STRIP HEATER RATED 345 VOLTS. 75 WATTS. 


- T/18/463  CGSCATALOGUE CGIK-7894714 
SEPT 43 2A244 CGsPT-1, REV I 
cu0 631597 GEN RADIO USE 


COUPLING UNIT: 

IMPEDANCE MATCHING UNIT. CONSISTS OF & 
RESISTGR NETRORK TO MATCH OUTPUT OF RE~- 
CEIVER WITH INPUT ENPEQANCE OF MODULATOR 
NOLSE FROM RECEAVYER USED FOR ROISE MOD- 
ULATION OF TRANSMETTER. DIMENSIONS 2” 
WiDE KX 1-3/4" DEEP X 2-3/4" LONG, 
TAYE/45 

SEPT 43 


cC-631598 Bo 

EXTERNAL MULTIPLIERS 

HAS 3 SECTIONS; TURN 1+2/3-4/5-63 0.4/ 
$40,000/1.43 OHMS DC RESISTANCE. EN- 
CLOSED IN TUBULAR CAN 1-9/16" IN DIA- 
METER AND 41-5/16" HIGH. A PART OF TYPE 
*22258-A. HAY BE USED AS PART OF -22258.- 


7/2288 CGLH-7470244 

SEPT $3 REY 1 
631599 warK 4 RE 3A 372 

RESISTOR, WIRE WOUND: STYLE ¥ 


RATED & OBS. 


cFT631601 YP. 
POTENTIOMETER-WIRE WOUND: 
RATED 3500 OHMS.25 WATTS. LINEAR. FLAT 
SHAFT 7/16" LONG FLATTED 11/32" FROM END 
AND ALSO SCREW DRIVER SLOT. TYPE NUMBER 
JO BE FOLLOWED BY A DASH AND THE TOLER-~ 
ANCE $N PERCENT, SIMILAR TO TYPE 
-6316G2 EXCEPT FOR SLOT. 
7/29/43 COM:MOD HW TYPE 
SEPT 43 O162 HOODIFLED 


CFT¢RA-2009-2 
REV A 


con@34602 Ye 

POTENTIONETER, WIRE 

WOUND: RATED 3500 CHMS, 25 WATTS, 
LINEAR. FLAT SHAFT 7/16" LONG, FLATTED 
Hi432" FROM ENO. YPC NUKBER TO BE FOL: 
LOWED BY A OASH & THE TGLERANCE EN PER 
CENT. SGMILAR YO TYPE -®5100% EXCEPT 
LACKS SLOT. 

7/29/45 MOD H TYPE O167 CATALOGUE 

SEPT 43 


cFT 631603 YL 

PCTENTIONETER-WIRE HOUND: 

RATED S000 OHMS, 25 WATTS, LENEAR. FLAT 
SHAFT 7/16" LONG, FLATTED 11/32" FROM 
ENO. TYPE NUMBER YO BE FOLLOWED BY A 
DASH AND THE TOLERANCE tN PERCERT. 


7129/43 
SEPT 43 


COM:MOD MH TYPE 
0162 MODIFIED 


CATALOGUE 


cox631604 SH 

POTENTIOHETER,. COMPOSI - 

THON: RATED 700 OHMS, 75 WATTS, LINEAR. 
TYPE 2, SCREW ORIVER SHAFT, 17/352" LONG, 
Hos SHAFT LOCKING DEVICE. TYPE NUMBZER TO 
GE FOLLOWED SY A DASH AND TOLERANCE tN 
PERCENT. 

* SIM TO MODEL G CAT PILE SLOT TYPE 553 


8/3/43 = *SEE ABOVE CGIK-8685181 
SEPT 43 REV O 
csF 631605 * SEE BELOW 


RESESTOR, WIRE WOUND: 

RATED 6 OHMS. STYLE F. MEETS REQUIRE- 
MENTS OF RE 13a 372 EXCEPT iS HON-INDUC- 
TIVELY WOUND« 


CFD SHARK 10 MOD 6 
8/t3/43 CSFSIONIF CWZESA-682068- 
SEPT 43 89 ISSUE 8 


cBZ631606 = KK-12 
POTENTLOMETER-COMPOSI - 

TION: RATED 600 OHMS, 2 WATTS, NON 
LINEAR. TYPE 2 SCREW ORIVER SHAFT U/8® 
LONG. TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND THE TOLERANCE 1W PERCENT. 


8/14/43 CBZz A+10034-16 
SEPT 45 Issue 13 
cBz 631607 KKk-12 


POTENTIOMETER-COMPOSITIONS: 

RATED 50 OHMS. 2 WATTS, LINEAR. TYPE 2 
SCREWORIVER SHAFT $/8" LONG WITH LOCKING 
ARRANGE NT. TYPE NUMBER TO BE FOLLOWED 
BY A DASH AND THE TULERANCE 4% PERCENT, 


CHZ631609 MK-tz 
POTENTIOMETER-COMPOST = 

TION (DUAL): RATED $90,000/300,000 OHMS 
2 WATTS, LENEAR, TYPE 2 SCREW DRIVER 
SHAET $/8" LONG WITH LOCKING ARRANGEMENT 
TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
THE TOLERANCE iN PERCENT. 


871474635 
SEPT 43 


CBZide CWIBA-100E 4-80 


HSSUE @3 


C82631610 HK-i2 
POTENTIOMNETER -CONPOS?- 
TECK: RATED 256,000 OHMS 
LINEAR. TYPE 2 SCREW ORE SHAFT 9/8* 
LENG WITH LOCKING ARRANGEMENT, TYPE 
NUMBER TO BE FOLLOWED BY «A DASH AND THE 
TOLERANCE 2% PERCENT, 


2 WATTS, 


S714 L483 
SEPY 43 


Cca8zid CH 2BA+10034-67 


iSSuE 13 


CBZ EZ1614 MK-12 
POTENTIGMETER-COMPUST- 

TION: RATED 5@0 OHMS, 2 WATTS, LINEAR. 
TYPE i ROUND SHAFI. REPLACEMENT POTENS 
TIGMETERS TG HAVE 2" SHAFT LENGTH, TYPE 
NUABER TO BE FOLL@WED BY A DASH AND THE 
TOLERANCE (4 PERCERT. 


$/14/48  CBL30 CWIBA+1LOPS4-114 
SEPY 43 ISSUE V3 
631612 NK-12 RE T3A 492 


POTENTIOMETER-WiRE WOUNDS 

RATED 1500 OHMS, 4 KATIS, LINEAR. TYPE 
T ROUND SHAFT. REPLACEMENT POTENTIO- 
METERS TG HAVE Z* SHAFT LENGTH. TYPE 
NO. 10 BE FOLLOWED BY DaSts AND FOL. Uh 
‘. 

*czC252e2 bSs t 


B/14/45  CTCSA25 CXSBA-10054-875 


MAY 45 issue 73 * 
cez6317613 RK-i2 
POTENTIOMETER-COMPOS 
TION: RATED 20,000 CHNS, 2 WATTS, 


LINEAR. FYPE |} ROUND SUAF YT, REPLACEMENT 
POTENTIGMETERS TO HAVE 2” SHAFT LENGTK. 
TYPE NUMBER TO SE FOLLOWED BY A DASH AND 
THE TOLERANCE i@ PERXCERT, 


B/14 743 
SEPT 43 


Celis CwsBaA-10034-116 


eSSVE 135 


cBz- eet MK-H2 
POTENTIOMETER-COMPOS! ~ 

TION: pee 5009 OHMS, 2 WATTS, LINEAR 
TAPER TYPE 2 SCREW OFIVER SHAFT 5/8" 
LONG WITH LOCKING ARRANGEMENT. TYPE 
NUMBER TO GE FOLLOWED SY A DASH AND THE 
SCws2a-800S4-22 19S 15 CFIIRE «3471-2 


GSS 8 CGLP-7787T56S-15 KEV 2 
8/14/83 CBlry CHIBA-10034-117 
JUN, 45 JSSUE 13 * 


cB2-&31614 
TOLERANCE IN PERCENT. 


a eeiras caor2"B CWrBA-10051+4 8/14/43 CBZ3S CWrBA-10034-78 
SEPT 43 $219 TERMINALS «SSUE 4 SEPT 43 HSSUE 13 
631600 cane Ste eee eine CHA B18 15 MK-T2 
RESUS GRO LEE MOUNDS ehinh. ANTED. 2edbON GARE). @ wits: EUNEAGs AHRE Rie OS TAT NITE MOUNDS 
RATED 8300 OHMS. 2 ScReVDRLVER SHAET 57a" LONG WiTHOLOCKS HATED $0 OHMS, 4 WATTS, LINEAR. TYPE 1 
TMG ARSMNGEHENTL OTYSE (NUALERS TO: BE EOS ROUND SHAFT. REPLACEMENT POTENTIOMETERS 
LOWED BY A DASH AND THE TOLERANCE IN TO HAVE 2™ SHAFT LENGTH. MEETS REQUIRE 
PERCENT. BENT OF RE F35A 492 EXCEPT HAS ONLY 2 
fn Baal Hee CMe eAUeL van Pe REET by 
Ce igre A DASH AN it LERANCE ON NT. 
1/27/43 CSF 2208 bee cart ieee age ae B/i4/43  CHALI73303 CH TESA-679305- 
SEPT 43 minal (ee so] SEPT 43 39 ISSUE 14 
a = = issuED { ~~ 133000 ee 
vars | “AUWARTHA? | ASUTAPTUAEES. Toa | Spurn | aAAP RAIA, care | MARSEATPAEES uA | 
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CBZ631616 mK-12 
POTENTIOMETER-COMPOS? - 

TION (DUALI:S RATED 200,000/200,000 OHMS 
2 MATTS, LINEAR. TYPE 1 ROUND SHAFT. RE- 
PLACEMENT POTENTIOMETERS TO HAVE 2° 
SHAFT LENGTH. TYPE NUMBER TO BE FOLLOWED 
BY A DASH AUD THE TOLERANCE I PERCENT, 


8/14/43 CB23d CWSESA-682059- 
SEPT 43 62 ISSUE 19 


cB2631617 wWK-82 

POTENTIOMETER COMPOSI - 

TION (DUAL): RATED 150,000/150,000 OHMS 
2 WATTS, LINEAR. TYPE 3 ROUND SHAFT. RE- 
PLACEMENT POTENTIOMETERS TO NAVE 2% 
SHAFT LENGTH. TYPE NUMBER TO BE FOL- 
LOWED BY A DASH AND THE TOLERANCE 1M 


PERCENT. 
8/14/43 CBZS4 CWSESA-682059- 
SEPT 43 63 ISSUE 19 


CB2631618 MK-12 
POTENT(OMETER-COMPOSITIONS 

RATED 2000 OHMS, 2 WATTS, LINEAR. TYPE 2 
SCREW DRIVER SHAFT $/8° LONG WITH LOCK- 
ING ARRANGEMENT. TYPE NUMBER TO BE FOL- 
LOWED BY A DASH AND THE TOLERANCE IN 


PERCENT. 
®CGSP-7767985-15 REV 2 CRP340-5134 
8/14/43 CBZE4 Cw sESA-682059- 


MAY 45 65 ISSUE*I9 


CBZ631619 -MK-12 
POTENTIOMETER-COMPOSI- 

TIONS RATED 20,000 OHMS, 2 WATTS LINEAR 
TYPE 2 SCREW DRIVER SHAFT 5/8" LONG WITH 
LOCKING ARRANGEMENT. TYPE NUMBER TO BE 
FOLLOWED BY A DASH AND THE TOLERANCE I 


PERCENT. 

*CG:P-7767983-12 REV 2 

8/14/43 CBZ34 CWSESA-682059- 
MAY 48 66 ISSUE 19 * 


C8Z631620 = KK-12 

POTENT OMETER -COMPOSI = 

TIC; RATED 500 OHMS, 2 WATTS, LINEAR. 
TYPE 2 SCREW DRIVER SHAFT 5/8" LONG WITH 
LOCKING ARRANGEMENT. TYPE NUMBER TO BE 
FOLLOWED BY A DASH AND THE TOLERANCE IM 


PERCENT. 
8/14/43 CB2eJ CWSESA-682059- 
SEPT 43 67 ISSUE 19 


32631621 MK-12 
ITENTIOMETER-COMPOSI ~ 

iON: RATED 1000 OHAS, 2 WATTS, LINEAR. 
(PE 2 SCREW DRIVER SHAFT 5/8" LONG WITH 
DCKING ARKANGEMENT. TYPE NUMBER TO BE 
JLLOWED BY A DASH AND THE TOLERANCE i 
OW23A-10034-159 ISSUE 22, CWsESO- 
14459-3 ISSUE 2 

V4/43 CBLs4 Cw ZESA-682059- 
AR. 44 68 ISSUE 19* 


cBz- 631622 MK-t2 
POTENTIOMETER-COMPOSITION: 

RATED 100,000 OHMS, 2 WATTS, LINEAR 
TAPER 3/2" BUSHING. TYPE 2 SCREWORIVER 
SHAFT S/8" LONG WITH LOCKING ARRANGE- 
MENT. TYPE NUM3ER TO BE FOLLOWED SY DASH 
*CRP 240-5086 CWI3A-10034-272 ISS SI 
CG:P-7767985-7, REV 2 


Bs14/4s CB225 CWTESA-652059~- 
MAY 45 69 Iss 1g # 
¢8z- 631622 


AND TOL, !8 PER CENT. 


ASSIGNED 
issweo 


cBZ- 631623 mMK-t2 
POTENTIOMETER-COMPOSITION: 

RATED 10,000 OHMS, 2 WATTS, LINEAR, 
BUSHING LENGTH 1/2". TYPE 2 SCREWORIV- 
ER SHAFT 5/8" LONG WiTH LOCKING ARRANGE- 
MENT. TYPE NO. TO BE FOLLOWED BY DASH 
*#CRP240-5084 CG:P-7767985-14, REV 2 
CBM-1000S-57 CW2BA-10054-95 ISS 22 
8/14/43 cazsys CWSESA-682059- 
may 450. Fo iss 19 * 


cez- 631623 
AND TOLERANCE [% PERCERT. 


631624 HK-12 RE 13A 492 
POTENTIOHETER-WiRE WOUND: 
RATED 20 OHMS, 2 WATTS, LINEAR. TYPE 2 
SCREW DRIVER SHAFT 5/8" LONG WITH LOCK- 
ING ARRANGEMENT. 


8/14/43 CIR SW CWSESA-687934-4 
SEPT 43 ISSUE 6 
631625 MK-12 RE 130 492 


POTENTJOMETER-WIRE WOUND: 

RATEO 50 QHMS, 2 WATTS, LINEAR. TYPE 3 
ROUNO SHAFT WITH LOCKING ARRANGEMENT. 
REPLACEMENT POTENTIOMETERS TO HAVE 2" 
SHAFT LENGTH. 


8/19/43 CIRSW CWZESA-687934-5 
SEPT 43 ISSUE 6 
631626 K-12 RE 13A 492 


POTENTIONETER-WIRE WOUND: 

RATED 200 OHMS, 2 WATTS, LINEAR. TYPE 
2 SCREW DRIVER SHAFT $/8™" LONG WITH 
LOCKING ARRANGEHENT.« 


8/14/43 CIRSW CWSESA-687934-6 
SEPT 43 ISSUE 6 
631627 K-12 RE 13a 492 


POTENTIOMETER-WIRE WOUND: 
RATED 2000 OHMS, 2 WATTS, LINEAR. TYPE 2 
SCREW ORIVER SHAFT 7/8" LONG. 


8/14/45 CIRSW CWSESA-687934-7 
SEPT 43 sSSUE 6 


€PQ631628 RAK-7 RAL-7 

RESISTOR, COMPOSITIONS 

RATED 6200 OHNS, 4 WATTS. TYPE NUMBER TO 
BE FOLLOWED BY A DASH AND THE RESISTANCE 
TOLERANCE iN PERCENT. 


(-5) 
8/17/43 CPQ:SN-4 CRV2K-880384~-] 
SEPT 43 SU8 0 


©P2631629 RAK-7 RAL-7 

RESISTOR, COMPOSITION: 

RATED 20,000 OHMS, 4 WATTS. TYPE NUMBER 
TO BE FOLLOWED BY A DASH AND THE RESIS- 
TANCE TOLERANCE IN PERCENT. 


(+6) 
B/17/43 SH-4 CRY:K-880984-2 
SEPT 43 sus 0 


ASHGNTD 
issue 


€BZ2631630 MARK 22 

POTENTIOMETER, COMPOSI - 

TION: RATED 100,000 OHMS LINEAR 2 WATTS 
TYPE 1, ROUND SHAFT. REPLACEMENT POTEN- 
TIOMETERS TO HAVE 2" SHAFT LENGTH. SAME 
AS -635415 EXCEPT FOR+POSITION DF LOcaT- 
iNG TAB, TYPE NUMBER TO BE FOLLOWED BY A 
DASH & RESISTANCE TOLERANCE IN PERCENT. 
8/18/43 CBLEd CW2BA-10034-104 
SEPT 43 ISSUE 12 


c8Z631631 MARK 22 

POTENTUOMETER, COMPOSI - 

TION (DUAL): RATED 600/600 OHMS, LINEAR, 
2 WATTS. TYPE 1, ROUND SHAFT. REPLACE- 
MENT POTENTIOMETERS HAVE 2" SHAFT LENGTH 
TYPE NUMBER TO BE FOLLOWED 8Y A DASH AND 
THE RESISTANCE TOLERANCE JM PERCENT. 


8/18/43 CBZeJd CWSESA-687309-9 
SEPT 43 ISSUE 12 


c82631632 MARK 22 

POTENTIOMETER COMPOSI- 

TION: RATED 500 OHMS, LINEAR, 2 WATTS. 
TYPE 1, ROUND SHAFT. REPLACEMENT POTEN- 
TICMETERS HAVE 2" SHAFT LENGTH. TYPE 
NUMBER TO BE FOLLOWED BY A DASH AND THE 
RESISTANCE TOLERANCE $M PERCENT. 


8/18/43 CBZsu CWSESA-687309- 
SEPT 43 HL FSSUE 12 


C8Z2631633 HARK 22 

POTENTiOMETER, COMPOS: - 

TION (DUAL): RATED 1500/1500 OMMS, 
LINEAR, 2 WATTS, TYPE 1, ROUND SHAFT. 
REPLACEMENT POTENTIOMETERS HAVE 2™ SHAFT 
LENGTH, TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND THE RESISTANCE TOLERANCE IW 
PERCENT. 

8/18/43 CBZzId CWSESA-687309- 
SEPT 43 4) ISSUE 12 


CVY631634 HARK 22 

RESISTOR: 

STRIP HEATER TYPE. RATED 220 VOLTS, 300 
WATTS. SAME AS -652799 EXCEPT FOR POSI- 
TION OF TERMINALS. 


8/18/43 CVVSPT-14350 CWLESA-686022- 
KAY 45 14 ISSUE 7 


C1C631635 ReF-3 

POTENTIOMETER, COMPOSI - 

TION: RATED 100,000 OHMS, 1/2 WATT, 
SPECIAL “D™ TAPER. TYPE 2, SCREW DRIVER 
SHAFT, 378" LONG. TYPE NUMBER TO BE 
FOLLOWED BY & DASH AND THE RESISTANCE 
TOLERANCE $M PERCENT. 


8/19/43 CTCS35 CWQ236 X 532 
SEPT 43 ISSUE 0 


cTc 631636 RBE-3 

POTENTIOMETER, COMPOS! - 

TEON: RATED 100,000 O'NMNS +20%, 172 
WATT. SPECIAL TAPER "A", 25 OHMS AT Of% 
ROTATION, 10,000 OHMS AT 50% ROTATION, 
100,000 OHMS AT 100% ROTATION. SPECIAL 
ROUNO SHAFT, 61/18" LONG. 


8/19/43 CTC235 CHOr3S6 X 326 
SEPT 43 ISSUE A 


CIR631637 HK-12 
RESISTOR-COMPOSITION: 

RATED 750,000 OHNS, 4 WATTS, $000 YoLTS 
OC HAXINUM. TYPE NUMBER TO BE FOLLOWED 
BY A DASH AND THE TOLERANCE IN PERCENT. 


8/23/43 CIRTHVGs LI/16" CWeBA-10015-1 
SEPT 43 D FERRULES ISSUE 
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c1c631638 HK-12 
POTENTIOMETER-WIRE WOUND: 
RATED 25.0 OHNS, 3 WATTS, LINEAR. TYPE 2 
SCREW DRIVER SHAFT 5/8" LONG. 


RE 134 492 


8/23/43 CTCs#25 
SEPT 43 


cW¥-631639 mMK-12 
RESISTOR-WIRE WOUND: 
RATED 750 OHMS, 14/4 WATT. 1" LONG AND 


5/16" IN DIAMETER W.TH PIGTAIL TERMINALS, 


TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
THE TOLERANCE (M PERCENT. 


(-19 
8/24/43 CWSD-162746A CWSESA-682056- 
SEPT 43 28 «ISSUE 1 


CW-631640 MK-12 

RESISTOR-WIRE WOUND; 

RATED 80,000 OHMS, | WATT 1-1/2" LONG 
AND 3/2" UN DIAMETER WITH PIGTAIL TERMI- 
NALS. TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND THE TOLERANCE IN PERCENT. 


Ct? 
8/24/45  CHED-1E2747A CWSESA-682056- 
SEPT 43 30 ISSUE 41 


CW- 631641 MK-12 

RESISTOR-WIRE WOUNDS 

RATED 10,000 OHMS, 1/2 WATT. f-1/2% LONG 
AND 1/2" IN DIAMETER WITH PIGTAIL TERM- 
UNALS. TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND THE TOLERANCE IN PERCENT. 


C-19 
8/24/43 CWSD-162747A CWSESA-682056- 
SEPT 43 31 ISSUE 13 


cw-631642 HK-12 

RESISTOR-WIRE WOUND? 

RATED 23,000 OHMS, 3/4 WATT. 4-1/2" 

LONG AND 1/2" IN OLAMETER WITH PIGTAIL 
TERMINALS, TYPE NUMBER TO BE FOLLOWED BY 
A DASH AXD THE TOLERANCE iN PERCENT. 


(+f) 
8/24/43 CWSD“162747A CWSESA-682056- 
SEPT 43 37) ISSUE 15 


CW- 631643 K-12 

RESISTOR-WIRE WOUND: 

RATED $0,000 OHMS, # WATT. 1-1/2" LONG 
AND 1/2" IN DEAMETER WITH PIGTAIL TERM- 
INALS. SAME AS CW-631954 EXCEPT DOES NOT 
HAVE LOW TEHE CONSTANT. TYPE NUMBER TO 
BE FOLLOWED BY A DASH AND THE TOLERANCE 
IM PERCENT. (=) 

8/24/43 CWED-162747A CWSESA-682056- 
AUG. 44 38 ISSUE 11 


cw- 631644 K-12 

RESISTOR-WIRE WOUND: 

RATED 1000 OHMS, 1 WATT. F°1/2" LONG 
AND 1/2" IN DIAMETER WITH PIGTAIL TERH- 
INALS. TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND THE TOLERANCE IN PERCENT. 


C1) 
8/24/43 CW2D-164888A CWrESA-682056- 
SEPT 43 35 assue 11 


Cw-631645 K-12 

RESISTOR WIRE WOUND: 

RATED 15,000 OHMS, 1/2 WATT. 11/2" LONG 
AND 1/2" IN DIAMETER WITH PIGTAIL TERH- 
(NALS. TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND THE TOLERANCE IN PERCENT. 


Cot) 
8/24/43 CWSD-165759A CWSESA-682056- 
SEPT 43 35 ISSUE Tf 


L__oare | MOMHARTHBERS | OANHKACTHARZ 


CW-631646 = HK-12 

RESISTOR-WIRE WOUND? 

RATED 20,000 OHMS, 3/4 WATT. 1-1/2" 

LONG ANO 1/2" IN DIAMETER WITH PIGTAIL 
TERMINALS. TYPE NUMBER TO BE FOLLOWED BY 
A DASH AND THE TOLERANCE IN PERCENT 


C-07 
8/24/43 CWSD-165759A CW SESA-682056- 
SEPT 43 36 ISSUE 11 


CTC631647 MARK 26 

POTENTIOMETER COMPOSI - 

TION: RATED 100,000 OHMS, LINEAR, 2 
WATTS. SPECIAL SHAFT 3/4" LONG WITH 
0.01" DEEP GROOVE 1/8" WIDE 1/16" FROM 
ENO. #2 SWITCH OPEN AND #1 SWITCH. 
CLOSED IN FULL COUNTER CLOCK POSITION. 
#1 OPEN & ¥2 CLOSED iN CLOCKWISE 
8/24/43 CG3M-7470455-1 
HOV. 43 REV 5 


ce2631647 
POSITION. TYPE NUMBER TO BE FOLLOWED BY 
A DASH AND THE TOLERANCE IN PERCENTs 


CiR631648 = HK-12 

RESISTOR WIRE WOUNDS 

RATED 700,000 OHMS, 400 VOLTS MAXIMUM, 
NON-INDUCTIVE. 1" LONG BY 9/16" IN DIA- 
METER WITH LUG TERMINALS. TYPE NUNBER 
TO BE FOLLOWED BY A DASH AND THE TOLER- 
ANCE IM PERCENT. 


Cw) 
8/28/43 CIREWU-S CWIBA-10130-8 
SEPT 43 ISSUE 1 
631649 HK-12 RE 13A 372 
RESISTOR WIRE WOUND? STYLE B 


RATED 350 OHMS. SAME AS TYPE -63532 
EXCEPT 4S NON-ANDUCTIVELY WOUND, 


A 


8/28/43 CSFS9ONIF CWSESA+682068- 
SEPT 43 18 ISSUE 7 


CON631650 MK-22 

POTENTIOMHETER“WIRE WOUNDS 

RATED 10 OHMS, 25 WATTS, LINEAR. TYPE 3 
FLAT SHAFT 2" LONG. EQUIPPED WITH NON- 
TURN WASHER WHICH HAS LUG THAT FITS INTO 
HOLE IN PANEL TO PREVENT POTENTIONETER 
FROM TURNING. TYPE NUMBER TO BE FOLLOWED 
BY A DASH & THE TOLERANCE JN PERCENT. 
8/30/43 MODEL # CW sBA-10027-6 
SEPT 43 ISSUE 7 


CA0631651 MK-22 

RESISTOR WIRE WOUND: 

RATED 2500 OHMS, 40 WATTS. FLAT STRIP 
TYPE. TYPE NUMBER TO BE FOLLOWED BY & 
DASH AND THE TOLERANCE IN PERCENT. 


8/30/43 
SEPT 43 


CW2BA-10095-43 
ISSUE 4 


CA0631652 HK-22 

RESISTOR-WIRE HOUND? 

RATED 4.0 OHMS, 40 WATTS. FLAT STRIP 
TYPE. TYPE NUMBER TO GE FOLLOWED BY A 
DASH AND THE TOLERANCE IN PERCENT. 


8/30/43 
SEPT 43 


CW3BA-10095-14 
ISSUE 4 


ctR631653 st 

RESiSTOR-WIRE WOUND? : 
RATED 200,000 OHMS, 400 VOLTS, MAXIMUM, 
NON-INDUCTIVE. #" LONG X S/16" UN Didar 
METER WITH PIGTAIL TERMINALS, TYPE NUM- 
BER TO BE FOLLOWED BY A DASH AND THE ‘ 
TOLERANCE IN PERCENT. 


(+45) 
8/31/43 CIRSWH-4 CH:BA-10130-9 
SEPT 43 aSsue | 


C1R631654 SL 

RESISTOR-WiRE WOUND: 

RATED 50,000 OHMS, 1 WATT NON-INDUCTIVE. 
1" LONG X 9/16" IN OJAMETER WITH PIGTAIL 
TERMINALS. SIMILAR TO TYPE -631563 
EXCEPT HAS WIRE LEADS. TYPE NUMBER TO BE 
FOLLOWED BY A DASH AND THE TOLERANCE UN 
C1) PERCENT. 

8/31/43 CIRSWH-4 CWSBA-SOT3S0-10 
SEPT 43 ISSUE 1 


cBZ631655 se 

POTENTIOMETER-COMPOS| - 

TION; RATED 1000 OHMS, LINEAR, 2 WATTS. 
TYPE 1 ROUND SHAFT. REPLACEMENT POTEN- 
TIOMETERS TO HAVE 2” SHAFT LENGTH. TYPE 
NUMBER: TO BE FOLLOWED BY A DASH AND THE 
TOLERANCE IN PERCENT. 


€-20) 
8/31/43 CBZiJ CWsBA-10034-112 
SEPT 43 ISSUE 14 


cBz631656 sL 

POTENTIOMETER-COMPOS I - 

TION: RATED 200 OHMS, 2 WATTS, LINEAR. 
TYPE 2 SCREW DRIVER SHAFT 7/8" LONG. 
TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
THE TOLERANCE (N PERCENT. 


€-20) 
8/31/43 CBZEU CWLBA-F0034-113 
SEPT 43 ISSUE 14 


c82631657 st 
POTENTIOMETER-COMPOSI - 

TION; RATED 100,000 OHMS, 2 WATTS, 
LINEAR. TYPE 2 SCREWDRIVER SHAFT 5/8" 
LONG. TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND THE TOLERANCE IM PERCENT. 


€-20) 
8/31/43 CBZsJ CW3ESA+696040-3 
SEPT 43 ISSUE 3 


€B2631658 MK-12 
POTENTIOMETER-COMPOSI~ 

TION: RATED 600 OHM, 2 WATTS, NON- 
LINEAR. TYPE t ROUND SHAFT. REPLACEMENT 
POTENTIOMETERS TO HAVE 2" SHAFT LENGTH. 
TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
THE TOLERANCE IN PERCENT. 


(+10) 
8/31/43 CBZzu CW:BA-10034-106 
SEPT 43 tissue 14 


CA0631659 HMK-12 

RESISTOR-WiRE HOUND: 

RATED 250 ONMS, 30 WATTS. FLAT STRIP 
TYPE. TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND THE TOLERANCE IN PERCENT, 


8/31/45 
SEPT 43 


CW:BA-10095-3 
iSSUE 4 


CA0631660 MK-12 

RESISTOR-WIRE WOUND: 

RATED $00 OHNS, 30 WATTS. FLAT STRIP 
TYPE. TYPE NUMBER TO GE FOLLOWED BY A 
DASH AND THE TOLERANCE IN PERCENT. 


¢€-10) 
8/31/43 CW 3BA-F009576 
SEPT 43 TSSUE 4 


SAAS R 
RESTRICTED 


pare | MARARTHARS | AGNHRASTAREE | 


NAVSHIPS 900,105 


, 


3.63-74 


| oe oh | euast ASSIGNED FOR 


cs0631661 = HK-i2 

RESISTOR-WIRE WOUNDS 

RATED BOCO OMS, 45 WATTS. FLAT STRIP 
TYPE, TYPE HUMBER 10 BE FOLLOWED BY & 


BASH AN® THE TGLERANCE IN PERCENT. 


€-10) 

8/31/43 CHIBA-10095-64 
SEPT 43 ISSUE 4 
CA0631662 MK-12 

RESISTOR-WIRE WOUNDS 

RATED GOOD GUMS, 45 KATTS. FLAT STRIP 


TYPE. TYPE NUMBER TO BE FOLLOWED BY & 
DASH AND THE TOLERANCE (H PERCENT. 


cot) 

B/31 S43 CHIBA-19095-62 
SEPT 43 ISSUE 4 
€tR631663 NKk-!2 

RESiSTOR-WIRE WOUNDS 

RATEO 160 O84S, 4 WATTS. NON-UNDUCTIVELY 
MOUND. TAB TERMINALS. TYPE NUMBER TO BE 
FOLLOWED BY A DASH AND THE TOLERANCE 1% 
PERCENT. 

€-5) 

8/31/43 CIRSAB CW2BA-10096-7 
SEPT 43 ISSUE 3 


cHc 651664 sm 

POTENTIOMETER-HIRE WOUND: 
RATED 50,000 OHMS, LINEAR, 
3 FLAT SHAFT 1-1/2" LONG, 


4 WATTS. TYPE 
FLATTED 9/32° 


FROM END, MEETS PERFORMANCE REQUIREMENTS 
OF RE 13A 492. TYPE NUMBER TO BE FOL- 
LOWED BY A DASK AND THE TOLERANCE I® 
(=10) PERCENT. 

9/V7/43 TYPE to CGIKS2 9326 

SEPT 43 REV 0 

cuc 631665 sm RE 3A 492 


POTENTIOMETER-WLRE WOUND: 
RATED 50,000 OHMS, LINEAR. & WATTS. 
2, SCREW DRIVER SHAFT. 5/8" LONG. 


TYPE 


9/18/43 TYPE 10 CGSK4S 538 
: SEPT 43 REV & 
cG- 631666 sc-3 


RESISTOR-WiRE WOUNDS 


MAXIMUM SHEATH TEMPERATURE IS 750°F.« 


RATED 115 VOLTS, 75 WATTS, $76.5 +5-10% 
OWMS. 

9/20/43 SIM TO #2A244  CGSK-7896071 
OY. 43 REV O 
c8z-631667 HARK 22 

POTENTIOMETER, COMPOSITION: 

RATED &,000 OHMS, LINEAR, 2 WATTS. TYPE 


1, ROUND SHAFT. REPLACEMENT POTENTIO- 
METERS HAVE 2" SHAFT LENGTH. TYPE NUMBER 
TO BE FOLLOWED 8Y A DASH AND THE RESIS- 
FCAOSZA-5S4043C. REV O CWSBA-§0054-550 


ISS 23 

9/26/43 3 CWIESA-694122-1 

MAY 45 ISSUE 22 = 
Cbz- 631667 

TANCE TOLERANCE IN PER CENT. 


Class 6 3—Resistors—Potentiometers— Attenvafors 


NENG NEAR [esr asionte con | RATS, : 


cou 631668 sp . 
POTENTIiONETER-WIRE WOUND: 

RATED 5000 @HMS, LINEAR, 25 WATTS, ROUND 
SHAFT 3/4" LONG FLATTED 9/32" FROM END. 
MEETS.PERFORMANCE REQUIREMENTS OF 


RE 15A 4920 
9/27/43 TYPE H CGIK-S2U5t8 
HAR. 44 REVO 
cuc-G31669 sp RE 135A 492 
POTENTIOMNETER WIRE WOUND: 

RATED 2,000 OHMS, LINEAR, 4 WATTS. TYPE 


2, SCREW DRIVER SHAFT, 6/8" LONG 


$/27/43 TYPE $0 CGrK-S72USI9 
KAR. 44 REV O 

cmc 631670 sp RE TSA 432 
POTENTiOMETER WIRE WOUND: 

RATED 50 GHMS, LINEAR, 2 WATTS. YYPE 2, 
SCREW DRIVER SHAFT, 5/8" LONG 

9/27/43 TYPE $8 CGIK-S2US20 
NOV. 43 REY O 
cuc-631671 NX90-20583 
POTENTIOMETER-WIRE~ 

WOUND (DUAL) 

RATED 450/450 OHMS, LINEAR, 4-0 WATTS. 


ROUND SHAFT 7/8" LONG FLATTED 3/8" FROA 
END. MEETS PERFORMANCE REQUIREMENTS GF 
RE 13A 492. 

(-10) TYPE NUMBER TO BE FOLLOWED BY & 


9/29/43 TYPE 10 CGIK- 474785 
NOV. 43 REY 0 
cuc-63167t 


DASH AND THE TOLERANCE tt PER CENT. 


cmc-631672 NX90-20583 
POTENT OMETER -WiREWOUND; 

RATED 10,000 OHMS, LINEAR, 2.0 WATYS. 
ROUND SHAFT 3/4" LONG FLATTED 7/16" FROR 
ENO. MEETS PERFORMANCE REQUIREMENTS OF 
RE 134 492. 

{-fOS TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND THE TOLERANCE IN PER CENT. 
9/29/43 68 CGrK-475727 
NOV. 43 REV @ 


631673 NXS0-20583 
POTENTIOMETER-COMPOSITION: 
RATED 50,000 OHMS. LINEAR, 2 WATTS. 
ROUND SHAFT 3/4" LONG FLATTED 7/36" 
END. 
(-10% TYPE NUMBER TO BE FOLLOWED BY & 
DASH AND TOLERANCE IN PER CENT. 


Fron 


9/23/43 
NOY. 43 


CB23J CGOsK-473401 


REV 2 


C8263 7674 WX90-20583 
POTENTIOMETER-COMPOSITION: 
RATED 500,000 OHMS, LINEAR, 2.0 WATTS. 
TYPE 2, SCREW DRIVER SHAFT 27/32" LONG 


(-10S) TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND CHE TOLERANCE (HN PER CET. 


rus asroneo ron | otc ath | 


ect 


c1c 631675 WX 5380-20583 
POTENTIOMETER-COMPOSITION: 

RATED 100,090 OHNS, LINEAR, 1/2 WATT. 
ROUND SHAFT 3/4" LONG FLATIED 7/16*% FROM 
END. 


€-10) TYPE HUMBER (0 BE FOLLOWED SY A 
DASH AND TOLERANCE JM PER CENT. 


9/29/45 $35 CGSK-475204 
KOV. 43 REY @ 
etl. 631676 NxXs0-20883 


POTENTIOMETER-COMPGSITION? 
RATED 1,000,000 OHMS, LINEAR, 1/2 WATT. 
TYPE 2, SCREW DRIVER SHAFT 2 3/32" LONG. 


(-10) TYPE MUMBER TO BE FOLLOWED BY A 
DASH AND THE TOLERANCE i PER CENT. 


B/29/43 #35 CGIK-4752F0 
NOV. 43 REY 

CMC- 631677 NXs0-20583 

POTENTIOMETER -HIREWOUND: 

RATED 10,000 OHMS, LINEAR, 2 WATTS. TYPE 
2 SCREX DRIVER SHAFT 13/16" ONG. MEETS 
ELECTRICAL REQUIREMENTS OF RE 135A 492. 


(-10) TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND THE TOLERANCE IN SER CENT. 
9/29/43 958 CGK-475483 
NOV. 43 REY G 


crc-631678 DAS 
POTENTIOMETER-COMPOSITION: 

RATED 2,000,000 GNMS. SEMILOGRITHMIC, 2 
WATTS. TYPE 2 SCREW ORIVER SHAFT 14 LOKG. 


€-20) TYPE NUMBER TO BE FOLLOWED BY & 
BASH AND THE TOLERANCE im PER CENT. 


8/29/43 #35 COIK-435587 
WO. 43 REVO 
cic 631679 Das 


POTENTIOME FER -COMPOSITION: 
RATED 2,000,000 OHMS, LINEAR, 5/2 WATT. 
TYPE 2 SCREW DRIVER SHAFT 5/8” LONG. 


(-10) TYPE NUMBER TO BE FOLLOWED BY A 
BASH AND THE TGLERANCE ii PER CENT. 


9/29/43 $35 CGSK-43 3589 
WOY. 43 REV O 
c82631680 DAS 
POTENTiOMNETER-COMPOSITION? 

RATED 50,000 OHMS, LINEAR, 2 KATTIS. TYPE 
2 SCREM DRIVER SHAFT 5/8" LOKG 


€-20) TYPE MUMBER TO BE FOLLOWED BY A 
DASH ANO THE TOLERANCE iN PER CENT, 


9/29/45 2 CG2K-43 9590 
NOV. 45 REV O 
cBz-631694 DAS 


POTENTIOMETER-COMPOSITION?: 

RATED 750,000 OHMS, LINEAR, Z WATTS. 
TYPE 1 ROUND SHAFT REPLACEMENT POTENTEO- 
METERS FO HAVE 2° SHAFT LENGTH. 


€-10) TYPE NUMBER TO BE FOLLOWED BY A 
DASH AKD THE TOLERANCE 3 PER CENT. 


9/23/43 CGiK-43 4591 
#OV. 43 REV ft 

CiR 631682 DAS 
POTENTIOMETER-COMPOSI TION 

RATED £00,000-OHNS, LINEAR, 2 WATTS. 


TYPE 2 SCREW DRIVER SHAFT 5/8" LONG. 


(-20) TYPE NUMBER TO BE FOLLOWED BY & 
DASH ANB THE TOLERANCE GN PER CENT. 


8/29/43 CG2K-47 5200 
ASSIGNED MOY.:43 REV | ASSIGNID as ao 
= fens SSSUED issuep 
[eave | SAWANT dR ORACTIIES, cars | MARRASTHANS | AANWIACTNAEEA, vat | RR? IAT | 


NAVSHIPS 900,109 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenvators 


[HA 


- 631683 vas 
POTENTIONETER-WIRE WOUND 
RATED 10,000 OHMS, LINEAR, 2 WATTS. TYPE 
2 SCREM ORIVER SHAFT 5/8" LONG. 
CANCELLED-FOR REPLACEMENT USE NAVY TYPE 
-€34 687. 

(+20) TYPE NUMBER TO BE FOLLOWED BY A 
DASH AMD THE TOLERANCE IN PERCENT. 


RE 13A 492 


9/29/43 GIRIW CG2K-44J379 
HAR. 44 REV 3 
682631684 DAS 


POTENTS ONETER-COMPOSI TION: 

RATED 500,000 OHMS, LINEAR, 2 WATTS. 
ROUND SHAFT 1 7/8" LONG FLATIED 5/8" 
FROM END, 


€-20>) TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND THE TOLERANCE IN PER CENT. 
9/29/43 2 CGzK-435720 
NOV. 43 REY 1 


682631685 das 
POTENTIOMETER-COMPOSITIONS? 

RATED 500,000 GHMS, LINEAR, 2 WATTS. 
TYPE 't ROUND SHAFT REPLACEMENT POTENTIO- 
METERS TO HAVE 2% SHAFT LENGTH. TYPE NO. 
TO BE FOLLOWED BY DASH AND TOL. fH &, 
¥CDULE-450. & 1-184, CRVSP-7I39567-19 REV 4 
(10) 
9/29/7435 9 


CGrK-43 0719 
FEB. 45 * 


REY O 


2 


~ "631686 Das RE 13A 492 
POTENTIOMETER-WIREWOUND: 
RATED 10,000 OHMS, LINEAR. 


2 SCREW ORIVER SHAFT 1 178" 


2 WATTS. 
LONG. 


TYPE 
(-10) TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND THE TOLERANCE iW PER CENT. 


9/29/43 
NOY. 43 


CIRSH CGtK~-43J593 


REY 0 


631687 DAS RE 
POTENTIONETER-WIREWOUND? 
RATES 10,000 OHMS, LINEAR, 2 WATTS. 
2 SCREW DRIVER SHAFT 5/8" LONG. 


13 A 492 


TYPE 


(-10) TYPE NUMBER TO SE FOLLOWED BY A 
DASH AND THE TOLERANCE IN PER CENT. 
¥CWsBA-10034-537 ISSUE 27 

9/29/4635 CIRsW CGiK-43U595 
SEPT. 44 CTC3252 REY O *C ABOVE 


631688 DAS 
RHEOSTAT-WIREWOUND? : 
RATED 10,000 OHMS, LINEAR, 2 WATTS. TYPE 
2 SCREW DRIVER SHAFT 5/8" LONG. 


RE 135A 492 


(-10) TYPE NUMBER TO BE FOLLOWED BY A 
BASH AND THE TOLERANCE IN PER CENT. 


9/29/43 
NOV. 43 


CIRsw CG3K-43.J596 


REV O 


631689 das 
POTENTIOMETER-WIREWOUND: 
RATED 5,000 OHMS, LINEAR, 2 WATTS. 
2 SCREW DRIVER SHAFT 8/8° LONG. 


RE 13A 492 


TYPE 


(-10) TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND THE TOLERANCE IN PER CENT. 
9/29/43 CIRsW 
NOY. 43 


CGSK-44J581 
REV O 


ctc-631690 SN 
POTENT IOMETER-COMPOSITION? 


RATED 1/2 WATT. RESISTANCE «5 MEGOHMS. 
ROUND SHAFT, 2" LONG, FLATTED 1/2" FROM 
END. 


(-20) TYPE NUMBER. TO BE FOLLOWED BY A 


DASH, AND PER CENT TOLERANCE.~ 2 
9/29/43 CTC:SERIES 35 CG:354 733 
WOV. 43 REV S 


MSLNASHOR® 


SEAHEC Ch 


BATE 


rust assionnm rox | ane. | | dba 


3.63-75 


FIRST ASSIGHED FOR | avmanens, | | AML FIRST ASSIGNED FOR REM | 

c1c-631591 SQ { 

POTENTI OMETER-COMPOSITION? cox-63 1699 NXS-1637 

RATED 50,000 OHMS, LINEAR, 1/2 WATT. POTENTIONETER WIREWOUND = 

TYPE 2 SCREW ORIVER SHAFT 5/8" LONG. RATED 10,000 OHM, LINEAR, 50 WATTS. 
ROUND SHAFT, $1 1/8" LONG, FLATTED 1/2" 

(-20) TYPE NUMBER TO BE FOLLOWED BY A FROM END. TYPE NUMBER TO BE FOLLOWED BY 

DASH AND THE TOLERANCE IN PER CENT. A DASH ANDO THE RESISTANCE TOLERANCE IN 
PERCENT. MEETS ELECTRICAL & PERFORNANCE 

9/30/43 $35 CG5K-445932 REQUIREMENTS OF RE 135A 492. 

NOY. 43 REY 0 10/3/43 COIK-52J613 
NOV. 43 REY 0 

crc631692 se 

POTENTIOMETER-COMPOSITIONS cir 631700 23 
POTENTIOMETER, COMPOSITION 


RATED 2,000,000 OHMS, LINEAR, 
TYPE 2 SCREW ORIVER SHAFT 5/8" 


1/2 WATT. 
LONG. 


€-20) TYPE NUMBER TO BE FOLLOWED BY A 
BASH AND THE TOLERANCE iN PER CENT. 


CGOSK-44J933REVO 
CGtK-40N507RE VS 


9/30/43 
NOY. 43 


#35 


crc631693 sq 

POTENTIOMETER- COMPOSITION: 

RATED 750,000 OHMS, LINEAR, 1/2 WATT. 
TYPE 2 SCREW DRIVER SHAFT 5/8" LONG. 


(-20) TYPE NUMBER TO BE FOLLOWED BY & 
DASH AND THE TOLERANCE IM PER CENT. 


9/30/83 #35 CGK-445934 
NOW. 43 REY 0 
clR631694 s@ 
POTENTIOMETER-WIREWOUND?: 

RATED 10,000 OHMS, LINEAR, 2 WATTS, 


ROUND SHAFT 4 
FROM END, 


5/36" LONG FLATTED 7/16" 


(-10) TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND THE TOLERANCE IN PERCENT. 


9/30/43 gw CGiK-444931 
ROY. 43 REV 1 

cuc- 631695 sa 
POTENTIOMETER-RIREWOUND: 

RATED 5,000 OHNS, LINEAR, 2 WATTS. ROUND 


SHAFT 1 7/8" LONG FLATTED 7/16" FROM END, 
SAME AS TYPE -631697 EXCEPT FOR POSITION 
OF FLAT. 


(-10) TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND THE TOLERANCE {N PERCENT. 


9/30/43 #58 CG2K-445663 

NOV. 43 REV O 
631696 SQ RE 13A432 

POTENTIOMETER-WIRE- 

WOUND (DUAL): 

RATED 1000/1000 ONMS, LINEAR, 2 WATTS. 


TYPE 2 SCREW DRIVER SHAFT 3/4" LONG. 


(-10) TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND THE TOLERANCE tN PER CENT. 


RATED 750,006 OHHS, LINEAR, 2 WATTS. 

TYPE 3, FLAT SHAFT, REPLACEMENT POTENTIO- 
METERS HAYE 2" SHAFT LENGTH, TYPE NUMBER 
TO 8& FOLLOWED BY A DASH NAD THE RESIST- 
ANCE TOLERANCE {IN PER CENT. 


10/3/43 cs CGEK=275233-2 
Nov. 43 REY 5 
cco631701 = X-ToP-t RE 133406 


RESESTOR-COMPOSITION 
RATED 40 OWNS, § WATISS 


TYPE NUMBER TO BE FOLLOWED GY DASH OF 


TOLERANCE IN PERCENT. 

10/5/43 CX CCO:P-7764407, 
NOV. 43 P. 6. REV 4 
cco631702 = x-ror-t RE {3A340C 
RESISTOR-COMPOSITION 

RATED 1600 OHMS, 6 WATTS. 


TYPE NUMBER TO BE FOLLOWED 8Y DASH OF 


TOLERANCE IN PERCENT. 

10/9/43 CCO:P-7764407, 
Nov. 43 P. 38, REV 4 
cco651703 = x-top-1 RE 13A340C 


RESISTOR-COMPOSITION 
RaATEO 400 OHMS, & WATTS. 


. 


TYPE NUMBER TO BE FOLLOWED BY DASH AND 


TOLERANCE IN PERCENT. 

FO/E/43 CX CG:P-7764407 
NOV. 43 P 7 REV 4 
cco 631704 = X-ToP-1 RE 13A340C 


RESiSTOR-COMPOSITION 
RATED 2000 QHNS, 6 WATTS 


TYPE NUMBER 4O BE FOLLOWED BY DASH & 


9/30/43 CHCrfs3 CGrK 445642 TOLERANCE IN PERCENT. 
hove Rens 10/5/43 cG:P7762799 
NOV. 43 P31, REV 
cuc- 631697 sa : 
POTENTIOMETER-WIREWOUND? EMA D TED S, ./$40OP= 1 RE" SA4 926 
RATEDESOUEDONAS ALIN EARE aoeahr seek GU ND POTENTIOMERER, WIRE-WOUND RE 13A340C 
4s, : : : 
SHAFT $ 7/8" LONG FLATTED 7/16" FROM END. steee GR ERs ciate LENciN yah 
SAME AS TYPE -631695 EXCEPT FOR POSITION AEM , . 
OF FLAT 
(-10) TYPE NUMBER TO BE FOLLOWED RY A 
SASHCAUG TEHE TOLERAHCE A WPER CENT TYPE NUMBER TO BE FOLLOWED BY A DASH 
9/30/43 #58 CMCEK-474215 TOLERANCE: ON PERCENT, 
iavecds geuee 10/5/43 SPO-13057 CW:M-7467506 
NOV. 43 PS REV & 
631698 sq REI3A 372 
REST STOR WIRE MOUNDS AR ar Hines Coon os lak 
125 OHHS. DOES NOT INCLUDE HARDWARE eae : : 
RATED 30,000 OMS, 2 WATTS LIN. TAPER 
SCREW-DRIVER SHAFT, LENGIH 1/2", 
, TYPE NUMBER TO BE FOLLOWED 8Y DASH & 
9/30/43 CAOL2"T CULK-270337 TOLERANCE IN PERCENT. 
ave as cevcie as 10/5/43 J CG:P-7764524 
assignsa| NOV. 43 P 32. REV 12 
ISSUED 
MARUACTHRES | SRULACTUAES, pare | MAMEASTHBES | SRANIEACTARA | 
& 
RESTRICTED NAVSHIPS 900,109 


3.63-76 


Prion 


cB2.631707 X-ToP-1 . 
POTENTIOMETER, COMPOSITION 

RATED 100,000 OHMS, 2 WATTS LIN. TAPER 
SCREW-DRIVER SHAFT, 1/2" LENGTH. TYPE NO 
TC BE FOLLOWED BY DASH & TOL. IN %. 


BCGSP-7764524, P31, REY 12 CAOSSAT05087C 


REV O Cws6S1122-10 #8s 25 
10/6/43 J CH BA-10034-178 


DEC. 44 ISSUE 27) & 


€8Z631708 xX-rop-1 

POTENTIONETER, COMPOSITION 

RATED 250,000 OHMS, 2 WATTS LIN+» TAPER 
SCREW-DRIVER SHAFT, 1/2" LENGTH. 
CANCELLED FOR REPLACEMENT USE -631237-~ 


TYPE NUM3ER TO BE FOLLOWED BY DASH & 
TOLERANCE IN PERCENT, 

10/6/43 J CG:P-7764524 
FEB. 45 P 42 REV 12 


cBZ631709 X-ToP-t 

POTENTIOMETER, COMPOSITION 

RATED 20,000 OHMS, 2 WATTS LIN TAPER 
SCREW-ORIVER SHAFT, 1/2" LENGTH, 


TYPE NUMBER TO BE FOLLOWED BY A DASH & 
TOLERANCE IW PERCENT. 

DEC./43 J CG:P-7764524 12 
Nov. P-33 REV 12 


cezZ631710 x-ToP-1 

POTENTIOMETER, COMPOSITION 

RATED 150,000 OHNS, 2 WATTS 
SCREW-ORIVER SHAFT 1/2" LENGTH. LIN. 
TAPER 


TYPE NUMBER TO BE FOLLOWED BY A DASH & 
TOLERANCE IN PERCENT, 


10/6/43 J CG3P-7764524 

NOV. 43 P 4t, REV $2 
631711 so 

RESISTOR-WIRE WOUND 

600 OHM 

VOsT1/43 RE I3A3720 


WOV. 43 STYLE F 


c1¢ 631712 cG-46acg 
POTENTIOMETER-COMPOSETION 

RAT€O 1800 OHMS, 3/2 WATT LIN. TAPER, 
SCREW-ORIVER SHAFT, LENGTH 9/16", 


TYPE NUMBER TO BE FOLLOWED BY A DASH & 
TOLOERANCE iN PERCENT. 
10/16/43 35 

NOY. 43 


CGSK47J733 


circS$11713 SH 

POTENTIONETER, COMPOSITION 

RATED 100,000 OHMS, LINEAR, 1/2 WATT. 
ROUND SHAFT 1” LONG, FLATTED $/16" FROM 
END. TYPE NUMHZER TO BE FOLLOWED BY A 
DASH AND THE TOLERANCE IN PERCENT. 


10/21/43 35 CG3K-43J472 
WOV, 43 REY 1 


c1c 631714 su 

POTENTIOMETER, COMPOSITION 

RATED 5000 OMS, LINEAR 1/2 WATT. TYPE 
2, SLOTTED SHAFT, 5/8" LONG. TYPE NUMBER 
TO BE FOLLOWED BY A DASH AND THE 
TOLERANCE (N PERCENT. 


10/21/43 35 CGSK-43U475 
NOV. 43 REY O 


[oars | MAWEAETER'S | AAMTAPTIA, 
a 


NAVSHIPS 900,109 


Class 63—Resistors—Potentiometers—Attenvators 


FIRST AssiGnaD FOR | HAY DRAWING | [ae | FIRST ASSIGNED FOR | AA ARAKIS, 


c1c631715 sM 

POTENTIONETER, COMPOSITION 

RATED $00,000 OHMS, LINEAR, 1/2 WATT. 
TYPE 2, SLOTTEO SHAFT, $/8" LONG. TYPE 
NUMBER TO BE FOLLOWED BY A DASH AND THE 
TOLERANCE UN PERCENT. 


*CG2K-545778 REV O 
Vo/21/43 35 CG2K-43U478 
HAR. 44 KEV oO * 


631716 sM 
POTENTIONETER, WIRE WOUND 
RATED 1000 OHMS, LINEAR, 2 WATTS. TYPE 
2, SLOTTED SHAFT, 5/8" LONG. TYPE NUMBER 
TO BE FOLLOWED BY A DASH AND THE 
TOLERANCE EN PERCENT. 


RE 13A492 


*CGIK-S4N810 REV 
10/21/43 (CMC)58 CGtK-43 481 
MAR. 44 REV Oo * 


ctc631717 s# 

POTENTIOMETER, COMPOSITION 

RATED 100,000 OHMS, LINEAR, 1/2 WATT. 
TYPE 3, FLAT SHAFT. REPLACEMENT 
POTENTIOMETERS HAVE 2" SHAFT LENGTH. 
TYPE NUMBER TO BE FOLLOWED BY A DASH ano 
THE TOLERANCE §N PERCENT. 


10/21/43 35 CG2K-43U482 
NOV. 43 REV I 
631718 sM RE 130492 


POTENTIOMETER, HIRE WOUND 

RATED 20,000 OHMS, LINEAR, 2 WATTS. TYPE 
2. SLOTTED SHAFT, 5/8" LONG. FYPE NUMBER 
TO BE FOLLOWED BY A DASH AND THE 
TOLERANCE (N PERCENT. 


10/21/43 (CMC) 58 CG3K-43 3485 
NOV. 43 : REV O 


631719 sm 
POTENTIONETER, WIRE WOUND 
RATED 30,000 OHMS, LINEAR, 4 WATTS. 
TYPE 3, FLAT SHAFT. REPLACEMENT 
POTENTIOMETERS HAVE 2" SHAFT LENGTH. 
TYPE NUMBER TO BE FOLLOWED BY A DASH & 
THE TOLERANCE (WN PERCENT. 


RE 13A492 


10/21/43 (€CMCd10 CGSK-43J682 
NOV. 43 REV O 


cTc 631720 SM 

POTENTIOMETER, COMPOSITION 

RATED $000 OHMS, LINEAR, 1/2 WATT. 
TYPE 3, FLAT SHAFT. REPLACEMENT 
POTENTIOMETERS HAVE 2" SHAFT LENGTH. 
TYPE NUMBER TO BE FOLLOWED BY A DASH & 
THE TOLERANCE IN PERCENT, 


10/22/43 35 CGsKk-434780 
NOV. 43 REV 2 


cic 631721 sm 

POTENTIONETER, COMPOSITION 

RATED 1,000,000 O4NS, LINEAR, 1/2 WATT. 
TYPE 3, FLAT SHAFT. REPLACEMENT 
POTENTIOMETERS HAVE 2" SHAFT LENGTH. 
TYPE NUHBER TO BE FOLLOWED BY A DASH & 
THE TOLERANCE IN PERCENT. 


10/22/43 35 CG:k-43J837 
NOV, 43 REV O 


631722 sN 
POTENTIONETER, WIRE WOUND 
RATED 5000 OHNS LINEAR, 2@ WATT. TYPE 2, 
SLOTTED SHAFT, 6/8" LONG. TYPE NUMSER TO 
BE FOLLOWED BY A DASH AND THE TOLERANCE 
(N PERCENT. 


RE-13A492 


10/22/45 (CMC) $8 CGEK-43. 5839 
NOY, 43 REY O 


BARE, drtmst assigneD ror RVG, | 


cic 631723 «ss 

POTENTIOMETER, COMPOSITION 

RATED 200,000 OHMS, LINEAR, 1/2 WATT. 
TYPE 3, FLAT SHAFT. REPLACEMENT 
POTENTIONETERS HAVE 2" SHAFT LENGTH. 
TYPE NUMBER TO BE FOLLOWED BY A DASH & 
THE RESISTANCE TOLERANCE IN PERCENT. 


40/22/43 35 CG:K-43 3638 
NOV. 43 REY O 


cre 631724 sH 

POTENTIOMETER, COMPOSITION 

RATED 250,000 OHMS, LINEAR, 1/2 WATTe 
TYPE 3. FLAT SHAFT. REPLACEMENT 
POTENTIONETERS HAVE 2” SHAFT LENGTH. 
TYPE NUMBER TO BE FOLLOWED BY A DASH & 
THE TOLERANCE tN PERCENT. 


10/22/43 35 CGrK-43 5840 
NOY. 43 REV O 


631725 sm RE 13A492 
POTENTIOMETER, WIRE WOUND 

RATED 20,000 OHMS, LINEAR, 4 WATTS. 
ROUND SHAFT, 3/4" LONG, FLATTED 9/32*% 
FROM END. TYPE NUMBER TO BE FOLLOWED BY 
A DASH AND THE TOLERANCE {tN PER CENT. 
INCLUDES S.P.D.T. SWITCH. 


VO/22443 (CHC) 20 CGiK-445114 
MOV. 43 REV O 


ctc 631726 sH 

POTENTIOMETER, COMPOSITION 

RATED $00,000 OHNS, LINEAR 1/2 WATT. 
TYPE 3, FLAT SHAFT. REPLACEMENT 
POTENTIOMETERS HAVE 2" SHAFT LENGTH, 
TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
THE TOLERANCE IN PERCENT. 

SCGEK-S7J541 REV 1 

10/22/43 35 CGrK-44U116 
DEC. 44 REY of 


631727 sx 
POTENTIOMETER, WIRE WOUND 
RATED 25,000 OHMS, LINEAR, 4 WATTS. 
ROUND SPAFT 1 1/2" LONG, FLATTED 3/8* 
FROM END. TYPE NUMBER TO BE FOLLOWED BY 
A DASH AND THE TOLERANCE IN PERCENT. 


RE 135A492 


10/22/43 (CHC) 10 CGtK-445327 
WOv. 43 REV O 


631728 sH 
POTENTIOMETER, WIRE HOUND 
RATED 125 OHMS, LINEAR, 25 WATTS. TYPE 
3. FLAT SHAFT. REPLACEMENT 
POTENTIOMETER HAVE 2" SHAFT LENGTH. TYPE 
NUMBER TO BE FOLLOWED BY A DASH AND THE 
TOLERANCE IN PERCENT. 


RE-13A492 


10/22/43 (CHC) PW-25 CGiKk-445242 
NOV. 43 REY 


cu- 631729 MK 3 24 
RESISTOR-WIREWOUND 

250,000 OHMS, | WATT, 3 172" LONG X 4/2" 
1M DIAMETER WITH PIGTAIL TERMINALS. 
SIMILAR TO TYPE -631471 EXCEPT IS GIVEN 
MOISTURE PROOF IMPREGNATION ANlO STABI- 
LIZING TREATMENT. (-1) TYPE NUMBER TO BE 
FOLLOWED BY A DASH & THE TOLERANCE IN &. 
10/25/43 D-164887A CWIESA-€62056-39 
NOV. 43 ISSUE 12 


CW-651730 HK-12 

RESISTOR -WIREWOUND 

6000 OHMS, NOM-INDUCTIVE, 1/4 WATT, PIG- 
TAIL TERMINALS. SIMILAR TO TYPE -631350 
EXCEPT IS GIVEN A MOISTUREPROOF IMPREG- 
NATION AND STASILIZING TREATNENT AND 
ALSO WOUND WITH SPECIAL WIRE TO A CON- 
TROLLED LOW TEMPERATURE COEFFICIENT. 
10/25/43 D-162746A4 CHsESA-682056-29 


asnanw | NOV. 43 
ISSUED 


MERUACTRAR ea 


a | “RUE? | BRA _| 


RESTRICTED 


Class 6 3—Resistors—Potentiometers— Attenuators 


OREKATION | FIRST ASSIGNED For | ORSPEPRAIEN 
cu- 631730 
(-1) TYPE NUMBER TO BE FOLLOWED BY A 


DASH AND THE TOLERANCE (N PERCENT. 


631731 GENERAL USE 
EXTERNAL MULTIPLIER-WIRE 
WOUND: 3.5 NEGOHNS, RATED t MA AT 
3.5 KY CONTINUOUS. : 


(CSF) 

10/27/43 RE 13A 590 
NOV, 43 STYLE MFB 
CA0 631732 *AN/SARR-2 


RESISTOR, WIRE WOUND 
RATED 5,000 OHMS +10%, 5 WATTS. 


10/28/43 1 1/2" 0 
NOV. 43 257 TERMINALS 


CWSBA-30299 
ISSUE 4 


CW- 631733 MK-12 

RESISTOR-WIRE WOUND 

RATEO 2635 OHMS, 2 WATTS. CONSISTS OF 
1255 TURNS OF #37 ON WIRE. TEMPERATURE 
COEFFICIENT IS ZERO + 0.0034. 

TYPE NUMBER TO 8E FOLLOWED BY A DASH & 
THE TOLERANCE IN PERCENT. 


$0/30/43 D-166103 
WOV. 43 


CWSESA-656610 
ISSUE 1 


caz 631734 se 

POTENTIOMETER, COMPOSITION 

RATED 500,000 OHMS. LINEAR, 2 WATTS, 

TYPE 2, SCREW DRIVER SHAFT, 5/8" LONG. 

SAME AS +631497 EXCEPT FOR LOCATING TAB. 
TYPE NUMBER TO BE FOLLOWED BY A DASH 

AND TOLERANCE IN PERCENT. 


40/30/43 J 
NOV. 43 


CWSBA-10034-243 
#SSUE 17 


cté 631735 HK 1. MoD. % 
POTENTIOHETER-WSRE WOUND 

DUAL POTENTIONETER. RESISTANCE A/RESIST- 
ANCE B; 5000 OHNS t10£/-/20,000 OHMS 
410%. TAPER A/TAPER 8B: LIN/SPECIAL*. 
SCREWDRIVER SHAFT, 5/8" LONG. 
EFFECTIVELY, 10% OF RESISTANCE IS PRO- 
DUCED BY 20% ROTATION, AND INTERMEDIATE 
10/30/43 g2-25 CH:K47J104 REVO 
NOV. 43 CG:K-47J3104 R.F 


cic631735 
AMOUNTS OF RESISTANCE TO 10% ARE PRODUCED 
BY FROM 20% TO 102% OF ROTATION OF SHAFT 
IN ORDER. 


CTC 631736 WK 1, MOD 2 
POTENTIONETER, WIRE-NOUND 

RATED 200 OMS, 1/2 WATT. SCREW DRIVER 
SHAFT, LENGTH 5/8", LUN TAPER, 


TYPE NUMBER TO BE FOLLOWED BY A DASH 
& RESISTANCE TOLERANCE IN PERCENT. 
V1/1/43 0 #252 CGK47J666 
NOV. 43 REV O 


care | MANHEAGTHBEFS | MANHTACTHAEEGE 


3.63-77 


BLOG FIRST ASSIGNED FOR | WAVE QRAWING, | [rest ASSIGNED FOR SMEG, | 
cTc6317357 HK 1, MoD 2 


POTENTIOMETER, COMPOSITION 
RATED 50,000 OHS, 1/4 WATTS. LIN. TAPER 
SCREW DRIVER SHAFT, LENGTH 5/8", 


TYPE NUMBER TO BE FOLI.OWED BY A DASH & 
RESISTANCE TOLERANCE IN PERCENT. 
TIs1/43 #45 CG3K47J663 
NOY. 43 REV O 


c1c631738 MK 1. MoD 2 
POTENTIONETER, COMPOSITION 

RATED 1600 OWNS, 1/4 WATTS, LIN. TAPER. 
SCREW ORIVER SHAFT, LENGTH 5/8". 


TYPE NUMBER TO BE FOLLOWED BY A DASH & 
RESISTANCE TOLERANCE IN PERCENT. 
Vi/1/43 0 #45 CG:K47J663 
NOV. 43 REV i 


ctc 631739 HK 1, MoD 2 

POTENTIOMETER, COMPOSITION 

RATED 25,000 OHNS, 1/4 WATTS. LIN TAPERH 
SCREW DRIVER SHAFT, LENGTH 5/8", 


TYPE NUMBER TO BE FOLLOWED BY A DASH & 
RESISTANCE TOLERANCE iN PERCENT. 
TI/1/43— #45 CG3K47J667 
HOV. 43 REV O 


cr¢63%1740 HK 1. MOD 2 
POTENTIONETER, COMPOSITION 
RATED 2000 OHMS, 1/4 WATTS. LIN, 
SCREW DRIVER SHAFT, LENGTH 5/8", 


TAPER. 


TYPE NUMBER TO BE FOLLOWED BY A DASH & 
RESISTANCE TOLERANCE IN PERCENT. 
T1/)/43 0 #45 CG3K47J665 
NOV. 43 REV O 


c1c 631741 HK I, MoD 2 
POTENTIOMETER, COMPOSITION 

RATED 75.000 OHNS, 1/4 WATTS. LIN TAPER. 
SCREWDRIVER SHAFT, LENGTH 5/28", 


TYPE NUMBER TO BE FOLLOWED BY A DASH & 
RESISTANCE TOLERANCE IN PERCENT. 
11/1/43 #45 CG3X47J661 
NOV, 43 REV O 


cic 631742 MK 1, MOD 2 

POTENT IOHETER, COMPOSITION 

RATED 1,000,000 OHMS, 1/4 WATTS. LIN. 
TAPER. SCREWDRIVER SHAFT, LENGTH 5/8". 


TYPE NUMBER TO BE FOLLOWED BY A DASH & 
RESISTANCE TOLERANCE tN PERCENT. 
VI/1/43 0 #45 CGZK47J662 
NOV. 43 REV O 


€A0631743 MK 1, MOD 2 RE I3A 372 
RESISTOR,WIRE WOUND STYLE U 
RATED 10 OHMS. 


t1/1/43) #1 
NOV. 43 


1/2" 9 CG:K47J636-2 


REV 2 


MK 1, MOD 2 RE 13A 372 
STYLE U 


cao 631744 
RESISTOR, WIRE-HOUND 
RATED 18 OHMS, 


CA06391745 MK 1, MOD 2 
RESISTOR, WIRE-WOUND 
RATED 1000 OHMS. 


CANCELLED - SAME AS 631060 


11/2/43 
NOV, 43 


TYPE 2°T 


ca0 631746 MK 1. Nod 2 
RESISTOR, WIRE-WOUND 


CANCELLED - SAME AS -631443 


11/2/43) 2" 7 
NOV. 43 


cao 631747 HK 1, MOD 2 

RESISTOR, WIRE-WOUND 

RATED 3150 OHMS, 
CANCELLED ~ SAME AS 631057 


1t/27/43 
HOV. 43 


RE 3A 372g 
STYLE T 


CA0631748 MK 1, MOD 2 
RESISTOR, WIRE-WOUND 
RATED 300 OHMS. 


11/2/43 TYPE 1 1/2"0 CG3K445825-4 
NOV. 43 REV 2 
631749 MK 22 


POTENTIONETER WIRE WOUND 

SPECIAL TYPE, RATED 400 OHMS 410% LINEAR 
TAPER SAW TOOTH WAVE @ WATTS TYPE 8 
ROUND SHAFT EXCITED BY 24V¥ OC. HAS AN 
3102-14S-2P RECEPTACLE. 


VE/9/43  CGLBKPIAA CHIKS-5987-01 
NOV. 43 CICSRL-B-R ISSUE 2 
Ch 631750 MK 22 


RESISTOR COMPOSTTION 

HELICAL CARBON RIBBON ON A CERAMIC ROD 
3 MEGOHM +10% MAX VOLT 350V NEGATIVE 
TEMP COEFF. .033% 4.003 PER°C 


11/9/43 D-166964 CHZESAGSOGI4A 

NOV. 43 ISSUE 1 
631751 uxss-24386 RE 13A 372 

RESISTOR WIREWOUND STYLE E 


RATED 4500 OHMS. 


11/2/43 CSF: CG:K545219-74 
NOV. 43 REV 0 

CW 631752 HK 22 

RESISTOR 


RESISTANCE VARIES WITH TEMPERATURE AS 
FOLLOWS: 6330 OUNS AT 60°F, 4030 OHMS AT 
80°F, 2480 OHMS AT 100°F, AND 1570 OHMS 


AT 120°F. 
T1/1/43) TYPE 1 3/2" 0 CGO:K47J636-1 
Ov. 43 REY 2 11/2/43 0-166228 CHIESA-656609 
ASSIGNED NOY. 43 iSSUE t 
ISSUED 
pare | MARUAGTHANE'S | RANHIACTIURER, cate | FATE SAMA | 


RESTRICTED 


NAVSHIPS 900,109 


3.63-78 


| nest ASSIGNED FOR | OM ORS 


[RAM 


ctc- 631753 MK 1, MOD 2 
POTENTIOMETER, 

COMPOSITION (OUAL) 
OHMS EACH SECTION. 
DRIVER SHAFT, 


RATED 100,000 
1/4 WATTS. SCREW 
172" LONG. LIN, TAPER. 


TYPE NUMBER TO BE FOLLOWED BY A DASH & 
RESISTANCE TOLERANCE UN PERCENT, 
tE/3/43 0 #2-45 Cosk4aJ701 
NOV. 43 REV I 


crc 631754 MK 1 MoD 

POTENTIOMETER, 

COMPOSITION (OUAL} 

RATED 100,000 OHMS EACH SECTION, 144 
WATT. SHAFT 31/32" LONG, FLATTED 9/32" 
FROM END. LIN. TAPER. 

TYPE NUMBER TO 8E FOLLOWED BY A DASH & 
RESISTANCE TOLERANCE IN PERCENT. 


VN/3/43 TYPE 45 CG3K44J770 
WOV. 43 REV O 
cw 631755 MK 22 


RESISTOR, COMPOSITION 

HELICAL CARBON RIBBON ON A CERAMIC ROD. 
6 MEGOHNS +1% MAX VOLT 3560¥ NEGATIVE 
TEMP COEFF. 1.033% +.003% PER®C 


41/9/43 
NOV. 43 


CWHSESA-656614 
ISSUE f 


D-166964 


crc 631756 so-s 

POTENTIONETER, COMPOSITION 

RATED 250,000 OHMS 1/2 WATT SPECIAL 
SHAFT» LINEAR TAPER 


(€-20) 

TYPE NUMBER TO BE FOLLOWED BY DASH & 
RESISTANCE TOLERANCE IN PERCENT. 
$1410/43 35 CRY2M-440424-23 
NOV. 43 SUB A 


ctc 631757 so-s 

POTENTIOMETER COMPOSITION 

RATED 1,000,000 OHNS 1/2 WATT SPECIAL 
SHAFT. LINEAR TAPER. 


(20) 

TYPE NUMBER TO BE FOLLOWED BY DASH & 
RESISTANCE TOLERANCE UN PERCENT. 
H1s40/43 35 CRYSM-440424-24 
NOV, 43 SuB 8 


ctrk 631758 
POTENTIOMETER, 
COMPOSITION DUAL RATED 250,000 OHMS 
€ACH SECTION 1/2 WATT SPECIAL SHAFT. 
LUNEAR TAPER, SAME AS CTC 631772 EXCEPT 
LARGER CASE. 

TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
RESISTANCE TOLERANCE JN PERCENT.£-20) 
T1/10/43 CIRICS CRVIN-440451-3 


SD-5 


NOV. 43 suB 6 
631759 so-5 RE 135A 372 
RESISTOR, WERE -WOUND STYLE W 


RATED 2500 OHMS 12 WATTS 


-E (CER, CMC) 

11/10/45 Cik:d¥s CRV24-440240-9 
NOV. 43 CMC SA2TK SUB 4 

cHC 631760 so-5 RE-13A492 


POTENTIONETER SWIREWOUND EXC. FOR SHAFT 
RATED 75000 OHMS 2 WATTS SPECIAL SHAFT. 
LINEAR TAPER. 


(-10) 
TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
RESISTANCE TOLERANCE IN PERCENT 


SHAUDRR, FIRST ASSIGNED FoR | YAYL QRAWING | 


Class 63—Resistors—Potentiometers—Attenvators 


[rinsr ASSIGHED FOR | WAY RPAWING ] 


DEG ION 


631761 so-5 RE-13A492 
POTENTIOMETER,WIREMOUND EXC. FOR SHAFT 
RATED 500 OHMS 2 WATTS SPECIAL SHAFT. 
LINEAR TAPER. 


TYPE NUMBER TO BE FOLLOWED BY A DASH & 
RESISTANCE TOLERANCE IN PERCENT. 

-10 (CTC, CER) 
VEf11/43 CTC2252 
NOV. 43 CERSW 


CRV2M-440424-21 
sus 8 


cin 631762 so-5 

POTENTIONETER COMPOSITION 

RATED 5000 OHMS 1/2 WATT SCREW ORIVER 
SHAFT LINEAR TAPER. 


(-10) 

TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
RESISTANCE TOLERANCE IN PERCENT. 
Vi/t1/43 CIRSCCR CRVEM-440241-5 
NOV. 43 SUB 4 


cite 631763 sD-5 

POTENTIONETER, COMPOSITION 

RATED 150,000 OHMS 1/2 WATT LINEAR TAPER 
SPECIAL SHAFT. 


(-20) TYPE NUMBER TO BE FOLLOWED BY A 


DASH AND RESISTANCE TOLERANCE IN PERCENT 
Wh/11/43s CTC335 CRYIM~440424-22 
NOV. 43 Sue 8 
c1r631764 = sp-s 


RESISTOR PRECISION WIRE WOUND 

RATED 250000 OHMS, 400 VOLTS MAX.» NON 
INDUCTIVE WINDING, MAX. TEMP. COEFF 
2017%°C. SIMILAR TO GRADE, ONE CLASS TWO 
ITEM OF RE $3A43725. TYPE NUMBER TO BE 
FOLLOWED BY A DASH & THE RES. TOLERANCE 
C-1) UN PERCENT. 
Visll/as CiRs Hs 
Nov. 43 


CRYIKB82052-3 
SuB 3 


c1c 631765 so-5 

POTENTIONETER WIRE WOUND - 

RATED 10,000 OHMS, 2 WATTS, TYPE ONE 
SHAFT LINEAR TAPER. REPLACEMENT 
POTENTIONETER TO HAVE 2% SHAFT. TYPE NO. 
TO BE FOLLOWED BY A DASH AND THE 
TOLERANCE JM PER CENT, 


(40) 
11/41/43 CTCs31 CRVIM-440424-17 
NOV. 43 SuB & 


cue 631766 sm 

POTENTIONETER -Wi REWOUND 

RATED 50 OHMS, 50 WATTS, LINEAR TAPER, 
TYPE 2 SCREWDRIVER SHAFT‘'S/8"” LONG. 
MEETS ELECTRICAL AND PERFORMANCE RE- 
QUIRENENTS OF RE 13A 492. 

TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
THE TOLERANCE IN PERCENT. 

11/11/43 PW-50 CG2K-43J505 
WOV. 43 REV 3 


cMcG31767 $M 

POTENTIOMETER-WIREWOUNO 

RATED $0,000 OHMS, 10 WATTS, LINEAR 
TAPER. TYPE 2 SCREWDRIVER SHAFT 578" 
LONG. MEETS ELECTRICAL PERFORMANCE RE- 
QUIREMENTS OF RE 13A 492 

TYPE NUMBER TO BE FOLLO¥ED BY A DASH AND 
THE TOLERANCE §N PERCENT. 

11/13/43 PR-10 CG:Kk-40U502 
NOV. 43 REY O 


crc 631768 sH 
POTENTIOHETER-COMPOSITION 

RATEO 100,009 ONNS. O15 WATTS, LINEAR 
TAPER. TYPE 3 FLAT SHAFT. 7/8" LONG 
FLATTED 5/16" FROM END. 


TYPE NUMBER TO BE FOLLOWED BY A DASH & 
THE TOLERANCE IN PERCENT. 


c1c 631769 sH 
POTENTIOMETER-CONPOS ITION 

RATE® 500,000 OANS, 0.8 WATTS, LINEAR 
TAPER, TYPE 3 FLAT SHAFT 7/8" LONG 
FLATTED 5/16" FROM END. 


TYPE NUMBER TO BE FOLLOWED 3Y A DASH AND 
THE TOLERANCE JN PERCENT. 
11/1143 #735 

NOV. 43 


CGK-40U500-2 
REV 4 


circGZ1770 sM 
POTENTIONETER= 
COMPOSITION (DUAL) RATED 2000000/ 
2,900,000 OH"S, O15 WATTS, LINEAR TAPER. 
TYPE 3 FLAT SHAFT. 7/8" LONG FLATTEO 
5/16" FROM 6NO. 

TYPE NUMBER TO BE FOLLOWED BY A BASH AND 
THE TOLERANCE iN PERCENT. 
Vtet1/43 #35 

NOY. 43 


CG3K-40U500-4 
REV 4 


caA0631771— sn 

RESISTOR -WIREWOUND 

STRIP RESISTOR RATED 180 OHMS 45%, 19 
WATTS. MAX TEMP 170°C AMBIENT TEMP RANGE 
=40°C TO +98°C. VOLTAGE RESISTANCE TO 
MOUNTING IS 600 VOLTS, FLAT TYPE WITH 
THO MOUNTING FEET 4" APART AND TWO TABS 
OUT OF THE SIDE. 

11/12/43 K-27I835 CG2K-27J835-4 
HOV. 43 REV 16 


CA063 1771 
SIMILAR TO TYPE -631594. 


e1c 631772 
POTENTIONETER, 
ONPOSTTION DUAL RATED 250.009 OHMS 
EASH SECTION, 1/2 WATT, SPECIAL SMAFT 

LINEAR TAPER, SAME AS CIR 631758 EXCEPT 

SHALLER CASE, 

TYPE NUMBER TO BE FOLLOWED BY A DASH AND 


SO-5 


RESISTANCE TOLERANCE IN PERCENT. (20) 
TE/I6/43 2-35 CRVZH-440451-3 
NOV. 43 sue 6 

ce 631773 X-rToP-t 


RESISTOR,WIREWOUND 
RATED 230 VOLTS, 250 WATTS, 
TENP. 750°F, 


HAX SHEATH 
CANCELLED 


TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
RESISTANCE TOLERANCE iN PERCENT. 
T1/t8/43 SIX337 EXCEPT CGLK-7379639 
BAR. 44 HAS BRASS CASE REV O 


cco631774 = X-ToP-1 

RESISTOR, COMPOSITION 

RATEO 250 OHMS t1048, 93 WATTS. FERRULE 
TYPE TERMINALS. MEETS PERFORMAKRCE RE- 
QUIREMENTS OF RE 135A 340C, 


$1722/863 Ck P-7764407-109 
NOV. 43 REV § 


cco: 631775 X-rTorP-! 

RESISTOR COMPOSITION 

RATED $600 ONS 4192, 11 WATTS FERRULE 
TYPE TERMINALS, MEETS PERFORMANCE RE- 
QUIREMENTS OF RE 13a 340C 


PARE: CRY:P-720471-32 VV/ fas #35 - CORREO ISO O74 
NOV. 43 $uB 20 NOV. 43 REY 4 : 11/22/43 A P-7764407-63 
ASSIGNAD ASSIGHED DNGY. 43 REY 5 
issurD ISSUED 
[oan | “aRWARHan® | _AANIIACTHRIN care | MAWAGTAES | SANEACTUNERGA | pare | MRUARTHNES | SANTCTRA | 


NAVSHIPS 900,109 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenvators 


3.63-79 


. (eRe 


FIRST ASSIGNED FOR [ omanerten | [ oe ah 


[rst ASSIGNED FOR TL evnaraxns, | = nay Bre 


FIRST ASSIGNED FOR | Crea eiiey tian | 


cco631776 X-ToP-1 

RESISTOR, COMPOSITION 

RATED 40 OHMS + 102, 98 WATTS. FERRULE 
TYPE TERMINALS. MEETS PERFORMANCE RE- 
QUIREMENTS OF RE 13A 340C. 


11/22/43 CX CG3P-7764407- 
MAR. 44 105, REV 6& 


cco63 1777 = xX-ToP-3 

RESISTOR, COMPOSITION 

RATED 100 OHMS +10%, 98 WATTS. FERRULE 
TYPE TERMINALS. MEETS PERFORMANCE RE- 
QUIREMENTS OF RE 13A 3406. 


11/22/43 CX 
WAR, 44 REV §& 


€82631778 GFII/RU 16 

POTENTIOMETER, COMPOSITION 

RATED 30,000 OHMS, +10% AT EXTREME 
POSITIONS, 420% AT 3,000 OHMS, 2 WATTS 
SPECIAL TAPER. TYPE 3 FLAT SHAFT 23/32" 
LONG. REPLACEMENT POTENTIOMETER TO HAVE 
2" SHAFT. 


12/3/43 J Cwr2210-2 
NOV, 43 ISSUE 8 
CML631779 JR-1 RE 13A744A 


TERMINATING NETWORK 

CONSISTS OF RESISTORS R1 AND R2 iN 
SERIES, CAPACITOR IN PARALLEL WITH R2, 
Rt=!1S OHMS, R2=300 OHMS, C=1.59 HFD, 
200¥ DC WORKING PAPER CAPACITOR. INPUT 
IMPEDANCE £S 120 OHMS AT 4000 CYCLES, 


VI/13 743 02745 CHL:02745 
HAR, 44 ALT 0 
cML6351780 sR-1 RE 13A743A 


ATTENUATING PAD SET 
CONSISTS OF 2 EACH OF CML-631781 TO 
CML-631789 INCLUSIVE PACKAGED AS A SET. 


TS/13 743 
MAR. 44 


CML 631781 JR-1 
ATTENUATOR PAD 
CONSISTS OF A 4 RESISTOR NETWORK 
HERMETICALLY SEALED. 4-50 0B LOSS. INPUT 
IMPEDANCE OPEN CIRCUIT 397 OHMS. (FOUR 
RESISTORS -(2) R=4.42 415% OHMS (2) R2™ 
790 +15% OHMS-Rt AND R2 IN SERIES-R1 RZ 
UN PARALLEL WITH R2 RI-ENPUT AND OUTPYT 


RE S3A7434 


TN/43/43 CML 2027356 CML 202736 
HAR, 44 ALT 0 
cmL631781 


TAKEN FROM R2 RESISTORS. CASE DIMENSIONS 
2" x 2" xX 2:12", 


CHL631782 JR-I 
ATTENUATOR PAO 
CONSISTS OF A 4 RESISTOR NETWORK 
HERMETICALLY SEALED 2.6 08 LOSS INPUT 
IMPEDANCE OPEN CIRCUIT 202 OHMS (FOUR 
RESISTORS (2)R1*6.96 +15% OHMS (2) R2= 
396 +15% OHMS-RI AND R2 IN SERIES-R1I R2 
IN PARALLEL WITH R2 RE - INPUT & OUTPUT 
11/15/43 02737 CML302737 

WAR, 44 ALT 0 


RE 13A7434 


CG sP-7764407-107 


TAKEN FROM R2 CML631782 
RESISTORS. CASE DIMENSIONS 2" X 2" X% 
2 1/2", 


CML 631783 sR-t : RE 13A 743A 
ATTENUATOR PAD 

CONSISTS OF A 4 RESISTOR NETWORK 
HERMETICALLY SEALED, 3.9 0&8 LOSS tNPUTs 
IMPEDANCE OPEN CIRCUIT 141 OHMS CFOUR 
RESISTORS) (2) RI=13.7 +10% OHMS (2) 
R2=270 +10% OHMS, RI AND R2 IN SERIES- 
RI R2 ¥N PARALLEL WITH R2 RI-INPUT AND 


11/13/43 02738 CML 202738 
HAR. 44 ALT. 0 
Cut 631783 


OUTPUT TAKEN FROM R2 RESISTORS. CASE 
DIMENSIONS 2" X 2" X 2 3/2". 


CHLG631784 sR-1 
ATTENUATOR PAD 
CONSISTS OF A 4 RESISTOR NETWORK 
HERMETICALLY SEALED. 5.2 08 LOSS. INPUT 
IMPEDANCE OPEN CIRCUIT 110 OHMS. (FOUR 
RESISTORS (2) Ri=18.8-+7% OHMS (2) R22 
202 47% OHMS, RI AND RZ IN SERIES-R1I RZ 
IN PARALLEL WITH R2 RI-ENPUT AND OUTPUT 


RE 13A743A 


11/13/43 02739 CML:02739 
HAR. 44 ALT 0 
CHL631734 


TAKEN FROM R2 RESISTORS. CASE DIMENSIONS 
2" x 2" X 2 1/2", 


cMLG31785 = sR-1 
ATTENUATOR PAD 
CONSISTS OF A 4 RESISTOR NETWORK 
HERMETICALLY SEALED. 6.5 DB LOSS. INPUT 
IMPEDANCE OPEN CIRCUIT 93 OHMS. (FOUR 
RESISTORS (2) R1=24.2 +52 OHMS (2) R2= 
165 + 5% OHMS. RI R2 IN SERIES -R} RZ IN 
PARALLEL WITH R2 RI-{NPUT AND OUTPUT 
11/13/43 02740 CML 302746 

MAR, 44 ALT 0 


RE I13A743A 


cML631785 
TAKEN FROM R2 RESISTORS. CASE DEMENSIONS 
2° 8.2" X 2 1728, 


CML 631736 JR-t 
ATTENUATOR PAD 
CONSISTS OF A 4 RESISTOR NETHORK 
HERMETICALLY SEALED. 7,8 08 LOSS. INPUT 
UMPEOANCE OPEN CIRCUIT 83 OHMS, (FOUR 
RESISTORS (2) RI=30.4 45% OHMS (2) R22 
14) £5% OHMS. RI AND R2 IN SERIES-RI RZ 
MN PARALLEL WITH R2 RI-ENPUT AND OUTPUT 
V1/93/43 02741 CHL 202741 

HAR, 44 ALT O 


RE 13A7434 


CHLO31785 
TAKEW FROM R2 RESISTORS. CASE DIMENSIONS 
2" x 2" xX 2 172", 


CML 637787 uR-t 
ATTENUATOR PAD 
CONSISTS OF A 4 RESISTOR NETWORK 
HERMETICALLY SEALED 9.1 DB LOSS. INPUT 
IMPEDANCE OPEN CIRCUIT 76 OHMS. (FOUR 
RESISTORS (2) R1=36.9 + 5% OHMS (2) R2e 
123 45% OHMS. RE AND RZ IN SERTES*RI RZ 
IN PARALLEL WITH R2 RE-UNPUT AND OUTPUT 


RE E3A743A 


W1/13/43 02742 CML 202742 
HAR. 44 ALT 0 
cHLS31787 


TAKEN FROM R2 RESISTORS. CASE DIMENSIONS 
aux am x2 4/2". 


CMHLG37708 = JR-1 RE 13A743A 
ATTENUATOR PAD 

CONSISTS OF A 4 RESISTOR NETHORK 
HERMETICALLY SEALED 10.4 D8 LOSS INPUT 
IMPEDANCE OPEN CIRCUIT 70 OHMS. CFOUR 
RESISTORS (2) R1=44,.5 +54 OHMS (2) R25 
109 $52 OHMS. RI AND R2 IN SERIES-RI R2 
UR PARALLEL WITH R2 RI1-ERPUT AND OUTPUT 


V1/13/43 02743 CNL 302743 
BAR. 44 ALT O 
CuL631788 


TAKEN FROM R2 RESISTORS. CASE DIMENSIONS 
2" x2" x 2 1/2", 


CHLG631789 uR-1 RE 13A743A 
ATTENUATOR PAD 

CONSISTS OF A 4 RESISTOR NETWORK 
HERMETICALLY SEALED 11,798 LOSS. INPUT 
IMPEDANCE OPEN CHRCUIT 67 OHMS. CFOUR 
RESISTORS (2) Ri=53.1 45% ONNS (2) R2= 
100 5% OHHS. RI AND R2 IN SERIES-R1I R2 
EN PARALLEL WITH R2 RI-INPUT AND OUTPUT 
VV/13/43 02744 CML 02744 

HAR, 44 ALT 0 


cul g31739 
TAKEN FROM R2 RESISTORS. CASE DIMENSIONS 
2" x 2% xX 2 1/2", 


C82G31790 GFIisRuIG 

POTENTIONETER, 

COMPOSITION DUAL: FRONT SECTION 
30,000 OHNS REAR SECTION $000 OHMS (ONE 
IRCREASES AS OTHER SECREASES), 2 WATTS, 
SPECIAL TAPER, TYPE 3 FLAT SHAFT 23/32" 
LONG. 312° ROTATION. RES. TOLERANCE +10% 
AT O° AND 312°, 420% AT 156°. REPLACE- 
13/3/43 JN Cw:3144-2 

DEC. 43 ISSUE D 


[oats [ORAS SAKCTRAEEA 


MORVARHANE® | SeNHTATTUES 


pare | MARMASSE? | AANTACRURA | 


RESTRICTED 


NAVSHIPS 900,109 


3.63-80 


Class 63—Resistors—Potentiometers—Attenuators 


Finsy assignen ron | HAUL SRAYING., ] 


[ GRAGKARRS, [rer asioneo vox | RAMLARELNG, | 


DESK Aton Trasr ASSIGNED FOR | GAY RRAWINS, | 


cez651790 
MENT POTENTIOHETER TO HAVE 2" SHAFT. 


C82631791 GFii/Ruié 

POTENTIONETER, 

COMPOSITION DUAL: RATED 30,000 ONMS 
EACH SECTION, 2 WATTS, SPECIAL TAPER. 
TYPE 3 FLAT SHAFT 23/32" LONG, 312° 
ROTATION. RESISTANCE TOLERANCE +10% AT 
O° AND 512°, 420% AT 156°. REPLACEMENT 
POTENTIOMETER TO HAVE 2" SHAFT LENGTH. 
b2/3/43 Jd Cw27573-2 

DEC. 43 ISSUE E 


cic 631792 MK t, MOod.2 
POTENTIOMETER, COMPOSITION 

RATED 20,000 OHMS, 1/2 WATT, LINEAR 
TAPER. TYPE 2 SCREWDRIVER SHAFT 5/8” 
LONG. 


(-20) TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND TOLERANCE IN PERCENT. 

12/4/43 35 CGSK-S45141 
DEC. 43 REv Oo 


c8z 631733 

POTENTIONETER, COMPOSITION 

RATED 300,000 OHMS, 2 WATTS, LINEAR 
TAPER, TYPE 1 ROUND SHAFT. REPLACEMENT 
POTENTIOHETER TO HAVE 2" SHAFT LENGTH. 


(-10) TYPE NUMBER TO BE FOLLOWED BY A 


DASH AND RESISTANCE TOLERANCE IN PERCENT. 


yas7saso 


C82 631793-A MARK 22 
POTENTIOMETER. COMPOSITION 


RATED 390 000 OK%S, 2 WATTS LINEAR TAPER 


TYPE 1, ROUND SHAFT. SAME AS -631793 EX- 
CEPT REPLACEMENT POTENTIOMETER HAS 6" 
SHAFT. 

TYPE NO. TO BE FOLLOWED BY A DASH AND 
€-10) RES TOLERANCE IN PERCENT, 

12/7/43 J 
FEB. 44 ISSUE 18 


C8Z 631794 MARK 22 

POTENTIOMETER COMPOSITION 

RATED 1090,000 ONS, 2 HATTS LINEAR 
TAPER, TYPE J ROUND SHAFT. REPLACEMENT 
POTchfiOne TER TO HAVE 2" SHAFT LENGTH 
TYPE xO. TO BE FOLLOKED BY A OASH AND 
RESISTANCE TOLERANCE 1N PERCENT. ¢-20) 
#COUST-143 

12/9/43 J CM:BA-10034-277 
FEB. 45 Issue 19 


c1¢ 631795 sp 

POTENTIOMETER ,COMPOSITION 

RATED 1090,009 OHMS, 1/2 WATT, LINEAR 
TAPER, TYPE 2 SCREW DRIVER SHAFT 5/8" 
LONG. 


(410) TYPE NO. TO BE FOLLOWED BY A DASH 
AND RES. TOLERANCE IN PERCENS. 

t2/11/45 35 CGsK-435477 
DEC. 43 REv i 


c1c631796 sP 
POTENTIOMETER HIRENOUND 
RATE® 2509 ONNS, 2 WATTS, LINEAR TAPER, 
TYPE 2 SCREWIRIVER SHAFT 374" LONG. 


RE 135A 492 


(+20) TYPE NO. TO BE FOLLOWED 8¥ A DASH 
AND RESISTANCE TOLERANCE iN PERCENT, 
12/11/43 282 CG:K-52u302 


pec. 43 REV 2 
ASSHGHED 
ISSUED 


care | MaREASTIBEE? | AANA TMA Eck 


oeeuATIGN 


CW3BA-10034-258 


cic S31797 sp - 

POTENTIONETER, COMPOSITION 

RATED 250,000 ONS, 1/2 WATT LINEAR 
TAPER, TYPE 2 SCREWORIVER SHAFT 374% 
LONG. 


(-20) TYPE NO. TO BE FOLLOWED BY A DASH 
AHO RESISTANCE TOLERANCE IN PERCENT. 
12/11/43 35 CG:k-52J304, 
NAR. 44 REV 2 


cvc 631798 sP 

POTENTIOMETER, WIREWOUND 

RATED 26,000 OHMS, 3 WATTS LINEAR TAPER, 
TYPE 3 FLAT SHAFT. REPLACENENT POTENTIO- 
METER TO HAVE 2" SHAFT LENGTH. 


(-20) TYPE NO. TO BE FOLLOWED BY A DASH 
ANO RES. TOLERANCE IN PERCENT. 

32/13/43 CMCSK-1783 #58 CG2K-52U306, 
MAR. 44 REV 2 


cue 331799 sP 

POTENTIOMETER, WIRE WOUND 

RATED 50 OHNS, 3 WATTS, LINEAR TAPER, 
TPE 3 FLAT SHAFT. REPLACEMENT POTENT 10- 
METER TO HAVE 2% SHAFT LENGTH. 


(-10) TYPE NO. TO BE FOLLOWED BY A DASH 
AND TOLERANCE iN PERCENT. 

V2/13/43 958 CG2K52N307 

DEC. 43 REV 3 


crc 631300 sp 

POTENTIOMETER, COMPOSITION 

RATED 20,000 OMS, 1/2 WATT, LINEAR 
TAPER, TYPE 3 FLAT SHAFT, REPLACEMENT 
POTENTIOMETER TO HAVE 2" SHAFT LENGTH. 


(+20) TYPE NO. TO BE FOLLOWED BY A DASH 


AND RES. TOLERANCE JN PERCENT. 
V2/03/43 G35 CG2K52J509 
DEC. 43 REV i 


cmc 631301 sP RE 13A 492 
POTENTIONE TER, WIREWOUND 

RATED 1000 OHHS, LINEAR TAPER, TYPE 
2 SCREWDRIVER SHAFT 1" LONG. 


(-10) TYPE NO. TO BE FOLLOWED BY A DASH 


ANO RESISTANCE TOLERANCE IN PERCENT, 
V2/13/43 $58 CG2K-S25713 
DEC. 43 REv i 


cmc 631802 sp 
POTENTIONETER, WIREHOUND 
RATED 20,000 OH%S, 4 WATTS, LINEAR TAPER 
TYPE 3 FLAT SHAFT, REPLACEMENT POTENTIO- 
METER TO HAVE 2” SHAFT LENGTH. 


RE 13A 492 


(-10) TYPE NUMBER TO BE FOLLOWED BY A 
DASH & TOLERANCE IN PERCENT. 
12/13/43 gio 


cuc$31303 spe RE 113A 492 
POTENTIOMETER, WIRENOUND 

RATED 10,000 OH4S, 4 WATTS, LINEAR TAPER 
TYPE 2 SCREWDRIVER SHAFT 1® LONG. 


(-10) TYPE NO. TO BE FOLLOWED BY A DASH 


AND RESISTANCE TOLERANCE IN PERCENT. 
12/13/43 #10 CGSK-S2I714 
DEC. 43 REY O 


che 651304 sp RE 135A 492 
POTENTIONETER WIRE WOUND 

RATED 5000 OHNS, 3 WATTS, LINEAR TAPER? 
TYPE 2 SCRENORIVER SnafT 1” LONG, 


(-10) TYPE NO. TO BE FOLLOWEO BY A DASH 


AND RESISTANCE TOLERANCE IN PERCENT. 
T2/13/43 958 CG:K-52u715 
DEC. 43 REV 1 


CGIK-524712.REV 0 
AUG. 44 K-57J528,REVY O 


con631305 SP RE 135A 432 
POTENTIONE TER WIREWOUND 

RATED 10,090 OHNS, 50 WATTS, LINEAR 
TAPER, TYPE 3 FLAT SHAFT. REPLACEMENT 


POTENTiONETER TO HAVE 2" SHAFT LENGTH. 


(-10) TYPE NO. TO 3€ FOLLOWED BY A DASH 
AND RES. TOLERANCE IN PERCENT, 

12/13/43 J CG2K-525899 
DEC. 43 REV O 


ctc631306 SP RE T3A 432 
POTENTIONETER WIREWOUND 

RATED 100 OHMS, 2 WATTS, LINEAR TAPER, 
TYPE 3 FLAT SHAFT. REPLACEMENT POTENTIO- 


METER HAVE 2" SHAFT LENGTH. 


¢-10) TYPE NO. TO BE FOLLOWED BY A DASH 
AND RESISTANCE TOLERANCE IN PERCENT. 


12/13/43 252 CGK-54594, 
KAR. 44 REV 2 
cnc 451807 se RE 13A 492 


POTENTIONETER, WIREWOUND 

9 $0,000 ONS, 4 WATTS, LINEAR TAPER 
TYPE 3 FLAT SHAFT. REPLACEMENT POTENTIO- 
METER TO HAVE 2% SHAFT LENGTH. 


€-10) TYPE NO. TO BE FOLLOWED BY A DASH 
AND RESISTANCE TOLERANCE IN PERCENT. 
12/13/43 10 CGSK-54/95 

DEC. 43 REV O 


cuc 631808 sP RE 13A 492 
POTENTIOMETER, NIREWOUND 

RATED 2000 OWNS, 3 WATTS, LINEAR TAPER, 
TYPE 2 SCREW ORIVER SHAFT 1” LONG. 


(-10) TYPE NO. TO GE FOLLOWED BY A DASH 
AND RESISTANCE TOLERANCE IN PERCENT. 
b2/13743 58 CGiKk-S$4ut7) 
DEC. 43 REV I 


cuc 631809 sp RE 13A 492 
POTENTIOMETER, WIREWOUND 

RATED 2000 OHMS, 3 WATTS, LINEAR TAPER, 
BUSHING LENGTH 378%. TYPE 3 FLAT SHAFT. 
REPLACEMENT POTENTIOMETER TO HAVE 2" 
SHAFT LENGTH. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. #N &. (C~EO) 

*CBM3738-916 ALT O 


12/13/43 58 CGiK-54s172 
FEB. 45 REV 1 
exc 631810 sp RE 13 492 


POTENTIONETER, WIRE WOUND 
RATEO 50,000 OHS, 4 WATTS, LINEAR TAPER 
TYPE 2 SCREWDRIVER SHAFT 15/16" LONG. 


TYPE NUHZER TO BE FOLLOWED BY A DASH AND 
RESISTANCE TOLERANCE IN PERCENT. 
12/13/43 10 CGK-545172 
DEC. 43 REY 1 


c1C 631311 Vo, vo-1 RE 13A 492 
POTENTIOMETER, WIREWOUND 

RATED 10 OHMS, 2 WATTS, LINEAR TAPER, 
TYPE 2 SCREWORIVER SHAFT 1” LONG. CENTER 
TAPPED AT 5 OHMS. 


(-10) TYPE NO. TO BE FOLLOWED BY A DASH 
AND RESISTANCE TOLERANCE IN PERCENT. 
12/13/45 254 CG3K-$43209 
BAR. 44 REV 3 


covS31812 sp 

POTENTIOMETER, WIRE 

WOUND, DUAL: EACH SECTION RATED 3260 
ONS, 20 WATTS TERMINALS RATED 15¥ DC. 
LINEAR TAPER. TYPE 3 FLAT SHAFT. RE- 
PLACEMENT POTENTIONETER TO HAVE 2" SHAFT 
LENGTH. TYPE NO. TO BE FOLLOWED BY A 
(+8) DASH AND RES. TOLERANCE IN PERCENT. 
12/14/43 CGIKS4y99 052454499 

DEC. 43 REV 


care | RUSESHAR® | ANNTACTUNE, 


cart | MRMARTHRES [ATARI | 


NAVSHIPS 900,109 


RESTRICTED 


4 


Class 63—Resistors—Potentiometers—Attenuators 


3.63-81 


DESEKATION [FIRST assiqep on | GAAS AEAKS, | DENCLATIGN [FIRST Assigns For | GRAVE GRAIG, | 


NAVY Ty?! aA 
ESIGNATION FIRST ASSIGNED FOR ok SPLABAMING, 


cv-631813 sP 

MULTIPLIER, WIRE 

199,000 OHMS #1/2% ©0005 WATTS WOUND ON 
#89 SPOOL. 


12/15/43 CG:54u235) CG:K-54J5235 
DEC. 43 REV 1 


cin 631014 sep 

RESISTOR, PRECISION 

WIREWOUNOS 1440 OHMS, 1 WATT. TYPE 
NO. TO BE FOLLOWED BY A DASH AND RES. 
TOLERANCE IN PERCENT. 


ores 
12/15/43 WW4 CG:K-54U548 
HAR. 44 REV O 

cif 631315. so RE 13A372u 


RESISTOR-WIRE WOUND 
1850 OHMS, STYLE D. 


(-€F 
v2/05/43 
MARe 44 


c1C 631816 VG, VG-t 

POTENTIOMETER, DUAL 

COMPOSITION: RATED 25.000 OHMS EACH 
SECTION, 1/2 WATT, LINEAR TAPER, TYPE 2 
SCREWORIVER SHAFT 15/16" LONG. TYPE NO. 
TO BE FOLLOWED BY A DASH AND RES. TOL. 
IN PERCENT. 


(+10) 
12/21/43 2-35 CGSKS4I35 
MAR. 44 REV 1 


CTC 631817 YG, vG-! 

POTENTIOHETER, COMPOSITION 

RATE® 25.000 GUNS, 1/2 WATT, LINEAR 
TAPER, TYPE 3 FLAT SHAFT, REPLACEMENT 
POTENTIOMETER TO HAVE 2" SHAFT LENGTH. 
TYPE NO. TO BE FOLLOWED BY A DASH AND 
RES, TOLERANCE IN PERCENT. 


(€-10) 
42/21/43 35 CGrKS4d4 
MAR. 44 REV 2 


c1¢ 631818 VG. VG-1 

POTENTIOMETER, COMPOSITION 

RATED 500,000 OHMS, 1/2 WATT, LINEAR 
TAPER, TYPE 2 SCREWDRIVER SHAFT §5/16" 
LONG. TYPE HO. TO BE FOLLOWED BY A DASH 
AND RES. TOLERANCE IN PERCENT. 


(+10) 
12/21/43 35 CG2K54U5 
MAR. 44 REV 1 


ct¢ 631919 VG, VG-1 

POTENTIOMETER, COMPOSITION 

RATED 4,000 O44S, 1/2 WATT LINEAR TAPER, 
TYPE 3 FLAT SHAFT. REPLACEMENT POT. TO 
HAVE 2" SHAFT LENGTH. TYPE NO. TO BE 
FOLLOWED BY A DASH AND RES TOLERANCE IN 
PERCENT. 


(-20) 
12/21/43 35 CG2K54J8 
MAR. 44 REV O 


c1¢ 631820 VG. VG-1 

POTENTIONETER, COMPOSITION 

RATED 50.000 ONS, 1/2 WATT, LINEAR 
TAPER, TYPE 2 SCREW DRIVER SHAFT 15716" 
LONG. TYPE NO, TO BE FOLLOWED BY A DASH 
AND RES. TOLERANCE IN PERCENT. 


€-100 
12/21/43 35 CGrK54J5195 
MAR. 44 REY O 


cTC 631821 VG, YG-t 

POTENTIOMETER, COMPOSITION 

RATED 10,000 OHMS, 1/2 WATT, LINEAR 
TAPER, TYPE 3 FLAT SHAFT. REPLACEMENT 
POTENTIONETER TO HAVE 2" SHAFT LENGTH. 
TYPE NO. TO BE FOLLOWED BY A DASH AND 
RES. TOLERANCE IN PERCENT. 


(-10% 

12/21/43 35 CGK543194 
HAR. 44 Rey 1 

che 631822 vc. vG-1 RE (34492 


ITIOMETER, WIRE WOUND 

RATED 7500 OHMS, 25 WATTS, LINEAR TAPER, 
TYPE 3 FLAT SHAFT. REPLACEMENT POTENTIO- 
METER TO HAVE 2" SHAFT LENGTH. TYPE NO. 
TO BE FOLLOWED BY A DASH AND RES» TOL. 


in PERCENT. 

¢-t0) 

12/21/43 Pw-25 CG:54J5208 
MAR. 44 REV O 


c1©631823 VG, VG-1 

POTENTIOMETER, COMPOSITION 

RATED 100,000 OHMS, 1/2 WATT, LINEAR 
TAPER, TYPE 2 SCREWDRIVER SHAFT 15/16" 
LONG. TYPE NO. TO BE FOLLOWED BY A DASH 
AND RES TOLERANCE IN PER CENT. 


(-10) 
W2/21/435 35 CG3K-544399 
WAR, 44 REV O 


CIC 531824 VG, vG-1 

POTENTIOHETER, COMPOSITION 

RATED 10,000 DHHS, 1/2 WATT, LINEAR 
TAPER. TYPE 2 SCREWDRIVER SHAFT 15/16" 
LONG. TYPE NO. TO SE FOLLOWED BY A DASH 
AWD RES TOLERANCE IN PERCENT, 


(-10) 
12/21/43 35 CG3K-54)532 
MAR. 44 REY O 


csF 631825 tec-s 

RESISTOR WIRE WOUND 

RATED 100,000 OHMS £5%, 120 WATTS. SAME 
AS WAVY TYPE +63223 EXCEPT 1S NON-IN- 
DUCTIVE. 


12/23/43 KOOLOHM CGsK-78978935 
MAR. 44 # 120 NIF REV O 


CIF 631326 NXss5-30264 RE 135A3725 
RESISTOR-WiREHOUND STYLE E 
$500 OHHS, 


(+E) 
12/27/43 
MAR. 44 


cmc 631227 086 

RESISTOR-WIRE WOUND 

1 O44 10 WATTS. 3/16" HOLE LONGITUDINALLY 
THROUGH RESISTOR FOR MTG. 


12/29/43 10C CZH:303-118 
HAR, 44 REV O 


c8N 631328 023 

POTENTIOMETER. COMPOSITION 

1,099,000 OHMS 1 WATT SEMI LOG 

. TYPE | ROUND SHAFT. REPLACEMENT 
POTENTIOMETER TO HAVE 2" SHAFT. TYPE NO. 
TO BE FOLLOWE0 BY A DASH AND RES. TOL. 
IN PER CENT. 


12/29/43 a-1t32 
MAR. 44 


CHZ:300-100 


ASSIGNAD 
ssuED 


631229 GENERAL USE RE 13A372 
RESISTOR, WIRE WOUND STYLE Z 
RATED 500 OH:S 


12/30/43 
MAR. 44 


CONG631830 MARK 22 

POTENTIONETER. WIRE WOUND 

RATED 640 OHMS 50 WATTS, LINEAR TAPER 

TYPE 3 FLAT SHAFT 2" LONG, HAS NOH-TURN 

WASAER WITH LUS THAT FITS INTO PANEL TO 
REVENT POTENTIONETER FROM TURNING. TYPE 
NO. TO GE FOLLOWED BY A DASH AND RES. 
TOL. IN PERCENT. 

Wi/4a4 og CHIBA-10027-8 
MAR. 44 ISSUE 11 


cif 631331 so-2, $O-8 RE 13A372A 
RESISTOR-WIRE WOUND STYLE & 
85 OHNS 


1/7/44 
MAR. 44 


CA05313832 sP-tm RE 13A3724 
RESISTOR-WIRE WOUND STYLE $ 
100 OWNS 


(F) 
4414/44 219 CG2M-7465154 
MAR. 44 REV 4 


cWw- 6371333 su-1 

RESISTOR-WiRE WOUND 

RATED 10,999 O45, 172 WATT, 1 172" LONG 
ANB 1/27 dee OUAM WITH PESTAIL TERRIWALS, 
SAME AS -631641 EXCEPT HAS LOW TIME CON- 
STANT. TYPE tO. TO 8E FOLLOWED BY DASH 
AND RES. TOL JN PERCENT. 


1/34/44 D-163497A ESA-682056-50 
MAR. 44 ISSUE 18 


CW- 631334 sJ-1 

RESISTOR-WIRE WOUND 

RATED 20,900 O4NS, 3/4 WATT, t 1/27 LONG 
AND 1/2" GN DGAM WITH PISTAIL LEADS, 
SAME AS -631646 EXCEPT HAS LOW TIME CON- 
STANT. TYPE NO. TO GE FOLLOWED BY A CASH 
ANDO RES TOL iN PERCENT. 


1/14/44 D-1635497A ESA-682056-51 
MAR. 44 ESSUE 18 


631335 sP RE 130492 
POTENTLONETER, Hike WOUND 
RATED 29,099 O11" FAR, 2 WATTS. TYPE 
2. SCREW DRIVER S . 5/3" LOWS. TYPE, 
NUMBER TO 8G FOLLOWED BY A DASH AND TOL. 
IN PERCENT. 


1/17/44 = CiR:wW 
AUG. 44 


c3Z2631336 = sd-5 

POTENTIOMETER, CONPOSITION 

RATED 50,090 ONS, 2 WATTS, TAPER CRY? 
K-252638 PT 2. TYPE 1 ROVYO SHAFT. RE- 
PLACEMENT POTZNTIONETER TO HAVE 2" SHAFT 
LENGTH. TYPE uO. TO FOLLOWED BY A 
DASH ANO TOLERANCE IN PERCENT, 


1/18/44 J CRVIN-440424-18 
MARK. 44 SUB it 


oars | MORMASTHBERS | BAYOMACTUNEE, 


care | MUMBA | HANIAPRUREA, 


cave | RRAGRRE? | GMANNTASTONERA | 


RESTRICTED 


NAVSHIPS 900,109 


3.63-82 
ics peat aiGh FIRST ASSIGNED FOR 


Class 63—Resistors—Potentiometers—Attenuators 


oa FIRST ASSIGNED FOR 


SSRN | 


[rst ASSIGNED FOR OPER HIGR | 


oe SATON 


crc 651337 so-s 

POTENTIONETER. COMPOSITION 

RATED 250,000 ONMS, 1/2 WATT, LINEAR 
TAPER. TYPE } ROUND SHAFT. REPLACEMENT 
POTENTIOMETER TO HAVE 2” SHAFT LENGTH. 
TYPE NO. TO BE FOLLOWED BY A DASH AND 
RES. TOL iN PER CENT. 

W/18/44 35 CRYIM-440424-19 
MAR. 44 SuB 1 

csF 6.313833 vc. vo-1 RE 13A372S 
RESISTOR, WIRE WOUND STYLE F 

1800 OHMS 

¢-5) 

H/19/44 CG1X54J220-66 
HAR. 44 REV 0 

csF §31339 Vor RE 13A3 72d 
RESISTOR, WIRE WOUND STYLE 

355 OHMS 

C5) 

1/19/44 

HAR. 44 

c1R 631840 LR-1 RE 13A372U 
RESISTOR, WIRE WOUND STYLE F 
3000 OHMS 

¢-2) 

1/20/44 GS-5-C CBNI 738-376 
FEB. 45 

CA0 6313841 HARK 22 

RESISTOR, WIRE WOUND 


RATED 2 OHNS 40 WATTS. FLAT STRIP TYPE. 


(-5) TYPE NO. TO BE FOLLOWED BY A DASH 
ANO RES TOL, IN PER CENT. 

1/22/44 BULLETIN 23 CH:8A-10095-15 
WAR. 44 ISSUE 8 

cSF 631842 YG. vS-1 RE 13A492 
RESISTOR, WIRE wOUTe STYLE E 

180 OHMS 

1/25/44 

HAR. 44 

cs§631843 ve-t RE t3A492 
RESISTOR, WIRE wOUtD STYLE E 
7100 OHMS 

1/25/44 

KAR. 44 

CiIR6GZ1S44 SR-I 

POTENTIONETSR. WIRE WOUND 


RATED $090 OH%S 25 WATTS, LINEAR TAPER, 
TYPE 3 FLAT SHAFT, REPLACENENT POTENTIO- 
METER TO HAYE 2° SHAFT LENSTH. TYPE NO, 
TO BE FOLLOWED SY A DASH AND RES. TOL. 
UN PERCENT. C ORS TO RE 13A492 EXCEPT 
FOR POSITION OF LOCATING STOP. 

¥/25/44 PR25 CHL 225229 

MAR. 44 ALT 0 


ASSIGNED 
IssuED 


(oan [sass [aA 


NAVSHIPS 900,109 


etc 631845 sri 
POTENTIOMETER, COMPOSITION 
RATED 100,000 ONS, 1/2 WATT. 
"co" TAPER. TYPE 3 FLAT SHAFT 


HENT POTENTIOMETER TO HAVE 2" 


CTC TYPE 
REPLACE- 
SHAFT 


LENGTH. TYPE NO. TO BE FOLLOWED BY A 
DASH AND RES. TOL. IN PERCENT. 

(10) 

1/28/44 35 CHL :25280 
MAR. 44 ALT O 

c16 6313846 = sR-1 RE 134492 


POTENTIOMETER, WIRE WOUND 

RATED 750 OHNS. 4 WATTS. LINEAR TAPER, 
TYPE 2 SCREWDRIVER SHAFT 372" LONG, TYPE 
NO. TO BE FOLLOWED BY A DASH AND RES. 
TOL.*tN PERCENT. 


1/25/44 25 CML :25227 
MAR. 44 ALT O 
cuc 631947 sp RE 134492 


POTENTIOMETER, WIRE WOUND 

RATED 50,000 OHMS, 4 WATT LiNEAR TAPER, 
TYPE 2 SCREWORIVER SHAFT 3/4" LONG, TYPE 
NO. TO BE FOLLOWED BY A DASH AND RES. 
TOL. IN PERCENT. 


1425/44 10 
MAR. 44 


CGSK-52I303 
REV 3 


cvwc 631343 Fc 
POTENTIOMETER, WIRE WOUND 
RATED 6000 O4NS, 2 WATT. 
200 ONNS FIRST $0%, 5800 ONS SECOND 
50%. TYPE | ROUND SHAFT, REPLACEMENT 
POTENTIOMETER TO HAVE 2" SHAFT LENGTH. 


RE ISA 492 


LEFT HAND TAPER 


TYPE NO. TO BE FOLLOWED BY A DASH AND 
RES. TOL, IN PERCENT. 

1/27/44 58H CMC:56-9 REV O 
AUG. 44 


CIsQFECI04-Q35 


csF- 631049 sp,sp-im 
RESISTOR, COMPOSITION 
RATED 15 NEGOHNS, LOKY MAX 
HERMETICALLY SEALED. 


RS. 
FERRULE TERMINALS, 


2/2/44  MEGOMAX CGrK-8396663-2 
MAR.44 REY 0 

csF- 631850 se.sP-im 

RESISTOR, COMPOSITION 

RATED 100,060 OMS, 8 WATTS MAX. 


HERMETICALLY SEALED. FERRULE TERMINALS. 


2/2/44 KEGONAX CGrK-8396663-22 
MAR. 44 REV 0 
cOM- 631851 sP.sP-iH REI3A492 


POTENTIQNETER, WIRE-WOUND 

RATED 75 ONMS, 100 WATTS, LINEAR TAPER, 
TYPE 3 FLAT SHAFT. REPLACENEHT POTEIITIO- 
BETER TO HAVE 2" 3HAFT LENGTH. TYPE NO. 
TO BE FOLLOWED BY A DASH AND RES. TOL. 
JN PERCENT 


2/2/44  K-0450 CGIK-8395662-2 
HAR. 44 REV.O 
cnc- 631852 acc,Qcoo RELSA492 


POTENTIOMETER, WIRE HOUND 

RATED 5000 OMS, 2 WATTS, LINER TAPER, 
TYPE 2 SCREW DRIVER SHAFT 4" LONG, TYPE 
WO. TO BE FOLLOWED BY A DASH AND RES.TOL 
IN PERCENT. 


*CBM:1000S-56 ALT Q@ 
2/3746 P-50-2 
FEB. 45 


CATS 
*SEE ABOVE 


ssuicnen| 
tssuto 


CiR- 6316535 GO-9 MoD KIT RE GSAIOIA 
RESISTOR, WIRE WOUND 13/4 LT 
VARIASLES RATED 5 CUM5, 10 WATTS. 
RESISTANCE V¥ iASLE ay EAG OF CENTER 
SLIDE TAB. CLASSE 1, GRADE 2 COATING. 


2/4/44 ABA CIR?20-563 


MAR. 44 ISSUE 0 

Ci1R 631054 60-9 HOD KIT RE 63A101A 
RESISTOR, WIRE WOUND 13/4 LT 
VARIABLE: RATIO 750 OMS, 10 WATTS. 
RESISTANCE VARIASLE @% MEANS OF CENTER 
SLIDE TAB. CLASS 1, GRADE 2 COATING. 


2/4/44 ABA CIR:20.563 
MAR. 44 tSSUE 0 

cir: 631855 -46acu 

RESISTOR, WIRE WOUND 

10,000 O8MS, 4 WATTS 

TYPE 10. TO BE FOLLOWED BY DASH ANO TOL. 
{N PERCENT. SAME AS -63587 EXCEPT HAS 
*CBM2758-300I1K ALT 0 

(-5) 

2/5/44 AB CRVIM-422402-8 
MAY 45 COAT “C™ SuB 10 * 


ctrR- 631855 


TAG INSTEAD OF PIGTAIL LEADS. 


ciR- 631356 -46acu REGSAIOI 
STYLE 24NT 

RESISTOR, WIRE WOUND : 

1000 OHS, 10 WATTS. 

(-5) 

2/5/44 DH CRVH-422402-10 

MAR. 44 COAT "C* SUB 10 

cH- 631357 MK22 

RESISTOR COMPOSITION 

HELICAL CARBON RISSON Of A CERAMIC ROD 

0.09 HEGOM 260 VOLTS MAX. NEGATIVE TEMP 

COERF 0.045% PER °C. TYPE NO.TO 3E 


FOLLOWED BY A DASH AHS TOL. IN PERCENT. 


C-1) 
2/7/44 D-166964 ESA-656514 
MAR, 44 ISSUE 2 


CW- 6312358 MK22 
RESISTOR COMPOSITION 
NELICAL CARSON RIGOIION A 


0.3 MESONM 0.75 

COCFF 0.04% PIZ?c. 

BY A DASH AND TOL, (&PERCENT. 

(7) 

2/7/44 -D- 166984 ESA-556614 
MAR, 44 ESSUE 2 

CKC- 631559 Qs8 RETSAS92 
POTENTIONETER WIRE WOUND 

RATED S000 OMS, 2 WATT, CHC TYPE "ye 
TAPER TYPE 1 ROUND SHAST. PEPLACEMENT 
POTENTIOMETER TO HAVE 2" SHAFT LENGTH, 


TYPENO. TO BE FOLLOWED BY A DASH AND TOL 
ih PERCENT. 


2/8/44 
MAR. 44 


P-58-59000V CRVIW-S0€582-125 


SUS 6 


[pare MAVGTBRS | HANHIOCTURERS 


pare OSES 


“| ea | 


RESTRICTED 


Class 6 3—Resistors—Potentiometers—Attenvators 


HARE [nest aston ror | HAMM, 


cMc- 631860 QcB RE13A492 
POTENTIONETER, WIRE WOUND 

RATE 25000 OHMS. 2 WATT, CMC TYPE "V¥™ 
TAPER, TYPE t ROUHD SHAFT. REPLACEMENT 
POTENTIOMETER TO HAYE 2" SHAFT LENGTH . 
TYPE NO. TO BE FOLLOWEL BY &A DAS! AND 
TOL. UN PERCENT. 


2/8/44 P-58-25000¥ CRVSW-306582-133 
MAR. 44 Sus 6 


cmc-631861 QGB RET3A492 
POTENTIOMETER, WIRE WOUND 

RATED $0,000 OHMS, 2 WATT CHC TYPE "V" 
TAPER. 3/87 BUSHING. TYPE 1 ROUND SHAFT, 
REPLACEMENT POTENTIOMETER TO HAVE 2” 
SHAFT LENGTH, TYPE NO. TO BE FOLLOWED BY 
DASH AND TOLs EN he 


(-10) CBM:1000S-45 ALT O 
248/44 P-58-50,000V CRVIW-306582-154 
RAY 45 SUB 6 * 


ciR- 631862 ace 
RESISTOR, COMPOSITION 


CANCELLED 
FOR REPLACEMENT USE -631405 


278744 MYP CRVIW-206582-142 
DEC. 44 sue 6 
- 631363 QcB RET3A492 


POTENTIOMETER, WIRE WOUND 

RATED 10,000 OHMS 2 WATT, LENEAR TAPER. 
TYPE t ROUND SHAFT, REPLACEMENT POTENTIO- 
METER TO HAVE 2™ LONG SHAFT. TYPE NO. TO 
BE FOLLOWED BY A DASE ANC RES. TOL. &N 
PERCENT. 


2/8/44 = CIR: W-10000 CRYVSW=306582 
MAR.44 SUB 6 
631554 MK3.NK4 REI3A492 


POTENTIOMETER, WIRE WOUND 

RATED 3000 OHMS. 4 WATT, LINEAR TAPER, 
TYPE 1 ROUND SHAFT. REPLACEMENT POTENTIO- 
METER TO HAVE 2" SHAFT. TYPE NO. TO BE 
FOLLOWED BY A DASH ANC RES. TOL. iN PER- 
CENT. 

HCWSBA-10034-287 ISS, 10 COUSIDD-3485-A-} 
2/39/44 CHASM 

FEB. 45: 


C8Z- 631365 MK3.MK4 

POTENTIONETER. COMPOSITION 

RATED 250,000 OHMS, 2 WATT, LINEAR TAPER 
TYPE 2 SCREWDRIVER SHAFT 1 1/16" LONG, 
TYPE NO.TO BE FOLLOWED BY A DASH AND 
TOL.IN PERCENT. 


2/9/44 J CKIBA-10034-278 
MAR. 44 iSSsue 


cBZ- 631866 Nk3,MK4 

POTENTIOMETER, COMPOSITION 

RATED 2 MEGOHMS, 2 WATT, LIMEAR TAPER, 
TYPE 2 SCREWORIVER SHAFT 5/8" LONG, 
ARRANGEMENT TO LOCK SHAFT. TYPE NCQ. TO 
BE FOLLOWED BY DASH AND TOL. IN 3. 


¥CWIBA-10034-279 CFTSNCP-32-2N-196 
279/44 J CWESA-10034-335i 
HAY 45, (ISSUE 21 * 


com- 631867 Mx-22 

POTENTIOMETER, WIRE WOUND 

RATED 6090 OH%4S, 25 WATT LINEAR TAPER. 
JYPE 1 ROUNO SHAFT 2" LONG. HAS NONSTURN 
WASHER WITH LUG THAT FITS INTO PANEL TO 
PREVENT POTENTIOMETER FROM TURNING. Y 
TYPE NO. TO BE FOLLOWED BY A DASH AND 
TOL. IN PERCENT. 

2/15/44 oH CW:BA-10027-9 
MAR. 44 ISSUE 12 


oate__| — MaASTHBER’S | 


oeruarnia [| eae | aE 


3.63-83 


BIN [rusr assonen vor | HArEAAMINY | [SHAG —_[rnar assiouro ron | NATLGRANDNS, 


+ 
- 631868 REI3A3720 
RESISTOR, WERE WOUND STYLE D 
2250 OHMS 


2/17/44 
MAR. 44 


- 631869 REISA372J 
RESISTOR, WIRE WOUND STYLE E 


1S0 OHMS 


2407144 
MAR. 44 


ctR- 631870 Tcs-9 

RESISTOR COMPOSITION 

FERRULE TYPE RESISTOR, RATED 330 OHMS, 
6 WATTS. 


2/18/44 UPJ COL S73 0NAS30F 
MAR. 44 REV O 


cirk- 631871 TCs-9 

RESISTOR, COMPOSITIONS 

FERRULE TYPE RESISTOR, RATED 20,000 OHMS 
6 WATTS. 


2/18/44 MPS COL? 73 0NAZOMF 
MAR. 44 REV 1 


ciR- 631872 Tcs-9 

POTENTIONETER, COMPOSITION 

RATED 1000,000 OHMS, % WATT, LOG TAPER 
(CIR CURVE C). TYPE 1 ROUND SHAFT. 
REPLACEMENT POTENTIONETES TO HAVE 2” 
SHAFT LENG(H, Tire NO. TO BE FOLLOWED 
BY A DASH AND THE RES. TOL, IN PERCENT. 


2/18/44 «CS COLS3B8ON103 
MAR. 44 REV 1 


ciR- 631873 Tcs-9 

POTENTIONETER, COMPOSITION 

RATED 10,000 ONMS % WATT, LOG TAPER 
(CIR CURVE E). TYPE 1 ROUNO SHAFT, 
REPLACEMENT POTENTIOMETER T@ HAVE 2” 
SHAFT LENGTH. TYPE NO. TO BE FOLLOWED 
BY A DASH AND THE RES. TOL. IN PERCENT. 


2/18444 CS COLS380NETOMS 
MAR. 44 REV 2 


ciR- 631874 Tes-9 

POTENTIOMETER, COMPOSITION DUAL 

FRONT SECTION $090 OH“%S &% WATT. RESIST- 
ANCE [NCREASES CCH. REAR SECTION 100,000 
OHMS & WATT. RESISTANCE InCREASES CH. 
TYPE | ROUND SHAFT. REPLACEMENT POTENTIO 
METER TO HAVE 2" SHAFT LEWGTE. TYPE NO. 
To BE FOLLOWED 8Y A DASH AND RES. TOL. 


2ssesaa CS COL:380N201 
MAR, 44 REV 2 
ciR- 631374 


UNPERCENT. 


SHANTI 


RESTRICTED 


631875 Qci-6, QCL-5 RE 15A3724 


QcT STYLE E 
RESISTOR, WIRE WOUND 
3300 OHHS. 
2422744 
MAR. 44 


- 631876 QcJ-6, QCL-5 RE 13A3724 
QcT STYLE 0 
RESISTOR, WIRE WOUND 
6600 OHMS. 


2422444 
HAR. 44 


csF- 631877 Tec-5 

RESISTOR, WIRE WOUND 

89 OMS, CONFORMS TO REI3SA372I STYLE A 
EXCEPT is NON-ENDUCTIVE, GRADE 1 CLASS 


2/25/44 NIF CG2H-74714800-20 
AUG, 44 REV 1 


csF- 631878 rec-s 
RESISTOR.WEIRE WOUND 
1000 OWS, CONFORMS TO REISA272J STYLE E 
EXCEPT Ih NOT-INDUCTIVE, GRADE 1 CLASS 1 


2/25/44 NIE CG2M-7471804-3! 
AUG, 44 REY 1 

csF- 631879 cxor RE 13372 
RESISTOR, WIRE WOUND STYLE D 


RATED 23,800 OHNS, 


2/28/44 35F 
MAR. 44 


com- 631880 mK-26 RETSA49Z. 
POTENTIOMETER, WIRE WOUND 

RATED $0 OHHS, 100 WATTS, TYPE 3 FLAT 
SHAFT. REPLACEMENT POTENTIONETER TC 
HAVE 2" SHAFT LENGTH, TYPE NO. TC BE 
FOLLOWED BY ADASH AND RES. TOL. IN PER- 
CENT. 


2/29/44 K CG:P-7763300 
MAR. 44 PT 25, REY 25 


csF- 631931 x-rtop-s 

RESISTOR, WIRE WOUND 

63 OHMS, CONFORMS TO RELSA372J. STYLE 

F. EXCEPT 4S NON-FNOUCTIVE. GRADE 1 
CLASS 1. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. tN &. 


*CGSK-595680-2 REV O 
2/29/44 NE CG2M+7471805P19 
MAY 45. REV 1 * 


cSF-334882 x-tToP-1 

RESISTOR, WIRE WOUND 

63 OHMS, CONFORMS TO REI3ZA372J, STYLE 
—, EXCEPT 4S NON-INDUCTIVE. GRADE | 
CLASS 1 


2729/44 NUF CG:M-7471804 
AUG. 44 Po 19. REV 1 


parE PETAR NAR, 


NAVSHIPS 900,109 


3.63-84 


Class 6 3—Resisters—Potentiometers—Attenuators 


[eng [ease assiowee roe | gwesmearenigy || otNcRh  [rasr ssscneo von | oem, | | gRAR URI. [rar asiowen von | tM | 
; . 
cSF- 631383 x-ToP-t cua 631889 toy PB 
RESISTOR, WIRE HOUND POTENTIOMETER, WIRE WOUND C32 631897 vE-1 
40 OHMS, CONFORMS TO REI3ZA372u, STYLE A RATED 60 OHNS. 4 WATTS. LINEAR TAPER, POTENTIOMETER, COMPOSTT ION 
EXCEPT 1S NON-IHDUCTIVE. GRADE | SPECIAL SHAFT 13/16" LONG MEETS PERFORM- RATED 500,000 OHMS, 2 WATTS LINEAR TAPER, 
CLASS 1. ANCE CHARACTERISTICS OF REI3N492. TYPE TYPE 3 FLAT SHAFT, REPLACEMENT POTENTIO- 
NO, TO BE FOLLOWED BY A DASH AND RES TOL METER TO HAVE 2" SHAFT. SAME AS -631894 
IN PERCENT. EXCEPT FOR POSITION OF SHAFT. TYPE HO. 
TO BE FOLLOWED BY A DASH AND TOL. IN 
2/29/44 NIF CG2M-7471890P17 3/17/44 SPO-13037 CG:H-7467506P6 PERCENT, 
AUG. 44 REV } HAR, 44 REV 7 S/it/4a 3 eek 340358 
WAR. 44 REY 3 
csF- 6318834 X-TOP-t cco6519390 te 
RESISTOR, WiRE WOUND RESISTOR COMPOSITION c8Z631898 veE-1 
40 OHMS CONFORYS TO REIZA3720, STYLE A, RATED 630 OHMS. #1 WATTS. FERRULE TYPE POTENTIOMETER, COMPOSITION 
EXCEPT iS SUPER*NONINDUCTIVE. PHASE AN- TERMINALS TYPE NO, TO BE FOLLOWED BY & RATED 1 MEGOHMS, 2 WATTS LINEAR TAPER. 
GLE NOT TO EXCEED 6 DEGREES AT 3 MEGA- DASH ANDTO. IN PERCENT. TYPE 3 FLAT SHAFT, REPLACEMENT POTENTIO- 
CYCLES. SAME AS -631883 EXCEPT SUPER- HETER TO HAVE 2™ SHAFT, SANE AS -631895 
NON-}NOUCTIVE. CLASS 1. GRADE 1 EXCEPT FOR POSITION OF SHAFT. TYPE NO. 
(+10) TO BE FOLLOWED BY A DASH AND TOL. IN 
7/14/44 NIF-MOD CG2M-7472962-17 3/8/44 ok CG:P-7764407-61 PERCENT. 
DEC. 44 REV 4 MAR. 44 Ach 3/1t/44 4 CGrK-54J357 
MAR. 44 REV O 
csF- 631884 x-ToP-1 cco651891 tor 
RESISTOR, WIRE WOUND RESISTOR, COMPOSITION c8z631899 veE-I 
100 OHMS, CONFORMS TO RETZAZ72U, STYLE A RATED 16 OHMS, § WATTS, FERRULE TYPE POTENTIOMETER, COMPOSITION 
EXCEPT IS NON-INOUCTIVE. GRADE 1 CLASS 1 TERMINALS. TYPE NO. TO BE FOLLOWED BY A RATED 100,000 OHMS, 2 WATTS LINEAR TAPER, 
DASH AND TOL. IN PERCENT. TYPE 2 SCREWORIVER SHAFT 3/4" LONG. TYPE 
N@. TO BE FOLLOWED BY A DASH ANO TOL. IN 
PERCENT. 
*CBM:100S-65 ALT 0 
2/29/44 NIE CG:M-7471800 3/8/44 CX: CG:P-7764407-3 *CND:2Y-5A 1SS 0 
AUG. .44 P 2t, REV I MAR. 44 REV 7 3/li/4a 3 CGIK=54U339 
MAY 45. REVO * 
CSF- 631384-A X-rDP-} ciR- 631892 ror 
RESISTOR WIRE WOUND: RESISTOR. WIRE WOUND cez631900 veE-! 
100 OHMS. CONFORMS TO REI3ZA372N STYLE A, RATED 10,20 OHMS, 0.5 WATTS. NON-INDUC- POTENTIOMETER, COMPOSITION 
EXCEPT 1S SUPER-NON-INDUCTIVE. PHASE TIVE, FIGTAEL TERMINALS. TYPE NO. TC BE RATED | MEGOHM 2 WATTS LINEAR TAPER, 
ANGLE NOT TO EXCEED 6 DEGREES AT 3 MEGA- FOLLOWED BY A DASH AND TOL. #N PERCENT. TYPE. 3 FLAT SHAFT, REPLACEMENT POTENTIO- 
CYCLES. SAME AS -65t984, EXCEPT SUPER- METER TO HAVE 2% SHAFT. SAME AS -631895 
NON-UNDUCTIVE, CLASS 1 GRADE I. EXCEPT FOR POSITION OF SHAFT. TYPE HO. 
(-2) TO BE FOLLOWED BY A DASH AND THE TOL. IN 
7/14/44 NUF-MODIFIED CG2M-7472962-21 3/8/44 9 Wed CG:K-7890031 -2 PERCENT. 
DEC. 44 REV 4 MAR. 44 REV I 3/11/44 8 CG2K-545340 
WAR. 44 REV 1 
csF- 631885 x-toP-t ciR- 631895 tor 
RESISTOR, WIRE WOUND RESISTOR, WIRE WOUND ceZ631901 ve-1 
1600 OHMS, CONFORMS TO REISA372U, STYLE D RATED 1.0 OHM 0.5 WATTS, NON-INOUCTIVE POTENTIOMETER, COMPOSITION 
EXCEPT iS NON-INOUCTIVE. GRADE {1 CLASS 1 PIGTAIL TERMIGALS, TYPE NO.TO BE RATED 10,000 OHMS 2 WATTS LINEAR TAPER, 
. FOLLOWED BY A DASH AND TOL. IN PERCENT, BUSHING LENGTH 378%. TYPE 3 FLAT SHAFT. 
REPLACEMENT POTENTIOMETER TO HAVE 2” 
* Cer BA-10034-535 15S 30, CAY:I611594 
Cs2) P. 3, REY 7 
2/29/44 ' NIF CG:M-7471803, 3/8/44 WA CG2K-7890031-3 (+20) 
AUG. 44 P33, REV I PAR wae REV 1 ayilyad CG K-54J350 
FEB. 45 Revi ® 
csF- 631886 xX-ToP-4 c8Z631094 UE-1 : 
RESISTOR, WIRE WOUND POTENTIOMETER, COMPOSITION caz631901 
S00 OHMS, CONFORMS TO REI3A372J, STYLE D RATED 500,000 OHMS, 2 WATTS, LINEAR SHAFT. TYPE NO. TO BE FOLLOWED BY DASH 
EXCEPT 1S NON-INDUCTIVE, GRADE 1 CLASS 1 TAPER, TYPE 3 FLAT SHAFT. REPLACEMENT AND TOL. UN 8. 
POTENTIOMETER TO HAVE 2" SHAFT, SAME AS 
-631896 EXCEPT FOR POSITION OF SHAFT, 
TYPE NO. TO BE FOLLOWED BY A DASH AND 
TOL, IN PERCENT. 
2/29/44 NIE CGEM-7471803P28 3/lb/4a J CG:K-54J309 
1AUG. 44 REV 1 WAR. 44 REV O 
ERTSRT CSO eet ceZ 631895 ve-t cnc-631902 ve-t 
STYLE & POTENTIOYETER, COMPOSITION pee o 
RESISTOR. WIRE WOUND RATED 1 KEGOHH, 2 WATTS, LINEAR TAPER. POTENT LODELER MURS ROUND 3 
60C OHMS, TYPE 3 FLAT $ 7 Beanie ae RATED 20,000 GQH4S. 4 WATTS LINEAR TAPER. 
HART S: RERUAGS NENT FOTENTLO: TYPE 3 FLAT SHAFT. REPLACEMENT POTENTIO- 
METER TO HAVE 2" SHAFT, SANE AS -631900 WETER TOCALVE OR BHATT. CONFORUS TO 
BxCE ST TOR ROS TION OF PLAT AONUSHARITs REI3A492 EXCEPT FOR POSITION OF FLAT OW 
TYPE NO. TO BE FOLLOWED BY A DASH AND ee 
TOL Mie PERC ENTS SHAFT. SAME AS -6318U2 txCePT FOR 
3/1/44 . POSITION OF SHAFT. TYPE WO. TO BE 
S/tt/4a gs CG2K-54J310 
WARS 44 MAR. 44 REY 0 Sea oe COzK-544551 
MAR. 44 REVI 
c1R 631888 Tor c82631896 vE-1 enc- 631922 
POTENTIONETER, WIRE HOUND POTENTIONETER, COMPOSITION ; A) hak 
RATED 16 OHMS, SO WATTS, LINEAR TAPER, RATED $00,000 OHMS, 2 WATTS LINEAR TAPER, FOLEQHED GY ASDASHMAND THE’ TOL. CNV RERS 
TYPE 3 FLAT SHAFT. REPLACEMENT POTENTIO- TYPE 3 FLAT SHAFT. REPLAC T POTENTIO- CENT. 
METER TO HAVE 2° SHAFT LENGIH. TYPE NO, HETER TO HWE 2" SHAFT. SANE AS -631994 
TO 3€ FOLLOWED BY A DASH AND TOL. IN EXCEPT POSITION OF SHAFT 1S STANDARD. 
PERCENT. TYPE NO. TO BE FOLLOWED 8Y A DASH AND 
TOL. IN PERCENT. 
3/7/44 PR-50 CGIP-7763268P4 S/lij/4sa gy CGIK-S4J335 
AUG. 44 REY 6 HAR. 44 REV 3 
ASUGHED ASSIGHED 
- 5 = USSVED 
MACOS | SEATATTIRE pare | MBANAETIN? | ABNMRAPTURERG one | aa? | BATA 


NAVSHIPS 900,109 


RESTRICTED 


Class 63——Resistors—Potentiometers—Attenuators 


[ouaceares, ruse asscnsm rox | gireapaygy | [shea 


cmc 631903 veE-1 
POTENTIOMETER, WIRE WOUND 
RATED 10,000 OHMS, 3 WATTS LINEAR TAPER, 


RE 13A492 


TYPE 2 SCREWORIVER SHAFT 9/16" LOHG,. TYPE 


NO. TO BE FOLLOWED BY A DASH AND TOL. IN 
PERCENT. : 


WCOGSK-543374 REV O K-5S4)811 REV O 
3/13/44 CMC258 WSEE ABOVE 
AUG. 44 


cic- 6351994 UE-1 

POTENTIOMETER. WIRE WOUND 

RATED 20,000 OHMS 4 WATTS LINEAR TAPER. 
TYPf 3 FLAT SHAFT. REPLACEMENT 
POTENTIOMETER TC HAVE 2" SHAFT LENGTH. 
CONFORMS TO RE13A4y2 EXCEPT FOR POSITION 
OF FLAT ON SHAFT. SAME AS -631802 EXCEPT 
FOR POSITION OF SHAFT. TYPE NOs TO BE 
3/13/44 «10 CGsK-54u5/5 
MAR. 44 REV O 


cue 531904 
FOLLOWED BY A DASH AND TOL. IN PERCENT. 


cnc- 691905 uc-s 

POTERKTIOMETER, WIRE WOUND 

RATED 20,000 OHMS, 4 WATTS,LINEAR TAPER, 
TYPE 3 FLAT SWAFT, REPLACEMENT POTENTIO- 
METER TO HAVE 2" SHAFT. CONFORMS TO 
REI3A492 AND 1S THE SAME AS -631802 
EXCEPT FOR POSITION OF FLAT ON SHAFT. 
TYPE NO. TO BE FOLLOWED BY A DASH AND 
3/13/44 10 CG2K-54N376 
MAR. 44 REV 0 


euc -63519905 
TOL. ¢N PERCENT. 


631960 uF REISA492 


POTENTIONETER, WIRE WOUNDS 
RATED 3000 ONNS, 5O WATTS, LINEAR TAPER, 
TYPE 2 SCREWORIVER SLOTTED SHAFT TI" LONG 
3/8" BUSHING. TYPE KO, ('TO BE FOLLOWED BY 
OASH AND TOL. IN PERCENT, 


¢-10) 
4/4044 COMed: CWSESL~639322 
HAY 45. tss. 9 


crc: 651906 VE-1 

POTENTIONETER, WIRE WOUND 

RATED 3000 ONS, 4 WATTS, LINEAR TAPER. 
TYPE 3 FLAT SHAFT, REPLACEMENT POTENTIO- 
HETER TO HAVE 2" SHAFT LENGTH. CONFORMS 
TO RE13A492 EXCEPT. FOR POSITION OF FLAT 
ON SHAFT. TYPE NO. TO BE FOLLOWED BY A 
DASH AND TOL. IN PERCENT. 

3/13/44 10 CG:K-$4J377 
AUG. 44 REV 0 


cnc- 651907 ve-1 
POTENTIONETER, KERE WOUND 
RATED 20,000 ONNS, 4 WATTS, LINEAR TAPERS 
TYPE 3 FLAT SHAFT, REPLACEMENT POTENTIO- 
HETER TO HAVE 2" SHAFT LENGTH. CONFORNS 
TO REG3SA492 AND £5 THE SAME AS °6351802 
EXCEPT FOR POSITION OF FLAT ON SHAFT. 
TYPE HO, TO CE FOLLOHED SY A DASH AND 
3/13/44 10 CG2K-544378 
MAR. 44 REV 0 


ex pave | 


MERUCAGTHOERS | ANHRAPTHAERT 


665197 O - 45 - 74 


3.63-85 
eae 


rast asian ror | oWFAYNG, | 


oENehAtiok 


FIRST ASSIGNED FOR | oeLaRNN | 


onc 631907 
TOLERANCE (N PER CENT. 


cuc- 631993 vVE-! 

POTENTIOMETER, HIRE WOUND 

RATED S000 ONNS, 2 WATTS, LINEAR TAPER. 
TYPE 3 FLAT SHAFT. REPLACEMENT POTENTiO- 
METER TO HAVE 2" SHAFT LENGTH. CONFORMS 
TO RE13A492 EXCEPT FOR POSITION OF FLAT 
ON SHAFT. TYPE NO. TO BE FOLLOWED BY A 
DASH AND TOL. IN PERCENT, 

3/13/44 58 CGtK-54J776 
MAR, 44 REV 0 


cBz- 651909 vE-1 

POTENTIOMETER, COMPOSITION 

RATEDSO0,000 O%S, 2 WATTS LINEAR TAPER. 
TYPE 2 SCREWDRIVER SHAFT y/16" LONG, 
TYPE NO. TO BE FOLLOWER @Y A CASH AND 
TOL. IN PERCENT, 


3/13/44 J CG2K-545338 
MAR. 44 REV O 


cin -691910 vE-I 

PUTENTIOMETER, COMPOSITION 

RATED 2 MEGOHMS & WATT,LINEAR TAPER. 
TYPE 3 FLAT SHAFT. REPLACEMENT POTENTIO- 
KETER TO HAVE 2" SHAFT LENGTH, TYPE NO, 
TO BE FOLLOWED BY A DASH AND TOLy IN 
PERCENT. 


3/13/44 cs CGTK-54J4779 
MAR. 44 REY 0 


cik- 631911 ve-1 

POTENTIOMETER, COMPOSITION 

RATED 500,000 OHS, % WATT, LENEAR TAPER, 
378" BUSHING. TYPE 3 FLAT SHAFT. REPLACE 
MENT POTENTIQNGIER TO HAVE 2" SHAFT. 

TY?& NO. TO BE FOLLOWED BY DASH AND TOL, 
in 


3/13/44 CS CGIK-545780 
FEB. 45 REV 0 


ciR- 651912 ve-t 

POTENTIOMETER. COMPOSITION 

RATED 100,000 OHMS, %& WATT, LINEAR TAPER, 
TYPE 2 SCRENDRIVER SHAFT 5/8" LONG. 

TYPE NO, TO BE FOLLOWED BY A DASH AND 
TOL. IN PERCENT. 


3/13/44 cs; CGrK-545807 
HAR. 44 REV O 


CMC 631913 UE-1 

POTENTEOMETER, WIRE HOUND 

RATZD $0,000 OHMS, 4 WATTS LINEAR TAPER. 
TYPE 3, FLAT SHAFT REPLACEMENT POTENTIO- 
METER TO HAVE 2" SHAFT. CONFORMS TO 

RE 13A492 EXCEPT FOR POSITION OF FLAT ON 
SHAFT. TYPE NO. TO GE FOLLOWED BY A DASH 
AND TOL. IN PER CENT. 

3713/44 10 CG:K-544838 
MAR. 44 REY O 


CMC 631914 UE-1 
POTENTIOMETER, WIRE WOUND 


RATED 20,000 OHMS, 4 WATTS. LINEAR TAPIA, 


TYPE 3 FLAT SHAFT. REPLAC NT POTERTIO- 
METER TO HAVE 2" SHAFT. CONFORMS TO 

RE [3A492 AND 1S THE SAME AS -631802 
EXCEPT FOR POSITION OF FLAT ON SHAFT, 
TYPE NO. TO BE FOLLOWED BY A DASH AND 
3/13/44 10 CG7K-543838 
HAR. 44 REV O 


ASSIGNED 
{SSUED 


cuc- 631914 
TOL, IN PERCENT. 


euc- 631915 veE-! 

POTENTIONETER, WIRE WOUND : 
RATED 20,000 OHMS, 4 WATT LINEAR TAPER. 
TYPE 3 FLAT SHAFT REPLAC T POTENTIO- 
METER TO HAYE 2" SHAFT, CONFORMS TO 
RE13A492 AND 1S THE SAME AS -631802 
EXCEPT FOR POSITION OF FLAT ON SHAFT. 
TYPE NO.TO BE FOLLOWED BY A DASH AND TOL. 
3/13/44 10 CGrK-549925 

MAR. 44 + 


euc- 631915 
UN PERCENT. 


CIR- 631916 vert 

PCTENTIOMETER, COMPOSITION 

RATED 15000 OHMS, & WATT, LENEAR TAPER. 
TYPE 2 SCRE ER SHAFT 5/8" LONG, 
TYPE NO. TO SE FOLLOWED BY A DASH AND 
TOL IN PERCENT. 


3/14/44 cg CGrK-54s921 
MAR. 44 REV O 


cHc 631917 vVE-! 

POTENTIOMNETER,WIRE WOUND 

RATED 159 OHNS, 4 WATTS, LINEAR TAPER, 
TYPE 3 FLAT SHAFT. REPLACEMENT POTENTIO- 
METER TO HAVE 2" SHAFT. CONFORMS TO 

RE 13A492 EXCEPT FOR POSITION OF FLAT ON 
SHAFT. TYPE NO. TO 8€ FOLLOWED BY A DASH 
ANO TOL. IN PERCENT. 

3/14/44 10 CGIK~54)922 
MAR. 44 REV 0 


cic 631918 ve-a 

POTENTIONETER, WIRE WOUND 

RATED 5000 ONNS, 4 WATTS, 70% LINEAR 
ENCREASE IN RES. WITH IST 30% ROTATION 
C.W NEXT 302 LINEAR TNCREASE IN RESIST~- 
ANCE WETH REMAINING 70% ROTATION. TYPE 3 
FLAT ON SHAFT. REPLACEMENT POTENTIOMETER 
TO HAVE 2" SNAFT. CONFORMS TO RE 130492 
3/14/44 10 CG2K-543923 
MAR. 44 Rev 1 


cic651918 
EXCEPT FOR POSITION OF FLAT ON SHAFT, 
TYPE NO. TO 8F FOLLONED BY A DASH AND 
TOL. UN PERCENT. 


631919 ToR RE 13A492 
POTENTIONETER, WIRE WOUND 
RATED 250 ONS, 25 WATTS, LINEAR TAPER, 
TYPE 2 SCREWDRIVER SHAFT 5/8" LONG. TYPE 
NO. TO BE FOLLOWED BY A CASH ANO RES, 
TOL. IN PERCENT, 


3/15/44 CIR:PR-25 cG:P-9763270-46 
MAR. 44 REV 44 


MAUACTORE® | SHANMTATTOMERS. 


bate weaGHT | SeNHRATINN 


‘RESTRICTED 


NAVSHIPS 900,109 


3.63-86 


Class 63—Resistors—Potentiometers—Attenvators 


[een LAR frase aston von | SARAH | UNGAR ruse asonen vor | cameras, | | sRNSUN. [nase assonco rox | ah, | 
631920 tor RE 13A492 c8z631927 ter 
POTENTIOMETER, WIRE WOUND 25 WATTS, POTENTIONETER, COMPOSITION DUAL ctR 631934 K-22 
LINEAR TAPER, RATED 350 OHMS. TYPE 2 FRONT SECTIO!N 5000 OHMS NON-LINEAR TAPER RES{STOR, COMPOSITION 
SCREWDRIVER SHAFT 5/8" LONG. TYPE NO. TO (GE OWG3P-7667034 CURYE A). REAR SECTION RATED 7,0 MEGOHMS, 10 WATTS. SPERAL 
BE FOLLOWED BY A OASH ANC RES. TOL. IN 600 OHMS LINEAR TAPER (GE OWG:P-7767034 COMPOSITION WINDING ON CERAMIC TUBE. TAB 
PER CENT. CURVE Ud. TYPE 2 SCREWDRIVER SHAFT 7/8" TYPE TERMINALS. ¢ 
LONG 2 WATTS EACH SECTION. TYPE NO. TO TYPE NO. TO BE FOLLOWED BY A BASH AND 
BE FOLLOWED BY A DASH AND TOL. IN PERCENI TOLERANCE IN PERCENT 
3/15/44 CIRsPR-25 CG:P-7763270-17 3/18/44 3a CG:P-7767034-3 €-30) 
HAR. 44 REV 14 MAR. 44 Rev O 3/17/44 AYP CW:BA-10015-19 
MAY 44 ISSUE 6 
631921 TOR RE 134492 082631928 Tor 
POTENTIOMETER, WIREWOUND DUAL POTENTIOMETER, COMPOSITION 631935 mKk-22 
RATED 500 O1MS, EACH SECTION 50 WATIS RATED 20,000 O4NS, 2 WATTS, NON-LINEAR POTENTIOMETER, COMPOSITION 
EACH SECTION, LINEAR TAPER, SECTIONS IN TAPER (G.E. DWG P-7763271 CURVE F). RATED 1000 OHMS, LINEAR TAPER, 2 WATTS. 
SERIES. TYPE 2 SCREWDRIVER SHAFT 5/8” SPECIAL SHAFT 5/8" LONG. TYPE 2 SCRENORIVER SHAFT 41/2" LONG. 
LONG TYPE NO. TO BE FOLLOWED BY A DASH TYPE NO. TO BE FOLLOKED BY A DASH AND 
AND RES. TOL. IN PERCENT, TYPE NO. TO BE FOLLOWED BY A DASH AND TOL. IN PERCENT. 
TOLERANCE IN PERCENT. 
3/15/44 CIR:PRO-50 CG:P-7767038-1 3/15/44 J CGrP-7763271-16 €-20) 
HAR, 44 REV O MAY 44 REV 18 3/17/44 YP CCK:SA-19515-t93 
MAY 44 HSSUE 23 
682631922 Tor CMA 631929 oR RE 13A 492 
POTENTIOMETER,CONPOSITION POTENTIOMETER, WIRE WOUND cBZ631936 vE-T 
RATED 10,000 OHMS EACH SECTION 2 WATTS RATED 25 OHMS, 4 WATTS, LINEAR TAPER, POTENTIONETER, COMPOSITION 


EACH SECTION. SECTIONS IN PARALLEL, 
LINEAR TAPER (GLE. OWGIP-7767034 CURVE 
Us) TYPE 2 SCREWORIVER SHAFT 5/8" LONG. 
TYPE NO. TO BE FOLLOWED BY A DASH AND 


TOL. IN PERCENT. 

3/15/44 Uy CGIP-7767034-2 
MAR. 44 REV 0 
¢82631923 Ro 


POTENTIOMETER, COMPOSITION 
RATED 600 OHMS, 2 WATTS, 
TAPER (G,E. DWGIP-77€3271 CURVE H). TYPE 
2 SCREWDRIVER SHAFT 5/8" LONG. TYPE NO} 
TO BE FOLLOWED BY A DASH AND TOL. IN 
PERCENT. 


NON-LINEAR 


CG:P-7763271-13 
REV 18 


3/15/44 JU 
MAR. 44 


8Z 631924 Tor 
POTENTIOMETER, COMPOSITION 


RATEO 50,000 OHMS, 2 WATTS, NON-LINEAR 
TAPER (G.E. OWGIP-7763271 CURVE HH). TYPE 
2 SCREWORIVER SHAST $/8% LONG, TePa oO. 


TO BE FOLLOWED 6Y A DASH AHO TOL IN 
PER CENT. 


CG:P-7763271-14 
REV 18 


3/15/44 J 
MAR. 44 


TOR 

COMPOSITION 

NON-LINEAR TAPER 
Hd. TYPE 2 
LONG, TYPE NO. 


cez 631925 

POTENTIOMETER, 
RATED 10,000 2 WATTS, 
(GE. ONGIP-7763271 CURVE 
SCREW-ORIVER SHAFT 5/8" 


TO BS FOLLOWED 8Y A DASH AND TOL IN 
PERCENT. 

3/15/44 Jy CG:P-7763271-15 
HAR. 44 REY 18 
c8z631926 Tor 


POTENTIOMETER, COMPOSITION DUAL 

FRONT SECTION 5000 OHMS, NON-LINTAR TAPER 
(GLE. DWGSP-7767034 CURVE Ad. REAR SECT- 
FON 600 ORMS, LINEAR TAPER (G,£, OWGs 


P-7767034 CURVE U) TYPE 2 SCREWOREVER 


TYPE 2 SCREWORIVER SHAFT 1/2" LONG. 


TYPE NO. TO BE FOLLOWED BY A DASH AND 
TOLERANCE IN PERCENT, 

3/15/44 M25R CGIK-7897296 
MAY 44 REV O 

cco 631330 Tor RE 13A 340 
RESISTOR, COMPOSITION 

RATED 1000 OHMS, 2 WATTS, FERRULE TYPE 


TERMINALS. 


3/15/44 A CG!P-7764407-12 
MAY 44 REV 7 

cco 631931 for 

RESISTOR, COMPOSITION 

RATED 40 OHMS, 5 WATIS. FERRULE TYPE 
TERMINALS. 

3/15/44 CX: CG:P-7764407-5 
MAY 44 REV 7 

CH- 631932 MK-22 

RESISTOR (BALLAST) 


HIGH NEGATIVE TEMPERATURE COEFFICIENT OF 
RESISTIVITT, AT 80°F AND WITH LESS THAN 
tO MICRO AMPS FLOWING. ITS RESISTANCE 


1S APPROX. 0.4 MEGOHMS, AND WITH 25 
MILLEAMPS FLOWING ITS RESISTANCE US 
APPROX. 1200 OCHHS. NOMINAL CURRENT 
3/17/44 Cwr0-160956 CWZESA-658834 
MAY 44 $SSUE 1 

CH-631932 
RATING 20.0 TO 30.0 MILLIAMPS. 


RATED 500,000 OHMS, LINEAR TAPER, TYPE & 
FLAT SHAFT. REPLACEMENT POTENTIOMETER TO 
HAVE 2" SHAFT, SAME AS -631396, AND 
631894 EXCEPT FOR POStTION OF FLAT ON 
SHAFT. 2 WATTS. TYPE NO. TO BE FOLLOWED 


(-10) BY A DASH AND RES TOLERANCE IN &. 


3/22/44 J CG:K-543340 

May 44 REV 2 
631937 10Q RE 13A 492 

POTEHTIONETER, WIRE WOUND 


RATED 10.000 OHMS, LINEAR TAPER. TYPE 2 
SCREWDRIVER SHAFT 3/4" LONG. 4 WATTS. 


TYPE NO. TO BE FOLLOWED BY A DASH AND 
RES TOLERANCE ( PER CENT. 


3/31/44 CMArMLOMP CRV:K-864708-2 
MAY 44 SUB 2 

631938 109 RE 13A 492 
POTENTIOMETER, WERE WOUND 
RATED 3000 QHMS, LINEAR TAPER, TYPE 2 
SCREWORIVER SHAFT 3/4" LONG. 4 WATTS. 


RCBM21000S-33 ALT 2 

TYPE NO. TO BE FULLOWED BY A DASH AND 
RES TOLERANCE IN PER CENT. 

3/31/44 CKhASMSMP CRV2K-854703-4 
Fee. 46 SuB 2 * 


631939 fq 
L PAD ATTENUATOR 
600 OHMS IN ANY POSITION. 4 WATTS, LOG 
TAPER, BKINIMUM ATTENUATION 38 db. ROUND 
SHAFT. OUYPUT VOLTAGE INCREASES CONTIN 
VOUSLY IN LOG FASHION. REPLACEMENT PADS 
TO HAVE 2" SHAFT, 


3/31/44 CMCrOP-S8-W CRYIM-4210538-2 
AUG. 44 CMF2L-600 sus 4 

c¢o 631940 f0a 

RESISTOR. COMPOSITION 

RATEB 100 OHMS, 3 WATTS, FERRULE 


TERMINALS, 


SHAFT 5/8" LONG, 2 WATTS EACH SECTION 
TYPE NO. TO BE FOLLOWED BY A DASH AND TYPE NO. TO BE FOLLOWED BY A DASH AND 
3/15/44 3s CGIP-7767934-1 RES TOLERANCE IN PERCENT 
MAR. 44 REV 0 3/51/44 A CRVIK~881734-4 
HAY 44 suB Oo 
cBz- 631926 CW- 634935 MK-22 
TOL. IM PER CENT. RESISTOR, WIRE WOUND cw 63194 UF 
RATSD 700 OHMS, 2 WATTS. TAPPED AT 320, RESISTOR WISE WOUND PRECISION 
580, 640 OHMS, TAS TYPE TERMINALS, TEMP, RATED 50 OHMS, 1/2 WATT, PIGTAIL RADIAL 
COEFF 5000 PPM/°C, TYPE WO, TO BS TERMINALS, 
FOLLOWED BY A DASH ANO TOL. IN PERCENT. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL, 
(-2) tN %. 
3/17/44 CwsD-162813A CHIESA-657730 (-1) 
* MAY 44 ISSUE i 4/4/44 D-1631588 CWHlESA-682056-55 
ASSIGNED ‘S. 
[ssc a [seo JULY 44 ISSUE 19 
pate manuacmates | BANHTACTHAIEA | care | AWE | MANURATIAA | care | MBRMASTHRRNS TANIA | 


NAVSHIPS 900,109 


RESTRICTED 


Class 63—Resistors—Potentiometers— Attenuators 3.63-87 


SHAGLTIEL, [rast assiowe ron [ QHAyE REAWING, 


cW-631942 UF 

RESISTOR, WIRE WOUND PRECISION 

RATED 200 OHMS, 1/2 WATT, PIGTAIL RADIAL 
LEADS, 


TYPE NO. TG BE FOLLOWED 8Y DASH AND TOL. 


IN 3. a 

(+1) 

4/4/44 D-1631588 CWI ESA-682056-56 
suLY 44 ISSUE 19 


Cw- 631943 UF 

RESISTOR, WIRE WOUND PRECISION 

RATED 300 OHM, 1/2 WATT, RADIAL PIGTAIL 
LEADS. 


TYPE NO. TO SE FOLLOWED 8Y DASH AND TOL. 
IN &. 


(-1) 
4/4/44 D-1631588 CW:ESA-682056-57 
suLy 44 ISSUE 19 


CW-631944 UF 

RESISTOR, WIRE WOUND PRECISION 

RATED 500 OHMS, 1/2 WATT, RADIAL PIGTAIL 
LEADS, 


TYPE WO. TO BE FOLLOWED BY DASH AND TOL. 


Im sg. 

(1) 

4/4/44 D-1631588 CHS ESA-682056-58 
JULY 44 tissue t9 


c- 631945 ue 
RESISTOR, WIRE WOUND PRECISION 
RATED 21000 OHMS, 1/2 WATT, RADIAL 
PIGTAIL LEADS, 


TYPE NO. TO BE FOLLOWED 8Y DASH AND TOL. 
ie Ss 


t-1) 
4/4/44 0-1631588 CWZESA-682056-59 
JULY 44 ISsue 19 


cw-631946 UF 

RESISTOR, WIRE WOUND PRECISION 

RATED 3600 OKNS, 1/4 WATT, AXiAL PIGTAIL 
LEADS. 


TYPE NWO. TO BE FOLLOWED BY DASH AND TOL. 


In 8. 

t-1) 

4/4/44 D-165755A CWsESA~682056-60 
duty 44 ISSUE 19 


CWw-631947 UF 

RESISTOR, WIRE WOUND PRECISION 

RATED $000 OHMS, 1/4 WATT, AXIAL PIGTAIL 
LEADS. 


TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
i 


<0) 
4fa/4a D-165755A CWLESA-682056-61 
JULY 44 ISSUE 19 


cw-631948 uF 

RESISTOR, WIRE WOUND PRECISION 

RATED SO OHNS, 1/4 HATT, AXIAL PIGTAIL 
LEADS. 


TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
In ft. 


(eh) 
4/4/44 D-1G5760A CWrESA-682056-62 
JULY 44 iSSUE 19 


CW- 631949 UF 

RESISTOR, WIRE WOUND PRECISION 

RATED 700 OHHS, 1/4 WATT, AX{AL PIGTAIL 
LEADS. 


TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 


[ae [rusr ASSIGNED FOR [ oAMaRAYHS, | 


cw-631950 uF 

RESISTOR, WIRE WOUND PRECISION 

RATED 11000 OHMS, 1/2 WATT, AXIAL PIG- 
TAIL LEADS. 


TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 


IH oS. 

(-1) 

4/4/44 D-16S761A CWrESA-682056-66 
JULY 44 (SSUE 19 


CW- 631951 UF 

RESISTOR, WIRE WOUND PRECISION 
RATED 20000 OHMS, 3/4 WATT, AXIAL 
PIGTAIL LEADS, 


TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 


iN £. 

(-8) 

4/4/44 D-165761A CWrESA-682056-67 
July 44 ISSUE U9 


C¥-631952 uF 

RESISTOR, WIRE WOUND PRECISION 

RATED 30000 OHMS, 3/4 WATT, AXIAL PIG- 
TAIL LEADS. 


TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 


IN he 

(91) 

4/4/44 D-185761A CWLESA-682056-68 
JULy 44 ISSUE 19 


cH- 631953 uF 

RESISTOR, WIRE WOUND PRECISION 

RATED 35,000 OHMS, 3/4 WATT, AXIAL PIG- 
TALL LEADS. 


TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 


IN f. 

(-1) 

4/4/44 D-165761A CHSESA-682056-69 
JULY 44 issue 19 


CW- 631954 uF 

RESISTOR, WIRE HOUND PRECISION 

RATED 50,000 OHMS, 1 WATT, AXTAL PIG- 
TAIL LEADS. SAME AS CH-631645 EXCEPT HAS 
LOW TIHE CONSTANT, 

TYPE NO. TO BE FOLLOWED BY DASH AND TOL, 


Le 

Cr) 

4/4/44 D-165761A CWLESA-682056-70 
sULyY 44 ISSUE 19 


cw- 631955 uF 

RESISTOR, WIRE WOUND PRECISION 

RATED 56200 OHMS, 1 WATT, AXIAL PIGTAIL 
LEADS. 


TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
tN 4. 


re) 
4/4/44 D-165761A CULESA-602056-7 
JuLy 44 ISSUE 19 


cw-651956 uF 

RESISTOR, KIRE WOUND. PRECISION 

RATED 60000 OHMS, 1 WATT, AXIAL PIGTAIL 
LEADS. SANE AS -632068 EXCEPT HAS LOW 
TIME CONSTANT, 

Tieé NO. TO Be FOLLOWED BY DASH AND TOL. 


IN fg. 

(+) 

4/4/44 O-!65761A CHLESA-632056-72 
JULY 44 ISSUE 19 


CW-631957 UF 

RESISTOR, WIRE WOUND PRECISION 

RATED 64000 OHNS, 1 WATT, AXIAL PIGTAIL 
LEADS. 


TYPE WO, TO GE FOLLOWED BY DASH AND TOL. 


oa FIRST ASSIGNED FOR [ UMLERNS, _| 


Cw- 651958 UF 

RESISTOR, WIRE WOUND PRECISION 

RATED 66000 OHMS, 1 WATT, AXVAL PIGTAIL 
LEADS. 


TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
in s. 


4/4/44 D-165761A CHESA-682056-74 
JULY 44 ISSUE 49 


Cw-G631959 uF 

ATTENUATOR, WIRE WOUND: 

10 Db, 600 OHMS, IMPEDANCE, T TYPE 1 1/2 
WATTS, 3 NON-INDUCTIVE BRASS WINDING ON 
BRASS CORE. WINDING (1-6)/(2-6)/(3-6) 
COuSISTS OF 90/87/74 TURNS OF #42D3/ 
#4293/#4208 OF 314.8/423.7/314.8/ OHMS 
MAX & 308-6/419.5/308.6 OHMS MIN DC RES. 


4/4/44 D-162U2SCr CW: BA-103897 
WAY 45 iss 1 

cert UF 

Con- 631964 


ATTENUATOR, WIRE WOUND: 

30 dbM GCO OHNS {MP. 30 STEPS OF 1 db 
EACH, BRIDGED T. 

*CW2BA-104116 DETAIL 1 ISS 1 

OSPECIAL CON TYPE T334G SPECIAL CQT 
TYPE T700 


444744 OSEE ABOVE (CHIKS-9455 
HAY 45- LisT § * 
CQt~ 


CON- GFTIGT-A UF 

ATTENUATOR, WIREWOUND? 

30 Ob, 600 OHMS IMPEDANCE, 30 STEPS OF I 
Db EACH. BRIDGED T. SAME AS -651961 EX= 
CEPT 1S MOISTURE ANDO FUNGUS RESISTANT, 
@cQt SPECIAL T2700 COW SPECIAL 13545 


KCwi3A-108516-1 19S 2 CwrKS-9455 LIST § 
5/9/45 SEE ABOVE *SEE ABOVE 
JUN. 45 

cot ue : 
cat~ 631962 


ATTENUATION, WIRE WOUND? 

45 db. 600 OHMS IMPEDANCE. BRIDGED T. 
30 STEPS OF | 1/2 db EACH, 

BSPECIAL CDN TYPE 1334G SPECIAL CQT TYPE 
1700 

*UnsBA-104116 DETAIL 2 tss J 


4/4/44 (CurKS +9455 
HAY 45 @SEE ABOVE LIST 2 * 
cQT~ 


CON- 631962-A UF 

ATTENUATOR, WIRE WOUND: 

45 Db 600 OHMS IMPEDANCE, 30 STEPS OF 
1 1/2 Db EACH. BRIDGED T. SAME AS 
635962 EXCEPT 1S MOISTURE AND FUGUS 
RESISTANT. 

*CWEKS-9455 LIST 2 


Sydy4> CNT CON CWBA-1O4116-2 
JUN, 45 WE-132-3 iss. 2 * 

+ 631963 Lat REGSAIO4 
RESISTOR, WIRE WOUND: STYLE 1 374 KT 


RATED 25000 OHMS. 


TYPE NO. TO BE FOLLOWED BY DASH AND 
TOLERANCE IN PER CENT. 


4/6/44 (CNC) (CRB -ONG-R2- 
JULY 44 1644-148 ISS. A 
-631954 Lae REISA492 


POTENTIONETER, WIRE WOUND? 

RATED 75,000 OHMS, 4 WATTS, LINEAR TAPER. 
TYPE 1 ROUND SHAFT. REPLACEMENT POTEN- 
TIOMETER TO HAVE 2” SHAFT LENGTH. IN- 


ta a. in f. CLUDES SPST SWITCH, 
(ene Ce) TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
4/4/44 D-16S760A CH:ESA-682056-65 4/4/44 D-i63761A CWLESA-682056-73 (N PER CENT. 
July 44 ISSUE 19 JULY 44 ISSUE 19 4/6/44 (CHC YP-20-W CCRBIDWG-RE-1022 
assignen} JULY 44 ISSUE C 
sssueD “__|_assuep 
care | MARHEARTHEER'S Pree ti DATE [ RUA? | SENATORS DATE MANAGES | SAMIR. | 


RESTRICTED 


NAVSHIPS 900,109 


3.63-88 


Class 63—Resistors—Potentiometers—Attenvators 


[SRA [ease assicnen rox | HARRY 


| [Sums ease assem vor | otirtanemmgy | | stheues 


-631955 Lac REIL3A492 
POTENTIOMETER, WIRE WOUND: 

RATED 200 OHMS, 4 WATTS, TYPE 1 
ROUND SHAFT. REPLACEMENT POTENTIONETER 
TO HAVE 2" SHAFT LENGTH. 

TYPE NO. TO BE FOLLOWED 8Y DASH & TOL. 
IN PERCENT. 


4/6/44 (CMC)P-10-200 (CRBIDWG~RE- 1045 
JULY 44 ISSUE A 


76319565 Lae 
POTENTIOMETER, COMPOSITION: 
RATED 1 MEGOHM, 1 WATT. LINEAR TAPER, 
TYPE } ROUND SHAFT. REPLACEMENT POTEN- 
TLOMETER TO HAVE 2” SHAFT LENGTH. IN- 
CLUDES SPST SWITCH. 
TYPE NO. TO BE FOLLOWED BY DASH & TOL. 
IW PER CENT. 
4/6/44 P-57H-S (CRBIRETO2ZS 
JULY 44 ISSUE B 


* 631967 Lae 
POTENTIOMETER COMPOSITION: 
RATED 4 MEGONM,1 WATT, LINEAR TAPER, 
TYPE 1 ROUND SHAFT. REPLACEMENT POTEN- 
TIOMETER TO HAVE 2” SHAFT LENGTH. 
TYPE NO. TO BE FOLLOWED BY OASH & TOL. 


iN PER CENT. 
*CDU 4-149 
4/6044 — (CMCIP-37H CCRBYREL020 
FEB. 45 ISSUE 0 * 
631968 LAE RE1SA372 
RESISTOR, WIRE WOUND: STYLE ¥ 
950 OHMS. 
4710044 (CMCIA-25-K 
JULY 44 
- 631969 Lae REI3A372 
RESISTOR, WIRE WOUND: STYLE Y 
1200 OHMS. 
4/10/44 (CMCINA-25-K 
JULY 44 
- 631970 Lac REI3A372 
RESISTOR, WIRE WOUND: STYLE ¥ 
2200 OHMS. 
4710044 CONCIHA-25-K 
JULY 44 
- 631971 Lae RE13A372 
RESISTORS. WIRE WOUND; STYLE V 


$2,000 OHMS. 


4410744 = (CHC)NA-25-K 
JULY 46 


ciR- 631972 SJ-1 

POTENTIOMETER, WIRE HOUND: 

RATED 20 OHS, 25 WATTS. LINEAR TAPER 
TYPE, 1 ROUND SHAFT. REPLACEHENT rorven- 
TIOHETER TO HAVE 2" SHAFT. 

TYPE NO. TO BE FOLLOWED BY DASH & TCL. 
IM PERCENT. 


4440744 PR-25 
JULY 44 ISSUE 16 


(CHIESA-632042 - 


FIRST ASSIGNED FoR | NAVE GRAWING, 


cw- 631973 MK 22 

RESISTOR. WIRE WOUND 

PRECISION? 

RATEO 26 OHMS. 174 WATT, AXIAL LEADS. 
TYPE NO. TO BE FOLLOWED BY DASH ANO TOL. 
UN PERCENT, 


4/10/44 0-165755A ({CHIESA-682056-SY 
JULY 44 {SSUE 18 


- 631974 mK 13 
POTENTIOMETER, WIRE WOUND: 
RATED 150 OHMS. 4 WATTS, LINEAR TAPER, 
TYPE 1 ROUND SHAFT. REPLACEMENT POTEN- 
THOMETER TO HAVE 2" SHAFT, 


REISA492 


(CH-DWG-BA-10034-375 IS 22) 
(7-5) 

4/11/44 (CTO)25 

JULY 44 


cBz- 631975 mK ts 

POTENTIOMETER, COMPOSITION 

DUAL: 

RATED 0.6 MEGOKN 2 WATTS, EACH SECTION. 
LINEAR TAPER. TYPE 2 SCREWORIVER SHAFT 
1/2" LONG. 

TYPE NO. TO 8E FOLLOWED BY DASH AND TOL. 
IN PER CENT. 

ALiAAA IS (CH) BA-10034-378 
JULY 44 ISSUE 22 


cBZ- 631976 MK-13 

POTENTIOMETER. COMPOSITION 

DUALS RATED $ MEG, 2 WATTS EACH SECTION 
LINEAR TAPER. TYPE | ROUND SHAFT. RE- 
PLACEMENT POTENTIOMETER TO HAVE 2” SHAFT. 
TYPE NO. TO BE FOLLOWED BY DASH & TOL. 
iN PERCENT. 


4/11/44 SS CW2BA-10034-379 
DEC. 44 iSsS 22 


CBZ- 631976-A MK 13 

POTENTIOMETER, COMPOSITION 

DUAL: 

RATED 1 MEGOHM, 2 WATTS, EACH SECTION. 
LENEAR TAPER. TYPE 1 ROUND SHAFT. RE- 
PLACEMENT POTENTIONETER TO HAVE 6" SHAFT 
SAME AS -631976 EXCEPT FOR SHAFT LENGTH. 
TYPE NO. TO BE FOLLOWED BY OASH AND 
af/iis/44 JJ CCW YSA-10034-379 
JULY 44 FSSUE 22 


c€8Z631976-A 
TOLERANCE IN PER CENT. 


cBZ- 631977 HK 13 

POTENTIONETER, COMPOSITION: 

RATED $150,000 OHMS, 2 WATTS. LINEAR 
TAPER. NO LOCATING STOP. TYPE 1 ROUND 
SHAFT. REPLACEMENT POTENTIONETER TO HAVE 
2" SHAFT. 

TYPE NO. TO 8E FOLLOWED BY DASH AND TOL. 
iW PERCENT. 

a/Vifas od - (CH)BA-10034-381 
JULY 44 ISSUE 22 


cBz- 631978 MK 13 

POTENTIONETER, COMPOSITION 

DUALS 

RATED 150.000 OHMS, 2 WATTS EACH SECTIO! 
LINEAR TAPER. TYPE 1 ROYUD SHAFT. RE- 
PLACEMENT POTENTIOMETER TO HAVE 2” 
SHAFT. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN PERCENT. 

4/11/44 JJ (CWIBA-10034-332 
JULY 44 ISSUE 22 


ASSIGHID: 
issuto 


CBZ- 631978-A MK-13 
POTENTIOMETER,. COMPOSITION 


SHAFT. REPLACEMENT POTENTIONE TER TO HAVE 
6" SHAFT. TYPE NO. TO BE FOLLOWED BY A 
DASH AND TOL. iN PERCENT. 


4711/44 Jd CiuLBA-10034-382 
AUG. 44 ISSVE 22 


c8z- 631979 MK 13 

POTENTIONGTER, COMPOSITION: 

RATED 200,000 OWNS, 2 WATTS, LINEAR 
TAPER. TYPE 2 SCREWDIVER SHAFT 578" 

LONG LOCKING ARRANGEMENT, TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL, IN PER CENT 
*CW3BA-10034-418 18S 26 CRP:40-5087 
(-20) 

4/12/84 COW)BA-10034-77 
MAY 45. ISSUE 22 * 


ctc- 631980 sP 
POTENTIOMETER, WIRE WOUND 
RATED 500 OHMS, 2 WATTS, LINEAR TAPER. 
TYPS 2 SCREWDRIVER SHAFT $" LOS. 


REISA492 


4/14/44 $252 (CGYOWGR-574230 
JULY 44 REV O 


cTc- 631981 MK t Mod 2 

POTENTIOMETER, COMPOSITION: 

RATED 5000 OHMS, 1/4 WATT, LINEAR TAPER, 
TYPE 2 SCREWORIVER SHAFT 573" LONG. 

TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
IN PER CENT. 


4017/44 45 €CG)K-4158703 
JULY 44 REY 1 

ctc- 631932 ur REI3A492€ 
POTENTIOMETER, WIRE WOUN 

2500 OHMS, 2 WATTS, LI TAPER, 


SCREWDRIVER SHAFT (TYPE 2) 1/72" LONG. 


4720/44 (CTC)852 (CH -DWG-24-10074- 
JULY 44 SERIES 482, ISSUE 24 


CiR- 631933 VG. vG-I 

POTENTIONETER, WIRE WOUID? 

RATED 225 OHMS, 50 WATTS. LINEAR TAPER, 
TYPE 3 FLAT SHAFT. REPLACEMENT POTE 
TIOMETER TO HAVE 2" SHAFT. CONFORMS TO 
RETSA492 EXCEPT FOR POSITION OF STOP, 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
iN PER CENT. 

4/21/44 PR-50 (CG K54 9313 
July 44 REV 1 


7631994 TaAs-19 
RESISTOR, WIRE WOUHD? 
RATED 40 ONMS. CONFORMS TO REISA372 
STYLE € EXCEPT 1S NON-INOUCTIVE. 


4/22/44 (CAQINIF (CGIM-7471 804-17 
JULY 44 REV 2 


cazZ- 631985 wk 13 

POTENTIONETER. COMPOSITION: 

RaTEO 1 MEGOH*, 2 WATTS, LI & TAPER, 
TYPE 2 SCREWI2tVER SHAFT $/3" LONG, AS 
LOCKING ARRANGEMENT ON SHAFT. TYPE nO, 
TO BE FOLLOWED BY DASH AND TOL. In 2, 
MCGtK-903497$ REV 2 COIP-77573935-9 REV 2 
(-20) MCFISRFE-3471-1 $SS 6 

4/2a/aa yg Cut3a-10034-164 
JUN. 45 fSSue 27 8 


[ous | Saaacuner® | saoArTinra 


care | ORME? | SEWYTATIURIRA, 


care | | ao | 


NAVSHIPS 900,109 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenuators 


FIRST ASSIGNED FOR 


[sR 


ctc- 6319396 NK 43 RE13A492 
POTENTIONETER, WIRE WOUNDS 

RATED 5000 OHMS, 2 WATTS, LINEAR TAPER. 
TYPE 4 ROUND SHAFT. REPLACEMENT POTEN- 
TIOMETER TO HAVE 2" SHAFT- 


4/24/44 
JULY 44 


252 (CW) DWG~3A- (0034- 


412, ISSUE 23 


CsA- 6319937 Tax-8 
POTENTIONETER, COMPOSITIONS 
RATED 100000 OHMS, 2 WATTS, 
SPECIAL SHAFT 1 174" LONG. 
TYPE WO. TO BE FOLLOWED BY DASH AND TOL. 
IN PER CENT. 


LINEAR TAPER 


*CGIM-7473249 REV O 


4r21444 (CGQIC-PT-10000 

FEB. 45 ALT 0 # 
631983 anvsPa-4 

RESISTOR, WIRE WOUND: 

2700 OHMS, 10 WATTS. AXIAL PAGTAIL 

LEADS. 

TYPE NO. TO BE FOLLOWED BY DASH AND TOL, 

IN PER CENT. 

(10) 

4/28/84 (CGCII7A42237 

JULY 44 REV A 


+631939 AnssPa-t 


RESISTOR, WIRE WOUND? 

3500 OHMS, 10 WATTS. AXIAL PIGTAIL 
LEADS. 

A128/44 COGCIITA42237 
JULY 44 REV A 


crc: 631999 an/spa-t 

POTENTIONETER, COMPOSITION: 

RATED 500 ONHS, 1/2 WATT. LINEAR TAPER. 
TYPE 2 SCREWORIVER SHAFT 1/72" LONG, 


TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
IN PER CENT. 

4/29/44 35 (CGOI1BA42205 
JULY 44 REV A 

CTC- 631991 Ans3Pa-t 

POTENTIONETER, COMPOSITION: 

RATED 1000 OHMS, LINEAR TAPER, 1/2 WATT. 
TYPE | ROUNO SHAFT. REPLACEMENT POTEN- 


TIOMETER TO HAVE 2" SHAFT. 
BE FOLLOWED 8Y DASH & TOL. 
20) 


TYPE NO. TO 
IN PER CENT. 


(CGCI1BA42204 
REV A 


4/29/44 35 
JULY 44 


CTC- 631992 anssPa-t 
POTENTIONETER. COMPOSITION: 


3.63-89 


ORANG | | Bs oag [ruse assionto ror | HAMIGRAYAS, | 


| aa FIRST ASSIGNED FoR | NAM RRAWHG 
CTC- 631994 AXsSPA-1 
POTENTIOMETER, COMPOSITION? CIR- 632002 MK 13 
RATED 500,000 ONMS 1/2 WATT. LINEAR POTENTIONETER, WIRE 
TAPE. TYPE 1 ROUND SHAFT. REPLACEMENT WOUND: RATED 5000 OMS, 25 WATTS, 


POTENTIOMETER TO HAVE 2" SHAFT, 
TYPE NO. TO BE FOLLOWED 8Y DASH AND TOL. 
IN PER CENT. 


(CGC) 1 8A42208 
REV A 


4/29/44 35 
JULY 44 


cTc- 631995 ansspa-t 

POTENTIONETER, COMPOSITION 

DUAL: 

FRONT SECTION 100,000 OHMS REAR SECTION 
500,000 OHMS 172 WATT LINEAR TAPER. TYPE 
f ROUND SHAFT. REPLACEMENT POTENTIOMETER 
TO HAVE 2" SHAFT. TYPE NO. TO BE FOLLOW- 
EO BY DASH AND TOL. IN PER CENT. 

4/29/44 35 (OGC318A42206 
JULY 44 REV B 


cBzZ- 631996 Bo, BM 

POTENTIONETER, COMPOSITION: 

RATED 200,000 ONNS. 2 WATTS LINEAR TAP- 
ER. TPE 1 ROUND SHAFT. REPLACEMENT 
POTENTIOMETER TO HAVE 2" SHAFT. TYPE 
NUMBER TO BE FOLLOWED BY DASH AND TOL IN 


PER CENT. 

€-20) : 
o/1/44 J CHZ:PT-1008 
SEPT. 44 Iss D 


c8Z- 631997 B80, BM 
POTENTIOMETER, COMPOSITION 

DUAL: FRONT SECTION: 1200 OHMS +208, 
TAPPED AT 400 OHMS. SPECIAL TAPER 2 
WATTS. REAR SECTION: 15000 OHNS, SPECIAL 
TAPER. 2 WATTS. TYPE 1 ROYVNO SHAFT. TYPE 
NUMBER TO BE FOLLOWED BY DASH AND TOL. 
tN PER CENT. 
S444 
SEPT. 44 


CHZIPT-1013 
iss 5 


caz- 631993 B80. BM 

POTENTIOMETER, COMPOSITION: 

RATED 500 OHMS, 2 WATTS LINEAR TAPER. 
TYPE 2 SCREWDRIVER SHAFT 1/2" LONG. 


TYPE HUMBER TO BE FOLLOWED BY DASH AND 
TOL. JN PER CENT, 

(-10) 

5/1/44 J CHZ3PT-1016 
SEPT. 44 iss Cc 


cez- 631999 Bx, BO 

POTENTIOMETER, COMPOSITION: 

RATED 25,000 OWNS, 2 WATTS, LINEAR TAPER. 
TYPE 2 SCREWORIVER, SHAFT 1 1/74" LONG, 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
IN PER CENT. 


B/I/44 J 
SEPT. 44 


CH22PT-1027 
ISSUE C 


ciR- 6320009 BN, 80 
RESISTOR, COMPOSITION: 


TYPE 2 SCREWORIVER SHAFT 
TYPE NO. TO BE FOLLOWED BY 
IN PER CENT. 


LIMEAR TAPER, 
bo174® LONG. 
DASH AND TOL. 


(+5) 

8/5/44 9 PR-25 CHIESA-682042 

SEPT. 44 iSSUE 17 
632003 HK 32 REL3A492 


POTENTIONETER, 
WOUND: RATED 30900 ONS, 4 WATTS, 
LINEAR TAPER. TYPE 2 SCREWDRIVER SHAFT 
172" LONG. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. iN PER CENT. 


WIRE 


€-5) 

515044 COTC)25 CWIBA-10034-398 
SEPT. 44 tSSuc 23 

csa- 632004 CRY-S5A9P 

POTENTIOMETER COMPOSITION: 

RATED 10,090 ONNS. 2 WATTS CINEAR TAPER. 
TYPE 1 ROUVND SHAFT. REPLACE NT POTENTIO 
METER TO HAVE 2" SHAFT. TYPE NO. TO BE 


FOLLOWED BY DASH AND TOL, IN PER CENT. 


SAME AS 631423. 


4720) 

S16¢44 CC CRVIM-430274-1 
FEB. 45 SUB O 

cSA- 632005 crv-ss5a0e 


POTENTIOMETER, COMPOSITION: 

RATED 75,009 OHMS, 2 AATTS LINEAR TAPER, 
BUSHING LENSTH 1/4". Type t ROUND SHAFT. 
REPLACEMENT POTERTIOMETER FO WAVE 2" 


SHAFT, TYPE NO. TO 8€ FOLLOWED BY DASH 
*CRVIM-430274-5 REV 2 

(20) 

8/6/44 c CRVIM-430274-2 
HAY 45 suB Oo * 


csa- 632005 


AND TOL. IH PER CENT. 


7632006 vE-t RELSA492 


POTENTIONETER, WIRE 
WOUNDS RATED 20,000 OHMS. 4 WATTS, 
LEKEAR TAPER. TYPE 2 SCREWOREVER SHAFT 
9716" LONG. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. iN PER CENT. 
(+10) 
RCG:K-544N3552 REY 1, K-575529 REV O 
6/8/44 (CHC) 10 ASEE ABOVE 
SEPT. 44 

7632007 oax-t 


ATTENUATOR? 


RATED 15.009 GUNS, 142 WATT, LINEAR 750,000 OHMS, 10 WATTS. FERRULE TYPE . 
TAPER. TAPE 2 SCREWORIVER SHAFT 3/8" TERMINALS. TYPE NO. TO BE FOLLOWED BY 20db ATTENUATION. CONSISTS OF A SPLASH 
Loc. DASH AND TOL. IN PER CENT- PROOF CAN CONTAINING A T-PAD (TWO 40 
OWNEIOS RESISTORS IN SERIES AND 7.5 OHM 
NO. W Y r * = 
ae Neer Se PCr Rae ee ay, ene Ms ABUTS 410% SHUT) WITH ONE AN-3108-16S-5P PLUG 
(20) ‘ AT ONE ENO AND ONE 97-5103-16S-5S SOCKET 
4/29/44 35 (€GC018A42207 5/1/44 MVP CHZ:RE935 Suey ee o. Fe eee a vie 
Ev SEPT. 44 ISSUE B L : ies 

JULY 44 REV A ss SEPT. 44 ISSUE 0 

CTC- 631999 An/SPA-1 ciR- 632901 UF . 20 

POTENTIONETER, COMPOSITION? POTENTIONETER. COMPOSITION: csF- 632098 sR 

RATED 250,000 OHMS, 172 WATT, LINEAR RATED 2200 ONNS, 2 WATTS, LIMEAR TAPER, RESISTOR, WIRE WOUND? 

TAPER. TYPE, 1 ROUND SHAFT, REPLACEMENT TYPE 2 SCREWDRIVER SHAFT 17/32" LONG. 25000 OHMS 45%. 20 WATTS? FERRULE TER- 
POTENTIOMETER TO HAVE 2" SHAFT. TYPE NO. TO BE FOLLOWED BY DASH AND TOL. MINALS, (STYLE E EXCEPT ,G015 DIA, WIRE 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. IN PER CENT. PROGRESSIVE UNIVERSAL WINDING). TYPE NO, 
IN PER CENT. TO BE FOLLOWED BY DASH AND TOL. IN PER 
(20) CENT. 

4/29/44 35 (CGCEBA42209 5/3/44 CP CHIKS-5563 LIST § 

JULY 44 REY A SEPT. 44 ISSUE 6 S/10/44 CSF 20F CSF3S-14-22 

ASSIGNED ASSIGNED SEPT. 44 
ESSUED {SSUED 

[oars | MARATHI | ANHIAPTUAEEA, DATE I MRO | RANHRACTRAE care | MARATTHBIE'S SORTA | 


RESTRICTED 


NAVSHIPS 900,109 


Class 63—Resistors—Potentiometers—Attenuators 


ONG, [rinse assioneo ron | GHAR, CMI, [ase assienso ron | HAMGROUNS, [sRABUARN —_[rasr assioweo vor | HARLAN, | 
- 9 sx 3. 
632099 csa- 632017 08M csA- 632025 oBm 
RESISTOR, WIRE WOUND: POTENTIOMETER, COMPOSITION? POTENTIONETER, COMPOSITION: 
250,000 OHMS +54, 12 WATTS MAX. FERRULE RATED 500,000 OHMS. 1 WATT, LINEAR TAPER. RATEO Ha 000 oHNS 173 aaa LINEAR 
TERMINALS. (STYLE 0 EXCEPT 0015 DIA. TYPE § ROUND SHAFT. REPLACEMENT POTENTIO- TAPER TYPE 1 ROUND SHAFT REPLACEMENT 
WIRE PROGRESSIVE URIVERSAL WINDING). METER TO HAVE 2" SHAFT. TYPE NO, TO BE POTENT TONE TER TOMAR VE SR SHNE TC IYPESNO 
YPE NO. TO BE FOLLOWED BY DASH AND TOL. . . 3 é . 
ta Pea cENT. FOLLOWED BY DASH AND TOL. IN PER CENT TO BE FOLLOWED BY DASH AND TOL. IN PER 
se CENT, 
410744 CSF 35F CSFIS-11-22 z - 
seety ad ' ai cee re 5/18/44 MG CHS Vi2-232 REV 0 
3 SEPT. 44 PART 2750 
-632010 sr -632018 vE-1 RET3A492 
RESISTOR, WIRE WOUND: POTENTIOMETER, WIRE csA- 632026 08m 
16,000 OKNS +5%, 10 WATTS MAX. FERRULE WOUNDS RATED 10,090 OH¥S 2 WATTS, POTENTIOMETER, COMPOSITION: 
TERMINALS. (STYLE F EXCEPT .0015 DIAMETER LINEAR TAPER, TYPE 3 FLAT SHAFT. RE- RATED 200.000 OHNS, 173 WATT LINEAR 
WIRE PROGRESSIVE UNIVERSAL WINDING), PLACEMENT POTENTIONETER TO HAVE 2" SHAFT. TAPER, TYPE 1 ROUND SHAFT. REPLACEMENT 


TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
iN PER CENT. 
6/10/44 CSF 10F CSF-S-41-22 
SEPT. 44 

-632011 sr 
RESISTOR. WIRE WOUND? 
63.000 Onis +5%, 2 WATTS MAX. FERRULE 
TERMINALS. (STYLE F EXCEPT .0015 DA. 


WIRE PROGRESSIVE UNIVERSAL WINDING). 
TYPE NO.. TO BE FOLLOWED BY DASH AND TOL. 
tN PER CENT. 


5/410744 CSF 10F CSF S-51-22 
SEPT. 44 
632012 sr 
RESISTOR. WIRE WOUND? 
1,000,000 OMS #53, 20 WATTS. FERRULE 


TERMENALS. (STYLE A EXCEPT .0015 DIA. 
WERE PROGRESSIVE UNIVERSAL WINDING USED). 


TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
tN PER CENT. 
6/10/44 CSF 
SEPT. 44 


120F CSF S-§1-22 


ciR- 632013MAE-1 
POTENTIOMETER, COMPOSITION: 
10,000 OHNS 172 WATT. LOGARITHNEC TAPER, 


TYPE NO. 
iN PEN CENT. 


5417744 
SEPT. 44 


CNC 58 CG2K-573540 


REV O 


-632019 veE-1 
POTENTIOMETER, COMPOSITION: 
RATED 410 OHMS, 2 WATTS, LIHEAR TAPER, 
TYPE 2 SCRENORIVER SHAFT 9716" LONG. 
TYPE NO. 
IN PER CENT. 


REI3ZA492 


5717/44 CMC 58 CG2K-S755S36 
SEPT. 44 REV O 
csA- 632020 08m 


POTENTIOMETER, COMPOSITION? 
EACH SECTION RATED 4,000,000 OHMS, 1/3 
WATT, LINEAR TAPER. Type J 
REPLACEMENT POTENTIONETER TO HAVE 2" 


SHAFT. T(PE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN PER CENT. 

S/18/44 HG CHS -V12-205 
SEPT. 44 REV O 


csA> 632021 08M 
POTENTIOMETER, COMPOSITION: 


RATED 509,000 ONNS, 1/3 WATT, LINEAR 


TO BE FOLLOWED BY DASH AND TOL. 


TO BE FOLLOWED BY OASH AND TOL. 


ROUND SHAFT. 


POTENTIOMETER TO HAVE 2" SHAFT 
TO BE FOLLOHED BY DASH AND TOL. 
CENT. 


TYPE NO. 
IN PER 


$/18/44 LP 
SEPT. 44 


CHS VI2-234 
REV oO 


632027 o8n 
RESISTOR, HIRE 
WOUND: RATED 25,000 OHMS, 4 WATTS, TYPE 
NO. TO BE FOLLOWED BY DASH ANO TOL. IN 
PERCENT. 


5/16/44 CIR AB CHS V12-237 
HAY 45. "C" COAT REV O 

cuc- 632928 das 

POTENTIOMETER, WIRE 

WOUND: RATED 2000 OHMS, 4 HATTS, NON- 
LINEAR TAPER. 1 7/8" LONG SHAFT FLATTED 


5/8" FROM END. MEETS PE2FORAMCE REQUIRE: 


MENTS OF REI3A492. TYPE NO, TO BE FOLLOW: 
ED BY DASH ANO TOL. IN PER CENT. 

¢-10) 

5/25/44 10 K-43 /588 

SEPT. 44 REV 3 


*632029 bas 
POTENTIOMETER, COMPOSITION: 


TYPE 3 FLAT SHAFT. REPLACEMENT POTENTIO- TAPERs TYPE 2 SCREWDRIVER SHAFT 5/87 RATED 10,000 OHNS 172 WATT. LIN TAPER. 
METER TO HAVE 2% SHAFT. SAME AS -651621 LONG. TYPE NO. TO BE FOLLOWED BY DASH FLAT SHAFT IN SPECIAL POSITION. REPLACE - 
EXCEPT FOR POSITION OF FLAT ON SHAFT. AND TOL. &N PER CENT. MENT POTENRIOMETER TO HAVE 2" SHAFT. 
TYPE NO, TO BE FOLLOWED BY DASH AND TOL. TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
tN PER CENT. tN PER CENT. 
S¢1i/4a CS CKVZAGI274 5/18/44 MG CHS-¥12-221 REV O 
SEPT. 44 REV 0 SEPT. 44 PART 5204 8/25/44 CTC 35 K-43 0715 
SEPT. 44 CMC 37 REV 4 
cB8Z- 632014 veE-t cSA- 632022 oBN 
POTENTIONETER, COMPOSITION? POTENTIOMETER, COMPOSITION: c8z- 632039 das 
RATED 100,000 OHMS, 2 NATT, LINEAR TAPER. RATED 75,000 OHMS, 1/73 WATT. LINEAR POTENTIOMETER, COMPOSITION: 
TYPE 2 SCREWDRIVER, SHAFT 9/16" LONG. _ TAPER. TYPE 2 SCREYDRIVER SHAFT 5/8" RATED 10,000 OHMS 2 WATT, LIN TAPER, 
TYPE N@. TO BE FOLLOWED 8Y DASH AND TOL. LONG. TYPE N®. TO BE FOLLOWED BY DASH FLAT SHAFT IN SPECIAL POSITION. LACE- 
iN PER CENT. AND TOL. #N PER CENT. NENT POTENTIOMETER TO HAVE 2" SHAFT, 
TYPE NO, TO BE FOLLOWED BY DASH AND TOL. 
iN PER CENT. 
Sd17/44 J CG3K-54)339 5/18/44 KG CHS V12-221 REV O 
SEPT. 44 REV 1 SEPT. 44 PART 2752 S725/44 5 
SEPT. 44 
CSF- 632015 LORAN a 9 
RESISTOR, WIRE WOUNDS Be eee alain ts CAO- -632031 GEN. USE REGSAION 
1,00 a Sie 30 PLA OY CAL Se REST STOR iS: 6S.li7 RATED 5000 OHMS, 173 WATT, LINEAR TAPER, ReSts TOR WLR STYLE 6 ST 
MILAR TO -63133 EXCEPT 1S NOU-IHOUCTIVE TYPE 1 ROUND SHAFT. REPLACEMENT POTENTIO WOUND; RATED 10,000 OHMS. 
AND 1S ENCLOSED IN A HERMETICALLY SEALED METER TO HAVE 2" SHAFT. TYPE nO. TO BE 
11416" DIAHETER. PYREX GLAS CASEING. FOLLOWED SY DASH AND TOL. IN PER CENT. 
TYPE NO. TO GE FOLLOWED BY BASH AND TOL. 
IN PER CENT (FD 
ane aon? 5/18/46 NG CHS VI2-232 REY 0 Seyi 
c . 
SEPT. 44 PART 4750 Beets 
cco- 632016 LORAN csa- 632024 08H : 
RESISTOR, COMPOSITIONS POTENTIONETER, CONPOSITION: wg gene ore S078 RETSAS72 
200 OHHS 4103, 86 WATTS. TO" LONG, 1? RATEO 4 NESONNS, 173 MATT LENEAR TAPER. RESISTOR, WIRE STYLE D 
DIAMETER. HAS BRASS ENDS FOR FUSE CLIP TYPE 1 ROUND SHAFT. REPLAC Y Por WOUND: RATED 2500 OHMS. 
SOUNTING AND A t/2" DIAMETER HOLE FOR METER TO HAVE 2" SHAFT, TYPE NO. TO @E 
SCREW MOUNTING. TYPE NO. TO BE FOLLOWED FOLLOWED BY DASH ANO TOL. IN PER CENT. 
BY DASH AND TOL, IN PER CENT. 
ete ee S/18/464 HG CHS V12-232 REV 0 ieea tewe 
: assignp| SEPT. 44 PART 2749 assignta| SEPT. 44 CIR 
issuep issuzo 
care | MARHEASTHRRR? | NaAWSAPTUNEES pata ANVAGNS | SANITACTURERA, pare | MRAGTENS TT ANIATRIAA | 


NAVSHIPS 900,109 


RESTRICTED 


Class 63—Resistors—Potentiometers— Attenuators 


CRAEKATION [FIRST assicnep ron | RAS ARG 


3.63-91 


SAU, FIRST AssiGneD FoR | oHAYL SRAWING | | 


ciR- 632033 vE-1 

POTENTIOMETER, COMPOSITION 

DUAL: RATED 25000 ONMS, 172 WATT EACH 
SECTION, LINEAR TAPER. TYPE 2 SCREW- 
ORIVER SHAFT 15716" LONG. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN PER CENT. 


(-10) 
6/30/44 OUAL CS CG3KS4J3 
SEPT. 44 


ciR- 632034 

POTENTIOMETER, COMPOSITION? 

RATED 25.000 OHMS, 5/2 WATT, LINEAR 
TAPER. TYPE 3 FLAT SHAFT. REPLACENENT 
POTENTIOMETER TO HAVE 2" SHAFT. TYPE HO, 
TO BE FOLLOWED BY DASH AND TOL. IN PER 
CENT. 

(+10) 

6/30/48 CS CG2K5 494 

SEPT. 44 


cir- 632035 veE-1 

POTENTIONETER, COMPOSITION? 

RATED $00,000 OHMS, 1/2 HATT, LINEAR 
TAPER. TYPE 2 SCREWDRIVER SHAFT. TYPE 
NUMBER TO BE FOLLOWED BY DASH AND TOL. 
iN PER CENT. 


¢(-t0) 
5730/44 CS CG2K54U5 
SEPT. 44 


ciR- 632036 ve-t 

POTENTIOMETER, COMPOSITION: 

RATED 1000 OH¥S, 1/2 WATT, LINEAR TAPER. 
TYPE 3 FLAT SHAFT, REPLACEMENT POTENTIO- 
METER TO HAVE 2" SHAFT, TYPE 40. TO GE 
FOLLOWED BY DASH ANO TOL. IN PER CENT. 


€-20) 
5/30/44 CS CGSKS4d8 
SEPT. 44 


cIR- 632037 vE-! 

POTENTIONETER. CONPOSITION: 

RATED $0,000 OHMS, 172 WATT, LINEAR 
TAPER. TYPE 2 SCREWDRIVER SHAFT 35/16" 
LONG. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN PER CENT. 


¢€-10) 
5/30/44 CS CGEKS4 5193 
SEPT. 44 


cNC- 632938 UVE-! 

POTENTIONETER, WIRE 

WOUND: RATED 20,000 OHMS, 4 WATTS. 
LENEAR TAPER. TYPE 3 FLAT SHAFT. REPLACE 
MENT POTENTIOMETER TO HAVE 2" SHAFT. 
CNFORMS TO RET3A492 AND IS THE SANE AS 
631802 EXCEPT FOR POSITION OF FLAT ON 
SHAFT. TYPE NO. TO BE FOLLOWED BY DASH 
5/31/44 10 CG3K57J58 

SEPT. 44 REV 0 


cuc- 632033 
AND TOL, IN PER CENT. 


cin- 632039 MK 22 

RESISTORS. COMPOSITION: 

RATED 4000 OHMS, 10 WATTS. TAB TERMINALS. 
TYPE NO. TO BE FOLLOWEO BY DASH AND TOL. 
IN PER CENT. 


(+10) 
6/7/44 MPP CWLESA-682045 
SEPT. 44 iss 6 


ASSIGNED 
ASSUED 


bea [rast ASSIGNED FOR of GNSS 


CiR- 632040 NK 22 

RESISTOR, WIRE WOUND? 

RATED 10,000 OHHS, 8 WATTS, TAB TER- 
MINALS. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN PER CENT. 


(-5) 
6/7/44 6D CH:BA-10096 
SEPT. 44 iss 3 

*632041 su REGSAIOL 
RESISTOR. WIRE WOUND: STYLE t 3/4 HT 


RATED SOO OHHS, 10 WATTS. TYPE NO. TO BE 
FOLLOWED 8Y DASH & TOL. IN %. 


€-10) 

FCWEBA-10051-95 ISS 19 

6/13/44 Cix AB B COAT CBM:SK-6149 
DEC. 44 CAO 1 3/4" Z ALT O = 


COM- 632042 Qc SERIES 

POTENTIOMETER, WIRE 

WOUND: RATED 1000 OHMS, 25 WATT. 
LINEAR TAPER. TYPE 2 SCREWORIVER SHAFT 
3/4" LONG. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN PER CENT. 


€-10) 
O/13/44 TBN-738-S42 
DEC. 44 ALT 2 


CAO- 632043 Qc SERIES 

POTENTIONETER, WIRE 

WOUND: RATED 200 OHMS, 50 WATTS, 
LENEAR TAPER. CENTER TAPPED. SPECIAL 
SHAFT 1" LONG. TYPE NO, TO BE FOLLOWED 
BY DASH AND TOL. iN PER CENT. 


6/13/44 CBN 1000S-2 
DEC. 44 ALT 3 


cov- 632044 ac sERIESs 

POTERTIOMNETER, WIRE 

WOUND: RATED 1000 OHMS, 150 WATTS, 
LUNEAR TAPER, SPECIAL FLAT SHAFT. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. &H 
PER CENTa 


6/13/44 bt STOCK c8M iad0s-! 
SEPT. 44 0556 ALT I 


CAO- 632045 MK 22 

RESISTOR, WIRE HOUND? 

RATED 4000 OHMS, 35 WATTS, TAB TER- 
MINALS. T(PE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN PER CENT. 


6/21/44 3" 8B CHrBA-f0051 -23 
SEPT. 44° iss 16 


CA0- 632046 MK 22 

RESISTOR, WIRE HOUNDS 

RATED 12,000 OHMS, 36 HATTS, TAPPED AT 
6.000 OHMS. TAS TERMINALS. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN PER CENT 


6/21/44 3° B CH2BA~10051-5 
SEPT. 44 iss is 


CAO- 632047 MK 22 

RESISTOR, WIRE WOUND: 

RATED 49 OHMS, 160 WATTS. TA3 TERMINALS. 
NON-INDUCTIVELY WOUND. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. iN PER CENT. 


6f214464 K4l34 CHrBA-fO051-34 
SEPT. 44 tSs 156 


ASSIGNED 
tssutD 


CAO- 632048 MK 22 

RESISTOR, WIRE WOUND: 

RATED | OHM, 12 WATTS, NON-INDUCTIVELY 
WOUND. TAB TERMENALS. VITEROUS ENAMEL 
COVERED FOR SUPPORT OF WINDING ONLY, 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
iN PER CENT. 


6/25764 K4T313 CW2BA-10051-35 
SEPT. 44 iss 18 


CAO- 632049 MK 31 

RESISTOR, WIRE WOUND: 

RATED 75 OHMS, $0 WATTS. TAB TERMINALS. 
TYPE NO. TO FOLLOWES BY DASH AND TOL. 
dM PER CENT. 


6/21/44 1 3447 2 CHrBA-10051-71 
SEPT. 44 ass 15 


cao- 632050 MK 31 

RESISTOR, WIRE WOUND? 

RATED 4000 OHMS, 15 WATTS. TAB TER= 
MINALS. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. &N PER CENT. 


6/21/44 2" 0 CHEBA-10051-54 
SEPT. 44 iSs 15 


cBz- 632051 1S-34/aP 

POTENTIOMETER, COMPOSITION: 

RATED S00 OHMS. 2 WATTS, LINEAR TAPER, 
TYPE 3 FLAT SHAFT. REPLACEMENT POTENTIO- 
METER TO HAVE 2” SHAFT. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. UN PER CENT. 


+20) 
6427/44 8 CW2BA-10034-163 
SEPT. 44 iss 27 


€BZ- 632052 S-34/AP 

POTENTIOMETER, COMPOSITION: 

RATED 5000 OHMS, 2 WATTS LINEAR TAPER, 
TYPE 3 FLAT SHAFT. REPLACEMENT POTENTIO- 
METER TO HAVE 2" SHAFT. SAME AS 

631368 EXCEPT FOR POSITION OF FLAT ON 
SHAFT. TYPE NO. TO BE FOLLOWED 8Y DASH 
AND TOL. $N PER CENT. €-20) 

6/27/44 CWrBA-10034-240 
SEPT. 44 iss 27 


cBZ- 632053 Is-s4/aP 

POTENT{OMETER COMPOSITION 

DUAL! TWO SECTIONS, ONE RATED S HEG- 
OHMS AND ONE RATED 1 MEGOHMS 2 WATTS EACH 
LINEAR TAPER, TYPE 3 SHAFT. REPLACEMENT 
POTENTIOMETER TO HAVE 2" SHAFT. TYPE NO, 
TO BE FOLLOWED 8Y DASH ANB TOL. IN PER 
CENT. (+20) 

6/27/46 J CW:BA-10034-167 
SEPT. 44 iSs 27 


cBZ- 632054 Ts-347aP 

POTENTIOMETER, COMPOSITIONS: 

RATED 50.000 OHMS. 2 WATTS, LINEAR TAPER, 
TYPE 3 FLAT SHAFT. REPLACEMENT POTENTIO- 
METER TO HAVE 2" SHAFT. TYPE NO, TO GE 
FOLLOWED BY DASH ANG TOL. tN PER CENT. 


(20) 
6/27444 8 CWsBA-1034-172 
SEPT.» 44 (ISSUE 23 (27) 


cBZ- 632954-a4 Ts-347aP 
POTENTIONETER, COMPOSITION: 

RATED 50,C0® OWMS, 2 WATTS, LINEAR TAPER. 
TYPE 3 FLAT SHAFT. SAME AS -652054 EX- 
CEPT REPLACEMENT POTENTIOMETER TO HAVE 

6" SHAFT. TYPE NO. TO BE FOLLOWED BY A 
DASH ANDO TOL. IN PERCENT. 


The2tsa oS BA-10034-372 
AUG, 44 


cate | MARWEARTHRES | MSMNTATTUNEEA, 


pare [8 RAGIN? | MANIACAL 


can | _ SAMRARTVARES | MANIAC | 


RESTRICTED 


NAVSHIPS 900,109 


3.63-92 


Class 63—Resistors—Potentiometers—Attenuators 


[oRAMARRS, [rest assonam rox | SHAM ERONAS BNI [esr assronen von | oMaRANMG, | | RARLIRRA. —_ [rasr asscneo vox | HARLEY | 


cBz- 632055 Ts-34/aP 

POTENTIOMETER, COMPOSITION: 

RATED 100,000 OHMS, 2 WATTS, LINEAR 
TAPER, TYPE 3 FLAT SHAFT. REPLACEMENT 
POTERTIOMETER TO HAVE 2" SHAFT. TYPE NO. 
TO BE FOLLOWED BY DASH AND TOL. IN PER 
CENT. 


6027/44 CW2BA-t003S4-169 
SEPT. 44 tSs 27 


cBZ- 632056 1S-34/aP 

POTENTIOMETER, COMPOSITION: 

RATED 1,500,000 OHMS, 2 WAITS, LIHEAR 
TAPER. TYPE 3 FLAT SHAFT. REPLACEMENT 
POTENTIONETER TO HAVE 2" SHAFT. TYPE NO. 
TO BE FOLLOWED BY DASH AND TOL IN PER 
CENT. 


6727/44 J CH:BA-10034-170 
SEPT. 44 (SS 27 


cao- 632057 MK 31 

RESISTOR, WIRE WOUND? 

RATED 2500 OHMS, 10 WATTS, TAG TERMINALS. 
TYPE NO. TO BE FOLLOWED BY DASH ANO TOL. 
iN PER CENT. 


6/27/44 3 344" Z CH SBA-1OOSI-74 
SEPT. 44 ass 15 


CAO- 632053 NK 31 

RESISTOR, WIRE WOUND? 

RATED 3000 OHMS, 15 WATTS, TAG TERMINALS, 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
iN PER CENT. 


6/27/44 2" 0 CW2BA-10051-50 
SEPT. 44 iss 05 


COM: 632059 HK 31 

POTENTIOMETER, WIRE 

WOUND: RATED 6 OHMS, 25 WATTS, LINEAR 
TAPER, TYPE 3 FLAT SHAFT. REPLACEMENT 
POTENTIONETER TO HAVE 2" SHAFT. INCLUDES 
SPST SWITCH. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. PER CENT. 


C10) 
6/27/44 COM H CWIBA-10027-453 
SEPT. 44 352 SWITCH iss 15 


caz- 632060 Nk 31 

POTENTIOMETER, COMPOSITION: 

RATED 100 OWNS, 2 WATTS, LINEAR TAPER. 
TYPE 2 SCREWORIVER SHAFT 5/8" LONG. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. IN 
PER CENT. 


(+20) 
6/28/44 4 CwiGA-10034-293 
SEPT. 44 iss 24 


cBZ- 632061 HK 31 

POTENTIOMETER, CONPOSITION: 

RATED 250,000 OH%S, 2 WATTS. LINEAR 
TAPER. TYPE 1 ROUND SHAFT. REPLACEMENT 
POTENTIOMETER TO HAVE 2" SHAFT. TYPE NO+ 
TO BE FGLLOWED BY DASH AND TOL. ¢N PER 
(ACWis3A-10034-505, ISS 24 CANB S5007A 
REV As 


6r2arsa RSEE ABOVE 
SEPT. 44 

cezZ- 632061 
CENT. 


cBZ- 632062 HK 31 

POTENTIONETER, COMPOSITION 

DUA TwO SECTIONS, EACH RATED 100,000 
OHMS, 2 WATTS. LINEAR TAPER. TYPE 

ROUND SHAFT. REPLACEMENT POTENTIOMSTER 

TO HAVE 2" SHAFT. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN PER CENT. 


6428/44 IS CWIBA-10034-372 
SEPT. 44 'SS 24 


cBZ- 632063 HK 31 
POTENTIONETER, COMPOSITIONS: 


RATED 40,000 OHMS, 2 WATTS, LINEAR TAPER, 


TYPE 2 SCREWDRIVER SHAFT 5/78" LONG. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. iN 
PER CENT. 

(-20) 

*CG:P-7767985-9 REV 2 

6/28/44 J CWrBA-10054-407 
MAY 45. SS 24 * 


cBZ- 632064 mK 31 

POTENTIOMETER, COMPOSITION: 

RATED 100,000 OHMS, 2 WATTS, LINEAR 
TAPER. TYPE ! ROUND SHAFT. REPLACEMENT 
POTENTIOMETER TO HAVE 2" SHAFT. SAME AS 
-631630 EXCEPT NO LIMIT TO CW OR CCW 
ROTATION, TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN PER CENT. (-10) 
6/28/44 CW2BA-38563 
SEPT. 44 SPECIAL iss | 


cH- 632065 HK 31 

RESISTOR, WIRE WOUND? 

RATED’ 5000 CHAS, 1/4 WATT, AXIAL PIGTAIL 
LEADS. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN PER CENT. 


(20) 
6429744 D-162747A ESA-682056-75 
SEPT. 44 iss 2t 


cW- 632066 HK 31 

RESISTOR, WIRE WOUND? 

RATED 8000 OHMS, 1/74 WATT, AXTAL PIGTAIL 
LEADS. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL, IN PER CENT. 


€-1) 
6429/44 D-162747A ESa-682056-76 
SEPT. 44 iss 2t 


cW- 632067 MK 31 

RESISTOR. WIME WOUND? 

RATED 40,000 ONS. 1 WATT, AXTAL PIGTAIL 
LEADS. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. #N PER CENT. 


C-t) 
6/29/44 D-162747A ESA-682056-77 
SEPT. 44 (Ss 2t 


ck#- 6329068 NK 31 

RESISTOR, WIRE HOUNDS 

RATED 60,000 OHMS, I WATT, AXIAL PIGTAIL 
LEADS. SAME AS -631956 EXCEPT LATTER INAS 
LOW TIME CONSTANT. TYPE NO. TO BE FOL- 
LOWED BY DASH AND TOL. IN PER CENT. 


€-) 
6/30/44 D-162747A ESA-68205€-78 
SEPT. 44 {Ss 21 


c8Z- 632969 TcJ-2 

POTENTIONETER, COMPOSITION: 

RATED $00,090 O4%5, 2 WATTS, NON-LINEAR 
TAPER. TYPE 3 FLAT SHAFT. REPLACEMENT 
POTENTIOMETER TO HAVE 2" SPAFT. TYPE NO. 
TO BE FOLLOWED BY DASH AND TOL. IN PER 


CENT, 

(+20) 

6/50/44 J CGiP-7763271-1 
SEPT. 44 REV 9 


ASSIGNED 
ISSUED 


c8Z- 632079 IcJ-2 

POTENTIOMETER COMPOSITION: 

RATED 12009 OHMS, 2 WATTS, NON-LINEAR 
TAPER. TYPE 2 SCREWDRIVER SHAFT 7716" 
LONG. TYPE NO. TO GE FOLLOWED BY DASH 
AHO TOL. IM PER CENT. 


(+20) 

6/30/44 J CGIP-7765271-3 

SEPT. 44 REY 19 
-632071 REL3A372 

RESISTOR, WIRE WOUND? STYLE 0 


RATED 2676 OHMS. 


6730/44 CSF: 
SEPT. 44 


C8Z- 632072 Tes-z 

POTENTIOMETER, COMPOSITION: 

12000 OHMS, LIMEAR TAPER, 2 WATTS, TYPE 
2, SCREWDRIVER, SHAFT 7/716" LONG, TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. tH 
PER CENT. 


(-20) 
6/30/44 J CG3P-7763271-4 
SEPT. 44 REY $9 


cB8Z- 632073 HK ts 

POTENTIONETER, COMPOSITIONS 

20,0002 LINEAR TAPER, 2 WATTS, TYPE 1 
ROUND SHAFT, 1/2" BUSHING, LOCKING AR- 
RANGEMENT. REPLACEMENT POTENTIOMETER TO 
HAVE 2" SHAFT. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN PERCENT. 


(+20) 
TAV44 J CHSBA-10054-477 
HAY 45 tSSUE 24 


cuc- 632074 Ddas-3 

POTENTIONETER, COMPOSITION 

DUAL: EACH SECTION RATED 1 MEGOMM, 172 
WATT, LINEAR TAPER, TYPE 1 ROUNO SHAFT. 
REPLACEMENT POTENTIOMETER TO HAVE 2" 
SHAFT. HAS | 7/64" INSULATED SLEEVE. 
TYPE NO. TO BE FOLLOWED BY DASH AWD TOL. 


iN PER CENT. €-20) 
Thisad TYPED-37W-HY VFE 50.99 
SEPT. 44 ALT & 


cec- 632075 bas-3 

POTENHTIOMETER, COMPOSITION: 

RATED | MEGON, 1/72 WATT, LINEAR TAPER, 
TYPE 1 ROUND SHAFT. REPLACEMENT POTENTIC. 
METER TO HAVE 2” SHAFT. HAS 1 77647 IN 
SULATED SLEEVE. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN PER CENT. 


€-20) 
TIVSAS 37W-HY CFE 50.114 
SEPT. 46 ALT A 


cou- 632076 odas-3 

POTENTIOMETER WIREWOUND? 

RATED 10,000 OHMS, 6 WATTS, TYPE 1 ROUND 
SHAFT. NO BUSHING. HAS 3 MOUNTING HOLES. 
REPLACEMENT POTENTIOMETER TO HAVE 2” 
SHAFT LINEAR TAPER, TYPE NO. TO BE FOL- 
LOWED BY OASH AND TOL IN PER CENT. 

€-5) 

74\144 260 CFE 50.183 
SEPT. 44 ALT Oo 


CsF- 632077 IcJ-2 

RESISTOR, WIRE WOUNDS 

RATED 4,000 OHMS. MEETS REISA372, STYLE 
D, EXCEPT IS NON-INDUCTIVE. SAME AS 
*63033 EXCEPT 1S NON-INDUCTIVE. GRADE } 
CLASS I. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL IN PER CENT. 


T1444 RIF CGSM-7471803-37 
SEPT. 44 REV J 


[pare MBOTACHS | AMHOCRI 


NAVSHIPS 900,109 


NER? | SAUNAS. 


cart | MARTA | BEATA | 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenuators 


AO FIRST ASSIGNED FOR | CAML ARAYING, | peach FIRST ASSIGNED FoR | TARE REAWINS, | | SHAR, 


3.63-93 


FIRST ASSIGNED FOR [ aegne_| 


CLi- 632073 LaF 
RESISTOR, WIRE WOUND: 
RATED 2500 OHMS, 10 WATTS. PIGTAIL TYPE 
TERMINALS SOLDERED TO TASS. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. PER CENT. 
6-108) 
TI5/44 STYLE 1 3/4 E  CABL-38675 
SEPT. 44 CHGE O 
cLl- 632079 LAF 
RESISTOR, WIRE WOUND: 

“i RATED 4000 OHNS, 10 WATTS. PIGTAIL TYPE 


TERMINALS SOLDERED TO TASS. 


TYPE NO. TO 


<= BE FOLLOWED BY DASH AND TOL. #N PER CENT. 
(10) 
TISI44 134g CABL~38675 
SEPT. 44 CHGE O 
CLi- 632080 LAF 
RESISTOR, WIRE WOUNDS? 
RATED 6000 OHMS, 10 WATTS. PIGTAIL TYPE 


(£102 
TISI44 13/4 E CABL-38675 
SEPT. 44 © CHGE. 0 

baad csk- 632031 LAF 
POTENTIONETER, COMPOSITIONS 
RATED 1,0 MEGOHM, 0.4 WATTS MAX. SPECIAL 
TAPER, COUNTER-CLOCKHWISE. TYPE. 1 ROUND 
SHFT. REPLACEMENT POTENTIOMETER TO HAVE 
2" LONG SHAFT. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL IN PER CENT. 
(=20) 
TIS44 HG CABL 38677 
SEPT. 44 CHGE A 
csA- 632082 LaF 
POTENTIOMETER, COMPOSITION: 
RATED 1.0 MEGOWM, 0.4 WATTS MX. LINEAR 
TAPER. TYPE 1 ROUND SHAFT. REPLACEMENT 


TERMINALS SOLOERED TO TASS. 
BE FOLLOWED BY DASH AND TOL. 


POTENTIONETER TO HAVE 2™ LONG SHAFT, 


TYPE NO. TO 
IN PER CENT. 


CLi- 632086 LaF 

RESISTOR, WIRE WOUND: 

RATED 10,000 OHMS, 10 WATTS. 
TYPE TERMINALS SOLDERED TO TASS. 


PIGTAIL 
TYPE 


NO. TO BE FOLLOWED BY DASH AND TOL. iN 
PER CENT. 

(#10) 

7/5144 STYLE 1 3/4 —  CABL 38675 
SEPT. 44 CHGE 0 

cLt- 632037 LaF 

RESISTOR. WIRE WOUNDS: 

RATED 82,500 OHMS, 10 WATTS. PIGTAIL 


TYPE TERMINALS SOLDERED TO TA8S, TYPE 


NO. TO BE FOLLOWED BY DASH AND TOL. IN 
PER CENT. 

(410) 

7/5/44 STYLE 1 3/4 E CABL 38675 
SEPT. 44 CHGE O 
cW-632088 MK 31 

RESISTOR. COMPOSITION: 

RATED 3 MEGOHMS, 3/4 WATTS. TINNED AXTAL 


LEADS.APPROX. 2" LONG. TYPE NO. TO 3E 
FOLLOWED BY DASH AND TOL. IN PER CENT. 


(+5) 
716144 0 -169025C CWIESA-654289-3 
SEPT, 44 ISSUE 2 

CH- 632089 Nk 31 

RESISTOR, COMPOSITION: 

RATED 6 MEGOHHS, 3/74 WATT. TINNED AXEAL 
LEADS 2" LONG. TYPE NO. TO GE FOLLOWED 


BY DASH AND TOL. IN PER CENT. 


(45) 
716144 D-169025C CHLESA-654289-4 
SEPT. 44 ISSUE 2 
cuc- 632090 ve-1 RE 13A 492 
al 


POTENT(QNETER, WIRE 
WOUND: RATED 1,000Q2 3.0 WATTS, LINEAR 
TAPER, TYPE 3 FLAT SHAFT. REPLACEMENT 
POTENTIOMETER TO HAVE 2" LONG SHAFT. 


-632094 rsx-s 
RESISTOR, WERE WOUND? 
RATEO 15,000 OHMS. TYPE NUMBER TO BE 
FOLLOWED BY A DASH AND TOL. iN PER CENT. 
CANCELLED USE 631200 


(#10) 
Teas (CIR) DG CGQ:B-RE-10023 
SEPT. 44 

cIR- 632095 TCJ-2 RE 134 492 
POTENTIOMETER, WIRE 

WOUND: RATED 250 OHMS, 50 WATTS TYPE 
3 FLAT SHAFT. LINEAR TAPER. REPLACEMENT 


POTENTIOMETER TO HAVE 2" SHAFT LENGTH. 
TYPE NO. TO GE FOLLOWED BY DASH AND TOL. 
in PER CENT. 


715044 PR-50 MODIFIED CG:P-7763268-2 
SEPT. 44 REV 7 

ciR- 632096 ITcJ-2 RE 13A 492 
POTENTIOMETER, WIRE 

WOUND? RATED 3500 OH“4S, 25 WATTS TYPE 
2 SCREWDRIVER SHAFT. 7/16" LONG. LINEAR 
TAPER. TYPE NO. TO BE FOLLOWED BY DASH 


AND TOL @N PER CENT. 


7/5/44 = PR-25 MODIFIED CG:P-7763240-5 
SEPT. 44 REV 16 

ciR- 632097 res-2 RE 13A 49% 
POTEHTIOMETER. WIRE 

WOUND: RATED 5000 OHMS, 25 WATTS TYPE 
2 SCREWOREVER SHAFT, 7/8" LONG. LINEAR 
TAPER. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. &N PER CENT. 

7/5/44 PR-25 MODIFIEO CG:P-7763270-16 
SEPT. 44 REY 16 


cTc- 632098 X-Rros 

POTENTIOMETER, COMPOSITIONS 

RATED 1000 OHMS. 174 WATT, LINEAR TAPER, 
TYPE 1 ROUND SHAFT. REPLACEMENT POTENTIO- 
METER TO HAVE 2 INCH SHAFT. TYPE NO. TO 


TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
z: IN PER CENT. PERE: NOecTO. BE: EOLL OWED. BY DASH AND: TOL: BE FOLLOWED BY OASH ANO TOL. IN PER CENT. 
a In PER CENT. 
om (-20) ¢tto) 
uw t 
eh an m oie ad FO TEAS: 3 G8 CGiK-54J377 TIG/44 — CCTCISERIES 45 CTC DATA SHEET 
, SEPT. 44 REV 3 SEPT. 44 a 
csa- 632933 LaF cuc- 632091 UE-1 RE 135A 492 ctc- 632099 x-roy 
POTENTIONETER, COMPOSITION: POTENTIONETER, WIRE Bion oh ae seu ea 
RATED 0.1 MEGOHM, 0.4 WATTS, LINEAR WOUND: RATED 3,0002, 3.0 WATTS. LINEAR FATED SSOO"OTINS, 1 TAS HAT Ts CCUMEARS TAPER 
TARER TIPE Y ROUMDSRART A SRECCACEUENT TAPER. 3/8" BUSHINZ. TIPE 2 SOKEWORIVER TYPE 2 SCREW DAIVER SHAFT 7/8 INCH LONG. 
POTENTIOHETER TO HAVE 2" LONG SHAFT. SEAET bS"OLONES AVPE NOW -TD BE. ROLEDNED eUE ce tt eee Boe 
TYPE NO. TO BE FOLLOWED 8Y DASH AND TOL. BY DASH AND TOLS 18. Zo oe . 
in PER CENT. Stausicoos<is UN PER CENT. 
€-20) (£10) 
Gee pt LEPESA, 3, 88, CGsK-545810 7/6/44  (CTC)SERIES 45 CTC DATA SHEET 
SEBTS 44 CHGE A FEB., 454 REV 3 * Seri. ad ai 
Sire te cue 632092 Lar REA so2 ctc- 632100 x-Ros 
wound: RATED 100 ONAS, 3.0 WATTS, LIN- ROTENTLOME TERS WIRE HOUAD'S POTENTIOWETER, COMPOSITIONS 
EAR TYPE. TYPE 1 ROUND SHAFT. REPLACE- RATED 5002 3.0 WATT. LINEAR TAPER. TYPE RATED 15000 ONMS, 1/4 WATT, LINEAR TAPER, 
MENT POTENTIONETER TO HAYE 20 LONG 1 ROUND SHAFT. REPLACEMENT POTENTIO-. TYPE 2 SCREW DRIVER SHAFT, 7/8" LONG, 
SHAFT. TYPE NO. TO BE FOLLOWED BY DASH METER TO HAVE SHAFT 2" LONG. TYPE NO. 10 TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
MADMIN PER CENTS BE FOLLOWED GY DASH AND TOL. IN PERCENT, (N PER CENT. 
*CDU-DD-3486-A-2 
ie eal fester Ae Se oo 747744 CMC ZP~5B CRBSRE-1021 7/6/44  CCTC)SERIES 45 CTC DATA SHEET 
ies FEB. 45 Issue — * SEPT. 44 41 
CON” 632085 tar - 632093 rax-s RE 134 372 cies 639707 Henod 
BOUNIe RE EE SO Dasioacd Ss. L RESUSTOR 4: WIRE GK OUND: STYLE V POTENTIONETER. CONPISITION: 
Be pea yee eeeenaai yen Suey re RATED 4 OHMS. RATED 2000 OH4S, 1/4 WATT, LINEAR TAPER, 
YPE : Y TYPE 2 SCREW DRIVER SHAFT 1/2" LONG 
LONG. TYPE NO. TO BE FOLLOWED BY DASH RE BR St 2 Ge 
AND TOL. JN PER CENT. a @E FOLLOED BY DASH AND TOL. 
NT. 
HCG:N-7412868 PT 3, REY 4 
elie RADIOHM V-116 ee oo 747/44 (CIR) DG €G020-RE-10020 746/44 — CCTCISERIES 45 CTC DATA SHEET 
. assicnep| FEP. 45 att oO assignap| SEPT. 44 4l . 
oe Issued Issued 
[ave] MANEASTHRE? | OMNHIASTHAAL care | SAWWAETHRE'S | AANA part | MAAVACTHEATS OTA | 


RESTRICTED 


NAVSHIPS 900,109 


Class 63—Resistors—Potentiometers——Attenvators 


[ Sacha FIRST ASSIGNED FOR 


SER | 


| pea FIRST ASSIGNED FOR avmanxns, | 


ves ShaTion 


FIRST ASSIGNED FOR | SAN RRAWING | | 


ctc- 632102 x-Rov 
POTENTIONETER, COMPOSITIONS 


RATED 29009 OMS. 2/4 WATT. LINEAR TAPER, 
TYPE 1 ROUND SHAFT. REPLACEMENT POTENTIO- 


METER TO HAVE 2" SHAFT. TYPE NO. TO BE 
FOLLOWEO BY DASH AND TOL ¢N PER CENT. 


TI6144 C(CTC)SERIES 45 CTC DATA SHEET 
SEPT. 44 41 


crc: 632103 ¥-Ros 

FOTENTIOMETER, COMPOSITION: 

RATED 100,000 OHMS, 1/4 WATT, LINEAR 
TAPER, TYPE 1 ROUND SHAFT. REPLACEMENT 
POTENTIOMETER TO HAVE 2" SHAFT. TYPE NOW 
TO BE FOLLOWED BY DASH AND TOL. IN PER 
CENT. 


® 
T6144 cere 45 
SEPT. 44 


cTC- 632404 X-Ros 

POTENTIOMETER, COMPOSITION: 

RATED 100,000 OHMS, 1/2 WATT, LINEAR 
TAPER, TYPE 1 ROWNO SHAFT. REPLA ENT 
POTENTIOMETER TO HAVE TWO INCH SHAFT. 
TYPE NO. TO TO FOLLOWED 8Y DASH AND TOL. 
UN PER CENT. 


TI6L44 CCTC)35 (CTCIGATA SHEET 41 


SEPT. 44 


crc: 632105 x-ros 

POTENTIOMETER, COMPOSITION 

DUAL: RATES 100900/100090 OHMS, 172 
WATT, LINEAR TAPER, TYPE t ROUND SHAFT. 
REPLACCHENT POTENTIOMETER TO HAVE THO 
UNCH SHAFT. TYPE HO. TO 8& FOLLOWED BY 
DASH AND TOL. JN PER CENT. 

ThRLAS = COT OI2635 
SEPT. 44 


ciR- 632106 RK RE 135A 492 
POTENTSOMETER, WIRE WOUND? 

RATED 150 OHMS, 2.0 WATTS, LINEAR TAPER, 
TYPE 2 SCREWDRIVER SLOT 9/16" LONG. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. IN 
PER CENT. 


(~10) 
7/6/44 W C2C-8241 
SEPT. 44 ISSUE. 


CIR: 632107 RK 

POTENTIOHETER, COMPOSITION; 

RATED 1000 OHMS, 1/2 WATT, LOFARITHMIC 
TAPER, TYPE | ROUND SHAFT, REPLACEMENT 
POTENTHOMETER TO HAVE 2" SHAFT LENGTH, 
TYPE NO. TO BE FCLLOWED BY DASH AND TOL. 
IN PER CENT. 


(+20) 
7/6/44 cs CZC-8242 
SEPT. 44 tSS. 3 


ciR- 632108 RcK 

POTENTIOMNETER. COMPOSITIONS 

RATED $0,000 O4MS, 1/2 WATT, LINEAR 
TAPER. TYPE | ROUND SHAFT. REPLACEMENT 
POTENTIONETERS TO HAVE 2” SHAFT LENGTH. 
TYPE NO. FO BE FOLLOWED BY BASH AN® TOL. 
tN PER CENT. 


(+29) 

TAG44 cs (CZ20)8244 
SEPT. 44 iss 3 

cRA- 632109 KCK RE 13h 492 


POTENTIOMETER. WIRE 

WOUND: RATED 30 OHMS, 4.0 WATTS, LIN 
EAR TAPER. TYPE t ROUND SHAFT. REPLACE- 
MENT POTENTIOMETERS TO HAVE 2" SHAFT 
LENGTH. THO TERMINALS. TYPE NO. TO BE 
FOLLOWED BY DASH ANO TOL. EN PER CENT. 


COTC)DATA SHEET 41 


CCTCOOATA SHEET 4C€ 


cik- 632119 sr SFI 

RESISTOR, COMPOSITION 

RATED 50 MEGONMS AND 25 WATTS, 40.000 
NOLTS. FERRULE TYPE. TYPE NO. TO 3E 
FOLLOWED BY DASH & TOL. EN %. 


{-$0) 
7428/44 KVE CBMST-738-527 
OEC. 44 ALTERATION ONLY 


ciR- 632112 SE SE-t 


CANCEL SAME AS 631416. 


FEB. 45 


CHC 652113 LAF 

RESISTOR, WIRE WOUND 

RATED 250 OHMS, 10 WATTS, SIMILAR 10 

1 3/4 KT ON RE 63A101A, EXCEPT 1S NON- 
ENDUCTIVE. 

TYPE NO. TO BE FOLLOWED BY DASH ANO TOL. 


SR PERCENT, 

(-5) 

747/44 NATOF~"A" CRBIRE{OG4-215 
SEPT. 44 jJSSUE A 


cwc 632114 LaF 

RESISTOR, WtRE WOUND 

RATED S000 OH4S, 10 WATTS. SIMILAR TO 
13/4 KT ON RE GSAIOTA EXCEPT 1S NON- 
INDUCTIVE, 

TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
iN PERCENT. 


(+8) 
7/7/44 NATOF-"A" CRAEIRE 1064-234 
SEPT. 44 $SSUE A 


cmc 632175 tar 

RESISTOR, WIRE WOUND 

RATED 12,500 OHMS, 10 WATTS. SIMILAR TO 
13/4 KT ON RE G3SAIO1A, EXCEPT 1S NON- 
INDUCTIVE, 

TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
IN PERCENT. 


5) 
7/7/44 NALOF-"A® CRBSRE 1064-244 
SEPT. 44 ISSUE A 


cMc- 632116 vas-3 
RESISTOR, WIRE WOUND: 


RATED 5000 OHMS, 20 WATTS. RADIAL PIGTAIL 


LEAOS. TYPE NO. TO @E FOLLOWED BY DASH 
AN® TOL. IN PER CENT. 


C-#09 


TITAS cz0J CCFEXIIS.I74 
SEPT. 44 ALT O 


cMc- 632117 0As-3 

RESISTOR, WIRE HOUND: 

RATED 20,000 OHMS, 20 WATTS, RADIAL 
PiGTAIL LEADS. TYPE NO. TO @E FOLLOWED 
BY DASH AND TOL. iN PER CENT. 


t-10) 
747444 c20d CCFED1I5.972 
SEPT, 44 ALT 0 


cMc- 632118 oas-3 

RESISTOR. WIRE WOUND? 

RATED 10 ONES, 10 WATT. CENTER TAPPED. 
TA® TERMINALS, TYPE NO. TO SE FOLLOWED 
BY DASH AND TOL. IN PER CENT. 


euc- 632119 das-3 

POTENTIOMSTER, COMPOSITION: 

RATED 55,090 QHNS, 1/2 WATT, LINEAR 
TAPER. TYPE 2 SCREWORIVER SHAFT § G72" 
LONG. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN PER CENT. 


(-20) 
TAT1A4 37 (CFEI50.100 
Fee. 45 ALT 8 


cuc- 632125 das-3 

POTENTIOMETER, COMPOSITION. 

RATED 500,000 OHMS, 1/72 WATT, LINEAR 
TAPER, TYPE 2 SCREWDRIVER SHAFT 172" 
LONG. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL, IN PER CENT. 


(-20) 
Ts/T44 37 CCFEISO.NST 
FEE. 48 ALE B 


CMC- G321427 o0as-3 

POTENTIONETER, COMPOSITION: 

RATED 100.900 OHMS, 1/2 WATT, LEMEAR 
TAPER. TYPE 2 SCREWORIVER SHAET 172" 
LONG. TYPE WO. TO BE FOLLOWED 3Y DASH 
AND TOL. ON PER CENT. 


(-20) 
ThBl44 37 CCFESO.I 9S 
FEB, 45 ALT B 


cMc- 632122 DAS-3 

POTENTIOMETER, COMPOSITION: 

RATES 200,000 OQHNS, 1/2 HATYT, LINEAR 
TAPER. TYPE 2 SCREWDRIVER SHAFT 142" 
LONG. TYPE NO. TO BE FOLLOWED BY DASH 
AWD TOL. IN PER GENT. 


€-203 
TF8L44 3? (CFEY50.108 
Fo’, 45 ALT O 


cMc- 632123 oas-3 

POTENTI@METER,, COMPOSITION 

RATED 10,000 CHAS, 1/2 WATT. LINEAR TA- 
PER. TYPE 2 SCREWORIVER SHAFT 1/2" LONG. 
TYPE NO. TO BE FOLLOWED BY DASH ANO TOL. 
IN a. 


t.20) 
T1344 37 (CFE)50,109 
FEB. 44 ALT 8 


CHC- 632124 DAS-3 
POTENTIONETER, COMPOSITION? 

RATED 200,000 OH™S. 1/2 WATT, LEN 
TAPER, TYPE 1 ROUND SHAFT. REPLACEMENT 
POTENTIOMETER TO HAVE 2" SHAFT. TYPE NO. 
TO @€ FOLLOWED BY DASH & TOL. IN &. 
¥COL+A-1OK-6035 REV A 
(+20) 

74844 37 

FEB. 45 CTC 35 


CCFEISO.II2 
ALT B * 


cuc- 632425 das-3 

POTENTIOMETER, COMPOSITION: 

RATED 25900 GUMS, 1/2 WATT, LINFAR TAPER. 
TYPE 2 SCREWORIVER. SHAFT 1/72" LONG. 

TYPE NO. TO BE FOLLOWED GY DASH AND TOL. 
iN PER CENT. 


7/8/44 37 CCFESO.121 
FEB, 45 ALT 8 


oMc- 632126 pas-3 RE 13k 492 
POTENTIGMETER, WIRE 

WOUNDS? RATED 50,0900 OHMS, F WATTS, LIN: 
Ear TAPER, 5/3" SUSHING. TYPE 2 SOREW 
DRIVER SHAFT 372" LONG. TYPE NO. TO 2€ 
FOLLOWED BY DASH ANO TOL. #N £. 


(-10) (+20) *Cwi3A-10028-3 18S 11, C8%2T-738-801 
76144 AR CZC-8488 T47/44  1OFA COFEDII5.978 COND 
SEPT. 44 (ISSUE 3 SEPT. 44 iss 0 7/3/44 P-$8 CFE-50,102 
| FEB. 45 ALT O 
[ose [ “SASH? ARO ae | = ( 7 
i aq ESIGNAT! HEATER ck bate BOARS a) RASARAPT Mh | 


NAVSHIPS 900,109 


RESTRICTED 


Class 6 3—Resistors—Potentiometers—Attenuators 


3.63-95 


| swaumeh — [rasr assicna rox | WIL SRAYMG, [AA [rear aston roe | oMMSRORS, | 


enc- G32427 vas-3 RE 13a 492 
POTENTIOMETER, WIRE 

WOUND:  RATE® 5000 OHMS, 3 WATTS, LIN- 
EAR TAPER. TYPE 2 SCREWDRIVER SHAFT 1/2" 
LONG. TYPE NO. TO BE FOLLOWED BY DASH 


AWD TOL. IN PER CENT. 


(-10) 
743/44 P-58 CFE-S0-405 
FES, 45 ALT Oo 

CMC- 632128 Das-3 RE 13a 492 


POTENTIONETER, WIRE 

WOUND: RATED 10,000 OHMS, 3 WATTS, 
LENEAR TAPER. TYPE 2 SCREWORIVER SHAFT 
172" LONG. BUSHING LENGTH 3787. TYPE HO. 
TO BE FOLLOWED BY OASH AND TOL. IN £. 
MCBHST-758-570, CBMS1000S~50 ALT 3 


TEBIES P-S38 CFE-50.107 
FEB. 45 ALT 9 
632129 das-3 RE YSA 492 


POTENTIOMETER, WIRE 

WOUND: RATED 2000 OHMS. 2 WATTS. 
CLAROSTAT TYPE “¥"™ TAPER. TYPE $ ROUND 
SHAFT, REPLACEMENT POTENTLOMETER TO HAVE 
2™ SHAFT. TYPE NO. TO BE FOLLOWED BY 
DASH ANDO TOL. U8 PER CENT. 


748/44 ENCtF-58 
FEB. 45 C¥Crusiis 


CFE-50.116 
365 0 


csa- 6321350 vs 

POTENTIOMETER, COMPOSITION: 

RATED 25,000 OMS, O+4 WATTS MINIMUM, 
LINEAR TAPER. TYPE 1 ROUND SHAFT. RE- 
PLACEMENT POTENTIOMETER TO HAVE 2” SHAFT 
LENGTH. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. EN PER CENT. 
€*20) 

TAIAA LP 

SEPT. 44 


COUSOO-S597-A 


cuc- 632131 UJ- RE T3A 492 
POTENTIOHETER, WIRE 

WOUND? RATED 25,000 OHMS, 3.0 WATTS, 
LINEAR TAPER, TYPE 1 ROUND SHAFT. RE- 
PLACEMENT POTENTIOMETER TO HAVE 2” SHAFT 
LENGTH. 3/8" BUSHING. TYPE NO. TO BE FOL- 
LOWED BY DASH AND TOL. 1h PER CENT. (-10) 
*CeH- 156-863 ALT O 
TWitfa4  PS8-25000 
FEB. 45 


COUS00-3480-A 
COUS00~3686-A-2 * 


cBZ- 632132 MK 13 
POTENTIOMETER, COMPOSITION? 

RATED .5 MEGOHMS (2 SECTIONS). 2.0 WATTS 
LUNEAR TAPER. TYPE 1 ROUND SHAFT. RE- 
PLACEMENT POTENTIOMETER TO HAVE 2" SHAFT 
LENGTH, HAS SHAFT LOCKING ARRANGEMENT, 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
tN PERCENT. (#20) 
T2744 dd 

SEPT. 44 


CW2BA-10034-496 
iSSUE 25 


cma- 632133 SJ-l 
POYENTIOMETER, WIRE 
WOUND: RATED $000 OMS, 4.0 WATTS, 
LINEAR TAPER, TYPE 2 SCREWDRIVER SHAFT 

1 5/16" LONG. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. (NW %. 


RE 135A 492 


4-5) 
7/13/44 173888 CHIBA-1O0034-38 
FEB. 45 tss 25 


caz- 632134 suet 

POTENTLOMETER, COMPOSITION, 

DUAL: RATED 0.25 MEGOHMS 2-0 WATTS. 
LINEAR TAPER, EACH SECTION, TYPE 1 ROUND 
SHAFT. REPLACEMENT POTENTIOMETER TO HAVE 
2° SHAFT LENGTH, TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. iH PER CENT. 


€-20) 
TIN3/4G4 Od CWrBA-10034-154 
SEPT. 44 45S 25 


[bare MAUEACTHAER'S SEAT, 


| 


nnee T nes 
ste [rvs weno vox | ATCTAHS, 


cez- 632135 sJ-i 

POTENTIOMETER, COMPOSITION: 

RATED 60 OHMS, 2.0 WATTS, LINEAR TAPER. 
TYPE 2 SCREWORIVER SHAFT 1 5/16" LONG. 


“TYPE WO. TO BE FOLLOWED BY DASH AND TOL. 


Ga PER CENT. 


¢-20) 
T3144 O98 CHIBA-10034-156 
SEPT. 44 iss 25 


c8Z- 632136 sJ-3 

POTENTIOMETER, COMPOSITION: 

RATED 25,000 OHMS, 2.0 WATTS, LINEAR 
TAPER. TYPE 2 SCREWORIVER SHAFT 2 142" 
LONG. TYPE NO. YO BE FGLLOWED BY DASH 
AND TOL. U8 PER CENT. 


(-10) 
WA13144 OS Cw:8A-10034-255 
SEPT. 44 iss 28 


ceTc- 632137 sJ-i 

POTENTIOMETER, COMPOSITION: 

RATED 25,000 OHMS. 172 WATT, LINEAR 
TAPER, TYPE 2 SCREWORIVER SHAFT 2 4727 
LONG. TYPE NO. ¥O BE FOLLOWED BY DASH 
AND TOL. UN PER CENT. 


€-169 
TA13048 35 CWrBA-10034-256 
SEPT. 44 t$S 25 


cB2- 632138 sJ-t 

POTENTiOMETER, COMPOSITION: 

RATED 75.000 OHMS, 2.0 WATTS. LINEAR 
TAPER. TYPE 7 ROUND SHAFT. *REPLACEMENT 
POTENTIONETER TO HAVE 2" SHAFT LENGTH. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
iM PER CENT. 


€-10) 
Té3ss 8S CH3BA-10054-289 
SEPT. 44 iss 25 


ctc- 632139 su-t 

POTENTIONETER, WIRE 

WOUND? RATED 20 OHMS. 2.0 WATTS, LIN- 
EAR TAPER. SPECTAL TYPE SHAFT 374" LONG. 
MEETS PERFORMANCE REQUIREMENTS OF 
RE13A492. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL, EN PER CENT. 


(+30) 

TA3/44 252 CHrBA-10034-432 
SEPT. 44 iss 25 

crc- 632140 sJ-! RE1SAS92 


POTENTIGSETER, WIRE WOUND 

DUAL? RATED 4000 OHMS, 2.0 WATTS. LIN- 
EAR TAPER, EACH SECTION, TYPE 2 SCREW 
DRIVER SHAFT 1 5/16" LONG. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. iN &. 


€-10) 

VAVS/44 2-252 CHIESO-696875-6 
FER. 45 iss 7 

ctc- 632141 sJ-i RE13A492 


POTENTIONETER, WIRE WOUND 

DUALS RATED 3000 OHMS, 2.9 WATTS, LIN- 
EAR TAPER, EACH SECTION. TYPE 2 SCREW 
ORIVER SHAFT. 1 S/16" LONG. TYPE NO. TS 
BE FOLLOWED BY DASH AND TOL. ON &. 


(-10) 
TA13464 2-252 CWTESO-656875-7 
FEB, 45 iss 7 


cBzZ- 632142 HK 28 

POTENTIONETER, COMPOSITION 

DUAL: 2 SECTIONS, 0.2 MEGOHMS PER 
SECTION, LINEAR TAPER, 2 WATTS. TYPE 2 
SCREWORIVER SHAFT | 378° LONG. TYPE NO 
TO BE FOLLOWED BY DASH AND TOL. IM PER 
CENT. 


(-20) 
TANS/44 ON CW2BA-10034-374 
SEPT. 44 ISSUE 25 


cou- @32143 xroz-raz 3 
RESISTOR WIRE WOUND 

RATEO 1 OHM 1 WATT, HERMETICALLY SEALED 
IN GLASS CYLINDER, TYPE HO. T@ SE FOL- 
LOWED 2Y DASH ANO TOL. iN PERCENT. 


BI774S 
CEC. 48 


X2COH 
RiTEOHM-9@ 


CGIK-7103057P1 
REV 0 


ciR- 632144 sJ-l 

REStSTOR. COMPOSITION: 

RATED 1.0 MECOH 4.0 WATTS, 5000 VOLTS 
DC MAX, METALLE TN SPTRAL 
FGRM ON CERAMIC TUBE. FERRULE TYPE TER: 
MENALS E72" LONG. TYPE NO. TO BE FOLLOWED 
BY CASH AND TOL. ?& PER CENT. 


C-109 
7418/44 MYG CWIBA-TOOTS-2 
SEPT. 44 iss 7 


ciR- 632145 sJ-t 

RESISTOR, COMPOSITION: 

RATED 7,0 MEGOHM, 10 WATTS, 10,000 VOLTS 
OC MAX. METALLIZED FILAMENT IN SPERAL 
FORM ON CERAMIC TUBE. FERRULE TYPE TER- 
MENALS. TYPE NO. 70 BE FOLLOWED BY OASH 
AND TOL. 3H PER CENT. 


(710) 

7T#18444 BVP CurBA-100TS-12 
SEPY, 44 iss 7 

cuc- 632446 sp RELSAL9Z 


POTENTIOMETER, WERE WOUND? 

RATED? 25,900 OHMS, 3,0 WATTS, LUENEAR 
TAPER. TYPE 3 FLAT SHAFT, FLAT IN SPECIAL 
POSITION. REPLACEMENT POTENTIGMETER TO 
HAVE 2™ SHAFT LENGTH. TYPE NO. TO BE 
FOLLOWED BY DASH ANG TOL. GN PER CENT. 


(20) 

TAIGS44 = KI723 CGtK-525306 
SEPT. £4 et REV 3 

crc- 632447 ve-1 REYSAG9Z 


POTENTIOMNETER WIRE WOUND: 

RATED $6,000 OHMS, 2.59 WATTS, LINEAR 
TAPER. TYPE 3, FLAT SHAFT, REPLACEMENT 
POTENTIOMETER TO HAVE 2" SHAFT. TYPE NO} 
TO BE FOLLOWEO @Y DASH ANDO TOL. IN PER 
GENT. 


TIV9S44 252 CGIK-57J5540 
SEPT. 44 REV 
CMA- G3ZT4BcmMX-49531€ REL3A492 


POTENTIONETER, WIRE WOUND 

OUALS RATED $00 OHMS, 4.0 WATTS EACH 
SECTION. SPECIAL TAPER. TYPE | ROUND 
SHAFT. REPLACEMENT POTENTIOMETER TO HAVE 
2" SHAFT LENGTH, TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. EN PER CENT. 


(+10) 
7720/44 CHA MCOUAL) SMX-16AR2 
SEPT. 44 $uB 3 


CMC 632149 oas-3 

POTENTIOMETER, COMPOSITION? 

RATED 60,0090 OHMS, 1/2 WATT, LINEAR 
TAPER TYPE 2 SCRENDRIVER SHAFT 172" LONG, 
TYPE WO. TO BE FOLLOWED BY DASH AND TOL. 
iN PER CENT, 


77420044 = S7W CFE 50.184 
SEPT. 44 Iss 0 
cBZ- 632150 ANsARR-2 


POTENTIOMETER, C@MPOSTTION?: 

RATED 5,000 GHMS, 2 WATTS, SPECIAL TAPER 
WITH SPST SwtTCH RATED 2 anPS AT 125 
VOLTS AND JO AMPS AT 10 VOLTS. TY 3 
FLAT SHAFT. REPLACEMENT POTENTION Rg TO 
HAVE 2" SHAFT LENGTH, TYPE NO. TO BE FOL- 
LOWED BY DASH AND TOL, GN PER CENT. (-10) 
TH20444 9S BL-41870 

SEPT. 44 TAPER 2115CR 


ASSIGNED | 
ISSUED 
[Meena SRANHLATTHUME ch 


DATE aft MARU EAC TY BERS a SMHRAT TERS, ] 


RESTRICTED 


NAVSHIPS 900,109 


Class 6 3—Resistors—Potentiometers—Attenvators 


DENG [nase asionnm von | ALANIS, | 


SEA [riast assionep ron | HAL QRAWING, | 


oath FIRST ASSIGNED FOK 


on PEGRESN 


cMc- 632151 daAS-3 
RESISTOR, WIRE WOUND: 

“RATED 1000 OH4S, 20 WATTS, RADIAL PIG- 
TAIL LEADS. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN PER CENT. 


(-10) 


7/20/44 = C20K (CFED115.946 
SEPT. 44 iss A 


ciR- 632152 DOas-3 

RESISTOR, WIRE WOUND? 

RATED 18000 OHMS, 3 WATTS, NON-IMOUCTIVE, 
TYPE NO. TO BE FOLLOWED 8Y DASH ANO TOL. 
UN PER CENT. 


(-10) 
7420044 F-3 (CFE)30.497 
SEPT. 44 iss 0 

CIR- 632153 RCK RE1SA492 


POTENTIONETER, WIRE WOUND; 

RATED 1590 OHMS, 2 WATTS, LINEAR TAPER. 
TYPE 1, ROUND SHAFT. REPLACEMENT POTEN- 
TIOHETER TO HAVE 2" SHAFI LENGTH. TYPE 
NO. TO BE FOLLOWEO BY DASH AND TOL. UR 


PER CENT, 

(-10) 

7421444 CZC-8412 
FEB. 45 iss 3 


caz- 632154 mK 13 

POTENTIONETER, COMPOSITION: 

RATED 309,009 OH“S, 2 WATTS, LINEAR 
TAPER. TYPE 1 ROUND SHAFT, REPLACEMENT 
POTENTIOMETER TO HAVE 2" SHAFT. HAS 
LOCKING ARRANGEMENT. TYPE NO. TO BE FOL- 
LOWED BY DASH AND TOL. iN PER CENT. 


7420/44 J CW:8A-10034-478 
SEPT. 44 iss 


CIR 632155 caos-Soaey 
POTENTIOMETER, COMPOSITION: 

RATED 10002 MAX, TYPE 1 FULL ROUND 
SHAFT 1/2" LONG. 173 WATT, REPLACEMENT 
POTENTIOMETER TO HAVE 2" SHAFT, LINEAR 
TAPER, TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL, IN PER CENT. 
(#20) 

7/2244 DS-11-108 
SEPT. 44 


A-540462H 


cW- 632156 MK 31 

RESISTOR, COMPOSITION: 

RATED 0.25 MEGOHM, 174 WATT. PHENOL 
FIBER TUBE-DIAMETER 11732 INCH, BY 1 
UNCH LONG. TINNED AXIAL LEADS 2 INCHES 
LONG. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. iN PER CENT. 


(+5) 
7725/44 D-164900C CWSBA-TOL7I4 
SEPT. 44 ISSUE 2 


cW- 632157 mK 31 

RESISTOR, COMPOSITION: 

RATEC 1.0 MESOHM, 1/4 WATT. PHENOL 
FIBER TUBE-DIANETER 11732" X 4" LONG. 
TINNED AXIAL LEADS 2" LONG. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN PER 
CENT. 


(5) 
725/44 D-164900C CWrBA-101714 
SEPT. 44 ISSUE 1 


ccT- 632158 rBs-t 

POTENTIOMNETER, COMPOSITION: 

RATED 900%), 2 WATTS, LINEAR TAPER, TYPE 
2 SCREW-DREIVER SHAFT 13/32" LONG. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. IN 
PER CENT. 


csF- 632159 TEs 

RESISTOR, WIRE WOUND? 

RATED 1000 OHMS, 40 WATT. MEETS REI3A372 
GRADE 1 CLASS } EXCEPT tS NON-INDUCTIVE. 
STYLE D. 


725044 
SEPT. 44 

-632160 TEB RE 13A 372 
RESISTOR, WIRE WOUND: STYLE F 


3200 OHMS. 


7425444 (CSE) 
SEPT, 44 


csF- 632161 TéB 

RESISTOR, WIRE WOUND: 

RATED SOO OHMS, 30 WATTS. MEETS REI34372 
GRADE 1 CLASS + EXCEPT IS NON-INOUCTIVE. 
STYLE 8. 


7/25/44 90 NIF CWSESA-E€52065-22 


DEC. 44 tSs 21 
-632162 TEs RE 15A 372 

RESISTOR, WIRE WOUND? STYLE A 

6 OHMS. 


7425446 (CSF) 
SEPT. 44 


CHA- 632163 NXsr-64103 

"L” PAD ATTENUTOR? 

WIREWOUND, DUAL, FOR USE WITH 15 OHM 
INPUT AND OUTPUT LOAD TO PROVIDE 400b 
ATTENUATION LOG ARITHMICALLY WITH CLOCK- 
WISE ROTATION 412Db, CONSISTS OF TWO PO- 
TENTIOMETERS, ONE 14.752 AND THE OTHER 
750. TYPE 3 FLATTED SHAFT. REPLACEMENT 
V27AA  COMADL-15 CORV)K=183290 
SEPT. 44 REY 4 


CHA- 632163 
POTENTIOMETER TO HAVE 2" SHAFT LENGTH, 
TYPE NUMBER DOES NOT INCLUDE KNOB. 


cW-632164 TS-34/AP 

RESISTOR, WIRE WOUND, 

PRECISION: RATED 14.25 OHMS, 1/4 WATT 
TYPE NO. TO BE FOLLOWED BY DASH ANO TOL. 
iN PER CENT. 


-4) 


7729744 O0-$64886A 
SEPT. 44 


ESA-6820SE-&6 


CW- 632165 TS-34/AP 

RESISTOR, WIRE WKOUNO, 

PRECISION: RATED 17.9 OHMS. 1/4 WATT 
TYPE NO. TO BE FOLLOWED 8Y DASH AND TOL. 
(W PER CENT. 


cw- 632166 T1S-34/aP 

RESISTOR. WIRE WOUND, 

PRECISION: RATED 22.5 OHMS, 174 WATT 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
IN PER CENT. 


(+20 


7129444 D-164886A 
SEPT. 44 


ESA-682056-88 


CW- 632167 TS-34/4P 

RESISTOR, HIRE WOUND: 

RATED 28.5 ONNS, t/4 WATT. TYPE KO. TO 
BE FOLLOWED BY DASH AND TOL. IN PER 
CENT. 


(-1) 
TI29/84 0-164886A 
SEPT. 44 


ESA-682056-89 


cW- 632168 YS-34/AaP 

RESISTOR, WIRE WOUND: 

RATED 35.7 OWNS, 174 WATT. TYPE NO, TO 
BE FOLLOWEO BY DASH ANO TOL. IN PER 
CENT. 


C-t)y 
7429744 D-164886A 
SEPT. 44 


ESA-682056-90 


cW- 632169 TS-34/AP 

RESISTOR, WIRE WOUND: 

RATED 45.1 OHMS, 174 WATT, TYPE NO. TO 
BE FOLLOWED BY DASH ANO TOL. IN PER 
CENT. 


C-1) 
7/29/44 0-164896A 
SEPT. 44 


ESA-682056-91 


CW- 632170 TS-34/aP 

RESISTOR, WIRE WOUND? 

RATED 55.0 OHMS, 1/74 WATT, TYPE NO. TO 
BE FOLLOWED BY DASH ANDO TOL. IN PER 
CENT. 


(+1) 
ESA-682056-92 


7429744 0-164886A 
SEPT. 44 


CW- 632171 1S-34/A4P 

RESISTO®, WIRE WOUKD, 

PRECISION: RATEO 56.7 OHMS, 1/4 WATT. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
IN PER CENT. 


Cot? 
7429744 D-164886A 
SEPT. 44 


ESA-682056-93 


CW- 632172 IS-34/AP 

RESISTOR, WIRE WOUND, 

PRECISION: RATED 71.4 OHYS, 1/4 WATT. 
TYPE NO. TO 8E FOLLOWED BY DASH AND TOL 
tH PER CENT. 


(-1) 
7/29/44 D-164886A 
SEPT. 44 


ESA-682056-94 


CW- 652173 1TS-34/4P 

RESISTO®. WIRE WOUND, 

PRECISION: RATED 89.3 OWNS, 1/4 WATT. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
(NW PER CENT. 


(+20) ‘ C-1) 
726/44 Q D-5948 7429744 D-164886A ESA-682056-87 C4) 
SEPT. 44 (5/24/43) SEPT. 44 7/29/44 0-164886A ESA-622056-95 
ASSIGNED ASSIGNED SEPT. 44 
- issugp Issue 
bart MORALS SRA A, DATE MEATS | SANHTACTUARA, 


NAYSHIPS 900,109 


care | MIAH? | BANKAI | 


RESTRICTED 


Class 63—Resistors—Potentiometers— Attenuators 3.63-97 
‘ 
Pe ; peutic FIRST ASSIGNED FOR | AA ORAMHS. | [ pee | [rast ASSIGNED ror | ONE RRANINS, ] DENS, [rest ASSIGNED FOR AMMAR _| 
cW- 632174 TS-34/aP cBZ- 632180 4K 20 MOD ft 
RESISTOR. WIRE WOUND POTENTIONETER, COMPOSITION: cTC- 632187 SP 
PRECISION? RATED 113-1 OHMS. 1/4 WATT. RAT=O 1500 OHS, 2 WATTS, LINEAR TAPER POTENTIONETER, COMPOSITION: 
is TYPE NO. TO BE FOLLOWED BY DASH ANDO TOL. TYPE 3 FLATTEO SHAFT, 1/2" LONG BUSHING. RATED $90,000 OHNS, 1/2 WATT, LINEAR 
iN PER CENT. . REPLACEMENT POTENTIOMETER TO HAVE 2" TAPER. TYPE 2 SCREWDRIVER SHAFT 3/4" 
SHAFT. TYPE NO. TO BE FOLLOWED BY DASH LONG. TYPE NO. TO BE FOLLOWED BY DASH 
C-4) AND TOL. (N & AND TOL. IN PER CENT. 
€-20) (-20) 
: 7/29/44 0-164886A ESA-662056-96 g2r4s oS CW2BA-10034-271 
§ SEPT. 44 FEB. 45 ISSUE 26 8/4/44 35 CGIK-53N451 
ow OCT. 44 
632175 cux-4913t-£ cBz- 632181 MK 20 MoD 
POTENTIOYETER, WIRE WOUND POTENTIONETER, COMPOSITION? coM- 632188 xX-Toz-roz 
DUAL: RATED 300 OHMS. 4.0 WATTS EACH RATEO 0.5 MEGOH, 2 WATTS, LINEAR TAPER, RESISTOR, WIRE WOUND? 
: SECTION. SPECIAL TAPER FOR FIRST S08 TYPE 3 FLATTED SHAFT, 3/8" LONG BUSHING. RATED 2,02 OHNS, t WATT, HERMETICALLY 
a ROTATION, RESISTANCE 1S MIN., TO 30 OHMS FOR REPLACEMENT USE 2" SHAFT. TYPE NO. SEALED iN GLASS CYLINDER. TyPe NU. TO BE 
eo SECOND 50% RES. 1S 30 TO 300 OHMS. TYPE TO BE FOLLOWED BY DASH AND TOL. IN PER FOLLOWED BY DASH AND TOL. IN PER CENT. 
1 ROUND SHAFT. REPLACEMENT POTENTIOMETER CENT. FOR REPLACEMENT USE -631896~. 
(-10) (+20) (#1) 
743/44 CTC32-25 CHXSIG6A82 8/2744 J CW2BA-10034-316 
FEB. 45° CHA-M SuB 3 : FEB. 45 LSSUE 26 8/7/44  COMZRITEOHM-90 CG:K-7103057P2 
’ OCT. 44 REY 0 
632175 cBz- 632182 HK 20 Mop 1 
TO HAVE 2" SHAFT LENSTH. TYPE NO. YO BE POTENTIONETER, COMPOSITION: COM- 632189 X-toz-tToz 
FOLLOWED BY DASH ANO TOL. UN &. RATED 3500 OHNS, SPECIAL #1609CRA TAPER RESISTOR, WIRE WOUND: 
(MODIFIED LOG FOR CATHODE BIASING), RATED 4.03 OH%S, 1 WATT, HERMETICALLY 
2 WATTS, TYPE 3 ELATTED SHAFT. 373" LONG SEALED IN GLASS CYLINDER. TYPE NO. TO BE 
BUSHING, REPLACEMENT POTENTIOMETER TO FOLLOWED BY DASH AND TOL. IN PER CENT. 
HAYE 2" SHAFT. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN $s (-20) (1) 
B/2/44 J CH25A-10034-354 
FEB. 45 ISSUE 26 8/7/44 = COMERITOMN-90 = CGFK-7103057P3 
OCT. 44 REV 0 
CNC- 632176 CMX-49131-E 682632183 Mark 20 NOD I 
POTENTIONETER, WIRE HOUND POTENTIOMETER COMPOSITION cCOM- 632199 x-1Dz2-102 
DUAL: RATED 300 OHMS, 2.0 WATTS EACH RATED 50,000 OHMS, LINEAR TAPER, 2 HATIS, RESISTOR, WIRE HOUND: 
SECTION. SPECIAL TAPER FOR 3ST 30% ROTA- TYPE 3 FLATIED SHAFT, 3/8 INCH LONG RATED 22.22 OHMS, 1 WATT, HERMETICALLY 
THON, RESISTANCE 1& MIN. TO 30 OHMS SE- BUSHING. FOR REPLACEMENT USE 2" SHAFT. SEALED #N GLASS CYLIHDER. TYPE NO. TO BE 
CONS 504 RES. IS 30 TO 300 OHMS. TYPE 1} *C%23A-10034-391 18S 27 SGeK-34U618 PT 2 FOLLOWED BY DASH AND TOL. IN PER CENT. 
ROUND SHAFT. REPLACEMENT POTENTIOMETER CisCt15325-2 REV O CFIERF-3471°4 (SS B 
(-10) (-20) 
TIS1/44 CHCSDP-S8-W CMX-16A82 8/2/44 CWIBA-10034-355 (tr) 
FEB. 45 SUB 3 JUN. 45 1SS. 26 *C ABO: 8/7/44 COMIRITEQHM-90 CGrK-7103057P4 
: OCT. 44 REY 0 
cc §32176 cez- 632133 
TO HAVE 2” SHAFT LENGTH. TYPE NO. TO GE FOLLOWED GY A DASH AND CSF- 632191 AN/429-10 RE 135A 3724 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. TOL. IN % RESISTOR. WIRE HOUNDS STYLE E 
{WN PERCENT. : RATED 7000 OHMS. 
(F) 
bal 8/7144 = N20F 
Oct. 44 
cBZ- 632177 MK 20 Moo t cBZ- 632184"kK 20 Mop 1 
POTENTIONETER, COMPOSITIONS POTENTIONETER, COMPOSITION: . CW- 632192 MK 12 HOD oO 
RATED 3000 ONNS, 2.0 WATTS, LINEAR RATED 70,000 OHMS, LINEAR TAPER 2 WATTS, RESISTOR, WIRE WOUND: 
- TAPER, 1/2 INCH LONG TYPE 2 SCREWORIVER 1/2" LONG TYPE 2 SCREWDRIVER SLOT SHAFT, RATED 1500 OMS; PISTAIL TYPE. TYPE NO, 
SHAFT, 3/8 INCH LONG BUSHING. TYPE NO} 3/8" LONG BUSHING. TYPE NO. TO BE FOL~ TO BE FOLLOWED gY OASH AND TOL. IN PER 
TO BE FOLLOWED BY DASH AND TOL. IN PER LOWED BY DASH AND TOL. EN PER CENT. CENT. 
CENT. 
(+20) (10) 
B/2s4a CW:BA-10034-€3 Br2r4a Ss CWrB84-691122-9 (th) 
i: OCT. 44 ISSUE 26 oct. 44 ISSUE 26 878/44 = 0- 1627468 CWIESA-681056-82 
i Oct. 44 Issue 22 
ctc- 632178 Mk 20 “op 1 CoM- 632185 Ne 20 MoD 1 RES3A492 6 Satis 
POTENTIONETER, COMPOSITION: POTENTIONETER, WIRE-WOUND: CAO- 632193 MK 20 MOD I 
RATED 50,000 OHMS, 1/2 WATT, LINEAR RATED 25 OHMS, LINEAR TAPER, 25 WATTS, RESUSTORS WIRE WOUND ¢ 
P TAPER, 5/8" LONG TYPE 2 SCREWDRIVER TYPE 3 FLATTED SHAFT, 3/8" LONG BUSHING. RAT EO: (20.00 OHS; 30 WATTS; TAB TEREINALS. 
in SHAFT, 172" LONG BUSHING WITH LOCKING FOR REPLACEMENT USE 2" SHAFT. TYPE NO. TYPE KO. 19 BE FELLOKES Gy DASH AND TOL. 
ARRANGEMENT. TYPE NO. TO BE FOLLOWED BY 1G BE FOLLOWED BY BASH AND TOL. ING. IN PER CENT. (SELFE-SUSTAINED MOUNTING 
DASH AND TOL. IN PER CENT. (1G) BRACKET AND SPACER) 
(+20) Gcnesvobsanae CWIBA-10027-11 ISS 16,CG3K-575855 REV O Hie 
tBA- - éE = 
aoe * igsae xe . pesona's . seek Ne B/10/44 1 1/4 VITROHM © CH234-10095-4 
OCT. 44 STRIP RESISTOR ISSUE 15 
= 632179 4K 20 Moo 1 632138 
cBz- MK 20 40 CBN: 2136 NAE-1 
POTENTIONETER, COMPOSITION: POTENTIiOMETE2, COMPOSITION: Cuc- 632194 ansangd-to 
RATED 600 OHMS, 2 WATTS, LINEAR TAPER, RATED 10,009 OMS, 172 WATT. LOGARITHMIC " OSITION: 
i* LONG TYPE 3. FLATTED SHAFT, 172" LONG TAPER, TYPE 3 FLAT SHAFT. REPLAC NT + FT WATT, LINEAR TAPES, 
BUSHING. REPLACEMENT POTENTIOMETER TO POTENTIOMETER TO HAVE 2" SHAFT LENGTH. 2 SEREW ITT SHAFT, 15/32" LONG. 
HAVE 2" SHAFT. TYPE NO. TO BE FOLLOWFO TYPE WO. TO BE FOLLOWED BY DASH AND TOL. TYPE NO. DOES NOT INCLUDE HIGH VOLTAGE 
BY CASH AND TOL. IN he IN PER CENT. COUPLER. TYPE NO. TO SE FOLLOWED BY DASH 
Cag (-20) ANO TOL. #N PER CENT. 
gr21ae J CWrBA-10034-270 8/2/44 STANDARD CKY2A-61268-1 Coo) 
FEB, 45 ISSUE 26 OCT. 44 RADIONM REV 0 BEL OL Se ae CFTINCP-32-38-324 ' 
: ASSIGNED ASSIGNED OcT. 44 MOD. ISSUE B 
t 1ssuro tayueD = ¥ ss 
fia oare | RRHASTHARS | AUOUKACTRA | care | AUST? [NARI | [one | “aacruRes | RAHAT | 
RESTRICTED NAVSHIPS 900,109 
‘ 


3.63-98 


Class 63—Resistors—Potentiometers-—Attenuators 


y jae 
[oRABURSs [nase asiowen vox | Geta | 


| STI, FIRST ASSIGNED rox | HAASAN, lhe che “SIN rst assim x [oa | 


CkO- 632195 AN/ARQ-10 
POTENTIOMETER, COMPOSITION: 

RATED 256.059 OHMS, 3 WATT, LINEAR 
TYPE 2°58 O#iWER SHAFT, 13/52" LO 
TYPE NO. BOES NOT FNCLUBDE HIGH VOLTAGE 
COUPLER, TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. GN PER CENT. 
(40) 

es10fd4 37H 

OCT. 44 MOD. 


CFTSNCP-32-38-323 
iSSuE B 


C3Z- 652196 ANcARG-10 

POTENTIOMETER. COMPOSITION 

(OVAL): EaCH SECTION RATED 1 MEGOHM, 
LINEAR TAPER. 2 WATTS, TYPE 2 SCRKER-~ 
ORiVER SHAFT 5/8" LONG. TYPE NO. TO BE 
FOLLOWED 3Y BASH AND TOL. IK PER CENT. 
*CG2P-776703i-7 REY 10 

(+10) 

esiesaa ay CETINCR+£2-58-252 
WAY 45. iSSue €& * 


CBZ- 652197 Ali/ARQ-10 

TIOMETER, COMPOSITION: 

$000 OHMS, 2 WATTS LINEAR TAPER, 
BUSHING STH 3/8". TYPE 3 FLAT SHAFT. 
REPLACEMENT POTENTIOMETERS TO HAVE 2° 
SHAFT, TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. tH PER CENT, 

(10) *#CW:3A-10034-225 ISS 30 

8/10/44 9 CFEsnCP~S52-3L-222 
RAY 45 {SSUE L 


cBZ- 6321983 AN/ARG-10 

POTENTIOMETER. COMPOSITIONS 

RATED 19,000 OHMS. 2 WATTS. SEMI-LOG 
CCw TAPER. TYPE 3 FLAT SHAFT. REPLACE- 
MENT POTENTIOMETER TO HAVE 2" SHAFT. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
tw PER CENT. 


CFTSNCP-32-3L-229 
REY L 


8/10/44 
GcT. 44 


CEZ- 632199 AK/ARO-t0 

POTENTIONETES, COMPOSITION: 

RATED 500,000 OHMS-2 WATTS, SEMI-LOG 
CCH TAPER, TYPE 5 SLAT SHAFT. REPLACE- 
METER POTENTIOMETERS TO HAVE 2° SHAFT. 


f-t0) 
gf7ids4e J CFTINCP-32-3L-221 
GCT. 44 REY 


CBZ- 6322090 ansagg-to 

R, COMPOSITION: 

RATED 10,900 OHMS - 2 WATTS. LINEAR 
TAPER. BUSHINE LENOTH 172". TYPE 2 SCREW 
DRIVER OHAFT $/8" LONG. SHAFT LOCK AR- 
RANGEMENT. TYPE NO. TO BE FOLLOWED BY 
DASH ANO TOL. (N & 

(=10) CANCEL SAME AS 631623 

Bsiosaa ChirhCP-32-2N-299 
FEB. 45 issue N 


CB2- 632204 ansarg-10 

POTENTIOMNE > COMPOSITION: 

RaTed 25.090 OF > 2 WATTS. LINEAR 
TAPER. BUSHUNG LEitE 172%, TYPE 2 SCREW 
DRIVER SHAFT 575" LONG. SHAFT LOCK AR- 
RANGEMENT. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. #6 &. 


C-10) 
8/19/44 5 CFTENCP-32-2K-199 
FEB. 45 ISSUE N 


cBZ- 632202 ansarg-to 

POTENTICHETE?. COMPOSITION: 

RATED 50.099 O4NS 2 WATTS. LINEAR TAPER. 
BUSHING CONCTH 172". TYPE 2 SCREWDRIVER 
SHAFT S/8" LONG. SHAFT LOCK ARRANGEMENT. 
TYPE NO. TS CE FOLLOWED BY DASH AND TOL. 


tN %. SAME AS 631442. CANCEL 
¢-10) 
8/1044 J CFTSNCP-32-2H-204 


OCT. 44 HSSUE N 


ASSIGHED 
tESUED 


‘B/10/44 0 


CBZ- 632203 anvahg-to 

POTENDIOMETER, COMPOSITION: 

RATED 100,000 OHMS, 2 WATTS. LINEAR 
TAPER. BUSHING LENGTH 172%. TYPE 2 SCREW 
DRIVER SHAFT 5/8" LONG. SHAFT LOCK AR- 
RANGEMENT., TYPE NO. TO BE FOLLOWED BY 
DASH ANO TOL. IN 4. 

(710) CANCEL SAME AS 631622- 
CrisnCP-32-2N-208 
(ISSUE N 


FEB. 45 


cBZz- 632204 ANsARQ-10 

POTENTIONETER, COMPOSITIONS: 

RATED O.1 MEGOHHS. 2 WATTS, SEMI-LOG 
COW TAPER, BUSHING LENGTH 1/2". SCREW 
DRIVER SHAFT 5/8" LONG. SHAFT LOCK AR- 
RANGEMENT. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. EN %. 


¢-40) 
B4tOs4E J CETINCP-32-2N-272 
FEB. 45 #SSUE R 


RATED 2 MEGOAMS, 2 WATTS. LINEAR 
TAPER, BUSHING LENGTH 172", TYPE 2 SCREW 
DRIVER SHAFT 5/78" LONG. SHAFT LOCK AR- 
RANGEMENT. TYPE NO. TO BE FOLLOWE® BY 
DASH AND TOL. tN 4. CANCEL SANE AS 

e-tod CBZ-6351866 
B/1044 J 

FEB. 45 


CFTSNCP-32-2N-196 
tSSUE WN 


CBZ- 632206 ANsARQ-t0 

POTENTIONETER, COMPOSITION: 

RATEO t MEGONMS 2 WATTS. LINEAR 
TAPER, BUSHING LENGTH i72", TYPE 2 SCREW 
DRIVER SHAFT 578" LONG. SHAFT LOCK AR- 
RANGEMENT. TYPE NO. TO BE FOLLOWED BY 
DASH AHO TOL. ON %. 


(7-10) 
B410/44 J CFTZNCP-32-2N-202 
FEB, 45 (SSUE N 


CBZ- 632207 AN/ARQ-10 

POTENTIOMETER, COMPOSITION: 

RATED 0.5 “MECOHMS. 2 WATTS. SEMI -LOG 
CW TAPER. BUSHING LENGTN 172". TYPE 2 
SCREKORIVER SHAFT SE" LONG. SHAFT LOCK 
ARRANCERENT. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. GN Ke 


C10) 
8450/44 3 CFTINCPE+32-2N-197 
FEB, 45 HSSué W 


CBZ- 632208 ansarg-to 
POTENTIONETER, COMPOSITION: 

RATED 0.28 MEGOHNS. 2 WATTS, SEMI-LOG 

Ca TAPER. Tyme 2 SHAFT 578" LONG. BUSH- 
ENG LENGTH 172". TYPE 2 SCREWDRIVER 

SHATT 5#8" LONG. SHAFT. LOCK ARRANGEMENT, 
TYPE NO. TQ BE FOLLOWER BY DASH AND TOL. 
(nos. 
ariosaa 
FEB. 45 


CFT INCP-32-2H-198 
ISSUE N 


cBz- 632209 Tcs-2 

POTENTIONETER, COMPOSITION, 

OVAL: EACH SECTION RATED: 0.1 MEG- 
OWNS, 2 WATTS. LINEAR TAPER. 
TYPE 2 SCREWORIVER SHAFT 7/16" LONG, 
TYPE NO. TO BE FOLLOWED BY DASH ANO TOL. 
tN PER CENT. 


(+10) 
Sftis4d (CBZ) CGrP-7763285 
FEB. 45 PART 14 REV 21 


cBZ- 632219 Tcl-2 

POTENTIOMETER, COMPOSITION, 

DUAL: RATED Z WATTS EACH SECTION, 

6000 OHMS FRONT SECTION, 609 O4N%S REAR 
SECTION. FRONT SECTION-NON-LINEAR TAPER; 
REAR SECTION-LINEAR TAPER. TYPE 3 FLATT=D 
SHAFT. REPLACEMENT POTENTIOMETER TO HAVE 
(+10) 
B1i44 
oct. 44 


(CBZ) sd CG:P-7767034 


PART § REY 5 [———— 
[ assicna 


_assuap 4 


2° SHAFT. Gl+ 632279 
VYPE NO. TO BE FOLLOWED SY BASH AND TOL. 
tN PER CENT. 


cBZ- 632211 CANU-235423 

"L? PAD ATTENUATOR: 

DUAL, COMPOSITION, STEPLESS ATTENUATION 
CURVE. INPUT iMPEDANCE 400 OHMS, OUTPUT 
IMPEDANCE 600 OHMS. MINIMUM ATTENATION 
36 Db 2 WATTS NOMINAL RATING PRESECTION, 
SWSERTION LOSS LESS THAN 108 EXPOSED 
METAL PARTS TO WITHSTAND 200 HR. SALT- 
BLL saa JJ MOO/3022 CANUZS-660-6 
OCT. 44 


c82- 652211 
SPRAY TEST. ROUND SHAFT 7/8" LONG, 174" 
Dias 


cBZ- 632212 Tcv-2 

POTENTIOMETER, COMPOSITION, 

DUAL; RATED 2 WATTS EACH SECTION, 

6000 OKMS FRONT SECTION, 600 OHMS REAR 
SECTION, FRONT SECTION-NON-LINEAR TAPER; 
REAR SECTIO-LINEAR TAPER. TYPE @ SCREH- 
ORIVER SHAFT 7/16" LONG. 

(-10) TYPE NO. TO BE FOLLOWED BY DASH 
e/irf{aa bs F-7767034 

OCT. 44 PaRT 6, REV 5 


eer 632212 
AKD TOL. IN PER CENT. 


ctrR- 632213 tcJ-2 RE 134 492 
POT GONETER S HERE-WOUND 
DUAL: RaTEO 5309 WATTS EACH SECTION. 


FRONT SECTION $O GHNS, 0,792 AMPS, REAR 
SECTION 225 OHMS, 0.47 AMPS. LINEAR 
TAPER, TYPE 3 FLATTED SHAFT. REPLACEMENT 
POTENTIOMETER TO HAVE 2" SHAFT. 

€-5) 

efit sas PRO-50 COIM-7472901 
OCY. 44 PART 1 REY GO 


ciR- 632214 aseE BELOW 
RESISTIZ, WIRE WOUND? 
RATED 2500 OHMS, 4 WATTS. RADIAL LEADS 


RLORAR SYNCHRONIZER 


€-$) 
BLEI744 COIR DAB CWIBA-190696-24 
“DEC. 44 COAT *C" iss 8 


CiR- 632215 «SEE BELOW 

RESISTCR,. WIRE WOUND: 

RATED 4600 OHMS. 3G WATTS. YYPE HO. TO 
BE FOLLOWED BY GASH AHO TOL. tN BL 
RLORAN SYNCHRONIZER 


(-5) 


B4i174S COUR? AB cou: 
FES. 46 


[on [ues aie | 


NAVSHIPS 906,109 


RESTRICTED 


=| 


Closs 63—Resistors—Potentiometers—Attenvators 3.63.99 


P WAYY TYPE vy ee gala 
| _sHtehaeeh, [nest ssou vor | giscS, | [CLARE * ras ssncneo ron | RAGAN, | [aR [rar avon vn | Sar | 


CIR- 632216 SEE BELOW RE G54 101A 


cu- 632224 UE-! 


Meee ee cunge aa Withee aa RESISTOR, WIRES WOUND? CSF- 632232 ansagt-2 RE i3A 372 
i pat r RATED 1500 OHMS, 1 WATT. PRECISION TYPE RESISTOR, WIRE WOK STYLE D 
FOR OC AND LOW FREQUENCY APPLICATIONS. RATED 12,000 CH 
ALORAN SYNCHRONIZER ENCLOSED IN BAKELITE TUBE Wilt AXGAL 
PESTAIL LEAQS. TYPE NO. JO ZE FOLLOWED 
s) BY DASH AND TOL. IN PER CENT. 
B/LI/G4 COIR) AB (519 (+5) 
oct: 44 BL14/44 D-1627484 ESA-682056-80 
& BI16144 gr 
oct. 44 iss 22 
GCT. 446 
R- 2 EE BELOW : : 
EURO) Gel fee SEE BELOW RE LOI ALOIS CBN- 632225 UK St HOD O RE 13K 492 ae 
RESISTOR, WIRE WOUNDS STYLE 4 3/4 HP SS TETEGNETEALT WIA EC OUTIO CSF- 632233 abragt-2 RE 134 372 
xs roe a eee Peston s 
PEASOR OMNES AUMNT TES (TRIPLED: RATED 3 WATIS EACH SECTION, RESISTOR. WIRE WOUND: STYLE C 
300 OHMS EACH SECTION. LINEAR TAPER. RATED 1.35 CHS. 


iw suekia-S¥ecuRontzer TYPE GHE ROUND SHAFT. REPLACEMENT POT. 
T@ HAVE Z” SHAFT. 
(+5) 
; (+5) 
4 2) - 
asiisa (CIR> AB SINT SCT (5) 
pei ts oct. 44 BI18/44  50F 
; OCT. 44 
on cCiR- 632218 aSEE BELOW RE G2A TOIA Bu- 632226 HK 31 HOD 0 RE 
RESISTOR, WIRE WOUND? STYLE 1 3/4 HP cor 226 HK 3a REUESAA92 cH: 632235 uss 
RATED 40,000 OHMS, 4 WATTS. , POTENTIOMETER, WERE-NOUND, oun aicke can i 
(OUAL): RATED 3 WATTS EACH SECTION, AES Le LOR al SS en as . S 
‘ 300 OHMS EACH SECTION. LINEAR TAPER. ATES 20900 RA CAT Re STATES TER 
TYPE ONE WOUND SHAFT. REPLACEMENT POT. MEALS 
inal BLORAN SYNCHRONIZER TO RAVE 2" SHAFT. 
75) 
B/11/44 COIR) AB set on 
GCI, 44 8414/44 V-125 BIL :BA-10034-394 > aia 
Gerke SUE Be QFI9/4a D-165874A ESA-682056-104 
ocr. 44 ISSUE 25 
: CaAd- 632219 HK 20 MOD 1 
erry é 3 ae CW- 632227 wvE-1 
RESISTOR, WIRE WOUNDS Cue 6322036 LORAN (NX3r-67982 
RATED 2700 OWNS, 30 WATTS, TAB TERMINALS. HEATER, ASS CUBE MIRE: RESISTOR, EIRE WOUND: 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL, WOUND: RATED 67 0 Et OHM, 8 WATTS RATED 10 WATTS. TYPE NUMBER 
IN PER CENT. (SELF-SUSTAINEO MOUNTING AT 30F. 4 WATTS AT 35F, AND ZERO WATTS 10 BE BY DASH AND TOLERANCE UR 
BRACKET) AT 132F. 109 TURNS OF H30 DOUBLE SILK Me ee ites : 
PRE MAGNO GA ke PENIS SHEE FO ECPET ravines PER CENT. COMBINED PIGTAIL AND TAS TYPE 
ia ghey “ {NG FORM. WIRE INSULATED FROM FORM BY FERMENRES 
B/S ta~ ROAOR Eat cwrek=10098<10 VARNISHED CLOTH TAPE. ASSEMBLY INCLUDES 
OCT. 44 ViITROKA ISSUE 15 BL14/ad  BL-37522 BLr oT S28 0188-2 B/TE/44 ACBe} (COMED AB24-4 
OCT. 44 BL-3761t §SS 2 Ott. 44 


Fe ; CAO- 632220 MK 20 HOD 

. RESISTOR, WIRE WOUND: 

tai RATED 5,000 OH¥%S, 40 WATTS, TAB TERMINAL, 
TYPE NO, TO BE FOLLOWED BY DASH AND TOL. 


‘CH 632228 MK 20 MOU T 
RESISTOR, WIRE WOUND? 
RaTeEd 100,000 On” B74 WATTS. £ 172° 


RE F3A 482 


POTENTiONETER, f NO 
WATTS. LINEAR TAPER, 


RATED 159 ONS 


D+ 
™ 
x 
rey 
E 
3 


. - LONG WITH 172" DEANETER. PIGTAIL TFER- 
iN PER CENT. C(SELF-SUSTANEO MOUNTING oe e “eae Duehy oheeas ee. 
BRACKETS . : : MINALS. TYPE NO. TO BE FOLLOWED GY DASH TYPE 3 FLAT SNAP T. REPLACEMENT POTENTIO 
AND TOL. UN PER CENT. METER TO HAVE 2" SHAFT. 
se , é : rn) 
a 8/12/44 (CAO) 1 G24" — CWEBA-10095-19 ‘ es 
- 115/46 D+164887A ESA-68-205684 
OCT. 44 ViTROHN ISSUE 1S he es eas Brtesad G CG:K-56 9522 
oct. 44 REV 1 
CSF- 632221 ss RE 13A 3724 
RESISTOR, HIRE WOUND? STYLE € ae eat a Hops CAO- 632238 HK 31 * 
RATED 1850 OHMS. FERRULE TYPE, Se ee learne aus an fn RESISTOR. WIRE WOUNDS 
RATED 10 OOOO Sey AT ye LEONG RATED 5000 OHMS; 20 WATTS, TAS TERNINAL7. 


AND 1/2" EN DIAMETER WITH PIGTAIL TER- , 


MINALS. TYPE NO. TO 8E FOLLOWEO. GY DASH 


(+8) AND TOL. IN PER CENT. 
: 1) ‘ rs 
8/12/46 (OSFY 20F CWLESA-682088-70 > i (410) 
oct. 44 ISSUE 18 BEAST AA “Osea 75.98 ESA-682056-55 8/18/64 (CAO) 2"4 CWr3k-10051-$1 
oct, 44 ISSUE 25 oni Ge Geer ay 
cw- 632222 VE-1 c4- 632230 MK 20 HOD? 
RESISTOR, WIRE WOUND? CAO- 632239 HARK 31 


RES{STOR, WIRE WOUND: RESISTOR, KIRE WOUND: 

RATeo 3608 MS, PE WATT; $ 172" LONG BY RA 3 ONS, 10 WATTS. TAS TERMINALS, 
2/2" DIAMETER WITH PESTALL TERMINALS. TYPE NO. 10 BE FOLLOWED BY DASH AND TOL. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. iN PER CENT. 

tN PER CENT. 


RATED 133 OHMS, 174 WATT. PRECISION 
; TYPE FOR OC ANO LOW-FREQUENCY APPLICA- 
eee THON, ENCLOSED IN BAKELITC TUBE. AXi dL 
PIGTAIL LEAKS. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN PER CENT. 


C4) i 
Z < a Cstd (+10) 
Sere Agee nee oe 8/15/44 0-164883A ESA-682056-83 Este ery pan ere ehagotoe heat 
i OCT. 446 ISSUE 25 Oct. 44 eerie 
CN- 632223 UE: CiR- 632231 eSee CELOW CAO 632240 war st 
REST SHOR HIRE: WOUND:2 RESISTOR, WIRE WOUND: GER ISLA. ibeuaenine 
RATEO 300 OHMS, 1/4 WATT. PRECISION TYPE RRVEG NT OG ON TS 3 O GRITSIO TE DEN TO ESISTOR, WIZE MOUNDS 


FOR DC AND LOW-FREQUERCY APPLICATIONS. RATIO 250 OHMS, 8 WATTS, TAB TERMINALS, 


BE FOLLOWED BY DASH AND TOL. tN &. 


ENCLOSEO IN BAKELITE TUSE WITH AXIAL TYPE NO. to BE FOLL@NEO BY DAS! AND TOL. 
PIGTAIL LEADS. TYPE NG. TO BE FOLLOWED iN PER CENT. 
BY DASH AND TOL. IN PER CENT. 
Sav ared arenvaki eeuneas oer Ts BLORAN SYNCHRONIZER (45) 
. ae : 8/15/44 0G COULDD-3476-A-1 " a 
B/18444 of EL2"7 CHIBA- L 
OCT. 44 ISSUE 22 Taal Fed LAS nl Seine eae AL 76 
ISSUED eu tae ete vee Ee se (SIUED ae ernee eae - 
is are PAOEARHBE? | AONHIAPURE care | ARNG? | ARNOTT, [| owre |= SAUER? | AANHTACTURERS, 
RESTRICTED ; NAVSHIPS 900,109 


3.63-100 


Class 63—Resistors—Potentiometers—Attenvators 


| sR [ast asscnso rox | MIRREN | BANE [ase asronen vou | MAreaAYN | [GAA [nase assonso von | oRMMLRRE | 
cBZ- 632241 "ST" RADAR cTc-€32248 sp-i4, sp RE 135A 4928 
POTENTIONETER, COMPOSITION POTENTIOMETER, WIRE WOUND: cHC- 632256 SP-1M,SP REISA 492 
DUAL: RATED 1,000.000/1.000,000 OnMS. RATEO 5000 OHMS, 4 WATTS. LINEAR TAPER, POTENTIOMETER, WIRE WOUND? 
2 WATTS, LINEAR TAPER. TYPE 2 SCREWDRIV- TYPE 2, SCREWDRIVER SHAFT, 11/16" LONG, RATED 25 OH4S, 25 WATTS. LINEAR TAPER. 
ER SLOTTED SHAFT 43/16" LONG. SAME AS CMC-652247 EXCEPT FOR DIMENSIONS TYPE 3, FLAT SHAFT. REPLACEMENT POTENTIO 
OF CASE. SHAFT LOCK ARRANGEMENT ON METER TO HAVE 2 INCH SHAFT. 
BUSHING. 
(+209 
esigrs4 SS CW2BA-10034-446 8/2444 (CTC) 25 CGIK-57U854 
OCT. 44 ISSUE 26 OCT. 44 REV O 8/25/44 (CMC)PW-25 CG3K-57U855 
OCT. 44 REV O 
CBZ- 632242 "st" RADAR cuc- 632249 sp-t™,sP RE 135A 492 cSF- 632257 ASA-t 
POTENTIOMETER, COMPOSITION, POTENTIOMETER, WIRE WOUND: RESISTOR. WIRE WOUND: 
QUAL: RATED 300,000/300,000 OHMS 2 RATED 20,000 2, 4 WATTS. LINEAR TAPER. RAED 22800: OHNE EOWATTS CO PIGTALE TYPE 
WATTS. LINEAR TAPER. TYPE 2 SCREW- TYPE 2, SCREWORIVER SHAFT, 11/16" LONG. TERRANCE. : 
DRIVER SLOTTED SHAFT. 13716" LONG. SHAFT LOCK ARRANGEMENT ON BUSHING. EY PE NOLTEOUBE EOLLDWED BY DASH TANG TOL 
(MW PERCENT. 
(-20) (75) 
Byi9744 SJ CHIBA-10034-447 6/24/44 CCMC) 10 CGIK-S85210 h/26/44 GK 
OCT. 44 ISSUE 26 OCT. 44 REY O FERS “aS 
CBZ- 632243 AN/APA-17 cTtc- 632250 sP-1M,sP RE 134A 492 
POTENTIOMETER, COMPOSITION: POTENTIOMETER, WIRE WOUND: CciR-632253 Asa-i RE 63A 10t 
RATED 2,000 OHMS, 2 WATTS. LINEAR TAPER. RATED 20000 OHMS, 4 WATTS. LINEAR TAPER. RESISTOR, FIXED WIRE STYLE 1 3/4 HP 
TYPE ONE ROUND SHAFT. REPLACEMENT POT. TYPE 2, SCREW DRIVER SHAFT, 11716 INCH WOUND; RATED 8 OHMS, 2 WATTS. 
TO HAVE 2" SHAFT, TYPE NO. TO BE FOLLOWE( LONG. SAME AS CMC-632249 EXCEPT FOR 
BY DASH AND TOL, IN PER CENT. DLMENS IONS OF CASE. SHAFT LOCK ARRANGE- CANCELLED FOR REPLACEMENT USE -63705 
KENT ON BUSHING, 
(-5) 
Brigs44 CCANBYSSOOSA a/24/44 (CTC) 25 CGIK-58d210 
OCT. 44 REV A OCT. 44 REV 0 8/28/44 BW-2 
Ofc. t4 
CSF- 632244 aSa-1 RE 63A 101 cuC- 632251 Sp-1M.sP RE 13A 492 
RESISTOR, WIRE WOUND? POTENTIOMETER, WIRE WOUND? CSF- 632259 Asa-t RE 13A 372 
RATED 10 WATTS, 10,000 OHMS, STYLE RATED 7500 OHMS, 4 WATTS, LINEAR TAPER. RESISTOR, FIXED WIRE STYLE B 
¥o27/352 Le. TYPE 2, SCREW ORIVER SHAFT. 11/16 INCH WOUSNS: FERRULE TYPE # RATED 70,000 OHMS, 
LONG. SHAFT LOCK ARRANGEMENT ON BUSHING. 90 WATTS, CLASS 4. 
(-5) 
as26s44 10K 8/24/44 COME) 10 CG2CGrK-S75942 “8 
OCT. 44 OCT. 44 REV O 0/28/44 90-F 
OCT. 44 
CBZ- 632245 MARK 33 crc- 632252 sp-1M,sp RE 13A 492 
POTENTIOMETER, COMPOSITIONS POTENTIONETER, WIRE WOUND? CHD- 632260 asa-i RE 63A 101 
RATED 2.5 MEGOHMS, 2 WATTS, LINEAR TAPER, RATED 7500 OHMS, 4 WATTS. LINEAR TAPER, RESISTOR, WIRE WOUND STYLE 4 144 GGT 
TYPE 1 ROUSO SHAFT. REPLACEMENT POTENTIO- TYPE 2, SCREW ORIVER SHAFT, 11416 §#NCH FIXED: RATED 1-142 OHMS, 195 WATIS. 
METERS TO HAVE 2" SHAFT LENGTH. LONG. SAME AS CIC-632251 EXCEPT FOR Di- 
MENSIONS OF CASE. SHAFT LOCK ARRANGE- 
MENT ON BUSHING. 
(-20) 
B/21s4a CGIK-9034974 6/24/44 (CTC) 25 CGIK-57942 +2 
OCT. 44 REV 4 OCT. 44 REV O 8/28/44 4 1/4 FX 7 
OCT. 44 
CGQ- 632246 Tex series COM- 632253 SP-1.sP RE 13A 492 


ADAPTER UNIT? 

TO PER*IT USE OF TBX SERIES EMPLOYING 
1.4 VOLT TUBES IN RECEIVER, WITH CERTAIN 
EL AND EN POWER UNITS. REDUCES 2.0 VOLTS 
TO 1.4 VOLT FOR FILAMENTS AND REDUCES 
t35V TO 90V FOR PLATES. CONSISTS OF A 
*49043 RECEPTACLE. A -49942 PLUG AND 
8422444 D-SA-10082 

OCT. 44 


c6Q- 6352246 


FIVE RESISTORS ALL MOUNTED (h A BOX. 


cHC- 632247 sP-i4,sp 
POTENTIOMETER, WIRE WOUND: 
RATED $000 OHMS, 4 WATTS. LINEAR TAPER. 
TYPE 2, SCREWDRIVER SHAFT, 11/16" LONG. 
SHAFT LOCK ARRANGEMENT ON SUSHING. 


RE 13A 492 


POTENTIOMETER, WIRE WOUND? 
RATED 250 OHMS, 25 WATTS. 


TYPE 2, SCREW ORIVER SHAFT, 11/16 


LINEAR TAPER. 
tNCH 


LONG. SHAFT LOCK ARRANGEMENT ON BUSHING. 


8/24/44 CCOMSH CG2K-57N943 
OCT. 44 REV O 

CMC- 632254 sp-14,sP RE 135A 492 
POTENTIOMETER, WIRE WOUND: 


RATED 250 OHMS, 25 WATTS. 
TYPE 2, SCREW DRIVER SHAFT, 
LONG. 
MENSIONS OF CASE. 
ON BUSHING. 


1E/7t6 


B/24/44  COMCIPH-25 CGIK-575945 
OCT. 44 REV O 

eT 632255 ae RE 130 492 
POTENTIONETER, WIRE-WOUND 


RATEO SOO OHMS, 4 WATTS, 
TYPE 2 SCREWORIVER SHAFT 3/4" LONG. 


LINEAR TAPER, 
tNCH 

SAME AS COM-632255 EXCEPT FOS Di- 
SHAFT LOCK ARRANGEMENT 


LINEAR TAPER, 


CHA- 632261 Asa-t 

POTENTIOMETER, WIRE HOUND? 

RATED 50,000 OHMS, 4 WATTS. LINEAR TAPER 
TYPE ONE SHAFT. REPLACEMENT POTENTIO- 
HETER TO HAVE 2" SHAFT. TYPE NO. 10 BE 


FOLLOWED BY OASH AND TOL. th &. 

+0 

8/28/44 M-50-MP CRViW-506582P130 
MAY 45 REY 8B 


'SF- 632262 TeB.TEC 
RESISTOR,” WIRE -WOUND?: 

RATEB 80 OH%S, 15 WATTS. MEETS REQUIRE- 
MENTS OF RE134372. STYLE F, GRADE Tt, 
CLASS $ EXCEPT THAT IT 1S NON-ENDUCTIVELT 
WOUND. 


8/28/44 E-4440 
OCT. 44 ° 


cW- 632263 MK 20 MoD | 

RESESTORs WIRE HOUND: 

RATEO 80,009 OHMS, | WATT. 1 172" LONG 
AND i/2" GN DIAMETER WITH PIGTAIL TER- 
MENALS, SAME AS CW-631640 EXCEPT THAT 
TEMPERATURE COEFFICIENT OF RESISTANCE 7S 


8050 PPH/°F. TYPE NO. TO 3E FOLLOWEO BY 
8/24/44 (CMC) 19 CG:K-S7U8S4 9/4/44 28 CWEBA-10034-7 DASH AND TOL. &N PER CENT. 
Oct. 44 REV O SEPT. 44 ISSUE 27 8429/44 0-165759A ESA-682056-47 
ASSIGNED ASSIGNED OCT. 44 tSSue 23 
aa m mis ISSUED assuep 
[pare [Ayaan | saan batt MBATAGTHAR® | ANHATORIRS oar | RATA [ATTA | 


NAVSHIPS 900,109 


RESTRICTED 


Class 63—Resistors—Po tentiometers—Attenvators 


[BURRS [rust assonen vox | aHMeaHOCvG. | [BOT [race asioneo ror | oameaayns, | | oAeLaRS 


3.63-101 


FIRST ASSIGNED FOR oMMaRUH | 


CaO- 632264' HK 20 MOD ft 

RESISTOR, WIRE WOUND? 

RATED 3542, 15 WATTS, TAB TYPE TERMINALS. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
UW PER CENT. 


(-10) 
8731744 270,206 
OCT. 44 TERMINALS 


CWLBA-10051-84 
tSSUE 17 


CBN632265 ASA-1 

RESISTOR, COMPOSITION 

RATED 75,000 OHMS, 1.5 WATT, NOK- INSU 
LATED. 


TYPE NO. TO BE FOLLOWED 8Y DASH AND TOL. 
(W PERCENT. 
«75D 

941/44 316 
FEB. 45 


CBM3T-738-3002A 


CBN632266 = ASA-1 

RESISTOR, COMPOSITION 

RATED 240,000 OHMS. 1 WATT, NON-INSULAT- 
EO. 


(-6) 

9/1/46 316 

HOV. 44 

cTc 632267 QB RE 13A 492 


POTENTIONETER, WIRE-WOUND 

DUAL; RATED 2000/2000 OHMS, 2 WATTS, 
LINEAR TAPER, TYPE 2 SCREWDRIVER SLOTTED 
SHAFT 2 7/8" LONG, 


¢-t0) 

9/4/44 2-252 CW:BA-10034-360 
SEPT. 44 ISSUE 27 

CMA 632268 QJB RE 13A 492 


POTENTIOMETER, WIRE WOUND 
RATED 50,000 OHS, 4 WATTS, LINEAR TAPER, 
TYPE 2 SCREWDRIVER SLOTTED 3/4" LONG. 


(+10) 
9/4/44 K CWSBA-10034~361 
SEPT. 44 ISSUE 27 


€82632269 QB 

POTENTIOMETER, COMPOSITION 

RATED 1 MEGOHM, 2 WATTS, LINEAR TAPER, 
TYPE 2 SCREWDRIVER SLOTTED SHAFT 1/2" 
LONG. 


(+20) 

9/4/44 J . CW2BA-10034-384 
SEPT. 44 ISSUE 27 

cmA 632270 Que RE 134 492 


POTENTIOMETER, WIRE WOUND 

RATED 5000 OHMS, 4 WATTS. LINEAR TAPER, 
TYPE 2 SCREWDRIVER SLOTTED SHAFT 2 7/8" 
LONG. 


¢-20) 

9/4/44 OM CW:3A-10034-433 

SEPT. 44 tSSUE 27 
-632271 SH RE 135A 492 


POTENTIOMETER, WIRE WOUND: 
RATED 120 OMS, SO WATTS. SPECIAL TAPER, 
FIRST 1/2 TURN CLOCKWISE, APPROX. 80 
OHSS LINEAR, BALANCE, 40 OHMS LINEAR, 
TYPE 3 FLAY SHAFT. REPLACEMENT POTENTIO- 
METER TO HAVE 2" SHAFT LENGTH, INTERNAL 
STOP REMOVED SO THAT POTENTIOMETER HAS 
as28v4a (COM) J CG2K-575963 
OCT. 44 REV 2 


part ManmAaBer® | SANHTOFTIRAEA 


665197 O- 45 - 75 


[care | AGTHN'S | SANHEACTHAESA 


°632271 
360° ROTATION. 


CMA632272 XTOZ a toZ RE TSA 492 
POTENTIOMETER, WIRE WOUND 

RATED 1000 OHMS, 4 WATTS. LINEAR TAPER. 
TYPE 2 SCREWORIVER SHAFT 5/8" LONG, 


(+10) 
6/28/44 MINPX CGEM-7467506 
SEPT, 44 PT. 7 REV 35 


CHA- 632273 XTOZ & TOZ RE1SA492 
POTENTIOMETER. WIRE WOUND? 

RATED 2000 OHMS, 4 WATTS. LINEAR TAPER, 
TYPE 2 SCREWDRIVER SHAFT 8/8" LONG. 


(+10) 


6/28/44 = M2MPX CGIM-7467506PT8 
SEPT. 44 REV 16 


CMA- 632274 XT0OZ & TOZ REI3A492 
POTENTIOMETER, WIRE WOUND? 

RATED 500 OHMS, 4 WATTS. LINEAR TAPER. 
TYPE 2 SCREWORIVER SHAFT 5/8" LONG. 


€-10) 


8/28/44 HSOOPX CG:M-7467506PT9 
SEPT. 44 REV 16 


CMA- 632275 XTDZ & TOZ = RELSA492 
POTENTIOMETER, WIRE WOUND: 

RATED 200 OHMS, 4 WATTS, LINEAR TAPER. 
TYPE 2 SCREWDRIVER SHAFT 5/8” LONG, 


+10) 


8/28/44 M200PX CG3M-7467506P11 
SEPT. 44 REV 15 


CIR- 632276 XTOZ & TDZ REI3A492 
POTENTIOMETER, WIRE WOUND? 

RATED $00 OHMS, 0.222 AMPS, 25 WATTS. 
LENEAR TAPER. TYPE 2 SCREWDRIVER SHAFT 
5/8" LONG. 


(-5) 
8/28/44 PR-25 CG2P-7763270P18 
SEPT. 44 REV 17 


CBZ- 632277 XToZ & TOZ 

POTENTIOMETER, COMPOSITION 

DUAL: FRONT SECTION RATED 50009. 2 
WATTS. ROAR SECTION 600 ONMS, 2 WATTS. 
SPECIAL TYPE OF SHAFT 15/16" LONG. TAPER 
FRONT SECTION NON-LINEAR. TAPER REAR 
SECTION LINEAR. 


€-10) 

8428/44 JJ P-7767034PTS 
SEPT. 44 REV 5 

CTC 652278 Qe RE 13A 492 


POTENTIOMETER, WIRE WOUND 

RATED 600 OHMS, 2 WATTS, LINEAR TAPER, 
TYPE 2 SCREWORIVYER SLOTTED SHAFT 2 7/8" 
LONG. 


€-20) 
9/5/44 252 
SEPT. 44 


CW2BA-10034-440 


CA0632279 Qua 
RESISTOR, WIRE WOUND 
RATED 1000 OHNS, 10 WATTS, TAB TERMINAL, 


(-S) 
9/5/44 CAO: f 3/4" Z BA-10051-80 
SEPT. 44 {SSUE 17 


cic 632280 Que 
POTENTIOMETER, WIRE WOUND 
RATED 20 OHMS, 2 WATTS, LINEAR TAPER, 
TYPE 2 SCREWAREVER SLOTTED SHAFT 5/8” 
LONG. 


RE 3A 492 


€-20) 

9/5/44 282 CWrBA-10034-358 
SEPT. 44 USSUE 27 
crc632281 ave RE 13A 492 


POTENTIOMETER, WIRE WOUND 

RATED 80,000 OHAS, 4 WATTS, LINEAR TAPER, 
TYPE 2 SCREWDRIVER SLOTTED SHAFT 3/4" 
LONG. 


of 
(+20) 
9/5/44 25 CW:BA-10034-441 
SEPT. 44 ISSUE 27 


CSF- 632282 X-ToP-t 

RESISTOR, COMPOSITION: 

RATED 5 MEGOHMS, 15 WATTS, FERRULE TYPE 
OF TERMINALS. TYPE NO, TO BE FOLLOWED 
BY DASH AND TOL. IN PER CENT. 


(+10) 
9/7/44 MEGOMAX CG3K-7106845 
NOV, 44 TYPE 2 PT. 1 REV. O 


ciR- 632235 LoRAN c & C-1 

RESISTOR, WIRE WOUND? 

RATED 5900 OH%S, 10 WATTS, PIGTAIL TER- 
MINALS, TYPE NO TO BE FOLLOWED BY DASH 
AND TOL. IN PER CENT. 


¥COULOD-S5246-A-1, 5247-A-1 


(10) 

9/7/44 AB CH. 22486 

FEB. 45 REVE * 
652284 T8K RE 13A492 


POTENTIOMETER, WIRE WOUND 
RATED 750 OH%S, 25 WATTS, LINEAR TAPER. 
TYPE 2 SCREWORIVER SHAFT 7/8" LONG, 


(-10) . 
9/7/44 COMtH CRV2K-892956-1 
OCT. 44 CAT. #0457 sue t 


CH- 632285 MK 20 Moo } 

POTENTIONETER, WIRE WOUND? 

RATED 10,0002, !1 WATTS LINEAR TAPER. 
SHAFT, COLLAR, AND WASHER REMOVED. MOD- 
{FIED FOR 360° ROTATION IN EITHER DIREC- 
TION. 


(+10) 

9/13/44 BL-412499 BL-412499 
NOV. 44 ASSEMBLY ISSUE 2 

CH- 632266 MK 20 Moo t 
POTENTIONETER, WIRE WOUND: 

RATED 50,0002, 11 WATTS, LINEAR TAPER. 


SHAFT, COLLAR AND WASHER REMOVED. MOD- 
IFIED FOR 360° ROTATION IN EITHER DIREC- 
TION, 


(-10) 
9/13/44 BL-412459-2 BL-612499-2 
NOV. 44 ASSEMBLY ISSUE 2 


cate | MAWUARTHARE® | AANHTATROMEGR | 


RESTRICTED 


NAVSHIPS 900,109 


3.63-102 


‘Class 63—Resistors—Potentiometers—Attenuators 


[aBneureh — [rasr assonee roe | SAMARAS. | 


see, | [reese ASSIGNED FOR | CNSR, | 


NAVY TYPE 
DESIGNATION 


[ese ASSIGNED FOR oA, | 


CW-632287 vE-I 
RESISTOR-WIRE WOUND 
RATED 10,000 OHMS, I 
TERMENALS, 


WATT-PIGTAIL 


(-19 

9/19/44 D-169875-A CWSESA+682056- 
OCT. 44 105 ISSUE 25 
ciR632288 sk-1H 


POTENTIOMETER COMPOSITION 
RATEO 259,000 OHMS. 1/2 WATTS LINEAR 
TAPER. SPECIAL ROUND SHAFT 3/4" LONG. 


TYPE NO. SHOULD BE FOLLOWED BE FOLLOWED 
BY DASH AND TOLERANCE. 

o/t6s44 CS CG:7767238 

OCT. 44 PT.» R10 
CiR 632289 SK-1M 

POTENTIONETER COMPOSITION 


RATED 250,009 OHMS, 1/2 WATT. LINEAR 


TAPER, TYPE 2 SCREWUKIVER SHAFT 5/8" 
LONG. | 

TYPE NO. SHOULD BE FOLLOWED BY DASH AND 
TOLERANCE 

9736/44 CS CG:P-7767238 
OCT. 44 PT. 2 REV O 
cw-632290 vE-1 

RESISTOR-WIRE WOUND 

RATED $000 OHMS, 174 WATT, PIGTAIL 
TERMINALS. 

t+) 

9419744 D-169874A CHIESA~682056- 
OCT. 44 103 ISSUE 25 
cmc 632294 8M AND BO RE 130492 
POTENTIOMNETER, WIRE WOUND 

RATED 25,0002, 2 WATTS, LINEA TAPER 


TYPE ONE ROUNG SHAFT. REPLACEMENT 


POTENTIOMETER TO HAVE 2" SHAFT. TYPE NO. 
TO BE FOLLOWED BY DASH AND TOL. IN %. 
(+10) 

9419444 K-1783 CHZ:PT-1009 
FEB. 45 ISSUE 0 

cBZ- 632292 Qua 

POTENTIONETER, COMPOSITION 


RATED 40002, 2 WATTS, LINEAR TAPER, TYPE 
ONE ROUND SHAFT REPLACEMENT POTENTIO- 
METER TO HAVE 2” SHAFT. 


(-10) TYPE NO. TO SE FOLLOWED BY DASH 
CWEESO-G5G348 ISSUE 7, KS-¥535 LIST 50 
ISS. 3 APPEND 1 CW:@A-10034-445 (SS. 28 
9/19/44 5 RSEE ABOVE 
OCT. 44 

¢32- 632292 
AKD TOL. IN PERCENT. 


632294 so-4 RE 13A3720 
RESISTOR WiREWOUND STYLE B 
180 OHMS. 
¢-D) 
9/21/44 
OCT. 44 
CMC 632295 HK 13-MoD O 
POTENTIOMETER, COMPOSITION 


RATED $0,000 O1MS, 1 WATT. LINEAR TAPER, 
TYPE 3 FLATTED SHAFT. REPLACENENT 
POTENTIONETER TO HAVE 27 SHAFT. 


TYPE NO. TO BE FOLLOWED BY DASH ¥ND TOL. 
UN PERCENT. CANCEELED FOR REPLACEMENT 
(-20) 
9/21044 37 CW:BA-10034-463 
OCT. 44 MSSUE 27 

cme 632295 
YSE -632297. 


cuc- 632296 MK. 13 MoD O 
POTENTIONETER, COMPOSITION: . 


RATED O.! MEGOHM, 1 WATT, LINEAR TAPER, 
TYPE 3 FLATTED SHAFT. REPLACEMENT PO- 
TENTIOMETER TO HAVE 2" SHAFT. TYPE WO. 
TO BE FOLLOWED 8Y DASH ANB TOL. IN PER 
CENT. 

(+20) 

9/21/44 37 CHSBA-10034-469 
OCT. 44 iss. 27 


CMC- 632297 NK 13 HOD oO 
POTENTIOMETER, COMPOSITIONS 

RATED $0,000 OHNS, 1 WATT, LINEAR TAPER, 
TYPE 3 FLATTED SHAFT. REPLACENENT PO- 


TENTIOMETER TO HAVE 2" SHAFT. TYPE KO, 
TO BE FOLLOWED BY DASH AND TOL. IN PER 
CENT. 

(20) 

G/21/44 37 CH2BA-10034-468 
OCT. 44 iss. 27 


cuc- 632297-A MK 13 

POTENTIOMETER, COMPOSITION 

RATEC 60,000 OHNS, | WATT, LINEAR TAPER, 
TYPE 3 FLAT SHAFT. REPLACEMENT POTENTIO- 
METER TO HAVE 6" SHAFT. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN PER CENT. 


9/28/44 37 
NOV. 44 


(CH)EA-10034-47¢ 
SS. 27 


cuc- 632298 nk 13 MoD Oo 
POTENTIONETER, COMPOSITIONS 

RATED 1465 MEGOHMS, 1 WATT, LINEAR 
TAPER, TYPE 3 FLATTED SHAFT. REPLACE- 
MENT POTENTIONETER TO HAVE 2" SHAFT, 


csA- 632300 NK 13 NOD O 
POTENTIOMETER, COMPOSITION: 


RATED 1.0 MEGOWM, 0.4 WATT, LINEAR TAPER, 
TYPE 2 SCREWORIVER SLOTTED SHAFT, LOCK: 
ING ARRANGEMENT. 5/8" LENGTH ON SHAFT. 
TYPE NO. TO BE FOLLCWED SY DASH AND TOL. 
iw PER CENT. 

(20) 

9422/64 LP CW3BA-10034-473 
OCT. 44 iss. 27 


cB2- 632301 MK 13 Koo oO 

POTENTIOMETER. COMPOSITION, 

TRIPLE: SECTIONS 17273 RATED 5,000,000/ 
1,000,000/1,009,000 OH%S: SPECEAL TOL- 
ERANCE 20/1G/20% 2 WATTS, LINEAR TAPER, 
TYPE 3 FLATIED SHAFT. REPLACEMENT PO- 
TENTIOMETER TO HAVE 2" SHAFT. 


9422444 
OCT. 44 


Usd CHSBA-10034-474 


SS. 27 


caO- 632302 mK 13 Mop 0 

RESISTOR, WIRE WOUNDS 

RATED 1500 OHMS, 10 WATTS, TAB TERMINALS. 
TYPE NO. TO BE FOLLOWED BY DASH AND ToL, 
IN PER CENT. 


(-10) 

g/22744 1-1/2" 0 CW2BA-10051-91 
OCT. 44 219 TERMINALS 48S. 18 

cu- 632303 MK 31 ROD oO 

RESISTOR, COMPOSITION: 

RATED 2.0 MEGOHM, 3/4 WATT. HELICAL 


RIBBON OF DEPCSITED CARBON ON CERAMIC 


CORE, PIGTAIL LEADS. 

(75) 

8423/44 0-169025C CW ZESA-654289-5 
oct. 44 iss. 3 


cW- 632304 HK 3f Nop o 

RESISTOR, COMPOSITION: 

RATEG 2.0 MEGOHMS, 374 WATT, HELICAL 
RIGGON OF DEPOSITED CARBON ON CERAMIC 


CORE. PIGTALL LEADS. 
(-5) 

9423744 D-159025C CWHZESA-654289-6 
ocr. 44 iS$S. 3 

ciR- 632305 MK 20 Moo t 
POTENTIOMETER, WIRE 

WOUND: RATED 75 OMS. 25 WATTS, LEN 
EAR TAPER, TYPE 3 FLATTED SHAFT. RE- 


PLACEMENT POTENTIONETER TO HAVE 2% 


SHAFT. BUSHING LENGTH 1f2".TYPE 40. TO 

BE FOLLOWEL BY DASH AND TOL. IN PER CENT. 
(10) 

9/25/44 PR25 CHLESA-€62042-15 
OCT. 44 tSS. 20 

CW- 632306 ve-1 

RESISTOR, WIRE WOUND? 


ADJUSTASLE FOR ANY VALUE FROM 362 TO 52s 
AOJUSTMENT MADE BY REMOVING RESISTANCE 


TYPE NO. TO BE FOLLOWED BY DASH AND TOL. WISE AS NECESSARY; REMOVABLE PHENOLIC 
UN PER CENT. CAP; 1/4 WATT; PIGTAIL TERMINALS, 
(20) 
G/21/64 37 CWrBA-10034-471 
OCT. 44 Iss 27 9725/44 0-169097 CHIESA-682056-97 
oct. 44 HSSWE 25 
CMC 632293 MK 13, NOD O cic: 632299 MK 13 MoD o . 
POTENTIONSTER. COMPOSITION POTENTIOMETER, COMPOSITION? CH 632307 Ue-1 
RATES $000 OMS, 1 WATT, LINEAR TAPER, 5000 @HY4S, } WATT, LINEAR TAPER, RESISTOR, COMPOSITIGN: 
TYPE 2 SCREWDRIVER SLOTTED SHAFT. SHAFT TYPE 3 FLATTED SHAFT. REPLACEMENT PO- RATED 100,0002; 174 WATT; PIGTAIL TER- 
LERSTH 5/8" LOCKING ARRANGEMENT. TENTIOMETER TO HAVE 2" SHAFT, TYPE NO. MINALS. TYPE NO. TO SE FOLLOWED BY OaASH 
TYPE NO. TO BE FOLLOWLD BY DASH AND TOL. TO BE FOLLOWED BY DA7H ANG TOL. EN PER AND TOL. JN PER CENT, 
UN PERCENT. CENT. 
(+20) (20) 
9721744 37 CHSBA-10034-467 9/22/44 37 CHI9A-10034-472 (+2) 
OCT. 44 ISSUE 27 OCT. 44 SS. 27 Sas 9425444 D-'64500B CWEBASTONIIG-3 
ASSIGNED ASSIGNAD OCT. 44 tSSuE 3 
iSSUED ISSYED 


[sam [Mawar [Sarnia 


care | MRSA? |” WALA RIERA 


cart | RATA? | BENITA | 


NAVSHIPS 900,109 


RESTRICTED 


Class 6 9 — Resistors “Patentiomelen—Attendaton 3.,63-103 


a [oben [race assionao ron | aeeaeamesiige | [GRA [rar asionno vor | AGRON, | SHUT. [nase asioneo rox | WALGRARHS, | 


cH- 632308 vé-t ciR- 632316 
RESISTOR, COMPOSITIONS RESISTOR-FIXED WIRE : CAG- 632324 Qus 
RATED 150,000 OH; 1/4 WATT: PIGTAIL WOUND! RATED 100,000 OHMS; f WATT. RESISTOR, WERE WOUND 
TERMINALS, TYPE NO. TO BE FOLLOWED BY RATED 450 OHMS. 40 WATTS, TAS TERMINALS. 
DASH AND TOL. IN PER CENT. FLAT STRIP TYPE. TYPE NO. TO SE FOL- 
: LOWED BY DASH AND TOL. IN &. 
(-2) (-1) 
9/25/46 D-16490G8 CHIBA-101714-4 9/30/44 MW-td 
OCT. 44 iSSUE 3 OCT. 44 lor2fa4 2" VITROHM CW: BA-10095-8 
: NOV. 44 bSSUE 17 ' 
ciR- 632309 day ciR- 632317 
POTENTIOMETER, COMPOSITION? RESISTOR FIXED COMPOSITION: csF~ 632325 sp 
' RATED 10,00052, 1/2 WATT. NON-LINEAR RATED 2,5 MEG. OHMS 10 W, FERRULE TERM, RESISTOR. WIRE HOUND 
: TAPER, TYPE 1 ROUND SRAFT REPLACEMENT TYPE NO. TO BE FOLLOWED BY DASH AND TOL. RATEC 800 OHNS; MEETS REI3A 3724. STYLE 
POTENTIOMETER TO HAVE 2" SKAFT. TYPE NO. iN 8. A. GRADE 1, CLASS 1, EXCEPT IS NON-IN- 
TO BE FOLLOWED BY DASH AND TOL. TH PER DUCTIVE, TYPE NO. 10 BE FOLLOWED BY DASH 
CENT. ANO TOL. (H & 
(-10) C218) 
9/27/44 6 CFTSF-34327-2-8 9/30/44 MVP CWrBA-10015-21 
OCT. 44 iss. @ MAY 45. 1os3sds NEF CG: M-7471800-30 
HOV. 44 REV. 4 
a ciR- 632310 dau cin- 632318 
POTENTIONETER, COMPOSITIONS RESISTOR, FIXED COMPOSITION: COM632326 RAB-1 
RATED 250,000, 1/2 WATT, LINEAR TAPER, RATED 6 MEGOHMS, 10 WATIS, FERRULE TER- POTENTIOMETER, WIRE WOUND 
ROUND SHAFT REPLACEMENT POTENTIOMETER WINALS, RATED 1000 ONNS $0 WATTS, LINEAR TAPER, 
TO HAVE 2" SHAFT, TYPE NO. TO BE FOLLOW- TYPE 1 ROUND SNAFT. REPLACEMENT POTENTI- 
ED BY DASH AND TOL. IN PER CENT. OMETER TO HAVE 2" SHAFT LENGTH. TYPE NO} 
TO BE FOLLOWED BY DASH AND TOL. IN %. 
(-26) CANCELLED (+95) 
9/27/44 6 CFTSF-34327-2-9 9/30/44 Mvp (-10) 
OCT. 44 iss. £ OCT. 44 tos3s/aa CRY: W-303289-46 
NOV. 44 
ciR- 632311 dau cik- 632319 3 
iw POTENTIOMETER, COMPOSITION: RESISTOR, FIXED. WIREWOUND cw¥- 632327 Qua 
RATED AT 25,0002, 1/2 WATT, LINEAR TAPER, RATED 1S OHMS, 5 WATIS. RESISTOR, WIRE WOUND 
TYPE { ROUND SHAFT. REPLACEMENT POTENTIO- RaTEQ 3900 OHMS, ¥/4 WATT. PIGTALL AXIAL 
METER TO HAVE 2" SHAFT, TYPE NO, TO BE LEADS FOR D-C & LOW FREQUENCY USE (LOW 
FOLLOWE® BY DASH AND TOL. iN PER CENT, : TERE CONSTANT) TEMP. C iClENT 80 + 50 
(-10) PevsoF, TYPE NO. TO BE FOLLOWED BY DASH 
€-10) AND TOL. tN he 
9/27744 ¢ CETTF-34327-2-3 9730744 4A i719 
ect. 44 ‘SS. £ NOV. 44 10/23/44 p-165755A ESA-682056-100 
NOV. 44 iSSUE 25 
ciR- ©32312 dau ciR- 632320 
POTENTIOMETER, COMPOSITIONS RESISTOR, FIXED COMPOSITION CMA- 632328 Nee 
RATED AT 2,090,0092, 1/2 WATT, NON-LIN- RATED 2 MEGOHMS, 173 WATT. POTENTIONETER. WIRE WOUND 
EAR TAPER. SCREW ORIVER SHAFT 572", TYPE RATED 20 OHMS, 4 WATTS, NO TAPER. RE- 
NO. 10 BE FOLLOWED BY OASH AND TOL. IW PLACEMENT POTENTIO ER TO HAVE 2% SHAFT 
PER CENT. LENGTH. TYPE 1 ROUND SHAFT, TYPE NOe TO 
BE FOLLOWEO BY DASH AND TOL. IN %, 
(+20) (-53 
9/27/44 CFTSE-34327-2-11 9730744 F 1/3 (+10) 
— oct. 44 iss. £ NOV. 44 10/3744 M20R CRV-K-866034-1 
NOV. 44 
ciR- 632313 au ca06323521 us 
POTENTIOMETER, COMPOSITION: RESISTOR -WIRE HOUNDS cwC- 632329 
RATED AT 2,000,000, 1/2 WATT. LINEAR RATED 6300 CHMS; 30 WATIS. TAS TERMINALS RESISTOR, FIXED WiWe 
: TAPER, SCREW BRIVER SHAFT 2 174", TYPE FLAT STRIP TYPE, TYPE NO. TO BE FOLLOWED RATED 900 OHMS: 100 WATTS: SOLOERING 
Co) WO. TO BE FOLLOWED BY DASH AND TOL. EN BY DASH AND TOL, IN 4. UGS 8 HERE CONDOS AT VRE: Oe TORE ROL 
PER CENT. LOWED BY BASH AND TOL. EN 4. 
(20) (+6) 
. 9727/44 6 CETSF-34327-2-12 10/2/44 1 1/74" VITROHM CW: BA-10095-69 (-103 
OCT. 44 iss. € NOV. 44 ISSUE 17 10/3/44 CHC: WIRTHY 
HOV. 44 
cao- 6 Qua 
eine Bi 201 nada WouND cwe- 632330 
RESISTOR, FIXED WIRE o Q BES Tay hen 
WOUND: RATED 24,000 OHMS, | WATT, NON- RATED 20 OHMSs 40 WATTS. TAB TERMINALS. ESISTOR, FIXED, WoW. ; as 
an, 2 , FLAT STRIP TYPE. TYPE NO. TO BE FOL- RATED 50090 OHMS, 20 HATTS SOLDERING LUGS 
ENDUCTIVE. TYPE KO. TO BE FOLLOWED BY : Pare : 
DASH AND TGL. IN PER CENT. LOXED SY DASH AND TOL. IN %. & WERE LEADS. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN 8. 
ct) rareras 2" VITROHM Ck: BA-10085-79 4-20) 
: Me WH-12 NOV. 44 ISSUE 17 10/3/44 CHC: WIRTHY 
4 ‘ NOV. 44 
: woth 
= ciR- 632515 Tse ee ChO- 632351 Sc-2 REGSAIOTA 
NEGuee  Ratenaee nao ONNS. 1 WATT RATED 100 OHMS. 40 WATTS. TAB TERMINALS. RES | STOR. PAKS 0) SHE STYLE 8 1/2 27 
mous s ee : FLAT STQiP TYPE, TYPE NO. TO BE FOL- WOUND: RATED 16 OnKS, FSO WATIS, 
LOWED BY DASH ANO TOL. IN &, 
- teh (+403 
= ; 1042744 2" VITROHM CW: BA-10695-£0 
9/30/44 WH-1S Neyo 4a issuer? 1ofa744 8 1/2 -D 
| reesei | . 2 c iameein 
oct. 44 aianas ae NOV. 44 
pnrenei issuaD - hat, issusD ar 7 eX. 
(eae | “WRATH? | ARSIRACTUAIEA vara | RRA? ANHATRINE care | MARTE? [STATE 
RESTRICTED NAVSHIPS 900,109 


3 .63 -104 Class 63—Resistors—Potentiometers—Attenuators 
CAMO [Fins assignee ror | aA ARLHSn DENA [FIRST Assignep ron | HALL ARMING, DEAE ATION [Fins assionen rox | oP GRAMS, 
; : 1 cu- 6 QuB : 
: ca0- 632332 sc REGSAIOIA 32339 632349 ts-120/UP RE 13K 3725 
RESISTOR, FIXED WIRE STYLE 4 1/4 2T RESISTOR, WIRE WOUND: = me 
: WOUND: RATED 850 OHMS, 75 WATIS. RATED 135 OHMS, t/4 MATT PIGTATL AXIAL RESISTOR 3, WERE WOUND: STYLE & 
j : LEADS (FOR LOW TIME CONSTANT USE) TEMP FERRULE “TYRE RATED: "20,000 ONS. 
i COEFFICIENT 804S0PPH/°F, TYPE NO. TO BE 
, FOLLOWED BY DASH AND TOL. IN 4. 
cn 
44 0-165760-A ESA-682056-99 
; eg eens woe ResGerae 10/14/44 CSFLISF CRB:RE-1102-1 
! mon 7 BAY 45 USSUE A 
‘ 
, - sk REGSAIOIA cw- 632340 Que 
cad- 632333 EGIAIS 323 F cHc- 632350 tTs-t20/ur 
: RESISTOR, FIXED HIRE STYLE 4 174 ZT RESISTOR, WERE WOUND: } 
WOUND: RATED 1000 OHMS, 75 WATIS. RATED 1500 OHMS, 1/4 WATT, PIGTAIL AXIAL POTENTIOMETER, COMPOSITION: 
LEADS. FOR DC AND LOW FREQUENCY USE RATED | MEGOHM, 1 WATT. LINEAR TAPER. 
(LOW TIME CONSTANT) TEMP COEFFICIENT TYPE 1 ROUND SHAFT, REPLACEMENT POTENTIO- 
BO+SOPPM/°F. TYPE NO. TO BE FOLLOWED BY METER TO HAVE A 2 INCH SHAFT. SPOT 
i DASH AND TOL. (N 8. SWITCH. SAME AS -631966 EXCEPT FOR CON- 
{ (-1) TACT ARRANGEMENT OF SWITCH. TYPE NO. TO 
osasda: oR TERE 10/9/44 D-165755-R £SA-642056-101 BE FOLLOWED BY DASH AND TOL. tM %. 
WOY. 44 NOV. 44 ISSUE 25 VO/i 4/44 PrSsWwHS CKBZRE-1080 
. Nov. 44 ISSUE A 
6 csF- SR 
cwe-632334 632542 : cTc- 632351 oce 
RESISTOR, FIXED WIRE WOUND RESISTOR, COMPOSITION: POTEITOUELERLA COMPOSITION 
; RATED 2 OHMS, 10 WATTS TYPE NO. TO BE RATED 310,000 OHMS, 6.0 WATTS, 0.00283 tes aA ve fee SITIO Tee 
: FOLLOWED BY DASH AND TOL. IN 3. AMPS. FERRULE TYPE, TYPE NO. TO BE eee OO 008g Me ae Cee NAVE NOMEN I 
FOLLOWED GY DASH AND TOL. 1M PER CENT. TAPER. TYPE 1 ROUNO SHAFT. REPLACEMENT 


POTENTIOMETERS TO HAVE 2" SHAFT LENGTH. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 


(-10? (-10) ines 
4144 RTHY 10/1144 $3 MEGOMAX CSF:Sit-44 e 
ae i WIRTH nove. a4 é 10/18/44 35 CML: 25270,3SS.3 
7 NOV. 44 CTC: SPEC #173 
CTC- 632335 Tem-12 RE 13A 492 csfe 632344 sr < 5 
POTENTIOMETER, WIRE WOUND: RESISTOR COMPOSITION: ctc- 63235 ace 
RATEO 7,000 OHMS, LINEAR TAPER, 2 WATT, RATED 39,000 OHMS, 6.0 WATTS, 0.0193 POTENTIOMETER, COPOSITION F 
3/8" BUSHING, TYPE 1 ROUND SHAFT. FOR AMPS. FERRULE TYPE. TYPE NO. TO BE RATED 100,000 OHMS, 1/2 WATT. NON-LINEAR 
REPLACEMENT USE 2" SHAFT. CONTACT ARM FOLLOWED BY DASH AND TOL. IN PER CENT. TAPER. TYPE # ROUND SHAFT. REPLACEMENT 
1S INSULATED FROM SHAFT, SHAFT ANO BUSH- POTENTIOMETERS TO HAVE 2% SHAFT LENGTH. 
ING ARE GROUNDED TO COVER. TYPE NO- TO UNCLUOES VR TYPE SwiTCH, SPOT. 3 AMPS, 
®CRVIM-426857-P2 REV 3 (-109 125 VOLTS. SAME AS -652351 EXCEPT HAS 
10/6/44 CIR-W CAY:M-7403975 10/11/44 #3 HEGOMAX CSFsSti-44 (-20) 
BAY 45° CTC3252 *SEE ABOVE NOV. 44 : 10/18/44 9 VR-35 CML: 25271 ISS.3 
NOV. 44 CTC: SPEC #i74 
cre- 632335 csF- 632345 sr RE 13A 372 Hee bsaee 
BE FOLLOWED BY DASH AND TOL. IN PERCENT. RESISTOR, WIRE-WOUND: STYLE E in 
etre ? : RATED 6300 OHS, 20 WATTS, 0.016 AMPS. SWITCH. TYPE NO. TO BE FOLLOWED BY DASH 


AND TOL. IN %. 


: 10/11/44 20F CSF:S-11-42 
NOV. 44 
CG- 632336 Yeu-12 COM- 632346 TOE RE 13a 492 cra- 632353 OCB RETSAA92 
RESISTOR PEAK LIMITING: POTENTIOMETER, WIRE WOUND: OTERTCOnET ERC Wi @eLWOUGR 
@ATEW® 3000 VOLIS + 30%, 3.5 WATTS. RATED 16 OHMS, 100 WATTS, LINEAR TAPER, POTeNs eR rea eT a 
THYRITE. TYPE 3 FLAT SHAFT. REPLACEMENT POTENTIO- PEAR Tole HERG REC TIEN GGRUL TEE! TUBE ; : 
METER TO HAVE 2" SHAFT. TYPE NO. TO BE & Ny : aad 
PobcoueDaay Aci mes tack \N 3. ROUND SHAFT. REPLACEMENT POTENTIONETERS 
TO HAVE 2" SHAFT LENGTH. LINEAR TAPER. 
TYPE WO. TO BE FOLLOWED BY DASH AND TOL. 
10/6/44 K-3993037-R CAY3M-7417504 10/11/44 BO447MODEL. K CAY:7608228-183 fu 5. 
pec. 44 Nov. 44 REV. 12 ORL eL Et <bEr 808 ae 
cBz- 632337 tor gnerGA2 541: Achse CMA- 632354 HARK 33 
POTENTIONETER, COMPOSITIONS Reon Nene CMOUND POTENTIONETER, WIRE WOUND 
RATED 25,000 OHMS, 2.0 WATTS, LINEAR 222 OHMS, PIGTAIL AXIAL LEADS. TYPE NO. RATED 2500 OHMS, 4 WATTS, LINEAR TAPER 
TAPER. TYPE 2 SCREWORIVER SHAFT 3/4” TO BE FOLLOWED BY DASH AND TOL. IN he SPECIAL 1/74" SHAFT 374" LONG. MEETS PER- 
Re Ais pee ROLEQHED CY OASH FORMANCE CHARATERISTICS OF RE134492. 
AND TOR sy UR URER CONT: TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
IN g. 
(192 Topiapad 1-FX see 
10/6/44" t oe aa 10/18/44 CHA: M2500P CG: M-7467506-1 
Nov. 44 . wOV. 44 KEV 16 
cH- 6323398 QuB 632348 ts-120/uP RE 13A 3729 cHa- 632355 MARK 33 
RESISTOR, WIRE WOUND: RESISTOR, WIRE WOUND: STYLE E Raten RE ane 
RATED 10,600 OHMS, 174 WATT, PIGTAIL FERRULE TYPE, RATED 12000 OHMS. RATE abe ones GM. bi R 
AXIAL LEAD: FOR DC AND LOW FREQUENCY USE SEL ait byaa athe Wien tnt twetnee 
(LOW TIHE CONSTANT) TEMP COEFFICIENT oT uee bed gae niet atcha. cement cee 
GOLSOPPH/°F. TYPE NO. TO BE FOLLOWED BY ey ectce: Meee ec couee Ge BAsiCnAb Toi 
DASH AND TOL. In 3. eee Le 
ore) - 
10/3/44 0-165755A ESA-682056-98 10/14/44 CSF-20F CRBLRE~1 102-2 eae = 
NOV. 44 ISS. 25 MAY 45. CBN:758-494 ISSUE A 1ov1es44 CMA: MSOOP CG: M-7467506-2 
* ASSIGHED ASSIGHED NOY. 44 REY 16 
{53050 IssueD 
; ; : : = 
[ean | “savant | saarninna _| care | MaWARTAR? | SARITA | Date Mean? | AWA | 


NAVSHIPS 900,109 RESTRICTED 


Class 63—Resistors—Potentiometers—Attenuators 


[__okerns, [ruse asscnen rox | Gerais. | [HAMAR [ruse assoneo vor | REMY, | 


3.63-105 


[ oe ae [ews ASSIGNED FOR of EGR 


cuC- 632356 Ts-itosup 

POTENTIOMETER, COMPOSITION 

RATED 100,000 OHMS, 1} WATT. LINEAR TAPER. 
TYPE 1 ROUND SHAFT. REPLACEMENT POTENTI- 
OMETER TO HAVE A TWO INCH SHAFT LOCK 
WASHER AND NUT. TYPE WO. TO BE FOLLOWED 
BY DASH AND TOL. IN $. 


(110) 

10/19/44 P37W CRB: RE-1083 
NOV. 44 ISSUE A 

cuc~- 632357 MARK 33 REI3A492 


PITENTEOMETER, COUAL) WIRE 

WOUND: RATED 20,000 OHMS, 4 WATTS, EACH 
SECTION LINEAR TAPER, TYPE 2 

SCREWORIVER SHAFT 15/16" LONG, TYPE NO. 
TO BE FOLLOWED BY DASH AND TOL. IN &. 


(410) 
10/19/44 DP-10-W CG: M-7472944 
NOV. PT. 1, REV O 


cmc- 632358 tS-120/uP REt3A492 
POTENTSOMETER, WIRE-WOUND - 

RATED 3000 OHMS, 4 WATTS. LINEAR TAPER. 
TYPE 2 SCREWDRIVER SHAFT, 1/2 #NCH LONG, 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
in 3. 


(+10) 
10419744 P10-3000 CRBs RE-1072-t2 
NOV. 44 (SSUE B 


cazZ- 632359 MARK 33 

POTENTIOMETER, COMPOSITION 

RATED 100,000 OHMS, 2 WATTS, LINEAR TA- 
PER. SPECIAL SHAFT 3/4" LONG. TYPE NO. 

TO BE FOLLOWED BY DASH AND TOL. IN %. 


¢t10) 
tosi9744 J CG: P-7764524 
NOV. 44 PT. 23, REV 15 


cBZ- 632360 HARK 33 

POTENTIONETER, COMPOSITION 

RATED 2,000 OHMS. 2 WATTS, LINEAR TAPER. 
SPECIAL SHAFT 3/4" LONG. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN 3, 


(410) 
10419744 J CG: P-7764524 
NOV. 44 PT. 36. REV 15 


c8Z- 632361 HARK 33 

POTENTIONETER, COMPOSITION 

RATED 200,000 OHMS, 2 WATTS, LINEAR TA- 
PER. SPECIAL SHAFT 7748" LONG. TYPE NO} 
TO BE FOLLOWED BY DASH AND TOL. EN &%. 


(410) 
yosissae oJ CG P-7764622 
NOV. 44 PT. 16, REV 8 


€3Z- 632362 MARK 33 

POTENTIOMETER, COMPOSITION 

RATED 2000 OHMS, 2 WATTS, LINEAR TAPER. 
TYPE 2 SCREWDRIVER SHAFT 1" LONG. 

TYPE NO.TO BE FOLLOWED BY DASH AND TOL. 
iW s. 


ROWSESA-691122-19, ESS 28 
hosigsas oJ CG: P-7765939 
NOV. 44 PT. 12 REVS * 


CHC- 632363 ts-120/uP RE13A492 
POTENTIOMETER, WIRE WOUND 

RATED 10,000 OHMS, 4 WATTS, LINEAR TA- 
PER, TYPE 2 SCREWDRIVER SHAFT, 1/2 INCH 
LONG. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN %. 


(tio) 
10/19/44 P10-10000 CRBs RE-$072-18 
NOV. 44 ISSUE 8B 


AETHBEES 


CHC- 632364 Ts-120/UP REI3A492 
POTENTIOMETER, WIRE WOUND 

RATED §0,000 OHMS,4 WATTS. LINEAR TAPER, 
TYPE 2 SCREWDRIVER SHAFT, 1/2 INCH LONG. 
TYPE NO. TO BE FOLLOwcD BY DASH AND TOL. 
IN S$. 


(tto0) 
10/19/44 P10-50000 CRB: RE-1072-28 
NOV. 44 ISSUE 6 


CMA> 632365 TS-120/uP RE13A492 
POTENTIONETER, WIRE WOUND 

RATED 10,000 OHMS, 9 WATTS, TYPE 2 SCREW- 
ORIVER SHAFT 3/8 INCH LONG, LINEAR TAPER 
TYPE NO. 70 BE FOLLOWED BY DASH AND TOL. 
IN 3. 


(410) 
10/19/44 ELOMP CRB: RE-1070-2 
NOV. 44 [SSUE A 


CIR 632366 Qua 

RESISTOR, COMPOSITION 

RATED 10 MEGOHHS, 10 WATTS. TAB TYPE 
TERMINALS, TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN &. 


10/21/44 MVP CW: BA-10015-68 
NOV. 44 ISSUE 9 


Cao- 632367 Que 

RESISTOR WIRE WOUND: 

100 OHMS, 40 WATTS, TAB TYPE TERMINALS. 

TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
(N PER CENT, ‘ 


10/21/44 3 1/2"8 CWrB8A-10051-30 
DEC. 44 ISSUE 19 


cao- 632368 Qs 

RESISTOR, NIRE WOUND? 

450 OHMS, 40 WATTS, TAS TYPE TERMINALS. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
IN PER CENT. 


10/21/44 3 1/2" 8 CW3BA-10051-31 
DEC. 44 ISSUE 13 


c8Z- 632369 Qua 

POTENTIOMETER, COMPOSITIONS 

RATED 0.1 MEGOHMS, 2 WATTS LINEAR TAPER, 
TYPE | ROUND SHAFT 3/8" BUSHING. SPST 
SWETCH RATED AT 3 AMPS 125 VOLTS, OFF AT 
EXTREME COUNTER-CLOCKWISE SHAFT POSITION. 
REPLACEMENT POTENTIOMETER TO HAVE 2" 
(£20) 

10/21/44 JS CWSBA-10034-564 
DEC. 44 ISSUE 28 


c8Z- 632369 
SHAFT. TYPE NO. TO SE FOX.LOKED BY DASH 
AND TO. IN PER CENT. 


caz- 632370 Qua 

POTENTIOMETER, COMPOSITION: 

RATED 10,000 OHMS, 2 WATTS LINEAR TAPER, 
TYPE 2 SCREW ORIVER SLOTTED SHAFT 3/4" 
LONG, 3/8" BUSHING. TYPE NO, TO BE FOL- 
LOWED BY DASH AND TOL. #N PER CENT. 
WCHOSRV-i2 ISS 0 


(£20) 
10/21/44 5 CWrBA-10034~-565 
MAY 45 ISSUE 28 * 


ASSIGNED 
issutD 


c8Z2- 632371 ANn/TPs-1B 

POTENTIOMETER, COMPOSITION: 

RATED 2000 OHMS, 2 WATTS, LINEAR TAPER. 
TYPE 2 SCREWDRIVER SHAFT 1/2" LONG. 3/6" 
BUSHING LENGTH. TYPE NO. TO SE FOLLOWED 
BY DASH AND TQt. {N PER CENT. 


(-20) 
1u/24/44 5 CNSESA-691122-8 
DEC. 44 (ss. 28 


caz- 632372 an/tes-ta 

POTENTIOMETER, COMPOSITION? 

RATED 3500 OHMS, 2 WATTS, SPECIAL TAPER 
(AB, SPEC 1609 CRA), TYPE t ROUND SHAFT. 
REPLACEMENT POTENTIOMETER TO HAVE 2" 
SHAFT LENGTH, BUSHING LENGTH 3/87. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOke IN 
(-20) 


10/24/44 J CHrBA-10034-353 
DEC. 44 Iss. 28 

CaZ- 632372 
PER CENT. 


CBZ* 632373 AN/TPS-1B 

POTENTIOMETER, CONPOSITION 

RATED 5000 OHNS, 2 WATTS, LINEAR TAPER, 
TYPE 2 SCREWORIVER SHAFT 1 5/16" LONG. 
BUSHING LENGTH 3/8". TYPE NO. TO BE FOL: 
LOWED BY DASH AND TOL, tN %. 


(+20) 
10/24/44 ¥ CHIBA~10034-176 
DEC. 44 tSs 28 


ciR- 632374 AN/tPs-iB 

RESISTOR, COMPOSITION 

RATED 5.0 MEG,, 10 WATTS. FERRULE TYPE. 
10,000 VOLTS, DC MAX. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN %. 


(-5) 
10/24/44 MyP CWsBA-10015-22 
DEC. 44 iss 9 


CSF- 632375 Anstes-1B 

RESISTOR, WIRE-WOUND 

RATED 20 OHMS, 90 WATTS. SUPER-NON- 
INDUCTIVE. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN & 


¢-8) 
10424744 E€-4445 CHSESA-687810-4 
DEC. 44 «ss 9 


Ca0- 632376 AN/TPS-18 

RES(STOR, WIRE-WOUND 

RATED 25 OHMS, 10 WATTS. RADIAL PIGTAIL 
LEAOS. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. 4H % 


(+10) 
10/24/44 1 3047-7 CWsBA-10051-33 
DEC. 44 iss 19 


CaAO- 632377 AN/TPS-1B 

RESISTOR, WIRE WOUND 

RATES 50 CHNS, 30 WATTS. TAB TYPE TER- 
MINALS. TYPE NOe TO BE FOLLOWED BY DASH 
AND TOL. UN Be 


(+107 
10424744 1 174" VITROHM CW3BA-10095-67 
DEC. 44 STRIP (iss 15 


MUATHIES | BRAWASTNAIE 


DATE MEIER'S | SANHIATTUAR | 


RESTRICTED 


NAVSHIPS 900,109 


3.63-106 Class 6 3—Resistors—Potentiometers—Attenuators 


T 


eh fe ; ree 
[okteuareh [ase astoweo ron | gic [_ BEULRE,— frnsr asso vox | AML ORAYIS, BELA _—_resr asioneo son | PLTRANSY | 


CAO- 632378 TBK-9 chO- 632386 TBK-9 

RHEOSTAT, WIRE WOUND, RHEOSTAT, WIRE WOUND OVAL: CAY- 632394 Tak-9 

TRIPE S32: RATED APPLOS. 153555: OHUS” HAXS RATED 10 OHMS, 50 WATTS. CONSISTS OF 2 RESISTOR, WIRE WOUND: + 

5.0 OHMS MIN. 3 SECTIONS CONNECTED IN SECTIONS CONMECTED {N PARALLEL: EACH RATED: 2 OMS, 780 WATTS HAN. SPECTAL 

SERIES; LINEAR TAPER; ROUND SHAFT. TYPE SECT{ON 20 ONMS. : TERMINALS. TYPE NO. TO GE FOLLOWED BY 

NO. TO BE FOLLOWED BY OASH AND TOL. IN 4. DASH AND TCL. tN PER CENT. 

10/26/44 VITROHM CAY2P-7707741 10725744 : CAY2P-77058535P3 ¢£10) 

May 45 REV 6 DEC. 44 REV. 19 10/27/44 "H™S9389076 CAY-852763 

DEC. 44 Pol REV 16 
CAO- 632379 AN/TPS-t8 - 63 
HOaeE A prorecie piped 4 gst de cie- 632395 rey 
: RESISTOR, FIXED Wells 
RATED 2600 OHS, $5 MATTS. TAB TYPE TER- RATED 5000 OHMS, 24 WATTS. FERRULE TYPE. POTENTIONCTER, COMPOSITIONS? 
MINALS. TYPE NO. TO BE FOLLOWED BY DASH CEMENT COATED WITH IRC TYPE "C" CENEKT, RATED O,S MEGONMS, 1/2 WATT. LOGARITHMIC 
: AND TOL. €N 4. INSULATED. TYPE N®. TO BE FOLLONED BY TAPER, TYPE 2 SCCEM ORIVER SHAFT To ise" 
DASH AND TOL. (N PER CENT. LONG. TYPE NO. TO BE FOLLOWED SY DASH 
AND TOL. (N 

(10% 

10/24/44 3 1/2" VITROHM CWzBA-10095-34 10/27744 FG ORViW-306501-59 eanrs) 

DEC. 44 STRIP Iss 18 DEC. 44 10/28/44 CS CAY 48785 

t CEC. 44 P=7706954-7 FON 
CAG- 632380 anstes-13 ciR- 632333 aca 


RES(STOR, Wik CA-G632396 ov¢ 


*WOUND 


~ FIX 
RATED 4650 OHS, SS MATIS, TAB TYPE'TER- oe Siiee ae ORRa, 24 WATTS, FERRULE RESISTOR, COMPOSITION: 
KUWALS. TYPE NO. TO BE FOLLOWED BY DASH TYPE CEMENT COATED WITH tRC TYPE "AM CEs UN{SULATED - RATED 250 MEGONNS, 2 ATT, 
BROS TOL Ake MENT, INSULATED, TYPE NO. TO GE FOLLOWED HE CAG ONAL EN SURGES AURAL AE EADS 2 AUTRE 
, BY DASH AND TOL. IN %. NO. TO GE FOLLOWED BY DASH AND TOL. IN 
PER CENT. 
(+10) 
10/24/44 3 122" VITROHM CW2GA-10095-28 Z ETT CCT Ee 
DEC. 44 STRIP (ss 18 jeer age i SR SOR Set? 1O/31744 65X CA#63X TYPE 
pel. 44 ($$. 1 
ca0- 632381 AN/TPS-1B ciR- 632339 Qce 
RESISTOR, WIRE-HWOUND RESISTOR, FIXED WIRE CAY* 632397 TBK-9 
RATED 6700 @HiS, 55 WATTS. TAS TYPE TER- WOUNBE0? (RATED COO" SANS: EO. MATTSE FERS RESISTOR, WIRE WOUNDS 
BINAUS LURE NG sF Oy BEF ORLQUED. BY DASH RULE TYPE CEMENT COATED WITH IRC TYPE RATED 0667 @HHS, 750 WATTS. ADJUSTABLE 
AND TOL. (h "9" CEMENT. INSULATED, TYPE NO. To SE Tag TYPE NO. TO BE FOLLOKED BY 
FOLLOWED BY DASH AND TOL. IN 4. DASH AND TOL. [N PER CENT. 
(+109 . 
10/24/44 3 1/2" VITROHM CH2BA-10095-31 10/27/44 EC CRVEW-306501-51 (+10) 
DEC. 44 STRIP iss 18 hay: VICEsGS N3YS91228-a $52763,P14 
DEC. 44 REV. 16 
CItR- 632382 ansetps-18 ctR- 632390 acs 
RESISTOR, COMPOSITION RESISTOR FIXED WeWe CA0- 6323593 TeK-9 
RATED 2.0 MEGORMS, 4 WATTS. FERRULE TYPE, RATED 150 OUMS, 160 HATIS, FERRULE TYPE: RESISTOR, HIRE WOUND: 
7500 VOLTS DC HAX. TYPE NO. TO BE FOL- IRC CEMENT "SO". TYPE NO. To BE FOLLOWED RATED 400 OHMS, GO KATTS. TYPE NO. TO BE 
LOWED BY DASH AND TOL. iN Se BY DASH AND TOL. IN 3. FOLLOWCD BY DASH AND TOL. IN PER CENT. 
*423596, REV 2 
(+109 (+403 
10/24/44 MYT CHIEA-10015-33 Los27v44 HE cRvi¥-306901-82 ACAYISH1OSBIAG-A CAYIKLSATO38146 
DEC. 44 Iss Dec. 44 i1/2044 SEE ALOVE CAY-11-D-662 
Fee. 45 P.30 #25 % 
CIR- 632393 AN/TPS-1B ctR= 632391 aon 
RESISTOR, COMPOSITION: RESISTORDETXE OSUMIS CBZ- EF2AAIDANZUPM 1, 1A 
RATED 2.5 MNEG@HMS, 4 WATTS. FERRULE POTENTIOUETER, COMPOSITION 


RATED 2000 OHMS; 150 MATTS. FERRULE 
TERMINALS. TYPE B (RC CEMENT. TYPE NO. 
TO GE FOLLOWED BY DASH AND TOL. in &, 


TYPE, 750° VOLTS DC MAX. TYPE hO. TO BE 
FOLLOWED BY DASH AND TOL. §N PER CENT. 


RATED $000 OHMS, 2 
ROUND SHAFT; REPLAC 
T@ HAVE 2" SHAFT 1a” 
TO BE FOLLOWED BY DASH ANC TOL. U8 Be 


€-109 
10/24/44 HVT CHIBA-10015-37 , €-10) 
1 NE-8- Vile : 
SEC a4 een 0727/44 HE-8-C CRYi4-306501-48 toseerd ko usk ce Oo4 ib ee tskexe 
DEC. 44 
DEC. 44 REV O 
. a 
CAO 652394 TE cIR+ 632392 aces 


RHEDSTAT, WIRE WOUND RESISTOR = FIXED WeNe €A9- 632400 T3r-3 


DUALS RATEO 7200 OHMS +20-10%. 150 i @ = ERRACE. TERS RUE@STAT, wl OUMNO 

WATTS. CONSISTS OF 3 SECTIONS CONNECTED MGvAUS FRE aaEe el ce eNE: peipebe IFS RATED 40 OHMS, 200 WATTS APPROX. LINEAR we 
tN SERTES EACH RATED 2400 OMS. 50 2 TAPER, TYPE fl ROVND SHAFT. S" PLATE, 20 

WATTS. EQUAL STEPS ReStStaAwCE TO DECREASE wT 

RSLHILAR TO CAO BULLETIN 60A FIG 9 CLUCKAWESE KOTATION. CURRENT ARPS 2.2 


FIRST STcP. 2.2 LAST STEP. REPLACERENT 


10/25/44 SEE ABOVE. CAYSP-7711769 RHEOSTAT TO HAVE 2” SHAFT. 
427744 KH RVSH- Ores 
DEC. 44 GP 1 REV 2 Rass : 30.88 3 1843744 61-023 CAYIT-+7605130P3 
s OEC. 44 REY 4 * 
Gre BAe I Ea DE ci 632393 surt 


CAO- 632401 TSL-3 
RHEOSTAT. WIREHOUND 


RUEOSTAT, WIRE WOUND DUALS 


RESISTO PRECISICH WIRE 
RATED 5000 OMS, 150 WATTS. CONSISTS OF Re 7 


WOUND? RATED 42,500 OHHS, | WATT PEG- 


2 SECTIONS CONKECTED IN SERIES, EACH Z Peet fe RATED 4500 OHNS, LESEAR TAPER. .05 TO 
RATED 2500 OHNS, 75 WATTS. TEMPE COLeRieLe ade HG ereierc VRE Toe. «1S AMPS, TYPE #1 ROUND SHAET. TAPERED 
TO BE FOLLGWED BY DASH AND TOL. IN PER BO CGANE EQUAL VOEEAGE SAND, TOSERCR EASE 
ceNEL VOLTAGE WITH CLOCKWISE ROTATION. 6" 
SSIMTLAR TO CAO BULLETIN 60 A FIG 8 Csi PLATE’ RESISTANCE TO DECREASE WITH CLOCK 
10/25/44 WSEE ABOVE CAY:P-7709844 rasonyaacoet ea497k eShucb3 0eec 107 WISE ROTATION, 
DEC. 44 GP 1 REV 5 DEC. 44 ISS. 26 11/5745 CAY2T-730G6130P2 
ASSIGHED DEC. 44 REV 
issues 
batt MARUEACTHORS —[ MANKEAPTUNA oaTe MORES | gAWATUREEA, pare | RESTORES] SATIRE. —_ | 


NAVSHIPS 900,109 RESTRICTED 


Class 63-—Resistors—Potentiometers—Attenuators 3.63~107 


[RNR [rar assonee vox | greens | | GMMGAARN, [rar assonzo ron | SERN, | [AREA [ror assanao ror | GL AROIN, _| 


chO- 632402 Ter-3 CAY- 632410 TBK-20 

RHEOSTAT, WIRENOURD RESISTOR, WIRE WOUND; CMC. 632418 RKBU-1 

RATED 20 OHNS, LINEAR TAPER, 2.1 ANPS. RATED 3 OHMS; TAPPED AT 2 OHMS. OPERATES POTENTHONETER, COMPOSITION 

TYPE 41 RGUNO SHAFF. 67 PLATE EQUAL AT 14 AMPS CONTINUOUS (375°C RISE), 588 RATED .5 MEG.. 172 WATT, SPECIAL "H® 

STEPS, RESISTANCE TO DECREASE WITH CLOCK WATTS. TYPE NO. TO 8E FOLLOWED BY DASH TAPER, SCREWDRIVER SHAFT 778" LONG. 260° 

WISE ROTATION. AND TOL. (N PER CENT. ROTATION. TYPE NO. TO BE FOLLOWED BY 

DASH AND TOL. IN %, 
(+10) 
11/3744 CAY:T-7606130P2 Ws474464 0 FANN 631077, (+20) 
DEC. 44 REY 4 DEC. 44 SHt32git REY. 38 11/8/44 37-8 
DEC. 44 

CA0632403 TaLr-2 cAY- 632411 T8K-20 

RHEOSTAT, WIREWGUND RES(STOR, WIRE WOUNDS CHC- 652419 RaU-t 

RATED 30 OHS, 220 WATTS LINEAR TAPER, RATED 0.84 OHNS, TAPPED AT 0.56 OHMS. POTENTIOMETER. COMPOSITION 

TYPE #1 ROUND SHAFT, 6" PLALE 20 EQUAL OPERATES AT 29 ANPS CONTINUOUS ((375°C RATED 50,000 OHMS, $72 WATT. SPECIAL "H™ 

STEPS - DECREASES WITH CLOCKWISE ROTA- RISE) 706 WATTS. TYPE NO. TO BE FOLLOWED TAPER, SCREHDRIVER SHAFT 778", 260° RO- 

TION. CURRENT AMPERES 5.4 FIRS! STEP, BY DASH AND TOL. #N PER CENT. TATION. TYPE WO. TO BE FOLLOWED BY DASH 

2.7 AMPS. LAST STEP. REPLACENENT RHEO- AND TOL. CH Be 

STAT TO HAVE 2" SHAFT. €-f09 

11/3/44 63-407 CAY:T-7606130 HV/7/44 0 PHHO 631077 EO, Jet 

DEC. 44 FIG 3 REV 4 DEC. 44 Si#1312904 REV. 48 Tisesad S7-¥ 

DEC. 44 

c8Z- 632404 AN/Tps-18 cao- 632412 Teak-9 es a 4 

POTENTIOMETER, COMPOSITION RESISTO@, WIRE WOUND: er 652420 spud 

RATED 300 OWS, 2 WATTS, LINEAR, TAPER, RATED 169 O4MS, 10 WATTS. SCREW TAS POTEWT ROME a: COUr Denon , 

TYPE 1 ROUND SHAFT. REPLACENENT POTENT(- TYPE TERMEGALS, HAS 2 SLIDING CONTACTS. RATED $000 @HMS, 172 WATT. SPECIAL RWS 
F OMETER TO HAVE SHAFT 2" LONG. BUSHING TYPE NO. TO SE FOLLOWED BY DASH AND ToL, TAPERS SCRENORI VERS SHAE I yt, it 80 .R De 
on FHOSVLONG. THRELNO. FOCAL. FOLLOWED BY (me PE@ CENT. TATION. TYPE NO. TO BE FOLLOWED BY DASH 

DASH & TOL. GN %. BRO: LOD RRs 

(+20% (+10) 

liresaa sy CuEBA-10034-828 11/28744 CAY-$H774001 CAY-96-D-184 veaaeh 34 

E / : 

DEC. 44 ISSUE 28 DEGs AS Revove DEC. 44 
iti 5 4 : 

cBZ- 632405 ansips-ta cue- 632413 Rau-1 

POTENTEONETER, COMPOSITION POTENTIONETER, CONPOSITLON: CNC~ GF2421  RSEU-4 

RATED: 10,000 ONS, 2 WATTS, LINEAR TA- RATED 10,000 OHMS, 1/2 WATT. SPECIAL POTENTLOMETER, COMPOSITION 

PER, TYPE 2 SCREWDRIVER SLOTTED SHAFT TYPE "V" TAPER, SCREWORIVER SLOT SHAFT RATED 2 NEG, £42 WATT, SPECIAL *H™ TA- 

5/2" LONG, BUSHING 3738" LONG. TYPE NO. 748" LONG. 260% ROTATION. TYPE NO. TO BE PER, ASCREWOSTVER SHAFT 728", 250° ROTA- 

TO BE FOLLOWED GY DASH AND TOL. IN fe, FOLLOKED BY DASH AND TOL. IN & TION. TYPE NO. TO BE FOLLOWED BY CASH 

C710) (42083 . AMD TOL. OM Se 

if6rad CHSBA-10034-839 

DEC. 44 ASSUE 28 178/44 -37-¥ C207 

DEC. 44 VVERSAE S7-H 
DEC. 44 

ceZ- 632406 aAnstrs-te cue GPF 18 REE a= 632499 “Rat 

POTENTIONETER, COMPOSITION POTENTI ONE TERS GONROS LREOIS CUR Se eid. E oI 

RATED: 10,000 ONS, 2 WATTS, HOD. LOG. Meee ea peta kee Nt Re, Se eee AU BES PS TOR MURS. MOUND 

CLOCKWISE TAPER, C3Z TAPER As’ TYPE 1 HW" TAPER, SCREWDRIVER SLOT SHAFT 743" RATES 7500 GINS, 10 WATTS. 


LONG. 260° ROTATION. TYPE NO. TO BE FOL- 


R@UND SHAFT, 8USH gn NG. REP. Ee 
: Ne BONS RET EAL LOWED BY DASH AND TOL. IN fe 


MENT POTENTIOSETER TO HAVE SHAFT 2" LONG, 
TYPE NO. TO BE FOLLOWED GY Gach & TOL. 


iz (+20) TYPE HO. TO BE FRLOVED BY DASH & TOL. 
1iseree ee CWIBA-10054-541 ri setad ue ie 
rs DEC. 44 H1s0744 DASE 
DEC. 44 ISSUE 28 DEC. 44 
CBZ- 632407 ansTPs-ta GMC- 632415 rau-t *632423 To SERIES 
: POTENTIONETER, COMPOSITION: COMPOSTS ONFOTERTLOMETER TIERUATOR. WIRE WOUND 
tT . = NOS 
it RATED 3 MEGOHMS, 2 WATTS, LINEAR TAPER, RNTEDS WBE C Ons The MATT STECLAL OWES TOTAL ATTENUATION 30 Gb‘IN 145 db STEPS 
TYPE 1 ROUND SHAFT, OUSHING 3/8" LONG. TAPER WITH SCREWDRIVER SHAFT. 7/8" POSTERS COGD SXTERNCIAL “LHPEDANGE : 
REPLACENENT POTENTIOMETER TO HAVE SHAFT LENGTH. 260° ROTATION. TYPE NO. TO BE s00/600. ous Weearuge VOSS. ZERO. FOR 
2" LONG, TYPE NO. TO GE FOLLOWED BY DASH FOLLOWED BY DASH AND TOL. IN Be ; NCE ; uA 
. £ ri HHPEBANCE RATIO ANO MINUMUM LOSS FOR 
a (N PER CENT. (+207 UNEGUAL IMPEDANCE. LINEAR TAPER. FLATTED 
11/6/44 CWIBA-10034-540 1178/44 37-0 ORES ola gue te neive s ceNetts: 
é SSUE 28 DEC. 44 TL/10/44 CONS §-3235G6 CAY:7707250 PI 
DEC. 44 ‘ HAY 45. CQT:4-4054 REY. £0 
. c- 632416 Rau-3 
cA0- 632408 anstps-1B CuC- 632% foe quae 
fae ice oUube PGTENTIONETER, COMPOSITION ae 832424 BBE eae: NCES 
i RATED 2700 OHMS, 65 WATTS. TAS TERMINALS. RATED Ze 90 2000 ONS ll 1 Wabi ae PRE AR Hear soos ee we eae LINEAR TAPER; 
jw TYPECHOE, TO. BET RGUUGHED BE TSORSW AND OTOL: TAPER, SCRENORIVER SHAFT 7/8" LENGTH RATED u3, 60 WATTS. LI? ER; 
ia 10 E n : PebeTROTETION. TYSE: NOS TO BE CEOLLGUED TYPE 3 FLATTED SHAFT; REPLACEMENT POT. 
IN PER CENT. BY SASHLAND GOLL IA ae TO HAVE 2" SHAFT. CFERATES AT APPROX. 
44°NA, TYPE NO. 10 BE FOLLOWED BY DASH 
hk (oe05 AND TOL. {N Se 
‘i TI/B/44 ST -8 
VV47/464 3 1/2" VITROHM CW2BA-10095-27 APR. 45 11/10/44 1166 CAY17707250 PS 
a DEC. 44 1S. 18 DEC. 44 REY, 10 
caY- $32409 1ek-13 cHe- 632417 ReU-t cao- 632425 ten senres 
RESISTOR. WIRE WOU POTENTSOHETER, COMPCSITION ics ised 
RATED 2 ONS, OPERATES AT 17 AMPS CON- RATED S00: ONS Gg, Lae GNA ET RECUR ES Ty ee ee a 
E TENUOUS (375°C RISE), 575 WATTS. TAPPED TAPER, SCRENGRIVER SHAFT 7/8" LONG. 269° RATED: 6 LOB Mey TSO NEES CO LNEAR” TARERS 
-~ AT \.4 OHMS, TYPE nO. TO BE FOLLOWED ey ROTATOONS: TYRE NOs 7086 hOCLOWE DE BY ae Ac nat a ot 
Ae DASH AND TOLE two ke TENTIGMETER TO HAVE 2” SHAFT LENGTH, 
R CENT. MAX. CUSRENT 3 ANPS. TYPE NO. TO BE FOL- 
on . arr LOWED UY DASH AND TOL. dH 4, 
5 Mtg Hesos a2 B3to77 1178/44 87-4 
: i oo Sreag 4 ee DEC. 44 iisioras tioe-e GAYS7707260 P4 
2 : asienty| DEC. 44 REY, 10 
cerry a eae ica ne oa “id FSUED = oN 7 
[ [BRAGG | SANIT, care | _MARUIARTVANE aA 


RESTRICTED NAYVSHIPS 900,109 


3.63-108 


oy 


First assicnap ron | AR ARAYING, 


Class 6 3—Resistors—Po tentiometers—Attenuators 


DeNeUATI [rvsr assioneo For | WAVE GRAHSY 


oe FIRST ASSIGNED FOR ot MS 


CON- 632426 TBM SERIES 

ATTENUATOR, WIRE WOUND: _ 

30 STEPS 1.5 BECISEL PER STEP; TERMINAL 
{HPEDANCE 600/600 OHMS; (NSERTION LOSS 
ZERO FOR 1st (MPEDANCE RATIO AND MIN. 
LOSS FOR UNEQUAL IMPEDANCE-TAPERED RANGE 
FROM 1 1/2 DECIBEL TO 128 db ON LAST 
CONTACT. TAPER LINEAR TO 40 dbe FLATTED 
11/10/44 T-350G CAY:7707250 P2 
DEC. 44 REV. 10 


CDN- 632426 
SHAFT E3716" X 174" DLA. 


CaO- 632427 TeM-6(25 ~ ONLY) 
POTENTEOMETER, WIREWOUND 

RATED 40 OHMS, 150 WATTS, LINEAR TAPER. 
TYPE 3 FLATTED SHAFT. REPLACEMENT PO- 
TENTIOMETER TO HAYE 2" SHAFT. MAX. CUR- 
RENT §.9 AMPS. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. EN 3. 


Vist0744 1108-10 CAY37707250 PB 
DEC. 44 REV 10 


com: 632428 Taw ' 
POTENT(OMETER, WIRE WOUND, 

DUAL: RATED 12 OHMS AND 50 WATTS PER 
SECTION, LINEAR TAPER, SPECIAL SHAFT 
25/32". MOUNTED IN TANDEM ASSEMBLY, 
MAX. AMP. 2.04. BUSHING LENGTH 3/8 f{ NCH. 
TYPE NO. TO @€ FOLLOWED BY DASH AND TOL. 
tM E. (+10) 

ti/7i1/44 MOD J #03148 CAYS784t0191-1 
DEC. 44 ASS'Y #6601 REY 1 


CON- 632429 Tew 
POTENTIOMETER - WIiREWOUND 
RATED 1002, 25 WATTS, LINEAR TAPER, TYPE 
3 FLATTED SHAFT. REPLACEMENT POTENTIO- 
METER TO HAVE 2" SHAFT. TYPE NO TO BE 
FOLLOWED BY DASH AND TOL. IN &. 


RELSA492 


tios Tot 
V1/11/44 MOD. H #O1Si CAY:P-7706954-4 
DEC. 44 REV 17 


cir- 632430 su/su-t 

RESISTOR, WIREWOUND?: 

RATED 2200, 26 WATTS. FERRULE TYPE. 

TYPE NO. TO BE FQULOWED BY DASH AND TQ. 
ie PER CENT. 


12/26/44 HY-6-C CBM3738-937 
JAN. 45 ALT oO 


COM- 632431 LS-1017GR RE13A492 
POTENT{OMETER, WIRE WOUND 

RATED 47 OHMS, 25 WATTS, LINEAR TAPER. 
TYPE 3 FLATTED SHAFT. REPLACEMENT POTENT- 
(OMETER TO HAVE 2” SHAFT LENGTH. TYPE NO. 
TO BE FOLLOWED BY DASH AND TOL. IN &. 


11/13/44 MODEL H 
DEC. 44 


CTUsS-1582-A 


cW- 632432 MK 20 MOD 1 

RESESTOR, WIRE WOUND 

RATED 875 OHMS, 1/74 WATT, PIGTACL TYPE 
TERMINALS. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN 8. 


-1) 
11/16/44 D-162746A ESA-682056-106, 
DEC. 44 (SS 27 


bare MAWNAGTH BE Poeuscmitig 


NAVSHIPS 900,109 


CSA- 632433 AN/URA-T2A 

POTENTIOMETER. COMPOSITION: 

RATED 0.5 MEGOHMS, 0.4 WATT. LINEAR 
TAPER, TYPE 1 ROUND SHAFT, REPLACEMENT 
PQTENTIOHETER TO HAVE 2” SHAFT LENGTH. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
(M PER CENT. 


TN/17784 KG CKVSA-71300 PT 
DEC. 44 REV. 1 


CSA- 632434 ANSURA-T2A 

POTENTIOMETER, CONPOSITIONS 

RATED $000 OHMS, 0.4 WATT, TYPE 2 SCREW 
DRIVER SHAFT 1 1/8" LONG. RESISTANCE 
tNCREASES LUWEARLY FROM O-57% EFFECTIVE 
ROTATION FOR APPROX 12% RESISTANCE AND 
LINEARLY FROM $7 TO 95% FOR APPROX 
12-100% RESISTANCE.” TYPE NO. TO BE FOL- 
11/17/44 4G eCKVZA-71300 PT 4 
WAY 45. Rev 1 


: Csa- 632434 
LOWED BY DASH AND TOL. IN PER CENT. 


CSA- 632435 AN/URA-T2A 

POTENTIOMETER. COMPOSITION? 

RATED 1 MEGOWM, 1 WATT, TYPE 1 ROUND 
SHAFT. RESISTANCE INCREASES LINEARLY 
FROM O-57% EFFECTIVE ROTATION FOR 32% 
RESISTANCE ANO LINEARLY FROM 57 TO 95% 
ROTATION FOR APPROX 12-1008 RESISTANCE. 
REPLACEMENT POTENTIOMETER TO HAVE 2" 
11/17/44 4G CKV:A-71300 PT 4 
WAY 45 REV. ¢ 


CSa- 632435 
SHAFT LENGTH. TYPE NO TO BE FOLLOWED BY 
DASH AND TOL. IN PER CENT. 


crc- 632436 AN/uRA-T2A 

POTENTIOMETER, COMPOSITION 

OUAL: TWO SECTION, RATED 1 MEGOHM EACH 
SECTION 8/2 WATT TAPER LINEAR FROM 0-578 
ROTATION FOR APPROX 12% RESISTANCE, ANO 
LINEAR FROM 57-95% FOR APPROX. 12-1008 
RESISTANCE. TYPE 1 ROUND SHAFT. REPLACE- 
MENT POTENTEOMETER TO HAVE 2” SHAFT 
1/47/44 CKVEA-71304 

May 45 PT t, REV. 


CrC- 632436 
LENGTH. TYPE NO. TO BE FOLLOWED BY DASH 


AND TOL. IN PERCENT. 


CON- 632437 anstes-18 

RESISTOR, WIRE WOUNDS 

RATED 10 OHMS, SO WATTS, NON-(NDUCTIVE, 
FERRULE TYPE. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN PER CENT. 


(-20) 


1t758/44 2002 CWBA-10241-2 
DEC. 44 t$s.o4 


“TYPE 1 ROUND SHAFT CURRENT 28 MA RAX. 


CW- 632438 MK 20 MoD J 

RESISTOR, WIRE WOUND: 

RATED 45,000 OHMS, 1 WATT, AXIAL LEADS. 
FOR D.C. AND LOW FREQUEKCY USE. TYPE NO. 
TO BE FOLLOWED BY DASH AND TOL. tH PER 


CENT. 

€-t) 

Vh722744 D-165759A ESA-662056-85 
DEC. 44 #SSUE 26 


cw- 632439 mk 20 Kod 1 

POTENTIONETER. WIRE WOUND: 

RATED 10,000 OHMS. 20 WATTS LIWEAR TAPER 
ROTATION 360°. TYPE 1 ROUND SHAFT. 
CURRENT 45 MA MAX. REPLACEMENT POTENTIO- 
METER TO HAVE 2" SHAFT. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. {WN PER CENT. 
(410) 

V4/22044 B-416555-1 BA-104460-1 
DEC. 44 CAGE371-A MOD. ISSUE t 


CW- 632440 NK 20 MoD 1 
POTENT(OMETER, WIRE WOUND? 

RATED 10,000 OHMS 8 WATTS, SPECIAL 
TAPER, APPROX. PROPORTIONAL TO SQUARE 
OF ANGLE, INCREAS(NG WITH CLOCKWISE RO- 
TATION FROK SHAFT END. 360° ROTATION, 


(410) 
TUS22744 B-416556-2 BA-104460-2 
WAY 45. CAG:371-T MOD. (SSUE I. 


cw-632440 
REPLACEMENT POTENT(OMETER TO HAVE 2° 
SHAFT. TYPE NO. TO GE FOLLOWED BY DASH 
AND TOL. (N PER CENT. 


CSF- 6324417 X-ToOP-1 

RESISTOR, WIRE WOUND: 

RATED 200 OHNS, MEETS RE 13A372 STYLE D 
GRADE 1 CLASS 1 EXCEPT 1S NON-IDUCTIVE. 
TYPE WO. TO BE FOLLOWED BY DASH ARD TOL. 
tM PER GENT. 


11/22/44 CSFSNIF CGIM+7471803 PT24 
DEC. 44 REV. 4 


CARU- 632442 Laf-3 
RESISTOR, WIRE WOUND: ae 
RATED 11,000 OHMS, 2 WATTS. PIGTAIL TYPE 

TERMINALS. TYPE NO. TO 8E FOLLOWED BY 

DASH AND TOL. (NW PER CENT. 


(a8) 

11422744 C-i CABLSH-44A38877 
DEC. 44 REV. O 

COM- 632443 SK-ItM RE 13a 498 


RHEOSTAT, WEREHOUND: 

RATEO 6 OHMS SO WATTS, LINEAR TAPER. 
2.68A. TYPE 2 SCREWDRIVER SHAFT 25732" 
LONG. 5/8" BUSHING. RESISTANCE ELENENT 
CONTACT AND ARM ASE NOT HOUSED. TYPE NO. 
TO BE FOLLOWED BY DASH AND TOL. IN &. 


V1722744 "UP STOCK 
DEC. 44 gO312 


CG2P-7763300 
P16 REV. 27 


CBZ- 632444 AN/UPM-t,ta,tB 
POTENTIOMETER, CONPOSITION 

CDUALI: RATED | MEGOH™, 2 WATTS EACH 
SECTION, LINEAR TAPER, TYPE ONE ROUND 
SHAFT. REPLACEMENT POTENTIONETER TO HAYE 
2” SHAFT LENGTH 174" BUSHING. TYPE NO. 
TO BE FOLLOWED BY DASH AND TOL. tN PER 


(+25) 
Visessaa JY CHZSPT-1037 
DEC. 44 ISSUE O 


coare | “RRRAGTRARES SOT. _| 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenvators 


FIRST ASSIGNED Fi 


oR ELMS 


bez- 632444 
CENT. 


cGU- 632445 MK 20 MoD } 

RESISTOR, WIRE WOUND: 

RATED 150 OHMS, 2 1/72 WATTS TAB TER- 
MINALS. WON-INDUCTIVE. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. tN PER CENT. 


(410) 
11423744 B-4434.14 B-4434.1 
DEC. 44 REV. #1 


cBzZ- 632446 Tce 

POTENTIOMETER, WIRE WOUND? 

RATED 60 OHMS, 4 WATTS,LOGARITHMEC TAPER. 
FOR REPLACEMENT USE 631298. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN PER CENT. 


+15 
12/13/44 TYPE A M-74063539 P 2 
DEC. 44 REV. 7 


C{iR- 632447 oBc 
RESISTOR, WIRE WOUNDS 
RATED 5,000 OWNS, 8 WATTS, RADIAL LEADS. 


(-8) 
11/24/44 DG COAT "C™ CW2BA-10096-17 
DEC. 44 (ss. 8 


ciR- 632448 osc 
RESISTOR, WIRE WOUND: 
RATED 2,000 OHNS, 4 WATTS, RADL{AL LEADS, 


11/24/44 AB COAT "C™ CH3BA-10096-18 
DEC. 44 iss. 8 


ciR- 632449 osc 
RESISTOR, WIRE WOUND? 
RATED 250 OHNS, 4 WATTS, RADIAL LEADS, 


11/24/44 AB COAT "C™ CHSBA-10096-22 
DEC. 44 (Ss. 8 


ctR= 632450 osc 
RESISTOR, WIRE WOUND: 
RATED 750 OHNS, 4 WATTS, RADIAL LEADS. 


11/24/44 AB COAT "Cc" CW:BA-10096-2 
DEC. 44 tss. 8 


CIR: 632451 oe8c 
RESISTOR, WIRE WOUNDS 
RATED $0,000 ONS, 8 WATTS, RACIAL LEADS. 


11/24/44 DG CoAT "C° CWsBA-10096-29 
DEC. 44 (ss. 8 


[GENET [rs asioneo von | ATER, 


3.63-109 


[RU [ease asoneo rox | ASTER, | 


CIR> 632452 osc 


RESISTOR, WIRE WOUND: 


RATED 1000 QHMS, 4 WATTS, RADIAL LEADS. 


11424744 AB COAT "C* CW2BA-10096-25 
DEC. 44 (ss. 8 


ctR- 632453 osc 
RESISTOR, WIRE WOUND: 
RATED 1.200 OHMS, 4 WATTS, TAB TERMINALS. 


11/24/44 AB COAT "C” CWH3BA-10096-26 
DEC. 44 (Ss. 8 


ctr- 632454 osc 
RES(STOR, WIRE WOUND: 
RATED $100 OHMS, 20 WATTS, TAB TERMINALS, 


11/24/44 EP COAT "C™ CW:BA-10096-28 
DEC. 44 (ss. 8 


CIR- 632455 sv 

RESISTOR, WIRE WOUNDS 

RATED 0.625 OHNS, ( WATT, NON-UNDUCTIVE, 
PIGTAIL TYPE TERMINAL. TYPE NO. TO BE 
FOLLOKED BY DASH AND TOL. IN PER CENT. 


(2) 
14/25/44 WW4 CN3BA-10130-38 
DEC. 44 iss. 9 


ciR- 632456 sv 

RES(STOR, WIRE WOUND: 

RATED 1.563 ONNS, 1 WATT, NON-(RDUCTIVE, 
PAGTAIL TERMINAL. TYPE NO. TO BE FOL- 
LOWED BY DASH AND TOL. IN PER CENT. 


(-9) 
11/25/44 WH4 CW3BA-10130-39 
DEC. 44 iss. 9 


csF- 632457 sv 

RES(STOR, WIRE WOUNDS 

RATED .625 OHMS, 2.5 HATTS, TAB TYPE 
TERMINAL. TYPE NO, TO BE FOLLOWED BY 
DASH AND TOL. {N PER CENT. 


Cet? 
11/25/44 RXI CWsBA-10237-3 
DEC. 44 (ss. 1 


csF- 632458 sv 

RES(STOR, WIRE WOUNDS 

RATED 1.563 OHMS, 2.5 WATTS, TAB TYPE 
TERMINAL. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. (N PER CENT. 


(td 
11725744 RXI CHSBA-10237-2 
DEC. 44 iss. 1 


cSF- 632459 sv 

RESISTOR, WIRE WOUND: 

RATED 6.25 OH4S, 2.5 WATTS. TAB TYPE TER 
MINAL. TYPE NO. TO GE FOLLOWED BY BASH 
AND TOL. éN PER CENT. 


6-42 
11/25/44 RXI CusBA-10257-5 
DEC. 44 6/8 UT (ss. 4 


csF* 632460 sv 

RESISTOR, WIRE WOUND: , 

RATED 66.6 OHMS, 2.5 WATTS, TAB TYPE 
TERMINAL. TYPE NO. TO GE FOLLOWED BY 
DASH AND TOL. (N PER CENT. 


(-07 
11/25/44 RX1 CuLBA+10237+1 
DEC. 44 §78 UT ass. 1 


CSF- 632461 sv 

RESISTOR, WIRE WOUND: 

RATED 500 OMS, 2,5 WATTS, TAB TYPE 
TERMINAL. TYPE-NO. TO GE FOLLOWED BY 
DASH AND TOL. {N PER CENT.« 


C-1) 
12/27/44 RX1 CHsBA-10237-4 
DEC. 44 §/8 UT iSs.o1 


ceZ- 632462 HK 20 MoD t 

RES(STOR, WIRE WOUND: 

RATED 0.52 OHNS, 125 WATTS. CONTINUOUS 
RATING WOUND MITH 36 TURNS OF #11 
NECHROME OR ADVANCED RESISTANCE MIRE ON 
CYLINDRICALY GROOVED iSOLANTSTE TUBE 
ARRANGED FOR ¥WO END TERMINALS AND ONE 
(+10) 


11/27/44 X-30711 ¥-2893-D 
DEC. 44 1SS. 4 
coz- 632462 


CENTER TAP (LOOPED RESISTANCE WIRE). 
EQU(PPED WITH FLAT STRIP MOUNTING BRAC- 
KET. TYPE NO. TO GE FOLLOWED SY DASH 
AND TOus (N PER CENT. 


cez- 632463 MK 20 HOD I 

RESISTOR, WIRE WOUNDS 

RATED 1.07 OAS, 125 WATTS CONTINUOUS 
RATING WOUND WITH 56 TURNS OF #14 OR 
ADVANCE RESISTANCE WIRE ON CYLINDRICAL 
GROOVED (SOLANTITE TUZE ARRANGED FOR 
TWO END TERMINALS AND ONE CENTER TAP 
(10) 


Wi427/44 X-30702 Y-2893-D 
DEC. 44 (Ss. 
caz- 632463 


(LOOPED RESISTANCE WIRE). EQUIPPED 
WETH FLAT STRIP MOUNTING BRACKET. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. IN 
PER CENT. 


CEA- 632464 NK 20 NOD 1 

CARBON PILE VOLTAGE 

REGULATCR: CONSISTS OF AN ELECTRO- 
MAGNETIC COIL RATED 2002 0-125 AMPS WITH 
PLUNGER TO VARY PRESSURE ON A CARBON 
PILE RATED 1 1/2 TO 3092 75 WATTS AT 25° 
AMBIENT. WITH CARBON PILE CONNECTED 18 
THE FIELD OF GENERATOR AND THE COIL IN 
VIS27/446 1365-1-A C-127162 

DEC. 44 iss. J 


CEA- 632464 
SERIES WITH PROPER RESISTOR, RNEOSTAT 
AND FULL WAYE RECTIFIER WHICH 1S CON- 
NECTED TO THE OUTPUT TERMINALS OF A 
11971/400 GENERATOR, A + 2 1/2 VOLT RE- 


GULATION OF THE GENERATOR OUTPUT VOLT- 
AGE tS OBTAINED. 


care | ManuragTuRERS | 


SESE 
RESTRICTED 


CRANIRO RUEA 


MARVAGTON® | HANRIATRUER 


NAVSHIPS 900,109 


3.63-110 


SATU rast assioned rox | HAVERING, 


Class 63—Resistors—Potentiometers—Attenvators 


veeRaHe FIRST ASSIGNED FOR oRPERRARN EY | DESSRATION 


FIRST ASSIGNED FOR a oFASESRRL AS 


CAO- 632465 TaK-9 

RESISTOR, HIRE WOUND: 

RATED 25 OWNS, 10 WATTS, SCREW TAB TYPE 
TERMINALS. HAS THO SLIDING CONTACTS. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
UM 8. 


€-10) 
Vt428/744 CAYEHL CAY-86-D-184 
DEC. 44 S#84560) REV. 4 


ca0- 632466 TBk-13 

RESISTOR, WERE WOUND? 

RATED 400 OWNS, 10 WATTS. SCREW TAB TYPE 
TERMINALS. HAS THO CLIO'HG CONTACTS, 
TYPE NO. 70 BE FOLLOWED BY DASH AND TOL. 
tN Be 


(+160) 
11/28744 CAY2WL CAY-86-D-184 
DEC, 44 SH885125 REV. 4 


ciR- 632467 sF sF-t 

POTENTIOMETER, COMPOSITION: 

RATED 0.5 MEGONMS, LEMEAR, 2 WATTS, TYPE 
2 SCREWDRIVER SHAFT 1/2" LONG. 378" 
BUSHING. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. (N PER CENT. 


t10 
11/28/44 CP CBMST738-568 
OECe 44 CBH2733-568 ALT O 


ctR- 632468 sF sF+1 

POTENTIOMETER, COMPOSITION: 

RATED 0.25 HEGOUNS, LINEAR, P WATT, TYPE 
3 FLATTED SHAFT. REPLACEMENT POTENTIO- 
METER TO HAVE 2” FLATTED SHAFT, 3/8 
BUSHING. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. tN PER CENT. 


+10 
14728744 CP CBMST-758-569 
DEC. 44 CBM3738-569 ALT O 


ctR- 632469 SsF.sF-1 

POTENTI R. COMPOSITION: 

RATED | NESOHM, LEK 1 WATT, TYPE 2 
SCREW ORIVER SHAFT i72", BUSHING LENGTH 
3/8". TYPE NO. TO SE FOLLOWED BY OASH 
AND TOL. #N &. 


+10 
1if29/44 cP 
DEC. 44 C2H2758-567 


CBMST-738-567 


CSF- 632470 SF sF-3 

RESUSTOR, WIRE WOUND? 

RATED 89002, 10 WATTS, PIGTAIL TYPE TER- 
MIWALS. MON-INOUCTIVE. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. (N PER CENT. 


+5 
11729744 10NI 
OEC. 44 CBM:733713 


-632471 SF.SF-1 RE 135A 3724 
RESISTOR, WIRE WOUNDS STYLE F 
RATED 90002 


F 
11729744 CSFSISF 
DEC. 44 CBN2738-607 


°632472 sr.sF-} RE 113A 3724 
RES{STGR, WIRE WOUNDS STYLE F 
RATED 25,0002. 


F 


11/29744 CSFSISF 
DEC. 44 C5N3735-561 


ASSIGNED 


-632473 SF SF-1 RE 13A 3720 
RESISTOR, WIRE WOUND STYLE F 
RATED 50,0002, 


Fr 
11729744 CSFSi5SF 
DEC. 44 CBMS738-609 


-632474 SF SF-1 RE 13A 372d 
RESISTOR, WIRE HOUNDS STYLE F 
RATED 15,0002. 


Fr 
1/29/44 CSFI16F 
DEC. 44 CBM3738-589 


"632475 sr sF-1 RE 313A 372d 
RESISTOR, WIRE WOUND: STYLE F 
RATED 60002. 


F 

11/29/44 CSFSISF CBM:T-738-608 

DEC. 44 ALT 0 
-632476 SF sF-t RE 13A 3723 

RESISTOR, WIRE WOUND: STYLE F 


RATED 40,000 OHHS. 


11/29/44 CSFSISF 
DEC. 44 


csF- 632477 sF 

RESISTOR, WERE HOUNDS 

RATED 5000 OHMS, 10 WATTS, PIGTAIL TYPE. 
NON-(HOUCTIVE. TYPE NO. TO GE FOLLONED 
BY DASH AND TOL. IN PER CENT. 


35 
Vt/29444 TONE 
DEC. 44 COM?758-557 


csF- 632478 SF sF-t 

RESISTOR, WIRE WOUND: 

RATED 309009, 10 WATTS, PIGTAIL TYPE. 
NON-INDUCTIVE. TYPE WO. TO SE FOLLONED 
BY DASH AND TOL. §N PER CENT. 


+5 
13/29/44 10 NE 
DEC. 44 CBM3738-492 


caz- 632479 sv 

POTENTIOMETER, COYPNSITION 

DUAL: EACH SECTION OF MEGOHMS, 2 
WATTS, LINEAR TAPER. TYPE 2 SCREWDRIVER 
SHAFT 5/8" LONG. SHAFT LOCKING ARRANGE = 
MENT OF BUSHING. TYPE NO. TO 8E FOLLOWED 
SCGSP-7767054-8 REV. 10 


(+20) 
11/29/44 CBZsJJ 2 CH33A-190054-107 
HAY 45 tSS. 28 


caz- 632479 
BY DASH AND TOL. JN PER CENT. 


caz- 632480 sv 
POTENTIONETER, COMPCSITEON: 
RATED 60 OHMS, 2 WATTS LINEAR TAPER. 


-TYPE 2 SCRENDRIVER SLOTTED SHAFT S/8% 


LONG. SHAFT LOCKING ARRANSEMENT OW BUSH- 
iNG. TYPE NO. TO BE FOLLOWED BY DASH AND 
TOL. tN PER CENT. 


¢-10) 

11/29/44 CBZid CH:BA-10034-479 

DEC. 44 1SS. 28 
-632481 sv RE 13A 492 


POTENTI@METER, WIRE WOUND: 

RATED 100 OHMS, 2 WATTS, LINEAR TAPER. 
TYPE 2 SCREWDRIVER SLOTTED SHAFT $78" 
LONG. SHAFT LOCKING ARRANGE WT ON PUSH. 
Ge TYPE NO. TO BE FOLL BD BY DASH AND 
TOL. §N & 


(-10) 
Wi429/744 CTCS252 CHSEA- 10035-5589 
DEC. 44 (SS. 28 


cez- 632482 sv 

POTENTIONETER, COMPOSITIONS 

RATED 300,000 OMS, 2 WATTS, LIHEAR 
TAPER. TYPE 2 SCREWDRIVER SLOTTED SHAFT 
$78" LONG. SHAFT LOCKING ARRANGENENT ON 
BUSHING. TYPE NO- TO BE FOLLOWED BY DASH 
AND TOL. UN PER CENT. 


(+20) 
11729744 CBZs5 CuTBA-10034-560 
DEC. 44 {SS. 28 


cBZ- 632483 sv 

POTENTIOMETER, COMPOSITION 

DUAL: RATED 660,000 OHMS EACH SECTION, 
2 WATTS EACH SECTION. LENEAR TAPER. TYPE 
1 ROUND SHAFT. REPLACENENT POTENTIONETER 
TO HAVE 2" SHAFT. SIMILAR TO: -632429 EX- 
CEPT HAS LOCKING ARRANGEMENT. TYPE NO. 
20 

11429444 CBZtud CHIESA-691122-6 
MAY 45 tSS. 28 


cez- 632483 
TO SE FOLLOWED BY DASH AND TOL. IN PER 
CENT. 


“ 


CPUs 6324394 ANSAPA-i 7A REGSAS92 
POTENTIONETER, WIRE WOUND, 

DUAL: RATED 50/50 ON: 80 WATTS 
SECTION. TYPE 1 ROUND SHAFT. 
POTENTIONETER TO HAVE 2" SHAFT Lé 
LINEAR TAPER. TYPE’ NO, TO BE FOLL 
DASH AND TOL. IN &. 


EACH 


C-1@) 
t1729744 244-0 CKBI36-A 2008-1 
MAY 45 CHGE 0 


COM- 632495 ANscTPS-128 REI3A492 
POTENTIONETER, WIRE WoUTD 

RATED B +150 WATTS, SPECIAL TAPER 
CONSISTING CF S LUHEAR SECTICHS L42/3/8/ 
5 RATED 3.22/1.95/1.28/0.9/0.65 

OHMS. TYPE 3 FLATIEO SHAFT. REPLACEMENT 
POTENTIOMETER TO HAVE 2° SHAFT. ARRANGED 
(-10) 

11/30/44 #19301 MOD L CM3BA-10027-17 
DEC. 44 {$$ 19 


con- 632435 
FOR 3 HOLE MOMNTING. TYPE "O. TO BE FOL: 
LOweD BY DASi# AND TOL. IH &. 


[oare | *AASTHRRRs | ASNOMRAC TERRE, 


oat | ARACHIS? | AAT | 


vate | SARS] BANAT —_| 


NAVSHIPS 900,109 


RESTRICTED 


Class 6 3——Resistors—Potentiometers—Attenuators 


DENGKATION [FIRST Assicnu For | HASLARAMIG | vedenation [rust ASSIGNED FOR | onan, | 


CON- 632486 SF-SF-1 

POTENTIOMETER, WIRE WOUND 

RATED 22 OHMS, SO WATTS, LINEAR TAPER, 
TYPE 3 FLATTED SHAFT. REPLACEMENT PO- 
TENTCOMETER HAVE 2" SHAFT. FLAT ON SHAFT 
COINCIDES WITH CONTACT ARM. TYPE NO. TO 
BE FOLLOWED 8Y DASH AND TOL. tm 3, 

+10 

11/30/44 3 0316 CBNST738-67 
DEC. 44 


cHC- 632487 SF, SF-1t REI3SA492 
POTENTIOMETER, WIRE WOUND 

RATED $00,000 OHMS, 3 WATTS, LINEAR TA- 
PER TYPE 1 ROUNDED SHAFT. SAME AS CMC 
TYPE W-49 NOW OBSOLETE. REPLACEMENT POT. 
TO HAVE 2" SHAFT. 3/8" BUSHING LENGTH, 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
iM s. 

J1/50/44 P-58- CBR3738-503 

DEC, 44 CBM:738-503 CBM:738-874 ALT O 


emc- 632488 SF sf-4 REISA492 
POTENTI{OMETER, WERE KOUND 

RATED 100,000, 3 WATTS, LENEAR TAPER 
TYPE § FLATTED SHAFT. SAME AS CMC TYPE 
W<49 NOW @BSOLETE. 3/8" BUSHING. REPLACE 
MENT POTENTIOMETER TO HAVE 2% SHAFT. 
TYPE WO. TO BE FOLLOWED BY DASH AND TOL. 
ans, 


11/30/44 P-58-wW CBMST738-544 
DEC. 44 
cHc- 632489 sr sF-1 RET3A492. 


POTENTIOMETER, WIRE HOUN 

RATED 50,000 OHMS, 3 WATTS, LINEAR TAPER 
TYPE 3 FLATTED SHAFT. 378" BUSHING. RE- 

PLACEMENT POTENTIOHETER TO HAVE 2" SHAFT 
TYPE NO. TO BY FOLLOWED BY DASH AND TOL. 
tM he 


11730/44 P-58-H CBM2T-738-572 
DEC.44 ALT 0 
ChC- 632490 NJ 4 REI3SA492 


POTENTIOMETER, WIRE WOUND 

RATED 5,000 OHMS, 3 WATTS, LENEAR TAPER, 
TYPE 2 SCREKORIVER SHAFT 6/8" LONG. 378% 
BUSHING, TYPE NG. TO BE FOLLOWED BY DASH 
AND TOL. IN Se 


tia 

12/5/44 PS8-5000 COH:T801-14 
DEC. 44 ALT 0 

emc- 632491 Nua REI3A492 


POTENTIOMETER, WERE WOUHKD 

RATED 25,000 OHMS, 2 WATTS LEFT HAND TA- 
PER, 3/8" BUSHING, TYPE 1 ROUND SHAFT. 
REPLACEHENT POTENTIOMETER TO HAVE 2” 
SHAFT. TYPE NO. TO BE FOLLOWED BY DASH 
ARD TOL. IN &. 


+10 
4275/44 P$$-2500 CBMET712°892 
DEC. 44 ALT 0 


C§iR- 632492 NI-3, 7, 9 RENSAAI2I 
RESISTOR, WIRE WOUND STYLE Y 
RATED 25002. 


12/5744 DG-3-C CBN3738-SO001V 
DEC. 44 


CHC 632493 RBL-2,5,6 RE13A492 
POTENTIONETER, WERE WOUND 

RATED 10,000 OHMS; 1.6 WATTS; LEFT HAND 
TAPER 500 OHMS AT 112°, 3600 OHMS AT 
238°, TOTAL RESISTANCE AT 3@0° ROTATION. 
TYPE { ROUND SHAFT WITH 3/78" LONG BUSH- 
ING. REPLACEMENT POTENTIOMETER TO HAVE 
2" SHAFT LENGTH. €-103 

12/5/44 H-6833 CNALD-771-8 
DEC, 44 FIG. A REV 8 


care | MAYERETUSER'S | AMSSHIACTHAEEA 


3.63-111 


SHAE a [ruse ASSIGNEO FOR | Of PERRIS. 


cTc-632494 Ret-6 RE 13A 492 
POTENTIONETER, WIRE WOUND: 

RATED 10,000 OHMS; 1.5 WATTS. LEFT HAND 
TAPER, FIRST 55° ROTATION 1000 OHMS, 
LINEAR, BALANCE 9,000 OHNS LINEAR. TYPE 
1 ROUND SHAFT 3/8" BUSHING. REPLACEMENT 
POTENTIOMETER TO HAVE 2” SHAFT LENGTH. 
(-10) 

12/1/44 H-3074 CNArD-779-8 
JAN. 45 FIG. B REV. 8 


enC- 632495 sr sf-t 

RESESTOR, WIRE WOUND? 

RATED 3502, 50 WATTS, TAB TYPE TERMINAL, 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
{4 PER CENT. 


+s 
44730744 ASON 
OEC. 44 CBM2738-772 


caG- 632496 SF SF-1 

POTENTIOMETER, HIRE WOUND: 

RATED 20 QHNS, 4 WATTS, LiNEAR TAPER, 
TYPE 3 ROUND SHAFT. REPLACEMENT POTENTIO- 
METER TO HAVE 2" SHAFT. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. (N PER CENT. 


to 
13/30/44 SOA CBMS1 0008-28 
DEC. 44 


cLl- 632497 SF sF-I 

RESISTOR. VARIABLE: 

RATED 100M, 100 WATTS, 1 TAP, TA® TYPE 
TERMINAL, RESISTANCE BETHEEN TAPS-VAR- 
(ABLE. TYPE NO. TO BE FOLLOWED BY DASH 
AMD TOL. IN PER CENT. 


tto 
11/3044 6 172 KV 
DEC. 44 CBM:738-905 


cezZ- 652498 nk 32 MoD t 
POTENTIONETER, COMP@SITION: 

RATED 200,000 OHNS, 2 WATTS, LINEAR 
TAPER. TYPE 2 SCREW DRIVER SLOTTED SHAFT 
1/2" LONG. 3/8" GUSHING. TYPE NO. TO 8E 
FOLLOWED BY DASH AND TOL. IN PER CENT. 


Coy PT 3-186 
12,1/44 CBZE8 CAOS2A-105087C 
JAN. 46 RE¥. O 


c8z- 632499 HK 32 MOO 1 

POTENTICMETER, COMPOSITION 

DUAL! RATED $00,000 OHMS EACH SECTION, 
2 WATTS, LINEAR TAPER. TYPE 2 SCREW 
ORIVER SLOTTED SHAFT I™ LONG 3/8" 
BUSHING, TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN PER CENT. 


32/1/44 CBZidN CAQS3A-54060C 
JAN. 45 REV. 0 


cBZ- ©32500 mK 32 moo 1 

POTENTIOMETER, COMPOSITION: 

RATED 4,000 OMS, 2 WATTS LOGARITHMIC 
TAPER. TYPE ¥ ROUND SHAFT. REPLACEMENT 
POTENTIONETER TO HAVE 2" SHAFT. 3/8" 
BUSHING. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN PER CENT. 


12/1/44 CBZ CAOSTA-540586 
JAN. 45 REV. O 


-632501 GEN. USE 
RESISTOR: 
THIS HUMBER APPLIES TO ALL 1/2 WATT 
PHEHOLIC INSULATED, WIRE WOUND PIGTAIL 
RESISTORS OF 5/8" LENGTH ANO 3/16" Dia- 
METER REGARDLESS OF RESISTAICE VALUE, 
TYPE HUMBER TO BE FOKL.OWED BY A DASH AND 


-632501 
TWO FIGURES OF THE RESISTANCE VALUE, 
AND THE LAST DIGIT THE NUHZER OF ZEROS 
WHECH FOU.LOW THE FIRST TWO FIGURES. FOR 
VALUES LESS THAN 10, THO FIGURES Witt 
ENDICATE THE RESISTANCE WITH THE LETTER 
CR) FOR DECIMAL POINT. 


-632502 GEN. USE 
RESISTOR WIREWOUND, 172 WATT 
45% RESISTANCE TOLEGANCE, PHENOLIC IN- 
SULATED PIGTAIL: THIS NUMBER APPLIES TO 
ALL 1/2 WATT. PHENOLIC INSULATED, WIRE 
WOUND P(GTAIL RESISTORS OF 5/8" LENGTH & 
3/16" OVAMETER REGARDLESS OF RESISTANCE 
VALUE. TYPE NUMBER TO BE FOLLOWED BY 
1242444 
JUN. 45 


*632502 
DASH ANO SUFFIX COMPRISED OF 3 DIGITS. 
THE FIRST THO ARE THE TwO FIGURES OF THE 
RESISTANCE VALUES AND THE LAST DIGIT, 
THE NUMBER OF ZEROS WHICH FOLLOW THE 
FERST TWO FIGURES. FOR VALUES LESS 
THAN 10, THO FIGURES WILL INDICATE THE 
RES#STANCE WtTH THE LETTER (CR) FOR THE 
DECIMAL POINT. 


~632503 GEN. USE 
RESISTOR: 
THIS NUMBER APPLIES TO ALL I WATT, PHEN- 
OLIC ENSULATED, WIRE WOUND PIGTAIL RE- 
SISTOR OF 1 1/4" LENGTH AND t/4 DIAMETER 
REGAROLESS OF RESISTANCE VALUE. TYPE 
NUMBER TO BE FOLLOWED BY A DASH AND 
SUFFIX COMPRISED @F 3 DIGITS. THE FIRST 
12/2/44 
JAN. 45 


-632503 
TWO ARE THE TWO FIGURES OF THE RESIS- 
TANCE VALUE, AND THE LAST DIGIT, THE 
NUMBER OF ZEROS WHICH FOLLOW THE FIRST 
THO FIGURES. FOR VALUES LESS THAN 10, 
THO FIGURES WILL IHDICATE THE RESTSTANCE 
WITH THE LETTER (R) FOR THE DECIMAL 
POINT. 


-632504 Gen. use 
RESISTOR: 
THIS NUMBER APPLIES TO ALL ? WATT, PHEN~ 
OL.1C INSULTED, WIRE WOUND PIGTAIL RE- 
StS¥ORS OF 1 $/4" LENGTH xX 1/4" DIA- 
METER, REGAROLESS OF RESISTANCE VALUE. 
TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
SUFFIX COMPRISED OF 3 DIGITS, THE FIRST 
12/2/44 
JAN. 45 


-632504 
THO ARE THE TNO FIGURES OF THE RESISTANCE 
VALUE, AND THE LAST DIGIT, THE NUMBER 
@F ZEROS, WHICH FOLLOW THE FIRST THO 
FIGURES. FOR VALUES LESS THAN 10, THO 
FIGURES WILt INDICATE THE RESISTANCE WITH 
THE LETTER (Rd FOR THE DECINAL POINT. 


~632505 GEN. USE 
RESISTOR: 
THIS NUMBER APPLIES TO Att 2 WATT, PHEN- 
OLIC INSULATED, WIRENOUND PIGTAIL RE- 
S1STORS OF 1 3/4" LENGTH AND 5/16" DIA- 
METER REGAROLESS CF RESISTANCE VALUES. 


SUFFIX COMPRISED @F % DIGITS. THE FIRST TYPE NUMBER TC SE FOLLOWED BY DASH AND 
12/2/44 SUFFIX COMPRISED OF 3 DIGITS. THE FIRST 
JAN. 45 12/2/44 

ASSIGHID JAN. 458 

ISSUED 


care | “aesrtane’s | a aNACHURA 


care | MUMMERS] SUA | 


RESTRICTED 


NAVSHIPS 900,109 


3.63-112 


[AMAR 


Class 6 3—Resistors—Potentiometers—Attenvators 


Trnsr assicwen ron | AEH | [aN [ease assoneo rox | owareanerina, | | sMALIIRS [rinse asian ron | oWAPLRANNSy 


-632505 
TWO ARE THE TWO FIGURES OF THE RESIS~- 
TANCE WHICH, AND THE LAST DIGIT, THE 
NUMBER OF ZEROS WHICH FOLLOW THE FIRST 
TWO FIGURES. FOR VALUES LESS THAN 10, 
TWO FIGURES WiLL INDICATE THE RESISTANCE 
WITH THE LETTER (R) FOR THE DECIMAL 
POINT. 


-632506 GEN. us® 
RESISTOR: 
THIS NUHZER APPLIES TO ALL 2 WATT, PHEN- 
OLIC INSULATED, WIRE WOUND PIGTAIL RE- 
SISTOR, OF 1 3/4" LENGTH AND S/16" DIA- 
WETER REGARDLESS OF RESISTANCE VALUE. 
TYPE NUMBER TO BE FOLLOWED BY DASH AND 
SUFFIX COMPRISED OF 3 DIGITS. THE FIRST 
12/2/44 
JAM. 45 


-632506 
TWO ARE THE TWO FIGURES OF THE RESISTANCE 
VALUE AND THE LAST DIGIT: THE NUMBER OF 
ZEROS WHICH FOCLOW THE FIRST TWO FIGURES 
_ FOR VALUES LESS THAN 10, TWO FIGURES wILt 
INDICATE THE RESISTANCE AND THE LETTER 
(R) FOR JHE DECIMAL POINT. 


-632507 GEN. USE 
RESISTOR: 
THIS NUMBER APPLIES TO ALL f WATT PHEN- 
OLIC INS'YLATED, WIRE WOUND PIGTAIL RE- 
SISTORS 1" LONG X 3/8" WIOTH X 1/8" 
DEPTH REGARDLESS OF RESISTANCE VALUE. 
TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
SUFFIX COMPRISED OF 3 DIGITS. THE FIRST 
12/2/44 
JAN. 45 


: -632507 
TWO ARE THE THO FIGURES OF THE RESISTANCE 
VALUES AND THE FIRST DIGIT. THE NUMBER 
OF ZEROS WHICH FOLLOW THE FIRST TWO FI- 
GURES. FOR VALUES LESS THAN 10. THO 
FIGURES WILL FNDICATE THE RESISTANCE AND 
THE LETTER (R) FOR THE DECIMAL POINT. . 


-632508 GEN. USE 
RESISTOR: 
THIS NUMBER APPLIES TO ALL 1 WATT 1 
PHENOLIC INDULATED, WIRE WOUND PIGTAIL 
RESISTORS OF 1" LENGTH X 3/8" WIDTH X 
178" THICKNESS, REGARDLESS OF RESISTANCE 
VALUE. TYPE NUMB3ER TO BE FOLLOWED BY A 
DASH AND SUFFIX COMPRISED OF 3 DIGITS. 
12/2/44 
JAN. 45 


-632508 
THE FIRST THO ARE THE TWO FIGURES OF 
THE RESISTANCE VALUE AND THE LAST DIGIT 
THE NUM3ZER OF ZEROS WHICH FOLLOW THE 
LAST TWO FIGURES. FOR YALUES LESS THAN 
10, TWO FIGURES WILL INOICATE THE RE- 
SISTANCE WITH THE LETTER (8) FOR THE 
OECIMAL POINT. 


ca0- 632509 HK 20 Hop t 

RESISTOR, WIRE WOUND: 

RATED $00 OHMS, 35 WATTS, FERRWE TYPE 
TERMINALS NOW-INDUCTIVE. TYPE NO. TO BE 
FOLLOWED BY DASH ANO TOL. IN PER CENT. 


(+10) 
12/2/44 4-1/8" T CWLESA-687810-5 
JAW. 45 iss. 9 


NAYSHIPS 900,109 


cOM- 632510 HK 20 MoD 1 

REStSTOR WIRE WOUND? 7 

RATED 500 OHMS, 5O WATTS, NON-INDUCTIVE 
FERRULE TERMINALS. TYPE NO. TO BE FOL- 
LOWED BY DASH AND TOL. IH PER CENT. 


(-10) 
12/2/44 #2009 CWrBA-10241-1 
JAN. 45 9140-9 TERMINALS ISS, 1 


com- 632511 MK 20 MOD 1 REI3A492 
POTENTIOMETER, WIRE WOUND 

RATED 260 OHMS, 25 WATTS, LINEAR TAPER, 
TYPE 2 SCREWDRIVER SLOTTED SHAFT. 9/16" 
LONG. BUSHING 7/716" LONG WITH LOCKING 
ARRANGEMENT. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IM PER CENT. 


12/4/45 Cw3BA-10027-18 
JAN. 45 «ss 19 
cHc632512 LS-t01/GR REI1SA492 


L-PAD, WIRE WOUND 

CONSISTS OF 2 WIREWOUND RHEOSTAT 600 OHM 
DC RES. FOR REAR RHEOSTAT & 4020 OHM OC 
RESISTANCE FOR FRONT RHEOSTATS 2.6 WATTS, 
LINEAR TAPER 0.5 TO 3.0 dd ATTENUATION. 
TYPE 2 SCREWDREVER SHAFT 4/2" LONG. 


12/5/44 CIL-S8W CT 255-19 
JAN. 45 REV A 

cIR- 632513 Nu-4 RELSAS725 
RESISTOR, HIRE WOUND STYLE ¥ 


RATED 15,000 OHMS. 


12/5/44 DG-3-C CBM3U738-300 IV 


YAN. 45 
632514 NK 3.7.8 RED3SAS729 
RESISTOR, WIRE WOUND STYLE $ 


RATED 320Q 


12/6/44 CHDSIGS 
JAN. 45 


cHD- 632515 Ter-2 
RESISTOR, WIRE WOUND 
RATED 1000Q; 12 WATTS, TAB TERMINALS. 


TYPE WO. TO BE FOLLOWED BY DASH AND TOL. 
(mu PERCENT. 


12/6/44 1 -5/8-9-5 
FEB. 45 


CATALOG 


CHO- 632516 TeL-2 
RESISTOR, WIRE WOUND 
RATED 300 OHMS; 25 WATTS TAB TERMINALS. 


12/6/44 = 2-P-5 CATALOG 
VAN. 45 


CHD- 632517 TBL-3 
RESISTOR, WIRE WOUND 
RATED 1000 OWiiS; 25 WATTS TAB TERMINALS. 


32/6/44 2-P-5 
JAN. 45 


CATALOG 


cBN- 632518 NJ-4 

RESISTOR, CONPOSITION 

RATED 0.5 MEGOHM, 1 3/2 WATTS, RADIAL 
PIG TAIL TYPE TEKMINAL. TYPE NO. 10 BE 
FOLLOWED BY DASH AND TOL. IN PER CENT 


V2s6/44 «356 
JAN. 45 


CBMST 738-3002A 


CBN- 632519 NJ-4 

RESISTOR, COMPOSITION 

RATED $0,000 OHMS, 1.5 WATTS. RADIAL 
PIG TAIL TYPE TERMINALS. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN PER CENT. 


12/6/44 316 CBM:T738-3002A 


JAN. 45 


CBN- 632520 Nu-4 

RESISTOR, COMPOSITION 

RATED 60,0002, 1.5 WATTS, RADIAL PIG TAIL 
TERMENALS,. TYPE NO- TO BE FOLLO@ntD BT 
DASH AND TOL. tN %. 


1276/44 S16 
JAN. 46 


CBM:IT73S8-3002A 


cON- 632521 NJ-4 

RESISTOR, COMPOSITION 

RATED 4 MEG OHMS, 1.5 RADIAL PIG TAIL 
TYPE TERMINAL. TYPE NO. TO BE FOLLOWED 
BY DASH ANO TOL. IN %, 


12/6/44 346 
Ja, 45 


CBM:T738-3002A 


CBN- 632522 NJ-4 

RESISTOR 2508), 165 WATTS, RADIAL PIC 
TAIL TYPE TERMINALS. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN &. 


12/6/44 316 
JAN. 45 


CBMST758-3S002A 


"632523 NXsr-53331 REI3A492 
POTENTIOMETER, WIRE WOUND 
RATEO 22 OHMS, SO WATTS, LENEAR TAPER, 
TYPE 2 SCREWDRIVER SLOTTED SHAFT 172" 
LONG. 3/8" LONG BUSHING, SHAFT LOCKING 
ARRANGEMENT. TYPE WO. TO BE FOLLOWED BY 
DASH AMD TOL. IM 2. 


1276/44 CHD:B-50 CHD:CS-129 
JAN, 45 11/24/44 


°632524 NXsr-53331 REI3A492 
P@TENTLOMETER, WIRE WOUND 
RATED 50 OHMS, 50 WATTS, LENEAR TAPER, 
TyPe 2 SCREWDRIVER SLOTTED SHAFT 172% 
LONG. 3787 LONG BUSHING. SHAFT LOCKING 
ARRANGEMENT. TYPE NO. TO BE FORRLOWED BY 
DASH AND TOR. 4M 3. 


12/6/44 CHD:3B-50 CHO:CS-129 
SAM. 45 11424746 


°632525 hxsr-67999 REI3A492 
POTENTIOMETER, WIRE WOUND 
RATEED 100 OWNS, 60 WATTS, LINEAR TAPER, 
TYPE 2 SCREWDRIVER SLOTTED SHAFT 172" 
LONG. 3/8” LONG BUSHING. SHAFT LOCKING 
ARRANGEMENT. YYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. Tu %. 


1276/44 CHD2B-50 CHDSCS-129 
JAN. 45 11424/44 


RESTRICTED 


care | MONARY? | BANAT | 


Class 63—Resistors—Potentiometers—Attenvators 


3.63~113 


HATO [rest ASSIGNED FOR | OAR ABLE | panic FIRST ASSIGHED FOR | tA GRAS, | | Bon Finst assignen Fox | PALAIS, | 
632526 NXar-53331 REISA492 7 
POTENTIOMETER, WiRE WOUND eheay 632534 


RATED 125 OHMS, 50 WATTS, LINEAR TAPER, 
TYPE 2 SCREWDRIVER SLOTTED SHAFT 1/2® 
LONG. 3/8" LOWG BUSHING, SHAFT LOCKING 
ARRANGEMENT. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN 4. 


$2/6/44 CHD3B-50 CHDSCS-129 
JAN. 45 1I24s4s 
-632527 sv RE 63A 113 


RESISTOR DISC (45%): 

THIS NUMBER APPLIES TO ALL RESISTOR DISCS 
3/8" O.D., 0.026" THICK WITH A 0,076" 
HOLE REGARDLESS OF RESISTANCE VALUE. 

TYPE NUMBER TO BE FOX.LOWED BY A DASH AND 
SUFFIX COMPRISED OF 3 DIGITS. THE FIRST 
TWO ARE THE TWO FIGURES OF THE RESIS- 
12/5/44 CIRZDRX 

JAN. 45 


-632527 
TANCE VALUE AND THE LAST DIGIT THE NUM- 
BER OF ZEROS WHICH FOLLOW THE FIRST 
FIGURES. FOR VALLES Less THAN 10, 280 
FIGURES WILL FNDICATE THE RESISTANCE 
WITH THE LETER (R) FOR THE DECIMAL 
POINT. 


-632528 sv RE 63A 113 
RESISTOR DISC 410%: 
THIS NUMBER APPLIES TO ALL RESISTOR 
DISCS 3/8" 0.D, 0.026" THICK WITH A 
0.076" HOLE REGARDLESS OF RESISTANCE 
VALUE. TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND SUFFIX COMPRISED OF 3 DIGITS. 
THE FIRST TWO ARE THE TwO FIGURES OF THE 
12/5/44 CIRSORX 
JAN. 45 


-632528 
RESISTANCE VALUE AND THE LAST OIG!T THE 
NUMBER OF ZEROS WHICH FOLLOW THE FIRST 
FIGURES. FOR VALUES LESS THEN 10, TWO 
FIGURES WILL INDICATE THE RESISTANCE 
WITH THE LETTER CR} FOR THE DECIMAL 
POINT. 


-632529 sv RE 63A 113 
RESISTOR DISC tIS£: 
THIS NUNGER APPLIES TO ALL RESISTOR 
DISCS 3/8" 0.0. 0,026" THICK WITH A 
0.076" HOLE, REGARDLESS OF RESISTANCE 
VALUE. TYPE NUM@ER TO BE FOLLOWED @Y A 
DASH AND SUFFIX COMPRISED OF 3 OIGIYS. 
THE FIRST THO ARE THE TWO FIGURES OF THE 
12/5/44 CIRZORX 
JAN. 45 


-632529 
RESISTANCE VALUE AND THE LAST DIGIT THE 
NUMBERED OF ZEROS WHICH FOLLOW THE FIRST 
TWO FIGURES. FOR VALUES LESS THAN 10, 
TWO FIGURES, WILL INDICATE THE RESIS~ 
TANCE WITH THE LETTER C€R) FOR THE 
DECIMAL POINT. 


-632530 sv RE. 63A “13 


RESISTOR DISC +20%: 

THIS NUMBER APPLIES TO ALL RESISTOR 
DISCS 3/8" 0,D. 0.026" THICK WITH A 
0.076" HOLE REGARDLESS OF RESISTANCE 
VALUE, TYPE NUMER TO BE FOLLOWED BY A 
DASH AND SUFFIX COMPRISED OF 3 DIGITS. 
THE FIRST TWO ARE THE TWO FIGURES OF THE 
12/5/44 CERZORX 
JAN. 45 


care | MAHUEARTHRETS 


7 ad 


RESISTANCE VALUE AND THE LAST DIGIT THE 
NUMBERED OF ZEROS WHICH FOLLOW THE FIRST 
TWO FIGURES. FOR VALUES LESS THAN 10 TO 
FIGURES WILL INDICATE THE RESISTANCE 
WITH THE LETTER CR) FOR THE DECIMAL 
POINT. 


-632531 sv 
RESISTOR DISC +542 
THIS NUMBER APPLIES TO ALL RESISTOR 
DISCS 4/2" 0.0., 0.026" THICK WITH A 
0.076" HOLE, REGARDLESS OF RESISTANCE 
VALUE. TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND SUFFIX COMPRISED OF 3 DIGITS. 
THE FIRST TWO ARE THE TWO FIGURES OF THE 
12/5/44 CIRSORB 
JAN, 45 


RE 63A 113 


~632531 
RESISTANCE VALUE AND THE LAST DIGIT THE 
NUMBER OF ZEROS WHICH FOLLOW THE FIRST 
TWO FIGURES. FOR VALUES LESS THAN 10 
TWO FIGURES WILL INOICATE THE RESISTANCE 
WITH THE LETTER (CR) FOR THE DECIMAL 
POURT. 


-632532 sv RE 63A 113 
RESISTOR DISC +10%: 
THES NUNZER APPLIES TO ALL RESISTOR 
DISCS 1/2" 0.0., 0.026" THICK WITH A 
0.076" HOLE, REGARDLESS OF RESISTANCE 
VALUE. TYPE NUNSER TO BE FOLLOWED BY A 
DASH AND SUFFIX COMPRISED OF 3 DIGITS. 
THE FIRST TWO ARE THE THO FIGURES OF THE 
12/5/44 CIR:0RB 
JAN, 45 


-632532 
RESISTANCE VALUE AND THE LAST DIGIT THE 
NUMBER OF ZEROS WHICH FOLLOW THE FIRST 
TWO FIGURES. FOR VALUES LESS THAN 10, 
TWO FIGURES WILL INDICATE THE RESISTANCE 
WITH THE LETTER (R) FOR THE DECINAL 
POINT. 


-632533 sv RE 63A 113 
RESISTOR OSC +15%3 
THIS NUMBER APPLIES TO ALL RESISTOR 
OISCS 1/2" 0.D., 0.026" THICK WITH A 
0.076" HOLE REGARDLESS OF RESISTANCE 
VALUE, TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND SUFFIX COMPRISED OF 3 DIGITS. 
THE FIRST TWO ARE THE TWO FIGURES OF THE 
12/5/44 CIR:0RB 
JAN. 45 


-6325233 
RESISTANCE VALUE AND THE LAST DIGIT THE 
NUMBER OF ZEROS WHICH FOLLOW THE FIRST 
TWO FIGURES, FOR VALUES LESS THAN 10, 
THO FIGURES HILL INDICATE THE RESISTANCE 
WITH THE LETTER (Rd) FOR THE DECIMAL 
POINT. 


-632534 sv RE 63A 113 
RESISTOR DISC +2042 
THIS NUKBER APPLIES TO ALL RESISTOR DISCS 
1/2" 0.0.2, 0.026" THICK WITH A 0.076" 
HOLE, REGARDLESS OF RESISTANCE VALUE. 
TYPE NUMBER TO BE FOLLOWED BY A DASH AND 
SUFFIX COMPRISED OF 3 OIGITS, THE FIRST 
TWO ARE THE THO FIGURES OF THE RESISTANCE 
12/5/44 CIR:ORB 
JAN, 45 


ASSIGNED 
ISSUED 


VALUE AND THE LAST DIGIT THE NUMBER OF 
ZER@S WHICH FOLLOW THE FIRST THO FIGURES. 
FOR VALUES LESS THAN 10, TWO FIGURES 
WILL INDICATE THE RESISTANGE WITH THE 
LETTER (RI FOR THE DECIMAL POINT, 


-632535 sv 
RESISTOR DISC 454: 
THIS NUMBER APPLIES TO ALL RESISTOR DISCS 
5/8" 0.0., 0.026" THICK WITH A 0.076" 
HOLE REGARDLESS OF RESISTANCE VALUE, 

TYPE NUMBER TO BE FOLLOWED BY A DASH AMD 
SUFFIX COMPRISED OF 3 DIGITS. THE FIRST 
TWO ARE THE THE TWO FIGURES OF THE RE- 
12/5/44 CIRSDRO 

JAN. 45 


RE 635A 113 


-632535 
SISTANCE VALUE AND THE LAST DIGIT, THE 
NUMSER OF ZEROS WHICH FOLLOW THE FIRST 
TWO FIGURES. FOR VALUES LESS THAN 10, 
THO FIGURES WILL INDICATE THE RESISTANCE 
WITH THE LETTER (R) FOR THE DECIMAL 
POINT. 


-632536 RE 63A 113 
RESISTOR DISC *+10%: 
THIS NUMBER APPLIES TO ALL RESISTOR 
DISC 5/8" 0.D., 0.026" THICK WITH A 
0.076" HOLE REGARDLESS OF RESISTANCE 
VALUE. TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND SUFFIX COMPRISED OF 3 DIGITS. 
THE FIRST TWO ARE THE TWO FIGURES OF THE 
12/5/44 CIR:0RD 
JAN. 45 


- 632536 
RESt{STANCE VALUE AND THE LAST DIGIT, 
THE NUMBER OF ZEROS WHICH FOLLOW THE 
FIRST TWO FIGURES, FOR VALUES LESS THAN 
10, TWO FIGURES WILL INDICATE THE RE- 
SISTANCE WITH THE LETTER (R) FOR THE 
DECIMAL POINT. 


-632537 RE 63A 113 
RESISTOR DISC 415% 
THIS NUMBER APPLIES TO ALL RESISTOR 
DISCS 5/8" O.D., 0.026" THICK WITHA 
0,076" HOLE REGARDLESS OF RESISTANCE 
VALUE, TYPE NUMNZER TO BE FOLLOWED BY A 
DASH AND SUFFIX COMPRISED OF 3 DIGITS. 
THE FIRST TWO ARE THE TWO DIGURES OF THE 
12/5/44 CHR:ORO 


JAN. 45 

-632537 
RESISTANCE VALUE AND THE LAST DIGIT, 
THE NUMBER OF ZERCS WHICH FOLLOW THE 


FIRST TWO FIGURES. FOR VALUES LESS THAN 
10, TWO FIGURES WILL INDICATE THE RE- 
StSTANCE WITH THE LETTER (R) FOR THE 
DECIMAL POINT. 


-632538 
RESISTOR OSC +204: 
THIS NUMBER APPLIES TO ALL RESISTOR 
DISCS S/8" 0.0. 0.026" THICK WITH A 
0.076" HOLE REGAROLESS OF RESISTANCE 
VALUE, TYPE NUMBER TO BE FOLLOWED CY A 
DASH AND SUFFIX COMPRISED OF 3 DIGITS. 
THE FIRST TWO ARE THE THO FIGURES OF THE 
12/8/44 CIR ORO 
JAN. 45 - 


RE 63A 113 


| 


cart | MRMAGHANES |AIM 


RESTRICTED 


NAVSHIPS 900,109 


3.63-114 


Class 63—Resistors—Potentiometers— Attenuators 


P| NAVY DRAWN! 
Prat FIRST ASSIGNED FOR | on SPS ROKH i 


-632538 
RESISTANCE VALUE ANDO THE LAST OiGIT, 
THE NUNSER OF ZEROS WHICH FOLLOW THE 
FIRST TWO FIG. FOR VALUES LESS THAN 10, 
TWO FIGURES WILL INDICATE THE RESISTANCE 
WITH THE LETTER CR) FOR THE DECIMAL 
POINT. 


632539 RE 63A 113 
RESISTOR OISC +52: 

THIS NUBBER APPLIES TO ALL RESISTOR 
DISCS 3/4" 0.0. 0.026" THICK WITH A 
0.076" HOLE REGARDLESS OF RESISTANCE 
VALUE, TYPE NUMSER TO BE FOLLOWED BY A 
DASH AND SUFFIX COMPRISED OF 3 DIGITS. 


THE FIRST THO ARE THE TWO FIGURES OF THE 


12/5/44 CIRSORF 
JAN. 45 

-632539 
RESISTANCE VALUE AND THE LAST DIGIT, THE 


NUABER OF ZEROS WHICH FOX LOW THE FIRST 


THO FIGURES, FOR VALUES LESS. THAN 10, 
THO FIGURES WILL INOICATE THE RESISTANCE 
WITH THE LETTER CR) FOR THE DECIMAL 
POINT. 

-632540 RE 63A 113 
RESISTOR DISC +104: 
THIS NUMBER APPLIES TO ALL RESISTOR 
o1scs 3/4 B., 0.026" THICK WITH A 


0.076" HOC REGARDLESS OF RESISTANCE 
VALUE. TYPE NUHZER TO BE FOLLOWED BY A 
DASH AND SUFFIX COMPRISED OF 3 DIGITS. 
THE FIRST THO ARE THE TWO FIGURES OF THE 
12/5/44 CiRrORE 

JAN. 45 


632540 
RESISTANCE VALUE AND THE LAST DIGIT, THE 
NUMBER OF ZER0S WHICH FOLLCH THE FIRST 
TWO FIGURES, FOR VALUES LESS THAN 10, 
THO FIGURES WILL INDICATE THE RESISTANCE 
WITH THE LETTER (R) FOR THE DECIMAL 
POUNT. 


-632541 
RESHSTOR DISC +1523 
THIS NUMNZER APPLIES TO ALL RESISTOR 
DiScS, 3/4%, 0.0. 0.026" THICK WITH A 
0.076" HCLE REGARDLESS OF RESISTANCE 
VALUE. TYPE NUM8ER TO BE FOLLOWED BY A 
DASH AND SUFFIX COMPRISED OF 3 DIGITS. 
THE FIRST TWO ARE THE TWO FIGURES OF THE 


RE 63A 313 


12/8/44 CIR ORF 
JAN. 45 

-632541 
RESISTANCE VAL ANO THE LAST DIGIT, THE 
NUMBER OF ZERIAS MHICH FOLLOW THE FIRST 


TWO FIGURES. 
TWO FIGURES 


FOR 
wELe 


VALUES LESS THAN 
INDICATE THE 


ie, 
RESISTANCE 


veslehaticn 


hasr assianeo ron | oAAPERRAMHSY _| EN [ease asioneo ron | otGRAYADY 
-632542 -632546 
RESISTANCE VALUE AND THE LAST. DIGIT, THE 32546 
NUMBER OF ZEROS WHICH FCLLON THE FIRST TANCE VALUE AND THE LAST DIG!T, THE NUM 


TWO FIGURES, 
TWO FIGURES KELL 


FOR VALUES LESS THAN 
INDICATE THE 


10, 
RESISTANCE 


WITH THE LETTER (R) FOR THE DECIMAL . 


POINT 


-632543 


REGSAIT3 


RESISTOR DISC + 5% 


THES 
DISCS 


RUMBER 
1"O.D., 


APPLIES TO ALL RESISTOR 
0.026" THICK WITH A 0.076" 


HOLE REGAROLESS OF RESISTANCE VALUE, 


TYPE NUNBSER TO BE FOLLOWED BY A 
SUFFEX COMPRISED OF 3 DIGITS. 


DASH AND. 
THE FERST 


TWO ARE THE TWO FIGURES OF THE RESIS- 


V2s5/ 
JAN. 


44 CIRSORJ 
4s 
-632543 
TANCE VALUE AND THE LAST DIGIT, THE NUH- 


BER OF ZEROS WHICH FOLLOW THE FIRST TWO 


FICUR 


FIGURES WILL 


Es. 


FOR VALUES LESS THAN 10, TWO 
INDICATE THE RESISTANCE 


WITH THE LETTER (R) FOR THE DECIMAL 


POUNT 


-632544 
RESISTOR DISC + 


THIS 
DISCS 


REGSAEI3 
10% 


NUMBER APPLIES TO ALL REStSTOR 


1"0.D., 


0.026" THICK WHITH A 0.076" 


HOLE REGARDLESS OF RESISTAHCE VALUE. 
NUMBER TO FOLLOWED BY A DASH AND 


TYPE 


SUFFIX COMPRISED OF 3 DIGITS. 


THE FIRST 


TWO ARE THE THO FIGURES OF THE RESIS- 


r2/5¢ 
JAN. 


44 CIRSORJ 
45 
632544 
TANCE VALUE AND THE LAST DIGIT, THE NUM 


BER OF ZEROS WHICH FOLLOW THE FIRST TWO 


FIGUR 


FIGURES WELL 


ES. 


FOR VALUES LESS THAN 10, THO 
(NDICATE THE RESISTANCE 


WiTH THE LETTER (R) FOR THE DECIHAL 


POUNT 


-632545 


RESISTOR DISC + 


REGSAIIS 
(5% 


THIS NUHBER APPLIES TO ALL RESISTOR 


OSCS 


1"O.0., 


Q.026" TitiCK WHITH A 0.076" 


HOLE REGARDLESS OF RESISTANCE VALUE. 
NUMBER TO BE FOLLOWED BY A DASH AND 


TYPE 


SUFFEX COMPRISED OF 3 DIGITS. 


THE FURST 


TWO ARE THE THO FIGURES OF THE RESIS~- 


12/5¢ 
JAN. 


TANCE VALUE AND THE LAST DIGIT, 
OF ZEROS 


BER 
FIGUR 


GURES WILL 


44 
45 


ES. 


CiRsORG 


632545 
THE MUM - 
WHICH FOLLOW THE FIRST Tye 
FOR VALUES LESS THAN i0, TWO Fi- 
INDICATE THE RESISTANCE WITH 


BER OF ZEROS WHICH FOLLOW THE FIRST TKO 
FIGURES. FOR VALUES LESS THAN 10, TWO 
FIGURES WILL fNDICATE THE RESISTANCE 
WITH THE LETTER (R) FOR THE DECIMAL 
POUNT. 


"632547 REG3AII3 
RESISTOR DISC + 5% 

THIS NUMSER APPLIES TO ALL RESISTOR 
DISCS 1 1/2"0.0.. 0.026" THICK WITH A 
0.076" HOLE REGAROLESS OF RESISTANCE 
VALUE. TYPE NUMBER TO BE FOLLOWED BY A 
DASH AND SUFFIX COMPRISED OF 3 DIGITS. 
THE FIRST TWO ARE THE TWO FIGURES OF THE 
12/5744 CIRZDRN 

JAN. 45 


-632547 
RESESTANCE VALUE AND THE LAST DIGIT, THE 
KUMSER OF ZEROS HICH FOLL@N THE FIRST 
TWO FIGURES, FOR VALUES LESS THAN 10, 
THO FIGURES HILL ENDICATE THE RESISTANCE 
NiTH THE LETTER (R) FOR THE DECINAL 
POENTs 


-632548 REESAITS 
RESISTGR DISC + 10% 

THIS NUMBER APPLIES TO ALL RESTSTOR 
DISCS t 172"0.0., 0.026" THICK WETH A 
0.076" HOLE REGARDLESS OF RESISTANCE 
VALUE. TYPE NUMBER TO BE FOLLOWED GY A 
DASH AND SUFFIX COMPRISED OF 3 DIGITS, 
THE FIRST THO ARE THE THO FIGURES OF THE 
12/5744 CIRSORN 

JAN. 46 


-632543 
RES(STANCE VALUE AND THE LAST DIGIT, THE 
NUMSER OF ZEROS WHICH FULLOW THE FIRST 


THO FIGURES, FOR VALUES LESS THAN 10, 
THO FIGURES WILL INDICATE THE RESISTANCE 
WITN THE LETTER (RI FOR TRE DECIMAL 
POINT. 


-632549 
RESISTOR DIScS + 15% 
THIS NUMBER APPLIES TO ALL RESISTOR 
DiSCS 3 142"0-0., 0.026" THICK WITH A 
0.076" HOLE REGARDLESS OF RESISTAHCE 
VALUE. TYPE NUMZER TO CE FOLLOWED BY A 
DASH AND SUFFIX COMPRISED OF 3 BIGtTS, 
THE FURST TWO ARE THE TwO FIGURES OF THE 


REGSAIN3 


E2/S/44 CIRSORN 
JAN. 45 

763258" 
RESISTANCE VLAYE AND THE LAST DIGIT, THE 
NYN3SER OF ZEROS WHICH FOLLOW THE F4est > 


THO FIGURES. FOR VALUES LESS THAN 10, 


WITH THE LETTER (R) FOR THE DECIMAL THE LETTER (CR) FOR THE DECINAL POINT. TWO FIGURES WILL IDI CATE THE RESISTANCE 
POINT. WETH THE LETTER CR) FOR THE DECIHAL 
POINT. 
- RE G3A 113 "632546 REGSALES 
RESIS RESISTOR O1SC + 20% -632550 
T'S SESTAR TH4S HUSSER APPLIES TO ALL RESISTOR RESESTON DISC + 20% 
o1sces THICK WITH A DISCS 170.0., 0.026" THICK WITH A O,@76" THIS NVMSER APPLIES 
0.076" RESISTANCE HOLE REGARDLESS OF RESISTANCE VAL DISCS § 4172"0.9,, 0 A 
VALUE. TO SE FOLLOWED BY A TYPE NUMBER TO GE FOLLOWED BY A DASH AND 0.076" HOLE REGARCLESS OF RES 
DASH AND SUFFIX CO S£0 OF $ CIGITS. SUFFIX COMPRISED OF 3 DIGITS. THE FIRST VALUE. TYPE NUMBER TO DE FOLLCH A 
THE FIRST TWO ARE THE THO FIGURES OF THE TWO ARE THE TWO FIGURES OF THE RESiS- CASH ANO SUFFIX COMPRISED OF 3 DIGITS, 
12/5/44 CIRI0RE 12/5/44 CbRZORI THE FIRST THO ARE THE THO FEGURES OF THE 
JAN, 45 JAN. 45 12/5/44 CERTORN 
ASSIGHID ASSIGNED JAN, 45 
—p ISSUED. ; tssuep 
[pate [MASUR "TT _ ANHACTIR, pare | MAEAETHBAY'S BRASH TURE pare | MARUGGTHARR® | ARNIASTRUAAL | 


NAVSHIPS 900,109 


RESTRICTE® 


Class 63—Resistors—Potentiometers—Attenvators 


[tame [nese assioweo ror | HARLAN. _| SUAELTI —_[rusr assoneo ron | MMLEMANN | 


3.63=115 


beat, ath [ewe ASSIGNED FOR | oR | 


-632550 
RESISTANCE VALUE AND THE LAST DIGIT, THE 
NUHBER OF ZEROS WHICH FOLLOW THE FIRST 
TWO FIGURES. FOR VALUES LESS THAN 10, 
TWO FIGURES WILL INDICATE THE RESISTANCE 
WITH THE LETTER (R) FOR THE DECIMAL 
POUNT. 


°632551 WXsr-53335L REI3A492 
POTENTIOMETER, WIRE WOUND 
RATED 150 OHMS, 50 WATTS, LINEAR TAPER, 
TYPE 2 SCREWDRIVER SLOTTED SHAFT 172° 
LONG, 378" LONG BUSHING. SHAFT LOCKING 
ARRANGEMENT. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOt.. IN %. 


42/6/44 CHO3B-50 CHOsCS-129 
JAN. 45 11/24/44 


632552 wNKxsr-53394 REI3A492 
POTENTIONETER, WIRE WOUN 
RATED 200 OHMS, SO HATTS, LINEAR TAPER, 
TYPE 2 SCREWDRIVER SLOTTED: SHAFT 1/2" 
LONG. 3/78" LONG BUSHING. SHAFT LOCKING 
ARRANGEHENT. TYPE NO» TO BE FOLLONED BY 
DASH AND TOL. IN &. 


12/6/44 CHD:B8-50 CHDECS-129 
JAN. 45 18/21/44 


°652553 % SEE BELOW REI3A492 
POTENTIOHETER, WIRE HOUND 
RATED $00 OHMS, 50 WATTS, LINEAR TAPER, 
TYPE 2 SCREWORIVER SLOTTEO SHAFT 1/2" 
LONG. 3/8" LONG BUSHING. SHAFT LOCKING 
ARRANGEMENT. TYPE NO. TO BE FORLOWED BY 
DASH AND TOL. IN &. 
MwAXSr-S3335T, NXor-535394 
1246/44 CHD:8-50 CHD2CS-129 
SAN. 45 : 11/24/44 


-632554 wt SEE BELOW REI3A492 
POTENTIONETER, WIRE WOUND 
RATED 100 OHMS, 25 WATTS, LINEAR TAPER, 
TYPE 2 SCREWDRIVER SLOTTED SHAFT 1/2" 
LONG. 378" LONG BUSHING. SHAFT LOCKING 
ARRANGEKENT., TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN 3S. 
@NXsr-53594, NXSr-67999 
12/6/44 CHDSA+25 CHD:CS-1289 
JAN. 45 


cw- 632555 sv 

RESISTOR, WIRE WOUND, 

PRECISION? RATED 500 OMS 174 WATT, 
AXIAL LEADS, 5/716" DIAMETER 1" LONG. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
ta Ss. 


1247/44 D-164886A ESA3682056-120 
JAN. 45 iss 28 


cw: 632556 sv 

RESISTOR, WIRE WOUND, 

PRECISION: RATED 33,000 OHMS 3/4 WATT 

AXIAL LEADS 172" DEAMETER, 1 172" LONG. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
IN 3. 


V247/44 D-1G64387A © ESAS682056-125 
VAN. 45 (ss 28 


ctc- 632557 Ts-28/uPN 
POTENT(OMETER, COMPOSITION 

RATEO 200,000 OHMS, O.4 WATTS MINTHUM, 
LIWEAS TAPER, TYPE } ROUND SHAFT 778" 
LONG. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN %, 


12/11/44 CTC335 COLA-308-60355 
JAN, 45 REV A 


pats MARUEACTUBES | MANHEACTHAE 


cao 632558 
WERE WOUND 
RATED 575 OWNS, 
RI@BED COAT. 
LOWED BY DASH AND TOL. 


TO BE FOL- 


CAY 2S #338806 CAY311-+0-3542 


LINE #2 REV 4 


CAO- 632559 ice 

WIRE WOUND: 
RATED 2000 
2 SILEDING CONTACTS. 
BE FOLLOWED BY DASH AND TOL. 


CAYS™V"#896430 CAY286-D-184 


cad- 632560 Tce-1 

WIRE WOUND? 
RATED 25 ONS, TAB TYPE TER- 
TO BE FOLLOWED BY DASH 


tN PER CENT. 


ciR- 632561 WK 3.7.8 
RATED 20,000 OHMS, 14.4 WATTS, 
TO BE FOLLOWED 6Y 


DASH AND TO. IN PER CENT. 


con- 632562 NK 7 
WIRE WOUND 
SEMIVARIASLE: 
TAS TYPE TERMINALS. ADJUSTA3LE LUGS. 

TO BE FOLLOWED @Y DASH AND TOL, 
IN PER CENT. 


CMA- 632563 NK~3.7,9 
POTENT! ONETER, 
RATED 5000, CHMS 4 WATTS, 
TYPE ONE R@GHOCD SHAFT. 
PLACEMENT POTENTIOMETER TO HAVE 2™ SHAFT 
3/8" BUSHING. TYPE NO. 


DASH AND TOL, 


EAR TAPER, 


TO BE FOLLOWED BY 


ciR- 632564 sv 

WIRE WOUND: 
RATED 4.4 OHMS, 
INDUCTIVE, 


WATT MAXIMUM, 
TAB TERMINALS. 


FOLLOWED BY DASH AND TOL. IN PER CENT. 


CHIBA-101 30-50 


ciR- 632565 sv 
HERE WOUND: 


INOUCTIVE, TERMINALS. 


FOLLOWED BY DASH AND TOL. IN PER CENT. 


CWrBA-1OE30-51 


csF- 632566 sv RE 13A 372 
RESISTOR, WIRE WOUND: STYLE ¢ 
RATED 4.5 OHMS. 


(-F) 
12/8/44 SOF CW 3ESA-682068-35 
HAN, 45 (SS. 21 


CAO- 632567 SV 

RESISTOR, WIRE WOUND: 

RATED 250 OHMS, 8 WATTS, INDUCTIVELY 
WOUND. TYPE NO. TO SE FOLLOWED BY DASH 
AND TOL. IN PER CENT. 


(-10) 
12/8/44 1"-0 CW2SA-10051-89 
JAN. 45 Iss. 19 


cW- 632568 s¥ 

RESISTOR CBALLAST}: 

ULTRA HIGH FREQUENCY POWER MEASURING 
DEVICE. AT 75°F, RES. BETWEEN 1525 OHMS 
MIN, AND 2550 OHMS MAX,, 0.0115 AMP MIN, 
TO 0.0137 AMP MAX, REQUIRED TO GEF 100 
OHMS RESISTANCE AT 75°F. 


12/8/44 0-164699 ESL-647808 
JAN. 46 iss. & 


vA0- 632569 TCE 

RESISTOR CEDGE HOUNDS: 

RATED .32 OHMS, 280 HATTS, EDGE WOUND, 
BRACKET TYPE TERMINALS. TYPE NO. TO BE 
FOLLOWED BY DASH AND TCR. IN %. 


t10 
12/9/44 CAYIM S#1154125 650-130 
JAN. 45 e 9 REV 13 


Ck0- 632570 Tce 1,2 

RESISTOR WIRE WOUND; 

RATED 3.9 ONS, 180 WATTS. EDGE WOUND. 
BRACKET TYPE TERHINALS. Tyre nO. TO BE 
FOLLOWED @Y DASH AND TO. IN &y 


to 
12/9/44 CAY2M S#1154126 CAY365-D-130 
JAN, 45 P10 REV. 13 


CAO- 632571 TCeE-1 

RESISTOR WIRE HOUND: 

RATEO 13.6 ONS, 180 HATTS, EDGE WOUND. 
BRACKET TYPE TERMINALS. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN &. 


t10 
r2/tt/44 CAYS"M™ #1216690 CAY:65-0-130 
JAN. 45 P 1S REV. 13 


CAO- 632572 Tce 

RESISTOR WIRE WOUND: 

RATEO 0.25 OHMS, 340 WATTS EDSE WOUND. 
BRACKET TYPE TERMINALS. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. In 8. 


uCAY265-D-130. P 8 REV. 15 ASS*Y #8 
410 

bestt/as CAY:"M™ SHi1154124 RSEE ABOVE 
JAN. 45 


com-.632573 Tce 

POTENTIOMETER, WIRE 

WOUND! RATED 16 OHMS, SO WATTS, LINEAR 
TAPER SPECIAL TYPE 3 FLATTEO SHAFT 1/2" 
BUSHING LENGTH, REPLACEMENT POT. TO HAVE 
2" SHAFT. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN Se 


12/12/44 J 0315 CAY:M-7406880 
JAN. 45 Poy REY S 


MRVASTHRR? | ANTATTIRERA 


care | SORAGTHRRY? | NEAR] 


RESTRICTED 


NAYSHIPS 900,109 


t 


3.63-116 


OLASRATION [FIRST assicnep For | RPL ARULHION 


CaO- 632574 Tce, Tce-1 

RESISTOR, WIRE WOUND: 

RATED 500 OHNS, 20 WATTS, TAB TYPE TER- 
MINALS. TYPE NO. TO @E FCLLOWED BY DASH 
AND TOL. (tN PER CENT. 


tla 
12/12/44 27 
JAN. 45 


CiR- 632575 TS-28/UPN 

RESISTOR, WIRE WOUND FIXED 

RATED 47 OHM, 2 WATT. PIG TAIL TERMINALS 
Vo/2" LONG, TYPE NO. TO BE FOLLOWED BY 
DASH AND TOA. IN %, 


(-10) 
12/9/44 #BW-2 A+9C-6850 
JAN. 45 

cuc- 632576 uJ REI3A492 


POTENT(ONETER, WERE WOUND 

RATED 25,000 OHMS, 3 WATTS, LINEAR TA- 
PER, SCREW DRIVER SHAFT 4/8" LONG. TYPE 
NO. TO BE FOLLOWED BY DASH AND TH... IN &.q 


1279744 P58-25000 
JAN, 45 


CDOUSDD-3486-A 


cmc> 632577 us RET3A492 
POTENTIONETER, WIRE WOUND 

RATED 25,000 OHMS, 3 WATTS, LINEAR TA- 
PER, SCREWDRIVER SHAFT 174" LONG. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOR. IN 2, 


92/9/44 PS8-25000 
JAN, 45 


COUSDD-3486-A 


cxc- 632578 us REI3A492 
POTENTI{OMETER, WIRE WOUND : 
RATED 10,000 OHMS, 3 WATTS, LENEAR TA- 
PER, SCREWDRIVER SHAFT 1/2" LONG. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. IN ¥ 


1279/44 P58-10600 
JAN. 46 


CDUZIDD-3486-A 


cua 632579 us REISA492 
POTENTIONETER, WIRE WOUND 

RATED 10,000 OHMS, 4 WATTS, LINEAR TA- 
PER, SPECIAL CHANNEL SHAFT 1/72" LONG, 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
IN hy 


4279744 AILOMP 
JAN. 45 


COULDD-3481-A 


cmc- 63259 ud REI3A492 
POTENTIONGTER, WIRE WOUND 

RATED 5000 O4MS, 3 WATTS, LINEAR TAPER, 
SCREWORIVER SHAFT 1/4" LONG. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN &. 


12/9/44 P58-5000 
JAN. 45 


COUSOD-3486-A 


cua -67258 us 

POTENTIOMETER, COMPOSITION 

RATED 2000 OHMS, 2 WATTS, LINEAR TAPER, 
SPECIAL CHAUNSI. SHAFT 2 1/4" LONG. REAL. 
POT. TO HAVE 3 3/8% SHAFT. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN &. 


12/9/44 Y COULDD-3441-A 


JAN. 45 


(are | SAAS [RASTA 


NAVSHIPS 900,109 


Class 63—Resistors—Potentiometers—Attenuators 


DENGRATION [FIRST Assignep For | RADE GRAM, | DENENATION [FAST AsstentD FOR MENG, | 


CMA- 632592 UL 

POTENTIOMETER, COMPOSITION 

RATED 25000 OHMS, 2 WATTS, LINEAR TAPER, 
SPECIAL CHANNEL. SHAFT 1/2" LONG. RE- 


CSF- 632590 us 
RESISTOR, WIRE WOUND 
RATED 2500 OHMS, 10 WATTS, PIGTAIL TYPE. 


PLACEMENT POTENTIOMETER TO HAVE 3 3/8" “TYPE WO. TO BE FOLLONED BY DASH AND TOL. 

SHAFT. TYPE NO. TO BE FOLLOWED BY DASH tN Be 

ANS TOL, IM %. 

12/9/44 ¥2SHP COUSDD-S5441-A (-53 

FE8. 45 12412744 TOK COUSDO-5247A-1 
JAN. 45 


CBZ2- 632583 TS-28/UPN 

POTENTIOMETER, COMPOSITION 

RATED 5 MEGOHNS, 2 WATTS, LINEAR TAPER, 
TYPE 3 ROUND SHAFT. REPLACEMENT POTENTI- 
OMETER TO HAVE 2" SHAFT. TYPE NO. TO BE 


cao- 632591 Us 

RESISTOR, WIRE WOUND: 

RATED 2000 OHHS, 10 WATTS. TYPE NO. TO 
BE FOLLOWED BY DASH ANO TOL. IN PER 


FOLLOWED BY DASH AND TOL. IN &- CENT. 

(=-20) iy 

V2/01744 U-U5052 CDLIA-10B-6038 2 

ie 45 - REV A 12/11/44 10 F CDU:DD-3290-h 
JAN. 45 


CTC- 632584 TS-28/UPN 

POTENTIOMETER, COMPOSITION 

RATED 50,000, 0.5 WATTS, LINEAR TAPER RESISTOR, WIRE WOUNDS? 

TYPE 2 SLOTTED SHAFT 3/4" LONG. TYPE NO. RATED 5 OHMS, 10 WATTS, RADIAL LEADS. 

TO BE FOLLOWED BY DASH AND TOL. IM 3%. TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
IN PER CENT. 


ciR- 672592 Us 


(-20) 

Vesiisaa #35 COLLA-10B-6040 (-87 

JAN. 45 REV A 12/12/44 AB COUSDD-5246-A 
JAN. 45 


cBt- 632585 1s-287UPH 

POTENTIOMETER, COMPOSITION 

RATED 70,000 OHMS, 2 WATTS, LINEAR TA- 
PER, TYPE 1 ROUND SHAFT. REPLACEMENT 
POTENTIOMETER TO HAVE 2" SHAFT. TYPE NO, 
TO BE FOLLOWED BY DASH AND TOL. iW &. 


ctR- 632593 Us 

RESISTOR, WIRE WOUND? 

"RATED 30,000 OHMS, 20 WATTS; RADIAL 
LEADS. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IM Se 


(-10) (+5) 

eye tA+108-6 
12siissa Md COLSA-10B-6484 12/12/44 DG CDU:0D-3476-h-2 
JAN. 45 REY 0 shia 


ce8Z- 632586 S-28/UPN 
POTENTIOMETER, COMPOSITION 

RATED 500,000 OHMS, 2 WATTS, LINEAR TA- 
PER TYPE 1 ROUND SHAFT. REPLACEMENT PO- 
TENT{OMETER TO HAVE 2" SHAFT. TYPE NO, 
TO BE FOLLOKED BY DASH AND TOL. IN 4. 


carl -632594 US 

HEATER PAD? 

110 OHHS +104 CRYSTAL OVEN HEATER PD, 
WOUND ON OHMSPUN CARD. 


(-20) 
Vasiisas COLZA-108-60359 
JAN. 45 REV O 12/12/44 OW-1-Abd CDULDD-1932-B-1 


FEB. 45 


c82z- 632587 tS-2a/uPH 
POTENTIOMETER. COMPOSITION, 

OUALS RATED 50,000/50,000 OHMS 2 WATTS 
LINEAR TAPER, TYPE 1 ROUND SHAFT. RE- 
PLACEMENT POTENTIOMETER TO HAVE 2° 
SHAFT. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. tM S$. 


CAPJ-632595 us 

MEATER PAO? 

110 OHM 410% CRYSTAL OVEN HEATER PAD, 
WOUND ON OMMSPUN CARD. 


an (10) 
V2A1b 144 De COLTA-19B-6485 
JAN. 45 REY O 12/12/44 OHM WEAVE CDUS0D-1933-8-2 


MAY 45 RC-1 


cBz- 632588 rs-28cuen 
POTENTIOMETER, COMPOSITION, 

DUAL: RATED £00,000/100,000 2 WATTS, 
LUNEAR TAPER. TYPE 2 SLOTTED SHAFT 378" 
LONG. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IK %. 


CAPI-632596 US 

HCOATER PAD? 

110 ORM #108 CRYSTAL OVEN HEATER PAD, 
WOUND ON OHHSPUN CARD, 


(-10) 
12/10/44 CBZsud COLIA-108-6486 : 
JAN, 45 REY O 2/12/44 OHR WEAVE CDUsOD-1934-8- 


mar 45 ROHN 


csF- 632539 uJ 


RESESTOR, WIRD WOUND CAO- 632597 rce-! 


RATED 15,000 OHMS, 10 WATTS, PIGTAIL RESISTOR, WIRE WOUND: 
TYPE. TYPE NO. TO BE FOLLONED BY DASH RATED 80 OHMS, 20 WATTS, TAB TYPE TER- 
AND TOL. UN &. “MINALS. TYPE NO, TO BE FOLLOWED BY DASH 
ANO TOL. UN PER CENT. 
(-5) 
+10 
12712744 10K CDUIDD-5247A-1 = 
JAN. 45 12/12/44 2 T 
ASSIGNED VAN. 45 


issueD 


BTU, DATE MSOCHETS | ANAT | 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenuators 


FIRST ASSIGNED For | WANT SRAWING, 


DEAgKAMCR [Fins assignem Fon | RAGES. 


cao- 632598 TCE 

RESISTOR, WIRE WOUND: 

RATED 100 OHMS, 9 WATTS, TAB TYPE TER- 
WINALS, TYPE NO. TO BE FORLONED BY DASH 
AND TOL. IN PER CENT. 


410 
12/12/44 1 3/80 
JAN. 45 


cad- 632599 Tce 

RESISTOR WIRE WOUND: 

RATED 2 OHNS, 25 WATTS, TAB TYPE TER- 
MINALS. ADJUSTASLE. TYPE NO. TO BE FOt- 
LOWED BY DASH AND TOs, IN PER CENT. 


F160 
12/12/44 2A 
JAN. 45 


cHO- 632600 Tce 

RESISTOR, WIRE WOUND: 

RATED 30 OHHS, 25 WATTS, TAB TYPE TER- 
HINAL, ADJUSTASLE. TYPE NO. TO BE FOL- 
LOWED BY DASH AND TOL. IN PER CENT. 


+5 
12/12/44 2BKS 
JAN. 45 


cHo- 632601 Tce 

RESISTOR WIRE WOUND: 

RATED 80 OHMS, 12 WATTS, TAB TYPE TER- 
MINALS. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN PER CENT. 


+8 
12/12/44 1 3/8 J5 
JAN, 45 


cHD- 632602 Tce 

RESISTOR, HIRE WOUND: 

RATED 25 OHMS, 25 WATTS, TAB TYPE TER- 
MINAL. TYPE-NO. TO BE FOLLOWED BY DASH 
AND TOL. (N PER CENT. 


+s 
12/12/44 2 85 
JAN. 45 


cad- 632603 TCE-1 

RESISTOR, WIRE WOUND: 

RATED 4 OHMS, 60 WATTS, TAB TYPE TER- 
MINALS, ADJUSTABLE. TYPE NO. TO BE FOL- 
LOWED BY DASH AND TOL. IN PER CENT. 


to 
12/13/44 4WX 
JAN. 45 


CAO- 632604 fCE-I 

RESISTOR, WIRE WOUNDS 

RATED 1000 OHMS, 9 WATTS, TAB TYPE TER- 
MINALS. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. (N PER CENT. 


416 
12/13/44 13/8 0 
JAN. 46 


CAO- 632605 TceE-t 

RESISTOR, WIREWOUNDs 

RATED 2000 OHNS, 20 WATTS, TAS TYPE TER- 
HIMNALS. TYPE NO, TO BE FOLLOWED 8Y DASH 
AND TOL. IN PER CENT. 


t16 
12/33/44 aT 
JAN. 45 


paTt | _ MARNFASTHBER’S 


665197 O - 45 - 76 


CHC- 632606 nd 3.7.9 RE 13A 482 
POTENTIOMETER, WIREWOUNDS 

RATED 6,000 OHMS, 2 WATTS, LEFT HAND 
TAPER; 7502 AT 25% ROTATION, 1500 OHMS 
AT 50%, 9000 OHMS AT 75%°3/8" BUSHING, 
TYPE 1 ROUND SHAFT. REPLACEMENT POTEN- 
TIOMETER TO HAVE 2% SHAFT. TYPE NO. TO 
s10 

42/18/44 P58-6000 CBM:T712-892 
JAN. 45 ALT 0 


Cuc- 632606 
BE FOLLOWED BY DASH AND TOL. IN PER 
CENT. 


CHA- 632607 AN/TPS-18 RE 13A 492 
POTENTIOMETER, WIRE 

WOUND: RATED 50 OHMS, 4 WATTS, LINEAR 
TAPER, TYPE 3 PLATTED SHAFT. REPLACE- 
MENT POTENTIOMETER TO HAVE 2" SHAFT 
LENGTH. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN PER CENT. 


(-5) 
12/13/44 173898 CW3BA-1003-82 
JANe 45 iss, 28 


CHA- 632608 AN/TPS-1B RE 13A 492 
POTENTIOMETER, WIRE 

WOUND: RATED 500 OHMS, 4 WATTS, LINEAR 
TAPER, TYPE 3 PLATTED SHAFT. REPLACE - 
MENT POTENTIOMETER T.0 HAVE 2" SHAFT 
LENGTH. TYPE NO. TO BE FOLLOWED BY DASH 
AND TO. tH PER CENT. 


(+5) : 
12/13/44 173899 -CH3BA-10034-83 
JAN. 45 SS. 28 


CBZ~ 632609 AN/TPS-18 

POTENTIOMETER, COMPOSITION: 

RATED 10,000 OHMS, 2 WATTS, LINEAR TAPET, 
TYPE 1 ROUND SHAFT. REPLACEMENT POTEN- 
TIOMETER TO HAVE TWO INCH SHAFT LENGTH, 
TYPE ‘NO. TO BE FOLLOWED BY DASH AND TOL. 
tN PER CENT. 


(10) 
12/13/44 J CW3BA-10034-214 
JAN. 45 iss. 28 


CBZ- 632610 an/TPs-18 

POTENTIOMETER, COMPOSITION: 

RATED 600 OHMS, 2 WATTS, LINEAR TAPER, 
TYPE 1 ROUND SHAFT. REPLACEMENT POTENTIO- 
METER TO HAVE 2% SHAFT LENGTH. TYPE NO. 
TO BE FOLLOWED BY DASH AND TOL. IN PER 


CENT. 

¢-10) 

42/13/44 J CWSES-691122-37 
JAN. 45 Iss. 26 


CIR- 632641 esc 
RESISTOR, HIRE WOUND: 
RATED 2000 OHNS, 10 WATTS, RADIAL LEADS. 


12/13/44 AB COAT "8" CN:BA-10096-23 
JAN. 45 Iss. 8 


ciR- 632612 osc 

RESISTOR, WIRE WOUND: 

RATED 500 OMS, 4 WATTS, TAS TERMINALS, 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
IN 3. 


(-10) 
32/33/44 AB COAT "C" CWIBA-T0096-27 
JAN. 45 iss. 38 


3.63-117 


ation FIRST ASSIGNED FOR | RNG | 


CSA- 632613 TeY 

POTENTIOMETER, COMPOSITION: 

RATED 0.5 MEGOHNS, 0,4 WATTS, LINEAR 
TAPER, 3/8" BUSHING, TYPE 3 PLATTED 
SHAFT. REPLACENENT POTENTIOMETER TO HAVE 
2" SHAFT LENGTH. TYPE NO. TO BE FOLLOWED 
BY DASH AND 704. IN PER CENT. 

(£20) 

12/15/44 LP 

JAN. 45 


cSA- 632614 TeY 

POTENTIOMETER, CONPOSITION: 

RATED 0.65 MEGONMS, 0.4 WATTS, LOGARITHMIC 
TAPER, 3/8" BUSHING, TYPE 3 PLATTED 
SHAFT, REPLACEMENT POTENTIOMETER TO HAVE 
2" SHAFT LENGTH. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN PER CENT. 

(420) 

12/15/44 Le 

JAN. 45 


Cir- 632615 T8Y 

POTENTSOMETER, COMPOSITION: 

RATED O45 MEGOHMS, 1/2 WATT, LOGRITHMETIC 
TAPER, 3/8" BUSHING’/TYPE 3 PLATTED SHAFT. 
REPLACEMENT POTENTIOMETER TO HAVE 2" 
SHAFT LENGTH. TYPE NO. TO SE FOLLOWED BY 
DASH AND TOL. IN PER CENT. 

(t20) 

12/15/44 CS 

JAN. 45 


caY* 632616 Tce 

RESISTOR, WIRE HOUND: 

RATED 35 OHMS, SO WATTS. TAS TYPE TER- 
MINALS. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN PER CENT. 


(£10) 
12/15/44 "V" $236754 423596 
JAN. 45 REV. 2 


* 


cav- 632617 Tce 

RESISTOR, WIRE WOUND: 

RATED 75 OHMS, $0 WATTS, TAS TYPE TER- 
MIWALS. TYPE NO TO BE FOLLOWED BY DASH 
AND TOL. IN PER CENT. 


c£10) 
12/18/44 "V"S256756 423596 
JAN. 45 REV. 2 


caY- 632618 Tce 
RESISTOR, WIRE WOUND: 
RATED t0O OHMS, 60 WATTS, TAB TYPE TER- 
MINALS. TYPE HO. TO BE FOLLOWED BY DASH 
AND TQ. IN PER CENT. 


(t10y 
12/18/44 *V"S236757 423596 
JAN. 45 REV. 2 


CaY- 632619 Tce 

RESISTOR, WIRE WOUND: 

RATED $50 OHMS, 60 WATTS. TAG TYPE TER- 
HINALS. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN PER CENT. 


(410) 
12/18/44 "V¥"S-1038182 423596 
JAN. 45 REV. 2 


cCaY- 632620 TCE 
RESISTOR, WiREWOUND: 
RATED 825 OUKS, 50 WATTS, TAS TYPE TER~ 
NINALS. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN PER CENT, 

+ 


(210) 
12/18/44 "V"-7038031 4235596 
JAN. 45 REV. 2 


MUARHIRE? | ANAL codick 


pare | MBRETNNRS | MSNHIAETIA 


RESTRICTED 


NAVSHIPS 900,109 


3.63-118 


OFAC eh FIRST ASSIGNED FOR | HAY ARAWING, 


ay fins assignen FoR | WAVE GROKNS, 


Class 63—Resistors—Potentiometers— Attenuators 


vee Rion 


FIRST ASSIGNED FOR 


On SLANG 


cAY- 6326214 Tce 

RESISTOR, WIRE WOUND? 

RATED 3500 OHMS, 50 WATTS, TAS TYPE TER 
NINALS. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN PER CENT. 


(£10) 
12/19/44 "V"-825083 423596 
JAN. 45 REV. 2 


ciR- 632622 Tor 

RHEOSTAT, WIRE WOUND: 

RATED 25 OHMS, 25 WATTS, LINEAR TAPER, 
TYPE 3 FLATTED SHAFT. REPLACEMENT PO- 
TENTIOMETER TO HAVE a" SHAFT LENGTH, 


(+10) 
42/15/44 PR-25 CGtM~7471378-1 
MAY 45 REV 01 


CCO- 632623 SF. SF-I 

RESISTOR COMPOSITION 

RATED 47 OWS, 3 HATTS, RADUAL PIGTAIL 
TERSINALS. TYPE KO. TO 3E FOLLOWEO BY 
DASH AND TOL. UN &, 


(210) 
42/15/44 792A 
JAN. 45 


CIR- 632624 so-7N-7N 

POTENTIOMETER, WIRE WOUND, 

DUAL: EACH SECTION RATED 200°OHMS, 2 
WATTS, LINEAR TAPER, 

SPECIAL SHAFT. TYPE NO, TO BE FOLLOWED 
BY DASH AND TOL. UN & 


(#10) 
¥2716/44 W 
JAN. 45 


CRPSR-734 


. 
com- 632625 so 7a7K 

POTENTIOMETER, WIRE WOUNDS 

RATED 225 OHS, 50 WATTS, LINEAR TAPER 
BUSHING LENGTH 3/6" SCREWDRIVER SHAFT 

1 1/16" LONS. TYPE NO. TO BE FOLLOWED 

BY DASH AND TOL. IN PERCENT. 


(+10) 
12/36/44 J 0322 CRP: SKETCH 
MAY 45 R-734 


céc- 632626 co 7Ha7N 
POTENTIOMETER, WIRE WOUND 
RATED 10,000 OHMS, 50 WATTS SPECIAL TA- 
PER, RESISTANCE OF 35/50/65% ROTATION AT 
900/2000/4050 OHSS. BUSHING LENGTH 3/8" 
SPECIAL TYPE FLATTED SHAFT, TYPE NO. TO 
BE FOLLOWED BY DASH AND TQ. {N &. 

(£10) 

12/16/44 PK-SOW 
JAN. 45 


RELSA492 


CNC:55-201 


CMC- 632626-A SO7"S7N RE 13A492C 
TIOMETER, WIRENOUND? 

10,020 ONMS, 59 waTTS, SPECIAL 
RESTSTANCE af 35/59/95 % ROTATION 
1S 900/2000/4059 ONMS, SPECIAL TYPE 
FLATIEO SHAFT 1/2". 3/8" BUSHING. TYPE 
NO. TO BE FOLLUWED BY DASH AND TOL. IN & 
“10 


12/16/64 PH-S8W CMC-55-201 
JUN. 45 
cne- 6352627 so mm&7u RE13A492 


POTENTIONETER, WIRE WOUND 
CDVALY3 EACH SECTION RATED 20,000 OHMS, 
3 WATTS, LEWEAR TAPER, BUSHING LENGTH 
3/8" SPECIAL SCRIYDRIVER SHAFT 1 1/16" 
LONG. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN 3. 
(tt0%) 

12/16/44 OP-584 
JANe 46 


CMC 355-202 


DATS 


NAVSHIPS 900,109 


Lae] 


cvV- 632628 so 7H8&7N 

RESISTOR, WIRE WOUND, 

HEATER STRIPS RATED 88 OHMS, 150 WATTS. 
STRIP TYPE WITH 2 VERTICAI. SCREW TER- 
MINALS. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. [EN %. 


V2418/44 SE-315 CRPSSKETCH 
JAN. 45 R-501 


cay- 632629 VE 

RESISTOR, WIRE WOUND, 

HEATER: RATED 66 OHMS, 200 WATTS, SCREW 
TYPE TERMINALS, TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN %, 


(tod 
V2/18/44 CAY:7713499PC 
JAN. 45 REV t 


cir- 632630 wNu-4 
RESISTOR, WIRE HOUND 
RATED 10,000 OHMS, 24 HATTS, TAB TYPE 
TERMINALS. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN &. 


(#5) 
12/19/44 ER-4-C 
JAN. 45 


CBMSU-738-3001-AA 


cCA0- 632631 MK 20 MOD 1 

RES(STOR, WIRE WOUND 

ADJUSTASLE: RATED 5 OHMS, 50 WATTS. 
TAB TYPE TERMINALS AND ADJUSTABLE TAB 
ON BARE SIDE, TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. [N %. 


(-10) 
12719744 4 1/2" B CWsBA-10051-66 
JAN, 45 {SS 19 MARKED 


CAO- 632632 HK 20 MoD 1 

RESISTOR, WIRE HOUND 

ASJUSTASLE: RATED 25 OHMS, 50 WATTS. 
TAB TYPE TERMINALS, AND ADJUSTABLE TAB 
ON BARE SIDE. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN &- 


(~10) 
12/19/44 4 1/2" B CW3BA-10051-67 
JAN. 45 {SS 19 MARKED 


ca0- 632633 HK 20 NOD 1 

RESISTOR, WIRE WOUND 

ADJUSTAZLE: RATED 500 OHMS, 10 WATTS. 
TAB TYPE TERMINALS, AND ADJUSTABLE TAS 
On BARE SIDE. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN 4% 


(-10) 
12/19/44 1 344" 2 CNIBA-10051-97 
JAN. 45 (SS 19 MARKED 


Ca0- 632634 MK 20 Moot 

RESISTOR, WIRE WOUND, 

ADJUSTASLE: RATED 250 OHMS, 25 WATTS. 
TAS TYPE TERMINALS, AND ADJUSTAZLE TAB 
ON BARE SIDE. TYPE NO» TO BE FOLLOWED BY 
DASH AND TOL. tN %. 


(-10) 
V2/19/44 27 A = CWsBA-10051-102 
JAN, 46 (SS 10 MARKED 


caO- 632635 HK 20 MOD 1 

RESISTOR, WIRE WOUND, 

ADJUSTABLE: RATED 50 OHMS, 20 WATTS. 
TAB TYPE TERMINALS, AND ADJUSTA3L& TAB 
ON BARE SIDE. TYPE NO. TO BE. FOLLOWED 8Y 
DASH AND TOL. IN %. 


(-10) 
12/19/44 8" T 
JAN, 46 


CNHEBA-1COSt-39 
{SS 19 MARKED 


cez- 632636 Ve 

POTENTIOMETER, COMPOSITION 

RATED 0.2 MEGOHMS, 2 WATTS, LINEAR TA- 
PER, BUSHING LENGTH 1/74", TYPE 2 SCREW- 
ORIVER SHAFT 13/16" LONG. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL, IN &, 


(-108) 
12/19/44 J CAY-N7411468 
JAN. 45 PT | REV 5 


cou- 632637 VE 

POTENT(ONETER, WIRE WOUND 

RATED 15,000 OHMS, 25 WATTS, LINEAR TA- 
PER, BUSHING LENGTH 3/3", TYPE 3 FLATTED 
SHAFT. REPLACEMENT POTENTIONETER TO HAVE 
2" SHAFT. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. 4N %. 
(410) 

12/19/44 245 

JAN. 45 


CAY-P-7713623 


cco- 632638 MK 20 MoD 1 

RESISTOR, WIRE WOUND 

RATED 3,5 OHMS, 16 WATTS. RADIAL LEADS. 
CERAMIC COATING. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN %. : 


(-15) 
12/19/44 TYPE B CusBA-10249-1 
JAN. 45 iss 1 


CSA+ 632639 RCH 

POTENTIONETER, COMPOSITION 

RATED 25,000 OHMS, 0.4 WATTS, LINEAR 
TAPER. BUSHING LENGTH 3/8", TYPE 2 SCREW- 
DRIVER SHAFT 1/2" LONG, TYPE NO, TO BE 
FOLLOWED BY DASH AND TOL. IN &. 


(420) 
tef19/744 LP CZC37637 
JANe 45 iss 2 


CSA- 632640 RCH 

POTENTIONETER, CONPOSITION 

RATED 0-25 MEGOHNS, O14 WATTS, LINEAR 
TAPER, BUSHING LENGTH 3/8", TYPE 2 
SCREWDRIVER SHAFT 1/2" LONG. TYPE NO. 
TO BE FOLLOWED BY DASH AND TOL. IN %. 


(+20) 

12/19/44 LP CZC:7620 
JAN. 45 iss 2 
com632641 sv REI3A492 


FOTENTIOMETER, WIRE WOUND 

RATED 125 OHNS 25 WATTS, LINEAR TAPER, 
TYPE 2 SCREWDRIVER SHAFT 5/78" LONG, t/2" 
BUSHING, SHAFT LOCKENG ARRANGEMENT, TYPE 
NO. TQ BE FOLLOWED BY DASH AND TOL. tN 


s. 

(-10) 

12/21/44 H CHSBA-10027-16 
JAN. 48 (ss 19 


cCIR- 632642 sussu-t 

RESISTOR, WIRE WOUSD 

RATED O.1 MEGORHS, | WATT, TAB TYPE TER- 
MURALS. TYPE NO. TO ®E FOLLOWED BY DASH 
AND TOL. IN &, 


ct) 
42722044 WHS CON:738-876 
JAN. 45 ALT 0 


ciR- 632643 sursu-1 

POTENTIOMETER, COMPOSITION 

RATED 100 OHMS, 1 WATT, LINEAR TAPER, 
BUSHING LENGTH 172", TYPE 2 SCREWDRIVER 
SHAFT 11/16" LONG HAS LOCKING BUSHING 
WITH CLOSED NUT. TYPE NO. TG BE FOLLOWED 
BY OASH AND TOL. IN &. 


(220) 
t2/23744 CP CBNI738-389 
JAN, 45 ALT O 


SMARTS 


RESTRICTED 


MAARHONS AWHRACT ck 


Class 63—Resistors—Potentiometers—Attenuators 


oh 


FIRST ASSIGNED FoR | HAYS DRAWING 


cc: 632644 Lad 
POTENTSOMETER,. WIRE WOUND 
RATED 1,000 OHMS, 4 WATTS, LSNEAR TAPER, 
TYPE 2 SCREWORIVER SHAFT $78" LONG, 
BUSHING 3/78" LONG. TYPE NUMBER TO BE 
FOLLOWED BY DASH AND TOL. tN f. 


REI3A492 


12723/44 25 
JANe 45 


ctc- 632645 Lag 
ATTENUATOR 

600 OHM T PAD. CONTINUOUSLY VARIABLE 
FROM 0.5 db TO MAXEMUM ATTENUATION. IN- 
PUT & OUTPUT IMPEDANCE 600 OHMS. CON- 
SUSTS OF 3 SECTIONS RATED 600/3500/600 
OHMS HAXIMUM, 2.5 WATTS, ATTENUATION IS 
LINEAR FROM 0.5 TO 30 db» BUSHING 378" 
$2423/46 CITS8 

JAN. 45 


RE15A492 


crc-632645 
LONG. ROUND SHAFT #S 1 3/8" LONG. 


CIR- 632646 sussu-t 

POTENTIOMETER, COMPOSITION 

RATED 0.5 MEGOHHS. 1 WATT LINEAR TAPER, 
BUSHING LENGTH 1/2", TYPE 2 SCREWDRIVER 
SHAFT 11/716" LONG. LOCKING BUSHING WITH 
CLOSED NUT. TYPE NO, TO SE FOLLOWED BY 
DASH AND TOL. {M 3. 


#10) 
12426444 CP CBMS3738-870 
JAN. 45 ALT 0 


CIR- 632647 sussu-! 

POTENTIOMETER« COMPOSITION 

RATED 0.5 NEGOHMS, 1 WATT, LINEAR TAPER, 
BUSHING LENGTH 378", TYPE 3 FLATTED 
SHAFT. FOR REPLACEMENT POTENTIONETER USE 
SHAFT 2” LONG. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. UM Se 


(410) 

12/26/44 CP COM:738-600 
JAH. 46 ALT 0 

CsF- 632648 sF,SF-1 REISAS724 
RESISTOR. WIRE WOUND STYLE F 


RATED: 35,000 OHMS. 15 WATTS. FERRE 
TYPE TERMINALS. TYPE NO. TO BE FOLLOWED 
BY SUEFIX INDICATING GRADE AND CLASS, 


CF) 
12/26/44 15F 
JAM. 45 


CIR- 632649 su/su-t 

POTENTiOMETER, CONPOSITION 

RATED 0,4 MESOHUMS, J WATT, LENEAR TAPER, 
BUSHING LENGTH 1/2", TYPE 2 SCREWDRIVER 
SHAFT 11/16" LONG. LOCKING BUSHING WITH 
CLOSED NUT. TYPE NO TO BE FOLLOWED 8Y 
GASH AND TOL. UN Se 


(+10) 

12/26/44 CP CB8N2738-873 
JAN. 45 

csF- 632650 SF RELSAST2S 
RESISTOR, WIRE WOUND STYLE F 


RATED 12,009 OHMS, 15 WATTS. FERRE 
TYPE TERMINALS. TYPE NO. TO BE FOLLOWED 
BY SUFFIX INDICATING GRADE AND CLASS. | 


CF) 
12/26/44 15F 
GAN. 45. 


[cave | MANMASTHBER® 


oHigharic 


FIRST ASSIGNED FOR 


AAR 


3.63-119 


[ HAYRIE 


Fiast assigneo for | AVY BRAWING | | 


chr- 632651 sF.sf-1 

RESISTOR, WIRE WOUND 

RATED: 15002 10 WATTS TYPE TERMINAL PIG 
Fait. 


¥2/26/44 AB 
JANe 45 


CoM- 632652 sF 

RESISTOR-SEMI VARIAGLE 

WIRE WOUND, RATED 50, 100 WATTS WITH 
ADVUSTABLE BARE SIDE TOP TAB TYPE TER~ 
MINALS, £10%, TYPE NO. TO BE FOLLOWED 
BY DASH AND TQ@.. IN %. 


12/26/44 0959 CBN2U-738-1126 
JAN. 45 ALT O 


ciR-632653 sussu-1 

POTENTIOMETER, COMPOSITION 

RATED 0,6 MEGOHMS, | WATT, LINEAR TAPER, 
BUSHING LENGTH 1/2", TYPE 2 SCREWORIVER 
SHAFT 11/16" LONG, LOCKING BUSHING WITH 
CLOSED NUT. TYPE NO. TO GE FOLLOWED BY 

DASH AND TOL. EN %. 


12/26/44 CP CBM3738-827 
SAN, 45 ALT © 


632654 Reo 
POTENTIOMETER, COHPOSITION 
RATED 0.5 MEGOHMS, 0.4 WATTS, SEMI-L0G 
TAPER. TYPE ONE ROUND SHAFT, REPLACEMENT 
POTENTIOMETER TO HAVE 2" SHAFT, 172" 
BUSHING, TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. UN &. 
(+20) 
V2¢26/44 CIRs¥C-11954 
MAY 45 CSAS5429 


C2C251239 
ISSUE 2 


CIR- 632654-A R20 

POTENTIOMETER, COMPOSITION: 

RATED 0.5 MEGOHMS, 0.4 WATTS, SEMI-LOG 
TAPER, TYPE ONE ROUND SHAFT, REPLACE- 
MENT POTENTIOMETER TO HAVE 6" SHAFT 1/2” 
BUSHING. sSAME AS ~632654 EXCEPT FOR 
SHAFT LENGTH. TYPE NO. TO BE FOLLOWED 
(-20) 

12/26/44 CIR:VC-11954 CZ0:5129 

BAY 45 Csazsi29 #$S 2 


CIR-632654-h 
BY OASH AND TOL. IN PER CENT. 


ciR- 632655 su/su-t 

POTENTIONETER, COMPOSITIONS: 

RATED 1.0 MEGOHNS, 1 WATT, LINEAR TAPER, 
BUSHING LENGTH 1/2" TYPE 2 SCREWORIVER 
SHAFT 11/16" LONG. LOCKING BUSHING WITH 
CLOSED NUT. TYPE NO, TO BE FOLLOWED BY 
DASH AND TOL. IN PER CENT, 


20 
12/26/44 CP COM*738-866 
JAN. 45 ALT 0 


- 632656 Reo 
POTENTIOMETER, COMPOSITION: 

RATED 250,000 OHMS, 0.4 WATTS, SEM!-LOG 
TAPER, TYPE ONE ROUND SHAFI, RE- 
PLACEMENT POTENTIOMETER TO HAVE 2" SHAFT 
1/2" BUSHING. TYPE NO. TO BE FOLLOWED BY 

DASH AND TOL. iN PER CENT. 

(-20) 

12/26/44 CIRs¥C-+11955 
MAY 45° CSAz5150 


CzC35130 
ISSUE 2 


ASSIGNED 
A{SSUED 


-652656-A R80 
POTENTIOMETER, COMPOSITION: 
RATED 250,000 OHMS, 0.4 WATTS, SEMI-LOG 
TAPER, TYPE ONE ROUND SHAFT, REPLACE~ 
BENT POTENTIOMETER TO HAVE 6" SHAFT, 
1/2™ BUSHING, SAME AS -632656 EXCEPT FOR 
SHAFT LENGTH. TYPE NO. TO BE FOLLOWED 
(+20) 


12/26/44 CIRSVC+11955 C2C:5130 
MAY 45°  CSA35130 1sS 2 
-632656-A 


BY DASH AND TOL. IN PER CENT. 


cIR~ 632657 Su/su-1 

POTENTIOMETER, COMPOSITION: 

RATEO 40,000 OHMS, 1 WATT, LINEAR TAPER 
BUSHING LENGTH 1/2", TYPE 2 SCREWDRIVER 
SHAFT IS /t6" LONG. LOCKING BUSHING WITH 
CLOSED NUT. TYPE NO, TO GE FOLLOWED BY 
DASH AND TOL. iN PER CENT, 


tio 
12/26/44 CP CBM:738-825 
JAN. 46 ALT 0 


cir- 632658 su/su-t 

POTENTIOMETER, COMPOSITION: 

RATED 50,000 QHMS, T WATT, LINEAR TAPER 
BUSHING LENGTH 1/2", TYPE 2 SCREWDRIVER 
SHAFT F1/16" LONG. LOCKING BUSHING WITH 
CLOSED NUT, TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN PER CENT. 


20 
12/27/44 oP CBM:738-8713 
JAN. 45 ALT O 


cire- 632659 su/su-t 

POTENTIOMETER, COMPOSITION: 

RATED 2 MEGOHHS, 2 WATT, LINEAR TAPER, 
BUSHING LENGTH 3/8", TYPE 2 SCREWDRIVER 
SHAFT 9/16" LONG. TYPE NO, TO BE FOLLOWED 
BY DASH AND TOL. IN PER CENT. 


+20 
12/27/44 cP CBM:758-877 
JAN. 45 ALT O 


CTC- 632660 s-323/uR 
POTENTIOMETER, COMPOSITIONS 

RATED 1 HEGOHM, 1/2 WATT, CTC TYPE A 
TAPER. TYPE $ ROUND SHAFT. 3/8" BUSHING 
CENSTH. REPLACEMENT POTENTIOMETER TO 
HAVE 2" SHAFT. TYPE NO, TO. BE FOLLOWED 
BY DASH AND TOR. IN PER CENT. 


32/27/44 35 CK8238-A2015-1 
MAY 45 CHGE B 


cic- 632661 su, su-i 

POTENTIOMETER, WIRE 

WOUND: RATED 3500 ONS, 2 WATTS SPEC- 
HAL TAPER OUNS RESISTANCE AT 25750¢75% 
ROTATION §S 437.5/875/1750 OHMS. TYPE 3 
FLATTED SHAFT, 378" BUSHING. REPLACE- 
MENT POTENTIOMETER TO HAVE 2" SHAFT. 
(+40) 

12727744 P 68K CBN3738-948 
JAN. 45 ALT O 


Cuc- 632661 
FLAT ON SHAFT COINCIDES WITH POSITION OF 


“CONTACT ARM. TYPE NO. TO GE FOLLOWED BY 


DASH AND TOL. IN PEX CENT. 


a ee ANAS Gh 


care | MARAT | ANIA | 


RESTRICTED 


NAVSHIPS 900,109 


3.63 ~120 


[ SEABLAR, [nest asioneo vor | XSHOLEN | 


Class 6 3—Resistors—Potentiometers—Attenuators 


Ty FIRST ASSIGNED FOR OA GRLYS, | 


| HAYLIIRR, 


FIRST ASSIGNED FOR | WAL QRS, | 


CHC- 632662 su, su-! 

POTENTIOMETER, WIRE WOUND? 

RATED 3000 OHMS, 2 WATTS SPECSAL TAPER 
OHMS RESISTANCE AT 25/50/75% ROTATION IS 
375/750/1500 OHMS TYPE 3 FLATTED SHAFT 

: 3/8* BUSHING. REPLACEMENT POTENTIOMETER 
TO HAVE 2" SHAFT. FLAT ON SHAFT COINCIDES 


110 
12/27/44 P 58M CBM:738-946 
JAN. 45 ALT O 

cmc- 632662 


WITH POSITION OF CONTACT ARM. TYPE NO. 
TO BE FOLLOWED BY DASH AND TOL. IN PER 
CENT. 


CHC- 632663 SU, SU-t 
POTENTIOMETER, WIREWOUNO, 
DUALS EACH SECTION RATED 7500 OMS, 

3 WATTS, LINEAR TAPER, TYPE 2 SCREW- 
‘DRIVER 9716", 3/78” BUSHING. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IW PER 


RE 13a 492 


CERT, 

+10 

32/27/44 P 68a CBMS738-822 
JAN, 46 ALT O 


CHC- 632664 SU, SU-f RE I3A 492 
POTENTIOMETER, WIRE WOUND: 

RATED 3000 OHMS, 3 WATTS, LINEAR TAPER 
TYPE 3 FLATTED SHAFT, 3/87" BUSHING. RE- 
PLACEMENT POTENTIOMETER TO HAVE 2” SHAFT. 
TYPE WO. TO BE FOLLOWED BY DASH AND TOL. 
1M PER CENT. 


t10 
12/428/44 PS8u CBM3738-915 
VAN. 45 ALT O 


cuc- 652665 su, su-1 
POTENTIOMETER WIRE WOUND 
DUAL: FRONT SECTION 3000 OHMS, REAR 
SECTION 10,000 OHMS, 3 WATTS LINEAR 
TAPER, TYPE 1 ROUND SHAFT, 3/8" BUSHING. 
REPLACEMENT POTENTIOMETER TO HAVE 2 
SHAFT. TYPE NO. TO BE FOLLOWED BY DASH 


RE 135A 492 


; +10 
t 12/28/44 K-3699 CBN:738-867 
: JAN. 48 ALT 0 
cuc- 632665 
AND TOL. (NH PER CENT. 
CHC- 632666 su. su-t RE 135A 492 


POTENTIOMETER, WIRE WOUND: 

RATED 50,000 OHMS, 2 WATTS,'LINEAR TAPER 
TYPE 2 SCREWDRIVER SHAFT 9/16", 378% 
BUSHING. TYPE NO. TO BE FOLLOWED BY DASH 
ARO TOL. §M PER CENT. 


fio 

12729/44 P-58 CBm:t000S-22 
JAN. 45 ALT O 

CHC- 632667 SU, SU-t RE 13A 442 


POTENTIOMETER, WIRE WOUND? 

“RATED 25,000 OHMS 3 WATTS SPECIAL TAPER, 
OHMS RESISTANCE AT 25/50/75% ROTATION 
tS 312576250712500 OHMS. TYPE 2 SCREW 
ORtVER SHAFT 9/16". 3/8" BUSHING, FYPE 
WO. TO BE FOLLOWED BY DASH AND TOL. OW 
+10 
12/28/44 PS8w 
JANe 45 


CBA3t000S-45 


care | MAHUARTHBERS | 


SORT 


CHC- 632667 
PER CENT. 


CSF- 632668 su, su-t 

RESISTOR, WIRE WOUND: 

RATED 3,000 OHNS; & WATTS, PIG TAIL TYPE 
TERMINALS. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. INS. 


+5 
12/28/44 SXT CBM:738-899 
JAN. 45 ALT #1 


CSF- 632669 su, SU-1 

RESISTOR. WIRE WOUND? 

RATED $2,500 OHMS, 5 WATTS, PIGTAIL TYPE 
TERMINALS. TYPE NO- TO BE FOLLOWED BY 
DASH AND TOL. (N PER CENT. 


ts 
32429744 SKT CB8M:738-891 
JAN. 45 ALT O 


com- 632670 su-1 

RESISTOR WIRE WOUND 

ADJUSTASLE3 RATED 50 OHMS, 160 WATTS, 
TAB TYPE TERMINALS. ADJUSTABLE TAB, 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
(MW PER CENT. 


t10 
12/29744 1159 C8M:3738-305 
JAN. 45 ALT O 


Cu¥- 632671 MK 34 MoD 3 a4 

RESISTOR, WIRE WOUND: 

RATED 100 OHMS, 1/4 WATT, AXIAL LEADS, 
FOR DC AND LOW FREQUENCY USE. TEMPERA~ 
TURE COEFFICIENT OF RESISTANCE 46 + 10 
PPM/°F, TYPE NO. TO BE FOLLOWED BY DASH 
ANO TOL. $M PER CENT. 


(4) : 
12727044 D-162746A CW SESA-682056-122 
JAN. 45 ISSUE 28 
cCu-632672 HK 34 MOD 3 4 4 


RESISTOR, WERE WOUND? 

RATED 145 OHMS, 544 WATT. AXIAL LEADS. 

FOR OC AND LOW FREQUENCY USE. TEMPERA- 

TURE COEFFICIENT OF RESISTANCE 46 + 40 

PPH/°F, TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. (N PER CENT. 


a 

12427044 D0-182746A CW2ESA-682056-123 
JAN. 45 {SSUE 28 

cu- 632673 WK 34 MOD 3 & 4 


RESISTOR, WIRE WOUND: 

RATED 740 OFMS, 174 WATT, AXIAL LEADS. 

FOR OC AND LOW FREQUENCY USE. TEMPERA- 

TURE COEFFICHENT OF RESISTANCE 46 + 10 

PPM/°F, TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. 4N PER CENT. 


4 

12/27/44 D-162746A CWLESA-682056-124 
JAN. 45 ISSUE 28 

Cu- 632674 HK 34 MoD 3 & 4 


RESISTOR, WIRE WOUND? 

RATED 960 OHMS, 1/4 WATT, AXIAL LEADS. 

FOR DC AND LOW FREQUENCY USE. TEMPERA- 

TURE COEFFICIENT OF RES{STANCE 46 + 10 

PPM/°F, TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. (N PER CENT. 


cW- 632675 NK 34 M00 3 & 4 

RESISTOR, WIREWOUND 

RATED 2800 OHMS, 174 WATT, AXLAL LEADS 
FOR DC AND LOW FREQUENCY USE. TEMPERA- 
TURE COEFFICKENT OF RESISTANCE 46 + 10 
PPN/°F, TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. (N Se 


tl 
12427444 D-162746A CWLESA-622056-126 
FEB. 45 ISSUE 28 


CH- 632676 MK 34 HOD 3 8 4 

RESISTOR, WHREWOUND 

RATED 3300 OHMS, 1/74 MATT, AXIAL LEADS 
FOR DC AND LOW FREQUENCY USE. TENPERA- 
TIRE COEFFICIENT OF RESISTANCE 46 + 10 
PPM/°F, TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN &. 


ft 
12727744 D-162746A CWrESA-682056-127 
FEB. 45 (SSVE 28 


CH- 632677 MK 34 Hop 3 4@ 4 

RESISTOR, WIREWOUNO 

RATED 8300 OHMS. 174 WATT. AXIAL LEADS 

FeR OC AND LOW .FREQUENCY USE. TEHPERA- 

TURE COEFFICIENT OF RESI#STANCE 46 + 10 

PPM/°F. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. UN S$. 


ti 

12/27/44 D-162746A CU TESA-682056-128 
FEB. 45 (ISSUE 28 
con-632678 HARK 20 ROD 3 


RESISTOR, WIREWOUND 
RATED 50 OHMS, 25 WATTS. HAS ANH ADJUSTA- 
BLE TAB {N CENTER. 


(-10) 
12/28/44 0366 CwsBA-10079-177 
FEB. 45 iSs 3 


COM- 632679 MARK 20 Moo 4 

RESISTOR, WIREWOUND 

RATED 100 OHMS, 25 WATTS. HAS AN ADJUST- 
ABLE TAB IN CENTER. 


(-10) 
12/28/7464 0368 CW2BA-10079-178 
FEB. 4§ iss 3 


coM- 632680 Hark 20 Hop 1 
RESISTOR, WEREWOUND 
RATED 85 GHMS, 25 WATTS. 


(-10) 
12/28/44 0200 CHSBA-10079-579 
FEB. 45 (ss 3 


coM- 632681 mark 20 MoD 1 

RESISTOR, WIREWOUND 

RATED 25 QHAS, 50 WATTS. HAS AN ADJUSTA- 
BLE TAB IN CENTER. 


(-10) 
12/28/44 0562 CH:BA-10079-18) 
FEB. 45 iss 3 


cous 632682 HARK 20 MOD } 

RESISTOR, WiREHOUND 

RATEO 250 OHHS, 25 WATTS. HAS AN ADJUST- 
ABLE TAB IN CENTER. 


+1 
1 (-10) 
12/27/44 D-162746A CWSESA-682086-125 
: 127287 :BA- ‘ 
JAN, 45 ISSUE 28 2728/44 0371 CW:BA-10079-182 
assignED FEB. 45 $SS 3 
issuro 


MUTASE? | BANARAS 


care | MAR | MONAT | 


NAVSHIPS 900,109 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenvators 


3.63~121 


SUL. [rast asscnam rox [ STEAK | [ANGE [reer assoueo von | oAAMLRRAYHS, GENTS [rinse assioneo rox | oWAYERRANIS, 


ca0- 632683 AN/TPS-1B8 

RESISTOR, WIREWOUND 

RATED 1600 OHS, 10 WATTS. TAB TYPE TER- 
WUNALS. 


(-10) 
12/28/44 CAO: 3 172" 0 CW¥2BA-40051-105 
FEB. 45 


«ss 21 


CANA> 632684 TS-34/AP 

RESISTOR, WIREWOUND 

RATED 1400 OHMS, 10 WATTS, TAS TERNINALS. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
tH S. 


(410) 
12/23/44 CANASIIG-BD-1-1/2 CwsBA-10250-1 
FEB. 46 «ss i 


cW- 632685 oBe 

RESISTOR, WIREWOUND 

PRECISION TYPES RATED 10,0002, 0.25 
WATTS, AXIAL LEADS. LOW TSME CONSTANT 
TEMP. COEF. OF RESISTANCE 46 + 40 PPM/°F, 
TYPE NO. TO BE FOLLOKED BY DASH AND TOL. 


(Rn Ss. 

(tis) 

12429744 CW2D-162746A CHSESA-682056-108 
FEB. 46 (SS 27 


cW- 632686 osc 

RESISTOR, WIREWOUND, 

PRECISION TYPES RATED 4,0002, 0.25 
WATTS, AXLAL LEADS, LOW TIME CONSTANT 
TEMP, COEF. OF RESISTANCE 50 + 80 PPH/°F 
TYPE NO. TO BE FOLLOWED 8Y DASH AND TOL. 
(Nt. 

(+18) 

12/29/44 CHID-162746-A CHSESA-682056-111 
FEB. 45 * {SS 27 


cw- 632687 oBc 

RESISTOR, WIRE WOUND, 

PRECISION TYPE: RATED 952, 0.5 WATT. 
RADIAL PIGTA(L LEADS. FOR DC AND LOW 
FREQ. USE TEMP. COEF. OF RESISTANCE 50 
+80 PPM/°F. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IM PER CENT. 


{xleS)d _ 
12729744 CWs0-163158B CWSESA-682056-1152 
JAN. 46 (SS. 27 


cw- 632688 o8c¢ 

RES#STOR. WIRE WOUND, 

PRECISION TYPES RATED 122, 0.5 WATT. 
RADIAL PIGTAIL LEAOS. FOR DC AND LOW 
FREQ, USE TEMP. COEF. OF RESISTANCE 60 
$80 PPM/°F, TYPE NOG. TO BE FOLLOWED BY 
DASH AND TOL. «N PER CENT, 


(+12) 
12/29/44 CHED-963158B CWrESA~682056-113 
JAN. 45 (SS. 27 


CW 632689 oBc 

RESISTOR, WIRE WOUND, 

PRECISION TYPES 

RATED 50,006Q, 1 WATT. AXUAL PIGTAIL 
LEAOS. FOR LOW TIME CONSTANT USE TEMP. 
COEF. OF RESISTANCE 46410 PPM/°F, TYPE 
MO. TO BE FOLLOWED 8Y DASH AND TOL. ON & 
ctia) 

12/29/44 CHSD-165437A CWSESA-682056-116 
VAN. 45 (SS. 27 


cw¥- 632690 ogc 

RESISTOR, WIRE WOUND, 

PRECISION TYPE: RATED 30,9009, 0.75 
WATT, AXIAL PIGTAIL LEADS. FOR LOW TIME 
CONSTANT USE TEMP COEF OF RESISTANCE 46 
+10 PPM/°F. TYPE NO. TO BE FOLLOWED 8Y 
DASH AND TOL. IN $. 


(40.258) 
12/29/44 CW3D-163497B8 ESA-682056-117 
JAN. 45 SS. 27 


DATE 


CAO- 632691 su-1 
RESISTOR, WIRE WOUND; 
ADJUSTASLE: RATED $509, 75 WATT 


TERMINALS, ADJUSTA3LE TA3. TYPE KO. TO 
BE FOLLOWED BY DASH AND TOL. IN PER 


cdJ- 632699 su, suet 

POTENTIOMETER. WIREWOUND? 

RATED 102, 4 WATTS, LINEAR TAPER. TYPE 1 
ROUND SHAFT, 7/6". LONG NO BUSHING, 

TYPE NO. TO BE FOLLOWED BY DASH AND TOL, 


+ TAB 


" 
CENT. inf, 
(+10) ‘e 
12429444 75A CBM:738-986 +10 
JAN. 45 ALT 0 12730/44 292 CBM310G0S-27 
JAN. 45 ALT 0 
cW- 632692 osc 
RESISTOR. WIRE WOUND, csF- 632700 su, su-t 
PRECISION TYPES RATED 500M, 0.25 WATT. RESISTOR, WIRE WOUND: 
AXIAL PIGTAtL LEADS. FOR LOW TIME CON- RATED 15,00032, 9 WATTS, AXIAL PIGTAIL 
STANT USE TEMP COEF OF RESISTANCE 46 + LEAOS. TYPE NO. TO BE FOLLOWED BY DASH 


30 PPH/°F. TYPE NO. TO BE FOLLOWED BY 


DASH AND TOL. IN %. 
(41.3) 

12/29/44 CWSD-163496A 
JAN. 45 {SS. 27 


cco- 632693 su, sus 
RESISTOR, COMPOSITION. 


RATED 222, 3 WATTS, RADIAL PIGTAIL 


AND TOL. (N PER CENT. 


CWIESA-632056-118 +5 


12730444 LOKT 
JAN. 45 


CBM37358-842 
ALT O 


csF- 632701 su 


RESISTOR, WIRE WOUND? 
RATED 35002, 9 WATTS, AXTAL PIGTAIL 


RATS MACBERMECAT oe LEADS. TYPE NO. TO BE FOLLOWED BY DASH 
* bs AND TOL. IN PER CENT. 
(-109 ae 
maa ial centaneraes 42/30/46 10KT CBM:738-935 
: JAN. 45 ALT. 


cco- 632694 su, su-! 
RES(STOR, COMPOSITION? 


RATED 222, 2 WATTS, RADIAL PIGTAIL 
LEADS. CERAMIC RESISTANCE ELEMENT. SEMI - 
IMSULATED. TYPE NO. 70 BE FOLLOWED BY 


DASH AN® TOL. LN. PER CENT. 


CIR- GF2Z702 us 

POTENTIONETER, COMPOSITIONS 

RATED 1 MEGOHM, 0.4 WATTS, TYPE 2 SCREW- 
DRIVER SHAFT 1/2" LONG, LINEAR TAPER. 
TYPE NO. TO 8E FOLLONED BY OASH AND TOL. 
(WH PER CENT. 3/8" BUSHING. 


1/1/45 cP 
JAN. 45 


COUSOD-3402-A-2 


€-409 

12/29/44 TE6CX CBM:738-457 
MAY 45 ALT 0 

cHa- 632695 osc RE 133A 492 


POTENTIOMETER,. WIRE WOUND: 


RATED 10,0002, 3 WATTS, LINEAR TAPER. 
TYPE 2 (SCREWDRIVER SLOT) SHAFT 1/29 DUAL: 


LONG, 3/8" LONG BUSHING. TYPE NO. 


FOLLOWED BY DASH AND TOL. @N PER CENT. 


#KS-8926 LIST 05 ISS 6 


c8z- 632703 cou-60073 

POTENTIONETER, COMPOSITION 

RATEO 4 MEGOHIS EACH SECTION, 2 
WATTS, LINEAR TAPER, TYPE 1 ROUND SHAFT. 
REPLACEMENT POTENTIOMETER TO HAVE 2” 
SHAFT LENGTH. 3/8" LONG BUSHING. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. IN 


TO BE 


(t10) 
729/48 CHAEMIOM CWSESO- 6-20) 
ee 45 ome sete peegen’ is 8 12/30/44 JJ CDULI-346 
JAN. 45 
CMA- 632696 oxc RE 13A 492 caz-632703 
POTENTIOMETER, WIREWOUND: PER CENT. 
RATED 70,000, S$ WATTS, LINEAR TAPER, 
TYPE 2 (SCREWDRIVER SLOT) SHAFT: 1/2” 
LONG, 3/8" LONG BUSHING. TYPE NO. TO BE 


FOLLOWED BY OASH AND TOL. IN PER CENT. 


#KS-8926 LIST OS ISS 6 


(410) 
12/30/44 CMASN7OMPX  CW:ESO-642152 
JAN. 45 RSEE ABOVE 


carL- 632697 su, su-1 
POTENTIOMETER, WIRE WOUND: 


RATED 10,000 OHMS, 2 WATTS, LINEAR TAPER 
TYPE 1 ROUND SHAFT. 7/16" LONG BUSHING. TvRE 


REPLACEMENT POTENTIOMETER TO HAVE 


SHAFT. TYPE NO. TO BE FOLLOWED BY DASH 


AND TOL. (IN PER CENT. 
10 


CHC- 632704 cou-60073 

POTENTIOMETER, COMPOSITIONS 

RATED 0.5 MEGOHM, 1 WATT; LINEAR TAPER; 

1 ROUND SHAFT. REPLACEMENT POTENTIO- 
METER TO HAVE 2% SHAFT LENGTH. 3/8" LONG 
BUSHING. TYPE NO. TO BE FOLLOWED BY DASH 

* AND TOL. JN PER CENT. 


2" 


(+20) 
1/13/45 CATLEHEL1POT C84:10008-25 12/30/44 37 cpust-150 
MAY 45  CBM:756-847 ALT 0 JAN. 45 


cdJ- 632698 su, su-t 
POTENTIOMETER, WIREWOUNDS 
RATED 50, 4 WATTS, LINEAR TAPER. 


ROUND SHAFT, 7/8". LONG NO. BUSHING. 
TYPE NQ. TO BE FOLLOWED BY DASH ANO TOL. 


cmC- 632705 cou-60073 

POTENTIONETER, COMPOSITION: 

RATEC 100,000 OHMS, 1 WATT; LINEAR TAPER 
TYPE $ ROUND SHAFT, 3/8" LONG BUSHING, 
REPLACEMENT POTENTIOMETER TO HAVE 2" 


TYPE 3 


IN te SHAFT LENGTH. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOt.. EN PER CENT. 

410 (-20) 

12750744 292 CBHz10008 -26 42/30/44 37 CDUs1-153 

JAN. 45 ALT 0 JAN. 45 


SST 


RESTRICTED 


BHANAIAP TUNE ch 


DATE 


MBAS 
NAVSHIPS 900,109 


ANH MOTTA 


3.63-122 


Class 63—Resistors—Potentiometers— Attenuators 


SHAUIE [ruse asstonso vox | GASRMHG. | BNA rast assioneo von | NATOMAS, | [AAR [rinse assonen ron | HAVER 

cBz- 632706 cov-60073 cuc- 632713 cpu-60073 : 

POTENTSONETER, COMPOSITION; POTENTIONE . COMPOSITION: cao- 632720 sP.SP-tM 

RATED 4 NEGONMS, 2 WATTS, LINEAR TAPER, RATED 0.2 OHMS, | WATT; LINEAR TAPERS RESISTOR, WIRE WOUND 

TYPE 1 ROUNO SHAFT, 5/8" LONG BUSHING. TYPE 1 ROUND SHAFT, 3/8" LONG BUSHING. RATED 1OG%, 25 WATTS. TAS TYPE TERMINALS, 

REPLACEMENT POTENTIOMETER TO HAVE 2" HAS SPST SWITCH RATED 3 AMPS, 125V AND TYPE NO, TO BE FOLLOWED GY OASH AND TO. 

SHAFT LENGTH. TYPE NO. TO BE FCLLOWED BY 1! AMP 250V. REPLACEMENT POTENTIOMETER TO IN Se 

OASH AND TOL. IN PER CENT. HAVE 2" SHAFT LENGTH. TYPE NO. TO BE 

(+10) (-20) 

12/30/44 J cdurt-162 12/30/44 37-S COUL1-152 (~10) 

JAN. 45 JAN. 45 1/2/45 CaO: 2"B CG2K47J3707 P2 
FEB. 45 REV. J 

cuc- 632707 cou-60073 euc- 632713 

POTENTIONETER, COMPOSITION: FOLLOWED 3Y DASH AND TOL. IN PER CENT. cez- 632721 VE 

RATED 4 SONNS, TF WATT, LINEAR TAPER, POTENTIOMETER, COMPOSITION 

TYPE 1 ROUND SHAFT, 3/8” LONG BUSHING, RATED 100,000 OHMS, 2 WATTS, LINEAR 

REPLACEMENT POTENTIONETER TO HAVE 2” TAPER, 1/4" BUSHING. TYPE 2 SCREWDRIVER 

SHAFT LENGTH, TYPE NO. TO BE FOLLOWED BY SHAFT 13/16". TYPE NO. TO BE FOLLOWED 

OASH AND TOL. IN PER CENT. BY DASH AND TQ. IN £. 

€-20) 

12/30/44 37 COUSI-162 (10) 

JAN. 45 1/2/45 J CAY:7411468 
FEB. 46 Po3 REY. § 

Mc-632708 cvu-60073 cuc- 632714 vs RE 13A 492 

POTENTIONETER, COMPOSITION: POTENTIONETER, WIRE WOUND: cez- 632722 VE 

RATED 0.2 MESOUMS, 1 WATT; LINEAR TAPER; RATED 40000 OUNS, 3 HATTS, LINEAR TAPER, POTENTIONETER, COHPOSITION 

TYPE 1 ROUND SHAFT, 3/8” LONG BUSHING. TYPE 2 SCREWDRIVER SHAFT 1/8" LONG. TYPE RATED 1000 OHMS, 2 WATTS, LINEAR TAPER, 

REPLACEMENT POTENTIONETER TO HAVE 2” NO. TO BE FOLLOWED SY DASH AND TOL. IN 3/8" BUSHING. TYPE 3 FLATTED SHAFT. RE- 

SHAFT. TYPE KO. TO SE FOLLOWED BY CASH PER CENT. PLACEMENT POTENTIONETER TO HAVE 2" SHAFT, 

AND TOL. IN PER CENT. TYPE NO. 70 BE FGLLOHED BY DASH AND TUL, 

(+20) ' iN &. 

12/30/44 37 coust-185 1/1/45 P58~-40000 COULDO-3486-A-2 «-10) 

JAN. 45 VAN. 45 1/2/45 J CAYS7611594 
FEB. 45 Pot REY. 7 

“emc- 632709 cov-60073 csA- 632715 us 

POTENTIONETER, COMPOSITIONS POTENTIOMETER, COMPOSITION: cezZ- 632723 VE 

RATED O42 HEGCHMS, 1 WATT; LINEAR TAPER; RATED 25,000 OHMS, 0.4 WATT, LINEAR POTENTIONETER, COMPOSITION 

TYPE 2 SCREW DRIVER SHAFT 1/2" LONG, TAPER, TYPE 2 SCREWDRIVER SHAFT 5/38” RATED 5100 ONS, 2 WATTS, LINEAR TAPER, 

BUSHING LENGTH 3/8". TYPE NO. TO BE FOL- LONG 3/8" BUSHING. TYPE NO. TO BE FOL- 


ROWED BY DASH AND TOL. IN PER CENT. 
{-20} 
42/30/44 37 


COUsI-186 
JAN. 45 : 


cMuC- 632710 cou-66073 

POTENTIOMETER, COMFOSITION: 
RATED 50, cuss, tT MATT, 
TYPE 2 Sci RIVER SHAFT 
tNG LENGTH 3/8". TYPE WO. 
BY DASH AND TOL. IN PER CENT. 


LINEAR TAPER 
1/2" LONG BUSH 


(€-205 
12/30/44 37 
JAN. 45 


CoUsi-187 


cuc- 632711 cou-so0c73 
POTENTIOMETER, COMPOSITION: 
RATEO 25,009 CHMS, 1 WATT? 
TYPE 2 SCREWORIVER SHAFT 1/2" LONG: 
ING LENGTH 3/8". TYPE NO. Ta @& 
BY DASH ANG TCL. IN PER CENT. 


LINEAR TAPER 


(+20) 
12/30/44 37 
JAN. 45 


cOUst-188 


cBZ- 632712 cov-66073 


TO GCE FOLLOWED 


BUSH- 
FOLLOWED 


POTENTIONETER, COMPOSITIONS 
RATED O.2 NEGOHMS, 2 WATTS; LINEAR TAPER, 
TYPE 1 ROUND SHAFT, 3/8" LONG BUSHING. 


HAS SPST SWITCH RATEO 2 AMPS 125¥. AND 


LOWED BY DASH AND TOL. IN &. 


t/t/4s 
VAN. 45 


uP COUSDD-3427-A-2 


cic- 632716 so-74 & 7N 

POTENTIONETER, WIRE WOUND: 
RATED §,090 OHHS, 3 WATTS, LINEAR TAPER, 
SPECIAL TYPE 2 SCREWORIVER SHAFT 2 3/8" 


RE 13A 4926 


LONG. 1/27 BUSHING, TYPE NO. TO BE FOL- 
4.0HED BY DASH AND TCR. UN %. 

(-10) 

1/1/45 P=S6H CRPS55-200-P3 
FEB. 45 


cuc- 632717 So 7 & 7H 
POTENTIONERER, WIREWOUND 
RATED $,090 OHMS, 3 WATTS, 


RE 335A 492¢ 


LINEAR TAPER, 


SPECIAL TYPE SCREW DRIVER SHAFT I 3/16" 
LONG. 1/2" BUSHING. TYFE HO. TO BE FOL- 
LOWED BY DASH AND TOL. IN 4. 

(-10) 

#/1/48 P-5 au CRP3S5-200-P-1 
FEB. 45 


cvV- 632718 so ™ & 7N 
RESISTOR, WIRE WOUND 
RATED & OHMS, 200 WATTS. 
SCREW TERMINALS. TYPE NO} 
BY DASH AND TOL. IN Se 


STRIP TYPE WITH 
TO BE FOLLOWED 


1/4" BUSHING, TYPE 3 FLATTED SHAFT. 
PLACEMENT POTENTIONETER TO HAVE 27 


RE- 


SHAFT. TYPE NO. TO BE FOLLOWED BY DASH 
AND TO. IN Se 

(+10) 

1/3/45 CBZ: J CAY:74114638 P2 
FEB. 45 REV. 5 


caz- 632724 VE 

POTENTIONETER, COMPOSITION 

RATED S100 OHMS, 2 WATIS, LINEAR TAPER, 

3/8" BUSHING, TYPE 3 PLATICD SHAFT. RE- 

PLACEMENT PO@TENTIGHETER TO HAVE 2" SHAFT, 
TYPE NO. TO BE FOLLOWED BY DASH ANO TOL. 


IN 3. 

(+10) 

1/3/45 CBZ: J CAY!7611594 P2 
FEB. 45 REV. 7 


cezZ- 632725 ve 

POTENTLONHETER, COMPOSITION 
RATED 2000 OHMS, 2 HATIS, 
1/4" BUSHING, TYPE 2 SCRE 
REPLACEMENT POTENTIONZ TER TS 


LAge 


DAI 


R TAPER, 
R SHAFT. 
HAYE 2” 


SHAFT. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. tN 

(+10) 

1/3/45 CBZ: J CAYI7411468 
FEB. 45 P YS REY. § 


cez- 632726 VE 

POTENTIONSTER, COMPOSITION 
RATED 50 OHMS, 2 WATTS, LINEAR TAPER, 
1/2" GUSHING, TYPE 3 FLATTED SHAFT. 


10 AMPS TOV, REPLACEMENT POTENTIOMETER PLACEUENT POTENTIOHETER TO HAVE 2" SH 
TO HAVE 27 SHAFT LENGTH. TYPE NO. TO BE TYPE NO. TQ BE FCLLOWED BY DASH AND 
(+20) f 1-10) 

12/30/44 JS COUrT-152 1/2/45 $-920: CRPSSKETCH RI301 *CAYS7411468 PIG REV & 
JAN. 45 FEB, 45 1/3745 CB2su! CAY:7411594 P4 
FEB, 45 REY 7 # 
caz- 632712 cHA- G32719 Us 
FOLLOWED BY DASH ANO TOL. IN PER CERT. POTENTIOMETER, COHPOSITION C82-632726 
RATED 0.5 MEGOHM, 2 WATTS, LINEAR TAPER, TOLERANCE (N PER CENT. 
SPECIAL CHANNEL SHAFT 3" LONG. TYPE NO. 
TO BE FOLLOWED BY DASH AMD TOL. IN &. 
1/1/45 500 HP COUSD0-3441-A-2 
FEB. 45 
ASSIGNED ASSIGNED: 
a ot sSUED oh 2 (s3UED 
Lon | nacases TT oearanga [pare | MARAE? [RANNIACTRRRGL care | MARMASSE | 


NAVSHIPS 900,109 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenuators 


3.63-123 


SHAT [ruse assionen vou | gImaRAG. | [SARL [owe amon vox | RATERS, | 


cuc- 632727 TS-120/UP 
POTENTIOMETER, WERE WOUND 
DUALS RATED 25000/25000 OHMS AT 2 
WATTS, LINEAR TAPER, 3/8" BUSHING. TYPE 
Y ROUND SHAFT, REPLACEHENT POTENTIOMETER 
TO HAVE A 2" SHAFT. TYPE NO. TO BE FOL- 
(LOWED BY DASH AND TOL. IN &, 


RE t3A 4925 


1/3/45 &-3517 CRBSRE-1081A 
Fea, 45 ISSUE A 


csa- 632729 RCH 

POTENTIOMETER, DUAL, COM- 

POSéTION: RATED 500,000/7500 OHMS, 0.4 
WATTS EACH SECTION, SEMI*LOGARITHMIC 
TAPER, 1/2% BUSHING, TYPE 1 ROUND SHAFT. 
REPLACEMENT POTENTIONETER TO HAVE 2” 
SHAFT. TYPE NO. TO BE FOLLOWED BY DASH 


£20 
1/3/45 tp C2C:7876 
FEB. 46 ISSUE 2 


Csa- 632728 
AND 708. IN 4. 


CSA- 632728-A RCH 

POTENTIONETER, DUAL CON- 

POSITION: RATED 500,000/7500 OHMS, 0.4 
WATTS EACH SECTION, SEMI-LOGARITHMIC 
TAPER, 1/2" BUSHING. TYPE 1 ROUND SHAFT, 
REPLACENENT POTENTIOMETER TO HAVE 6" 
SHAFT. TYPE NO. TO BE FOLLOWED BY DASH 
+20 

1/3/45 C2C:7576 

FEB. 45 ISSUE 2 


: 


CSA-G32728-A 
AND TOL. IN s. 


cuc- 632729 ve 

RESISTOR, WIRE WOUND 

RATED 10 OHMS, 35 WATTS, TAS TYPE TER- 
KINALS. TYPE NO. TO BE FOLLOWED SY DASH 
AND TOL. IN &. 


1/3/45 MR 
FEB, 45 


CAsM- 632730 wSEE BELOW 

RESISTOR WIREMOUND ADJUSTABLE 

RATED 2592, 100 WATTS. 3 ADJUSTAGLE TAPS. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
(N Fs 


WRECTIFIER POWER UNIT 

#CLGIW-323-A-23 

V/3 745 CLGSW-325A-1 
FEB. 45 CHANGE O 


CATE- 632731S0-7M & SO-7K 

RESISTOR, WIRENOUND, 

PRECISION! RATED 400,000 OHMS. 1 WATT. 
MOUNTING HOLE §N EACH END. PIGTAIL TER- 
HINALS. TYPE NO. TO BE FOLLOWED BY DASH 
AWD TOL. IM Se 


HA, [rast ASSIGNED rox | RGN, _| 


CATE- 632732 S$0-7M & SO-7N 

REStSTOR, WEREWOUND 

PRECISION: RATED 80,@00 OHNS, 3 WATT. 
MOUNTING HOLE THRU CENTER, PIGTAIL TER- 
MINALS. TYPE N@. BE FOLLOWED BY DASH AND 
TOL. (N %. 


(2) 
1/3445 $B 
FEB. 45 


CRPS80-6027 


CATE-632733 SO-7H & SO-7K 
RESISTOR, W{RENOUND 


PRECISIONS RATED 50,0002, 1 WATT. MO@UNT- 


ING HOLE THROUGH CENTER, PIGTAIL TER- 
HINALS. TYPE NO. TO GE FOLLOWED BY DASH 
AND TOL. IN 3. 


(-2) 
1/3/45 sea 
FEB. 45 


CRP 280-5863 


CATE- 632734 SO-7M & SO-7N 

RESISTOR, WEREWOUND 

PRECISION: RATED 250,000 OHNS. 1 WATT. 
AXUAL HOLE FOR HOUNTING, PIGTAIL TERME~ 
NALS. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. (NK 5. 


(a1) 
143745 WH 
FEB. 45 


CRPS8O0-S862Hi 


cw- 632735 ose 

RESISTOR, WIRE WOUND 

RATED 10,0002, 0.25 WATTS. FOR LOW TIME 
CONSTANT USE TEMPERATURE COEFFICIENT OF 
RESISTANCE 46+ 10 PPH/°F. SAME AS 
-631475 EXCEPT TEMP. COEF, ANO TIHE CON- 
STANT. TYPE NO. TO BE FOLLOWED BY BASH 
AND TCL. IN %, 

1/17/45 D-1627464 ESA-682056-109 
FEB. 46 TSSUE 27 


cA0- 632736 Tau 

RESISTOR, WIRE WOUND 

RATED 20002, .60 WATTS, TAP AT 670 OHMS, 
SCREW TYPE TERMINALS. TYPE NO. TO BE 
FOLLOWED BY DASH AND Td&. JN &. 


RCATSII-D-642 REV. 25 AND 623596 REV. 2 
(-10) 

1/4/45 CAY:S}f774002 
FEB. 45 


ASEE ABOVE 


CEA- G32737 203415 

VOLTAGE REGULATOR 

REGULATES THE DC OUTPUT VOLTAGE. CARBON; 
REGULATED VOLTAGE RANSE 12-15C,, FACTORY 
SETTING 13.1V DS; REGULATION 2 1/2% OF 

VOLTAGE SETTING; RESISTANCE RANGE 4 TO 

902; PILE OLSSIPATION MAX WATTS 40, AK- 
Breny TENP. 250°C. 

1/3/45 CEAI956 HODEL 1 CUGsH-322 B-1 
FEB. 45 CHG, B=! 


CAO~ 632735 wea-t-2 

RESISTOR WIRE WOUND 

RATED 25,0002, 50 WATTS, TAB TERMINALS. 
TYPE NO. TO BE FOLLGHED BY DASH AND TOL. 
IN a, 


(-109 
3/4/45 31/28 CONS758-419 
FEB. 45 VITROHN ALT. 1 


CAO- G32739 wea-1-2 

RESISTOR, WIRE WOUND 

RATED 25,0002, 100 WATTS, TAS TERMINALS. 
TYPE NO. TO BE FORLGHED BY DASH AND TO. 
IN Sy 


Cu0- 632740 wea 

RESISTOR, WIRE WOUND 

RATED 3502, 100 WATTS, TAS TERMINALS. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
IN Ss 


(+10) 

1/4/45 6 t/ad CBN:738-420 
FEB. 65 VITOIM ALT. 1 

Cik~ 632741 WoA RE 13A 372 
RESISTOR, WIRE WOUND STYLE 0 


RATED 16,700 OHMS. 


€ 
1/4/45 F@~-7-¢ C8H:736~30000 
FEB. 45 ALT. 1 


CiR- 632742 Wea RE 135A 3725 
RESISTOR, WIRE HOUND STYLE D 
RATED 17002. 


€ 
1/4/45 FB-7-¢ CBMS73 3-364 
FEB. 45 ALT. 0 


CHA- 632743 Woa-2 
POTENTIGMETER, WIRE WOUND 
RATEG 15000 OHMS, 4 WATTS, LINCAR TAPER, 
TYPE 2 SCREWORIVER SHAFT, 25/327 LONG, 
3/8" BUSHING. TYPE NO. TO BE FOLLOWED BY 
DASH AND TGL. UK &. 


RE 135A 492 


1/5/45 MISHPCX) CBH:1000S-35 
FEB. 45 ALT. 2 


ChA- 632744 wea-2 RE t3A 492 
POTENTIOMETER, WIRE HOUND 

RATED 60 OHMS, 4 WATTS, LINEAR TAPER, 
3/8" BUSHING TYPE 2 SCREWDRIVER SHAFT 
25/32", TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN Be 


1/5/45 HOORX CBM31900S~34 
FEB. 45 ALT. OO 


caG- 632745 uca 

POTENTIONE TER, WIREWOUND 

RATED 50002, 6 WATTS, LINEAR TAPER, TYPE 
2 SCREWORIVER SHAFT $™ LONG. NO BUSHING, 
TYPE NO, TO BE FOLLOWED BY CASH ANO TOL. 
1 3. 


(+10) 
1/5/45 3144 ROD. 
FEB. $5 


C8Msh000S~4 


CAG- ©3274G HCA 

POTENTIONETER, WIREHOUND 

RATED 20,0002, 8 WATTS, LINEAR TAPER, 
TYPE { ROUND SHAFT. REPLACEMENT POTEN- 
TIOMETER TO HAVE 2" SHAFT. NO BUSHING, 
TYPE N@. TO BE FULOWED BY DASH AND TOL. 
IN Ss. 

(+10) 

1/5/45 314A 

FEB. 45 


CAG~ @©32747 WNC-I 


POTENTIOHETER, WIRE WOUND 
RATEO 20,000 OHMS, 6 WATTS, LINEAR TAPER, 
TYPE 2 SCREWORIVER SHAFT. 17 LONG. NO 


BUSHING, TYPE NO. TO BE FOLLOWED BY DASH 
AND TH. Iwo. 


(1? 
143048 wH CRP380-5863 (-10> . Cates 
FEB. 45 1/4/46 6 1/2D COMs738-418 1/5/45 314A HOO. can:1000z-33 
FEB. 45 VITROHM ALT. 4 ASSIGMID Fes. 45 
issyro 


(oore | Maunaatvane® [AMHERST ORI 


DATE 


MAGES | MANHEATTUNERG 


ot 


on | Hen | dan | 


RESTRICTED 


NAVSHIPS 900,109 


3.63-124 


[ EARGRK [nase assicnam vox | okeinecneaiay | | AMGARRK [rm assoneo von | ota, | [oN 


Class 63—Resistors—Potentiometers—Attenuators 


FIRST ASSIGNED FOR [ ot RRS 


CAG- 632748 Noc-t 

POTENTIOMETER, WIRE WOUND 

RATED 6000 OHMS, 6 WATTS, LINEAR TAPER. 
TYPE 2 SCREWDRIVER SHAFT, 1” LONG. NO 
BUSHING. TYPE NO. TO BE FOLLOWED BY DASH 
AND TQ. UNS. 


{-10) 
1/5/45 314 A HOD. to000Z-10 
FEB. 45 

cuc- 632749 Nuc-1 KE 130 492 


POTENTIOMETER, WIRE WOUND 

RATED 50,000 OHMS, 3 WATTS. CENEAR TAPER, 
3/8° LONG BUSHING, TYPE ft ROUND SHAFT. 
REPLACEMENT POTENTIONETER TO HAVE 2” 
SHAFT, TYPE NO. TO BE FOR.LOWEO BY DASH 
AND TOL. th &. 


{-10) 
1/5/45 P-58 C8M21000S-20 
FEB. 45 ALT 1 


caM- 632750 wWoa-2 

POTENTIONETER, SPECIAL 

RATED 96700 OHMS, 1/2 WATT, 3/8" BUSH- 
ING, TYPE 2 SCREWDRIVER SHAFT 25/327, 
CONSISTS OF MALLORY TYPE #31112 ROTARY 
SWITCH AND FOUR WIRE WOUND RESISTORS 
CIR-63678; AND SIX COMPOSITION RESISTORS 
{-10) 


1/6/45 -738-211A 738-2014 
FEB. 45 746-95 ALT. 2 
can-632750 


CIR-63360. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN &. 


cMA- 632751 vs 

POTENTIONETER, COMPOSITION 

RATEO O42 MEG, 2 WATTS, LINEAR TAPER. 
SPECLAL CHANNEL SHAFT 5" LONG. REPLACE- 
MENT POTENTIOMETER TO HAVE 3 3/8" SHAFT. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
iM Be 

1/5/45 Y200MP CDU2DD-3441-A-2 
FEB. 45 


CiR- 632752 YE 

POTENTIONETER, COMPOSITION 

RATED 509,000 OHMS. AT 1 WATT. LINEAR 
TAPER. TYPE #1! ROUND SHAFT REPLACEMENT 
POTENTIOMETER TO HAVE 2” SHAFT. TYPE NO. 
TO BE FOLLOWED BY DASH AND TOL. IN S~ 


(-20) 
1/5745 cs CIRSCATALOG 
FEB. 46 t SKETCH 


cua- 632753 us 

POTENTIOMETER, COMPOSITION 

RATED 0.1 MEG, 2 WATTS, LINEAR TAPER. 
SPECIAL CHANNEL SHAFT 3" LONG. REPLACE- 
MENT POTENTIOMETER TO HAVE 3 3/8" SHAFT. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
(mh de 

175/45) — -Y100MP COU 300-3441 -A-2 
FEB. 45 


ChA- 632754 us 

POTENTIONETER, COMPOSITION 

RATED 50,000 CHMS, 2 WATTS, LINEAR TA= 
PER. SPECIAL CHANNEL SHAFT 3" LONG. RE- 
PLACEMENT POTENTIOMETER TO HAVE 3 378" 
SHAFT. TYPE NO. TO BE FOLLOWED BY DASH 
AUD TOL. 4N 3%. 
1/5/45 — YSONP CDULDD-3441-A-2 
FEB. 45 


[sare | MAREAROHNER | SMSMIRTAPTR 


NAVSHIPS 900,109 


CMA- 632755 us 

POTENTIOMETER, COMPOSETION 

RATED 0,5 MEG, 2 WATTS, LINEAR TAPER. 
SPECIAL SHAFT 5/8" LONG, WITH SLOT 
LENGTHWISE ALONG SHAFT. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN %. 


175/45 YSOOMP 
FEB. 46 


COUSDO-S441-A-2 


°652755 us 
POTENTI(OMETER, COMPOSITION 
RATED O11 MEG, 2 WATTS, LINEAR TAPER. 
SPECiAL SHAFT 5/8" LONG, WITH SLOT 
LENGTHWISE ALONG SHAFT. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN &, 


175745 CHASYEOONP 
FEB. 45 CBNSA-122 


COUSDD-3441~-A-2 
& DD-3487-A-2 


CMA- 632757 Us 

POTENTIOMETER, COMPOSITION 

RATED 25,000 OHNS, 2 WATTS, LINEAR TA- 
PER. SPECIAL SHAFT 5/8" LONG, WITH SLOT 
LENGTHWESE ALONG SHAFT. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN 3%. 


1/5745 Y2SP 
FEB. 45 


CDUSDD-344t-A-2 


cw- 632758 MK 20 MoD? 

RESISTOR, WIREWOUND 

RATED 35 OHMS 174 WATT. LOW TIME CON- 
STANT. HAS PIGTAIL AXIAL LEADS. TYPE NO. 
TO BE FOLLOWED BY DASH AND TOL. IN &. 


nal 
175745 O-1t64886A ESA-682056-152 
FEB. 45 €SSUE 29 


cTC- 632759 RBL SERIES REI3A492 
POTENT(OMETER, WIREXOUND 

RATED 5000 OHMS, 1 1/2 WATTS, LINEAR TA- 
PER, TOTAL ROTATION 295°. TYPE § ROUND 
SHAFT. REPLACEMENT POTENTIONETER TO HAVE 
2" SHAFT. TYPE NO. TO BE FOLLOWED BY 
DASH AND TCL. UN %. 


1/6745 43028 CNA3O771-1 
FEB. 45 FiG B REV 8 


cao- 632760 TBk-20 

REStSTOR, ADJUSTAGLE, 

WIRE WOUND RATED AT 400 OHMS, 75 WATTS, 
TAB TERMINALS. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. {N 3. 


(-10) 
t76445 & WX CAY324-C-609 
FEB. 45 PS-10 REY §& 


\ 
cBN- 632761 Ret 
POTENTIOMETER, COMPOSITION 
RATED 500,000 ONHS, 1 WATT, LOGARITHMIC 
TAPER, 3/87 BUSHING TYPE 1 ROUND SHAFT, 
REPLACEMENT POTENTIONETER TO HAVE 2" 
SHAFT. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. (WB. 


t/48745 AI30 CNASDE3S3~-2 


FEB. 45 REV 4 
CBM- 6328G61-A Qee-t RE 135A 492 
POTENTIOHETER, WIRE HOUND ‘ 


RATED 4000 OHMS, 3 WATTS, LINEAR TAPER, 
3/8" BUSHING. TYPE 3 FLATTED SHAFT. RE- 
PLACEMENT POTENTIOMETER TO HAVE 6° 
SHAFT. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. {N 3. 
€-10) 

1/27/45) «=VF 134 
MAR. 45 


CBMS738-447 


ASSIGNED 
issutD 


Cao- 632762 oBc 

RESISTOR, WIREWOUND 

RATED 350 OHMS, 75 WATTS, FLATSTRIP 
TYPE, TAB TERMINALS. TYPE NO. TO BE FOL- 
LOWED BY CASH AND TOL. IN %. 


+10 
3/10/45 CAO: CWSBA-10095-49 
FEB. 45 VWiTROHM STRIP ISSUE 20 


cCMA- 632763 TeB 

POTENTIOMETER, COMPOSITION 

RATED 250,000 OHMS, 3/4 WATTS, LINEAR TA- 
PER. SPECIAL 3 3/8" SHAFT. 3/8" BUSHING. 
TYPE WO. TO BE FOLLOWED BY DASH AND TOL. 
(H Be 


1/10/45 =Y250 MP CMASCATALOG 
FEB. 45 CYV3PWIO-71 SKETCH 


COH- 6532764 clit-211204 

RESISTOR, WIRE WOUND, 

ADSUSTABLES RATED 50 OHMS, 50 WATTS. 
BARE S{DE HAS SHORTING CLAMP TO ADJUST 
RES#STANCE. TERMINALS ARE THE MOUNTING 
BRACKETS. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. (MS. 


1/11/45 COHSEFSA-8-50 CoH 
FEB. 45 


COH- 632765 cut-211204 

RESISTOR, WIRE WOUND, 

ADJUSTABLE: RATED 200 OHMS, $0 WATTS. 
BARE SIDE HAS SHORTING CLAMP TO ADJUST 
RESISTANCE. TERMINALS ARE THE MOUNTING 
BRACKETS. TYPE NO. TO 8E FOLLOWED BY 
DASH AND TOL. tH 5. 


t/TE/45 COHSEFSA-8-200 COH 
FEB. 45 


COH- 632766 CHT-211204 

RESISTOR, WIRE WOUND 

RATED 75 OHMS, 50. WATTS. TERMINALS ARE 
THE MOUNTING BRACKETS. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN &. 


W/t1/45) COHSEBS-8-75 COH 
FES. 45 


cc- 632767 SU, SU-1 

POTENTIOMETER, WIRE WOUND 

RATED t800 OHMS, 2 WATTS, LENEAR TAPER, 
TYPE 2 SCREMORIVER SHAFT, 19/716" LONG, 
BUSHING 5/16" LONG. CONNECTED. INTERNALLY 
TO AN-010066-14S-2P RECEPTACLE. TYPE NO. 
TO BE FOLLOWED BY DASH AND TOL. tm %. 


1413745 BT JOPAY CBR:1000T-t4 
FEB. 45 CBM3974-1 ALT O 


CATS- 632768 SO 12Mst2N 

POTENTSOMETER, MERE WOUND 

RATED 2000 OHMS, S WATTS, LINEAR TAPER, 
SPECIAL 1 7/8" SHAFT FLATTED ON TWO 
StDES, BUSHING 3/8" LONG, TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IM %. 


(-10) 
1413/45 §5 WERE WOUND CRPS40-5157P 
FEB. 45 


CATS- 632769 SO-3 

POTENTIOMETER, WIRE WOUND 

RATCO 15,000 OAS. 4 WATTS, LINEAR TA- 
PER, 3787 BUSHING, TYPE 2 SCREWDRIVER 
SHAFT 1 1/16". TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN %. 


(-10) 
1418745 5 wl 
FES. 456 


CRP240-5025 PY 


RESTRICTED 


“SAE saan || 


on | “SHS? | ABNTOna | 


Class 63—Resistors—Potentiometers—Attenvators 


chayy yes FIRST ASSIGNED FOR | seers, 


[ 


CW" 632770 = Ts-107/TPM-} 

RESISTOR, WIRE WOUHD 

RATED 100 OHMS, 174 WATT. LOW TIME CON- 

STANT. ENCLOSED {NW A BAKELITE TUBE. TIR- 
NED AXtAL LEADS. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN %. 


(m9) 
1415745 CW3D-164836A CWLESA-682D56-130 
FEB. 45 §SSUE 29 


CH- 632771 TS-107/TPH~4 

RES(STOR, WIRE WOUND 

RATED 3.90 OHMS, 174 WATT. LOW TIME CON- 
STANT. ENCLOSED IN A BAKELITE TUBE. TIN- 
NED AXIAL LEADS. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN &. 


(-1) 
1415/45 CW30-1648S6A CWLESA-682056-131 
Fee. 45 ISSUE 29 


CW-632772 TS-107/TPM-1 

RESISTOR, WIRE WOUND 

RATED 1000 OHMS, 1/4 WATT. FOR DC AND 
LOW FREQUENCY USE. ENCLOSED IN A BAKEs 
LITE TUBE. TINNED AXIAL LEADS. TYPE NOs 
TO BE FOLLOWED BY DASH AND TOL. IN &. 


(21) 

1/15245 CWID-165755A CHIESA-682056-133 
FEB. 45 ISSUE 29 

cnc- 632773 Qca REI3A492 


POTENTIONETER, WIRE WOUND 

RATED 10,000 OHAS, 3 WATTS, LINEAR TA- 
PER, 3/8" BUSHING, TYPE 2 SCREWDRIVER 
SHAFT 3/4", TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. (IN &, 


(-10) 

1416/45 P-S8W CBM:10008-47 
FEB. 45 ALT O 

cNc- 632774 QGa RES3A492 


POTENTIONETER, WIRE WOUND 

RATED 75,000 OHMS. 3 WATTS, LINEAR TA 
PER 3/8" BUSHING. TYPE 2 SCREWDRIVER 
SHAFT 3/4" LONG. TYPE. NO. TO BE FOLLOWED 
BY DASH AND TOL. EN %. 


(-10) 
1416/45 P-S58W CBM:1000S-46 
FEB. 45 ALT O 


cW- 632775  TS-234/UP 

RESISTOR, COMPOSITION 

RATED 9990 OHMS, 3/4 WATTS, P(GTAIL TER- 
MUHALS. HELICAL RI2CON OF DEPOSITED CAR- 
BON ON CERAMIC CORE. INSULATING PROTEC- 
TIVE FINISH WAX DIPPED. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL.» IN Se 


(1%) 

1/16/45 CH3D-169025A CWZESA-654289-10 
FEB. 45 {SSUE 6 

com- 632776 QGA REISA492C 


POTENTHOHETER, WIREWOUND 

RATED 0.5 OHMS, 50 WATTS, LINEAR TAPER, 
3/8" BUSHING. TYPE 2 SCREWDRIVER SHAFT 
778" LONG. SHAFT LOCKING DEVICE. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. IN £. 


(-10) 
1416/45) J-0308 
FEB. 45 


cen: 632777, aca 
POTENTIOMETER, WIRE WOUND 
RATED 5000 OHS, 6 WATTS, LINEAR TAPER, 
NO BUSHING, TYPE 1 ROUND SHAFT. REPLACE- 
MENT POTENTIOMETER TO HAVE 2" SHAFT. 
CONSISTS OF CAG314A MODIFIED BY CBM FOR 
360° ROTATION. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN 4. ¢€~10) 

1416/45 738-777 CemM:1000Z- 
FEB. 45 


BAe FIRST ASSIGNED FOR | WANT ARAWING. 


3.63-125 


oa FIRST ASSIGNED FOR ORE AR HS: | 


ciR- 632778 Qca 

RESISTOR, COMPOSITION 

RATED 10 MEGOHNS, 4 WATTS, TAG TYPE 
TERMINAL, TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN %. 


(-15) 
V416/45 HYG CBM:758-707 
FEB. 45 ALT 0 
-632779 aca REISASTZE 
RESISTOR. WIRE HOUND STYLE C 


RATED {20 OHMS, 


Ff 
1416/45 CSF550 F 
FEB. 45 


COM- 632700 Qca 

POTENTIONETER, SPECIAL 

RATED 1,1 MEGOHNS, 5,5 WATTS, LINEAR TA- 
PER, 348" GUSHING, TYPE 2 SCREWORIVER’ 
SHAFT. 3/4" LONG. CONSISTS OF ELEVEN RE- 
S(STORS TYPE 63360-104 AND A MALLORY 
TYPE SWITCH #311120. 

*CBM5738+3006 ALT O 

1417/45 738-3006 746-95 ALT 5 
FEB. 45 19000Z-41 # 


‘CW 632781 TEF 

ATTENUATOR PANEL 

CONTAINS THO 600-OHM H-TYPE PADS; ONE 
HAVING A LOSS OF Sdb, THE OTHER A LOSS 
OF i4db. 


W17745 
FEB. 45 


cRP- 632792 $0-4 

POTENTIONETER, WIRE WOUND 

RATED 50 OHMS, 25 WATTS, LINEAR TAPER, 
3/8" BUSHING, SPECIAL DOUSLE FLATTED 
SHAFT 1 9/16" LONG. TYPE NO. TO BE FOL- 
LOWED BY DASH AND TOL. IN &. 


(-10) 
1/18/45 CMCsPH-25-50 MOD. 40-5048 
FEB. 45 PI 


cw- 632733 ogc 

RESISTOR, WIRE WOUND 

RATED 5,000{2 0.25 WATT. LOW TIME CON- 
STANT USE. TEMPERATURE COEFFICIENT OF 
RESISTANCE 46 +10 PPH/°F. SAME AS 
-631947 EXCEPT FOR TEMP. COEF. & LOW 
TEME CONSTANT 


(-1) 
1407745 D-162746A ESA3682056-110 
FES. 45 (Ss. 27 


cu- 6352783 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
(N &e 


cw- 632784 osc 

RESISTOR, WIRE WOUND 

RATED 60,000Q, 1.0 WATTS. FOR LOW TIME 
CONSTANT USE. TEMP. COEF. OF RESISTANCE 
46 +10 PPM/°F. SANE AS -631956 EXCEPT 
TEMP. COEF. & HAS LOW TIME CONSTANT. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
IN.f. +1) 

1/47/45 D-1635497A ESA-682056-1144 
FEB, 45 (SS. 27 


ASSIGRED 
ISSUED 


cW-G32785 ose 

RESISTOR, WIRE WOUND 

RATED 40,0002, !.0 WATTS. FOR LOW TIME 
CONSTANT USE. TEMP. COEF. OF RESISTANCE 
46 +10 PPN/°F. SAME AS +632067 EXCEPT 
TEMP. COEF. & HAS LOW TIME CONSTANT. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
IN & (€+3) 

1/7/45) D-163497-A ESA-682056-115 
FEB. 45 «ss. 27 


cu- 632786 OBC 

RESISTOR, WIRE WOUND 

RATED 20,0002; 0.25 WATTS. FOR LOW TIME 
CONSTANT USE. TEMP. COEF. OF RESISTANCE 
$0 £80 PPM/°F. SAME AS -631355 EXCEPT 
HAS LOW TIME CONST. AND TEMP. COEF. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. IN 4, 


(~1) 
1/17/45 D-164836A ESA-682056-119 
FEB. 45 (SS. 27 


csF- 632787 se 

RESISTOR, WIRE WOUND 

RATED 202, 10 WATTS, PIGTAIL TERMINALS, 
TYPE NO. TO BE FOLLOWED BY BASH AND TOL. 
(N Be 


(-5) 
1/38/45)  10NE 
FEB. 45 


cw-632788 HARK 20 HOD} 

RESISTOR, CONPOSITION 

RATED 765 OWNS, 3/74 WATT, PIGTAIL TER- 
MINALS. HELICAL RI38B0N OF DEPOSITED CAR- 
BON ON CERAMIC CORE INSULATING PROTECT- 
IVE FINISH AND WAX DIPPED. TYPE NO~- TO 
BE FOLLOWED BY DASH AND TOL. IN %. 

(1) 

1/18/45 D-161359 ESA-654289-7 
FEB. 45 {ss 5 


cW- 632789 HARK 20 MoD I 

RESISTOR, COMPOSITION 

RATED O+2 MEGOHHS, 374 WATT, PIGTAIL 
TERMINALS. HELICAL RI3380N OF DEPOSITED 
CARBON ON CERAMIC CORE INSULATING PRO} 
ECTIVE FINISH AND WAX DIPPED. TYPE NO. 
TO BE FOLLOWED BY DASH AND TOL. IN % 
(-1) 

1/18/45 D-161359 ESA-654289-8 
FEB. 45 iss § 


cH- 632790 HARK 20 MoD 1 

RESISTOR, COMPOSITION 

RATED 1,68 MSGOHHS, 374 WATT, PIGTAIL 
TERMINALS. HELICAL RI3B0N OF DEPOSITED 
CARBON ON CERANIC CORE INSULATING PRO- 
TECTIVE FINISH AND WAX DIPPED. TYPE NO} 
TO BE FOLLOWED BY DASH AND TOL. IN %. 


(-1) 

1/18/45) D-161359 ESA-654289-9 
FEB. 45 ss § 

cMc- 632791 so-4 RE ISA 492C 


POTENTIOMETER, WIRE WOUND 

RATED 20,000 OHMS, 3 WATTS, LINEAR TA- 
PER, 172" BUSHING, TYPE 2 SCREWDRIVER 
SHAFT 1 1/48". TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN &. 


¢-10) 

1/18/45 P-58 CRP 240-5063 
FEB. 45 

COM- 632792 so-2 RE 13a 492¢ 


POTENTIOMETER, WIRE WOUND 

RATED 225 OWNS, 50 HATTS, LINEAR TAPER, 
3787 BUSHING, TYPE 2 SCREWDRIVER SHAFT 
7/8". TYPE NO. TO SE FOLLOWED BY DASH 
AND TOL. IN Se 


(-10) 
1418745 0322 
FEB. 46 


CRP:40-5055 Pt 


cave | MAMMARTHAERS | MSNITAPTRET, 


DATE ‘L_ “eee "| SASHES EUR 


ore | MARMAGTHRS |” STATA] 


RESTRICTED 


NAVSHIPS 900,109 


3.63-126 
. = 
HAYY Ty? b 
veISRaTiOn [Peasy asstanae Fon | oe ERAN WS i 


Class 6 3—Resistors—Potentiometers—Attenuators 


cMC- 632793 so-s RE 3A 492C 
POTENTEOMETER, WIRE WOUND 

RATED 10,000 OHMS, 4 WAITS, LINEAR TA- 
PER, 3/8" BUSHING, TYPE 2 SCREWDRIVER 
SHAFT 1 1716", TYPE HO. TO BE FOLLOWED 
BY DASH AND TOL. iN & 


(10) 
1718/45 = PIOW Cuc340-5041 
FEG. 45 REV @ 


cBzZ- 632794 BL-5 
POTENTIOQNETER, WIRE WOUND 
RATED 3500 ONNS AT 2 WATTS, 372” BUSHING 
TYPE 3 FLATTED SHAFT. REPLACEMENT PO- 
TENTIONETER TO HAVE 2" SHAFT. TYPE NO. 
TO BE FOLLOWED GY DASH AND TOL. IN 4. 


RE 3A 492C€ 


T4184 45 
FEB. 45 


CEZSIGCOI-A-C-R CUZSRE-1004 


cuC- 632795 Se-SF-1 RE 135A 4926 
POTENTIONETER. WIRE WOUND 

50009, 3 WATTS, LINEAR TAPER, 373" BUSH 
CNG, TYPE (1) ROUND SHAFT LEtSTH, RE- 
PLACEMENT POTENTIOMETER TO HAVE 2" SHAFT, 
TYPE NO. TO GE FOLLGHED 8Y DASH AND TOL. 
iN Be 

*CBHE739-467, ALT OF 
1/18/85 CHCH1g9 
FEB. $6 


ChCI55-174 
#SEE ABOVE 


cOs- 672796 S0-1 

POTENTIGCNETER, WERE HOUID, 

PUALS EAS CTION RATED 250 CHHS, 50 
WATTS. LIUEA TAPER, 3/8" BUSHING, TYPE 
2 SCREWDRIVER SHAFT 1 3/16" LOND. TYPE 
NO. TO BE FOLLOHEG BY DASH ANO TOL. IN x. 


(+10) 
1419/45 244-0 CRP340-5659 
FEB. 46 Py 


CRA: G32797 IS-3GAVAP RE 15K 492 
POTENTIONCTER. WIRE WOU 

RATED 50,089 O4MS, 4 HATTS, LIHEAR TA- 
PER, 376" JSHING. TYPE 2 SCRENORIVER 
SLOTTED SHAFT 1/27 LONG. TYRE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN &, 


($9 
H719/45 BB298 Cw 2BA-10034-208 
FEB. 45 iss 30 


CRA- 632799 TS-35A/AP RE 13A 492 
POTENTIONETER, WIKRE WOUND 

RATED 50,000 CHMS, 4 KATTS, LINEAR TaA- 
PER. 343" BUSHING. TYPE 3 FLAT SHAFT. 
REPLACEMENT POTENTIONETER TO HAVE 2” 
SHAFT. TYPE NO. 10 BE FOLLOYED BY DASH 
AND TOL. UN Se 


(-10) 
istoe4s 6700 CH 2BA-10034-563 
FEB. 45 iss 30 

CYV- 632799 KK 22 

RESISTOR 

STRIP HEATER TYPE RATED 230 VOLTS 300 


WATES. SA AS -631636 EXCEPT FOR THREAD 
AND POSITION GF TERMINALS. 


com- 632801 o3v 

RESISTOR, WIRE WOUND 

RATED $00 OHMS, 1@ WATTS, TAS AND WIRE 
LEAQS. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. UN %. 


(-10) 
1449745 
FEB. 46 


BROWN DEVIL 


con 652002 oBv 

REStSTOR, WIRE WOUND 

RATED $0,000 OHMS, 75 WATTS, TAS TERMNI- 
NALS, MULTE#-TAPPED TO GIVE TEN EQUAL RE- 
SISTANCE SECTIONS. TYPE NO. TO BE FOL- 
LOWED BY DASH AND TOL. IN &. 


(10) 
1/19/45 1406 
FEB. 45 


cu- 632203 N/TPS-1B 

ESISTOR. COMPOSITION 

RATED 43 OH4S, 400 WATTS. CONSISTS OF 
"CARBON RESISTANCE CLEMENT 4M SEALED GAS 
FILLED GLASS TUBE WITH METAL END FER 
RULES. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOke IK. (9) 

BTL ISPEC*D-169449 


1419745 D-10S449 BA-106014 
FEB, 45 tssy 

con- 632904 ogy RE 13A 372 
RESISTOR, WIRE WOUND STYLE Y 


RATED 1.6 OHM, 25 WATTS. 


{-£) 
EA 9/45 
FEB. 45 


0200J 


“632205 3K 
RESHSTOR. WIRE WOUND 
RATEO 3,300 OHMS, JO WATTS. PIGTAIL TAB 
TYPE TERMINALS. TYPE KO. TO BE FOLLO@NED 
BY BASH AND TOL. EN 8. 


{5h 

OCRASCC. CRASIOVWQ 
1/20/45 CfR3AB, CONsBD 
FEB. 45 QSEE ABOVE 


CHL 2dBG 
REV F 


-632306 Rox 
RESISTOR, WIRE WOUND 
RATED 3,209 OHMS, 10 WATTS. PIG TAIL Tas 
TYPE TERNENALS. TYPE NO. TO GE FOLLOWED 
BY DASH AND TOL. IN ae 


GCRASCC, CRASTOVHQ 


(3) 
1720745 CIR2AB COM?3D CHL 2486 
FEB. 45 OSEE ABOVE * REY F 


-632007 Rex 
RESISTOR, WIRE WOUND 
RATED 7500 OHMS, 10 WATTS, PIGTAIL TAB 
TYPE TERMINALS. TYPE NO. TO BE FOLLCH 
BY DASH ANC TOL. IN S, 


OCRASTOVWQ, CIRSAB 


(-5) . 


{ a Be 
__DEVGRATION _[Finst assionen Fox | GWASLAROKHSA DENGRATICN [Feast assionem For | ofAMLRAMAGN 


cao 632309 ANJAPA+S 2a 
RESISTOR, WIRE WOUND 
RATED 4 OHMS, 65 WATTS, FLAT STRIP TYPE. 


TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
UN PERCENT. 


€-10) 
V/31745 CAPPIEB2-4 
FEB. 45 ALT O 


cTCOZ2510 VG-2 

POTENTIOMETER, COMPOSITION 

RATED OF MEGOHMS, [72 WATT. LINEAR 
TAPER, BUSHING LENGTH 378", SPECIAL TYPE 
3 FLATTED SHAFT. FLAT OW SHAFT {S 197.5° 
FLOR FROM CONTACT ARM. REPLACEMENT 
POTENTIOMETER TO HAVE 2" SHAFT. TYPE RO. 
TO BE FOLLOWED BY DASH & TOL. [CW PERCENT 
V/20445 CTCs35 CoOrh-55I528 
FEB. 45 REY Q 


crc- G22814 Ve. vers 

POTSNTIOMETER, COMPOSITION 

RATED 10,000 ORNS, 172 WATTS LINEAR TA- 
FER, 343" GUSHING. TYPE 2 SCREWDRIVE 
SUAFT 5/8" LONG. TYPE xO. TO BE FOLLOWED 
BY DASK AND TOL. IN 3. 


7722745 355 
FES. 45 


CGIK-35I501 +6 
REY 9 


CAG: GFL012 SF, seet 

POTENTIOMETER, HIRE NCUND 

RATED 10,0092; 12 WATTS. LENETAR TAPER, 
NO BUSHING. TYPE C2) RGYND SH . Re- 
PLACEMENT POTENTIOMETER TO HAVE 2” SHAFT, 
ROTATION ANCLE 294°, HAS 4 SEPARATE WiP- 
ING FLUGERS, SCREW TYPE TERMINALS. WIND 
(-10) 
1422/45 
HAR. 45 


CAGS471-ASTS CAGIATIA10 


REV 10 


cac- 632912 
ING P2ZOTECTED BY STRIP OF LINEN SAKE- 
LITE. 


ciR- 632913 ace 

POTENTIONETER, COMPOSITION 

RATED @.25 MEGOHNS, 2 WAYTS, LINEAR TA- 
PER, 378" BUSHING. TYPE 1 OUND SWAFT. 
REPLACEMENT POTENTIONETER TO HAVE 2” 
SHAFY. TYPE NO. TC BE FOLLOWED BY DASH 
AWD TOL, IN %e 


{~10) 
1420745 «CP CRV:W-3506505 
MAR. 45 P252 REV 6 
CHA- GF2S74 O68 RE 134 492 
POTENTIGNETER. WIRE WOUND 


RATEO 70,009 OHHS. 4 WATTS. LINEAS Tae 
PER, 3/8" BUSHING, TYPE 2 SCR 

SHAFY 344" LONG. FYFE 0, To 
BY DASH AND TOL. EN 4. 


1419/45 Sb-1430 CHLESA-626022-22 1/20/45 CRASCC COM?BD CHL 22436 (-10) 
Fea. 45 iss 10 FEB. 45 REF F 1722/45 K7ONP cr¥s306509 
BAR. 45 
CONG DS oBy ~632808 MK 8 MoD 4 
RESIST wouno RESISTOR. WIREMOUND, con. 632045 Cas 
RATED YO WATTS. TAB AND WIRE ADUUSTASLE: RATED $@ WATTS, 2900 onNS POTENTIONETER, WERE WOUND 
LEADS. 10 BE FOLLONED BY DASH TAS TERMINALS, WITH ADJUSTABLE CENTER RATED 7.5 OWNS, 150 WATTS. LINEAR TAPER, 
ANO TOL. TERMENAL. TYPE NO. TO BE ZOLLOWED BY 3/8" BUSHENG. TYPE 1 ROUND SH 2 RE- 
DASH AND TOL. IN %. PLACEMENT POTENTIGNETER TO HAVE 2" SUAFT 
TYPE NO. TO BE FOLLO DASH AND TOL. 
(~107 tN 
W/19/45 BROWN CEVIL 1731445 CAY8-D-1674 (~10) 
FEB. 45 FEB. 45 CHANGE 1 1722745 04 CRY?303084 
ASSIGNED ASSIGNED HAR. 45 P 169 REV 
- - : {ssUED | ISSUED st pa, 
care | SASH? | SATIN care | RETRY | RAAT oar [BARTER] 


NAVSHIPS 900,709 


RESTRICTED 


Class 6 3—Resistors—Potentiometers— Attenuators 


ADL 


Hast assigns ron | HAML RAINS 


cHA~ 632316 QcB 
POTENTIONETER. WIRE WOUN 
RATEO 70,000 OHMS, 2 WATTS, LINEAR TA~ 
PER, 3/8" BUSHING, TYPE 1 ROUND SHAFT. 
REPLACEMENT POTENTtOMETER TO HAVE 2” 
SUAFT. TYPE NO TO BE FOLLOWED BY DASH 
AMD TOL. §N 2%. 


RE 313A 492 


(-10) 
1422/45 K-70-KP CRY 3306582 
RAR. 45 Po131 REV 8 


coM- 632817 sP-14 

POTENTIOHETER, WERE WOUND 

RATED 50 OHMS, 25 WATTS, LUENEAR TAPER, 
17/32" BUSHING. TYPE 2 SCREWDRIVER 

SHAFT 5/8" LONG. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. UH %. 


(~109 
1/23/45 oH CG2P-7766000 
MAR. 49 P-+4 REV 27 


com- 632818 sp-im 

POTZNTIONETER. WERE WOUND 

RATED 5000 OHNS, 25 WATTS, LINEAR TAPER, 
$/8"7 BUSHING. TYPE 2 SCREWORIVER SHAFT 
25/32" LONG. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. { he 


(~19) 
ff23/45 K CGSP-7763300 
MAR. 45 P-t7 REV 27 


com: 632819 sP-IN 

POTENT{QHETER, WIRE ROUND 

RATED 25 OUMS, 25 WATTS, LE{NEAR TAPER, 

6787 BUSHING. TYPE 2 SCREWDRIVER SHAFT 

25/52" LONG. TYPE NO. TO BE FOLLOWED BY 
BASH AND TOLe (N 3. 


£-10) 
1723/45 # CG2P-77633500 
HAR. 45 P 26 REY 27 


CoM- 632820 SsF-iM 

POTENT(ONETER, WIRE WOUND 

RATED 175 OHNS, 25 WATTS, LINEAR TAPER, 
BUSHING, TYPE 2 SCREWDRIVER SHAFT 

25/32" LONG, TYPE NO. TO BE FOLLOWED BY 

DASH AND TOL. (8 %. 


¥-10) 
1423745 # CG3P~7766000 
MAR. 45 PY REY 4 


cod- 632821 sp-im 

POTENTIOMETER, WIRE WOUND 

RATED 50 OMS, 25 WATTS, LINEAR TAPER, 
3/8" BUSHING, TYPE 3 FLATTED SHAFTe RE- 
PLACEMENT PCTENT{OMETER TO HAVE 27 SHAFT. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL, 
iH &. 


(~10) 
3/25/45 4 CG:P-7766000 
MAR. 45 PS REY 4 


COM- 6372522 SP-IM 

POTENTIONETER, WARE HOUND 

RATED 2600 OHMS, 25 WATTS, LINEAR TAPER, 
$78" BUSHING. TYPE 2 SCREWORIVER SHAFT, 
25/352" LONG. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. (N &. 


oestehatih 


FIRST ASSIGNED FOR | VALE RRSYING 5 
ee reel 


3.63-127 


SHARE, danse ASSIGMED FOR | RAMESH ETS, J 


cre- 632824 Roo 
POTENTIONETER, WIRE WOUND 
RATED 2000 OHHS, 2 WATTS, LINEAR TAPER, 
3/8" BUSHING, TYPE | ROUND SHAFT. RE- 
PLACEMENT POTENTIOMETER TO HAVE 2" SRAFT. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
iN 8. 


RE 13A 492 


(-109 

1423/45 CTC225 CZC:904) 
HAR. 45 iss 2 

ctR- 632825 Reo RE t3A°492 


POTENTIOMETER, WIRE WOUHD 

RATED 4000 OHMS, 2 WATTS, LINEAR TAPER, 
378" BUSHING. TYPE 1 ROUND SHAFT. RE- 
PLACEMENT POTENTIOMETER TO HAVE 2" SHAFT. 
TYPE NO. TO SE FOLLOWED BY DASH AND TOL. 
in f. 


(-20)3 
1723445) CIiRGH €ZC2903! 
WAR. 45 iss 3 


com- 632826 so-3 

POTENTIONETER, WIRE WOUND 

RATED 50 OUMS, 25 WATTS, LINEAR TAPER, 
5/3" BUSHING, TYPE 2 SCREWDRIVER SHAFT 
1 348", SHAFT LOCKING DEVICE. TYPE NO. 
TO BE FOLLOWED 8Y DASH AND T10L. tN %. 


(70) 
1723/45) i 
MAR. 48 


CRP 340-6081 


con- 632827 so-3 

POTENTIOMETER, BIKE WOUND 

RATED 2.0 OHMS, 25 WATTS, LENEAR TAPER, 
5/67 BUSHING. TYPE 2 SCREWDRIVER SHAFT 
1 3/8", SHAFT LOCKENG DEVICE. TYPE NOy 
TO BE FOLLOWED BY DASH AND TOL. ENE. 


€-103 
1/23/45 # 
MAR. 45 


CRP340-S057 


cBZ- 632829 sr-2 

POTENTIOMETER, COHPOSITION 

RATED AT «5 HEGOHMS, 2 WATTS, LINEAR TA- 
PER, TYPE 2 SCREWDRIVER SHAFT, 7/5" LONG 
TYPE NO. TO BE FOLLONED BY BASH AND TOL. 
tN Ss 


(-107 
t724/45 0 J CRVSP-719567-5 
MAR. 45 REV 4 


c8Z- 632829 sr-2 

POTENTIOMETER, COMPOSITION, 

DUAL: RATED AT +8 MEGOHNS EACH SECTION, 
2 WATTS, LINEAR TAPER, TYPE tf ROUHOD 
SHAFT. REPLACEMENT POTENTIGNETER TO HAVE 
2” SHAFT. SIMILAR TO -632483 EXCEPT tT 
HAS NO LOCKING NUT. TYPE NO. TO BE 

(-10) 

1424/45 JJ CRVIP-719867-20 
BAR. 45 REV 4 


€B2-632329 
FOLLOWED BY DASH AND TOL. IN &. 


ces- 6326351 se-e 

RESISTOR, COMPOSITION: 

RATED $49 ONNS, 20 HATTS, FERRULE TYPE 
TERMINALS. TOLERANCE -840%. 


1/24/45 8 
FEB. 45 


CRP280-5492 


cATe- 632832 s$R-2 

RESISTOR, WIRE WOUND? 

RATED | HEGOHM, 1 WATT. SCREW MOUNTING 
LUG AT ONE END AND 2 WERE PIGTAIL COAXIAL 
LEADS AT THE OTHER. TYPE NO. TO GE FOL- 
LOWED BY DASH AND TUL, IN S. 


{-1) 
1/24/45 SK CRV2K~+889608-1 
FEB. 45 REY. I 


CATE+ 632033 sr-2 

RESISTOR, WIRE HOUND: 

RATED 10,000 OnNS, 1/2 WATT. SCREW MOUNT- 
ING LUG AT ONE EXD AND 2 WIRE PIGTAIL 
COAXIAL LEADS AT THE OTHER, TYPE NO. TO 
BE FOLLOWED BY DASH AHO TOL. IN 3. 


t/24/45 RN CRVEK~889608-2 
FEB. 45 REV. 5 


COH- 632834 cut-211275 

RESISTOR, WERE WOUND AD~ 

JUSTABLE: RATED 135 OHMS, 160 HATTS, 
XPOSED WIRE ON SIDE. SHAGRTING CLAMP TO 
AOYUST RESISTA « TAS TYPE TERMINALS. 
SPECIAL MOUNTING BRACKETS, TYPE NO. TO 
BE FOLLOWEC BY DASH AND TO. IN &. 


1/26/45 COMIJZSA-2-135 COHs 
FEB. 45 


COH- 632835 cur-21275 

RESISTOR, WERE HOUND AD- 

JUSTABLEs RATED 5969 OHMS, 160 WATTS. 
EXPOSED WIRE ON SIDE, SHORTING CLAMP TO 
ADJUST RESISTANCE. TAB TYPE TERMINALS, 
SPECIAL MOUNTING BRACKETS. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN &, 


1/24/45 COHSJESA-2-500 COH: 
Fes, 45 


cree GI2835 Shee 

RESISTOR, WERE WOUND? 

RATED 40,000 GUNS, 2 WATTS, TYPE NO. TO 
BE FRLOWED BY DASH AND TOL. IN Be 


(+1) 
1/24/45 WH-4 CRVIK + 8820352-4 
FEB, $8 REV. 6 


CIR- G323357 sr-2 

RESISTOR, WIRE WOUNDS: 

RATED 45,000 ONS, 1 HATT. TYPE NO. TO 
BE FOLLGKED BY DASH AND TOL. IN 4. 


(-10) cry 
17023045 CG:P-7763300 
HARe 48 P-30 REV 27 5/24/45 WH-4 CRYIK-882052-5 
. FEB. AS REV. 6 
cG- 632823 sP-I4 CO2552030 SR? cir- 632938 se-2 
POTENTIONETER, COMPOSITION POTENTIONETER, COMPOSITION, SES Tei oiny WIRE MaUEOS 
RATED 25,000 OHMS, J WATT, LINEAR TAPER, DUALS RATED (S00 OHNS +104 FRONT SEC- Linhae pen se sari Tate P thet ye 
3/8" BUSHING. TYPE 3 FLATIED SHAFT. RE- TION, 1,000 OHMS MIN, SECOND SECTION, Pee LnG oe Rue anes seagate TRE Oe LO 
PLACENENT POTEMTIOHETER TO HAVE 2" SHAFT. 2 WATTS. LINEAR TAPER, TYPE 1 ROUNO EERE E OREO EC CAS eNO LO RASS 
TYPE NO. TO BE FOLLOKED BY DASH AND TOL. SHAFT, REPLACEMENT POTENTIONETER TO HAVE 
UN Se 2" SHAFT LENGTH. 
(-10) fame 
1/25/45 COZ-J K-5454 14248045) dd CRV2H-433675 : 
1/24/45 Nid-4 CRY:K-382032-6 
p : MAR. 45 REV 2 : § 
BARS ae eRe S FEB. 45 REY. 6 
{sans VACHE. BATA TUAEE MBIA BRANT MpOAINAS [HANNA | 


RESTRICTED 


NAVSHIPS 900,709 


3.63-128 


Class 63—Resistors—Potentiometers—Attenuators 


CSLATION Flas assionap ror | MAE GRLVGN DENERATION [RST assionen ron | oNAYL ARGH 


oENGhATIOn 


CIR- 632839 sr-2 

RESISTOR, WIRE WOUND: 

RATED 140,000 ONS, 2 WATTS. TYPE WO. TO 
BE FOLLOWED 8Y DASH ANO TOL. IN &. 


(-#) 
1/24/45) Ww-4 CRY?K-882032-7 
FEB. 45 REV. 6 


cHc- 632840 sr-2 

POTENTIOMETER, WIRE WOUND 

DUAL: RATED 15,000 OHMS EACH SECTION, 
2 WATTS, LINEAR TAPER, TYPE 2 SCREW 
DRIVER SHAFT, 7/8" LONG. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN Sq 


(-70) 
1/24/45 P-58 15000 CRYSP-719567-1 
Fee. 45 15000 REV. 3 


Cuc- 632841 sR-2 

POTENTIOMETER, WIRE WOUND, 

DUAL: RATED 50,000 OHMS EACH SECTION, 
2 WATTS, LINEAR TAPER, TYPE 2 SCREW 
ORIVER SHAFT, 7/8" LONG. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. Im %, 


(10) 
1/24/45 P-S8 50,000 CRVEP-719567-2 
Fes, 45 50,000 REB. 3 


cuc- 632842 sr-2 RE 135A 492 
POTENTIOMETER, WIRE HOUND: 

RATED 10,0002, 2 WATTS, LINEAR TAPER, 
TYPE 2 SCREW DRIVER SHAFT 7/8” LONG. 
TYPE NO. TO BE FOLLOWED BY DASH AND TO. 
ia 8. 


(-10) 
1/24/45 P58-10,000 CRV3P-719567-3 
FEB. 45 REV. 3 


cez- 632843 sr-2 

POTENTIONETER, COMPOSITION: 

RATED 25,000 OHMS, 2 WATTS, LINEAR TAPER 
TYPE 2 SCREW ORIVER SHAFT, 7/8" LONG. 
TYPE NO, TO BE FOLLOWED BY DASH AND TOt.. 
(ms, 


1/24/45 8 CRV:P-719567-9 
FEB. 45 REV. 6 


cW- 632844 Kk 20 Hop tI 

RESISTOR, COMPOSITIONS 

RATED 1 OHM, 8 WATTS, FERRIR.E TYPE TER=- 
MENALS. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. INS. 


(+5) 
1/25/45 0-167090 Ba-1060IS 
FEB. 45 iss. 1 


cw¥-632845 MK 20 MoD # 

RESISTOR, COMPOSITION: 

RATED 49 OHMS 400 WATTS, FERRULE TYPE 
TERMENALS. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN 3. 


1/25/45 0-%t67091 BA-106015 
FEB. 45 iss. i 


cik- 632846 ss 

RESISTOR, COMPOSITION: 

RATED 3.9 HEGOUHS, 4 WATTS, 5000¥ DC 
HAX. FERRULE TYPE TERMINALS, TYPE NO. 
TO BE FOLLOWED BY DASH AND TGL. IN &. 


-5) 
1/25/45 VG BA-10015-6 
FEB. 45 iss, 10 


FIRST ASSIGNED FOR on SE RRAS 


CAKD- 632847 RCF 

RESISTOR, WIRE WOUND: 

RATED 15,000 ONNS, RT SECTION 11,000 
OHHS, 2 HATTS; LEFT, SECTION 4,000 OHMS, 
7 WATTS TAS TYPE TERMINALS, ENCLOSED IN 
METAL CASE. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN %, 


10 
1/24/45 WO TYPE 24A046 
FEB. 45 REV. 4 


cIR- 632848 ss 

RESISTOR, COMPOSITION: 

RATED 560,600 OHNS, 10 WATTS 10,000V DC 
MAX. FERRULE TYPE TERMINALS. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN %. 


(+10) 
1/25/45 HYP BA-10015-17 
FEB. 45 ISS. 10 


CoM- 632849 Tom-1 

RESISTOR, WIRE WOUND, AD- 

JUSTABLES RATED 25 OHMS, 10 WATTS. TAB 
TERMINALS, WITH ONE ADJUSTABLE TAB. TYPE 
WO. TO BE FOLLOWED BY DASH AND TOL. IN 
4. 


(-10) 
1/25/45 1009 
FEB. 45 


CUFSST-2183 


com- 632850 Tom-1 

RESISTOR, WIRE WOUND, AD- 

JUSTABLE: RATED 12,000 OHMS, 25 WATTS, 
TAB TERMINALS, WITH ONE ADJUSTABLE TAB, 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
Im 8, 


(-toy 
1/25/48 0386 
FEB. 45 


CUF3A~46428 


comM- 632851 Tom-t 

RESISTOR, WIRE WOUND: 

RATED 50,000 OHMS, 50 WATTS. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN &. 


(-t0) 
1/25/45 0420 
FEB. 45 


CUFSA~46429 


cuc- 632852 das-4 

POTENTIOMETER, COMPOSITION, 

DUAL: RATED 1 MEGOHM EACH SECTION. 

1/2 WATT. LINEAR TAPER. TYPE § ROUND 
SHAFT. REPLACEMENT POTENTIOMETER TO HAVE 
2° SHAFT LENGTH. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN Se 


2/17/45 D-374 
FEB. 45 


CFES50.1G62-A 


-632853 reo 
POTENTIONETER, COMPOSITION: 
RATED 1 NEGOHH, O14 WATTS, LINEAR CLOCK- 
WISE TAPER, 1/2" BUSHING; TYPE 2 SCREW- 
ORIVER SHAFT 14/16" tonG, TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN Sf. 


20) 
1/26/45 CSA:5128 C20:5128 
FEB. 45 CIRSVCII953 iss. 3 


CNC- 632854 caos-55aGC 

RESISTOR, WIREMOUND: 

RATED 50 ONMS 10 WATTS. TYPE NO. TO BE 
FOLLOWEO BY DASH ANO TOL. IN 3. 


t-t0> 
1/26/45 ALO-F ASONS7C 


FEB, 45 REV. 0 


NAVSHIPS 900,109 


RESTRICTED 


-632855 GEN. USE 
RESISTOR, WIRE WOUND 4542 
THIS TYPE MO. SHALL APPLY TO ALL 0.5 WATT 
UNITS, 5/8" LONG BY 3/2" DIAM. WITH PIG- 
TAH. CONNECTIONS & HOLE FOR #6 SCREW, 
0.5% RES. TOLERANCE, REGARDLESS OF RES. 
VALUE. TYPE NO. TO BE FOLLOWED BY A DASH 
AND SUFFIX COMPRISED OF A 3 OR 4 DIGIT 
1/26/45 CSM:BX-180 CUFIP-46104 
FEB. 45 Iss. B 


“G52855 
SYHBOL. THE FIRST SECOND OR THIRD DIGITS 
ARE THE FIRST SECOND OR THIRD SIGNIF I~ 
CANT FIGURE OF THE RES. VALUE. THE FINAL 
OIGIT #*S THE NUMBER OF ZEROS WHICH FOL- 
LOW THE SIGNIFICANT FIGURES. FOR VALUES 
LESS THAN 10 2 FIGURES WILL INDICATE THE 
RESISTANCE WITH THE LETTER CR) FOR THE 
DECIMAL POINT. 


-632856 Qse-I RE 13A 372 
RESISTOR, WERE WOUNDS STYLE V 
RATED 30,000 OHMS, 


€ 
1/27/45 CIRS0G-3-C C84:738-3000-300! 
FEB. 45 ALT. A 


CAVA> 632857 su su-1 
RESISTOR, WIRENOUND, AD- 
JUSTABLE: RATED 15 OHMS, 50 WATTS, TAB 
TERMINALS WITH ONE ADJUSTASLE TAB, TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. INS 


(-10) 
1/27/45 1748 
FEB, 45 


CAVAST 748 


CAVAy 6326583 SU,SU-1 

RESISTOR, WIREWOUND?: 

RATED 250 OHMS, 25 WATTS. TAS TYPE TER- 
WHIWALS. TYPE NO. TO Be FOLLOWED BY DASH 
AND TOL. IN &, 


(-10) 
3/27/45 174A 
FEB. 45 


CAVASI74A 


CAVA-632859 Su, SU-I 

RESISTOR, WIREWOUND, AD- 

JUSTABLE: RATED 25 GHNS, 25 WATTS. 
TAS TYPE TERMINALS WITH ONE ADJUSTA3LE 
TAB. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN %. 


¢-10) 
1/27/45) 174C 
FEB. 45 


CAVAS174C 


CIR- 632350 Q3e-2 

POTENTIOMETER, WIRE WOUND: 

RATED 15 OHMS 25 WATTS, LINEAR TAPER, 
1/2" BUSHING SPECIAL TYPE 3 FLATTED 
SHAFT. FLAT ON SHAFT COINCIDES WITH CON- 
TACT ARM, TYPE NO. TO BE FOLLOWED BY 
DASH AKD TOL. IN $. 


+10 

1/27/45 PR-25 COM:738-663 
FEB. 45 ALT. 0 

CON- 632861 Coc-1 RE 13A 492C 


POTENTIOMETER, WIRE WOUND? 

RATED 4000 OHMS, 3 WATTS, LINEAR TAPER, 
3/6" BUSHING, TYPE 3 PLATTED SHAFT, Re~ 
PLACEMENT POTENTIOMETER TO HAVE 2" SHAFT. 


TYPE NO. TO BE FORLOWED BY DASH AND TO. 
IN SB. . 


10 
1/27/45 VF-134 
FEB. 45 


COMN:738-447 


RATES | BAUR | 


Class 63—Resistors—Potentiometers—Attenvators 


CENGEARH [rise asionto ron | WER 


3.63-129 


[HRA [ease asin vox | AER | 


SHU [ease assveneo von | RAMAN, _| 


CAKD- 632662RcB 

RESISTOR, WIREWOUND: 

RATED 450 OHMS, 7 WATTS, TAB TYPE TERMIN- 
ALS. TAPPED AT 363 OHNS. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN %. 


“5 
1/29/45 "FH" CHL:324A829 
FEB. 45 ISS. A. 


CG- 632863 sa 

RESISTOR, STRIP HEATER: 

RATED 265 OHMS, TIS VO.TS, 50 WATTS, 
STUO TYPE TERMINALS. TYPE NO. TO BE 
FQLLOWED BY DASH AND TO... IN %. 


-10 
1/26/45 K-3938717 CRVIK-874461 
FEB, 45 P 1 REV. 2 


CG- 632864 SA 

RESISTOR, HEATER: 

RATED 24 ORNS, 500 WATTS, 115 VOLTS, 
60~. TYPE NO. TO BE FOLLOWED BY DASH AND 
TOL. IN Se 


-to 
1/26/45 CRV2M-430242 
FEB. 45 P 1 REY. O 


cAko-632865 Rca 

RESISTOR, WIRE WOUND 

RATED 330 OHMS, 9 WATTS, FLAT TYPE, LUG 
TYPE TERMINALS, MOUNTING BRACKETS. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. IN 
PER CENT. 


€-5) 
3429/45 FH CHL224A829 
MAR. 45 iss A 


cako-632066 RcB 

RESISTOR, WIRE WOUND 

RATED 400 OHMS, 9 WATTS, FLAT TYPE. LUG 
TYPE TERMINALS, HOUNTING BRACKETS. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. IN 

PER CENT. 


6.5) 

1729745 PH CHL:24A047 
HAR. 45 tss 0 

cir 632867 NK 8 MOD 4 


RESISTOR, WIREWOUND 
RATED 20,000 OMS, 4 HATTIS. TYPE NC. TO 
BE FOLLOWED BY DASH AND TOL. IN 4. 


(45) 

1/31/45 AB COAT € CAY211-0-4166 
MAR. 45 CHANGE 3 

cir 632868 HK 8 MOD 4 


RESISTOR, WIREMOUND 
RATED 25,000 OHNS, 4 WATTS. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. tN %. 


(-5) 
4/31/7445 AB COAT C CAY:11°D-4166 
AAR. 45 CHANGE 3 


-6325G69 uk 8 HOD 4° 
RESISTOR, WIREWOUND, 
ADJUSTACLE: RATED 100 OHMS, 10 WATTS, 
ADJUSTABLE CENTER TERMINAL. TYPE NO. TO 
BE FOLLOKED BY DASH AND TOL. IN %. 


*632870 wea-2 
POTENTIOMETER, WIRE WOUND 
RATED 10,0009, 8 WATTS. LINEAR TAPER. 
TYPE (1) ROUND SHAFT. NO BUSHING. RE- 
PLACEMENT POT, TO HAVE 2" SHAFT LENGTH. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
tH 3. 


RE 13A 492 


(-10) 
1431/45 CAG3371-T CAGS371-2 
MAR. 45 ALT 14 


CiR- 632871 RcB 

RESISTOR, WIRE WOUND 

RATED 1645 OHMS, 7.4 WATTS. LEFT SECTION 
845 QHMS. RIGHT SECTION 800 OHMS. LUG 
TERMINALS. MOUNTING BRACKETS. TYPE NO. 
TO BE FOLLOWED BY DASH AND TOL. tN 4% 


(-10) 

2/1/45 Hie 2 CHL324A044 
MAR. 45 

ctc- 632872 st RE 13A 492 


POTENTIOMETER, WIRE WOUND 

RATED 2000 OHMS, 4 WATTS, LINEAR TAPER, 
BUSHING LENGTH 3/8", TYPE 2 SCREWDRIVER 
SHAFT 1/2" LONG. LOCKING ARRANGEMENT, 
TYPE NO- TO SE FOLLOWED BY OASH AND TOL. 
tN Se. 


(-109 
201745 26 CW2BA-10034-301 
MAR. 45 (SSUE 30 


cMA- 632873 asB 

POTENTIONETER, COMPOSITION 

RATED 25,000 OHMS, 1/72 WATT, LINEAR TA- 
PER, 3/8" BUSHING. SPECIAL HOLLOW SHAFT 
EXTENDS 1/8" 8EYOND BUSHING & WAS PRO- 
VISIONS FOR ATTACHMENT OF SEPARATE SHAFT. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
IN Be 
243745 
MAR. 45 


UM-129 


cez- 632974 ss 

POTENTIONETER, COMPOSITION 

RATED 60 OHMS, 2 WATTS, LINEAR TAPER, 
BUSHING LENGTH 1/2", TYPE 1 ROUND SHAFT. 
REPLACEMENT POTENTIOMETER TO HAVE 2” 
SHAFT. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN %. 


(-10) 
2/3445 J CWSBA-10034-575 
MAR. 45 {Ss 390 


cezZ- 632375 ss 

POTENTIONETER, COMPOSITION, 

DUAL: RATED 100/100 ONMS. 2 WATTS, LI- 
NEAR TAPER, BUSHING LENGTH 1/2", TYPE 1 
ROUND SHAFT. REPLACEMENT POTENTIOMETER 
TO HAVE 2" SHAFT. TYPE NO. TO BE FOLLOW- 
ED BY DASH AND TOL. {N &. 


(-10) 
2/3745 0 ae CH2BA-10034-574 
MAR. 45 iss 30 


c8z- 632376 ss 

POTENTIONETER COMPOSITION 

RATED 200 OHMS, 2 WATTS, LINEAR TAPER, 
BUSHING LENGTH 3/8", TYPE 1 ROUND SHAFT. 
REPLACEMENT POTENTIOMETER TO HAYE 2” 
SHAFT. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. EN 8. 


¢-10) 
273745 J CHI8A-10034-521 
MAR. 45 iss 30 


cez- 632877 ss 

POTENTIOMETER, COMPOSITION 

RATED 200 OHMS, 2 WATTS, LINEAR TAPER, 
BUSHING LENGTH 1/2". TYPE § ROUID SHAFT. 
REPLACEMENT POTENTIOMETER TO HAVE 2” 
SHAFT. TYPE NO. TO BE FOLLOWED 8Y DASH 
AND TOL. UN 4%. 


e3z- 632878 ss 

POTENTIONETER, COMPOSITION 

RATED 2000 OHMS, 2 WATTS, LINEAR TAPER, 
BUSHING LENGTH 1/2", TYPE 1 ROUND SHAFT. 
REPLACEMENT POTENTIOMETER TO HAVE 2° 
SHAFT, TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN 5. 


(+10) 
273745 d sf CWIBA-+10034-576 
MAR. 46 (ss 30 


c82- 632879 ss 

POTENTIQMETER, COMPOSITION 

RATED 50,009 OHMS, 2 HATTS, LENEAR TAPER, 
BUSHING LENGTH 172", TYPE 1 ROUND SHAFT. 
REPLACEMENT POTENTIONETER TO HAVE 2” 
SHAFT. TYPE NO. TO BE FOLLOWED BY DASH 
AHO TOL. tN PER CENT. 


720 
273745 J CW28A-10034-569 
Man. 45 ISSUE 30 


c8z- 632380 ss 

POTENTIOMETER. COMPOSITION 

RATED O.2 ¥EGOUM, 2 WATTS, LINEAR TAPER, 
BUSHING LENGTH 172", TYPE 1 ROUND SHAFT, 
REPLACEMENT POTENTIOMETER TO HAVE 2” 
SHAFT. TYPE NO. TO BE FOLLOWEO BY DASH 
TOL. (N PERCENT. 


-10 
273/45 J CWSESA-€94122-26 
MAR. 45 iSSuUE 29 


ceZ- 632881 ss 

POTENTLONETER, COMPOSITION 

RATED 0.5 MEGONM, 2 WATTS, LUNEAR TAPER, 
BUSHING LENGTH 1/2", TYPE 1 ROUND SHAFT. 
REPLACEMENT POTENTIOMETER TO HAVE 2” 
SHAFT. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. tN PERCENT. 


~10 
245745 J CHSBA-10034-5147 
MAR. 45 #SSUE 30 


cBz- 632882 ss 

POTENTIOMETE COMPOSITION 

RATED t.0 20H, 2 WATIS, LENEAR TAPER, 
BUSHENG LENGTH 378", TYPE 1 ROUND SHAFT. 
REPLACEMENT POTENTIOMETER TO HAVE 2" 
SHAFT. TYPE NO. TO 8E FOLLOWED BY DASH 
ANO TOL. §N PERCENT. 


-20 
273745 J CW28A-10034-126 
MAR. 45 (Ssue 30 


cez- 632863 ss 

POTENTIONETER, COMPOSITION 

RATED 2500 OUMS, 2 WATTS. LINEAR TAPER, 
BUSHING LENTH 3/8" TYPE 2 SCREWDRIVER 
SHAFT LENGTH 172", TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. tN PERCENT. 


-i0 
245045 ] CWLESA-631122-39 
MAR. 45 ISSUE 29 


cBz- 632394 ss 

POTENTIQNETER, COMPOSITION 

RATED 20000 ONS, 2 WATTS, LINEAR TAPER, 
BUSHING LENGItN 1/2", TYPE 1 ROUND SHAFT, 
REPLACEMENT POTENTIOMETER TO HAVE 2" 
SHAFT. TYPE NO. TO @E FOLLOWED BY DASH 
AND TOL. iN PERCENT. 


710 
243745 J CwWrBA+10034-573 
WAR. 45 ESSUE 30 


CCO- 632335 oav 

RESISTOR, COMPOSITION 

RATED 100 Ou 0.25 WATTS. 

YYPE NO. TO BE FOLLOWED BY OASH AND 
TOL. tN PERCENT. 


[ 


(-10) 
*10 
82D. 273745 W!3A-10034-572 
1518S CAY38 D-1672 WARS 48 J wae 30 243445 997CX CALGIAB82 
HAR. 45 CHANGE 1 [ase assicnay | MAR. 45 
ISSUED Issute _ f, a 
care | Mautastnse’s [ganartnga [| sre | Mearaeruairs | SANHAPRUAG, care | “HAGA? | NAWHTAERORRA | 


RESTRICTED 


NAVSHIPS 900,109 


3.63-130 


Class 63—Resistors—Potentiometers—Attenvators 


[nese ASSIGNED FOR | Breet Gon 


[PSU 


| 


A. 


SAGA [rust assionen vox | aaa, | [AR 


oan | 


[rinst ASSIGNED FOR 


cBN- 632886 oav 
POTENTIONETER, COMPOSITION 
RATED 0,5 MEGOHY, LINEAR TAPER, 
SHAFT 7/8” LONG, 


SPECIAL 


TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
EN PERCENT. 

(-10) 

245045 N-19e@ CALGSA-74 

BAR. 45 


cau- 632887 ov 


POTENTIO™ COMPOSITION 

RATEO 50,6 MS; LINEAR TAPER, SPECIAL 
SHAFT 7/8" LONG. 

TYPE NO. TO BE FOLLOWE® BY DASH AND TOL. 
iN PERCENT. 

(-10) 

208445 N14 CALGZA76 

MAR. 45 

ciR- 632358 oev 

POTENTIOMETER, COMPOSITION 

RATED 1 MEGOMM, 1/3 WATT, LINEAR TAPER, 
TYPE 3 FLATTED SHAFT. REPLACEMENT 


POTENTIOMETER TO HAVE 2” SHAFT. 


TYPE KO. TO GE FOLLOWED SY DASH AHO TOL. 

“10 in PERCENT, 

2/9445 OS 11-137 CALGIA75 

RAR. 45 

cSA- 652899 Ree 

POTENT? O% Y POSTTEON 

i 5 OHM, O14 WATT, CLOCKWISE 
" TAPER, 3/3" BUSHING TYPE 1 


TO HAVE 2” 
AS -632890 EXCEPT COVER 


SHAFT. COVER GROUNDEO. SAME 


tS GROUNDED. 


€-29) 
ee74s LP CZC:5281 
MAR. 45 #5281-1 $SSUE Tt 
csi -632839 
TYPE HO. T® BF FOLLOWED BY DASH AND 
TOL. (NH PERCENT. 


Sk- 632890 
POTENTIOMETER, 
RATED 0.25 
LOGARITHMIC TA 


REE 

COMPOSITION 

4, O14 WATT CLOCKWISE 
373" BUSHING TYPE 3 


hah | 


CO-2ttt33 


cHo- 632892 

RESISTOR, Cc-218135 

WIRE WOUND: RATED 400 OHMS, 20 WATTS, 
SOLDER LUG TERMINALS, TYPE NO. TO GE 
FOLLOWED BY DASH AND TOL. IN PERCENT 
€-10) 

278/45 2AS 

MAR. 45 

CHD- 632893 cc-211133 

RESISTOR, cc+211435 

WIRE WOUND? RATED 110 OHMS, 45 WATTS, 
SOLDER LUG TERMINALS, TYPE NO. TO BE 


FOLLOWED BY DASH AND TOL. IN PERCENT. 


(+10) 
278745 3R5 

MAR. 45 

cCHO- 632894 cc-211133 

RESISTOR, CC-211135 

WERE WOUND: RATED 50 OHMS, 45 WATTS, 
TYPE 341 ADJUSTABLE TAP, SOLOER LUG 


TERMUNALS. TYPE NO. TO BE 
DASH AND TOL. iN PERCENT. 


FOLLOWED BY 


(+10) 

2/8745 © 3R5 

MAR. 45 

CHD- 632895 cc-211133 

RESISTOR, CC-241135 

WERE WOUNDS RaTED S00 OHMS, 20 WATTS, 
SOLDER LUS TERMINALS, TYPE NO. TQ BE 


FOLLOWED BY DASH AND TOL. §N PERCENT. 


(-5) 
278/45 
MAR. 45 


2a8 


CSA- 632896 NXsr-65276 

POTENTIOMETER, COMPOSITION 

RATED 1 MEGOHM, O44 WATT. TYPE 2 SCREW- 
DRIVER SHAFT 1 1/8" LONG. TAPER LENEAR 
FROM O TO S7 PERCENT ROTATION FOR 
APPROX. 12% RESISTANCE, AND LINEAR FROM 
$7-35% ROTATION FOR APPROX 12-1008 
RESISTANCE. TYPE NO. TO BE FOLLOWED BY 


2r904S NG CKV2a-71300°S 
MAK. 45 REV 1 


csa - 6328596 


DASH AND TOL. (€N PERCENT. 


cu- 632899 sv 


RESISTOR, COMPOSITION, 

PRECIS{ON: RATEO 0.4 MEGOHM. | WATT. 
AXIAL LEADS. MAX TEMP. COEFF. 0.045% PER 
PC. ENCLOSED UN PHENOL FIBRE TUBE. TYPE 
NO. TO BE FOLLOWED BY VASH AND TOL. EK 
PERCENT. 

C-13 

279745 D-f69202-A ESA-656618-7 
MAR. 45 (0.4 MEGOHM) ISSUE 4 

cW¥- 632900 sv 

RES(STOR. COMPOSITION, 

PRECISHON: RATEO 0.8 MEGOHM, .1 WATT, 
AXtAL LEADS, MAX. TEMP COEFF. 0.045% PER 


PC. ENCLOSED {NR PHENOL FIBRE TUBE. 

TYPE NO. TO BE FGLLOWED BY DASH AND TOL. 
ON PERCERT. 

C-1) 

279745 D-169202-A ESA-656614-8 
MAR. 45 (0.8 MEGOHM) (SSUE 4 


cw-632901 sv 

RESISTOR, COMPOSITION, 

PRECISION: RATED 1,6 MEGOHNS, 1 WATT, 
AXIAL LEADS. MAX. TEMP. COEFF. 0.0436 
PER °C, ENCLOSED IN PHENOL FISRE TUBE. 
TYPE NO. TO BE FOLLOWED BY BASH AND TOL. 
in PERCENT. 

C1) 

279/745  D-169202-A ESA-656614-9 
MAR. 45° {146 MEGOHMD ISSUE 4 


ck- 632902, sv 
RESUESTGR, COMPOSITION, 


PREC(SLON? RATED 4,0 MEGOHMS. 1 WATT, 
AXUAL LEADS. MAX. TEMP COEFF 0.0452 PER 
°C, ENCLOSED IN PHENOL FI@RE TUBE. TYPE 
NO. TO FOLLOWED BY DASH AND TOL. UN PER 
CENT. 

(1) 

249745 0-169202-A ESA*656614-10 
MAR. 45 (4.0 KEGOHM) tSSUE 4 


cv¥- 632903 sv 

RESISTOR, COMPOSITION, 

PRECISION: RATED 3900 OHMS, 1/4 KATY, 
AXLAL LEAOS, ENCLOSED EN PHENOL FIBRE 


TUBE. TYPE NO. TO BE FOLLOWED BY BASH 
AND TOL. €N PERCENT. 

C-t) 

243445 D-154900-A BA-TOT7I4 +8 
MAR. 45 (3900 3 tSSuEe 5 
cw-$32904 sv 

RES#SYOR, COMPOSITION, 

PRECESHON? RATED G.! WEGOHM, 174 WATT, 


ROUND SHAFT. REPLACEMENT POTENTIOMETER AXTAL LEADS. ENCLOSED UN PHEWOL FIBRE 
TO KAYE 2" SHAFT. COVER L$ INSULATED. TUBE. TYPE KO. TO BE FOLLOWED aY DASH & 
FROM BUSHENG AND CONNECTED TO LEFT HAND TOL. €N PERCENT. 
€-20) 
276/45 LP c20:5283 c-3 
MAR. 44 f$285-1 issue t 2494465  D-164900-A Ba-101714-10 
MAR. 45 CO-1 MEGOHM) ISSUE § 
Che G32397 sv j 
TERMERAL. SANE RESISTOR, COMPOSITION, Sy 
(nSULAT MG OF PRECHSCOND RATED O.16 MESOUN, § WATT, OR, COMPOSITION, 
FOLLOWED ZY DAS AxtaL LEADS, MAX. TEMP COEFF. 0.045 PER Sour RATED O.33 MEGOHM, E74 WATT, 
“C,. ENCLOSED IN PHENOL FIBRE TUBE. TYPE - LEADS. ENCLOSED AN PHEAOL FleRE 
RO, TO BE FOLLOWED BY DASH AND TOL. tw TUBE. TYPE WO. TG BE FOLLOWED BY HASH 4 
PERCENT. TOL. N PERCENT. 
(+0) 
243745 = B-1E9202-8 ESA+656614+6 feat 
MAR. 45 (16 MEGOHM) ISSUE 4 249/45  D-164900-A BA-101714-5 
MAR. 45 CO.32 MEGONM) #Sssue % 
cavu- 632891 cu- 632998 sv 
RESISTOR, WERE RESISTOR, COMPOSITION, CH- 6329906 SV 
PRECISION: BA 1 watt, PRECESIGN! RATED 0.22 MEGOWM, 1 WATT, RESESTOR, COMPOSETLON, 
eiMeasions 1" SEAM PEGTATL AKDAL LEADS. MAX. TEMP. COEFF, 0.043% PRECESION: RATSO O47 
LEAOS, HAS HGR R96 MOUNTENG SCREW, PER °C, ENCLOSED IN PHENOL FISRE TUBS. AXPAL LEADS. ENCLOS 
CERAMIC TUBE. ¥ IMPREGUATED WERBNIC, TYPE NO. TO BE FOLLOWED BY DASH AND Tat. TUSE. TYPE NO. TO BE FOLLOWE 
TYPE NO. TCG 2 FOLLOWED BY BASH & TOL, ih PERCENT. TOL. §N PERCENT. 
€-1)  €N PERCENT. (-1) 
2710/45 § A-71O4-2 249/45 = B-169202-a ESA-656614-6 (-1) 
MAR. 45 REY O MAR. 45° (.22 MEGOHM) HSSUE 4 — erases D-164900-a BA-101214-6 
asicieo nant | MAR. 45 (0,47 MEGOHMD  t5SuE 5 
SF carb Seas anor OR eT peotecce tf SEO | A eens meth d Rae PR ree Sede oR EINE REET Ee SRTE NE, 
cave | “AHNAGTNRS | BAMIACTHNES, pare | MAUARTHRES [UREA [oer | aaa | 


NAVSHIPS 900,109 


RESTRICTED 


DESIENATION 


| anst ASSIGNED FOR | A ORAINS,, | oH 


Class 63—Resistors—Potentiometers—Attenuators 


3.63~131 


FIRST ASSIGHED rox | Crea ssuraton 


L 


Aa [rest ASSIGHED FOR 


cWw- 632907 sv 

RESISTOR, COMPOSITION, 

PRECISION: RATED 1.0 MEGOHM, 374 WATT, 
AXIAL LEADS. ENCLOSED tN PHENOL FEBRE 
TUBE. TYPE NO. TO BE FOLLOWED BY BASH & 
TOL. IN PERCENT. 


€-1) 
279745 =p -164900-A BA-105714-7 
HAR. 44 (1.0 MEGOHM) {SSUE § 


CAVU- 632998 XK-RdU 

RESISTOR, WERE WOUND, 

PRECESLONS RATED O.T16-REGOHM, 172 
WATT. OFMENSIONS 7/716" LONG X 1/72" DIAM. 
PIGTAIL LEA®S, HAS HOLE FOR #6 MOUNTING 
SCREW. CERAMIC TUBF, VACUUM {MPREGNATEO 
WINDING. TYPE NO. TO BE FOLLOWED BY OASH 
(-1) AND TOL. #N PERCENT. 

2710745 R A=T101-3 

MAR. 45 REV Q 


cce- 632909 Toe 

RESISTOR, COMPOSITION 

RATED 50,900 OUNS,. B WATTS, AXSAL TYPE 
TERHENALS. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN PERCENT. 


“10 

2012445 774A 774 
HAR, 45 

cco- 632910 Taa 6, 7 


RESISTOR, COMPOSITION 

RATED 12.5 OHMS. 16 WATTS, TERMENALS ARE 
NICKEL FUSED CLIPS. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. tN PERCENT~ 


“18 
2732745 Xx 
MAR. 45 


SKETCH 


ciR- 632911 4K 6 MoD O 

RHEOSTAT, WIREWOUND 

RATED 0.5 OHM, 25 WATT, LINEAR TAPER, 
BUSHING LENGTH 17/32", TYPE 2 SCREW- 
ORtVYER SHAFT I" LONG. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. (N PERCENT. 


212045 CAOSSA54051C 


MAR. 45 


CIRSPR25 


Ck- 632912 PM 
RESISTOR, WIREWOUND, 
PRECIS(ON: RATED 58,800 CHMS, 1 WATT. 


(-t) 


24i7/45 D-165761A ESA-682056-136 

MAR. 45 {SSUE 30 
632913 vF RE 13A3720 

RESISTOR, WIRE WOUND STYLE B 

7 OHMS 

F 

2017745 CSFIE4777 CRP380-6060 PI 

MAR. 45 


cG- 632914 su.su-t 

HEATER 

RATING! 115¥-, AC OR DC. 500 WATT, 4.33 
AMPS, EKCLOSED IN CASE. 


etc- 632915 vF 

POTENTIONETER, WIREWOUND: 

RATED 300 OHNS, 2 WATTS, LINEAR TAPER, 
1/2" BUSHING TYPE 2 SCREWORIVER SHAFT 
5/8". SPECIAL LOCKING SPLIT BUSHING 
ARRANGEMENT. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL it PERCENT. 
10 

2017/45 252 

NAR. 45 


CRPS40-S509i 


ctc- 632916 VF 

POTENTEOMETER, WIRENOUND 

RATED 3,000 OHMS, 2 WATTS, LINEAR TAPER, 
1/2" BUSHING, OOUBLE FLATTEO SHAFT 1" 
LONG. SPECLAL LOCKING SPLIT BUSHING 
ARRANGEMENT. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOLERANCE {N PERCENT. 

-10 

2017445 252 
MAR. 45 


CRP340-5092 F2 


ctc~ 632917 VF 

POTENTIONETER, WIREWOUND OUAL 

EACH SECTION RATED 200 OHMS, 2 WATTS, | 
LINEAR TAPER. 1/2" BUSHING, TYPE 2 SCREW 
DRIVER SHAFT 578" LONG. SPECTAL LOCKING 
SPLET BUSHING ARRANGEMENT. TYPE NO. TO 
BE FOLLOWED BY DASH ANO TOLERANCE 1H 

10 oN PERCENT. 
2017/45 2-262 
HAR. 45 


CRP340-5094 


cic- 632918 vF 

POTENTIOMETER, WIREWOUND 

RATED 10,000 OHMS, 2 WATTS. LINEAR TAPER 
1/27 BUSHING, TYPE 2 SCREWDRIVER SHAFT, 
5/8" LONG. SPECIAL LOCKING SPLIT BUSHING 
ARRANGEMENT. TYPE NO- TO BE FOLLOWED BY 
DASH AND TOL. IN PERCENT. 


710 
2417/45 252 CRP240-S093 
MAR. 45 Pei 


cTc- 632919 VF 

POTENTIOMETER, WIREWOUND 

RATED 100 OHMS, 2 WATTS, LINEAR TAPER, 
172" BUSHING TYPE 2 SCREWDRIVER SHAFT, 
5/8 LONG. SPECIAL LOCKING SPLIT BUSHING 
ARRANGEMENT. TYPE NO. TO GE FOLLOWED BY 
DASH AND TOL, EN PERCENT. 
10 

2/20/45 252 

MAR. 45 


40-5089 


cTc- 632920 VF 

POTENT(OMETER, WIREWOUND 

RATED 1000 OHMS, 2 WATTS, CINEAR TAPER 
$42" BUSHING, TYPE 2 SCREWDRIVER SHAFT, 
578" LONG. SPECIAL LOCKING SPLIT BUSHING 
ARRANGEMENT. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN PERCENT. 
“10 

2719045 252 

RAR. 45 


CRP240-50390 


cBz- 632921 VF 

POTENTIOMETER. COMPOSITION 

RaTED 5,000 OHMS. 2 WATTS LENEAR TAPER, 
1/2" BusuilnG, SPECIAL DOUBLE FLATTED 
SHAFT 778" LONG. TYPE nO. TO BE FOLLOWED 
BY DASH AND TOL. tN PERCENT. 


-td 
2419745 J CRP 40-5108 
MAR. 45 P-3 


cos- 632922 VF 

POTENTIGMETER, WIREKOUND 

RATED 20,000 OHMS, 4 WATTS. LINEAR 
TAPER, NO BUSHING, TYPE ONE ROUND SHAFT. 
REPLACEMENT POTENTIOMETER TO HAVE 2" 
SHAFT. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN PERCENT. 


oan | 


cOl- 632923 vr 

POTENTI@METER, WIREWOUND 

RATEO 20 OHMS, 25 WATTS, LINEAR TAPER, 
1/2" BUSHING DOUSLE FLATTEO SHAFT 1”. 
TYPE KO. TO BE FOLLOWEO BY DASH AND TOL. 
(N PERCENT, 


“40 
2720745 245 
MAK. 45 


CRP340-S107 


cDJ- 632924 YF 

POTENTIOMETER, WERE WOUND 

RATED 10 OHSS, 25 WATTS, LENESR TAPER, 
1/2" BUSHING, GOUSLE FLAYTED SNAFT I", 
TYPE NO. TO BE FOLLOWES BY DASH ANO TOL. 
tN PERCENT. 


“tO 
2720/45 246 
MAR. 45 


CRP 240-5106 


CATS-632925 VP 

POTENTIOMETER. WIRE WOUND 

RaTEO $000 OHMS, 4 WATTS, LINEAR TAPER 
1/2" BUSHING TYPE 2 SCREWDRIVER SHAFT 
6/8", SPECIAL LOCKING SPLIT BUSHENG. 
TYPE NO. TO BE FOLLQWEO BY DASH ANO TOL. 
tn PERCENT. 


~10 
2/20/45 Suu CRP 340-5149 
MAR. 45 PI 


cATS* 632926 VF 

POTENTIOMETER, WIRZKOUND DUAL 

EACH SECTION RATED 10,000 OHMS. 3 WATTS, 
LENEAR TAPER, 1/2" BUSHING TYPE 2 SCREN- 
DRIVER SHAFT S73", SPECIAL LOCKING SPLIT 
BUSHING. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. th PERCENT, 
“1 

2721745 SW 

MAR. 45 


CRP:40-6097 


CH- 632927 UF 

RESISTOR, WIRE WOUND? 

RATEO 38 OHMS, S WATSS. FLAT STRIP, TYPE 
SINGLE WHHOING, MOISTURE RESISTANT 

WOUND ON PHENOL IZED~AS4ESTOS CORE, TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. IN f. 


-t 
2s19/4S CetO-18sei0 CHrSA-F01954-36 
MAR. 45 ISSUE 1 


ck- 632928 uF 

RESISTOR, RIRE WOUND? 

RATED 121.2 OHMS. S&S WATTS. FLAT STRIP 
TYPE, SINGLE WINDING, MOISTURE RESISTANT, 
WOUND ON PHENOLIZED-ASZERTOS CORE. TYPE 
NO. TO BE FOLLOWEO BY DASH ANO TOL. IN 
he 


t-1) 
2/539745 CWrD-169556 CWr3A-101934- 
KAR, 45 iSSuE 4 


cH- 632929 uF 

RESISTAR, WIFE WOUNDS 

RATEO 325 GHYS, 5S WATTS. FLAT STRIP TYPE 
SENGLE WINDING, MOISTURE RESISTANT, 
WOUND ON PHENGLIZED-ASBESTOS COKE. TYPE 
NO. TO BE FOLLOWED Br DASH ANDO TOL. IW 
a. 


(-1) 
B/LV/SS CHID-$6747S-9C CHIBA-101934-2 
MAR. 45 iSSUE 4 


cw- 632930 uF 

RESISTOR, WIRE WOUND? 

RATED 564 OH"S, S WATTS. FLAT STRIP 
TYPE, SINGLE WINDING, MOISTURE RESISTANT 
WOUND O8 PHENCLIZES-ASBESTOS CORE. TYPE 
WO. TO BE FOLLOWED BY DASH AND TOL. EN 


hee, i Bt % 
pe Ue aR Nga Rapa ticle 2420/45 285 CRP:40-5083 (-1) 
2eiilay CBR: ute san cae 2/19445 CW2D-167475-KD  CW23R-101936~6 
MAR. 45 ASHGHED RAR. 45 (SSUE 1 

one | “AGRE | WRT [| oars | RARE? | oan [Se [Bear] 


RESTRICTED 


NAVSHIPS 900,109. 


3.63-132 


Class 6 3—Resistors—Potentiometers— Attenuators 


| HAG, 


rast assiento rox | oAMGRAMA | [aOR [ras ation ror | AA NONRY 


f A Oh [nase ASSIGNED FOR l oF eA Gn 


CW- 632951 UF 

RESISTOR, WIRE WOUND: 

RATED 670 OHMS, 5 WATTS. FLAT STRIP 
TYPE, SINGLE WINDING, MOISTURE RESISTANT, 
WOUND ON PHENOLIZED-ASBESTOS CORE. TYPE 
MO. TO BE FOLLOWED BY DASH AND TOL. IN 
t. 


€-t) 
2409745 CWSD-167475-KC CWL3A-101954-7 
MAR, 45 tssue | 


CW- 632932 UF 

RESISTOR, WIRE WOUND: 

RATED 950 OHMS, 5 WATTS. FLAT STRIP 
TYPE, SINGLE WINDING, MOISTURE RESIST- 
ART, WOUND ON PHENOLIZED-AS3ESTUS CORE. 
Tyre NO. TO BE FOLLOWED BY DASH AND TOL. 
IN &. 

(-1) 

2/13/45 CWrD-167475-DE CwWr3A-101934-8 
WAR. 45 {SSUE 1 


cW- 632933 uF 

RESISTOR, WIRE WOUND? 

RATED 1000 OH¥S, 5 WATTS. FLAT STREP 
TYPE, SINGLE WINDING, MOISTURE RESIST~- 
ANT, WOUND ON PHENOQLIZED-AS8ESTOS CORE. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
IN 35 


- 

{ 

2/19/45 CWr0-167475-BM CWr3A-101934-5 
MAR. 45 ISSUE 4 


CW- 632934 uF 

RESISTOR, WIRE WOUND? 

RATED 1200 CHMS, 5 WATTS. FLAT STRIP 
TYPE, SINGLE WINOING, MOISTURE RESIST- 
ANT, WOUND ON PHENOLIZED-ASBESTOS CORE. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
inf. 


(-$) 
2419745 CWsD-167475-BJ -CWsBA-101954-3 
MAR, 45 ISSUE 1 


CW- 632935 uF 

RESISTOR, WIRE WOUND: 

RATED 1510 OHMS, 5 WATTS. FLAT STRIP 
TYPE, SINGLE WINDING, MOISTURE RESIST- 
ANT, WOUND ON PHENOLIZED-ASSESTOS CORE. 
TYPE NO. TO BE FOLLUAED BY DASH AND TOL. 
INS. 


(a1) 
2/19/45 CWrD-167475-DA CW23A-1019346-9 
MAR, 45 ISSUE I 


CW- 632936 UF 

RESISTOR, WIRE WOUND: 

RATED 1900 OH4S, 5 WATTS. FLAT STRIP 
TYPE, SINGLE WINDING; MOISTURE RESIST- 
ANT, WOUND ON PHENOLIZED-ASSESTOS CORE. 
TYPE NO. TO BE FOLLUmwc® BY DASH AND TOL. 
IN 8. 


2/19/45 CWL0-167475-FN CW33A-101934-4 
MAR. 45 sssue | 


cwW- 632937 UF 

RESISTOR, WIRE WOUND? 

RATED 2000 OHMS, 5 WATTS. FLAT STRIP 
TYPE, SINGLE WINDING, MOISTURE RESIST~ 
ANT, WOUND ON PHENOLIZED-ASSESTOS CORE. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
IN 8. 


2/19/45 CW20-167475-CR CWr3A-101934-12 
MAR. 45 ISSUE 1 


CW#- 652938 UF 
RESISTOR, WIRE WOUND: 
RATED 3200 O4MS, 5 WATTS. FLAT STRIP 
TYPE, SINGLE WINDING, MOISTURE RESIST- 
ANT, WOUND ON PHENOLIZED-ASBESTOS CORE. 
TYPE NO. TO BE FOLLOWED BY DASH ANDO TOL. 
iM &. 

\ 


2/19/45 CWLD-167475-FR CWr3A-1019384-11 
MAR. 45 ISSUE 


ASHGNED 
ISSUED 


cW- 632539. uF 

RESISTOR, WIRE WOUND: 

RATED 7835 OHMS, 5 WATTS. FLAT STRIP 
TYPE, SINGLE WINDING, MOISTURE RESIST- 
ANT, WOUND ON PHENOLIZED-ASSESTOS CORE. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
in 5. 


2/19/45 CWsD-167475-HE CWr3A-1019354-10 
MAR. 45 tssue | 


CW- 632940 UF 

RESISTOR, WIRE WOUND: 

RATED 4750 OH¥S, 5 WATTS. FLAT STRIP 
TYPE, SINGLE WINDING, MOISTURE RESIST- 
ANT, WOUND ON PHENOLIZEO-ASSESTOS CORE. 
TYPE NO. TO BE FULLUWcO BY DASH AND TOL. 
In t. 


2/19/45 CWsd-163016 CWEBA-101954-13 
RAR. 45 ISSUE | 


cw- 632941 uF 

RESISTOR, WIRE WOUND DUAL: 

RATED 34.5/34.5 OHMS, 5 WATTS. FLAT 
STRIP TYPE, TWO WINDINGS WITH COMMON 
TERMINAL, MOISTURE RESISTANT, WOUND ON 
PHENOLIZED-ASBESTOS CORE. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN 3. 


2/19/45 CWEO-167476"°LR CW23A-1019354-19 
MAR. 45 ISSUE 4 


Cw-632942 UF 

RESISTOR, WIRE WOUND DUAL: 

RATED 80/80 OHMS, S WATTS. FLAT STRIP 
TYPE, TWO WINDINGS WITH COMMON TERMINALS 
MOISTURE RESISTANT, WOUND ON PHENOLIZED- 
ASBESTOS CORE. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. bh &. 


2/19/45 CWL0-167476-J2 CWrBA-1O19S4-16 
MAR. 45 ISSUE I 


cW- 632943 uF 

RESISTOR, WIRE WOUND DUAL: 

RATED 84/34 OHYS, 5 WATTS, FLAT STRIP 
TYPE, TWO WINDINGS HITH A COHMON TER- 
MINAL, MOISTURE RESISTANT WOUND ON A 
PHENOLIZEO-ASBESTOS CORE. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN &, 


2/19/45 CWZ0-167476-LG CW-BA-101934-26 
MAR, 45 ISSUE 


Cw- 632944 uF 

RESISTOR, WIRE WOUND DUAL? 

RATED 115/115 OHMS, S WATTS. FLAT STREP 
TYPE, TWO WINDINGS WITH A COMMON TER- 
MINAL, MOISTURE RESISTANT WOUND ON A 
PHENOLIZED-ASBESTOS CORE. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN %. 


2/19/45 CHSD-167476-EA CW23A-101934-28 
HAR. 45 ISSUE 1 


CW- 632945 UF 

RESISTOR, WIRE WOUND OUAL? 

RATEO 125/125 OHMS, 5 WATTS. FLAT STRIP 
TYPE, TWO WINDINGS WITH A COMMON TER- 
MINAL, MOISTURE RESISTANT, WOUND ON A 
PHENOLIZEO-ASBESTOS CORE. TYPE NO. 70 BE 
FOLLOWED BY DASH AND TOL. IW &. 


2/19/45 CW3D-167476-PP CWs3A-1019354-138 
MAR, 45 ISSUE t 


cW- 632946 UF 

RESISTOR, WIRE WOUND DUAL? 

RATED 129/129 OHMS, S WATTS. FLAT STRIP 
TYPE, TWO WINDINGS WITH A COMMON TER- 
HINAL, MOISTURE RESISTANT, WOUND ON A 
PHENOLIZED-AS3ESTOS CORE» TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN 8. 


2/19/45 CWr0-167476-TT CWrZA-101934-25 
MAR, 45 issue 1 


ATHGNED 
tSsuED 


sare | MAYHASTHBES | SMOUACTIREEA, 


Cw- 632947 UF 

RESISTOR, WIRE WOUND DUAL: 

RATED 245/245 OHMS, 5 WATTS. FLAT STRIP 
TYPE, FWO WINDINGS WITH A COMMON TER- 
MINAL, MOISTURE RESISTANT, WOUND ON A 
PHENOLIZED-ASBESTOS CORE. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL..tm £. 


2/19/45 CWSD-167476-LH CwrBA-1019S4-14 
MAR. 45 ISSUE I 


CW- 632948 UF 

RESISTOR, WIRE WOUND OUAL?: 

RATED 268.1/268.1 OHMS, § WATTS. FLAT 
STRIP TYPE, TWO WINDINGS WITH A COMMON 
TERMINAL, MOISTURE RESISTANT, WOUND ON 
A PHENOLIZED-ASBESTOS CORE. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. (fH %. 


2/19/45 CWS0-167476-SG CW:BA-101934-20 
MAR. 45 issue ! 


cw- 632949 UF 

RESISTOR, WIRE WOUND DUAL: 

RATED 110/540 OHMS, 5S WATTS. FLAT STRIP 
TYPE, THO WINDINGS WITH A COMMON TER- 
MINAL, MOISTURE RESISTANT, WOUND OW A 
PHENOLIZED-ASBESTOS CORE. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN &. 


2/19/45 CWsO0-167476-HN CW23A21019S4-22 
MAR. 45 issue | 


cW- 632950 uF 

RESISTOR, WIRE WOUND DUAL: 

RATED 100/600 OHMS, 5S WATTS. FLAT STRIP 
TYPE, TWO WINDINGS WITH A COMMON TER- 
WENAL, MOISTURE RESISTANT, WOUND ON A 
PHENOLIZED-ASBESTOS CORE. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IM %. 


2/19/45 CWLO0-167476-RJ CWrBA-101934-23 
RAR. 45 ISSUE | 


CW-632951 UF 

RESISTOR, WIRE WOUND DUAL: 

RATED 456/530 OHMS, 5 WATTS. FLAT STRIP 
TYPE, TWO WINDINGS WITH A COMMON TER~ 
MINAL, MOISTURE RESISTANT, WOUND ON A 
PHENOLIZED-ASZESTOS CORE. TYPE WO. TO BE 
FOLLOWED BY DASH AND TOL. IW X. 


2/19/45 CWS0-167476-0C CW BA-1019S4-27 
MAR. 45 Issue t 


CW- 632952 uF 

RESISTOR, WIRE WOUND DUAL: 

RATED 80/1000 OHMS, & WATTS. FLAT STRIP 
TYPE, TWO WINDINGS WITH A COMMON TER- 
MINAL, MOISTURE RESISTANT, WOUN® ON A 
PHENOLIZED AS3ESTOS CORE. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN &. 


2/19/45 CWrD-167476-RR CWr3A-101934-15 
MAR, 45 issue | 


C4- 632953 UF 

RESISTOR, WIRE WOUND DUAL? 

RATED 400/800 OHMS, S WATTS. FLAT STREP 
TYPE TwO WINDINGS WITH A COMMON TER 
MINAL, MOISTURE RESISTANT, WOUND ON A 
PHENOLIZED-AS8ESTOS CORE. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. tH &. 


2/T9/4S  CWSD-BEP47E-NT CWS3A-1019354-17 
HAR. 45 ISSUE 


cW- 632954 uF 

RESISTOR, WIRE WOUND DUAL: 

RATED 1200/1900 OHYS, 5 WATTS. FLAT 
STRIP TYPE, TWO WINDINGS wITH A COMMON 
TERMINAL, MOISTURE RESISTANT, WOUND ON 
A PHENOLIZEO-ASBESTOS CORE. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IW 8, 


2/19/45) CWr0-167476-TE CW:3A-101934-24 
MAR. 45 (ISSUE ft 


DATE RUSHT?—| SONATATANIEA, 


NAVSHIPS 900,109 


vant | “RMAC? [MANTA | 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenvators . 


DE ShATiOn 


FIRST ASSIGNED von | oY tien oesuticn 


3.63-133 


1 


FIRST ASSIGNED rox | ONAPESREXNG, L Mn [rst ASSIGNED FOR | oa, | 


cH- 632955 uF 

RESISTOR, WIRE WOUND DUAL? 

RATED 1600/1600 OHMS, 5 WATTS. FLAT 
STRIP TYPE, TWO WINDINGS WITH A COMMON 
TERMINAL, MOISTURE RESISEANT WOUND ON A 
PHENOLIZED-AS3ESTOS CORE. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN 8. 
CW20-167476-JE - CWr3A-101934-29 
¥SSUE | 


2/19/45 
‘MAR, 45 


CW- 632956 UF 

RESISTOR, WIRE WOUND DUAL: 

RATED 600/4400 OHMS, S WATTS. FLAT STRIP 
TYPE, TWO WINDINGS WITH A COMMON TER< 
MENAL, MOISTURE RESISTANT, WOUND ON A 
PHENOLIZEO-AS3ESTOS CORE. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN &. 


2/19/45 
MAR. 45 


CW20-167476-RC CWr3A-101934~-21 


ISSUE 3 


CcO- 632957 so-3,S0-13 

RESISTOR, COMPOSITION: 

RATED 1.3 OHMS, 24 WATTS. TEMPERATURE 
COMPENSATING TYPE. RESISTANCE INCREASES 
9 1/2% WHEN TEMPERATURE DROPS FROM 25° 
TO O°C AND DECREASES 28.2% FROM 25° TO 
tO0°C. TINNED FERRULE ENDS, 


2/20/45 B 
MAR. 45 


CRP380-5368 


com-.632958 080 

RESISTOR, WIRE WOUND? 

RATED 85 OHMS, 10 WATTS. COM TYPE 49 
TERMINALS. TYPE NO. TO BE FOLLOWED BY 
OASH ANDO TOL. IN &. 


*C0L:710 00035 00 REV D 9449 


(t10) 

2/20/45 COMSBROWNNDEVILL CATALOG 
MAR. 45 "BRULO” ¥SEE ABCYE 
cuc- 632959 080 RE 13A492 


POTENTIO@METER, WIREWOUND Z 

RATED 400 OHMS, 3 WATTS, LINEAR TAPER, 
BUSHENG LENGTH 3/78, TYPE 2 SCREWORIVER 
SHAFT 374" LONG. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN PERCENT. 


-10 

2/20/45 cCMC:PSeW 

MAR. 45 

evc- 632960 oso RE 134492 


POTENTIOMETER, WIREWOUND 

RATED 5000 O'4MS, 3 WATTS, LINEAR TAPER, 
BUSHING LENGTH 378" TYPE 3 FLATTED 
SHAFT. REPLACEMENT POTENTLOMETER TO HAVE 
2" SHAFT. TYPE NO. TO BE FOLLOWED BY. 
DASH AND TOL. EN PERCENT. 


2/20/45 CNC:P58W 
HAR. 45 
cucC- 632961 080 RE 134492 


POTENTIOMETER, WIREWOUND 

RaTED 15002 3 WATTS, LINEAR TAPER, 
BUSHING LENSTH 3/8", TYPE 3 FLATTED 
SHAFT. REPLACEMENT POTENTIOMETER TO HAVE 
2" SHAFT. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. (N PERCENT. 


-10 

2/20/45 CMC:P58W 

HAR. 45 

enc- 632962 030 RE 134492 
POTENTIOMETE, COMPOSITION 

RATED 0.5 HEGOHMS. 1 WATT, LINEAR TAPER, 


BUSHING LENGTH 373", TYPE 2 SC HIREVER 
SHAFT 678" LONG. TYPE NO. TO BE FOLLOW- 
£O BY DASH AND TOL. IN PERCENT. 


chc- 632963 080 RE 130492 
POTENTIOMETER, WIREWOUND 

RATED 2500 OHMS, 3 WATTS, LINEAR TAPER, 
BUSHING LENGTH 3/8", TYPE 2 SCREWDRIVER 
SHAFT 3/4" LONG. TYPE MO. TO 8E FOLLOW- 
ED BY DASH AND TOL. IN PERCENT. 


“10 

2720/45 CMC:P58W 

MAR. 45 

emc- 632964 080 RE 134492 


POTENTIONETER. WIREWOUND 

RATGO 2000 OHMS. 3 WATTS. LENEAR TAPER, 
BUSHING LENGTH 378", TYPE 2 SCREWDRIVER 
SHAFT 3/4" LONG. TYPE NO. T.0 BE FOLLOW- 
ED BY DASH AND TOL. IN PERCENT. 


“40 


2420745 CHC:PS8W 


CSF- 632965 oz 

RESISTOR, WIREWOUNO 

26 OHMS. CONFORMS TO RETSA3720, STYLE F 
EXCEPT (S NON-(NOUCTIVE. GRADE 1 CLASS 1, 


24204745 
MAR. 45 


NUFS CGLK-S9J680-1 


REV O 


caTS- 632966 VF 

POTENTIOMETER. WIREWOUND 

RATED 20.000 OHMS. 3 WATTS, LINEAR 
TAPER, 1/2" BUSHING. SPECI4L SCREXDRIVER 
SLOTTED SHAFT $/8", TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN PERCENT. 


-10 
2721745 SW CRP:40-5098 
MAR. 45 

-632967 JT RE 135A492 


POTENTIONETER. WIREWOUND 

RATED 2,000 OH"S 4 WATTS TYPE 2 SCREW- 
DREVER SHAFT 7/8" LONG BUSHING 172", 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL, 
aN PERCENT. 


2022045 CHASM2MP CRVIW-131088 
MAR. 45 CHANGE 2 
-632968 JT RE 13A492 


POTENTIOMETER, WIREWOUND 

RATED 10,000 OH™S 4 WATTS TYPE 2 SCREW- 
DRIVER SLOTTED SHAFT 7/8" LONG, BUSHING 
172" LONG. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN PERCENT. 


2722745 CHASMIOMP CRV:W-131088 
HAR, 45 CHANGE 2 
-632969 JT RE 134492 


POTENTIOMETER. WIREWOUND 

RATED 25,000 OHMS, 4 WATTS TYPE 2 SCREW- 
DREVER SLOTTED SHAFT 778" LONG BUSHERG 
1/2" LONG. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. §N PERCENT. 


2722045 CMASH25NP CRVIH-131088 
HAR. 45 CHANGE 2 
-632970 JT RE 134492 


POTENTCOMETER, WIRENOUND 

RATED 9,000 ONS. 4 WATTS TYPE 2 SCREX- 
ORIVER SLOTTEO SHAFT 778" LONG BUSHING 
1/2" LONG. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN PERCENT. 


cMc- 632971 Spas 

RESISTOR, WIREWOUND 

RATED $000 OHYS, 10 WATTS, TAB TYPE 
TERMINALS. TYPE NO, TO BE FOLLOXED BY 
DASH AND TOL. «N PERCENT. 


6 

2722445 A-10F 55-166 
MAR. 45 

csF- 632972 sp-1m 


RESISTOR COMPOSITION 

RATEO 7.5 MEGOHNS, 9 KV MAX RLMLS. 
FERRULE TYPE TERMINALS. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. ¢N PERCENT. 


-10 

222745 MEGOMAX CG:K-8396663 
HAR. 45 - REV 6 

cCNC- 632973 sp-iH 


RESISTOR, WIREWOUND 

RATED 295 OHS, 10 WATTS, AXIAL PIGTAIL 
TERMINALS. TYPE NO. TO CE FOLLOWED BY 
OASH AND TOL. IN PERCENT. 


“5 

2722745 « BE-7Y-G 56-6-A 
HAR. 45 

Cuc- 632974 sP-iM 


RESISTOR WIRE WOUND 

RATED 2000 OHMS, 10 WATTS, AXHAL PIGTAIL 
TERMINALS. TYPE HO. TO BE FOLLOWED BY 
OASH ANDO TOL. IN PERCENT. 


+3 
2422445 
BAR. 45 


BC-7%-G S6-6°A 


CATS-@32975 VF 

POTENTIOMETER, WIREWOUNOD 

Duals EACH SECTION RATEO 2,000 OHMS. 3 
WATTS, LINEAR TAPER, 1/2" BUSHENG, TYPE 
2 SCREWORIVER SHAFT 5/8". SPECIAL L@CK- 
{hG SPLIT BUSHING ARRANGEMENT. TYPE NO} 
TO BE FOLLOWED BY DASH ANO TOL. IN %. 
-10 
2721045 
HAR. 45 


SW DUAL CRP340-5095 


CAUY- 632976 VF 

POTENTIOMETER, WIREYOUND 

RatcO 20,000 OHMS, 2 WATTS, LINEAR 
TAPER, 3/2" BUSHING TYPE 3 FLATIED 
SHAFT. REPLACEMENT POTENTEOMETER TO 
HAVE 2" SHAFT. TYPE NO. TO 8E FOLLOWED 
BY DASH AND TOL. IN PERCENT. 


-10 
2/21/45 680 RF CRP 340-5080 
MAR. 45 Pa 


caz- 632977 oan 

POTENTIOMETER, COMPOSITION 

RATE® 50,090 O4MS, 2 WATIS, LINEAR 
TAPER, TYPE 2 SCREWOKEVER SHAFT, 779" 
LONG. TYPE NO. TO BE FOLLOWED BY DASH & 
TOL. IN PERCENT. 


2721745 J 
HAR. 45 


cours! -278 


c8z2- 632978 oay 

POTENTIONETER, CONPOSITIOY 

D0 75,900 OHMS, 2 WATTS, LINEAR 
R, TYPE 2 SCREWDZEVER SHAET 778% 
LONG. 3£8" BUSHING. TYPE NO. TC BE 
FOLLOWED BY DASH & TOL. IN &. 


=20 
° *coust-275. CS: 15 
Mea CMC 3P37H 2022/45 CHA:MSMP CRVIH-131088 Baia Gerad o4 Cairesaqaekota 
Hone . ASSIGNED MAR. 45 CHANGE 2 ASSIGHID] «MAR. 45 sua 5 * 
| _SSSUED ISSUED 
DATE =i MATUAGTHORS T Piveaermanni ris pare | _MRARHRIN'S | RANHTACTUNIREL pare | MAMAGTMANES =| ANHTACTUREER, ‘71 


665197 O - 45 - 77 


RESTRICTED 


NAVSHIPS 900,109 


3.63-134 Class 63—Resistors—Potentiometers—Attenuators 


[oRAGURES, [esr asionso von | SiArREHS, | [AMMAR [rasr assonan von | waren, | | SMAIMRA [paar asstenro ron | RAMLGRAYR | 


caz- 632979 oan cuc- 632985 sp-1M RE 134492 cG- 632993 sP-id 

POTENTIONETER. COMPOSITION POTENT ONETER, WERENOUND SoieurOhiiee Geseneiy 

ie hen SAAT leds ea RATED 40.OHNS, 1 WATT, LINEAR TAPER, WIREHOUND? 3 GANG aSSEMOLY EacH SECTION 
TYRE 2USCREWDREVER SHAFT: 778" LONG. 174" BUSHING, TYPE 2 SCREWORIVER SHAFT 20: STEPS WETAOPOSTTAIVE BELENT CAI POLPOD. 
TYPE NO. TO 8€ FOLLOWED BY DASH AND TOL, 11/52". IVPE NO. TO BE FOLLOWED SY DASH ; 


SITIONS. SECTION 412 1000 OHMS t24h PER 
STEP, SECT #2: 750 OHMS 41.0% PER STEP, 
SECTION £3: & OHMS +54, SECT #7 & 2 


(N PERCENT. AWD TOL. @N PERCENT. 


“10 - ; 
RATED 2 MA @C THROUGH ANY RESISTORS. #3 
COUT -276 e '55- 

2r2is4s 2723445 MH-40 cuc:55-154 2424745 M-55U2 
MAR. 45 MAR. 45 HAR. 45 REV 4 
cez- 632980 vF emc- 632986 sPr-tM RE 13A4492€ cG- 632993 
POTENTLOME SER Oe eats ee POTENTIOMETER, WIREWOUND RATED 35 MA. MAX. STEP O-t OF SECT MI 
Ra T EO: 5 0) ORNS 8 ERLTS 3 Oh ' DUAL: FRONT SECTION RATED 1000 Gums BLANK WITH ZERO POSITION USED TO ACTUATE 
1/2" BUSHING SPECIAL OOUBLE FLATTED 2 WATTS« CMC TAPER W, +5% TOLERANCE, THO SPOT GANGED MICRO SWITCHES RATED SOV 
SuaFT 1". TYPE NG. TO BE FOLLOWED BY REAR SECTION RATED $50 OHMS, 3 WATTS MAX, 50 MA MAX. RESISTANCE UNCREASES 
BASH AND TOL. IN PERCENT. LENEAR TAPER #20, -O% TOLERANCE, 3/8* 


BETH CLOCKWISE ROTATION. FLATIES SHAFEL 
BUSHENG TYPE 3 FLATTEO SHAFT. HEPLACE- 


MENT POTENTIOMETER TO HAVE 2" SHAFT. 


: 2r2isas CRP SO S101 2/23/45 DP-58 CMC 255-176 
; RAR. 45 HAR. 45 
f 
c- P- RE 23A49 
en here re pexecaus ‘i ciR- 632987 sP-IM RE 134920 COJ- 632994 sP-tH 
fa 5 . POTENTIOMETER, WIREWOUND POTENTIOMETER, WIREWOUND OUAL 
RATED 75,000 OHMS, 3/4 WATTS. LENEAR 5 ; ! ; 
TAPER, 3/8" BUSHING TYPE 3 FLATIED KaTED 3009 OHMS, 2 WATTS LINEAR TAPER RATED 3260 OHMS. 20 WATTS Eald SECTION, 
SHAFT. REPLACEMENT POTENTIOMETER TO HAVE 174" BUSHING TYPE 2 SCREWORIVER, SHAFT LINEAR TAPER, NO BUSHING. TYPE 3 FLaTteD 
" SHA 3/8". TYPE NO. TO BE FOLLOWED BY OASH SHAFT. REPLACEMENT POTENTIOMETER TO HAVE 
2" SHAFT. FLAT OPPOSITE CONTACT ARM. hioCiolt. GAPERCENT ; £ 
TYPE NO. TO BE FOLLOWED BY DASH AND ‘ ‘ 2° SHAFT. TYPE NO. TO BE FOLLOWED BY 
+10 ‘ DASN AND TOL. IN Se 
-10 
2722745 144028 CMC:55-145 -8 
nee 45° SERIES 37 2423045 CRVIM-426857-8 2/24/45 260 0G CGIM-55J89 
MAR. 45 REY 3 MhRee as, REV 5 
cuc- 632931 cirR- 632988 sP-im RE 13A492C cPP= 632995 sP-iM 
TOLERANCE IN PERCENT. POTENTIOMETER, WIREWOUND 


RESISTOR, WIRE 

RATED 0.020 OHMS, +1% TOLERANCE. CUPOON 
WIRE #29 CUAGE. TYPE NO. TO GE FOLLOWED 
BY OASH AND TOL. tN %. 


RATED 8000 OHNS, 2 WATTS, LINEAR TAPER, 
174" BUSHING TYPE 2 SCREWDRtVER SHAFT 
i 3/78". TYPE NO. TO BE FOLLOWED BY DASH & 
i TOLy (N PERCENT. 


=10 
2723045 Wu CRVIM-426857-3 ayohiee ate 
MAR. 45 KEV 3 Wiese 
cue. 632982 sP-1M RE 1344920 ciR- 632989 sP-IM RE 13A492€ ceo- 632996 mK 2-400 2 
Ehiee cue os "25 Watts LINEAR TAPER Pa eat noice aan ae RESUS 1089 CONEGS EEE ON 
ATE AVS. BS WATT Sy ‘ ‘ RATED 1000 OHMS, 2 WATFS, LINEAR TAPER, ¢ ; i be oT RON LE 
348" BUSHINGS TYPE 3 FLATTED SHAFT. ‘ RTE D, '3.05.000- ONS s: O91 WATTS cor ER ULE 


H/4" BUSHING, TYPE 2 SCREWOREVER SHAFT 
378". TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. &N PERCENT. 


TYPE TENMENALS. TyPE NO. To €E FOLLOWED 
BY BASH AND TOL. EN 2. 


REPLACEMENT PO iTIOMETER TO HAVE 2" 
SHAFT. FLAT @PPOSTTE CONTACT ARM. TYPE 
WO. TO BE FOLLOWED BY DASH AND TOL. iW 
“40 1k PERCENT 


+10 ~20 
2/22045  Pw-258 2023745 W CRVIM426857-7 20270465 FAM CH2GA-10249 
MAR. 45 MAR. 45 REV 3 MAR. 45 iss 2 
cue - 632983 sP-1H RE 13A492C cAKO- 632990 sP-1H RE 13A492C cez- 632997 se 
POTENTIONETER, WIREWOUND Sh oi POTENTIOMETER, WIREWOUND FOTENTIONETER, COMPOSITION 
aaee eae ei cwe re erarien 8 RATED 2500 OHMS, 25 WATTS, LINEAR TAPER, RATED 10,0@0 OHMS, 2 WATTS, LINEAR TA- 
: vA een ne see 5 Heat ace ie ate wave NO BUSHING, TYPE 3 FLATTE9 SHAFT, PER, 1/2" BUSHING. TYPE 2 SCREWDRIVER 
SHAE Ts ty DEN a Re. POLLOUER BY REPLACENENT POTENTIOMETER TO HAVE 2° SHAFT 1° LONG. TYPE NO. TO BE FOLLOWED 
zg” SHAFT. TYPE NO. TO BE ne SHAFT. TYPE NO. TO BE FOLLOWED BY DASH BY DASH AND TOL. IN 4. 
OASH AND TOL. (N PERCENT. AND TOLe $M PERCENT. 
“6 
. +5 -10 
2723745 P-88 EMCEE S274 2724745 433AC8 CG2M48J657 2727745 J CWIESO 694159 
MAR. 45 MAR. 45 REV 4 HAR. 48 PT-1 ISS 2 
ie g £ 
cH 652994 uP -632991 ut RE1SA492 crc- 632998 st 
ASN Reese each EGuiePee: with POTENTAOMETER, WIREWOUND POTENTIONETER, COMPOSITION 
Re cece rae MUHEBTIUCEAVE CODUES TOE RATED 50 OHMS, 4 WATTS, TYPE 2 SCREW- RATED 5000 OHMS, 2 WATIS, LINFAR TAPER, 
THREE ich io PROVIDE "H" TYPE PADS OF DRIVER SLOTTED SHAFT 778" LONG. BUSHING 1/2" BUSHING. TYPE 1 ROUND SHAFT. RE- 
labo bab lady SBAG de VedRS WUere GAW BE + 4/2" LONG. TYPE NO. TO BE FOLLOWED BY PLACEMENT POTENTIOMETER TO HAVE 2" 
: « 4ab, + UR 
WIRED SO THAT THE ATTENUATION MAY BE DASHO AND} OU. tN" 2s Fee cage ee PORLONE QUE NDASH 
ADJUSTED FROM Idb TO Sidb tN STEPS OF es . is 
iinsae ee al 2722745 CHASMSOP CRVEW-131035 2027/45 252 CHrESO+654159-5 
. MAR. 45 CHANGE 6 MAR. 45 iss 2 
. e630 : 
sic ; cu 632984 *632992 ut REDSAG92 CIR: 632999 NSM 
tae: PEREENAC STE te BUNA ty ane POTENT(OMETER, WIREWOUND RESISTOR, WIRE WOUND 
CEDARS UE OR OkT CAAA CC COHE CLLONS 3 PARI RATED 200 OHMS 4 WATTS, TYPE 1 ROUND RATEO 20,000 OHXS, 10 WATTS. Tea TYPE 
OF TYPE Ca¥-49AAA RADIO RECEIVER LIWE SHAFT. REPLACEMENT POTENTIO“ETER TO HAVE TERMINALS. TYPE KO. TO BE FOLLONED BY 
BAY. 2" SHAFT. BUSHING 3/8", TYPE NO. TO BE DASH AND TOL. IN x, 
FOLLOWED 8Y DASH AND TOL. IN %. 
(2710) 
2722745 CMA:M200P CRV24+131036 2/28/45 AB COAT B CATALOG 
HAR. 45 : CHANGE 2 assiantd} = MAR. 45 
IssuED at a 
[eare [aac Taoyeunia [| ane [RATA AT cars| UATE aT | 


NAVSHIPS 900,109 RESTRICTED 


Class 63—Resistors—Potentiometers— Attenuators 


3.63-135 


[ire | Fast assignem For | HAY RRAWING. | Sa FIRST ASSIGNED FOR | CHARLES RAWINS, | [ oR RR Zz ASSIGNED FOR OR APEGRALHER | 


ciR- 633000 Hen 

RESISTOR, WIRE WOUND 

RATED 1000 OH%S, 10 WATTS, TAB TYPE TER- 
HINALS. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN Se 


(-10) 
2428/7465 AB COAT B CATALOG 
BAR. 45 


ciR- 633001 MeN 

RESISTOR, WIRE WOUND 

RATED 7000 OH“S, 10 WATTS. TAB TYPE TER- 
MENALS, TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN &. 


(~10) 
2428/45 AB COAT B CATALOG 
Bar. 46 


cao- 633002 eK 

RESISTOR, WIRE WOUND 

RATED 40,000 OHMS, 25 WATTS, TAB TYPE 
TERMINALS. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IM 4%. 


{-10) 
2726/45 25F CATALOG 
MAR. 45 


cw- 633003 Qa 

THERM STOR 

MIN. RES. BETHEEN TERM. 1 & 2 1S 200,000 
OHMS AT 160°F WITH 0.0805 + 0.001 AMP 
BETWEEN TERM 3 & 4 WITH T6V ACROSS 1 &@ 2 
MAK RES BETWEEN $ & 2 IS 20.000 OHMS AT 
VGO°F WITH O.210.t 0.200 AMPS BETWEEN 
TFE@M. 3 & 4 AND CURRENT 0.003 AMP 2E- 


3/6/45 = D- 166545 ESA~656962 
MAR. 45 iss 4 
cw-633003 


TWEEN ! & -2- ENCLOSED IN CAN. 


ciR- 633004 ss 

RES(ST@R, WIREOUND 

RATEO 300 OH-YS, 17.9 WATTS. TABE TERMI- 
NALS. TYPE NO. TO BE FOLLOWED BY DASH 
AWD TOL. iN % 


(+10) 
376/45 AWS CW3BA-10220-4 
RAR. 45 iss 2 


cir- 633005 ss 

RESISTOR, WiREWOUND 

RATED $000 OHMS, 47.9 WATTS, TAS TERMI- 
WALS. TYPE NO. TO BE FOLLOWED BY DASH 
‘AND TOL. IN %- 


(10) 
376745 BW-5 CWrBA-10220-5 
RAR. 45 iss 2 


csR- 633006 ss 

RESISTOR, WIREWOUND 

RATEO 4000 OHMS, 17.9 WATTS TAB TERMI - 
WALS. TYPE NO- YO BE FOLLOWED BY DASH 
AND TOL. UN 5. 


(-5) 
345745 mW-S CW2BA-10220-6 
MAR. 45 tss 2 


pave | __“RRNEAGTHARE 


cBz- 633007 xew 

POTENTIOMETER, COMPOSITION: 

RATED 8000 OHMS, 2 WATTS, LINEAR TAPER, 
BUSHING LENGTH 3/8". TYPE 2 SCREWDRIVER 
SLOTTED SHAFT 3/4" LONG. TYPE NO. TO BE 
FOLLOWED BY DASH ANDO TOL. {iN &. 


2/24/45 J CMD SRV-3 
MAR. 45 iss. 0 


cez- 633008 xcw 

POTENTIOMETER, COMPOSITION: 

RATEO 50,000 OH™S, 2 WATTS, LINEAR 
TAPER, BUSHING LENGTH 3/8", TYPE 2 
SCREWDRIVER-SLOTTEO SHAFT 3/4" LONG. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
1m Be. 


2/24/45 3 CHDSRV-4 
MAR. 45 Iss. 0 


cBZ- 633009 xew 

POTENTIOMETER, COMPOSITION? 

RATED 200,000 OHS, 2 WATTS LINEAR TAPER, 
BUSHING LENGTH 3/8", TYPE 2 SCREWORIVER 
SLOTTED SHAFT 3/4” LONG. TYPE NO. TO BE 
FOLLOWED 8Y DASH AND TOL. IN &. 


2/24/45 4 CMOTRV~6 
MAR, 45 Iss, 0 


caz- 633010 Xcw 

POTENTIOMETER, COMPOSITION: 

RATED 2000 OHMS, 2 WATTS, LINEAR TAPER, 
BUSHING LENGTH 3/8". TYPE 2 SCREWORIVER 
SLOTTED SHAFT 3/4" LONG. TYPE NO, TO BE 
FOLLOWED BY DASH AND TOL. IN 2%. 


2/24/45 J CHD SRV-1A 
MAR. 45 iss, @ 


cez- 633011 xcw 

POTENTIOMETER, COMPOSITION: 

RATED $000 OHMS, 2 WATTS, LINEAR TAPER, 
BUSHING LENGTH 3/8". TYPE 2 SCREWDRIVER 
SLOTTED SHAFT 3/4" LONG. TYPE NO. 10 BE 
FOLLOWED BY DASH AND TOL. IN 3, 


2/2afas J CMD SRV-2 
HAR, 45 {ss. 0 


cez- 633012 Xcw 

POTENTI@METER, COMPOSITION: 

RATED 500,000 OHMS, 2 WATTS, LINEAR 
TAPER, BUSHING LENGTH 3/8". TYPE 2 
SCREWORIVER=SLOTTED SHAFT 3/4” LONG. 
TYPE NO. TO BE FOLLOWED BY DASH ANO TOL. 
in s. y 


2/24/45 y CHD RV-7A 
HAR. 45 tss. 0 


cBz- 633013 xcw 

POTENTSOMETER, COMPOSITION 

DUAL: RATED 100,000 OHMS, EACH SECTION, 
2 WATTS, LINEAR TAPER BUSHING LENGTH 
3/8". TYPE 2 SCREWDRIVER-SLOTTED SHAFT 
3/4" LONG. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IH 3. 


2/24/45 2 CHDzRV-10 
MAR, 45 iss. O 


cBz- 633014 xcw 

POTENTIOMETER, COMPOSITION 

Ovals RATED S000 OHMS EACH SECTION, 2 
WATTS, LINEAR TAPER, BUSHING LENGTH 
3/8", TYPE 2 SCREWDRIVER-SLOTTED SHAFT 
3/4" LONG. TYPE NO, TO BE FOLLOWED BY 
DASH AND TOL. IN &, 


2/24/45 Js CMOSRY-11 
MAR, 45 iss. o 


ASSIGNED 
ISSUED 


CBZ- 633015 MARK 36 

POTENTIOMETER, COMPOSITION: 

RATED 22G0 OHMS, 2 WATTS, LINEAR TAPER, 
BUSHING LENGTH 1/2", TYPE 2 SCREWDRIVER 
SHAFT $/8" LONG; LOCKING ARRANGEMENT, 
TYPE HO. TO BE FOLLOWED 8Y DASH AND TOL. 
tN os. 


2/24/45 CGLP+7767985-1 
MAR. 45 REV. 2 


cBZ- 633016 HARK 36 

POTENTIOMETER, COMPOSITION: 

RATED O.1 MEGOHNS, 2 WATTS, LINEAR 
TAPER, BUSHING LENGTH 1/4", SPECIAL 
SHAFT 3/4" LONG, TYPE NO.» TO BE FOLLOWED 
BY DASH AND YOL. IM x. 


2/24/45 8 CGtP-7767985-2 
MAR, 45 REV 2 


cez- 633017 HARK 36 

POTENTIOMETER, COMPOSITION: 

RATED 2,2 MEGOHMS, 2 WATTS, LINEAR TAPER, 
BUSHING LENGTH 1/2", TYPE 2 SCREWDRIVER 
SHAFT S/87 LONG; LOCKING ARRANGEMENT 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
dat. 


2/24/45 J CG3P-7767985-5 
MAR. 45 REV 2 


CBZ- 633018 HARK 36 

POTENTIOMETER, COMPOSITION: 

RATED 27,000 OHMS, 2 WATTS, LINEAR TAPER 
BUSHING LENGTH 1/2", TYPE 2 SCREWDRIVER 
SHAFT 5/8” LONG; LOCKING ARRANGEMENT. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
im Bs 


2/24/45 9 CG:P-7767985-4 
MAR. 48 REY 2 


CBZ- 633019 MARK 36 

POTENTIOMETER, COMPOSITION: 

RATED OL15 MECONMS, 2 WATTS, LINEAR 
TAPER, BUSHING LENGTH 1/4", TYPE 2 
SCREWORIVER SHAFT 3/47 LONG, TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN 4. 


2/24/45 J CG:P-7767985-5 
MAR. 45 REY 2 


cCBZ- 633020 MARK 36 

POTENTIOMETER, COMPOSITION, 

DUAL:  OUAL, RATED 1000 OHNS EACH SEC- 
THON 2 WATTS, LINEAR TAPER EACH SECTION, 
BUSHING LENGTH 1/2", TYPE 2 SCREWDRIVER 
SHAFT 5/8" LONG, TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN &. 


(+10) 

2/24/45 ay CG:P-7767034-9 
MAR. 45 REY 10 

CiR- 633021 MARK 36 RE 130 492 
POTENTIOMETER, WISE WOUND: 

RATED 5000 OHMS, 2 WATTS, LIVEAR TAPER, 


BUSHING LENGTH £/2" LONG, TYPE 2 SCREH- 
ORIVER SHAFT 5/8" LONG. TYPE NO. TO GE 
FOLLOWED BY DASH AND TOL. tN &. 


2/24/45 W-5000 CGsP-7767973-2 


NAR. 45 REV 2 
CIR~ 633022 MaRk 36 RE 13A 492 
POTENTIOMETER, WIRE WOUND 


DUAL? RATED 10,080/10,099 OHMS, 2 
WATTS PER SECTION, LINEAR TAPER, BUSHING 
LENGTH 1/2", Tyre 2 SCREWDRIVER SHAFT 
5/8" LONG. TYPE NO. TO BE FOLLOWED BY 
OASH AND TOL. IN £, 


2/24/45 WH CGIP-7767990-4 
HAR, 45 REV O 


care | MRUACTRES | RAWHIASTHARA, 


ore | WH | aT | 


RESTRICTED 


NAVSHIPS 900,109 


3.63-136 


Class 6 3—Resistors— Potentiometers— Attenuators 


ves ATiOn 


FIRST ASSIGNED FOR | eA PRAMUNG 


csu- 633023 MARK 36 

RESISTOR, WIRE WOUND? 

RATED 68,000 OHNS, 0.5 WATT, RADIAL 
LEADS. MOUNTING HOLE FOR #6 SCREW 
THROUGH CENTER. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN &. 


(-5) 
2/24/45 B8X-161 CGIM-7475379-2 
RAR. 45 REV. 0 


CSM- 633024 HARK 36 

RESISTOR, WERE WOUND: 

RATED O.} MEGOHM 0.5 WATT, RADIAL LEADS, 
MOUNTING HOLE FOR 46 SCREW THROUGH CEN- 
TER. TYPE NO. TO BE FOLLOWED BY DASH AND 
TOL. UN &. 


€-5) 
2/24/45 Bx-16i CG2M-7475379-3 
MAR, 45 REV O 


csM- 633025 Mark 36 

RESISTOR, WIRE WOUND: 

RAfEO 0.148 MECOHM, $ WATT, RADIAL LEADS, 
MOUNTING HOLE FOR #6 SCREW TH20UGH CEN- 
TER, TYPE NO. TO BE FOLLOWED BY DASH AND 
TOL. IM 4S. 


€-t0) 
2/24/45 Bx-181 CGIM-74753579-4 
MAR. 45 REV O 


CSM- 633026 HARK 36 

RESISTOR, WIRE WOUNDS 

RATZO $0,000 OHMS, 1 WATT, RADIAL LEADS, 
MOUNTING HOLE FOR 46 SCXEX TH2OUGH CEN- 
TER. TYPE NO. TO BE FOLLOWED BY DASH AND 
TOL. IN 3. 


€-10) 
2/24/45 Bx-190 CG2M-7475379-5 
BAR, 45 REY O 


CSM- 633027 MARK 36 

RESISTOR, WISE WOUND: 

RATED 56,000 OHMS, 1 WATT, RADIAL LEADS, 
MOUNTING HOLE FOR #6 SCREW THROUGH CEN- 
TER. TYPE NO. TO BE FOLLOWEO BY DASH AND 
TOL. IN 5. 


(-10) 
2/24/45 B8X-190 CG3M-7475379-6 
MAR, 45 REV O 


cCSM- 633028 MARK 36 

RESISTOR, WIRE WOUND: 

RaTE0 69,000 ON"S, 1 WATT, AXTAL LEADS, 
MOUNTING HOLE FOR 46 SCREW THRIUGH CEN- 
TER. TYPE NO. TO BE FOLLOWED BY DASH AND 
TOL. IN %. 


(-10) 
2/24/45 BxX-190 CG2M-7475379-7 
HAR. 45 REv O 


cCon- 633029 HARK 36 

RESISTOR, WIRE WOUND: 

RATEO 7.41 O¥S, | WATT, HERMETICALLY 
SEALED IN GLASS CYLINDER. TYPE NO. TO BE 
FOLLOWED BY OASH ANO TOL. IN %. 


(-1) 
2/24/45 RITEOHM, CGK-7103057-5 
MAR. 45 SERIES 90 REV 4 


cON- 653030 st 

POTENTIOME CER, COMPOSITION: 

Ratco lees CONSISTS OF 19, 1/2 WATT 
RESISTORS © CTED IN SERIES, TYPE I 
ROUND SHAFT. 


2/27/45 RC-176-) CRY:W-131100 
HAR, 45 CHANGE 5 


[sitet [ruse asenen von | KARL SRANY SGA [ruse assioneo vor | MGM, _| 


CSA- 633031 MAR 

POTENTIOMETER, COMPOSITION: 

470.000 OHMS, 2 WATTS, LINEAR 

+ TYPE 2 SCREWORIVER SHAFT 5/28” 
LONG. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN %. 


€-10) 
2/28/45 ¢ CRV2M-443149 
MAR. 45 suB 3 


cCC- 633032 MAR 

RESISTOR, COMPOSITION 

RAT=® 10,000 OWNS, § WATTS. VITREOUS 
ENAMEL COVEREO FIRED ON CERAMIC CORE, 
AND GROOVED. 2” X 5/8" OVERALL DIMEN- 
SIONS, RADIAL LEADS. 


(-5) 
3/1/45 6X CRVSK-891832-5 
HAR, 45 * SUB 2 


ccc- 633033 Mar 

RESISTOR, COMPOSITION 

RATED 4709 OHMS, 5 WATTS. VITREOUS ENA- 
MEL COVERED, FIRED ON CERAMIC CORE, AND 
GROOVED. 2” X 5/8" OVERALL DIMENSIONS, 
RADIAL LEADS. 


(-5) 
3/1/45 $x CRVSK~891832-6 
MAR. 45 SUB 2 


CCC- 633034 MAR 

RESISTOR, COMPOSITION 

RATED 50 OH¥S, & WATTS. VITREOUS ENAMEL 
COVERED, FIREO ON CERA“IC CORE, AND 
GROOVED, 2" X 5/8" OVERALL OIMENSIONS, 
RADIAL LEADS, 


(~5) 
3/1/45 5x CRV:K~891632-9 
MAR, 45 SuB 2 


ccc- 633035. MAR 

RESISTOR, COMPOSITION 

RATED 8200 OH”S, & WATTS. VITRIOUS ENA- 
MEL COVERED, FIRED ON CERAMIC CORE, AND 
GROOVED. 2" X 5/8" OVERALL OIMENSIONS, 
RADIAL LEADS, 


(-5) 
3/1/45 5X CRVIK-B91832-12 
MAR, 45 SuB 2 


CCC- 633036 MAR 

RESISTOR, COMPOSITION 

RATSD 150 O4MS, 5 WATTS. VITREOUS ENAMEL 
COVERED, FIRED ON CERAMIC CORE, AND 
GROOVED, 2" X 5/8" OVERALL DIMENSIONS, 
RADIAL LEADS. 


(-5) 
3/4/45 5X CRVIK-891B32-13 
MAR, 45 Sua 2 


ceC- 633037 mar 

RESISTOR, COMPOSITION 

RATED $000 OHS, 5S WATTS. VIT2ECOUS ENA- 
MEL COVERED, FIRED @: CESAMIC CORE, AND 
GROOVED, 2" X 5/8" OVERALL DIMENSIONS, 
RADIAL LEADS. 


(-5) 
3/1/45 SX CRVSK-891832-14 
MAR, 45 SUB 2 


CCC633038 MAR 

RESISTOR, COMPOSITION 

RATED 500 OHMS, 5 WATTS. VITREOUS ENAMEL 
COVERED, FIRED OV CERANIC CORE, AND 
GROOVED. 2" X 5/8" OVERALL DIMENSIONS, 
RADIAL LEADS. 


(-§) 
3/1/45 5X CRV2K-B9LB3S2-15 
MAR, 45 SUB 2 


Lars | Saagruse? [SHRP 


NAVSHIPS 900,109 


CsH- 633039 Sa-3 

POTENTIOMETER, COHNPOSITION: 

RATED 500,000 OHMS, 2 WATIS, LINEAR 
TAPER 1/4" BUSHING TYPE ONE ROUND SHAFT. 
REPLACEMENT POTENTIGMETER TO HAVE 2" 
SHAFT. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN &, 


-10 
3/7/45 "cm CRV-430274 P-3 
HAR, 45 REV 2 


CSA= 633040 SA-s 

POTENTIONETER, COMPOSITION: 

RATEO t MEGOHM, 2 WATTS, LINEAR TAPER, 
1/4" BUSHING TYPE ONE ROUND SUAFT. RE- 
PLACEMENT POTENTIOMETER TO HAVE 2" SHAFT, 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
In S. 


-10 
3/7/45 “c* CRV-430274 P-5 
MAR, 45 REV 2 


cSA- 633041 Sa-3 

POTENTIOMETER, COMPOSITION: 

RATEO0 250,000 OHMS, 2 WATTS, LINEAR 
TAPER, 1/4" BUSHING TYPE 1 ROUND SHAFT. 
REPLACEMENT POTENTIOMETER TO HAVE 2" 
SHAFT. TYPE NO. TO BE FOLLOWED BY DASH 
ANG TOL. IN %. 


-10 
3/7/45 *c* CRV-430274 P-6 
MAR, 45 REV 2 


CSA- 633042 Sa-3 

POTENTt ER, COMPOSITION: 

RATED 20,009 OH4S, 2 WATIS, LINEAR TAPER 
1/47 BUSHING LENGTH, TYPE 2 SC?EN 
ORIVER SHAFT 19/32" LONG. TYPE NO. TO 
BE FOLLOWED BY OASH AND TOL. IN 3. 


~10 
3/7/45 ror CRV-441149 P-2 
MAR. 45 REY 3 


CTC- 633043 sa-3 

POTENTIOMETER, COMPOSITION: 

RATCO 250,000 OHMS, 1/2 WATT. LINEAR 
TAPER, 3/8" BUSHING LENSTH, TYPE 2 
SCREWORIVER SHAFT 3/4" LONG, TYPE NO. 
TO BE FOLLOWED GY DASH AND TOL. IN &, 


-10 
3/7/45 35 CRV-438187 
MAR. 45 P-) REV O 


cir- 633044 ss 

RESISTOR, WHREWOUND?: 

RATESO 22,009 ONS 14.4 WATTS Tad TER- 
MIUALS, TYPE HO. TO BE FOLLOWED BY DASH 
AND TOL. IN &. 


€-10) 
3/7/45 MW-4 CW23A-130220-3 
MAR, 45 1S. 2 


cir- 633045 ss 

RESISTOR, WIREWOUND: 

RATED 46,000 On19S, 7.4 HATYS TAZ TER- 
MIMALS. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN 4%. 


“10 
3/7/45 MW-2 CW: 34-10220-2 
MAR, 45 1SSUE 2 


cuC- 633046 Cuo-6o0acr 

RESISTOR, WIREMOUND: 

RATED 10,000 OWS, 10 WATTS, RADFAL LUG 
TERMINALS. TYPE NO TO 8€ FOLLOWE0 BY 
DASH AND TOL. JM %. 


-20 
3/7/45 ALOF cat. 
MAR, 45 


DATE 


RESTRICTED 


care | MMCHGGHBNS GANA | 


Class 63—Resistors—Potentiometers—Attenuators 


cuc- 633047 cuo-6oacr 

RESISTOR, WIREWOUND? 

RATED 50,000 On™S, 10 WATTS, RADIAL LUG 
TERMINALS. TYPE NO. TO BE FOLLOWED BY 


DASH AND TOL. IN &. 

720 

3/7/45 ALOF Cat. 
MAR. 45 


CsF- 633048 cvUo-60ACF 
RESISTOR WIREWOUND? 


RATED 2400 GHMS, 5 WATTS, NON-INOUCTIVE, 


AXtAL PIG TAIL TER*INALS, TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN 2. 

+20 

3/7/45 5N1 CAT. 

MAR. 45 

cW- 633049 ss 

RESISTOR, PRECISION WIRE 

WOUND: RATED 25,900 OMS, 275 WATT 
AXIAL LEADS. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN &%. 

C21) 

3/7/45  0-163497A ESA-682056-134 
MAR, 45 tss. 30 

ctC- 663050 Sa-3 

POTENTIOMETER, WIRE WOUND: 

RATED 5000 OH™S, 2 WATTS, LINEAR TAPER, 


1/4" BUSHING TYPE 1 ROUND SHAFT. RE- 
PLACEMENT POTENTIOMETER TO HAVE 2" 


SHAFT. TYPE NO. TO BE FOLLOWED BY DASH 
ANO TOL. IN S$. 

-10 

3/8/45 252 CRU-440424 
MAR. 45 P 283 REY S 


ciR- 633051 Sa-3 

POTENTIOHZETER, COMPOSITION? 

RATED $000 OHMS, 1/2 WATT, LINEAR TAPER 
1/4" BUSHING LENGTH, TYPE | ROUND SHAFT. 
REPLACEMENT TO HAVE 2” SHAFT. TYPE NO. 


TO BE FOLLOWED BY DASH AND TOL. IN &. 
-10 

3/8/45 CCR REVISED CRU-427313 
BAR, 45 G 501 REV O 
com- 633052 sGa/sc-i 

POTENTIONE » WIRE WOUND: 

RATEO 6 OHMS, $0 WATTS, LENEAR TAPER, 


3/8" BUSHING LENSTH, TYPE 3 FLATTED 


3.63-137 


ORAEKATION —[FiRST assicnup ror | aA GRMN | OeGhAtiOn [FIRST AssigntD ror | oRAPLGRAMPSN | 


EAE, [rast asioneo rox | HAR aRAMRN | 
CHc- 633055 cu0-60Acr 
POTENTIOMETER COMPOSITIONS cRP- 633063 so-2 
RATED 1 MEGOHM, 1 WATT, LINEAR TAPER, POTENTIO“METER WIREWOUND: DUAL 
BUSHING LENGTH 3/8". TYPE 3 FLATTEO CONSISTS OF TWO COM J4@323 POTENTIO- 
SHAFT. REPLACEMENT POTENTIOMETER TO METERS, BRACKETED TOGETHER, ANDO ENCLOSED 
HAVE SHAFT 2" LONG. TYPE NO. TO BE FOL- IN CASE. EACH ONE RATEO 300 OHS, 50 
LOWED BY DASH AND TOL. IN &, WATTS, LINEAR TAPER. BUSHING LENGTH 5/8", 
(+20) TYPE 2 SCREWDRIVER SHAFT ¥ 1/16" LONG, 
3/7/45 CMC337" CATALOG -10 
MAR. 45 3/9/45 40-5060-P2 CRP240-5058 
MAR. 45 COM:2 JO323 SUB 2 
CMc- 633056 CU0-60ACF 
POTERTIOMETER, COMPOSITIONS erP- 633063 
RATED 0.625 MESOHMS, | WATT, LINEAR TAPER TYPE HO. TO BE FOLLOWED BY BASH AND 
BUSHING LENGTH 3/8", TYPE 3 FLATTED TOL. IN %. 
SHAFT. REPLACEMENT POTENTIOMETER TO HAVE 
SHAFT 2" LONG. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN &. 
(-20) 
3/7/45 CMC-37W CATALOG 
MAR. 45 
cuc- 633057 cuo-soacr 
POTENTIONETER, COMPOSITION: c¥- 633064 sv 


RATED 1000 OH¥S, | WATT, LINEAR TAPER, 
BUSHING LENGTH 3/87, TYPE 3 FLATTEO 
SHAFT, REPLACEMENT POTENTIOMETER TO 
HAVE SHAFT 2" LONG. TYPE NO. TO BE FOL- 
LOWED @Y OASH AND TOL. IN &. 

(-20) 

3/7/45 CMC:357W CATALOG 

MAR. 45 


cMC- 633058 cu0-60Acr 

POTENTIOMETER, COMPOSITION: 
RATED 2 MEGOHMS, 1 WATT, 
BUSHING LENGTH 3/8". TYPE 3 FLATTED 
SHAFT, 


LINEAR TAPER, 


REPLACEMENTFOTENTIOMETER TO HAVE 


SHAFT 2" LONG. TYPE NO. TO BE FOLLONED 
BY DASH AND TOL. IN 3. 

(+20) 

3/7/45 CMC337H CATALOG 

MAR. 45 


evV- 633059 so-1 

RESESTOR, WIREWOUND: 

RATZO 44 OHMS, TAPPED AT 22 OH#S; 
WATTS; STUD TYPE TERMS; RING SHAPED; 
SHEATH OF CHROME STEEL, TYPE NO. 
FOLLOWED BY DASH ANDO TOL. IN &. 


3/7/45 
MAR. 45 


A-20 CRV230-5357 


CATE- 633060 S0-3 
RESISTOR, WIRE WOUND: 
RATED 0.25 MEGOHMS + 1X24, 1 
PIGTAIL TYPE TERRINALS. 


WATT: 


HOLE FOR §/32 


300 


TO 3€& 


RESISTOR ASSEMBLY: 
CONSISTS OF TEN ALLEN 3RADLEY TYPE GB 
RESISTORS (OR EQUIVALENT) EACH RATEO 


10 OHMS, 410%, t WATT, SOOV DC MAXIMUM 
MOUNTEO BETWEEN TWO BRASS PLATES. THE 
RESISTORS 1N PARALLEL RESULT IN 1 OHM 
+10, 1 WATT, SOOV OC MAX. THE BRASS 
3/9/45 BL-21985 BL-21985-1 
MAR. 45 ISSUE 4 

CW- 633064 
PLATES ARE SEPAZATED BY A JAN TYPE 
NS4WO2'O INSULATOR, 
COM- 633065 WEA-2 
POTENTIOMETER, HISSKOUND? 


RATED 2000 OHMS, 25 WATIS, 
3/8" BUSHING LENGTH, 


LINEAR TAPER, 
SPECIAL SHAFT 


SCREWORIVER AND FLATTED SHAFT 7/8" LONG, 
FLAT 0° FROM CONTACT ARM, TYPE HO. TO BE 
FOLLOWED BY DASH AND TOL. IN 8, 

10 

3/9/45 oF c3-1000S-64 
MAR, 45 ALT 0 


cez- 633066 ss 
POTENT(OMETER COMPOSITION: 


RATED 3500 OH™S, 2 WATTS, LINEAR TAPER, 


SHAFT. REPLACEMENT POTENTIOMETER TO MTG SCREW. 3/8" BUSHING LENGTH, TYPE | ROUN® SHAFT. 
HAVE 2” SHAFT. TYPE NO. TO BE FOLLOWED REPLACEMENT POTENTIOMETER TO HAVE 2” 
BY DASH AND TOL. IN S$. SHAFT. TYPE RO. TO BE FOLLOWED BY DASH 
10 : 2 +1 AND TOL. IN &. 
. 3/8/45 SL CRP-SPEC-S-30- 720 
af45 J HO312 CRP:0LG 40-5030 i : 
ee 45 : P-1 REV 2 MAR, 45 6051 (ss. 3 3/9/45 J Cwr3A-10034-617 
HAR. MAR. 45 iss 31 
cir- 633053 SU-su-I CvV- 633061 SGa/sc-t caz- 633067 Ss 
RESISTOR, WIRE WOUND RESISTOR, STRIP HEATER: 33 06° 
CHETALIZ202: RATED 12 MEGOHMS, 20 RATED 271 OHMS, 250 WATTS, SCREW TYPE POTENTIOMETER, COMPOSITION: 
WATTS, FESRULE TYPE TERMINALS. TYPE NO. TERMINALS, RESISTOR ELEMENT ENCLOSED RATED: HOOK ONNS 22 HADES TNE AR: TAPER « 
TO BE FOLLOWED BY DASH AND TOL. IN %. IN MONZL SHEATH. MOUNTING FEET. TYPE NO. 1/2" BUSHING LENGTH, TYPE 1 WOUNO SHAFT. 
: TO BE FOLLOWED BY DASH AND TOL. IN &%, REPLACEMENT POTENTIOMETER TO HAVE 2" 
SNAFT. TYPE N@. TO BE FOLLOWED BY OASH 
15 ANB TOL. IN &. 
i = -5-80- -10 
3/8/45 MVA CBM-7358-779 3/8/45 SE-802 CRP-S-80-5054 F 
HAR. 45 REV O 3/9/45 J CHr3A-10034-614 
HAR. 45 ALT 0 pak as cannes 
cez- 633062 ve 
cVV- 633054 Sa-3 : ss 
ae oe HEATERS POTENTIOXETER COMPOSITION os Bos088 is ; 
RATED 25 ONMS, 250 WATTS, SCREW TYPE DUAL: EACH SECTION RATE® 200 OHMS, 2 POTENTHOFETERS WIRE WOUND: 
TERMINALS RESISTOR ZUE¥EaT ENCLOSED. EK WATTS, LINEAR TAPER, 1/2" BUSHING RATED S000 OHNS, B WATTS, LINEAR TAPER, 
WONEL SHER TICOMGUNT ING-EEETS. Tepe oT LENGTH, SPECIAL DOU3LE FLATTED SHAFT 1” NO BUSHING, TYPE 1 ROUND PHENOLIC SHAFT. 
BE FOLLOWED BY DASH AND TOL. IN3. LONG. TYPE NO. TO BE FOLLOWED BY DASH REPLACEMENT POTENTI@HETER TO HAVE 2 
: : AND TOL. IN &%. SHAFT. TYPE NO. TO BE FOLLOWED BY OASH 
F “10 AND TOL. IN %. 
-10 , 
cas 3/9/45 sgu2ote CRP-40-5100 > 
rola SSE-820 Cree Tea WAR. 45 3/9/45 296 R-22,158 
MAR. isciaiie assignto | MAR. 45 
SSSUED. ISSUED 
z % Te z 
care | MAUHEAGTHAER'S | GHANMEACTAEECL bate [ MAES al BRANHAM care | MAWES | AANIKATTUAENA 


RESTRICTED 


NAVSHIPS 900,109 


3.63-138 


Class 63—Resistors—Potentiometers—Attenvators 


- 
[RGA [rise sstonen von | AMARA, | [RAR [rast asiowen vox | earns, | [cA [easy assroneo vox | oH GRMHG, | 
cDJ- 633069 vo-2 Cire 633075 
POTENTIONETER WIRE WOUND: TOLERANCE IN PERCENT. cSH- 633081 1S-250/aP 
RATED 500 OHMS, 25 WATIS, LINEAR TAPER, RESISTOR, WIREWOUND PRE ~ 
3/8" BUSHING, TYPE 2 SCREWORIVER SHAFT CISION: RATED 4,71 OHMS, 1/4 WATT, 
1® LONG. TYPE HO. TO BE FOLLOWED BY DASH RADIAL PIGTALL LEADS, NON-|NOUCTIVELY 
AMD TOL. IN te : WOUND HAS HOLE FOR 46 MIG, SCREX. 
TYPE NO. TO BE FOLLOWED BY DASH AND 
-10 TOLERANCE IN PERCENT. 
3/9/45 245 CRP:40-50328P4 71/4 
MAR, 45 3/9/45 CSM3E72 CH:3A-10130-150 
APR. 45 ISSUE 13 
COJ- 633070 So. Soa CAVT-633076 TS-230/AP 
POTENTIOMETER, WIRE WOUND: RESISTOR, WIRE WOUND PRE- CAVS-633082 TS-320/aP 
RATED 350 OHMS, 25 WATTS, LINEAR TAPER, CIStON: RATED 3.87 OHMS, t/2 WATT, RESISTOR, WIREWOUND, PRE- 
3/8" BUSHING LENGTH, TYPE 2 SCREWDRIVER RADIAL PIGTAIL LEADS. NON-INDUCTIVELY CISION: RATED 4.71 OMS, F WATT, RADIAL 
SHAFT 1 1/16" LONG. TYPE NO. TO BE FOL- WOUND HAS HOLE FOR #6 MTG. SCREW. PIGTAIL LEADS, NON-I[NOUCTIYELY WOUND, 
LOWED BY DASH AND TOL. IN $2 TYPE NO. TO BE FOLLOWED BY DASH AND TOL. SAME AS -655033 EXCEPT PHYSICAL SIZE, 
tN PERCENT. HAS HOLE FOR #6 MIG. SCREW. TYPE NO. TO 
-10 -1/4 : BE FOLLOWED BY DASH AND TOL. IN PERCENT. 
3/10/45 245 R 22.726-€ 3/9/45 CAYT:AIF CH:8A-10130-2t) ~1/4 
MAR. 45 APR. 45 ISSUE 13 3/9/45 9 CAYS:WM3L CWr3A-10130-151 
APR. 45 ISSUE 13 
+633071 Ts-230/aP csM- 633077 18-230/AP 
RESISTOR, WIRE WOUND PRE- RESISTOR, WERE WOUND PRE- CIR-633083 TS-230/AP 
CISION: RATED $5 OHMS, t WATT, TAB CISION: RATED 4.26 OHMS, 1/4 WATT, RESISTOR, WIREWOUND, PRE- 
TERMINALS. NON-INOUCTIVELY WOUND HAS RADIAL PIGTAIL LEADS, NON-INDUCTIVELY CISION: RATED 4.71 OWNS, 1 WATT, RADIAL 
HOLE FOR #6 MIG. SCREW. WOUND HAS HOLE FOR 46 MIG. SCREW. PIGTAIL LEADS. NON-INOUCTIVELY WOUND 
TYPE WO. TO BE FOLLOWED BY DASH AND TOL. TYPE NO. TO BE FOLLOWED BY DASH AND TOL. SANE AS -635032 EXCEPT PHYSICAL SIZE. 
IN PERCENT. IN PERCENT. HAS HOLE FOR #6 MIG. SCREW. TYPE NO. TO 
“1 “1/4 BE FOLLOWED BY DASH AND TOL. IN PERCENT. 
3/9/45 CIRIWW-3 CWrBA-10530-123 3/9/45 CSM:172 CW:3A-10130-147 71/4 
APR. 45 CAVS:WM3 ISSUE 13 APR. 46 ISSUE 13 3/9/45" CIR: WW-3 CWr3A-10150-152 
APR. 45 ISSUE 3 
-633072 TS-230/aP cavs- 633078 Ts-230/aP 
RESISTOR, WIRE WOUND PRE= RESISTOR, WIRE WOUND PRE- CAvT- 633084 Ts-230/aP 
CISION: RATED 70 OHMS, 1 WATT, TAB CISION: RATED 4.26 OHMS, 1 WATT, RADIAL RESISTOR, WIRE WOUND PRE- 
TERMINALS. NON-INDUCTIVELY WOUND HAS PIGTAIL LEADS. NON-INDUCTIVELY WOUND CISION: RATEO 4.71 OHMS, 1/2 WATT, 
HOLES FOR #6 MTG. SCREW. SIMILAR TO -633079 EXCEPT FOR PHYSICAL RAQIAL PIGTAIL LEADS. NON-ENDUCTIVELY 
TYPE NO. 10 BE FOLLOWED BY DASH AND TOL. SIZE. HAS HOLE FOR #6 MIG. SCREK. WOUND. HAS HOLE FOR 76 MIG. SCREW. 
iN PERCENT. TYPE NO. TO BE FOLLOWED BY OASH AND TYPE NO. TO BE FOLLOWED BY DASH AND TOL, 
ol -1/4 tN PERCENT. 
SA9/48  LTSIME SS CBA ODO e8 3/9/45 CAYS:WMSL CHr3A-10130-148 1/4 
APR, 45 CANS THMS ISSUE 13 APR. 45 ISSUE 13 3/9/45 CAVTSALF CHI3A-10130-213 
APR, a5 tSsue V3 
CSM-633073 %S-230/AP cavs-633078 
RESISTOR, WIRE WOUND PRE- TOLERANCE IN PERCENT. csmM- 633085 TS-230/aP 
CISION: RATED 3.87 OHMS, 1/4 WATT, RESISTOR, WIREWOUND PRE- 
RADtAL PIGTAIL LEADS, NON-IHDUCTIVELY CISION: RATED $.24 OHMS, 3/4 WATT, 
WOUND HAS HOLE FOR 46 MTG. SCREW. RADCAL PIGTAIL LEADS. NON-(NOUCTIVELY 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. WOUND. HAS HOLE FOR 6" MTG. SCREW. 
tN PERCENT. TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
+1/4 IN PERCENT. 
3/9/45  CSM:t72 CHBA-10130-144 -t/4 
APR. 45 ISSUE 13 3/9/45 CSMz172 CKr8A-10130-153 
APR. 45 ISSUE 13 
CAVS-633074 YS-230/AKP ctR633079 Ts-230/AP 
RESISTOR, WIRE WOUND PRE- RESISTOR, WIREWOUND PRE- cavS-633086 1TS-239/aP 
CISION: RATED 3.87 OHMS, 1 WATT, RADIAL CISION: RATED 4.26 OHMS, 1 WATT, RADIAL RESISTOR, WIREWOUND PRE - 
PIGTAIL LEADS. NON-INDUCTIVELY WOUND PIGTALL LEAOS. NON-INDUCTIVELY WOUND. CISION: RATED 6.24 OHMS, 1 WATT, RADIAL 
SIMILAR TO -633075 EXCEPT FOR PHYSICAL SAME AS -633078 EXCEPT PHYSICAL SIZE. PIGTAIL LEADS, NON-INDUCTIVELY WOUND. 
SIZE. HAS HOLE FOR 46 MIG. SCREW. HAS HOLE FOR 46 MIG. SCREW. SAME AS -633037 EXCEPT PHYSICAL SIZE. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. TYPE NO. TO BE FOLLOWED BY DASH ANO HAS MOLE FOR #6 MTG, SCREW. TYPE NO. TO 
1/4 “1/4 BE FOLLOWED @Y DASH AND TOL. IN PERCENT. 
3/9/45 CAVSSWM3L CW2BA-10830-145 3/9/45 CLR3aW-3 CH33A-10130-149 1/4 ‘ 
APR, 45 ISSUE 13 APR. 45 ISSUE 13 3/9/45 — CAVSEWM3L Cu rGA-10030-154 
APR. 45 ISSUE 13 
CaVS-633074 €1rR§33079 


tN PERCENT. 


TOLERANCE IN PERCENT. 
« 


CIR G33087 = TS-2350/aP 

RESISTOR, WEREWOUND PRE- 

CISION: RATED 5.24 OHMS, 1 WATT, RADIAL 
PIGTAIL LEADS. NON-INDUCTIVELY WOUND. 
SAME AS -653986 EXCEPT PHYSICAL SIZe. 
HAS HOLE FOR #6 MTG. SCREX. TYPE NO. TO 
BE FOLLOWED BY OASH AND TOL. IN PERCENT. 


“fA 
3/9/45 CIRSWH-3 CHI3A-101350-155 
APR. 45 ISSUE 13 
cIR- 633075 tS-230/AP CavT-633080 Ts-230/aP 
RESISTOR, WIRE WOUND PRE-~ RESISTOR, WIREWOUND PRE- CaYT- 633088 15-230/aP 
CiSTON: RAT 3.87 OHMS, | WATT, RADIAL CISION: RATED 4.26 OHMS, 1/2 WATT, RESISTOR, WIREWOURD PRE- 
PIGTAIL LEADS. NON-INDVETIVELY WOUND RADIAL PISTAIL LEADS. NOM-INDUCTIVELY CiStON: RATED 5,24 OHMS, 1/2 WATT, 
SIMILAR TO -633074 EXCEPT FOR PHYSICAL WOUND. HAS HOLE FOR #6 MTG. SCREW. RADIAL PIGTAIL LEADS. NON-1NOICTIVELT 
SIZE. HAS HOLE FOR 46 MIG. SCREW, TYPE NO. 10 BE FOLLOWED BY DASH ANO TOL. WOUND. HAS HOLE FOR 76 MTS. SCREW. 
TYPE NO. TO BE FOLLOWED BY DASH AND iN PERCENT. Tyee NO. TO BE FOLLOWED BY DASH AND TOL. 
“1/4 -1/4 IN PERCENT. 
3/9/45 CIR:WW-3 CWI3A-101S0-146 3/9/45 CAVTSAIF CHrBA-10130-212 -tss 
APR, 45 ISSUE 15 APR, 45 ISSUE 13 3/9/45 CAVTZAIF Cur3A-10130-214 
ASSIGNED astianep| APR. 45 1SSUE 13 
c 7 = ro §SSUED issuee 
sare | Maaneastine’s [SACHA care | RRA? | ANHTACTUNENA [sare [NETRA SAHA | 


NAVSHIPS 900,109 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenvators 


3.63-139 


[aR wer ssnone sox ] uaa | [atta [ease arene ron | AMARA, | [GRRL _[rvar anon vor | eHATSROMIE, | 


csM- 633089 Ys-230/AP 

RESISTOR, WIREWOURD PRE- 

CISION: RATED 5.89 OHMS, 1/4 WATT, 
RADIAL PICGTAIL LEADS, NON-f{NOUCTIVELY 
WOUND. HAS HOLE FOR 46 MTG. SCREW. TYPE 
NO. TO BE FOLLOWED BY OASH AND TOL. EM 
PERCENT. 


“1/4 
3/9/45 CSMs172 CHtBA-10130-156 
APR, 45 ISSUE 13 


CAVS-633090 TS-230/AP 

RESISTOR, WERE WOUND PRE~ 

CISION: RATED 5.89 OHHS-, | WATT, RADIAL 
PIGTAIL LEADS. NON- INDUCTIVELY WOUND 
SAME AS -633091 EXCEPT PHYSICAL SIZE. 
HAS HOLE FOR “6 MIG, SCREW. TYPE NO. TO 
BE FOLLOWED 3Y DASH ANO TOL. IN PERCENT. 
“1/4 

3/9/45 CAVS:WMSL CWr3A-10130-157 
APR, 45 ISSUE 13 


ciR- 633091 TS-230/aP 

RESISTOR, WIRE WOUND PRE- 

CISION: RATED 5.89 OHMS, T WATT, RADIAL 
PLGTAIL LEADS. NON-INDUCTIVELY WOUND. 
SAME AS -633090 EXCEPT PHYSICAL SIZE. 
HAS HOLE FOR 46 MTG. SCREW. TYPE NO. 

TO 8& FOLLOWED 8Y DASH AND YOL. IN 8, 
~1/4 

3/9/45 CIRSAW-3 CH:3A-10130-158 
APR, 45 ISSUE 13 


CAYT-633092 Ts-230/aP 

RESISTOR, WIRE WOUND PRE- 

CISION: RATED 5.89 OHMS, 1/2 WATT, 
RADIAL PIGIASL LEADS. MOY-INDUCTIVELY 
WOUND HAS HOLE FOR #8 HIG. SCREW, 

TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
IN PERCEKT, 


71/4 
S/9/45 CAVTSAIF CW:BA-10130-215 
APR. 48 ISSUE U3 


c$4-633093 TS-230/AP 

RESISTOR, WiREWOUND PRE- 

CIiStON: KATEO 6.68 OHMS, 1/4 WATT, 
RADIAL PISTAIL LEADS. NON~(NOUCTIVELY 
WOUND HAS HOLE FORK #6 MIG. SOREW,. 

TYPE NO. ITO BE FOLLOWED BY OASH AND FOL. 
IN PERCENT. 


w1/s 
3/9/45 CSMS172 CW2BA-10130-159 
APR. 45 ISSUE 13 


cAVS-633094 TS-230/aP 

RESISTOR, WIREWOUND PRE- 

CISION: RATEO 6.68 OHMS, 1 WATT, RADIAL 
PIGTAIL LEADS. NON-INDUCTIVELY WOUND 
SAME AS -633035 EXCEPT PHYSICAL SIZE. 
HAS HOLE FOR 46 MTG SCREW. TYPE NO. FO 
BE FOLLOWED BY DASH AND TOL. IN PERCENT. 
“1/4 

3/9/45  CAVSSWM3SL CW23A-10130-860 
APR. 45 ISSUE 33 


ctr 633095 TS-230/aP 

RESISTOR, HIREWOUND PRE- 

CISION: RATSO 6.68 OHMS, 1 WATT, RADIAL 
PIGTAIL LEADS, NON-INDUCTIVELY WOUND, 
SAME AS -633034 EXCEPT PHYSICAL SIZE. 
HAS HOLE FOR #6 MIG. SCREW. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN PERCENT. 
“4/4 

3/9/45 CIRSWH-3 CH:SA-10130-16 
APR. 45 ISSUE 13 


CAVYT-633096 TS-230/aP 

RESISTUR, WIRE WOUNO PRE- 

ClSiOU: RATED 6.68 OHMS, 1/2 WATT, 
RADIAL PIGTAIL LEADS. NON-INDUCTIVELY 
WOUND. HAS HOLE FOR #6 MIG. SCREW. 

TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
tN PERCENT. 


-t/4 
3/9/45 CAVTSAIF CW28A-10130-216 
APR. 45 ISSUE 13 


care | AHEAGUISER? —[ ABNATACTINIIEA 


csh&- 633097 1S-230/AP 

RESISTOR, WIREWOUND PRE- 

CISION: RATED 7.68 OHMS, 1/4 WATT, 
RADIAL PIGTAIL LEADS, NON-INDUCTIYELY 
WOUND. HAS HOLE FOR 46 MIG. SCREW. 

TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
iM PERCENT. 


ot/4 
3/9/45 CSM:172 CW:3A-10150-162 
APR. 45 ISSUE 13 


CAYS-633098 Ts-230/aP 

RESISTOR, WIREWOUND PRE- 

CISION: RATED 7.68 OHMS, ! WATT, RADIAL 
PIGTASL LEADS. NON-INOUCTIVELY WOUND. 
SAME AS -633099 EXCEPT PHYSICAL SIZE. 
HAS HOLE FOR 46 MTG. SCREW. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IW PERCENT. 
“9/4 

3/9/45  CAVS:WMSL CWSBA-10130-163 
APR, 45 ISSUE 13 


cir- 633099 1Ts-250/aP 

RESISTOR, WIRE WOUND PRE- 

CISION: RATEO 7.68 OHMS, 1 WATT, RADIAL 
PIGTAIL LEADS. NON-INDUCTIVELY WOUND. 
SAME AS -633098 EXCEPT PHYSICAL SIZE. 
HAS HOLE FOR #6 MTG. SCREW. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. §N PERCENT. 
1/4 

3/9/45  CIR:WW-3° CW:8A-10130-164 
APR. 45 ISSUE 13 


CaAVT-633100 TS-230/AP 

RESISTOR, WIREWOUND PRE- 

CISION: RATED 7.68 OHMS, F/2 WATT, 
RAD‘AL PIGTAIL LEADS. NON-INOUCTIVELY 
WOUND, HAS HOLE FOR #6 MTG. SCREW, 

TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
iW PERCENT. 


-1h4 . 
3/9/45 CAYTSAIF CwLBA-10130-217 
APR, 45 ISSUE 43 


csM- 633101 TS-230/AP 

RESISTOR, WIREWOUND PRE- 

CISION: RATED 8.94 OHMS, 1/4 WATT, 
RADIAL PIGTAIL LEADS, NOY-INDUCTIVELY 
WOUND. HAS HOLE FOR #6 MTG. SCREW. TYPE 
NO. TO BE FOLLOWED GY DASH AND TOL. 1H 
PERCENT. 


t/a 
3/9/45 CSMs172 CW:3A-10130-165 
APR. 45 ISSUE 43 


CAVS-633102 TS-230/AP 

RESISTOR, WIRE WOUND PRE- 

CISION: RATED 9.94 OHMS, I WATT, RADIAL 
PIGTAEL LEADS, NON-{NDUCTIVELY WOUND. 
SAME AS -633103 EXCEPT PHYSICAL SIZE. 
HAS HOLE FOR 46 MTG. SCREW. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. EN PERCENT. 
-1/4 

3/9/45 CAVS:HM3L CWr3A-10130-166 
APR, 45 ISSUE 13 


ciR- 633103 1S-230/aP 

RES(STOR, WIREWOUND PRE- 

CIS{ON: RATED 8.94 OHMS, T WATT. RADIAL 
PISTALL LEADS. NON-INOUCTIYELY WOUND. 
SAME AS -635102 EXCEPT PHYSICAL SIZE. 
HAS HOLE FOR #46 MTG. SCREW. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN PERCENT. 
71/4 

3/9/45 CIR: HW-3 CW2ZA-10150-167 
APR. 45 ISSUE 13 


cavtT- 633104 ts-230/4P 

RESISTOR, WIREWOUND PRE- 

CISION: RATED 8.94 OHMS, 1/2 WATT, 
RADIAL PIGTAIL LEADS. NON-INDUCTIYVELY 
WOUND. HAS HOLE FOR #6 MIG. SCREW. 

TYPE NC. TO BE FOLLOWED SY DASH AND TOL. 
tN PERCENT. 


-1/6 
3/9/45 CAVTSATF CHr3A-FO1S0-218 
APR. 45 ISSUE 13 


ASHGNED 
tssuzD 


CsM- 633105 Ts-230/aP 

RESISTOR, WIREWOUND PRE- 

CISION: RATED 10.88 OHMS, 1/4 WATT, 
RADEAL PIGTAIL LEADS. NON-INOUCTIVELY 
WOUND. HAS HOLE FOR 46 MTG. SCREW. 

TYPE NO. TO BE FOLLOWED SY DASH ANO TOL. 


IN PERCENT. 

-t/4 

3/9/45 CSM3172 CH:8A-10130-168 
APR. 45 ISSUE 13 


cavS-393106 = TSs-230/aP 

RESISTOR, WIREWOUNO PRE- 

CISION: RATED 10.58 OMS, 1 WATT, 
RADIAL PIGTAIL LEADS. NON-INDUCTIVELY 
WOUND. SAME AS ~655107 EXCEPT PHYSICAL 
SIZE, HAS HOLE FOR 46 MTG. SCREW, TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. iW & 
o1s6 

3/9/45 CAVS:WM3L CHS3A-10030-169 
APR. 45 ISSUE 13 


CIR- 633107 TS-230/42 
RESISTOR WIREWOUND PRE- 
CiStON: RATED 10.58 OHMS, 1 WATT, 

RADIAL PEGTAIL LEADS. NON- INDUCTIVELY 
WOUNO. SAME AS -633106 EXCEPT PHYSICAL 
StZE. HAS HOLE FOR “S MTG. SCREW. TYPE 
NO. TO 8€ FOLLOWED BY OASH AND TOL, tH 44 
7/6 
3/9/45 CIRIWH-5 ce 
APR, 45 \ 


®23A-10130-870 
SSUE 138 


CAVT-633108 Ts-230/aP 

RESISTOR WIRE WOUND PRE- 

CISION: RATED 10.59 OHMS, 1/2 WATT, 
RAOJAL PIGTAIL LEADS. HON-INOUCTIVELY 
WOUND. HAS HOLE FOR 76 MIG. SCREW. TYPE 
NO. TO 3E FOLLOWED BY DASH AND TOL. tw 
PERCENT. 


~hha 
3/9/45 CAVT:LAIF CHIBA-1OLSO-299 
APR. 45 ISSUE 13 


CSM633309 Ts-230/a4P 

RESISTOR WIREWOUND PRE- 

ClStan: RATED 12.81 OHMS, t/4 WATT, 
RADIAL PIGTAIL LEADS. NON: INDUCTIVELY 
WOUND. HAS HOLE FOR #6 MTG. SCREW. 
TYPE NO. TO BE FOLLOWED 87 DASH & TOL. 
iN PERCENT. 


a1/4 
3/9/45 CSH3172 CWSBA-1OtSO-U7T 
APR, 45 ISSUE 13 


CAVS- 633110 1TS-230/aP 

RESISTOR WEREWOUND PRE- 

CISION: RATED 12-81 OHMS, 1 WATT, 
RADIAL PIGTAIL LEADS. NON-INOUCTIVELY 
WOUND. SAME AS -635111 EXCEPT PHYSICAL 
SIZE. HAS HOLE FOR 46 MTG, SCREW. TYPE 
NO. TO BE FOLLOMED BY DASH & YOL. IW &. 


1/4 
3/9/45 = CAVS:HK3L CWrBA-1O130-172 
APR, 45 issue 13 


ClR®> 6334114 s-230/h7 

RESISTOR WIREWOUND PRE- 

Cisi0n: RATED 12.8 OHMS, F WATT, 
RADIAL PIGTAIL LEADS. NON-ItNDUCTIYELY 
WOUND. SAME AS -633010 EXCEPT PHYSICAL 
SIZE. HAS HOLE FOR 46 MTG. SCREW. TYPE 
NO. TO BE FOLLOWED 8Y DASH & TOL. im 3. 


71/4 
3/3/45 CIR:WwW-3 CHI 3A-10830-173 
APR. 45 ISSUE 13 


CAVT-633712 1 S-230/AP 

RESISTOR WEREXOUND PRE- 

CISION: RATED 12.81 OHMS, 1/2 WATT 
RADIAL PIGTAIL LEADS. NOW-INDUCTIYELY 
WOUND. HAS HOLE FOR 76 MTG. SCREW. TYPE 
NO. TO BE FOLLOWED 8Y DASi#t AND TOL. EH 
PERCENT. 


-0/4 
3/9/45 CAVTSALF CWr3A-10130-220 
APR. 45 ISSUE 13 


USHA? | BANATATTUR A, 


cans | RAH AAT] 


RESTRICTED 


NAVSHIPS 900,109 


3.63-140 
[sea 


[rast Assignap For | QuAyY DRAWING | | { 


Class 6 3—Resistors— Potentiometers— Attenuators 


DEALT, [rest asioneo ron | GRATER, | ALT 


csm~- 633113 TS-230/aP 

RESISTOR WI2E WOUND PRE- 

CISION: RATED 49 OHMS, 1/4 WATT, RADIAL 
PIGTAIL LEADS. NON-iNOUCTIVELY WOUND. 
HAS HOLE FOR 46 MTS. SCREW. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN PERCENT. 


a 
3/9/45 
APR. 45 


CSM:172 CW33A-10130-174 


ISSUE 13 


CAVS-633114 TS-230/AP 

RESISTOR WI2EWOUND PRE- 

CiSHON: RATED 49 OHMS, 1 WATT, RADIAL 
PISTAIL LEADS. NON-LNOUCTIYELY WOUND. 
SAME AS -635115 EXCEPT PHYSICAL SIZE. 
HAS HOLE FOR 46 MIG. SCREW. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN PERCENT. 
<1 


3/9/45 CAYS;WHSL CWi3A-10130-875 
APR. 45 ISSUE 13 
ctk- 633115 Ts-230/aP 


RESISTOR WIRE WOUND PRE- 

CISHON: RATED 49 OHMS, 1 WATT, RADIAL 
PIGTAIL LEADS. NOV-THOUCTIVELY WOUND, 
SAME AS -G33114 EXCEPT PHYSICAL SIZE. 
HAS HOLE FOR #6 MTS. SCREW. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. tN PERCENT. 
cal 
3/9/45 


CIRtWH-3 
APR, 45 . 


CW3BA-10130-176 
ISSUE 13 


CAVT- 633116 TS-2350/aP 

RESISTOR WIRE WOUND PRE- 

CISION: RATED 49 OMS, 1/2 WATT, RADIAL 
PIGTAIL LEADS. NON-INOUCTIVELY WOUND. 
HAS HOLE FOR 46 MTG. SCREX. TYPE NO. TO 
BE FOLLO4ED BY DASH AND TOL. IN PERCENT. 


7 
3/9/45 CAVTSAIF CHs3A-109350-221 
APR. 45 ISSUE 13 


cS™-633117 TS-230/AP 

RESISTOR WIREWOUND PRE- 

CISiON: RATED 60.5 OA¥S, 1/4 WATT, 

RAD AL PISTAIL LEADS. NON-{NOUCTIVELY 
WOUND. HAS HOLE FOR 46 HTS, SCREW. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. IN 
PERCENT. 
- 

3/9/45 
APR, 45 


CSMI172 CW:BA-101350-177 


ISSUE 13 


CAVS- 633118 Ts-230/aP 

RESISTOR WIRE WOUND PRE- 

CESION: RATED 60.5 OHMS, 1 WATT, RADIAL 
PIGTAIL LEADS. NON-tNDUCTIVELY WOUND, 
SAME AS -653119 EXCEPT PHYSICAL SIZE. 
HAS HOLE FOR #6 MTG. SCREW. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. tN PERCENT. 
cat 


3/9/45 CAVS:HM3L CWiBA-10030-1786 
APR. 45 ISSUE 13 
ciR- 633119 ts-230/aP 


RESISTOR WERE WOUND PRE- 

CISfON: RATED 60.5 OH%S. 1 WATT. RADIAL 
PIGTAILS LEADS. NON-INOUCTIVELY WOUND. 
SAME AS -6531138 EXCEPT PHYSICAL StZE,. 
HAS HOLE FOR “6 MTG SCREW. TYPE NO~ TO 
BE FOLLOWED BY DASH AND TOL. IN &. 

(21) 
379745 
MAR. 45 


CtReWWeS CW2B3A-10130-179 


ISSUE 13 


cavt- 633120 ts-230/AP 

RESISTOR WIRE WOUND PRE- 

CIStON?S KaATEO 60.5 OHMS, 1/2 WATT. RA 
OIAL PEGTAtL LEADS. NON-UNOUCTIVELY 
WOUND. HAS HOLE FOR #6 MTG. SCREW. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. -IN 


[rasr assoneo vox | otra | 


CSM- 633121 TS-230/AP 

RESISTOR WIRE WOUND PRE- 

CiStON: RATED 77.1 OHMS, 1/4 WATT, RA- 
D(AL PIGTAIL LEADS. NON-INDUCTIVELY 
WOU'D. HAS HOLE FOR 46 MIG. SCREW. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. IN 


». 

(-1) 

3/9745 Csm3t72 CWIBA-10130-180 
MAR. 45 ISSUE 13 


CAVS- 633122 Ts~2307AP 

RESISTOR WIRE WOUND PRE- 

CISION: RATED 77.1 OHMS. 1 WATT, RADIAL 
PIGTAIL LEADS. NON-INOUCTIVELY WOUND. 
SAME AS +633123 EXCEPT PHYSICAL SIZE. 
HAS HOLE FOR “6 MTG. SCREW. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. OM &. 


(1 
3/9/45 CAVSSWM3L CWrBA-10130-181 
MAR. 45 tSSUE 1S 

CIR- 633123 TS-230/AP 


RESISTOR WIRE WOUND PRE- 

Cisi@s: RATED 77.1 OHMS, 1 WATT. RADIAL 
PIGTAIL LEADS. NON-ONDUCTIVELY WOUND, 
SAME AS -633122 EXCEPT PHTSICAL SIZE. 
HAS HOLE FOR 46 MIG. SCREW. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. UN %. 

(-9) 
349745 
MAR. 45 


CURSWW-3 CW2BA-10150-182 


(SSUE 13 


CAVT- 6353124 TS-230/7AP 

RESISTOR WIRE WOUND PRE- 

CISION? RATEO 77.1 OHNS, 1/2 WATT, RA- 
DIAL PIGTA(L LEADS, NON-1NOUCTIVELY 
WOUND. HAS HOLE FOR #6 MIG. SCREW. TYPE 
NO. TO BE FOLLOWED BY DASH ANO TOL. #6 


PER CENT. 

(-1) 

3/9745 CAVTSALF Cdr SA-10130-223 
MAR. 45 (SSUE U3 


csm- 633125 Is-2307aP 

RESISTOR WIRE WOUND PRE- 

CUSHON: RATED 102 OANS, 174 WATT, RADI- 
AL PISTAIL LEAQS. NON-INOUCTIVELY WOUKD. 
HaS HOLE FOR #6 MIG. SCREW. TYPE NO. TO 
BE FOLLOXED BY DASH AND TOL. IW 4%. 


«1 
379745 CSN3172 CW3BA-TO1SO-183 
MAR. 45 (SSUE 13 


CAVS: 633126 1S5-230/AP 

REStSTOR WIRE WOUND PRE- 

CIStOn: RATED $02 OH4S, T WATT, RADIAL 
PIGTAIL LEADS. MON-INODUCTIVELY WOUND. 
SAME AS °635127 EXCEPT PHYSICAL SIZE. 
HAS HOLE FOR 76 MIG. SCREW. TYPE NO. TO 
@E FOLLOWED BY DASH AND TOL. 6H %. 

(-1) 


3/9/45 CAVS SWM3L CWSBA-10130-184 
HAR. 45 (SSUE 15 
cIR- 633127 1S-230/AP 


RESISTOR WERE WOUND PRE- 

Cistaws: RATED 102 OHMS, 1 WATT, RADTAL 
PISTAGL LEADS. NON-INDUCTIVELY WOUND. 
SAME AS -633126 EXCEPT PHYSICAL SIZE. 
HAS HOLE FOR #6 MTG. SCREW. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. tN &. 

C-1) 
379745 
MAR. 45 


CIRIWW-3 CW2BA-10130-385 


(SSUE 15 


cAvVS- 633128 1S-230/aP 

RESISTOR WIRE WOUND PRE- 

CISHONS RATED 102 ONMS, 1/2 WATT, RADE- 
AL PLSTAIL LEADS. NON-ENDUCTIVELY WOUND. 
HAS HOLE FOR #6 MTG. SCREW. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN %. 


csM- 633129 TS-230/AP 

RESISTOR WIRE WOUND PRE- 

CHStOus: RATED 142 OHMS, 174 WATT, RADE- 
AL PIGTAIL LEADS. NON-FNOUCTIVELY WOUND. 
HAS HOLE FOR #6 MTG. SCREW. TYPE NO» TO 
BE FOLLOWED @Y DASH AND TOL. IN 2. 


€-1) 
3/9745 CSM3172 CWwrBA-10130-4186 
BAR. 45 Issue 13 


CAvS- 633130 Ts-250/AP 

RESISTOR WIRE WOUND PRE- 

Crstows RATED 142 OHMS, 1 WATT, RAODPAL 
PIGTAIL LEADS. NON-*4NDUCTIVELY WOUND. 
SAME AS -635151 EXCEPT PHYSICAL SIZE. 
HAS HOLE FOR #6 ¥TG. SCREW. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IW 3. 


GI) ‘ 
3/9/45) — CAVS :WH3L CWIBA-10130-167 
MAR. 45 (ISSUE 13 

CiR- 6331314 TS-230/AP 


RESISTOR WIRE WOUND PRE- 

CistOh: RATED 142 ONS, | WATT. RADIAL 
PIGTAIL LEADS. NON-UNDUCTIVELY WOUND. 
SAME AS +633130 EXCEPT PHYSECAL SIZE. 
HAS HOLE FOR #6 MTG. SCREW. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. tN %. 

(+1) 
3/9745 
MAR. 45 


CIRSWW-S CW IBA-10130-168 


ISSUE 13 


CavtT- 633132 Ts-2307AP 

RESISTOR WIRE WOUND PRE- 

CiStOus RATED 142 OMS, 1/2 WATT, RADI- 
AL PIGTAIL LEADS. NON-(NOUCTIVELY WOUND, 
HAS HOLE FOR 46 MIG. SCREW. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN %. 


(ot) 

3/9/45  CAVTIATF CW2BA-10130°225 
MAR. 45 ISSUE 18 

csM- 633133 TsS-230/4P 

RESISTOR WIRE WOUND PRE- 

CiSdO': “RATED 215 OHMS. 1/4 WATT, RADI- 


AL PISTALL LEADS. NON-UNDUCTIVELY WOUND. 
HAS HOLE FOR #6 MIG, SCREW. TYPE NO. 10 
BE FOLLOWED BY DASH AND TOL IM &. 


(-1) 
349/45 CSM:172 CWrBk-10150-189 
MAR. 45 ISSUE 45 


CAVS- 633134 TS-230/AP 

RESISTOR WIRE WOUND PRE- 

cCistONn: RA 213 OHMS. 4b WATT, RADIAL 
PIGTAIL LEADS. NON-INDUCTIVELY WOUND. 
SAME AS 655135 EXCEPT PHYSICAL SIZE. 
HAS HOLE FOR £6 MIG. SCREW. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. ON &. 

(1) 


3/9745  CAVSSWM3L CWrBA-10130-190 
MAR. 45 ISSUE 13 
CIR- 653135 18-230/aP 


RESISTOR WHERE WOUND PRE- 

CiS1ON: RATEO 213 OHMS, VT WATT, RADIAL 
PIGTAIL LEADS. NON-TNOSCTIVELY WOUND. 
SAME AS -6335154 EXCEPT PHYSICAL SIZE. 
HAS HOLE FOR #6 MTG SCREW. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. 1m &. 

(-1) 
3/9445 
MAR. 45 


CIRINW-3 CW:3A-10130-191 


(ISSUE 13 


CAYT- 633136 TS-230/AP 

RESISTOR WIZE WOUND PRE- 

Cision; RATED 243 O4"S, E/2 WATT, 
RACIAL PISTAIL LEADS. HON- INDUCTIVELY 
WOUNC. KAS HOLE FOR #6 HIG. SCREW. TYPE 


oe HO. TO BE FOLLOWED BY DASH AND TOL. IN 
(1) PER CENT. 
(1) Car) 
3/9/45 CAVITALF Cur3A-10150-222 
ae iSSuE 13 BA 9045. CAVE TALE CWrBA-10130- 3/3745 CAYTZAIF CW23A-10150-226 
asics | MAR. 45 ISSUE 15 Vissi] HAR. 45 ISSUE 13 
Issutp { ISSUED 
F, "3 ¥ ‘ 
Ee eae DATE [ OUTER | BONATATTB GR cart | RAVAGE? | AAT | 


NAVSHIPS 900,109 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenvators 


a aa 


CSH- 633137 TS-2307AP 

RESISTOR WIRE WOUND PRE- 

CiSiO%: RATED 346 OHYS, 1/4 WATT, 
RADIAL PIGTAIL LEADS. HON- INDUCTIVELY 
WOUHD. HAS HOLE FOR #6 NIG. SCREWS. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. IN 


PER CENT. 

(21) 

3/9/45 CSM-172 CH28A-10130-192 
MAR, 45 (ISSUE 13 


CAvS- 633138 Ts-230/AP 

RESISTOR WIRE WOUND PRE- 

CIStO%l: RATED 346 OMS, | WATT, RADIAL 
PIGTAIL LEADS, NOH-HNOUCTIVELY WOUND. 
S4ME AS +633139 EXCEPT PHYSICAL SIZE. 
HAS HOLE FOR #6 MTG. SCRE. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. #N %. 

(21) 

3/9/45 CAYS 2H MSL CH23A+10130-193 
HAR. 45 ISSUE 13 


CIR- 633139 Ts-230/4P 

RESISTOR WIRE WOUND PRE- 

CrclOn: RA 346 OH4S, 1 WATT, RADIAL 
PIGTAIL LEADS. NON-IT NDUCTIVELY WOUND. 
SAME AS -6353138 EXCEPT PHYSICAL SIZE. 
HAS HOLE FOR #6 MTG. SCREW. TYPE NO. TO 
BE FOLLOWEO BY DASH AND TOL. EN %. 

(-1) 

3/9745 CIR SHW-3 CwsBA-1LOLS0-194 
HAR. 45 ISSUE 13 


CAVT- 633140 TS-2307AF 

RESISTOR WIRE WOUND PRE- 

CIston: RATED 345 ONYS, 1/2 WATT, 
RADIAL PISTAIL LEADS. HON- INDUCTIVELY 


WO e hAS HOLE FOR #6 MIG. SCREW. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. tN 

PER CENT. 

(-1) 

3/9745 CAVTSALF CWr3A-10630-227 
KAR. 45 ISSUE 13 


csé- 633141 1S-230/aP 

RESISTOR WIZE WOUND PRE- 

Cishous RATES 3935 ONS, 1/4 WATT, 
RAGIAL PISTSIL LEADS. HEN-IWOUCTIVELY 
HOUND. HAS HOLE FOR 46 MTG. SCREW, TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. IN 


PER CENT. 

(-1) 

379/45 CSM-172 7 Cws3A-10130-195 
MAR, 45 ISSUE 13 


CAVS- 633142 TS-2307AP 

RESISTOR wt WOUND PRE- 

CSG. Ra 353 ONS, b WATT, RADIAL 
PioTadlL LEADS. HON-tNBUCTEVELY WOUND, 
SARE AS -633t43 EXCEPT PHYSICAL SIZE, 
HAS HOLE FOX 46 MIG. SCREW. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN %. 


(1) 
3/3745 CAVS iW CW2BA-10130-196 
MAR. 45 (SSUE 135 


cirR- 633143 TS-23074P 

RESISTOR WIRE WOUND PRE- 

CISION: RATED 393 OHNS, 1 WATT, RADIAL 
PIGTAIL LEADS. NOM-ENOUCTIVELY WOUND. 
SAME AS 633142 EXCEPT PHYSICAL SIZE. 
HAS HOLE FOR “6 NTG. SCREW. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN %. 


(-1) 
3/9745 CURSHW=3 CursA-10130-197 
MAR. 45 ISSUE 13 


CAVT-6353144 TS-2307AP 

RESISTOR WIRE WOUND PRE- 

Cistats RATIO 353 OAMS, £/2 WATT, 
HADIAL PEITAIL S. WON- INDUCTIVELY 
WOUND. KAS HOLE FOR 76 MIG. SCREW. TYPE 
WO. TQ 2£ FOLLOWED BY DASH AND TOL. IN 
PER CENT. 


Coby 
3/9/45 CAVTSALIF CWrB3A-10130-228 
KAR, 45 ISSUE U3 


(oare | MARASTHB? | AMNWTAPTINSES, 


Bae RAR GRYINS, 


cSM- 633145 TS-230/aP 

RESISTOR WIRE WOUND PRE- 

CIS(ON: RATED 705 OHMS, 174 WATT, RA- 
OFFAL PEGTAIL LEADS. NON-(NOUCTIVELY 
WOUND. HAS HOLE FOR #6 MTG, SCREW. TYPE 
NO. TO BE FOLLOWED BY DASH ANO TOL. IN 


PER CENT. 

(-1) 

3/9/45 CSHI172 CH23A-10130-198 
MAR. 45 ISSUE 13 


CAVS> 633146 TS-250¢AP 

RESISTOR WIRE WOUND PRE- 

CIS1ON: RATEO 705 OHMS, 1 WATT, RADIAL 
PIGTAIL LEADS. NON-ENDUCTIVELY WOUND. 
SAME AS °633147 EXCEPT PHYSICAL SIZE, 
HAS HOLE FOR “6 MIS. SCREW. fYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. EN &. 

(-1) 

3/9/45 — CAVSIWM3L CWr3A-10130-199 
HAR. 45 (SSUE U3 


CIR- 633147 Ts-230/AP 

RESISTOR WIRE WOUND PRE- 

Cisiou: RATED 705 OHMS, 1 WATT. RADIAL 
PEGTAIL LEADS. NON-INOUCTIVELY WOU:D. 
SAME AS +635146 EXCEPT PHYSICAL SIZE, 
HAS HOLE FOR #6 MTG. SCREW. TYPE NO, TO 
BE FOLLOWED BY DASH AND TOL. tN %. 

Gy) 

3/9/45 CERIWN-3 CW28A-10150+200 
HAR. 45 ISSUE 13 


CAVT-633148 Ts-230/AP 

RESISTOR WIRE WOUND PRE- 

CIStON: RATED 705 OWNS, 172 WATT, RADI- 
AL POSTAIL LEAOS, NON-INDUCTIVELY WOUND. 
HAS HOLE FOR #6 MIG, SCREW. TYPE NOe TO 
BE FOLLOWED BY DASH ANDO TOL. IN %. 


(-1) 
3/39/45 CAVTSAIF CHiBA-10130-229 
RAR. 45 ISSUE 13 


cSM- 633149 Ts-230/aP 

RESESTOR WIRE WOUND PRE- 

CASVONE RA 0 2113 OHMS, 1/74 WATT. RA- 
DIAL PIGTAIL LEADS. NON-FRODUCTIVELY 
WOUND. HAS HOLE FOR #6 “TG. SCREW. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. tN 


PER CENT. 
(-1) 
3/3445 CSM2172 CW:3A-10130-201 


APR. 45 issue 13 


cavS-633150 TS-2307AP 

RESISTOR WIRE WOUND PRE- 

CISEON: RATED 2415 ONS, 1 WATT, RADTAL 
PisTatl LEADS, NON-1HOUCTIVELY WOUND. 
SANE AS ~653151 EXCEPT PHYSICAL SIZE. 
HAS HOLE FOR #6 NIG. SCREW. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN &, 

(-1) ; 

349/45 9 CAVSTHK3L CWrGA-10130-202 
APR. 45 ISSUE 13 


ciR- 633151 TS-2307kP 

RESISTOR WERE WOUND PRE- 

CiStO%: RATED 2413 OHMS, 1 WATT. RADIAL 
PIGTAIL LEADS. NONI wDUCTIVELY WOUND. 
SAME AS +6335150 EXCEPT PHYSICAL SIZE. 
HAS HOLE FOR “6 MTG. SCREW. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN 8. 

(21) 

3/9445 CIR WH -3 CH23A-10130-203 
APR. 45 ISSUE 33 


CAYT-633152 TS-2507AP 

RESISTOR WIRE HOUND PRE- 

CISION: KaTED 2413 OAS, 142 WATTS. RA- 
DIAL PIGTAIL LEAUS. WON-(NOUETIVELY 
WOUND. HAS HOLE FOR “6 MTG. SCREW. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL..UN 


PER CENT, 

(-1) 

3/9/45 CAVISAIE Cwr2A-10130-230 
APRe 45 ISSUE 13 


ASSIGNED 
ISSUED 


3.63-141 


SETS, [rise assioneo ror | MATaRAMH | 


7633153 Ts-250/AP 
RESISTOR WIRE WOUND PRE- 
C1StON: RATED 125 ONS, | WATT, TAS TER- 
MUINALS. NOW-14DUCTIYELY WOUND. HAS HOLE 
FOR YG NIG. SCREW. TYPE NO. TO BE FOL- 
LOWED BY DASH AND TOL. IN 


(474) 
349/45 CIR IHN =3 CH:9A-10130-204 
APR. 45° CAVS2WM3 ISSUE 13 


-633154 Ys-230¢aP 
RESISTOR wWteRe WOUND PRE- 
Oy: RATEO 14,960 OHMS, | WATT, TAB 
T PNALS. NOU-ENOUCTIVELY HOUND. HAS 
HOLE FOR “6 MIG. SCREW. TYPE NO. TO BE 
FOLLOWED BY DASH AKO TOL. IN &. 


(174) 
379745 CIR WW -3 Cw23A-10130-205 
APR. 45 CAVS2WMS (SSUE 13 


-633155 s-230fKP 
RESISTOX WIRE WOUND PRE- 
CIStGS: RATED 20,520 OHMS, 1 WATT. TAB 
T IMALS. NON-ENDUCTIVELY WOUND, HAS 
HOLE FOR #6 NTS. SCREK. TYPE NO- TO BE 
FOLLOWED SY DASH AND TOL. IN Se 


(A174) 
373745 CIR sun-3 CwrBA-10130-206 
APR. 45 CAVS i043 HSSUE 13 


-633156 1S-230/4P 
RESISTOR WIRE WOUND PRE- 
CishQus RATEO 45 ONS, 1 WATT, TAS TER- 
MENALS. NON-CHOUCTIVELY HOUND, HAS HOLE 
FOR #6 MTG. SCREW. TYPE NO. TO BE FOL 
LOWED 8Y DASH AND TOL. IN &, 


(21) 
3739745 CIR Wa -3 CwrBA-10130-207 
APR. 45 CAVS WMS {SSUE 13 


com: 6331457 UL 

RESISTOR, WIRENOUND 

Ral=D 100@ OH¥S, 10 WATTS. TYPE NO. TO 
BE FOLLOKED BY DASH AND TOL. IN Be 


*COL:710 3342 00 REV I 
3712/45 "BROW DEVEL" CATALOG 
JULY 45 * SEE ABOVE 


cCMA- 633158 vb 

RESISTOR, KIREWOUND 

RaTE0 12 O43, 10 WATTS. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN &. 


3/12/45) CMASIHII2 CATALOG 
APR. 45 


cva- 633159 UL 

RESISTOR, WIREWOUND 

RATED 1750 ONS. FO WATTS. TYPE NO. TO 
BE FOLLOWED BY DASH ANO TOL. UN &. 


3712745 HS CATALOG 
EPR. 45 


cIR- 633160 ut 

RESISTOR, WIREWOUND 

RATED 25,000 ONS, 10 WATTS. TYPE NO. TO 
BE FOLLuUAED BY DASE ARO TOL. IN 8. 


3/12/45 AB 
APR. 45 


DATS OUST | ANHTACTUAERG 


pare | SWAG? | SRA 


RESTRICTED 


NAVSHIPS 900,109 


3.63-142 


| aMARLTR, 


[rest ASSIGNED FOR | AEC RAMINSH 


HALT [esr assionen roe | GRA, | 


Class 63—Resistors—Potentiometers—Attenuators 


[RAL [nse asioue von | oad | 


cDJ- 633161 VF 

POTENTIOMETER, WIREWOUND 

RATED 20,000 OH¥S, 25 WATTS, LINEAR 
TAPER, 172" BUSHING LENGTH, SPECIAL O0U- 
BLE FLATTEO SHAFT 1”, FLATS PARALLEL TO 
CONTACT ARM. TYPE NO. TO BE FOLLOWED BY 
BASH AND TOL. UN te 
(10) 

3413/45 245 

APR. 45 


CIR340-5105 


cik- 633162 Tes 
POTENTIQMETER, COMPOSITION 

RATED 25,000 OHMS, 172 WATTS (CIR) CURVE 
E TAPER, 3/38 X 32 THREAD, 3/8” BUSHING 
LENGTH. TYPE ONE ROUND SHAFT. REPLACE- 
MENT POTENTL{OMETER TO HAVE 2” SHAFT. 
CONTASNS SPST SWITCH RATED 1/2 AMP-250 
(~20) 
3414/45 CS 
APR. 45 


COL 3380525420 
REV 2 


CIR-633162 
VOLT, 2 A-125V 10 AMP. TYP NO. TO BE 
FOLLOWED BY DASH AHO TOL. IN &. 


cBZ- 633163 Qua 

POTENTLOMETER. COMPOSITION 

RATED 10,000 OHMS. 2 WATTS, LOGARITHMIC 
TAPER, TYPE 3 FLATTED SHAFT 3/4" LONG, 
3/8" BUSHING. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN &. 


(~20) 
3415/45 "US" CW2BA-10034-207 
APR. 45 iss 31 


c1c- 633164 Qua 

POTENTIOMETER, WIREWOUND 

RaTED 2000 OnnS, 4 WATTS, LINEAR TAPER, 
SPECtAL SCREWDRIVER SLOTTED SHAFT 4/27 
LONG, 3/8" BUSHENG. HAS NO LOCATING PIN. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
iW Re 


(-20 
3415445 25 CW2BA-10034-235 
APR. 45 tss 31 


cTc- 633165 Qa 

POTENTIOMETER,. WIREWHOUND, DUAL 

RATED 200072000 OHMS. 2 WATTS. LINEAR 
TAPER, TYPE 2 SCREWDRIVER SLOTTED SHAFT 
1 578” LONG. 3/78" BUSHING, LOCKING AR- 
RANGMENT., TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. ON 4%. 


(-10) 
3/15/45 2-252 CW3BA-10034-236 
APR. 45 iss 31 


cMA- 633166 QJa 

POTENTIOMETER, WIREWOUND 

RATED $0,000 OHMS, 4 WATTS, LINEAR TA* 
PER, SPECIAL SCREWDRIVER SLOTTED SHAFT 
1/2" LONG, 3/8" BUSHING. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN &%. 


(~207 

3/15/45 OM CWBA-10034-237 
APR. 45 #ss 31 

co¥- 633167 ecu RE 13A 492C 


POTENTIOMETER. WEREWOUND 

RATED 250 OHMS, 25 WATTS, LINEAR TAPER, 
B/16" BUSHING LENGTH, TYPE 2 SCREWDRIVER 
SUAFT 3/44", SHAFT LOCK. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN 23. 


(-10) 
3/12/45 H (MODIFIED) © CRV:W-3070 14 
APR. 45 P-50 REV 4 
bart MBeMARUNEr'S | SUANIKACTHREE 


NAVSHIPS 900,109 


cr8- 633168 lU-s | 

ATTENUATOR BOX ASSEMBLY 

CONSISTS OF AN ATTENUATOR WHICH HAS AN 
INPUT AND OUTPUT IMPEDANCE OF SO OHMS. 
APPROX ATTENUATION 25db. DEStGNED FOR 
(NPUT POWER OF 10 MILLEWATTS, TO OPERATE 
On A FREQUENCY OF APPROX 500 MC/SEC. 
CONTAtNS TwO 50 OHM COMPOSITION RESISTOR 
3713/45 = AS~146) Dm-1029 ISS A 
APR. 45 AS=146) OSS F 


crB- 633168 
AND ONE 1000 OHM COMPOSITION RESISTOR. 


ca0- 633169 HK-12 

RESISTOR, WIRE WOUND 

RATED 12,000 OHMS. 45 WATTS. FLAT STRIP. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
tu 2. 


(4a) 
3/14/45 
APR. 45 


CACSSTRIPOHM CW3BA-10095-92 


CA0- 633170 MK-12 

RESISTOR, WIRE WOUND 

RATED 1600 OHS, 45 WATTS. FLAT STRIP. 
TYPE NO» 10 BE FOLLOWED BY DASH AND TOL. 
(WB. 


(-1) 
3/14/45 
APR. 45 


CAO?STRIPOHM CW3BA-10095-93 


caTS-°633171 Yo-2 

POTENTIOMETER. WIRE WOUND 

RATED 1000 OHMS, 3 WATTS, LINEAR TAPER, 
BUSHING 348-32 X 3/8" LONG. TYPE 2 SCREW 
DRIVER SHAFT 7/8" LONG. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN &, 


¢-10) 

3/15/45 bill CRP-40-S036 
APR. 45 P-2 

cOs- 633172 vo-2 


POTENTIOMETER, WIRE WOUND 

RATED 20,000 OHMS, 25 WATTS, LENEAR TA= 
PER, BUSHING 378-32 X 378" LONG, DOUBLE 
FLATTED SHAFT 1 7716" LONG. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN %. 


(-10) 

3/15/45 245 CRP:40-5109 
APR. 45 

Coy- 633173 vo-2 


POTENTIONETER. WIRE WOUND 

RATED 5000 OHMS, 25 WATTS, LUNEAR TAPER, 
3/8+32 X 3/8" BUSHING, DOUBSLE FLATTED 
SHAFT 1 7416" LONG. TYPE NO. TO BE FOL- 
LOWED BY PASH ANO TOL. IN &. 


(-10) 

3/16/45 245 CRP:40-5019 
APR. 45 P-3 

coJ- 633174 Vo-2 


POTENTIOMETER, WIRE WOUND 

RATED 49 OMMS, 25 WATTS, LINEAR TAPER, 
3/38-32 X 3/48" LONG, DOUSLE FLATTED SHAFT 
1 7416" LONG. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN &. 


CAuH- 633175 GEN. USE RE 13a 3728 
RESISTOR, WIRE WOUND STYLE E 
RATED 56 OHMS, 


CE) 
3419745 
APR. 45 


ctc- 633176 Rex 

POTENTIOMETER. COMPOSITION 

RATEO 10,000 OHMS, 1/2 WATT, LINEAR TA- 
PER, 172" BUSHING, TYPE | ROUND SHAFT. 
REPLACEMENT POTENTIOMETER TO HAVE 2* 
SHAFT. ONE SPST SWITCH WITH CONTACT RAT- 
(NGS 3A/125V-1A/250V-10A/10¥. 


(-20) 

3/27/45 RAC35 CHL 2256058 
APR. 45 REV O 

cG- 633177 SK-tH 


RESISTOR, WIRE WOUND 

NtCHxOME STRIP 178" X 20" LONG (0.59 
OMS/ET), APP2OX. b OHM, NON-CNDUCTEVES 
MOUNTED ON HYCALEX STRIP 3/8" X I" X 

6 1/2". 


3723/45 ML7898995Gi K-7898995-5 
APR. 45 REY 0 
csF- 633178 = BN-t 


RESISTOR, WIRE WOUND 
RaTEO 12 MEGOHYS. 10 KV MAX. FERRULE 
TYPE. HERMETICALLY SEALED. 


3/24/45 
APR. 45 


MEGOMAX, 
TYPE 1 


CFN:300357 
REV 3 


csa- 633179 dag 

POTENT(OMETER, COMPOSITION 

RATED 100,000, 1/74 WATT, LINEAR TAPER, 
TYPE 2 SCREXORIVER SHAFT 9/8" LONG, 
BUSHING 8/2", 


3426745 LL-H 
APR. 45 


CFT:RF-999-1 
iss A 


cTc- 633180 Rcs-t 

POTENTIOMETER, WERE WOUND 

RATED 0.9 MEGOHMS, 172 WATT, LOGARITHMEC 
TAPER, 378-32 X 174" BUSHING, TYPE 1 
ROUNO SHAFT, REPLACEMENT. POTENTIOMETER 
TO HAVE 2” SHAFT. TYPE NO. TO BE FOLLOW- 
ED BY DASH AND TOL. IN 2. 


(220) 
3/29/45 CTC:35 CHL :25A526 
APR. 45 (ss 8B 


ctc- 633181 RBK 

POTENTEOMETER, COMPOSITION 

RATED | MEGOHM, 1/2 WATT, 172" BUSHING, 
SPECIAL TAPER, AESISTANCE AT 35/50/65% 
ROTATION #S $0,000/130,000/330,000 OHMS, 
TYPE 1 ROUND SHAFT. REPLACEMENT POTEN- 
TIAMETER TO HAVE 2" SHAFT. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN %. (-20) 


3/28/45 CIC:35 CHL: 250659 
APR. 45 REV 0 
COM-633182 Te2-1 


RESISTOR, WIRE WOUND 

RaTcoO 15,000 OHMS, 4 WATTS, TAS TERMS 
HALS. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL, EN %. 


(~10) 
(-10) 
3/16/45 245 CRP-40-5028 
APR. 45 ps5 3728/45 COM:BROWN DEVIL COL:710 0010 00 
assianep| APR. 45 (NOD) REV 09451 
IssutD 
| MEMES | AANASTUEA care | MRURARTHET? [ AMTATTAA | 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenvators 


HAGA. [ruse assicnm rox] IRN |_| 


ciR~ 633183 sv 

RESISTOR, WIREWOUND? 

RATED 6.25 OHMS, | WATT NON INDUCTIVE, 
TAB TERMINALS, 


¢-1) 
3/9/45 WHA CU3BA-10830-S52 
APR, 45 iss, 10 


cW¥-633184 sv 

RESISTOR, WEREWOUND?: 

RATED 500 OHMS, 0.25 WATTS, ENCLOSED IN 
A MOISTYRE-PROOFED BAKELITE CASE 1" LONG 
X R416" IN DEA. WITH AXtAL LEADS. 


(1) 
349/45 O-162746A CWSESA-C82056-129 
APR. 45 Iss. 30 


coJ- 633185 sr-2 

POTENTIOMETER, WIRE WOUND: 

RATED 15,000 OHMS, 15 WATTS, LINEAR 
TAPER, BUSHING LENGTH 3/8", TYPE I 

ROUND SHAFT. REPLACEMENT POTENTIOMETER 
TO HAVE 2" SHAFT. TYPE NO. TO BE FOLLOW- 
£0 BY DASH AND TOL. (WM 4. 


(-10) 
3/9/45 245 M-$30947-1 
APR. 45 SUB. 0 


c8Z- 633186 sr-2 

POTENTIOMETER, COMPOSITIONS: 

RATED 1,000 OHMS, 2 WATTS, LINEAR TAPER, 
BUSHING LENGTH 3/8". TYPE 2 SCREWDRIVER 
SLOTTED SHAFT 7/8" LONG. TYPE NO. TO BE 
FOLLOWED BY DASH ANO TOL. IN &. 


(-407 
3/9/45 J P-719567-24 
APR. 45 sub. & 


cBz- 633187 sRr-2 

POTENTIOMETER, COMPOSITIONS 

RATEO 10,000 OHMS. 2 WATTS, LINEAR TAPER 
BUSHING LENGTH 3/8". TYPE 2 SCREWORIVER 
SLOTTED SHAFT 7/8" LONG. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IM 3, 


3/9/45 8 P-719667°22 
APR. 45 $uB. §& 


cem- 633188 Qca 

POTENTIOMETER, WIRE WOUND 

OUAL: SECTION t RATED 10,000 OHMS, 8 
WATTS, SECTION 2 RATED 50,000 OHMS, 8 

WATTS, LINEAR TAPER, NO BUSHING, TYPE 

ONE ROUND SHAFT. REPLACEMENT POTENTIO- 
METER TO HAVE 2” SHAFT. TYPE NO. TO BE 
ar) 

3/10/45 COusR-22-224 CBM-1000S-12 

APR. 45 CBM:1000S-12 ALT I 


com- 633188 
FOLLOWED BY DASH AND TOL. IN &. 


Co4¥- 633189 WEA-2 

POTENTIOMETER, WIREWOUND: 

RATED 300 OHMS, 25 WATTS, LINEAR TAPER, 
3/8" BUSHING, SCREW ORIVER AND FLATTED 
SHAFT, 7/8" LONG, FLAT 0° FROM CONTACT 
ARM, LOCKING ARRANGEMENT. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN &. °° 


-10 
8/10/45 oH CBM-1000S~62 
APR. 45 ALT O 


3.63-143 


NTT [rst asronen von | oWASLARAYIA, | [ott [ruse asienso von | HAMAR, | 


CIR- 633190 Qca 

RESISTOR, WIRE WOUND: 

RATEO 140 OHMS, 10 WATTS, FERRULE TYPE 
TERMINALS. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN 8. 


s 
3/10/45 GS-5-C NO OWG, 
APR. 45 CAT. USED 


CiR- 633191 Qca 

RESISTOR, COMPOSITION: 

RATED 0.25 MEGOHMS, 4 WATTS, TAB TYPE 
TERMINALS, TYPE NO, TO BE FOLLOWED BY 
DASH AND TOL. IN &, 


-toa 
3/10/45) MYG NO DWG, 
APR, 45 


cVV- 633192 VF 

RESISTOR, HEATER: 

RATEO SO OHMS APPROXIMATELY, 30 WATTS, 
CARTRIDGE TYPE. MINSMUM LENGTH OF LEADS 
6". 


3/10/45 C202 CRP-80-6029 
APR. 45 


cIR- 633193 cry-20312 

POTENTIOMETER, COMPOSITION: 

RATED 0.5 MEGOHM, 1/3 WATT, LINEAR TAPER 
BUSHING LENGTH 3/8", TYPE ONE ROUND 
SHAFT. REPLACEMENT POTENTIOMETER TO HAVE 
2" SHAFT. TYPE NO. TO BE FOLLOWED BY 
DASH ANO TOL. IW 3~ 


710 
3/10/45 D0 CFT SF -343527-2-87 
APR. 46 ISSUE S$ 


com- 633194 acu 

RESISTOR, WIRE WOUND? 

RATED 4 OHMS, 20 WATTS, PIG TAIL TAB 
TYPE TERMINALS, TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN 2. 


“16 
3/10/45 S8ROWN DEVIL CWsW-SO7014 
APR. 45 P S2 REV 4 


coo- 633195 so-4 

RESISTOR, WIRE WOUND: 

RATED 0,95 OHMS, 400 WATTS, SCREW TYPE 
TERMIGALS, MOUNTING BRACKETS, WIRE 
WOUND ON CERAMIC CORE. TOLERANCE OF 
108. 


-3/10/45 £10949-01-501 CKP-80-5886 


APR. 45 


CIR- 633196 Lx-l 

RESISTOR, WIRE WOUND (DUAL): 

RATED 2500 OHMS, EACH SECTION 1250 OHMS, 
7.4 WATIS 3 SOLDERING LUGS HORIZONTALLY 
MOUNTED WITH METAL MIGe BRACKET. 


(109 

3/12/45 CIRSMW-2 CFD-180-100-A 
APR. 45 

cmc- 633197 Lx-I RE 13A492 


POTENTIOMETER, WIRE WOUND: 

RATED 20000 OHMS, 4 WATIS. LINEAR TAPER, 
BUSHING LENGTH 3/3", TYPE 1 ROUND SHAFT, 
REPLACEMENT POTENTIGMETER TO HAVE 2” 
SHAFT. 


3/12/45 CHCsP-t0 CFO-180-107-1 
APR. 45 


ASSIGHED 
issVED 


cBZ- 633198 Qua 

POTENTIOMETER, COMPOSITION: 

RATED 50,000 OHMS, 2 WATTS, LOGARITHMIC 
TAPER, TYPE 3 FLATISO SHAFT 3/4" LONG, 
3/8" BUSHING. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. tN &. 


(+20) 
3/15/45 Caz "J" CW33A-10034-288 
APR. 45 iss 31 


7633199 NXsr-83353 
RESISTOR, WIRE WOUND: 
RATEO 11,25 OMS, 11.25 WATTS. TAPPED 
AT 4.4/7,5/9.7 OHMS, 4.4/7.5/9-7 WATIS. 
SUMILAR TO JAN-8-26 EXCEPT FOR TAPS. JAN 
CHARACTERISTIC tS "G". TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN &, 
(-10) 
4/2/45 CKB-41-A10A059-1 
APR. 45 CHANGE O 


cTC- 633200 dar 

POTENTIOMETER, COMPOSITION: 

RATED 500,000 OHMS LINEAR TAPER 1/2 
WATT TYPE 2 SLOTTEO SHAFT 7/8" LONG 
3/8" BUSHING. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN &. 


20 
3/36/45 35 Cs-238104 
APR. 45 


CIR- 633201 08€ 

POTENTIOMETER, COMPOSITIONS 

RATED $00,000 OHMS LINEAR TAPER, 1/2 
WATT TYPE 2 SLOTTED SHAFT 7/8" LONG, 
3/8" BUSHING, TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN &. 


(-20) 
3/16/45 Cs CS-238104 
APR. 45 


CBZ- 633202 WA 

POTENTIOMETER. COMPOSITION: 

RATED 500 OHMS, 2 WATTS, LINEAR TAPER, 
3/8" +32 THO, X 1/2" BUSHING, TYPE 1 
ROUND SHAFT, REPLACEMENT POTENT IOMETER 
TO HAVE 2" SHAFT. TYPE NO. TO BE FOLLOW- 
ED BY DASH AND TOL. IN 4%. 


-10 
4/4/45 CBZ CBM~1000S~60 
APR, 45 alr oO 


CTC- 633203 dese 

POTENTIOMETER, COMPOSITIONS: 

RATED $0,000 OHMS, 1/2 WATT, LINEAR 
TAPER, TYPE 2 SLOTTED SHAFT 7/8" LONG 
3/8" BUSHING, TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN 4. 


(-20) 
3/16/45 35 CS-238455 
APR, 45 


ciz- 633204 dae 

POTENTIOMETER, COMPOSITION: 

RATED $0,009 OHS, 1/2 WATT, LINEAR 
TAPER TYPE 2 SLOTTED SHAFT 7/8" LONG, 
3/8" BUSHING. TYPE NO. TO BE FOLLOWED 
By OASH AND TOL. IN &. 


(-20) 
3/16/45 cP CS$-238415 
APR, 45 


caz- 633205 oae 

POTENTIONETER, COMPOSITION: 

RA 50,000 OHMS 2 WATT, LINEAR TAPER 
TyPE | POUND SHAFT 3” LONG, 3/6" BUSH=- 
IHG. TYPE NO, TO 8E FOLLOWED BY DASH AND 
TOL. IN Se 


(+20) 
3/16/45 "U" cS-238799 
APR, 45 


BRISERE BAU RULE 


vat | “SUNSET? | NTP] 


RESTRICTED 


NAVSHIPS . 900,109 


44 


Class 6 3—Resistors—Potentiometers—Attenuators 


4 w 
a 
wW 
i 
= 


BRA. |rnsr asionse ror | MAREN | BNET [ose assioneo roe | MASHED, | ATT [ewe asienea von | otARRANHSN_| 
c1c- 633206 oB¢ ? ; 
POTENTIOMSTER, COMPOSITION: a hal anal degli CSF- 633221 BN-5 


RATED 50,069 OUNMS, 1/2 WATT, LINEAR 
TAPER, TYPE 1 ROUND SHAFT 3" LONG, 3/8” 
BusaluG. TYPE NO. TO BE FOLLOWED BY OASH 
AND TOL. iW $. 


€-20) 
3/16/45 35 
APR, 45 


CS-238799 


caz- 633207 oe 

POTENTIONETER, COMPOSITIONS 

RATZ@ 509,090 OHMS 2 WATT, LINEAR TAPER 
TYPE 1 ROU SHAFT 3” LONG, 3/3" BUSHING 
TYPE HO. TO BE FOLLOMED BY DASH AND TOL. 
IN Be 


(-20) 
3/16/45 "5" 
APR. 45 


CS~238807 


cTR- 633208 o8e 

POTEINTIOMETER, COMPOSITION: 

RATED 560,000 OHMS 1/2 WATT, LINEAR 
TAPER, TYPE 1 ROUND SHAFT 3" LONG, 
3/8" BUSHING. TYPE NO. TO BE FOLLOWEO 
BY DASH AND TOL. [tN &, 


(-20) 
3/16/45 35 CS$-238807 
APR. 45 

633209 oB€ 


POTENTLIOMCTER, HIREWOUNOD 

Ovals 2 SECTIONS, SECTIONS 41/72 RATED 
6/15 OWNS AND 165/145 WATTS, LINEAR 
TaPeR, TYPE JF ROUND SHAFT. REPLACEMENT 
POTENTIOMETER TO HAVE 2" SHAFT, 1/27 
BuSKING. TYPE NO. TO BE FOLLOWED 8Y DASH 
(-10) 
3/16/45 
APR. 45 


CS-238901 


633209 


AND TOL. ON %e 


CSMe 

cikR- 633210 #3e 

RESISTOR, WIREWOUND PRE- 

CISION: RATED 10,000 OHMS, 1/2 WATT, 
TYPE NO» TO BE FOLLOWED BY DASH AND TOL. 
IN 4. 


€-1) 

3/16/45 CSM-196 CS-258902 
APR, 45 CIR-WW-5S 

cSH- 


ciR- 633211 DBE 

RESISTOR, WiREWOUND, PRE- 

CiStO4: RATED 17,500 O4MS, 1/2 WATT. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL, 
IM 8. 


t-10 

3/16/45 CSH-196 CS-238903 
APR. 45° CIR-WW-S 

Co8- 633212 MARK 36 


RiTCSTAT, wiRE WOUND: 
RATZO 300 O4NS, 75 WATTS, 0.5 AMP, LIN~ 
EAR TAPER, TYPE 2 SC2EW DP1VER SHAFT 

H LOCKING NUT. TYPE NO. TO BE 
FOLLOWED BY OASH AND TOL. IN 4. 


RESISTOR, WIRE WOUND, PRE- 
CISTONS RATED 32,009 OHMS, 3/4 WATT, 
TEMP COEFF. 80450 PPM/°F. 


€-1) 
3/22/45 0-165759A ESA-682056-137 
APR. 45 tss. 31 


cATE- 663214 SrR-2 

RESISTOR, WIRE WOUND: 

RATED 15,000 OHMS, 1/2 WATT. THO 418 
WIRE LEADS ON ONE END AND 46-32 MOUNT- 
1G STUD ON OTHER ENO. HERMETICALLY 
SEALED. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN &. 


(eI) 
3/23/45 RN CRV:K~-889608-3 
APR. 45 SUB. 2 


CATE-633215 sRr-2 

RESISTOR, WIRE WOUND 

RATED (50,000, 1/2 WATT, TWO “18 WIRE 
LEADS ON ONE END ANO A #6-32 MOUNTING 
STUD ON OTHER ENO. HERMETICALLY SEALED. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
tN a. 


(~1) 
3/23/45 RN CRVSK-889608°4 
APR. 45 suB 2 


CAKO- 633216 SR-2 

POTENTIOMETER, WIRE WOUND 

RATED 25,000 OdNS. 25 WATTS. LINEAR TA- 
PER. SPECHAL LAMINATED (NSULATEO SHAFT 
AND COLLAR. SHAFT 1/4" LONG. HAS 3 HOLES 
FOR SURFACE MOUNTING. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. EN %. 


3/23/45 
APR. 45 


433-AC CRV3P-719595 


SuB 2 


cTC- 633217 BN! 

POTENTIOMETER, COMPOSITION 

RATED 3500 O4MS; 1/2 WATT: SPECIAL TA- 
PER; B ROTATIOW/RES. IN OH™NSs 073500, 
2571000. 50/200, 75/75, 100/10 MAX; TYPE 
3 FLATTEO SHAFT 2" LONG. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. UN Se 


3/24/45 35 CFN2300176-1 
APR. 45 REV 2 
ctc- 633218 By-1 RE 13A 492 


POTENTIONETER, WIRE WOUND 

RaTEO 1000 ONS, 4 WATTS, LENEAR TAPER, 
TYPE 1 ROUND SHAFT. REPLACEMENT POTEN- 
THOMETER TO HAVE 2" SHAFT LENGTH. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. 1H 
3. 


3/24/45 25 
APR. 45 + 


CFN:300175-1 
REV 6 


cTc- 633219 BN-t 

POTENT(OMETER. COMPOSETION 

RATED O12 MEGOHM, 1/2 WATT, LINEAR TA- 
PER, TYPE 2 SCREWORIVER SHAFT 2” LONG. 
TYPE NO. TO BE FOLLOWEO BY DASH AND TOL. 
(WN &. 


3724745 35 
APR. 45 


CFNS300333-1 
REV 5 


ctc- 633220 BN-1 

POTENTIONETER. COMPOSITION 

RaTcO 0.69 “EGIH4, 1/2 WATT, LINEAR TA-~ 
PER, TYPE 1 ROUNO SHAFT. REPLACEMENT PO- 
TENTIOMETER TO HAVE 2" SHAFT LENSTH. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL, 
1H SB. 


RESISTOR. WIRE WOUND 
RaATEG $0,000 OHMS, 10 WATTS, PEGTAIL 
TERMINALS. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN &. 


(-10) 

3724/45 SONI CFN2300403-1 

APR. 45 REV 3 
-633222 ong RE 13A 492 


POTENTIONETER, WIREWOUND 

RaATEO £00 OHMS, 2 WATTS, TYPE 3 ROUND 
SHAFT. REPLA NT POTENTIOMETER TO HAVE 
2" SHAFT. TYPE NO. TO BE FOLLOWED BY 
OASH AND TOL. IN &e 


3/27/45 CIRs” CFTSNCP-32-3 
APR. 45 iss D 
ciR- 633223 dag RE t3A 492 


POTENTIOMNETER, WEREWOUND 

RATEO 5609 OWNS, 2 WATTS, LENEAR TAPER. 
TYPE 2 SLOTTED SiiAFT 9716" LONG, 378" 
BUSHING. 


3/28/45 W-500 CET:RF-961-1 

APR. 45 iss 8 
"633224 = tcz RE 135A 3722 

RESISTOR, WIRE WOUND STYLE ¥ 


RATED 27 OHMS, 


3/28/45 
APR. 45 


CIR30G COL:710 0001 00 


coM- 633225 cz 

RESItSTOR, wiRE WOUND 

RATED 42 OHMS, 10 WATTS, TA TYPE TER- 
MISALS. TYPE 0. TO BE FOLLOWED BY BASH 
AND TOL. IN &. 


(-10) 
3428/45 com: COL:710 1422 20 
APR. 45 "BROWN DEVIL” REV 09450 


CoM- 633226 cz 

RESISTOR, WIRE WOUND 

RATED 350 ONMS, 10 WATTS, TAB TYPE TER- 
MISALS. TYPE WO. TO BE FOLLOWED 8Y DASH 
ANO TOL. UN &. 


(-10) 
3/28/45 COM: CoL:710 0021 00 
APR, 45 "BROWN OEVIL"™ REV 09453 


COM- 633227 cz 

RESISTOR, WIRE WOUND 

RaTEO 1 OHM, 10 WATTS, TAS TYPE TE 
NALS. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN S. 


Me 


(-10) 
3/24/45 COM: COL:710 iti2 00 
APR. 45° "BROWN DEVIL" REV 039452 


COM- 633228 [cz 

RESISTOR, WERE WOUND 

RATl5 190 OH%S, 10 WATTS, TAS TYPE TER- 
MENALS. TYPE AO. TO BE FOLLOWED BY DASH 
AND TOL. IN &e 


eee Rn eles aoe SE AAAS 38 CENTS CORSZ <1 Sane con: COL?710 0019 00 
sous | ee REV 4 assignsa | APR. 45 "BROWN DEVIL" REY 08S01 
issugo issued 
care | “ARMAGHENE? SURUSAFTAE A, care | MRURAGTHSER® | SANNA cart |___ MRRARTAEES T BANAT, 


NAVSHIPS 900,109 


RESTRICTED 


iow 


Class 63—Resistors—Potentiometers—Attenvators 


3.63-145 


BATARG, [vase assionsn rox | SASLREAMING CHEERS, [ruse asstonsn vox | ALAMOS, | [oN [rner assoneo von | WR, 


cCOH- 633229 1cz 

RESISTOR, WIRE WOUND 

RATEO 12,6 OHS. 25 WATTS, TAB TYPE TER- 
MERALS. VITREQUS ENAMELED. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN %e ¢ 


(-10) 
3/29/45 CoL:730 0045 00 
APR. 45 REV 09456 


coM- 633230 tcz 

RESISTOR, WIRE WOUND 

RATZ0 100 O4#S, 25 WATTS, TAB TYPE TER- 
MENALS. ViTREQSS EXAMELED. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. tN he 


(~10) 
3429/45 COM:0200F COL:710 0048 00 
APR. 45 REV 09506 


CON- 633231 DdAQ 

POTENTIOMETER, WIREWOUND 

RATSD 1h OHSS, 25 WATTS. TYPE 1 ROUND . 
SHAFT, REPLACEMENT POTENTIONETER TO HAVE 
2" SHAFT. 378" BUSHING 295° ROTATION. 


(-8) 
3/28/45 H #0146 CFTSRF-4550-1 
APR. 45 {SS A 


v8Z- 633232 Mar 

POTENTIONETER. COMPOSITION 

RATED 1500 OHS, 2 WATTS. LINEAR TAPER, 
TYPE 2 SCREWDRIVER SHAFT 9716" LONG, 
BUSHING 348-32 X 1/4". TYPE NO. TO BE 
FOLLOWED BY OASH AND TOL. IN &. 


(-10) 
3/28/45) J CRVIM-430116-9 
APR. 45 REV 4 


cez- 633233 MarR 

POTENTIONE TER, COMPOSITION 

RaTED 25,008 OHMS, 2 WATTS, TYPE 1 ROUND 
SHAFT. REPLACEMENT POTENTIOMETER TO HAVE 
2" SHAFT LENGTH. TAPER, MODIFIED LOS; AT 
35% ROTATION, APPROX. 7% RES; AT 50% RO- 
TATEON, 10% RES; AT 65% ROTATION, 25% 
(-10) 


3/28/45) 8 CRV24-430116-6 
APR. 45 REV 4 
CBZ-633233 


RES. BUSHING 3/8-32 X 1/4". TYPE NO, TO 
BE FOLLOWED BY DASH AND TOL. IN B. 


CBZ- 633234 MaR 

POTENTIO“ETER. COMPOSITION 

RATED O15 HEGOHM, 2 WATTS, TYPE 1 ROUND 
SHAFT; REPLACES T PO ITLOMETER TO HAVE 
2" SHAFT; BUSHING 3/8-32 X 1/4"; SPECIAL 
TAPER: LENEAR FROM 20% ROTATION AND 10% 
RESISTANCE TO 80% ROTATION AND 90% RES- 
(-10) 


3/28/45 J CRVIM+430116-8 
APR. 45 REV 4 
cez- 633234 


TARCE. TYPE NO. TO BE FOLLOWED BY DASH 
AnD TOL. tN Be 


Lamas [ aaaciiina [| 


-633235 Mar RE 13A 492 
POTENTIOMETER, WIRE WOUND 
RATED 0.5 OH™, 25 WATTS, LINEAR TAPER, 
TYPE 2 SCREWDRIVER SHAFT | S732" LONG, 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
(nN 4. 


3/28/45 CAO?K-41375 CRV2K+888518-2 
APR. 45° CHD2A+25 REV O 
CtR- 633236 Mar RE 13A 492 


POTESTIOMETER, WIRE WOUND 

RATED 0.45 OHM, 25 WATTS, LINEAR TAPER, 
TYPE 1 ROUND SHAFT. REPLACEMENT POTEN- 
TIOMETER TO HAVE 2" SHAFT LENGTH. TYPE 
NO. TO 8E FOLLOWED BY DASH AND TOLe. EN 
PER CENT. 


3/28/45 PR25S CRV3K-88851 8-2 
APR. 45 REV O 


ctrR- 633237 MAR RE 13A 492 

POTENTIONETER, WIRE WOUND 

RATED 500 OHMS, 25 WATTS, LINEAR TAPER, 
TYPE | ROUND SHAFT. REPLACEMENT POTEN- 
TIOMETER TO HAVE 2" SHAFT LENGTH, TYPE 
NO. TO’ BE FOLLOWED BY DASH ANO TOL. IN 
PER CENT. 


3/28/45 PR25 CRV2K-888518-1 
APR. 45 REV O 


633238 Mar RE 135A 492 
POTEANTIONETER, WIRE WOUND 
RaT&O 500 OHNMS, 25 WaTTS, LINEAR TAPER, 
TYPE 2-SCREWDRIVER SHAFT 374" LONG. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. EN 
PER CENT. 


3/28/45 CAO:K-41376 CRV3K-888518-1 
APR. 45 CHOIM REV O 


com- 633239 tcz 

RESESTOR, WIRE WOUND 

RAT=0 0.8 OHM, 50 WATTS, TA3 TYPE TER-~ 
MIeALS. VITREOUS ENAMELEO. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN %. 


(-10) 
3/29/45 COL:740 0013 00 
APR. 45 09457 


coM- 633240 cz 

RESISTOR, WIRE WOUND 

RATED 20,000 DHMS, 25 WATTS, TAR TYPE 
TERMINALS. VITER0US ENAMELED, TYPE NO. 
T@ BE FOLLOWED 2Y DASH AND TOL. IN 4%. 


(-10) 
3/29/45 COM:0218 COL:710 0078 00 
APR. 45 REV 09507 


cou- 633241 cz 

RESESTOR, WIRE WOUND 

RATED 26,900 OHMS, 25 WATIS, TAZ TYPE 
TERMINALS. TYPE NO, TO BE FOLLOWED BY 
DASH AND TOL. IN &. 


€-10) 
3/29/45 COM:0219 cOL:710 0081 00 
APR. 45 REV 09460 


com- 633242 10z 

RESISTOR, WIRE WOUND 

Rati0 5,009 OHSS, 25 WATTS, TAZ TYPE 
TERMINALS. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. bh 4, 


cik- 633243 cz 

RESISTOR, WIRE WOUND 

RATED 4090 OHMS, 1 WATT, TA3 TYPE 
TERMINALS. TYPE NO. TO BE FOLLOWEO BY 
OASH AND TOL. IN &. 


(+2) 
3/29/45 HWS COL:72t 3447 00 
APR. 45 REV 011235 


7635244 Tez 

RESISTOR, WIRE WOUND 

RATED 50,009 OHMS, IT WATT, TAZ TYPE TER- 
MINALS, NON-UNOUCTIVE. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN %. 


C22) 
3/29/45 CIRSAWS COL:721 3504 70 
APR. 45 CAVS.WN-3 REY OF1234 


CiR- 633245 cz 

RESISTOR, WIRE WOUND 

RATED 255 O11 lowatt, TAS TYPE TERMI 
NALS. NoOv-(NOUCTIVE. TYPE NO. TO BE FOL- 
LOWED BY DASH AND TOL. IN 4. 


(-2) 
3/29/45 CERIRWS cOL:721 32355 70 
APR. 45 REV O 


ciR- 633246 cz 

RESISTOR, WIR WOUND 

Rafeo 13.3 ONS, tT WATT, TA3 TYPE TERMI - 
NALS. TYPE NO. TO 8€ FOLLOWED BY DASH’ 
AND TOL. IN &. 


(-2) 
3/29/45 CIR WHS COL:721 3133 70 
APR. 45 REV O 


CAWs-633247 TCZ 

RESISTOR, WIRE WOUND: 

RateD 20 OHS, 650 WATTS, 115 VOLTS, 
SCREW BASE FOR HOUNTENG EN STANDARD 
LIGHT SOCKET. HEA SiSTOR. TYPE NO, 
TO BE FOLLOWED BY BASH AND TOL, iN 4, 


-10 
3/29/65 CAWdSS 740 COL-711000300 
APR. 45 REV 07977 


CA8Z-6.33248 cz 

RESISTOR®, WIRE WOUND? 

RATECO 20 OHMS, 660 WATTS, 115 VOLTS, 
SCREW BASE FOR HOUNEING EN STANDARD 
LIGHT SOCKET. HEATER RESISTOR. TYPE NOW 
TO BE FOLLOWED BY DASH AND TOL. IN %. 


~10 
3/29/45 CA323490 col-7111183000 
APR. 45 REV 0460524 


CHC- 633249 cz 

RHCOSTAT, WIRE WOUND? 

RA 2 08 Motta. 2S OUNS MAKITAUM, 
Lis R TAPER, NO SHAFT SLOT FOR SCREW 
DRIVER ADJUSTMENT. 


3/29/45 CWC:80? COL-381991000 
APR. 45 REY 07771 


COJ- 635250 so-s 
POTENT IE TER, WIPE WOUNDS 
Ra $9 O04 #ATTS, U1 


R TAPER 


3/8 X 32 WHS, 3/38" BustenG LENGTH. TYPE 
2 SCriw OR1VER TV ALAS EONS. TYPE 
NO. TO BE FOLLO: BY OASH ANO TOL. IN 
%. 
3/29/45 COM:0212 CoL:710 3541 20 -10 
APR. 45 REV C9498 3/30/45 CDs-241 CRP-40-5065PI 
ASSIGNED APR. 45 
ISSUED 


DATE MRE | ANHEACTNAEE AA 


DATE maoneaciiar® — | ABARAT | 


RESTRICTED 


NAVSHIPS 900,109 


i 
i 


3.63-146 


oti 


cod- 633254 $O-1 


POTENTIQHETER, WIRE WOUND? 
RATED 25 OAX“S, SO WATTS, 


344-32 X% $43" BUSHING. 


ORIVER SUAFT § 1716" LONG. 


fan FIRST ASSIGNED FOR 


oR AERANEN 


LINEAR TAPER, 


TYPE 2 SCREW- 


TYPE NO. TO 


BE FOLLOWED BY DASH AND TOL. IN %. 


-10 
3/31/45 CDJ-24 
APR, 45 


cHc-633252 So-! 


POTENTIOMETER, WIRE WOUND 
RATED 25,009 ON“S, 3 WATTS, 


CRP-40-544 
§SS. 1 


PER, 3/8"-32 KX 3/8" BUSHING. TYPE 2 
SCREWOREVER SHAFT 7/8" LONG. YYPE NO. 
BE FOLLOWED BY DASH AND TOL. IN he 


“5 
3/51/45 CWCrWI-25M 
APR. 45 


CiR- 633253 QCA 


POTENTJOMETER WIRE WOUND? 
RATED 6009 OHMS, 5O WATTS, 
3/8" -32TH X 1/2" BUSHING LENGTH, 
LoNc. 


2 SCREW DRIVER SHAFT I" 


PARALLEL TO AX!S OF SHAFT. 
ARRANGEMENT. TYPE NO. TO BE FOLLOWED BY 


-10 
3/31/45 CIRtPR-50 
APR. 45 CBH-738-75 


OASH AND TOL. IN &. 


COuv- 633254 SsG-a/sG-l 
POTENTIOMETER, WIRE WOUND? 
RATED 5990 OH™S, 25 WATTS, 


3/8 -32 ¥ 3/8" BUSHING, 


SHAFT 1 1/4" LONG. TYPE NO. 
(IN f. 


LOWED BY DASH ANO TOL. 
-10 

3/31/45 COur245 

APR. 45 


CSF- 633255 WFA 
RESISTOR, WIZE WOUND: 


CRPSOLS0-5C05-1 
REV. 3 


LINEAR TAPER, 


CBM:U-1000S-55 


cir- 633253 


LINEAR TAPER, 
OOUBLE FLATTED 
TO BE FOL- 


CDJ-U40-5019-1 


REY ? 


RATED 30,600 OHMS, 9 WATTS, PICTAIL, 


TYPE TéxsINALS. TYPE NO. 


TO BE FOLLOWED 


BY DASH AND TOL. IN PERCENT. 


-5 
4/3/45 
MAY 45 


CSF-1OKT 


cSF- 633256 WFA 
ReStSTO2, WtRE WOUND: 


RATED 70,000 ONS, 9 WATTS, PIGTAIL 


TYPE TERMINALS. TYPE NO. 


TO 8E FOLLOWED 


BY DASH AND FOL. IN PER CENT. 


“5 
4/3/45 VOKT 
MAY 45 


CSF- 633257 WEA 
RESISTOR, WIRE WOUND: 
RATED 7503 GHNS- 


LINEAR TA-~ 


TYPE 
TERMINALS 
LOCKING SHAFT 


Class 6 3—Resistors—Potentiometers—Attenuators 


7h 


XRG 


cir- 633258 wWra 

RESISTOR, WIRE WOUND? 

RATEO 6@00 OHMS, 4 HATTS, PIGTAIL TYPE 
TERMINAL. TYPE NO. TO 3€ FOLLOWED BY 
DASH AND TOL. IN PER CENT. 


+5 
4/5/45 
MAY 45 


CIRIAB 


CIR- 633259 WFA 

RESISTOR, WIRE WOUNDS 

RATED 7500 OHMS, 4 WATTS, PIGTAIL TYPE 
TERMINALS. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN PER CENT. 


75 
4/3/45 
MAY 45 


CIRTAB 


cIR- 633260 Wra 
POTENTIOMETER, WIRE WOUND: 
RATED 4000 OHMS, 25 WATTS, LINEAR TAPER, 
3/8"-32 THD X 1/2" BUSHING, TYPE 3 
FLATTED SHAFT. REPLACEMENT POTENTIOMETER 
TO HAVE 2" SHAFTS. TYPE NO. TO BE FOLLOW- 
ED 83Y DASH AND TOL. {N PER CENT. 

-10 

4/3/45 CIRSPR-25 CBM-1000S-14 
MAY 45 ALT O 


RE 3A 492C€ 


CiR- 633261 WA 
POTENTIOMETER, WIRE WOUND? 
RATED 6 OHMS, 25 WATIS, LINEAR TAPER, 
3/8"%-32 THO. X 1/2" BUSHING TYPE 3 
FLATTED SHAFT. REPLACEMENT POTENTIOMETER 
TO HAVE 2" SHAFT. INCLUDES SWITCH. TYPE 
NO. TO BE FOLLOWED BY DASK AND TOL. IN &%. 
-10 

4/4/45 CIRSPR-25 CaM-'000S-21 

May 45 ALT O 


RE 135A 4920 


C8Z- 633262 WFA 
T1IOMETER, COMPOSITION: 

25,9000 OHMS, 2 WATTS, LINEAR 
TAPER, 3/8"-32 THD X 3/8" BUSHING, TYPE 
1 ROUND SHAFT. REPLACEMENT POTENTIO- 
METER TO HAVE 2" SHAFT. LOCKING ARRANGE- 
MENT. TYPE WO. TO BE FOLLOWED BY DASH 
-10 
4/4/45 CBZ CBM-10008-70 
MAY 45 ALT 0 


cBz- 633262 
AND TOL. IN PERCENT. 


CW¥- 633263 PM 

RESISTOR WIRE WOUND PRECISION: 

RATED 12 OHMS, 5 WATTS; FLAT STRIP 

TYPE, SINGLE WINDING, WOUND ON PHENOLI2- 
ED-ASBESTOS CORE. TYPE NO. TO BE FOLLOW- 
ED BY DASH AND TOL. IN %e 


(-1/4) 
4/4/45 0-167475-HN BA-501954-31 
MAY 45 Iss. 2 


CH- 633264 PH 

RESISTOR, WIRE WOUND PRECICItON: 

RATED 340 OHMS, 5 WATTS; FLAT STRIP 
TYPE, SINGLE WINDING, WOUND ON PHEN- 
OLIZED-AS3ESTOS CORE. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. iN PERCENT. 


emeoe) 


cw- 633265 PM 

RESISTOR, WIRE WOUNDS: 

RATED 1600 OHMS, & WATTS; FLAT STRIP 
TYPE, SINGLE WINDING, WOUND ON PHEN- 
OLtZED-ASBESTOS CORE. TYPE NO, TO BE 
FOLLOWED BY DASH AND TOL. IN PERCENT. 


(-5) 
4/4/45 0-167475-AT BA-101934-35 
MAY 45 iss. 2 


CH- 633266 PN 

RESISTOR, WIRE WOUND: 

RATED 200 OHMS, 5 WATTS; FLAT STRIP 
TYPE, SINGLE WINDING, WOUND ON PHEN- 
OLIZED-ASSESTOS CORE, TYPE NO. TO BE 
FOLLOWED BY DASH ANDO TOL. IN PERCENT. 


(-5) 
4/4/45 D-167475-BA BA-101934~34 
MAY 45 tSS. 2 


CW- 633267 PH 

RESISTOR, WIRE WOUND? 

RATED 5000 OHMS, 5S WATTS; FLAT STRIP 
TYPE, SINGLE WINDING, WOUND ON PHEN~ 
OLIZED-ASBESTOS CORE, TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN PERCENT. 


{~5) 
4/4/45 D-t67475-EW BA-101934-35 
MAY 45 (ss. 2 


CH- 633268 Pu 

RESISTOR. WIRE WOUND PRE- 

CISION: RATEO 1235 OHMS, 5 WATTS? 
FLAT STRIP TYPE, THO WINDING WITH CON 
MON TERMINAL, WOUND ON PHENOLEZEO- 
ASBESTOS CORE. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN PERCENT. 


(-1) 
4/4/45 0-167476-CH BA-101934~36 
KAY 45 iSS. 2 


cN- 633269 PM 

RESISTOR, WIRE WOUND, PRE- 

CISION: RATED 900 OMS, 5 WATTS; FLAT 
STRIP TYPE, THO WINDINGS WITH COMMON 
TERMINAL, WOUND ON PHENOLIZED-ASBESTOS 
CORE. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. tN PERCENT. 


(+9) 
4/4/45 0-167476-U0 BA-101934-37 
MAY 45 iss. 2 


CW- 633270 PK 

RESISTOR, WIRE WOUND PRE- 

CiS1O%: RATED 8250 OHMS, 5 WATTS, 
FLAT STRIP TYPE, THO WINDINGS WITH COM- 
MON TERMINALS, WHOUNO ON PHENOLIC-AS- 
BESTOS CORE. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN PERCENT. 


Ged) 
4/4/45 0-167476-CU BA-101934-38 
MAY 45 {SS. 2 


cW- 633271 PH 

RESISTOR, WIRE WOUND, PRECI- 

StON; RATED 920 OMS, 5S WATTS; FLAT STRIP 
TYPE, THO WINDINGS Wilt COMMON TERMINAL, 
WOUND ON PHENOLIZED-ASZESTOS CORE. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. IW 


PERCENT. 

(-1) 

4/4/45 0-167476-MN BA-101934-39 
MAY 45 i ISS. 2 


CAO- 633272 An/trs-13 

RESISTOR, HIRE WOUND? 

RATED 35 OHMS, 39 HATIS; FLAT STRIP 
TPE, THOUCTIVELYT WOUND, Tad TERSIMALSY 
TYPE N@®. TO BE FOLLOWED BY DASH AND TOL. 
Ih PERCENT. 


(-1) 
3 . 4/4/45 D-467475~-8N BA-101934-32 (-10) 
4/3/45  CSFIISF MAY 45 Iss. 2 4/4/45 1 1/2" VITROHH CW:3A-10095~2 
MAY 45 ASSIGNED May 45 tss. 20 
ISSUED. 
pare | MAYNEARHAR'S | ANHIACTINER DATE METH | RANITAPIUARR, care | MAAC [aaNet | 


NAVSHIPS 900,109 


RESTRICTED 


Class 63—Resistors—Potentiometers— Attenuators 


BWAEAMOn [rest assicnap For | RADE ARAMUNEN 


-633273 MK 20 mod { 
RESISTO2, WIREWOUND: 
RATED 500 OHMS. IN ACCORDANCE WITH 
RE 13A372) STYLE C EXCEPT THAT 4T 4S 


NON-INOUCTIVES 50 WATTS, GRADE 1 CLASS 1 


SAME AS -63020F EXCEPT NON-INDUCTIVELY 
WOUND. 


C+) 
4/4/45 CSF-SONIF CWSESA-682068-37 
MAY 45 ISS. 24 


CRA- 633274 AN/SPR-2A 

RESISTOR, WIRE WOUNDS: 

RATED 30,000 OHMS, 20 WATTS. TYPE NO} 
TO BE FOLLOWED BY DASH AND TOL. IN PER 
CENT. 


*CGG-17A527355 ISS A 


¢-10) 
4/4/45 CCT-45540 ccT-45540 
MAY 45 3/1/45 = 


CRA- 633275 AN/SPR-2A 
RESISTOR, WIRE WOUND: 
RATED 40,000 OKMS, 20 WATTS. TYPE NO} 
TO BE FOLLOWED BY DASH AND TOL. IN 
PERCENT. 


CGG-I7A105675 ISS A 


(+10) 
4/4/45 ccT-4554t cCT-45541 
MAY 45 3/1/45) * 


CTC- 633276 AN/SPR-2A 

POTENTIONETER, COMPOSITIONS 

RATED O15 MEGOHM, 1/2 WATT. TAPER LINEAR 
FROM O-50£ ROTATION AND 50,000 OHMS, 
LINEAR FROM $8,000 OHMS -.S MEG AND 
50-1008 ROTATION, TYPE 1 ROUND SHAFT. 
*CGG-18A52720 ISS B 


(-10) 
4/4/45 35 CCT-45530 
MAY 45 REV 2-2-45 * 


crc- 633276 
REPLACEMENT POTENTIOMETER TO HAVE 2" 
SuAFT LENGTH. TYPE NO. TO BE TYPE NO. 
TO BE FOLLOMED BY DASH AND TOL. IN &. ~ 


CTC- 633277 AN/SPR-2A RE 13A 492 
POTENTIOMETEOR, WIRE WOUND? 

RATED 20,000 OHMS, 4 WATTS, LINEAR 

TAPER TYPE t ROUND SHAFT. REPLACEMENT 
POTENTIOMETER TO HAVE 2” SHAFT LENGTH. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
*CGG-18A52736 ISS 0 


Cr 10) 
4/4/45 25 CCT~45533 
MAY 45 REV2/2/45 * 


cre- 633277 


iN PER CENT. 


eTc- 633278 AaNn/sPR-2A0 RE 135A 492 
POTENTIOMETER, WIRE WOUNDS 

RATED 1000 OHMS, 2 WATTS; TAPER LINEAR 
FRCH 0-50% ROTATION AND 0-100 OHMS: ANDO 
LingAR FROM 50-100% ROTATION AND 300- 
1000 OHMS. TYPE | ROUND SHAFT. REPLACE- 
MENT POTENTIOMETER TO HAVE 2” SHAFT 
(+10), 

4/4/45 252 CCT-45536 

MAY 45 REV2/2/45 


care | MAXHABOIBEE® 


| 


3.63-147 


olay, a Me [rms ASSIGNED FOR A ORAPERRAN NS, 


[aaa ror men | 
C1¢$33278 


LENGTH. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN PERCEPT. 


cMa- 633279 WFA 
POTENTIOMETER, WIRE WOUND: 
RATED 5000 OHMS, 2 WATTS, LINEAR TAPER, 
3/8"-32 THO x 3/8" BUSHING. TYPE 2 
SCREWORIVER SHAFT 25/32" LONG. TYPE NOw 
TO BE FOLLOWED BY DASH ANO TOL. IN &. 


RE 13a 492€ 


-10 
444/45 CNA SCSMP(X) CBM-1000S-36 
MAY 45 alr 3 


caG- 633280 WrA 

POTENTIOMETER, WIRE WOUND? 

RATZO0 50 OHMS, 4 WATTS LINEAR TAPER, NO 
BUSHING, SPECIAL SHAFT 5/16" TO 9/16". 
KNOB ATTACHED TO SHAFT. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN PERCENT. 


4f4afas CAG-SOTA CBM-1000S~-3 
may 45 ALT 1 


cou- 633281 WA 

POTENTIOMETER, WIRE WOUND? 

RATED 2500 OHMS, 25 WATTS, LINEAR TAPER 
3/8"-32 THO X 5/8" BUSHING. TYPE 2 
SCREWORIVER SHAFT 25/32". SHAFT LOCKING 
ARRANGEMENT. TYPE NO, TO BE FOLLOWED BY 
OASH AND TOL. IN &. 


-to 
4/4/45 COMsH CBM-1000S-69 
MAY 45 ALT O 


cov- 633282 WFA 

POTENTSOMETER, WIRE WOUND: 

RATED 12 OHMS, 6 WATTS, LINEAR TAPER, 
NO BUSHING, SPECIAL SHAFT 5/15", KNOB 
ATTACHEO TO SHAFT. TYPE NO. TO BE FOL- 
LOWED BY DASH AND TOL. IN PERCENT. 
*CBM-1000Z2-39 ALT 0 


-10 : 
4/4/45  COJ-292 MOD. cma-1000Z-8 
MAY 45 ALT O 


cen- 633283 Wea 

POTENTIOMETER, SPECIAL: 

RATED 93,680 OHMS, 4/2 WATT, 3/38" 
BUSHING, TYPE 2 SCREWORIVER SHAFT 25/52" 
CONSISTS OF MALLORY TYPE SIN12S, AND 4 
WIiRE WOUND RESISTORS CiR-63678; AND SUX 
COMPOSITION RESISTORS CiR-63355. 


4/4/45 CBM-738-211B CBM-7358-201B 
MAY 45 ALT 3 


ciR- 633284 WFA 

ATTENUATOR: 

RATED 0.25 MEGOHMS, 21 STEPS WITH 2.5 
Db PER STEP. LAST STEP TO BE INFINITE 
ATTENUATION, 


4/4/45 CIRSA-21-250M CBM~1000S~-24 
MAY 45 ALT 0 


cirR- 633285 sr 

RESISTOR, WIRE WOUND? 

RATED 80,000 OHMS, 1 WATT, TA3 TYPE TER- 
MiNALS, NON-INDUCTIVE. TYPE NO. TO BE 
FOLLOWED 8Y DASH AND TOL. IN PERCENT. 


-fO 
4/5/45 CIR AW-13 CH-BA-10130-138 
RAY 45 ISS, 16 


cAy- 633286 VE 

RESISTOR, ASSEMBLY: 

RATED 6 MEGOHMS. CONSISTS OF 8 RESISTORS 
NT 63291+754. 10,000 VOLTS, 60 CYCLES 
EACH STAND OFF TERMINAL TO CAN FOR 30 
SECONDS TEST. TYPE NO, TO 8E FOLLOWED BY 
DASH AND TOL. IN PERCENT. 


715 
4/6/45 cB2-cB CAY-7710345 
MAY 45 P6 SUB 13 


CON- 633287 cuL-49546 

ATTENUATOR 

"T" PAD ATTENUATION 0 TO 30 db. tl 
POSITIONS, 10 STEPS OF 3 db EACH. INPUT 
AND OUTPUT IMPEDANCE 15 OHMS, ENSERTION 
LOSS 0 db. SLOTTED SHAFT. POWER HANDLING 
CAPACITY: tO WATTS. 


447745 #1559 CULSI902 
MAY 45 ISSUE O 


CAOR- 633288 TS-268/u 

POTENTIOMETER, WIREKOUND 

RATED 500 OHMS, 2 WATTS, LINEAR TAPER, 
BUSHING LENGTH 3/8". SPECIAL HOLLOW 
SHAFT 3/74" LONG, SHAFT GROUNDED LOCKING 
ARRANGEMENT. “SAFETY” SWITCH THROUGH 
SHAFT. TYPE NO. TO BE FOLLOWED BY DASH 
“40 

4/9/45 CMA: C MODIFIED. CAORZH-1303 
MAY 45 CHANGE 0 


CaoR- 633288 
ANO TOL. IN PERCENT. 


CtR- 633289 1S-268ru 

RESISTOR, COMPOSITION 

RATED 900 OHNS. 1/2 WATT, PIGTATL LEADS. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
(NM PERCENT. 


ba] 
449445 CIRsBTS CATALOG 
NAY 45 


cCtR- 633290 rs-26870 

RESIST@X, COMPOSITION 

RATED 300 OWNS, 1/2 WATT. PIGTAIL LEADS. 
TYPE NO. TO BE FOLLOKEO BY DASH AND TOL. 
(N PERCENT. 


6 
449045 CIR:BIS CATALOG 
BAY 45 


CHR- 633291 Ts-263¢y 

RESISTOR, COMPOSITION 

RATED 600 OHMS, 1/2 WATT, PIGTAIL LEADS, 
TYPE NO, TO BE FOLLOWED BY DASH ANO TOL. 
tN PERCENT. 


+§ 
479745 CIR3BTS CATALOG 
MAY 45 


CAY- 633292 VE 

RESISTOR, ASSEMBLY 

RATED 330,000 OHMS, CONSISTS OF 8 RE- 
SESTOXS NT C32-6321!-433. 10,000 VOLTS, 
60 CYCLES EACH STANDOFF TERMINAL TO CAN 
FOR 30 SECONDS TEST. ENCLOSED IN CAN. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
“15 

4/10/45 CBz:Ce CAY:7710395 
MAY 45 Pi2 SUB i3 


MAGES | AANNTATTOEA 


ATE MRSETHES | RANISATURRA, 


RESTRICTED 


NAVSHIPS 900,109 


3.63-148 


Class 63—Resistors—Potentiometers—Attenvators 


i peASK ATION [rase ASSIGNED vox | oTASEARAMING, ‘Zz \ 


SUNT [rar assone ror | AARNE, | 


[GLa [sr assioneo von | GINS, | 


Cav- 633292 
(N PERCENT. 


CKC- 653293 ROP 

POTENTIO“METER. COMPOSITION 

RaTED 1000 OH“S,. 1 WATT, LINEAR TAPER, 
TYPE 2 SCREA-ORIVER SHAFT 7/8" LONG, 
TYPE WO. TO 8& FOLLOWED BY DASH AND TOL. 
(N Ze 


710 
4/11/45 37 SKETCH 
APR. 45 


cuc- 633294 RopP 

POTERTIONETER, COMPOSITION 

RATED 50,000 OFNS, 1 WATT, LINEAR TAPER, 
TYPE 2 SEMEWORIVER SHAFT 778" LONG. 
TYPE NO. TO BE FOLLOWED BY OASH AND TOL. 
(Nt, 


+10 
4/11/45) 378 SKETCH 
APR. 45 


CTIC- 633295 AN/SPR-24 

POTENT (ONE TER, COMPOSITION 

DUAL: Eatn SECTION Ra 50.090 OMS, 
1/2 wATT; Linea TAPER, TYPE | ROUND 
SHAFT. REPLACEMENT POTENTIO“ETER TO HAVE 
2" SHAFT LENGTH. TYPE NO TO BE FOLLOWED 
-20 

*CGG218842259 {SSUE 0 

4/3165 2-59 ccT:$537, REY 
HAY 45 2/2045 * 


cTc- 633295 


BY A DASH AND TOL. §N PERCENT. 


CTC- 633296 Ab/SPR-2A RE 134492 
POTENTIOSETER, WEREWQUND 

RATED SU0U OAKS. 4 WATTS. LINEAR TAPER, 
TYPE 2 SCRENIZOVER SHAFT 374" LONG. 

TYPE NO, TO BE FOLLOWED BY DASH AND TOL. 
tN PERCENT. 


-10 

4sas45 25 CCT 345542 
MAY 45 REV 272745 
CBZ- 633297 MK 13 

POTENTIQNETER, COMPOSITION 


PoU0 VANS, 2 WATTS, LINEAR TAPER, 
TYPE 2 SCXEND*IVER SLOTTED SHAFT 9/3" 
LOSS 1/2" BUSTIN LOCKING ARRANGEMENT, 
TyP& NO. TO Be FOLLOWED BY DASH AND TOL. 
IN PERCENT. 


-t0 
4/4745 mgm CW23A-10034-179 
HAY 45 HSSUE 31 


cB2- 6332398 MK 13 

POTENTIQ SE TER, COMPOSITION 

Dat: KAlL® 272 SESQHNS. 2 WATTS, 2 
SECUE@sS LISEaR TAPER. 172 INCH BUSHING, 
Ty@e } VOD SHAFT. REPLACEMENT POTEN- 
TIOVETER TO HAVE 5S” Suarl. TYPE NO. TO 
BE FOLLOMED BY DASH ANO TOL. iN PERCENT. 
-10 

4/4/45 gu" CWIBA-10034-562 
MAY 45 tssve 31 


cBZ- 633299 HK-t3 

POTENTIONETER, COMPOSITION, 

DUAL: RATED 0.2/0.2 MEGOHM, 2 WATTS, 
LENEAR TAPER 1/2" LONG BUSHENG. TYPE 1 
ROUND SHAFT. REPLACEMENT POTENTIOMETER 
TO HAVE 6" SHAFT. TYPE NO. TO BE FOLLOW- 
€0 BY DASH AND TOL. UN PERCENT. 

710 

4afasas mss" CW2BA-10034-S63 
MAY 45 ISSUE 31 


cBz- 633300 K-13 

POTENTLOMETER, COMPOSITION 

RaTED 0,4 MEGOHN, 2 WATTS, LINEAR TAPER, 
378" BUSHING TYPE |! ROUND SHAFT. RE- 
PLACEMENT POTEXTIOMETER TO HAVE 2” 
SHAFT, TYPE NO. TO BE FOLLOWED 8Y DASH 
AND TOL. (N PERCENT, 


“10 
4745 J CW:BA-10034-5€7 
MAY 45 (SSUE 31 


caz- 633301 MK 13 

POTENTIOMETER, COMPOSITION 

R&TED $0,000 OHMS, 2 WATTS LINEAR TAPER, 
3/8" LONG BUSHING, TYPE 2 SCREWORIVER 
SLOTTEO SHAFT 19/416" LONS. TYPE NO. TO 
BE FOLLOnED 8Y DASH AND TOL. IN 8. 


720 
414045 J CWiESA-696040-7 
MAY 45 (SSUE 8B 


cTc- 633302 K-13 

POTENTIONETER. WISEWOUND 

RATED 1500 ONNS 2 WATTS LINEAR TAPER 
1/2" BUSHING TYPE 2 SCREWDRIVER SLOTTED 
SHAFT $/8" LONG, TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. (N PERCENT. 


4/4745 252 CW2BA-10034-497 
MAY 45 (SSUE 31 


cHc- 633303 Rop 

POTENTIONETER, COMPOSITION 

RATED 0.5 MEGOHM, 1 WATT, LINEA TAPER, 
TYPE 2 SCREWDRIVER SHAFT 7/8" LONG. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. IN 
PER CENT. 


(-20) 
4/11/45 37 SKETCH 
APR. 45 


cuc- 633304 RoP 

ENTIOMETER, COMPOSITION 

& MEGOHM, ‘I WATT. LIscaAR TAPER, 
TYPE 2 SCREWDRIVER SHAFT 7/86" LONG. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. IN 
PER CENT. 


(-20) 
4/11/45 370 SKETCH 
APR. 45 


cuc- 633305 Rop 

POTENTIONETER, COMPOSITION 

RATED 2 MECINNS, | WATT, LINEAR TAPER, 
TYPE 2 SCREuIZIYER SHAFT 7/8" LONG. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. IN 
PER CENT. 


(20) 
A/Vi/45 370 SKETCH 
APR. 45 


cuc- 633306 Rop 

POTENTIOMETER, COMPOSITION 

RaTZd 0.5 MEGOHM, 1 WATT, LINEAR TAPER, 
ROUND SHAFT 1 11/32" LONG. RE- 
ENT POTZNTIONETER TO HAVE 2" SHAFT 
LENGTH. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN %, 


€-20) 
a/it {45 37M CFE3S5O.214 
APR. 45 REV 0 


ASSIGHED 
tssueD 


[care | BUEASTHBES | _AASINGACTREES 


NAVSHIPS 900,109 


CiR-633307 RDP 

RESISTOR, WIRE WOUNO 

RATED 5000 OHMS, 10 WATTS. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN 4. 


(=10) 
4/11/45 DH, COAT "C™ SKETCH 
APR, 45 


cuc- 633308 rope 

POTENTIOMETER, COMPOSITION 

RATEO S00 OHMS, I WATT, LINEAR TAPER, 
TYPE 2 SCREWOZIVER SHAFT 7/8" LONG. TYPE 
NO. 10 BE FOLLOWED 8Y DASH AND TOL. (th 
PER CENT. 


(-20) 
4/11/45 370 SKETCH 
APR. 45 


cuc- 633309 Roe 

POTENT, OMETER, COMPOSITION 

RATED 5000 OHMS, ¥ WATT, LINEAR TAPER, 
TYPE 2 SCREWORIVER SHAFT 7/8" LONG. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. IN 
PER CENT. ‘ 


€-20) 
4/11/45 378 SKETCH 
APR. 45 


CMC- 633310 RopP 

POTENTIO“ETER, COMPOSITION 

RaTEO 10,000 OHMS, 4 WATT, LINEAR TAPER, 
TYPE 2 SCREMDRIVER SHAFT 7/8" LONG. TYPE 
NO. 10 BE FOLLOWED BY DASH AND TOL. tN 
PER CENT. 


(-20) 
Avi fas 37M SKETCH 
APR. 45 


cMc- 633311 RoP 

POTENTIOMETER, COMPOSITION 

RATOO O01} MEGOHM, 1 WATT, LINEAR TAPER, 
TYPE 2 SCREWORIVER SHAFT 7/8" LONG. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. IN 
PER CENT. 


(20) 
4/11/45 37 SKETCH 
APR. 45 


coM- 633312 WK 36 
PSTENTIGNETER, WIREWOUND 
RATED 10 OMS, 25 WAITS, LENEAR TAPER, 
TYPE 2 SCREWDRIVER SH4ET 574" LONG. 

TYPE NO. TO BE FOLLOWED 8Y DASH AND TOL. 
{HW PERCENT. 


RE 134492 


sto 

4411745 4-0845 CG:P+7766000-6 
MAY 45 Rey 5 

com- 633313 MK 36 RE $3A492 


POTENTIOMETER. WEREWOUND 

RaTEO 500 OHMS, 25 WATTS, LINEAR TAPER, 
TYPE 2 SCRERIRIVER SHAFT 374" LONG. 
TYPE'NO. TO BE FOLLOWED BY DASH AND TOL. 
(N PERCENT. 


+10 

4/11/45 H-O1S6 CG:P-7766000-7 
BAY 45 REY § 

COM- 633314 MK 36 RE 134492 


POTERTS ONETER. HIREWOUND 

RaTEO 100 OHMS. 25 WATTS, LINEAR TAPER, 
LVRS 26SC OR<EVER SHAFT 374° LONG, 
BUSHING L TH 578", TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. {WN 3. 


-10 
4/11/45 H-OtS! CG:P-7763300-13 
MAY 45 REY 29 


MERU? | ANITA 


on | “SBE | BARA | 


RESTRICTED 


Class 6 3—Resistors—Potentiometers— Attenuators 


3.63-149 


DAG [ase assicnsn von | GASLRRAYISS BINS, [ease ssn von | riaraNAS, | [GAGA [rer asroneo ron | HAM SRANS, | 
CSF- 633315 MK 36 CAWH- 633322 OAX 
RESISTOR, COMNPOSETION RESISTOR, WIREWOUND cao- 633330 HK 3, HOD 4 


RaTeEO 3 AEGOHNS, S WATTS, FERRULE TYPE, 
HERMETICALLY SEALED. 

TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
(N PERCENT. 


+20 

4/11/45 MEGOMAX=3 CG:K-7106845-4 
MAY 45 REV 3 

CSF- 633316 MK 36 


RESISTOX, COMPOSETION 

“RATED 6 MEGOHMS,. 4 WATTS, FERRULE TYPE, 
HER“ETICALLY SEALED. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN PERCENT. 


-10 
4411745 MEGOMAX <3 CG:K-7106845-7 
MAY 45 REV 3 

CSF- 633317 HK 36 


RESISTOR, COMPOSITION 

RATEO 12 MEGONMS, 2 WATTS, FERRULE TYPE, 
HERMETECALLY SEALED. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. JN PERCENT 


-10 
4711/45 MEGOMAX-3 CG3K-7106845-6 
MAY 45 REV 3 


tsF- 633318 HK 36 

RESISTOR, COMPOSITION 

RATED 6500 ONS, 6 WATTS, FERRULE TYPE, 
HERMETICALLY SEALED. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. (N PERCENT. 


710 
4711745 MEGOMAX-3 CG:K-7106845-8 
MAY 45 REV 3 


CIR- 633319 oax 

STEP ATTENUATOR DUAL COM- 

POSITION: ([MPUT IMPEDANCE 0.25 MEGOHMS; 
OUTPUT IMPEDANCE VARIES 250,000 OMS TO 
ZERO. 20 STEPS OF 3 DB EACH, INSERTION 
LOSS 6 DB., NOISE LEVEL 150 0B, 778" 
SHAFT. TYPE NO. TO BE FOLLOWED 8Y DASH 


+5 
4/12/45 CIRSA-21 CQusSK R-102 OAX 
MAY 45 
CIR- 633319 
AND TOL. IN PERCENT. 
cOJ- 633320 oax 
ATTENUATOR 
{EPUT a0 OUTPUT IMP 100 OHM EN, 


FOO OM OUT. FREQUENCY OF CURRENT TO BE 
ATTEnUaTEO 47 T@® 26 KC, SHIELDED T PAD 
TYPE HAVING THO 39 OHM SERIES RESISTORS, 
AND ONE 7.5 OHMS SHUNT RESISTOR, HOUSED 
iN A METAL CASE. 
4712745 CQUSIS9-A 
MAY 45 


CQd3x1062 


CAWH- 633321 OAK 

RESISTOR, WIRE. WOUND 

RATEO 1500 ONYS, 25 WATTS, LUG TYPE 
TESSNENALS, 

TYPE NO. TO BE FOLLOWED BY DASH AND 
TOL. (N PERCENT. 


RATED 2000 OHMS, 25 WATTS, LUG TYPE 
TERWENALS. 

TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
€N PERCENT. 


“5 
4/12/45 CQJ:SP25 SK R 134, 135 
MAY 45 


€3Z- 633323 oax 

POTESTIO4ETER, COMPOSITION 

RATED 4000 OHS, 2 WATTS, 373"-*32 x 378" 
BUSHING, TYPE 2 SCREWDRIVER SHAFT 172" 
LONG. 

Tree NO. TO BE FOLLOWED BY DASH AND TOL. 
(N PERCENT. 


-20 
4/12/45 CBZrS 
WAY 45 

-633324 eT RE 13A372J 
RESESTOR WIRE HOUND STYLE F 


RATED $000 OHMS. 


F 

4/12/45 CSF:15F 

MAY 45 

c8z- 633325 MK $ MOD 3 


POTENTIO“NETER, COMPOSITION 

DUAL: EaCH SECTION RATED 1 MEGOHM, 2 
WATTS, 378" X 32 X 172" BUSHING TYPE 2 
SCREWOQEVER SHAFT 5/8". LOCKING ARRANGE- 
MENT LENEAR TAPER. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. UN PERCENT. 


710 

4/4/45 CBZs5J CW23A-10034-109 
MAY 45 ISSUE 10 

C8Z- 633326 HK 8 MOD 2 


POTERTIONETER, COMPOSETION 

DUAL: EACH SECTION RATED 25,009 ONS, 

2 WATTS. 378" X 32 X 373" BUSHING. TYPE 
2 SCREWORIVER SHAFT 3/747, LINEAR TAPER. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
UN PERCENT. 


4714/45 CBZisd CW:BA-10034-537 
MAY 45 (SSUE 27 
cez- 633327 MK 8 MOD 2 


POTENTIOXETER, COMPOSITION 

DUAL? RATEO 10,000 OMS, 2 WATTS, 
LINEAR TAPER, 378" X 32 X 378" BUSHING 
TYPE 2 SCREWOREVER SHAFT 3/74" LONG. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
UN PERCENT. 


+20 
4414/45 CBZEdd CW:8A-10034-536 
MAY 45 ISSUE 27 

cHO- 633328 NXsr-53394 


POTENTIOMETER, WERE WOUND 

RaTid #75 OHS, 25 WATTS, 378%-32 x 372" 
BUSHING. TYPE 2 SC 
SHAFT LOCKING ARRA 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL, 
(N PERCENT. 


4/16/45 
MAY 45 


CHO:A25 : 


cBN- 633329 MK 8 MOD 4 
POTENTIONETER, COMPOSITION 

RATED 500,000 ONS 2 WATIS LUNEAR TAPER 
TYPE 2 SCREWIUIVER SLOTTEO SHAFT 17/32" 
LONG 3/8" BUSAENG. TYPE NO. TO BE 
FOLLOWED BY DASH ANDO TOL. IN PERCENT. 


RESISTOR, WIREWOUND 

RATED 300 O4*S, 20 WATTS, TAS TERMINALS 
WITH SOUNTING BRACKETS. TYPE NO. TO BE 
FOLLOWED BY OASH ANO TOL. IN PERCENT. 


4/16/45 20-F CAYt11-0-4284 
MAY 45 CHANGE O 
cTc- 633331 sc-4 

POTENT IONETER, COMPOSITION 

RATED 0,26 MEVONMS. 1/2 WATT, LINEAR 


TA o 3/8932 X F/3" BuUSHens TYPE 2 
SCREwOVIVER SHAFT 5/3" LONG. TYPE NO. TO 
BE FOLLOWED &Y DASH AND TOL. IN PERCENT. 


-20 

4/16/45 CTC:35 CG:K-343338 

HAY 45 P-7768115-8 REV 2 
CAZ- 633332 MK 36 


POTENTEOIETER, COMPOSITION 

RATED O11} MEGONMY 2 waTT3. LINEAR TAPER, 
TYPE 2 SCREWDREVER SHAFT 5/8" LONG, 
BUSHiNG 373%-32 X tsa", 

TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
tn PERCENT. 


-20 
4/6/45 CG:P-7767985-6 
MAY 45 REV 2 

CIR- 633333 sc-4 


POTENT (ONETE ONPOSITION 

Dual: EACH SECTION RaATcO 0.5 MESONMS, 
1/2 WATT LENeaR Ta + 378" BUSHING 
TYPE 3 FLATTED SHafT, REPLACEMENT 
POTENTIONETER TO HAVE 2" SHAFT. TYPE NO. 
TO BE FOLLOWED BY DASH AND TOL. EN Se 
“10 
4/17/45 
MAY 45 


CiR:CS CG2K-275302 


c1c $33334 


RAT O.t 


sc-4 


= g 1/2 WATT, LINEAR TAPER 
3/8"-32 X 3/8" BUSHING, TYPE 3 FLATTED 
SHAFT. REPLAC ST POTENTEOMETER TO HAVE 
2" SHAFT. TYPE KO. TO BE FOLLOWED BY 
DASH AND TOL. #N PERCENT. 


-10 

4/17/45 CTCL35 CG:K-354501-2 
MAY 45 

CTC: 633335 sc-4 


POTENTIOMETER, COMPOSITION 

RATEG 100,009 OH“S, 1/2 WATT, LINEAR 
TAPER, 378%-32 X 3/43" BuSHisG TYPE 2 
SCXREWOKIVER SHAFT 1 172" LONG. 

Type KO. TO BE FOLLOWED BY DASH AND TOL. 
(N PERCENT. 


-10 
4/17/45 CTCr35 CGIK-35/50t-1 
MAY 45 

ctc- 633336 sc-4 

POTENTIQ=E TER, COMPOSITION 

Ra D0 20.000 OHS. 172 WATT. LINEAR 


Taper, 3/8%-52 K 3/8" BUSHENG, TYPE 2 
Sci BUYER SHAFT 1 172" LONG. 

TYPE WO. TO BE FOLLOWED BY DASH AND TOL. 
UN PERCENT. 


+10 
4/17/45 CIC:35 CGIK-35J501-3 
MAY 45 

cTc- 633337 Ssc-4 


THVSETER, WEREXOUND 

6039 O4NS. 4 WATTS, LINEAR TAPER, 
X 32 X 3/78" BUSHING, TY 3 FLATTED 
SdAFT. REPLACEMENT POTERTIONETER TO HAVE 
2" SHAFT. TYPE W@. TO BE FOLLOWED BY 
DASH AND TOL. IN PERCENT. 


“5 
: QUiSK*R-134, 4/36/45 Ne CAY211-0-4170 pees 
wee CQU:5P25 og 8 3 have G6 vos GiRuGE o 4/17/45 CTCr28 CGIK-275314-20 
P ASSIGNED ‘ASSIGNED HAY 45 
ISSUED IssusD 
[are | MAMHEACTHRER’S | HANHEACTHAEE, DATE UAHA | SANTATTUAENTA DATE ai MASUTACTHOR? | ANWAR | 


665197 © - 45 - 78 


RESTRICTED 


NAVSHIPS 900,109 


3.63-150 


Class 6 3—Resistors—Potentiometers— Attenuators 


[rast assicnee von | oAMaRN | | oARIR 


FIRST ASSIGKED FOR | ATER, | 


| steMtuR eh 


[ease ASSIGNED FOR if RM, _| 


CTC- 633338 sc-4 

POTENTIOMETER, COMPOSITLON 

RATED 400 OH™S. 4 WATTS, LINEAR TAPER, 
3/8" X 52 X 343" BUSHING. TYPE 2 SCREW- 
BRIVER SHAFT 1 1/2" LONG. 

TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
tN PERCENT. 

*10 

Ad17465  CTES25 
HAY 45 


CGskK-275-311-8 


ctc- 633339 sc-4 

POTENTIONETER, WIRE WOUND 

RATED 400 GH%S. 4 WATTS, LINEAR TAPER, 
348" X 32THD X 3/8" BUSHING TYPE 3 
FLATIEO SHAFT. FOR REPLACEMENT USE 2" 
SHAFT. TYPE NO. TO BE FOLLOWED BY DASH 
AMD TOL. (8 PERCENT. 

“10 
ALVTEAS 
MAY 46 


CTC325 CGrK-2753110-9 


ctc- 633340 sc-4 

POTENTIONETER. COMPOSITION 

RATED 0.5 MEGOHMS, 172 WATT. LINEAR 
TAPER, 3/8"-32THO X 3/8" BUSHING. SPECIAL 
TYPE 1 ROUND SHAF.E 13 23/32" LONG, 

TYPE NO. TO BE FOLLOWEO BY DASH AND TOL, 
PM PERCENT. 

+20 
4/17/45 
May 45 


CTC335 CG3K-445670 


82633341 SC-4 

POTENTIOMVETER, COMPOSITION 

RATEO 5@,000 OHMS, 2 WATTS LINEAR TAPER, 
3/8"-S2THND, 378" BUSHING, TYPE 2 SCREW- 
DRIVER SHAFT 1" LONG. 

TYPE NO. 7TO BE FOLLOWED BY DASH AND TOL. 
tH PERCENT. 

-10 
44438045 
MAR. 46 


CazsJ CGLK-34 3618-5 


CirR- 633342 sc-4 

POTENTI@NETER, WIREWOUND 

RATED 1S OHMS, 25 WATTS, LINEAR TAPER 
3/8"-32THO 1/2" BUSHING TYPE 3 FLATTED 
SHAFT, REPLACEMENT POTENTIOMETER TO HAVE 
2" SHAFT, TYPE NO. TO BE FOLLOWED BY 
DASH ANO TOL. IN PERCENT. 

-10 
4/13/45 
MAY 45 


CIRSPR-25 CGtSK-SC-4R-109 


cwe- 633343 Yo-2 
POTENTIOMETER, WIRE WOUND? 

RATED 5000 OHMS. 2 WATTS, LINEAR TAPER, 
3/8"%-32 X 3/38" BUSHING. SPECIAL DOUBLE 
FLATTEOD SHAFT | 7/16" LONG. TYPE NO. TO 
BE FOLLOWED SY DASH AND TOL. IN PERCENT. 


-s 
4/18/45 CRC WI-5M CRP-40-5003 
MAY 45 PS 


CHA- 6330344 10Q 

POTENTIONETER, WIRE WOUND? 

RATED 100 OHMS, 4 WATTS, LINEAR TAPER, 
3/8"-32 X 3/8" BUSHING TYPE 2 SCREW 
DRIVER SHAFT 25/32" LONG. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN PERCENT. 


10 
4/18/45 CHA:M-100° CRVIK-864708 
HAY 45 PI REV 5 


cec- 633345 Toe 
RESISTOR, COMPOSITION: 
RATIO 75,000 O44%3, 9 wWATES, TAB TYPE 


CWC- 633346 So, S0a 

POTENTIOMETER, WIRE WOUND: 

RATED 10,000 OHMS, 2.5 WATTS, LINEAR 
TAPER, 3/8%-32 BY 3/8" BUSHING. SPECIAL 
DOUSLE FLATTEO SHAFT 1 9/16" LONG. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. IN 
PERCENT. 


-5 
4/19/45 CWCEW1-10M CRP -40-5004-6 
MAY 46 REV 8 


CLL- 633347 so, Soa 

RESSSTOR WIRE WOUND (CTEMP~ 

ERATURE COMPENSATING): RATED 100 OHMS 
NOT RATED IN WATTS, DESIGNED TO HOLD TO 
+75V AT ANY TEMPERATURE VARYING FROM 
~35°C+50°C. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN PERCENT. 

+5 
4/19/45 
WAY 45 


CRP-80-5279 CRP-80-5279 


c8z- 633348 VF 

POTENTIOMETER, COMPOSITION: 

RATED O21] MEGOHM, 2 WATTS, LINEAR TAPER 
3/3-32 X 1/2" BUSHING. SPECIAL DOUZLE 
FLATTED SHAFT 3", TYPE NO. TO BE FOLLOW 
ED BY DASH ANO TOL. IN PERCENT. 


-10 
4/19/45 
MAY 45 


CBF-JUIO4I ERP -40-5102 


CATS-633349 VF 

PGTENTIOMETER, WIRE WOUND 

DUAL: EACH SECTION RATED 7500 OHMS, 

5S WATTS, 3/8"-32 xX 1/2" BUSHING, TYPE 2 
SCREWDRIVER SaAFT 5/8" LONG. TYPE NO. 
TO BE FOLLOWED BY DASH ANO TOL. IN PER 
CENT. 
-10 
4/19/45 
MAY 45 


CATS:PWwW-5 QUAL CRP-40-5096 


CATE- 633350 VF 

RESISTOR, WIRE WOUND: 

RATED 2000 OHMS, 1/2 WATT, 2 AXTAL 
PIGTAIL LEADS FROM SAME END. NON-{NOUC~ 
TIVE. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN PERCENT. 


5 
4/19/45 CATEsRL 
MAY 45 CRP: 80-5861 


CATE-633351 VF 

RESISTOR, WIRE WOUND: 

RATED 150,000 OHMS, J WATT, 2 AXTAL 
PIGTAIL LEAOS FROM SAME END. NON~fNDUC- 
TivE. TYPE NOs TO BE FOLLOWED BY DASH 
ANO TOL. IN PERCENT. 


-s 
4/19/45 CATE:SB 
MAY 45 CRY; 80-5895 


CATE-633352 VF 

RESISTOR, WIRE WOUND: 

RATEO 30,000 OHMS, 1 WATT, 2 AXIAL PIG 
TAIL LEADS FROM SAME END. NON-INDUCTIVE 


. 


. 


TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 


IN PERCENT, 


“5 
4/19/45 CATESSL 
MAY 45 CRP:80-5866 


CATE- 633353 VF 
RESISTOR WIRE WOUND PRE- 
Cision: RaTeO 2000 OHS, 1 WATT, 2 


CVV- 633354 st 

RESISTOR HEATER: 

RATEO 25 OHMS, $00 WATTS, STUD TER- 
MINALS, WIREWOUNOD REStSTOR ELEMENT EN- 
CLOSED IN CARTRIOGE. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN PERCENT. 


4/19/45 
HAY 45 


CVV3C-607 


CAO- 633355 MK 8 MOD 4 

RESISTOR, WIREWOUND CADJUST- 

ABLE): RATED 150 OHMS, 10 WATTS, 
SOLDERING TYPE END TERMINALS WITH SCREW 
DRIVER TYPE SLIDE TERMINAL 


4/20/45 
MAY 45 


CHOL! 3/4 2 CAY-11-0-4361 


CHANGE O 


CAY- 633356 MK 8 MOD 4 

HEATER: 

NECKEL CHROMINUM HEATING ELEMENT 8” 
LONG IN CERAMIC INSULATION AND ENCLOSED 
IN STEEL CASING 750°F MAK. TEMP. RATED 
250 WATTS, 145V, 60 CYCLES, 1 PHASE. 


4/20/45 $#t085726 67AS47 
MAY 45 CHG. 0 


CIR- 633357 QcL-s 

RESISTOR, WIRE WOUND? 

RATED 3000 OMS, 4 WATTS, RADIAL, PIG 
TAIL TERH(NALS. TYPE NO. TO BE FOLLOWED 
BY OASH AND TOL, IN PERCENT. 


-S 

4/21/45 CiRTAB C3M-738-682 

MAY 45 COAT *C™ ALT 0 
-633358 act-s8 


POTENTIOMETER, WIRE WOUND: 

RATED 2009 OHMS, 8 WATTS, LINEAR TAPER, 
3/8" BAKELITE SCREWORIVER SHAFT. NO 
BUSHING, TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN PERCENT. 


-10 
4/21/45 CAGE314A CBM-738-681 
MAY 45 aut 


CSF- 633359 top 

RESISTOR, WIRE WOUND? 

RATED 10 OHMS, 10 WATTS. LUG TERMINALS 
WITH 0.018" HOLE. NON-INOUCTIVELY 
WOUND. TYPE NO. TO BE FOLLOWED BY OASH 
AND TOL. IN PERCENT, 


(-5) 
4/21/45 JONI CYITSKI2-244 
MAY 45 REV. 0 


csF- 633360 Top 

RESISTOR, WIRE WOUNDS 

RATED 5@ @HMS, 10 WATTS. LUG TERMINALS 
WITH O.018" HOLE. NON-1NDUCTIVELY 
WOUND. TYPE NO. TO BE FOLLOWED 8Y DASH 
AND TOL. IN PERCENT. 


(-5) 
4/21/45 10NI CYIISK12-241 
MAY 456 REV. O 


CSF- 633361 ToP 
RESISTOR, WIRE WOUND: 
RATED SY OnMS, & WATTS. LUG TERMEYALS 


te IGAL3. Tree nO. TO 8€ FOLLOWE® 2Y AxIAL PISTALL LEADS FROM SAME END, WON- . 5 Z ame nee 
Bash hice Gol tM PERCENT PsDUCTIVE. TYPE NO. TO BE FOLLOWED BY witit C.O1d" HOLE. NON- INDUCTIVELY 
=e a DASH ANO FOL. IN PERCENT. WOUND, TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN PERCENT. 
-2 
+10 
(-5) 
F ‘ 45 CATE:SL 
4/18/45 CC:95-ST2A CRVIK-375281 4/\9/ . 
BAY 45 Pog REV I NAY 45  CRP:80-5866 4/20/45 SNE CYIrSK12-24 
ASSIGNED MAY 45 REV. 0 
[ | ISSUED 
¥, “s A! . 
[—oare “UATE? | SSHRC art ASUAGTET | SANTANA, ore | RARE? | SRSA | 


NAVSHIPS 900,109 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenuators 


3,63-151 


EAST [resr assiowe ron | RSMLANOG. | [aT [ease ase rox | wATaMA, | [SAAR [ruse asian ror | otAMGRNB | 

cox- 633362 Top RE 153A 492 ctR- 633369 wac 

POTENTIOMETER, WIRE WOUNDS RESISTOR, WIREWOUND CHa- 633377 Tec RE 13acg2c 

RATED 2 OHNS, 300 WATIS, UNIVERSAL WOUND RATED 27.300 OHMS. 8 WATIS, RADIAL PIG- POTENTIONETER, COMPOSITION 

Bt STEPS NO TAPER. ARRANGEO FOR MIG. BY TatL LEADS. RATED 250,000 OHMS, 3/4 OHMS, TYPE THO 

A F20 THO, SCREW ON A 1/4" PANEL. TYPE 1 TYPE NO. TO BE FOLLOWED BY DASH AND TOL. SCRENO RIVER SHNCT OAC 2). CONG BUSHING 

ROUND SHAFT. REPLACEMENT POTENTIOMETER (N PERCENT. 3/8", LINEAR TAPER. TYPE NO. TO BE 

TO HAVE 6” SHAFT. ROTATION 345°. TYPE FOLLOWED BY DASH AND TOL. &N PERCENT. 

NO. TO BE FOLLOWED BY DASH AND TOL. IN &. “6 

4/21/45 NgOo6SI CYI2SK12-250 4 R: 10 

MAY 45 REV. 0 pee EAR spe 4726/45 Y250MP MOD 
MAY 45 

COM- 633363 Tor RE 13A 492 CiR~ 633370 wac 

POTENTIOMETER, WIRE WOUND: RESISTOR, WIREWOUND CsF- 633378 Lar-t 

RATED 25 OHMS, 100 WATTS, BUSHING LENGTH RATED 18,750 OHMS, 8 WATTS, RADIAL PIG- RESISTOR, WIRE WOUND 

3/a", TYPE 3 FLATTEO SHAFT. REPLACEMENT TAIL LEADS. RATED 12,000 OHMS, 5 WATTS, INOUCTIVELY 

POTENTIOMETER TO HAVE 2" SHAFT. TYPE NO} TYPE NO. TO BE FOLLOWED @Y DASH AND TOL, WOUND, WETH PUGTAIL LEADS. 

TO BE FOLLOKED BY DASH AND TOL. IN Z. UN PERCENT. TYPE NO. TO BE FOLLOWED BY OASH AND TOL. 
(u PERCENT. 

+5 

4/21/45 K#0448 CYI2SKE2-228 4/26/45 DG: *t0 

MAY 45 REV. 0 MAY 48 Af27045 SK, SKT CRB:RE-1059-12 
HAY 45 ISSUE B 

CPQ- 633364 AN/SPR-2 633371 wac 

RESISTOR, COMPOSITION: RESISTOR, WIRE WOUND -633379 

RATED 500,000 OHMS, 2 WATTS, AXIAL WIRE RATED 25 OHMS, 5 WATTS. TAS TYPE RESISTOR, WIREWOUND 

TERMINALS, TYPE NO, TO BE FOLLOWED BY TERMINALS. IN ACCORDANCE WITH RE F3A3728 RATED 50,000 OHMS. 30 WATTS. RADIAL PIG- 

DASH AND TOL. IN PERCENT. EXCEPT FOR TOLERANCE. TYPE NO. TO BE TAIL TERMI RALS. 


FOLLOWED BY DASH AND TOL. IN PERCENT. 


TYPE NO. TO BE FOLLOWED BY DASH AND TOL, 


{N PERCENT. 


t-5) Yr) 
4/24/45 St? cat 4/26/45 COMTACAAB “8 
HAY 45 WAY 45 4/27/45 CIRS0J 
HAY 45 
Ca0- 633365 ss ciR- 633372 Bot 
RESISTOR, WIRE WOUND: RESISTOR, WIREWQUNO cMc- 633380 Lar-t 
RATED 40 OHMS, 10 WATTS; INDUCTIVELY RATED 500 OHMS, 4 WATTS, RADSAL PIGTAIL RESISTOR, WIREWOUNO 
WOUND, TAB TYPE TERMINALS, TYPE NO. TO LEADS. RATED 3000 OHMS, 25 WATTS; TAB TYPE 
BE FOLLOWED BY DASH AND TOL. IN PERCENT. TYPE NO. TO BE FOLLOWED BY DASH AND TOL. TERMINALS. 
tN PERCENT. TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
(h PERCENT. 
(+8) +5 
4/25/45 1 1/2" 0 CW:BA-10051-98 40267465 CIRTAB <5 
BAY 45 Iss. 22 MAY 45 4270465 k-25°K CRBSRE-LO027-2 
MAY 46 {SSUE B 
cao- 633366 ss -633373 NHB RE 15A3720 
RESISTOR, WIRE WOUND: RES{STOR, WIREWOUND STYLE A cuc- 633381 B01 RE 13n492¢ 
RATED 100 OHMS, 10 WATTS, INDUCTIVELY RATED 8500 OHMS. POTENTIOMETER, WIREWOUND 
WOUND, TAB TYPE TERMINALS. TYPE NO. TO RATED 70,000 OHMS, 3 WATTS, LINEAR TAPER, 
BE FOLLOWED BY DASH AND TOL. §N PERCENT. 3/8 X S2THO, 378" BUSHING. TYPE 1 ROUND 
SHAFT. REPLACEMENT POTENTIOMETER TO HAVE 
SHAFT 2” LONG. TYPE NO. TO BE FOLLOWED 
(+5) € BY DASH AND TOL. IN PERCENT. 
4/25/45 1 1/2" 0 CWr3A-10051-99 4/26/45 CIRZHE-B-C CBM:738-3000A 
HAY 45 ISS. 22 MAY 45 4/27/45 P-5B8 CMC 3738-711 
HAY 45 ALT 0 
cW- 633367 ss ciR- 633374 Bol CAG- 633382 WBA 
POTENTIOMETER, WIRE WOUND: RESISTOR, WIREWOUND Bic gas tie rae 
RATED 5 WATTS, WITH A VARIABLE, NON-~ RATEQ 1500 OHMS, 4 WATTS, RADIAL PIGTALL se eae : : ies 
LINEAR RESISTOR OF 19,238 OHMS $5% IN LEADS, Theat oe eure ganas ENT AB UATE 
SERIES WITH FIXED RESISTORS OF 28,012.6 TYPE NO. TO BE FOLLOWED BY DASH AND TOL. BOAE BNE CRT TRUS SER Nine oe Suna 
OHMS, BOTH VARIAZLE ANDO FIXED RESISTORS. (8 PERCENT. REY na COMM ANE: Ses ing MAES 
ARE WOUND ON INSULATED STRIPS AND FORMED Tir ee peeare BEOFOLLOWED: BY GASH AND TOL. 
AROUND A BAKELITE DRUM. SPECIAL ALLOY 6 ic . 
4/25/45 D-166876 £SA-660088 4026/45 CIR:AB = : 
4/270465  CAGE3I4A €BN:699-19 
MAY 45 tss. 4 HAY 45 ace ae 
Cw-633367 CIRE33375 HK 22 con- 633383 evi 
CONTACT IN ROTARY CONTACT ARM, INSU~ RESISTOR WIRE WOUND PRECISION ATTEUATOR 
RATEO 223G OUYS, 1 WATT, LUG TYP : 
LATED FROM ROUND SHAFT. TeReinkc eee Norah Guat rerceees ay IMPEDANCE $0,900 ONMS. TOTAL ATTENUATION 
arts nna 60 0B. 12 STEPS AT 5 08 PER STEP 
A PER - ‘ 
DASA AND TO bs: ANS RERCENT LOGARITHMIC TAPER, 7/16" BUSHING, TYPE 1 
ROUND SHAFT 1” LONG. 
“1 
TR IWH- Act ; 
say eee SAR2MNCS BAS HONSO=3 S 40270865 P+250-5 CBMI733-712 
MAY 45 ALT O 
ciR= 655368 wac cHD- 633376 wac com- 633384 NM-13 RE 130492 
RESISTOR, WIRE WOUND: RESISTOR, WIREWOUND ncigineaguue 
RATED 25,000 OHMS, 8 WATTS, RADIAL PIG RATZO 10.000 ONMS, 35 WATTS, TAB TYPE tt te eee Rea 
TAIL LEAOS, TYPE NO. TO BE FOLLOWED BY TERS ELALS. ADJUSTABLE. TYPE NO. TO BE yaya aus nae teae 4 PLATTER: 
DASH ANB TOL. IN PERCENT. FOLLOWED BY DASH ANDO TOL. IN PERCENT. SHAFT. REPLACEMENT POTENTEONETER TO HAVE 
2" SHAFT, TYPE NO. TO BE FOLLOWED BY 
‘ a6 DASH AND TOL. IN PERCENT. 
ia CURED ae reer CHOTE RS BEie7 oe 28 O01e 4027/45 L 0535 C3H:609-19 
i a aesicni assicnp| HAY 45 
ISSUED ISSUED 
care | MORNAGTHBE® | SINIAPTRRIES, care | “BRNAGTROE? | SANASACTUAEE care | guragpate’s | MANNIAPTNEA | 


RESTRICTED 


NAVSHIPS 900,109 


3.63-152 


Class 63—Resistors—Potentiometers—Attenvators 


[rast assicnes ron | QAYY SEAS, 


[RAT 


| 


Benn 


FIRST ASSIGNED FOR OLA RAMS | 


FIRST ASSIGNED FOR [ ONE AR AMTIS, | 


DENCRATIN 


CON- 633385 crv-50254 
ATTENUATOR, COMPOSITION: 

RATED 125,000/125,000 OHMS 
IMPEDANCE, ATIENUATION RANGE 0-40 db 2 
STEPS 20 db/STEP LINEAR TAPER, TYPE 3 
FLATIED SHAFT. 


4/30/45 OCP-320 CRVIM-141753-4 
MAY 45 SuB 4 


cON- 633386 crY-50254 
ATTENUATOR WIPREWOUNDS 

KaTEd 600/800 /U04S, LINEAR TAPER, 
ATTENUATEON RANGE 0-40 db, 20 STEPS OF 
2 db/STEP. T-PAD-TYPE 3 FLATIED SHAFT. 


4/30/45 T-257-G CRVEM-141 753-3 
MAY 45 sue 4 


cTc- 633387 crv-50254 

POTENTIOMETER, WIREWOUND 

RATED 500%, LINEAR TAPER, TYPE 2 SCREW- 
DRIVER SHAFT 1/2" LONG, 3/8" BUSHING, 

2 WATTS. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. tN PERCENT. 


-10 
4750/45 #252 CRV34-143536-1 
MAY 45 SuB Oo 


cTc- 633388 crv-50254 

POTESTIOVETER. WIREROUND 

RATED 259, 2 WATTS SPECIAL TAPER, TYPE 2 
SCREWDRIVER SHAFT 1/2" LONG, 378" BUSH- 
ONG. TYPE NO. FO BE FOLLOWED BY DASH AND 
TOL. §N PERCENT. 


“16 
4/50/45 = f252 CRVi4-143536-2 
MAY 45 SuB Oo 


cHO- 633389 cm 

RESISTOR, WIREWIINO 

RATED $0,000 ONS, 160 WATTS. TAG TYPE 
TERNIWALS. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. §N PERCENT. 


“5 
S41/45 CHO:8 1/2 F CB42738-SOO1E 
MAY 45 


CAO- 633390 QcH-3 

RESISTOR, WIREWOUND 

RATEO 5 OH4S, 40 HATTS, TAB TYPE, NON 
IuOUCTIVE. TPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN PERCENT, 


710 
B/N445 CAOZVITROHM 
MAY 45 PLAGUE 


CATALOG 


CAVS- 633391 GEN. USE 

RESISTOR, WEREWOUND 

RATEO 50.000 OH“S, 1 WATT. PRECISION 
TYPE, LUG TERMINALS. NON-#NDUCTIVELY 
WOUND. HOLE THRU CENTER FOR #8 SCREW. 
TYPE NO. 10 BE FOLLOWED BY DASH AND TOL. 
tM PERCENT. 

ol 

4027745  CAVSIWM-5 
MAY 45 


CATALOG 


CAVS- 633392 GEN. USE 

RESISTOR, WiREWOUND 

RATED $099 OHXS, 1 WATT, PRECISION TYPE. 
LUG TERMENALS. NON-INDUCTIVELY WOUTID, 
HOLE THRU CENTER FOR 76 SCREW. TYPE NOs 


CAVS-633393 GEN. USE 

RESISTOR, WIREWOUND 

RATEO 2490 Q: J WATT. PRECISION TYPE. 
Lus TERSENALS. NOU-1NOUCTIVELY WOUND, 
HOLE THRU CENTER FOR #6 SCREW. TYPE NO. 
TO BE FOLLOWED BY DASH AND TOL. IN 2. 


<1 
4/27/45 CAVS2WM-4 
HAY 45 


CATALOG 


caAvS- 633394 GEN. USE 

RESISTOQ2, WIREWOUND 

RATED 4000 OHMS, 1 WATT. PRECISION TYPE. 
LUG TERMELALS. NON-ENDUCTEVELY WOUND. 
HOLE THRU CENTER FOR “6 SCRiw, TYPE NO. 
TO BE EOLLOWED BY DASH ANO TOL. IN 8. 


“1 
4/27/45 CAVS:WM-4 
MAY 45 


CATALOG 


CAVS- 633395 GEN. USE 

RESISTOR, WIREWOUND 

RATED 20,000 OHMS, 1 WATT. PRECTSION 
TYPE. LUG TERMINALS. NON- INDUCTIVELY 
WOUND. HOLE THRU CE.TER FOR #6 SCREW. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL, 
th PERCENT. 

ba 

4/27/45 CAVS2WM-4 
HAY 45 


CATALOG 


CAYS- 633396. GEN. USE 

RESISTOR, WIRE WOUND 

RATED 44,000 OHMS, 1 WATT. PRECISION 
TYPC. LUG TERMINALS NON-ENDUCTUIYVELY 
WOUND. HOLE THRU CENTER FOR “6 SCREW. 
TYPE HO. TO BE FOLLOWED BY DASH AND TOL. 
IN PERCENT, 

oI 

AL27/45  CAVStHM-4 
MAY 45 


CATALOG 


CAVS- 633397 GEN. USE 

RESISTOR, WIREHOUND 

RATED 15.3 OHMS, | WATT. PRECISION TYPE 
Lus Té& HEALS HON-INDUCTIVELY WOUND, 
HOLE TiRu CE.TER FOR #6 SCREW, TYPE NO. 
TO BE FOLLOWED BY DASH AND TOL. IN &. 


bal 
4/27/45 CAVS:WM-4b 
MAY 45 


CATALOG: 


CAVS-633398 GEN. USE 

RESTSTOR, WIRE WOUND 

RaTEO 135 OHMS, 1 WATT. PRECISION TYPE, 
LUS TESMENALS NON-ENOUCTEVELY WOUND, 
HOLE THRU CENTER FOR 46 SCREW. TYPE NO. 
TO BE FOLLOWED BY DASH AND TOL. IN 3, 


4/27/45 CAVS 3WH-4L 
MAY 45 


CATALOG 


CAVS-633399 GEN. USE 

RESISTOR, WEREWOUND 

RATED 235 ONNS,. 1 WATT. PRECISION TYPE. 
LUGS TER YINALS WON-dNDUCTIVELY WOUND. 
HOLE THU CENTER FOR “6 SCREW. PYPE NO. 
TO BE FOLLOWED BY DASH AND TOL. IN &. 


-1 
4/27/45 CAVS:WM-4Lb 
MAY 45 


CATALOG 


CAvYS-633400 GEN. USE 

RESISTUR, WIREHOUND 

RATED J500 OANS, 1 WATT. PRECISION TYPE. 
LUG TER“ESALS BON-UNOUCTEVELY WOUND. 
HOLE THRU CENTER FOR “6 SCREW. TYPE NO, 


CAVS-633401 GEN. USE 


RZ. WIREWOURD 


o 
SUGG UNS, L HATT. PRECISION TYPE. 


LUGS Tees ALS. nove uOUCTY yY wound, 
HOLE THRU CENTER FOR #6 SCREW. TYPE NO, 
TO BE FOLLOWED BY DASH AND TOL. IN &. 


4/27/45 CAVS3WM-3 CATALOG 


MAY 45 


CAVS- 633402 GEN. USE 

RESISTOR, WIRE WOUND 

RATED 6080 OWS, 1 WATT. PRECISION TYPE, 
LUG TERMENALS. NON -ENOUCTIVELY WOUND. 
HOLE THRU CEGTER FOR #6 SCREW. TYPE NO. 
TO BE FOLLOWED BY DASH ANO TOL. IN &, 


4/27/45 CAVS:WM-$ 
MAY 45 


CATALOG 


CAVS-633403 GEN. USE 

RESISTOR, WIREWOUND 

RATEO 1U,UVU0 OHMS, 1 WATT. PRECISION 
TYPE. LUGS TER“ERAL NON-FENOUCTIVELY 
WOUNO. KOLE THRU CENTER FOR #6 SCREW. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
tu PERCENT. 


4/27/45 CAVS3WM-3 
MAY 45 


CATALOG 


CAVS-633404 GEN. USE 

RESESTIR, WIREWOUND 

RATES @.2 MEGOHMS 1 WATT. PRECISION TYPE 
T troags nas buqucTeveElyY dOund. 

TYPE NO. TO BE FOLLOWED BY OASH AND TOL. 

iN PERCENT. 


4/27/65 CAVYSSWM-2 CATALOG 


WAY AS 


CAVS-633405 GEN. USE 

RESISTOR, WIREWOUND 

RATEO | MEGUHM, 2 WATT. PRECISION TYPE. 
LUS TERMISALS NON-fuNOUCTIVELY WOUND, 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
in 4. 


4/27/45 CAVS 2dM-2 
May 45 


CATALOG 


cov- 633406 aQci-8 

POTENTIOMETER. WIREWOUND 

RATED 2000 OHMS, 6 Walls LISEAR TAPER, 
378" BAKELITE SCREWIZE 2 Saft. NO 
BUSHING. TYPE NO. TO 8E FOLLOWED BY DASH 
AND TOL. IN PERCENT. 


“10 
4/30/45 CDV:260 
MAY 45 


CBM31000S-17 


CiR- 633407 NM-t4 

RESISTOR, COMPOSITION 

RATEO Ol MEGOHNS, 2 WATTS, RADIAL WIRE 
TERMINALS. TYPE WO. TO BE FOLLOWED BY 
DASH AND TOL. tN PERCENT. 


-10 
4/350745 CIR:F-2 CBM:738-3003- 
MAY 45 act 0 


ctR- 633408 wm-14 

RESESTOR, COVPOSITION 

RATEO O65 MESONNS, 2 HATTS. RADIAL WIRE 

TERNIGALS. TYPE 0. TO BE FOLLOWED BY 
P 


$ 


TO BE FOLLOWED BY DASH AND TOL. IN &, TO BE FOLLOWED BY DASH AND TOL. IN f, DASH ANO TOL. IN PERCENT. 
-1 
AA27/45 CAVS 1 aH4 CATALOG 4/27/45 CAVSS4M-3 CATALOG 10 
MAY 45 MAY 45 4/30/45 CIR:F-2 CON:738-3003KR 
ASHGHED ASSIGNED MAY 45 ALT O 
: SSSUED assuep 


pare | SBRHAGTHAS | ONHTATTUREA, 


care | ORUNARTHARRS | HAUKIATNAERAL 


care | RARE? | BWIA] 


NAVSHIPS 900,109 


RESTRICTED 


Class 63—Resistors—Potentiometers— Attenuators 


3.63-153 


DATES, [rar asionen ron | gMrananinsy | [atte [nase asionro rox | otAvtRANHNS, | | aRARLARRA _[rner asioneo on | oS IPAM, 
cik- 633409 NM-14 cuc- 633417 oFB RE 134926 cie- 633425 oFs 
RESISTOR, COMPOSITION POTERTIONETER, WIRE WOUND RESISTOR, WIRE WOUND 
RATED 50,000 OHMS, 2 WATTS, RADIAL WERE RATED 20.000 OMS, 3 WATTS, LINEAR RATED “VOLO00 BHMSo Out TIS TAD THe 
TERMINALS, TYPE NO. TO BE FOLLOWED BY TAPER. 3/8"-32TM, 3/8" BUSHING TYPE 2 on ae HES, ’ : 
DASH AND TOL. IN PERCENT. SCREWORIVER SHAFT 7/8" LONG. TYPE NO. TO ee ts 
PE NO. CF WEO BY DASH AN 
BE FOLLOWED BY DASH AND TOL. IN PERCENT. as TDEREEEE OE ee eee , 
-10 “5 
4/50/45 CIRIF-2 CB7738°5 005K 5/2/45  CHCsP-§8-20,000 cB4:738-518 Te oat 
HAY 45 ALT O MAY 45 ALT 0 MAY 45 7 
cIR- 633410 NM-14 cuc- 633418 ara RE 1344926 CIR- 633426 os 
RESISTOR, COMPOSITION POTENTIO“METER, WIRENOUND RESUSTOR TABENOUZO 
RATED 0.25 HEGONMS, 2 WATTS, RADEAL WIRE RATED 50,000 OHMS, 2 WATTS, CNC TYPE W Sere Fanaa 3 
é 3 WMS, P T 
TERMINALS. TYPE NO. TO BE FOLLOWED BY LEET MANO TAPE®™, 3/3"-32TH X& 3/6" BUSH- ie Pay ed Oe ty CONRAN oan PLGT ALES Ce 
DASH AND TOL. UN PERCENT. {NG TYPE 1 ROUND SHAFT. REPLACEMENT ne ose : et a ‘ 
Pp z pF 2 H AND TOL. 
POTENTIOMETER TO HAVE 2" SHAFT. TYPE NO. Hi beets BE TOLL OTED 2% BAS 2 
TO BE FOLLOWED BY DASH AND TOL. ON &%. y eeucerues 
10 10 n " 
4430/45 CIRSF-2 CBM:738-3003H 5/2/45 CHCSP-58W CBM3738-S26 de ere SON TEOUS OOK 
MAY 45 ALT O MAY 45 MAY 45 . : 
cIR- 633411 Nw-14 cuc- 633419 oFeB RE $3A492¢ ciR- 633427 aF3 
RESISTOR. COMPOSITION POTENTIOMETER, WIRE WOUND RESISTO#. WIREWOUND ADJUST - 
RATED O.125, 2 WATTS, TAB TYPE TERMINALS. RATED 12.500 OMMS. 3 WATIS, LINEAR Lanee LIED LUGGGOLOANEICID MACS TAB. 
TYPE NO. TO SE FOLLOWED BY DASH AND TOL. TAPER, 3/3"-32TH X 3/8" BUSHING, TYPE 1 TEE LEC CiRAUS se TERE AOC ORO BEMLOLCOUED 
UN PERCENT. ROUHO SHAFT. REPLACEMENT POTENTIONETER BY DASH A-MND. TOLS-<1N. PERCEUTs 
TO HAVE 2" SHAFT. TYPE NO. TO BE FOLLOW- 
ED BY DASH AND TOL. §N PERCENT. 
+10 -10 ai 
4730/45 CIRIE-2 CBM:758-3003H 5/2/45 P=58 CBMT738-S14 5/2745 CIRTABA CAT. 
MAY 45 Ae MAY 45 AUT I MAY 45 
633412 NM-14 RE 13A372J cHc- 633420 ofe RE 13A492¢ R- 428 F 
RESISTOR. WIRE KOUND STYLE $ ciR- 633 are 
: + WE Ni POTENTIOMETER, WIREWOUND ES1S1 05> WIRE WOUND 
ATED 410 WATIS. d 2d SEAR z Se nee 
é RATED 20,090 ONMS, 3 WATTS, LINEAR TAPER, TABLE! HATED 4.000 ONYS, 10 WATTS, 
3/3"-32TH x 378" BUSHING TYPE 2 SCREW- Ta® TYPE TEQEHALS. TY con; noe BE 
DRL VER SOAR) c aes 22 VOUS. LEE (8010/88 FOLLOWED BY DASH AND TOL. IW PERCENT. 
FGLLO«ED BY DASH AND TOL. IN PERCENT. 
D 
5/1/45  CHDS1G(3) cBN:738-3001S 7 TT =10 
aanae 5/2045 P58 CBN:738-520 6/2/45 CERZABA CAT. 
MAY 45 ALT 0 MAY 45 
- 4 NM-14 RE 133720 7 3 
633 13 aby 5 cuc- 633421 aFB RE 13A492C cen- 633429 HK 8 Moo 4 
RESISTOR, WIRE WOUND STYLE V POTANTIG*ETER. WIRE WOUND POTENTION COMPOSITION 
RATED 800 @HMS. RATED 10,000 OHNS, 3 WATTS, LINEAR fe BAND ee SN BREN , / 
GAPER, 3/8"-52TH X 3/8" BUSHING. TYPE 2 RaTED (25.0 OU0: ONS 2s HATTON, EI REAR 
SCREWDUIYER SHAFT 16/52" LOKG. TYPE WO. TAR Gy Roe oe t Vee. SEO UILSO SHAE 
TO BE FOLLOWED BY DASH AND TOL. EN &. MDE ON ate ets tiued sl TPE EO, 10: BE 
FOLLOWED BY DASH ANO TOL. IN PERCENT. 
CB%!7338-3001¥ 1 
5/1745 CHD S2A3 ae 2 P- 
Ai as S418 ar eR oO Se 5/2/45 9 NF-118 CAYs11-0-4708 
MAY 45 
HAY 45 CHANGE O 
cuc- 633414 OFB RE 13A492¢ CMC- 633422 ore RE 1344926 CIR: 633430 Qua 
POTENTIOMETER, WEREWOUND POTENRTIOMETER, WIRE WOUND RESISTOR. WIRE WOUND 
RATED 50,000 ONMS, 2 WATTS. CMC LEFT RATED 50.000 OHMS. 3 WATTS, LINEAR RATED 2500 OHMS. 10 WATTS, INDUCTIVELY 
Hand TAPEK Wy 3738-32TN X 378" BUSHING, TAPER, 3/8"-32TH X 3/8" BUSHING, TYPE 2 HOUND, TAB TYPE TERMINALS. TYPE NO. TO 
TYPE 2 SCREWOKIVER SHAFT 15/32" LONG. SCREWDRIVER SHAFT 15/32" LONG. BE FOLLOWED BY DASH AND TOL. IN PERCENT. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. TYPE NO. TO BE FOLLOWED BY DASH AND 
ON PERCENT. TOL. «N PERCENT. 
D “5 
s/1/45 CMC 3P-58-W 572745 P-58 5/2745 EM, COAT ” CH:3A-10096-31 
MAY 45 MAY 45 MAY 45 {SSuE 41 
CaG- 633415 ore CSA- 633423 NXsr-38849 CAG- 633431 WBA 
POTENTIONETZ2, WIRE WOUND POTENTIONETER, COMPOSITION POTENTIOMETER. WIRE WOUND 
RATED 50.090 O43, 12 WATTS, LINEAR RATED 50,900 @14S, 0.3 WATTS, LINEAR RATED 20,000 O4%S, 8 WATTS, LINEAR TAPER, 
TAPER, NO BUSHING, TYPE 1 ROUND SHAFT TaPER, TYPE 2 SC -ORAVER SHAFT 1/2" NO BUSHING. TYPE 2 SCREWDRIVER SHAFT 
5/16" TO 9/16" IN LENGTH. CAG TYPE 637-H LONG, BUSHING 3/8"-32TH X 1/4", 1/4" LONG. TYPE NO. TO BE FOLLOWED BY 
KNOB ATTACHED. TYPE HO. TO BE FOLLOWED TYPE NO. TO BE FOLLOWED BY DASH AND TOL. DASH AND TOL. IN PERCENT. 
BY DASH AND TOL. #N PERCENT. tN PERCENT. 
“10 -10 
8/2/45 CAG3471 CBM2738-367 5/2/45 LH CABL 2240012 5/3/45 CAG314A8 CATALOG 
HAY 45 ALT O MAY 45 REV A HAY 45 
cMC- 633416 OFB RE 13A492C Cin- 633424 RBS-RBS-1 COM- GF3434-A WA 
POTEST¢GeeTe®, WiRE WOUND RESISTIX WERE WOUND ¥ ! WIRE WOUY 
RATED $009 ONNS, 3 WATTS, LINEAR TAPER, RATED 700 ON%S, 14,4 MAXIMUM WATTAGE RaTi0 20 Awatt LIMEAQ TAPER 
Bo" -3274 X 5737 BUSHING, TYPE 2 SCREW: RATING, TAS TYPE TERMENALS. BRACKETS NO BUSING, TYPE 2 SCREWD2IVER SHAFT 
DRIVER SHAFT 15/732" LONG, TYPE KO. TO BE USED FOR MOUNTING, TYPE NO. TO BE t/a" CONS “Sane AS BASIC NU R EXCEPT 
FOLLOWED BY DASH AND TOL. §N PERCENT. FOLLOWED BY DASH ANDO TOL. IN PERCENT. CAG TYPE 314A MODIF BY CBM BY CUTTING 
te OFF THE FACE ON 2 SIDES. TYPE NO. TO BE 
2 FOLLOWED 8Y OASH AND 10L. IN &. 
SU DEAS: - CRCER SSO PL O00! CCBA TSBC See S42745 CER IM 4 Cone 970 5/5/85  CAGISI4A MOD, C34I974-614 
MAY 45 ALT O yw] MAY 48 REY 1 ASSIGNED JUN. 45 ALT 0 
issuED ISSUED 
oars | MRUNAGTNBE? | SMaNHTAPTARERA, cate | RAGES | AWATACRURR AL cate | MaRVRACTURSES | ANHEATUAEA | 


RESTRICTED 


NAVSHIPS 900,109 


3.63-154 


Class 6 3—Resistors—Potentiometers—Attenuators 


BSG [rere asioneo vox | RROD, | 


| Seah ATION [rast ASSIGNED FOR | ok RAMS | 
cMc- 633432 WAA RE 135A 4920 ciR- 633440 


POTENTIOMETER, WIRE WOUND 

RATED 50,000 OHMS, 3 WATTS. LINEAR 
TAPER, 3/2-32TH, 3/8" BUSHING, TYPE 2 
SCREWORIVER SHAFT 7/8" SHAFT. TYPE NO} 
TO BE FOLLOWED BY DASH AND TOL, IN %. 


(-10) 
5/3/45 CMC3P-58-5000 
HAY 45 
-633433 Waa RE 13A 3724 


RESISTOR, WIREXOUND STYLE A 


RATED 17,090 OHMS. 


€ 
6/3/45 
HAY 45 


CIRSHE-8-C 


CSF- 633434 So-€sSo-18.SG26 

RESISTOR, WIREWOUND 

RATED 2290 O45, 2.5 WATTS MAX, B0331N 
TYPE. TEMP. COEFF. 0.02% MAX./°C BETWEEN 
20°C AND 130°C. TY?E NO. TO BE FOLLOWED 
BY DASH AND TOL. IN 4. 


(-3) 
6/3/45 RXd CRP:S-80-6097 
may 45 Iss | 


CSF- 633435 S0-6,S0-11,SG-6 

RESISTOR, WIRESOUND 

RATED 10,000 + 5 WATTS MAX, BORZIN 
TYPE. TEMP. COEFF. 0.02% NAY./°C BETWEEN 
20°C AND 130°C. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN 3. 


€-5) 
$/3/45 RX2 CRP2S~80-6098 
MAY 45 LSSe 8 


CSF- 633436 S0-6,S0-11,SG-6 

RESU(STOR, WIREWOUND 

RATED 130,009 OHMS, § WATTS MAX, B033IN 
TYPE. TEMP. COEFF, 0.02% MAX./°C BETWEEN 
20°C ANDO 130°C, TYPE NO. TO 3E FOLLOWED 
BY DASH AND TOL. IN &. 


(73) 
5/3/45 RX2 CRPS-80-6099 
May 45 Iss | 


CSF- 633437 S0-6,S0-t1,SG-6 

RESISTOR, WIREWOUND 

RATED 43,000 OHMS, 5 WATTS MAX. BOZZIN 
TYPE. TEMP. COEFF. 0.02% MAX,/°C BETWEEN 
20°C AND 136°C. TYPE NO. TO GE FOLLONEO 
By DASH ANO TOL. IN &. 


€-3) 
5/3/45 RX2 CRP3S-80-6111 
MAY 45 tss 3 


CSF- 633438 S0-6,S0-11,S6-6 
RESISTOR, COMPOSITION 

RATED 10 NEGONMS, 10 KV-RMS, FERRULE 
TYPE. HERMETICALLY SEALED. TYPE NO, TO 
BE FOLLOWED BY DASH AND TOL. IN &. 


¢-20) 
5/3/45 MEGOMAX, CRP:S-80-6101 
MAY 45 TYPE | tss 1 


CIR- 633439 HK 13 

RESISTOR COMPOSITION: 

RATED § MEGOANS 10 WATTS, t5000V 0C 
MAX FERRULE TERXINALS. TYPE NO. TO 6E 
FOLLOWED BY OASH AND TOL. IN &. 


(-10) 
5/3/45 MVD CWr3A-10015~-57 
May 45 iss 10 


bata MAINES 


SUAAREATTAS 


oa FIRST ASSIGNED FOR 


SAMEERA 


MK 13 

RESISTOR, COMPOSITION? 

RATED 508,000 OHMS. 10 WATTS, 15,000V 
OC MAX. FERRULE TERMINALS. TYPE NO. TO 
BE FOLLOKED BY DASH AND TOL. IN &. 


(-10) 
5/3/45 MVD CWrBA-10015-58 
MAY 45 Iss 30 


cw 633441 PH 
REStSTOR WIRE WOUND: 

RATED 120 OHMS 45 WATTS. HAS ONE 
SOLDERING TERMINAL. ONE END BARE FOR 
CONNECTCON. TYPE NO. TO BE FOLLOWED BY 
BASH AND TOL. IN &. 


(-5) 
6/3/45 678 BA-107176-1 
MAY 45 iss 7 


ch- 633442 PM 

RESISTOR, WIRE WOUND: 

RATED 600 OHMS, 45 WATTS. HAS I SOLOER- 
ING TERMINAL. OWE END- BARE FOR CONNEC- 
TION. TYPE NO. TO BE FOLLOWED BY DASH 
ANG TOL. iN &. 


(-5) 
5/3/45 67c¢ BA-107176 -2 
MAY 45 ssl 


CW- 633443 PH 

RESISTOR. WIRE WOUND? 

RATED 300 OHMS, 45 WATTS. HAS 1 SOLOER- 
(NG TERMINAL. OWE END BARE FOR CONNEC- 
THON. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN &. 


(75) 
5/3/45 67F BA-107176 -3 
MAY 45 tss 1 


Cu 633444 PH 

RESISTOR, WIREWOUNDS 

RATED 3000 OHMS, 45 WATTS. HAS I SOLDER- 
HNG TERMINAL. ONES ERD BARE FOR CONNEE- 
TION. TYPE NO. TO BE FOLLOWED BY DASH 

AND TOL. tN &. 


(-5) 
8/3/45 67H BA-107176-4 
HAY 45 tss 1 

cBz- 633445 sr-2 


POTENTIO“ETER, COMPOSITION: 

RATED 2000 OH¥S, 2 WATTS, LINEAR TAPER, 
TYPE 2 SCREWORIVER SHAFT 7/8" LONG. 
T¥PE NO. TO BE FOLLOWED BY DASH AND 
TOL. IN %. 


€-10) 
6/5/45 J CRV:P-719567-10 
KAY 45 REV 4 


CiR- 633446 JK-9 

RESISTOR, WIRE WOUND? 

RATED S OHMS, 4 WATTS, PIGTAIL TYPE 
TERMINALS. TYPE NO. TO BE FOLLOWED BY 
OASH AND TOL. IN Se 


(+8) 
5/3/45 
MAY 45 


CIRSAB CATALOG 


CBN- 633447 JK-9 

POTENTIOMETER, COMPOSITION: 

RaTED 10,900 OHMS, | WATT, LINEAR TAPER, 
3/8 X 32 THD 3/8" BUSHING TYPE 3 

FLATTED SHAFT, REPLACEMENT POTENTIO- 
METER TO HAVE 2" SHAFT. TYPE NO. TO BE 
FOLLOWEO BY DASH AND TOL. IN &. 


5/3/45 
MAY 45 


470-205 CBM-738-394 


ALT 0 


SAE 


CIiR- 633448 NXsr-81403 

POTENTIONETER, COMPOSITION: 

RATED O.S MEGOHM, 1/2 WATT, LOGARITHMIC 
TAPER, 3/8 X 32 THREAD, 3/8” BUSHING. 
TYPE 1 ROUND SHAFT, REPLACEMENT POTEN- 
TIOMETER TO HAVE 2" SHAFT. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN &. 


§/4/45 CSM 
WAY 45 


20322 


cen- 633449 RoP 

ATTENUATOR UNIT? 

CONSISTS OF ONE CQA-49194 PLUG AND ONE 
CQA-49195 PLUG WITH 24000 OHM RESISTOR 
In SERIES WITH THE CENTER CONNECTORS OF 
THE PLUGS. A 100M RESISTOR REPLACEO AC- 
ROSS ONE ENO OF THE 24K{2 RESISTOR 10 
GROUND. 

5/4/45 

MAY 45 


csF- 633450 TEC 

RESISTOR, WIREWOUND?: 

RATED 250 OHMS, 40 WATTS. MEETS 

RE 13a572d GRAVE I CLASS B EACEPT 1G 
NON-(NOUGTAVES 


(+5) 
$/4/45 
HAY 45 


40NIF CYVsS-t1-42 


csF+ 633451 ‘ec 

RESISTOR, WIREWOUND: 

RATED 1000 OH"S, 9O WATTS, MEETS 

RE 13A3720 GRADE 1 CLASS B EXCEPT THAT 
th GS NON-CNDUCT OVE. 


(+$) 
5/4/45 
MAY 45 


QONTF CYV:S-T1-42 


coM- 633452 Tec 

POTENTIOMETER, WIREWOUNO? 

RATED 10,000 OHMS 50 WATTS, TYPE 3 
FLATTEO SHAFT, REPLACEMENT POTENTIO- 
METER TO HAVE 2" SHAFT 3/8" BUSHING. 
TYPE NO. TO BE FOLLOWED BY OAS AND TOL. 
in. 


5/4/45 
MAY 46 


Jfo332 


CG- 633453 sx 

ATTENUATOR? 

JUNCTION PADDING TYPE ATTENUATOR, 
MULTIPLE TL" NETWORK INPUT TO 5 OUTPUTS, 
HAS FIXED LOSS OF 5S db, INPUT i MPEDANCE 
$S NOM*{NALLY 30 CHNS & ACTUALLY 43.3 
OHMS. OQUieul IMPEDANCE 1S 68 OHMS TO 5 
LINES. INSERTION LOSS 1S 5 db. FIXEO 


8/6/45  ML7475789G1 M7475789/P0/ 
MAY 45 REY. 0 
C6-633453 


ATTENUATION tS § db. 


CAO- 633454 TEC 

POTENTIOMETER WIREWOUND: 

RATEO 20 OHMS, 190 WATTS. CONSISTS OF 3 
STEEL PLATES. SHAFT 3 1/4" LONS WITH AN 
KNO3 ON END, N@ BUSHING. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOLERANCE IN PER 
CENT. 


5/5/45 
MAY 45 


61-0208 


EOS 


“AHR, 


NAVSHIPS 900,109 


RESTRICTED 


Class 63—Resistors—Potentiometers—Aftenvators 


[stents frase aon vox | acre | [oaths [rose saan rox | 


MAT ASIA, 


cao- 633455 uw é i 
RESISTOR, WIRE WOUND: 

RATED 3000 OHMS, 40 WATTS; INDUCTIVELY 
WOUND; TAB TYPE TERMINALS, TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN Se 


¢-5) 
6/5/45 3.0/2%8 CW3BA-10051-29 
May 46 iss 23 


CAO- 633456 UN 

RESISTOR, WIRE WOUND? 

RATED 1500 OHMS, 40 WATTS; INDUCTIVELY 
WOUND; TAB TYPE TERMINALS, TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN 8. 


(+59 : 
675/45 51 /2"B CW2BA-10051-32 
MAY 45 . Iss 23 


Cao- 633457 UN 

RESISTOR, WIRE WOUND: 

RATED 1000 OHMS, 40 WATTS; INDUCTIVELY 
WOUND; TAB TYPE TERMINALS, TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN %. 


¢-5) 
6/5/45. 3 1/2%6 CWsBA-10051-33 
MAY 45 'SS 25 


cuc- 633458 WAA 

POTENTIOMETER, WIRE WOUND: 

RATED 3000 OHMS, 5 WATTS, LINEAR TAPER, 
3/8"-32 TH X 3/8" BUSHING, TYPE 2 
SCREWDRIVER SHAFT, 7/16" LONG. INCLUDES 
A SPST SWITCH. 6 AMP AT 1I5V AC. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. tN 
$. 
5/5/45 
MAY 45 


PLSSCWIS) CBH-758-39 


C¥- 633459 wag 

RESISTOR, WIRE WOUND: 

RATED 2 MEGOHMS RESISTANCE, RANGE 2000 
“VOLTS. USED IN CV TYPE 301 METER, NTD 
Cv-22263. FERRULE TYPE TERMINALS. HER- 
METICALLY SEALED. 


$/5/45 CV-9989 TYPE $ CBM-769-376 
MAY 45 alto 


ctc- 633460 sc 

POTENTIOMETER, WIRE WOUND: 

RATED 20,000 OHMS, 4 WATTS, LINEAR 
TAPER, 3/8"-32 X 3/8" BUSHING, TYPE 3 
FLATTEO SHAFT. REPLACEMENT POTENT I#0- 
METER TO HAVE 2" SHAFT. TYPE NO» TO BE 
FOLLOWED BY DASH AND TOL. IN S$. 

-40 

6/7/45 cTcs25 CGsK275391 
MAY 45 P13 


c¥c- 633461 se 

POTENTIOMETER WIRE WOUNDS 

RATED SO OHMS, 4 WATTS, LINEAR TAPER, 
3/6-32 X 3/8" BUSHING, TYPE 3 FLATTED 
SHAFT. REPLACEMENT POTENTIOMETER TO 
_ HAVE 2" SHAFT. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN &. 


“10 
6/7/45 CTCS25 CGrK27J5501 
May 45 P-t4 


cTc- 633462 sc 

POTENTIOMETER, WIRE WOUND: 

RATED 20,000 OHMS, 4 WATTS, LINEAR 
TAPER, 3/8-32 X 3/8" BUSHING, TYPE 2 
SCREWDRIVER SHAFT 31/32" LONG. TYPE NO] 
TO BE FOLLOWED BY DASH AND TOL. iW &. 


“to 
$/7/45  CTC325 CGsK27I3101 
May 45 Pot 


1 


com- 633463 sc 

POTENTIOMETER, WIRE WOUND: 

RATED 10,000 OHMS, 100 WATTS, LINEAR 
TAPER, 3/8"-32TH X 5/8" BUSHING, TYPE 2 
SCREWDRIVER SHAFT 25/32" LONG. TYPE NO. 
TO BE FOLLOWED BY DASH AND TOL. IM.%. 


-10 
6/7/45 COMSKO463 CG-77633500 
May 45 Pp 9 


cCoM- 633464 sc 

POTENTIOMETER, WIRE WOUNDS 

RATED 2 OHNS, 50 WATTS, LINEAR TAPER, 
3/8-32 x 5/8" BUSHING, TYPE 2 SCREW 
DR&VER SHAFT 25/32" LOHG. TYPE NO. TOBE 
FOLLOWED BY DASH AND TOL. IN %. 


+10 
5/7/45 COM:J0310 7763300 
MAY 45 Pts 


coM- 633465 s¢ 
POTENTIOMETER, WIRE WOUND: 
RATED 5000 OHMS, 25 WATTS, LINEAR TAPER, 
3/8" X 32 TH - $/8" BUSHING, TYPE 2 
SCREWORIVER SHAFT 25/32" LONG. 


-10 
$/7/45 ho162 7763500 


May 45 P47 


CSN- 633466 QJA 

RESISTOR WIREWOUNO?: 

RATED O.1 MEGOHM 8 WATT (CSM) !172 WATT 
CJAN) NON-4@NDUCTIVELY WOUND. TYPE NOe TO 
BE FOLLOWED BY DASH ANO TOL. IN &. 


C1) 
5/8/45 BX-1935 CWSBA-10130-55 
MAY 45 iss 13 


-633467 AN/cPN-6 
RESISTOR, COMPOSITIONS: 
RATED 0.12 MEGOHMS, 1/3 WATT, PIGTAIL 
TYPE TER*INALS. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN &, 


<5 
5/8/45 CPQsCu-t/3 
MAY 45 CiRser-s 


CKV- 633468 AN/SPT-6A 

RESISTOR, WIRE WOUND? 

RATED 50 OHMS, SO WATTS TAB TYPE TER- 
WINALS. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOLe. IN 3. 


¢-10) 4 
6/8/45 A-100062-5 CKVsA-100062-5 
WAY 45 REV. 2 


COM- 633469 AN/SPT-6A 

RESISTOR, WIRE WOUND; ° 

RATED 100 OHMS, 10 WATTS, TAB TYPE TER- 
MINALS. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN &, 

*Cw2BA-10079-189 ISS. 6 


(-10) 
5/8/45 COM; BROWN DEVIL CKVeL~61376-017 
May 45 CMCst08 CEMENT REV 4 e 


CAJW- 633470 AN/SPT-6A 

RESISTOR, WIRE WOUNDS 

RATED 930 OHMS, 1 WATT PIGTAIL TERMINALS 
SIMILAR TO 632503 EXCEPT PHYSICAL SIZE. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
IN &. 


(+2) 
6/8/45 GA-1 
MAY 45 


CKVSA-61261-931 
Rev i 


RESTRICTED 


[NARA [| are] ABET 


CSF- 633471 AN/SPT-6A 

RESISTOR, WIRE WOUND: 

RATED 250 OHMS, 10 WATTS. NON-INDUCTIVE= 
LY WOUND ON A CERAMIC CORE. PIGTAIL TER= 
MINALS. TYPE NO, TO BE FOLLOWED BY DASH 

AND TOL. IN S 


¢-5) 
5/9/45  LONt CKY2A-71307-2 


MAY 45 REV. O 


CSF- 633472 aAn/sPr-6a 

RESISTOR, WIRE WOUND: 

RATED 750 OHMS, 10 WATTS. NON-INDUCTIVE= 
LY WOUND ON A CERAMIC CORE. PIGTAIL 
TERMINALS. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IM 3. 


¢-8) 
$/9/45 JONI CKVSA-71307-5 
May 45 REV. O 


CSF- 633473 aAn/CPN-6 

RESISTOR WIRE WOUND: . 
RATED 7500 OHMS, 90 WATTS. NON-SNDUCTIVE- 
LY WOUND ON A CERAMIC CORE. FERRULE 
TYPE. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN %. 


(-5) 
6/10/45 $0 NIF 
HAY 45 


CGG-1tBtO3616 


CSF- 633474 AN/CPN-6 

RESISTOR WIRE WOUND: 

RATED 10,000 OHMS, 40 WATTS. NON-INOUC= 
TIVELY WOUND ON A CERAMIC CORE. FERRULE 
TYPE. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOLs IM %. 


(-89 
5/10/45 40 NIF 
RAY 45 


CGG-178103694 


CSF- 633475 AN/CPN-6 

RESISTOR, WIRE WOUND: 

RATED #,000 OHMS 15 WATTS. NON-ENDUCTIVE- 
LY WOUND ON A CERAMIC CORE. FERRULE 

TYPE. TYPE NO. TQ BE FOLLOWED BY OASH 
AND TOL. IN &. 


5 
$/10/45 15 NIF 
MAY 45 


CGGSt7BI0S684 


CSF~ 633476 AN/CPN-6 

RESISTOR COMPOSITION: 

RATED 12 MHEGOHMS, 8.3 WATTS, NON-SNOUC- 
TIVE. 24 TO 28 CARBON DISKS; -HERMETICAL- 
LY SEALED $NA GLASS ENVELOPE. MAX 
VOLTAGE 10,000 VOLTS. TYPE NO. TO BE 
FOLLOWED BY DASH AND ToL. INS. 

“10 . 
5/10/45 HEG-0-HAX 1 C6G-178102540 ... 
MAY 45 hos 


CHC- 633477 AN/CPN-6 

POTENTIOMETER, WIRE WOUNDS 

RATED 50,000 OHMS, 3 WATTS, LINEAR 

TAPER, 3/8-°32 TH 3/8" BUSHING, TYPE 2 : 
SCREWDRIVER SHAFT 13/16", TYPE NO. TO BE 
FOLLOWED BY DASH AKD TOL. IN &. 


“10 
6/80/45 P-5§$-50,000 
JUN. 46 


CGG-18B102516 


CGG- 633478 ANn/cen-6 

METER SHUNT, WIRE WOUNDS 

RATEO 25 OHMS, CENTER TAPPED. ENCLOSED 
IN METAL CAN WITH THREE LUG TERMINALS 

ON ONE SIDE. HAS TWO MTG. FEET WITH 
2.125" MIG. CENTERS. INSULATED. TYPE 

NO. TO BE FOLLOWED BY DASH AND TOL. IN f. 
9.5 

5/10/45 170108085 17A108G85 

MAY 45 'ss 0 


NAVSHIPS 900,109 


3.63-156 


Class 6 3—Resistors—Potentiometers—Attenuators 


[_ otitis [mas asione on | sett SYN 


CGG- 633479 AN/CPN-6 

MAGNETRON HEATERS 

RATED t15 VOLTS, 600 WATTS +5%. TUBULAR 
WOUND ON REFRACTORY PORCELAIN CORE, 
WITH WIRE CONNECTIONS SOLDERED TO BRASS 
PREFOCUSING TYPE BASE, CADMIUM PLATED, 


8/10/45 176103161 178103161 
MAY 45 iss 0 
ctc- 633480 AN/cPN-6 


POTENTIOMETER, COMPOSITION: 

RATED 0.45 MEGOHMS, 0.5 WATTS, CTC TYPE 
A TAPER, 3/6-32 THO 3/8" BUSHING, TYPE 
2 SCREWORIVER SHAFT 13/16" LONG, TYPE 
WO. TO BE FOLLOWED BY DASH AND TOL. IN 
PER CENT. 
-20 
$/10/45 
MAY 45 


CTC-35 CGG-18A109035 


CSF -633481 sR-2 

RESISTOR, WIRE WOUND? 

RATED 10 OHMS, 20 WATTS, NON-INDUCTIVE, 
FERRULE TYPE. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. tN %. 


=10 
S/10/45 20NIF CRV34-420664-47 
MAY 45 REV 15 


CSF-633482 sR-2 

RESISTOR, WIRE WOUND: 

RATED 32 OHMS, 20 WATTS, NON-INDUCTIVE, 
FERRULE TYPE. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN fe 


=10 
S/10/45 ONTF CRV3M-420664-46 
MAY 45 REV 15 


ctc- 633483 RBL-3.4 

“POTENTIONETER, WIRE WOUND: 

RATED 10,000 OHMS, 4 WATTS, LOGARITHMIC 
TAPER, 3/8"%-32 THD 3/8" BUSHING, TYPE 1 
ROUND SHAFT. REPLACEMENT POTENTIOMETER 
TO HAVE 2" SHAFT, TYPE NO. TO BE FOL- 
LOWED BY DASH ANO TOL. IN &. 

-10 

5/10/45 25 

MAY 45 


Ctc- 633484 Ret-3,4 

POTENTIONETER, WIRE WOUNDS 

RATED $000 OHMS, 4 WATTS, LINEAR TAPER 
3/3"-32 THO x 3/3" BUSHING, TYPE I 
ROUND SHAFT. REPLACEMENT POTENTIOMETER 
TO HAVE 2” SHAFT, TYPE NO. TO BE FOL- 
LOWEO BY DASH AND TOL. IN %. 

+10 

$/10/45 25 

MAY 45 


cuc- 633485 ANn/cen-6’ 
POTENTIOMETER, COMPOSITION: 

RATED 20,000 OMS, 1 WATT, LINEAR TAPER, 
3/8-32 THD. 3/8" BUSHING. TYPE 2 SCREW 
DRIVER SHAFT 13/16" LONG. SHAFT FLATTED 
0.020 TO 0.030 MILS ON ONE END. TYPE 

NO. TO BE FOLLOWED BY DASH AND TOL. IN & 
+20 

5/10/45 37 
WAY 45 


CGG-18AL023517 
REV A 


CHC* 633486 AN/CPN-6 

POTENTIOMETER, COMPOSITIONS 

RATED 500,000 OHMS, 1 WATT, LOGARITHMIC 
TAPER, 3/8-32 THD 3/8" BUSHING. TYPE 2 
SCREWDRIVER SHAFT 13/16" LONG. SHAFT 
FLATTED 0.020 TO 0.030 MILLS ON ONE END. 
TYPE NO. TO BE FOLLOWED 8Y DASH AND TOL. 
INS, 


8/10/45 37 CGG-1BA102317 


NAVSHIPS 900,109 


cBZ- 633487 DdeHx-1 

POTENTIOMETER, COMPOSITION 

RATEO 2500 OHMS, 2 WATTS, LINEAR TAPER, 
TYPE 3 FLATTED SHAFT, REPLACEMENT POTEN- 
TOOMETER TO HAVE 2% SHAFT 1/2" BUSHING. 
LOCKING ARRANGEMENT. TYPE NO. TO BE 
FOLLOWED BY DASH ANO TOL. IN PERCENTe 
=20 : 
8/9/45  JU2522 
MAY 45 


€BM31000S-98 


CBZ- 633488 veM-!1 

POTENTIONETER, COMPOSITSON 

RATED 250,000 OH%S 2 WATTS, LINEAR 
TAPER, TYPE 3 FLATTED SHAFT, REPLACEMENT 
POTENTIOMETER TO HAVE 2" SHAFT 172" 
BUSHING. SHAFT LOCKING ARRANGEMENT. TYPE 
NO. TO BE FOLLOKED BY DASH & TOL. IN %. 


220 
6/9745 JU2542 C8421 0008-67 
MAY 45 ALT O 


CBZ- 633489 oBN-t 

POTENTIOMETER, COMPOSITION 

RATED 5000 OHMS, 2 WATTS, LINEAR TAPER, 
TYPE 3 FLATTED SHAFT. REPLACEMENT POTEN- 
THOMETER TO HAVE 2" SHAFT, 1/2" BUSHING. 
SHAFT LOCKING ARRANGEMENT. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. ¢N PERCENT. 
-20 
5/9745 
MAY 45 


JUS022 CBM:!000S-68 


ALT O 


CBz- 633490 oBH 

POTENTIOMETER, COMPOSITION 

RATED 25,00) OHMS. 2 WATTS, LINEAR TAPER, 
TYPE 2 SCREWDRIVER SLOTTED SHAFT, 374” 
LONG, 1/2" BUSHING SHAFT LOCKING 
ARRANGEMENT. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. ON PERCENT. 


-10 
$/9745 JLU-2531 CBM:1000S-63 
MAY 45 ALT O 


cCW- 633491 FSA 

RESISTOR, WIREWOUND 

RATED 600 OHMS. 1 WATT, 90 + 50 PPH/°F 
TEMPERATURE COEFFICIENT. MOISIURE PROOF- 
ED. TYPE NO. TO BE FOLLOWED BY DASH & 
TOL. ON PERCENT. 


1 
5/10/45 0-165760A CWSESA-682056- 
MAY 45 156, ISSUE 33 


CW- 633492 FSA 

RESISTOR, WIREWOUND 

RATEO 200 OHMS, 1/74 WATT O +30 PPM/°F 
TEMPERATURE COEFFICIENT. MOL STURE PROOF- 
ED. TYPE NO. TO BE FOLLOWED BY DASH AND 
TOL. iN PERCENT. 


“1 
5410445 D-165760A CwsESA-682056- 
MAY 45 157, WSSUE 31 


CW- 633493 FSA 

RESISTOR, WIREYOUND 

RATED 100 OHMS, 174 WATT. O +30 PPM/°F 
TEMPERATURE COZFFEICIENT. MOLSTURE PROOF- 
EO. TYPE NO. TO BE FOLLOWED BY DASH & 
TOL. ON PERCENT. 


“1 
5/10/45 D-165760A CWSESA-682056- 
MAY 45 168, ISSUE 31 


CW-633494 FSA 

RESISTOR WIREWOUND 

RATED 300 OHS, 174 WATT, 0 + SOPPM/°F 
TEMPERATURE COEFFICIENT. MOISTURE PROOF- 
ED- TYPE NO. TO 8E FOLLOWED BY DASH AND 


TOL. §N PERCENT. 


. 

1 

8/10/45 0-165760A CWSESA-682056~ 

BAY 45 159, @SSUE 51 
MORSE | AANHIACTINREE A 


RESTRICTED 


cw-633495 FSA 

RESISTOR, WIREWOUND 

RATED 1200 OHMS, 1/4 WATT, TEMPERATURE 
COEFFICIENT 80 +50 PPM/°F, MOISTURE 
PROOFED. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. §® PERCENT. 


ef 
6/10745 D-165755A CWSESA-682056- 
MAY 45 160, ISSUE 335 


CMC- 633496 AN/CPN-6 
POTENTIOMETER, COMPOSITION 

RATED 1 MEGOHM, 1 WATT, LOGARITHMIC 
TAPER, 3/78-32THO 378” BUSHING, TYPE 1 
ROUND SHAFT, REPLACEMENT POTENTIOMETER 
TO HAVE 2" SHAFT. TYPE NO. TO 8E FOLLOW- 
EO BY DASH AND TOL. ¢W PERCENT. 

+20 - 
5/10/45 37 


CGG318AI02319 
MAY 45 


CuC- 633497 AN/CPN-6 

POTENTIOMETER, COMPOSITION 

RATED 0.5 MESOHMS, t WATT, LOGARITHHIC . 
TAPER, 3/8 X 32THD, 378" BUSHING, TYPE 1 
ROUND SHAFT. REPLACEMENT POTENTCOMETER 
TO HAVE 2" SHAFT. TYPE NO. TO BE FOLLOW- 
ED BY DASH AND TOL. #N PERCENT. 

#20 

5710045 37 
MAY 45 


CGGS1B8A102319 


CTC- 633498 AN/CPN-6 

POTENTIOMETER, WtREWOUND 

RATED 20,000 OHMS, 4 WATTS, LINEAR 
TAPER, 3/8-32THD 3/6" BUSHING, TYPE 2 
SCREWORIVER SHAFT 13/716" LONG. TYPE NOW 
TO BE FOLLOWED BY DASH AND TOL. tN &. 


-10 
-6/10/45 25 


CGG218A109516 
MAY 45 


CTC- 633499 AN/CPH-6 

POTENTIOMETER, WIREWOUNO 

RATED 20,000 OH“S. 4 WATTS, CTC TYPE B 
TAPER, 3/8 X 32THD 3/8" BUSHING, TYPE 
OHE ROUND SHAFT. REPLACEMENT POTENTIO- 
METER TO HAVE 2" SHAFT. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. tH PERCENT. 
-10 * 
Sst0745 25 
MAY 45 


CGGSIBALItt ss 


ctc- 633500 AN/cPN-6 

POTENTIOM“ETER, COMPOSITION 

RATED | MEGONMY, 1/2 WATT LINEAR TAPER 
378 x 32THD 3/78" BUSHING. TYPE I ROUND 
SHAFT, REPLACEMENT POTENTIOMETER TO HAVE 
2" SHAFT. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. ON PERCENT. 


20 
S/11/745 36 COG SISAITIIIGS 
MAY 45 Cousi-287 


cuc- 633501 ANscPN-6 

POTENTIOMETER, WERE WOUND 

RATED 25,000 ONMS. 1.5 WATTS, LEFT HAND 
TAPER, 3/8 X 32THD 3/8" BUSHING, TYPE 1 
ROUND SHAFT. REPLACEMENT POTENTIOMETER 
TO HAVE 2" SHAFT. TYPE NO. TO BE FOLLOW- 
ED BY DASH AND TOL. 1M PERCENT. 

=20 

6/11/45 P-58-25,000 
MAY 45 


CGG31BALO232T 


cmc- 633502 anscen-6 

POTENTLOMETER, WIRE WOUND 

RaT=D 50,000 OHMS, 3 WATTS, LINEAR 
TAPER, 3/8 X 32THO 3/8" BUSHING, TYPE 1 
ROUND SHAFT. REPLACEMENT POTENTI(OMETER 
TO HAVE 2" SHAFT. INCLUDES A S.P.0.T 
SwiTCH. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. UN &. : 
S/11/445) PF 185 
MAY 45 


CGG218B102322 


Class 63—Resistors—Potentiometers— Attenuators 


3.63157 


[seneitss [ews asco ron | RAHN | 


cBzZ- 633503 FSA 

POTENTIOMETER, COMPOSITION 

RATED 10,000 OHS, 2 WATTS, LINEAR 
TAPER, TYPE 1 ROUND SHAFT. 3/86" BUSHING 
LENGTH. REPLACEMENT POTENTIOMETER TO 
HAVE 2" SHAFT. TYPE NOs TO BE FOLLOWED 
BY DASH AND TOL. IN &. 


+10) 
5/9745 n) BA-10034-581 
WAY 46 iss 33 


csF- 633504 FSA 

RESISTOR, WIRE WOUND 5 
RATED 10 OH¥S, 10 WATTS. PIGTAIL TERMI- 
NALS. NGH-ENOUCTIVE + ENCLOSED IN LOW 
ABSORPTION CERAMIC TUBE. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN &. 


(-10) 

5/9/45 1oNl BA-1.0266-1 

HAY 45 tss1 
633505 S-35A/aP 


RESISTOR, WIRE WOUND 

PRECISIONS RATED 75 OHMS, 1 WATT, NON- 
(INDUCTIVELY WOUND, LUG TYPE TERMINALS. 
HAS HOLE FOR #6 MTG. SCREW. TYPE NO- TO 
BE FOLLOWED BY DASH AND TOL. IN £e 


(-1) 
5/41/45 CIRSWW-3 CW3BA-10130-132 
MAY 45 


CAVS 3HM-3 (ss 15 


csM- 633506 TS-35A/AP 

RESISTOR, WIRE WOUND 

PRECISION: RATED 75 OHMS, 1/2 WATT, 
(CSM) 173 WATT CJUAN), NON-UNDUCTIVELY 
WOUND, LUG TYPE TERMINALS. HAS HOLE FOR 
#6 MTG. SCREW. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOLe ON %. 


(-1) 

5/11/45 CSHIBX-183A CW3BA-10130-433 

HAY 45 ISSUE 15 
-633507 TS-35AaraP 


RESItSTOR, WIRE WOUND PRECISION : 
RATED 97.8 OHMS, 1 WATT, WKUN-INOUCTIVELY 
WOUND. LUG TYPE TERMINALS. HAS HOLE FOR 
#6 MTG. SCREW. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. UN 2%. 


ct174) 
5/11/45 CIRSHW-3 CH2BA-1O0130-134 
MAY 45 — CAVS:WM=3. ISSUE 15 


csM- 633508 TS-35AsaP 

RESISTOR, WIRE WOUND 

PRECISION: RATED 97.8 OHMS, 1/2 WATT, 
CCSM) 173 WATT CJAN), NON*SNDUCTIVELY 
WOUND, LUG TYPE TERMIRALS. HAS HOLE FOR 


#6 MIG. SCREW. TYPE NO. TO BE FOLLOWED 

BY DASH AND TOL. UN %. 

(tila) 

S/IU/45 CSMSBX-183A CWr3A-10130-136 

MAY 45 (ISSUE 15 
-633509 ts-35A/aP 

RESISTOR, WIRE WOUND 

PRECISION: RATED 29863 OHNS, 1 WATT, 


NON*(NDUCTIVELY WOUND, LUG TYPE TERMI> 
NALS, HAS HOLE FOR #6 MTG. SCREW. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. IN 


PER CENT. 

41/4) 

5/11/45 CIR AW-3 CW33A-10130-238 
MAY 45 CAVS3WM=3 (ISSUE 45 


cCSM- 633510 TS-35A/AP 

RESISTOR, WIRE WOUHD 

PRECISION: RATED 293.3 OHMS, 172 WATT, 
(CS4) 1/735 WATT (JAN). NON-INDUCTIVELY 
WOUND. LUG TYPE TERMINALS. HAS HOLE FOR 
#6 "TG. SCREW. TYPE NOw TO BE FOLLOWED 
BY DASH AND TOL. EN &%. 


(41/4) 
S/VIC45 CSMEBX-103A CurBA-10130-239 
May 45 : (sSuE 15 

[ care | MAYHEAGTHAR'S | SAY IASTHRIE 


“633511 TS-35A/aP 
RESISTOR, WIRE WOUND 
PRECISION: RATED 3427 OHMS, 1 WATT, 
NON-*NOUCTIVELY WOUND, LUG TYPE TERMI- 
NALS. HAS HOLE FOR #6 MTG. SCREW. TYPE 
NO». TO BE FOLLOWED BY DASH AND TOLe tN 
PER CENT. 


(t1742) z 
B/IUN45 CIRSWA-3 CW2BA-10130-240 
MAY 45 CAVS sWM-3 (SSUE 15 


CSM- 633512 TS-SSAsAP 

RESISTOR, WIRE WOUND 

PRECISION: RATED 3427 OHMS, 1/2 WATT, 
(CSM) 1/3 WATT (JAN), NON-INDUCTIVELY 
WOUND. LUG TYPE TERMINALS. HAS HOLE FOR 
#6 MIG. SCREW. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. tN &. 


S7tt745 
MAY 45 


BX-183A CW3BA-10130-241 


ISSUE 15 


-633513  S-35A/AP 
RESISTOR, WIRE WOUND 
PRECISION: RATED 4451 OHMS, I WATT, 
NON-(NDUCTIVELY WOUND, LUS TYPE TERMI - 
NALS. HAS HOLE FOR #6 MTG. SCREW. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL+ UN 
PER CENT. 


BAE4445 
MAY 45 


CIR SHHe3 
CAVS 3uN-3 


CWSBA-10130-242 
ISSUE 15 


cCSM- 633514 TS-35A/AP 

RESISTOR, WIRE WOUND . 

PRECISION: RATED 4451 OHMS, 1/2 WATT, 
COSM) 1/3 WATT CJAN), NON-ENOUCTIVELY 
WOUND, LUG TYPE TERMINALS. HAS HOLE FOR 
#6 MTG. SCREW. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. UN & 


S/11745 
MAY 45 


BX-183A CWSBA=10130-265 


(SSUE 15 


CSM- 633515. TS-35A/AP 

RESISTOR, WIRE WOUND 

PRECISIONS RATED OS MEGOHNS, 1 WATT 
€CSM) 06.6 WATT CUAND, NON-INDUCTIVELY 
WOUND, LUG TYPE TERMINALS. HAS HOLE FOR 
#6 MTGeg SCREW. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. UN %. 


B/11/45 CSMSBX-160 CW:8A-10130-244 
MAY 45 ISSUE 15 
“ctR+ 633516 TS-35ArAP 


RESISTOR, WIRE WOUNO 
PRECISION: RATED 0.5 MEGOHMS, 600 VOLTS 
MAXIMUM, NON-UNOUCTIVELY WOUND, LUG TYPE 
TERMINALS. HAS HOLE FOR 46 MTG. SCREW. 
TYPE NO. TO BE FOLLOKED BY DASH AND TOL. 
(N 2. 
S/0t445 CIRSWW-14 
HAY 45 


CW 3BA-10130-97 
(ISSUE 14 


-633517 1S-35A/AP 
RESISTOR, WIRE WOUND 
PRECISION: RATED 15,750 OHMS. 1 WATT, 
NOW-FSOUCTIVELY WOUND, TAB TYPE TERME- 
NALS. HAS HOLE FOR #6 MTG. SEREW. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. IN 
PER CENT. 


B/11745 
MAY 45 


CIRSWW-3 
CAVS 3WM-3 


CWsBA-10130°96 
(SSUE 14 


csM- 633518 tS-35A/AP 

RESISTOR, WIRE WOUND 

PRECISION: RATED 15,750 OHS, 1/2 WATT 
(CSH) 1/3 WATT (JAN); NON-(NDUCTIVELY 
WOUND, LUG TYPE TERMINALS. HAS ‘HOLE FOR 
#6 MIG. SCREW. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN PER CENT. 


S/I1/45 
MAY 46 


CSHSBX-183A CWe3A-10130-99 


(SSUE 14 


RESTRICTED 


ear [| are | aT 


°633519 TS-35A/AP 
RESISTOR, WIRE WOUND ig 
PRECISION? RATED 2000 OHMS, 1 WATT, 
NOK-(NDUCTIVELY WOUND, TAB TYPE TERMI- 
NALS. HAS HOLE FOR #6 MTG. SCREW. TYPE 
NO. TO BE FOLLOWED BY CASH AND TOL. IN 
PER CENT. 


S/11745 
MAY 45 


CIRSWW3 


CAVS sWM-=3 (SSUE 14 


csM- 633520 TS-35A/AP 

RESISTOR, WIRE WOUND 

PRECISION: RATED 2000 OHMS, 1/2 WATT 
(CSM) 173 WATT (JAN), NON-INOUCTIVELY 
WOUND, LUG TYPE TERMINALS. HAS HOLE FOR. 
#6 MIG. SCREW. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN 5. 


5/10/45 BX-163A CW:BA-10130-105 
MAY 45 (ISSUE 14 
-633521 TS-35a/aP 


RESISTOR, WIRE WOUND 

PRECISEONS RATED 125 OHMS, 1/2 WATT 
(CSH) U5 WATT (JAN), NON-INDUCTIVELY 
WOUND. LUG TYPE TERMINALS.» HAS HOLE FOR 


_ #6 MTGe SCREW. TYPE NO. TO BE FOLLOWED 


BY DASH AND TOL. UN %. 


5/11/45 BX-1a3A CW2BA=10130-109 
MAY 45 ISSUE 14 
°633522 TS-35A/AP 


RESISTOR, WIRE WOUND 

PRECISEONS RATED S2 OHMS. T WATT, NON® 
(INDUCTIVELY WOUND, TAB TYPE TERMINALS. 
HAS HOLE FOR A6 MTG. SCREW, TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN % 


S/11745 
MAY 45 


CIRSHW-3 
CAVSSWM-S 


CW3BA-10130-110 
(SSUE 14 


CSN- 633523 Ts-35A/AP 

RESISTOR, WIRE WOUND 

PRECISIONS RATED 52 OHMS, 1/2 WATT 
(CS) 1/3 WATT CJAND, NON-UNDUCTIVELY 
WOUND, LUG TYPE TERMINALS. HAS HOLE FOR 
#6 HIG. SCREW. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN PER CENT. 


5/13/45 
MAY 45 


BX-183A CWBA-10130-811 


(SSUE 14 


cBZ- 633524 NJ-3 

RESISTOR, COMPOSITION 

RATED 50,000 OHMS, 3 WATTS, WIRE TERMI- 
NALS. TYPE NO» TO BE FOLLOWED BY DASH 
AND TOL. UN &. : 


(+5) 

S/11/45  F5035 

MAY 45 

CAG- 633525 NM-14 


POTENTIONETER. WIRE WOUND 

RATED 1000 OHMS, 8 WATTS. LINEAR TAPER, 
NO BUSHING, TYPE 2 SCREWDRIVER SHAFT 
174" LONG. TYPE NO. TO BE FOLLOWED BY 
DASH ANO TOL, IN &. 


¢-10) 
S/11445 314A CATe 
MAY 45 


CBN-633525-A NM-14 

POTENTIONETER, WIREWOUNDS 

RATZD 1000 OHMS, 8 WATTS, LINEAR TAPER, 
NO BUSHING, TYPE 2 SCREWDRIVER SHAFT 
1/4" LONG. CAG TYPE 3144 MODIFIED BY 
3M BY CUTTING FACE ON TWO SIDES. TYPE 
NO- TO BE FOLLOWED BY DASH AND TOL. IN ¢ 


5/11/45 
MAY 45 


314ACMOD) CBM-SSRESOFIO9S 


NAVSHIPS 900,109 


CW BA-10130-104 


is 


3.63-158 


AERO 


FIRST ASSIGNED FOR 


oRPERRAMNEN 


coM- 633526 sé 

POTENT(OMETER. WIRE WOUND 

ASSEMBLY: CONSISTS OF TWO COM MODEL H 
POTENTIOMETER. EACH RATED 500 OHMS, 25 
WATTS WITH TYPE 3 FLATTED SHAFTS, AND 
ONE COM DIVIDOHM #1026 RATED 2000 OWNS, 
40 WATTS. TYPE NO. TO BE FOLLOWED BY 


t-10) 
6711745 6600 CGK+7880484 
MAY 45 Me7478774 


CoM- 633526 
OASH AND TOL. iN %. 


ctc- 633527 MK 28 MOD O 
POTENTIOMETER, COMPOSITION 

RATED 0.¢5 NEGOHM, 172 WATT, LINEAR 
TAPER. TYPE # ROUND SHAFT 3" LONG, 378" 
BUSHING. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. OH &%. 


(-20) 
5411745 35 CW:SA-10034-602 
MAY 45 iss 34 


CW- 633528 SS, TS-35A/AP 

THERMISTOR ASSEMBLY 

1525 OHMS MIN, 2550 OHMS MAX. COLD RE- 
SISTANCE AT 75° + 0.2°F. WHEN AT A TEM- 
PERATURE OF 75° + 1°F AND SUSPENOED BY 
(TS LEADS IN ST{LL ACR AT LEAST 378" 
FROM ANY ADJACENT OBJECT, THE DC VOLTAGE 
REQUIRED TO PASS 0.025 + 0.00025 AMPS 


5/1145 0-170396 BL-105984 
MAY 45 'ss t 
cw- 633528 


THROUGH THE THERMISTOR SHALL HAVE A 
VALUE WETHON THE LIMITS 0.825 MIN AND 
1,175 BAX. VOLTS OC. DIRECTLY HEATED 
BEAD, CONTAINED IN A GLASS BULB APPROXI- 
MATELY 5/32" DIAM. X 13732" LG, TWO SiL- 


VER TERMINALS. 0-068 DIAM, 1 3/8" AND 
17732" LG. 
cTc- 633529 MK 28 MOD O RE 13A492 


POTENTIOMETER, WIRE WOUNDS 

RATED 20,000 OHMS, 4 WATTS, LINEAR TAPER 
TYPE 2 SCREWDRIVER SHAFT 5/8” LONG, 1/2" 
BUSHING. TYPE NO. TO BE FOLLOWED BY 

OASH AND TOL. IN %e 


(-20) 
5/11/45 25 CW2B8A-10034-607 
MAY 45 Iss 34 


CshA- 633530 AN/URA-T2A 

POTENTIOMETER, COMPOSITION 

DUAL: RATED ! HEGOHM EACH SECTION, 0.4 
WATT, TYPE | ROUND SHAFT, REPLACEMENT 
POTENTIOMETER TO HAVE 2" SHAFT, SPECIAL 
TAPER: LINEAR FROM O-57% ROTATION FOR 
APPROX. 12% RES, AND LINEAR FROM 57-958 
ROTATION FOR APPROX 12-100 RESISTANCE. 


$/12/45 DUAL LP CKVSA~71304 
MAY 45 REV 2 
csa- 633530 


TYPE NO. TO BE FOLLOWED BY DASH ANO TOL. 
IN 


NAVSHIPS 900,109 


HT ATTA 


-633531 Tou 
RESISTOR, WIREWOUND: 
RATED 2500 OHNS, 50 WATTS, FERRULE TYPE 
TERHINALS. IN ACCORDANCE WITH RE t3A372J 
EXCEPT FOR TOLERANCE. GRADE 1, CLASS | 
STYLE C. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. INS, ° : 


-10 , 
§/12/45 CSF:S50F COL-733072100 
MAY 45 PT 733098600 


7633532 Tow 
RESISTOR, WIREWOUNDS 
RATED 10,000 OHMS, 50 WATTS, FERRULE 
TYPE TERMINALS. IS ACCORDANCE WITH 
RE 135A3725 EXCEPT FOR TOLERANCE. GRADE 
1, CLASS I, STYLE Ce TYPE NO, TO BE 
FOLLOWED BY DASH AND TOL. IN &, 
“10 


5/12/45 CSF-50F 733072100 

MAY 45 “PT 733102200 
-6335335 oH RE t3a3725 

RESISTOR, WIRE WOUND? STYLE C 

RATED 5600 OHMS. 

F 

5/12/45 CSF:50F COL-733072100 

MAY 45 PT 733100500 


-633534 Tou 
RESISTOR, WIREWOUNDS 
RATED 25,000 OHMS, SO WATTS, FERRULE 
TYPE TERMINALS. IN ACCORDANCE WITH 
RE 13A372d EXCEPT FOR TOLERANCE. GRADE 
1, CLASS 1, STYLE C. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN %~ 
-20 
5/12/45 
HAY 45 


CSF :S0F 733072100 


PT 733104700 


€1R-633535 TOH 

POTENTIOMETER, COMPOSITIONS 

RATED 0.75 MEGOHMS, t WATT, LINEAR TAPER 
3/8-52 THO, 5/8" BUSHING, TYPE 2 SCREW 
DRIVER SHAFT 1 1/8" LONG. TYPE NO. TO 

BE FOLLOWED BY DASH AND TOL. JN &. 


20 
6/12/45 cP COL-38057504t 
MAY 45 REV 07591 

CAD~ 633536 TS-35A/AP ‘ 
RESHSTOR, WIRE WOUND? 
RATED 100 OHMS, 10 WATTS, INDICUTVELY 


WOUND, VITREOUS ENAMEL COATING, TAB 
TYPE TERMINALS. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN %. 


-10 

5/12/45 1 3/42 CW:BA-1 0051-37 
MAY 45 (ss 24 

CAO- 633537 TS235A/AP 

RESISTOR, WIRE WOUND: 

RATED 320 OHMS, $2 WATTS, INDUCTIVELY 


WOUND, VITREOUS ENAMEL COATING, TAS 
TYPE TERMINALS, TYPE NOw TO BE FOLLOWED 
BY DASH ANDO TOL. IN %. 


-5 

6/12/45 1 3/8t CH:3a-t0051-38 
MAY 45 Iss 24 

CAO- 633538 Ts-35a/aP 

RESISTOR, WIRE WOUND; 

RATED 750 OHNS, 25 WATTS, INDUCTIVELY 


WOUND, VITREOUS ENAMEL COATING, TAB 
TYPE TERMINALS. TYPE NO. TO BE FOLLOWED 
BY DASH ANDO TOL. IN %. 


-t0 
5/12/45 28 BA-10051-103 
MAY 45 ISS 24 


RESTRICTED 


Class 63—Resistors—Potentiometers—Attenuators 


BNA | |e | 


Ha FIRST ASSIGNED FOR | ATT] 


“RATED 350 OHMS, 8 WATTS, 


CAO- 633539 TS-35A/AP 

RESISTOR, WIRE WOUND: 

INDUCTIVELY 
WOUND, VITREOUS ENAMEL COATING, TAB 
TYPE TERMINALS. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN %, 


-5% 
5/12/45 1%0 BA-10051-104 
MAY 45 iss 24 


cir- 633540 Tox 
POTENTIOMETER, COMPOSITION: 

RATED 50,000 OHMS, 1/2 WATT, LOGARITHMIC 
TAPER, 3/8 X 32 THD, 3/87 BUSHING, TYPE 
| ROUND SHAFT, REPLACEMENT POTENTIO+ 
METER TO HAVE 2" SHAFT. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN %~ 

-20 

5/12/45 CS 
MAY 45 


COL-380350400 
REV O 


CIR- 633541 ToH 

POTENTIOMETER, COMPOSITION? 

RATEO 50,000 OHMS 1/2 WATT, LINEAR 
TAPER, 3/8" X 32 THD, 1/2" BUSHING, 

TYPE 2 SCREWDRIVER SHAFT 1" LONG, TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. IN & 


20 
8/12/45 CS COL-380150410 
MAY 45 Rev | 


CiR- 633542 ToH 

POTENT(OMETER, COMPOSITION: 

RATED 50,000 OHMS, 3/2 WATT, LINEAR 
TAPER, 3/8-32 THD 1/2" BUSHING, TYPE 

} ROUND SHAFT. REPLACEMENT POTENTIO- 
METER TO HAVE 2" SHAFT. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN %.- 

+20 


8/12/48 CS COL-380150400 
WAY 45 REV 0 
CIR- 633543 Tow RE 1304926 


POTENTIOMETER, WIRE WOUND: 

RATED 10,000 OHMS, 2 WATTS, LINEAR 
TAPER, 3/8-32 THD 1/2" BUSHING, TYPE 2 
SCREWORIVER SHAFT I" LONG. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN fe 


-10 

5/12/45 W-10,000 COL-381110480 
MAY 45 REV O 

CIR- 633544 TOoH RE 1304920 


POTENTIOMETER, WIRE WOUND: 

RATED 10,000 OHMS, 2 WATTS, LENEAR 
TAPER, 3/8-32 THD 1/2" BUSHING, TYPE 1 
ROUND SHAFT, REPLACEMENT POTENTIOMETER 
TO HAVE 2" SHAFT. TYPE NO. TO 8E& FOLLOW- 
ED BY DASH AND TOLs IN he 


=o 
$/12/45 W-10,000 CoL-381110400 
MaY 45 REV O 


ciR= 633545 Ton 

POTENTIOMETER COMPOSITION 

DUAL: EACH SECTION RATED O.! MEGOHMS, 
1/2 WATT, LOGARITHMIC TAPER 3/3-32, 1/2 
BUSHING, TYPE 1 ROUND SHAFT. REPLACE- 
MENT POTENTIOMETER TO HAVE 2" SHAFT, 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
INS -20 


§/12/45 CSCOUAL) COL~330202000 
MAY 45 REV 1 
coM- 633546 TdH 


RE 1344920 
POTENTIOMETER, WIRE WOUND? ‘ 
RATED 200 OHMS, 100 WATTS, LINEAR TAPER 
3/$-32 TiO 5/8" BUSHING, TYPE 2 SCREW 
DRIVER SHAFT 3/4" LONG. LOCKING NUT 
ARRANGEHENT SUPPLIED WITH SILVER GRAPH 
ITZ CONTACT SHOE. TYPE NO. TO BE FOLLOW 
5 
8/12/45 
MAY 45 


SPECIAL 0452 COL-738200100 
MODEL K Rev | 


STS SHANHTASTUME 


Class 63—R esistors—Po tentiometers—Aftenvators 


RAMAN 


[__stHehan@h, [mse ass vox | SMa 


Com- 633546 
ED BY DASH AND TOL. UM &. 


coM- 633547 oH RE t3as920 
POTENTIOMETER, WIRE WOUND: 

ATED 100 OHMS, 100 WATTS, LINEAR TAPER 
saben THO, 3/8" BUSHING TYPE 2 SCREW 
ORIVER SHAFT 3/4" LONG LOCKING NUT 
ARRANGEMENT. TYPE NO. TO BE FOLLOWED BY 
DASH AWD TOL. iN %. 


<5 
5/12/45 MODEL K COL-7358000100 


MAY 45 . REV 08272 


cin- 633548 TOW 


RESISTOR, WIRE WOUND? 

RATED 101 OHMS, 1 WATT, RADIAL PIGTATL 
TERMINALS. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN %. 


-t 
6/12/45 WHS COL-721101600 
MAY 45 REV O 


cir- 6335495 DH 

RESISTOR, WIRE WOUND: 

RATED 1000 OHMS, 1 WATT, RADIAL PIGTAIL 
TERMINALS. TYPE NO~ TO BE FOLLOWED BY 
DASH AND TOL. IW &. 


ot 
8/12/45 WMHs COL+721146000 
MAY 45 REV. O 


ctR- 633550 ton 

RESISTOR, WIRE WOUND? ‘ 

RATED 1250 OHMS, | WATT, RADIAL PIGTAIL 
TERMINALS. TYPE NO~ TO BE FOLLOWED BY 
DASH AND TOL. IN &. 


o1 
8/12/45 wus COL-721125060 
MAY 45 REV O 


2633551 To 
RESISTOR, WIRE WOUND 
RATED $00 OHMS, 15 WATTS, FERRULE TYPE 
TERMINALSe IN ACCORDANCE WITH REISA372N 
EXCEPT FOR TOLERANCE. GRADE 1, CLASS I, 
STYLE Fe TYPE NO. TO BE FOLLOWED BY OASH 
PT. 733 1936 00 


€-20) 
5/12/45 CSF31St COL:733 1706 00 
MAY 45 REV 09702 * 


°633551 
AND TOL. (HN PER CENT. 


633552 Tou 
RESISTOR, WIRE WOUND 
RATED 2500 OHMS, 15 WATTS, FERRULE TYPE 
TERMINALS, IN ACCORDANCE WITH REI3A372U 
EXCEPT FOR TOLERANCE. GRADE I, CLASS 1, 
STYLE F. TYPE NO 10 BE FOLLOWED BY DASH 
*PT. 733 1977 00 
(-109 
6412/45 CSFSI5F COL:733 1706 00 
Way 45 REV o9702 * 


°633552 


AND TOL. SN PER CENTe 


633553 ToH 
RESISTOR, WERE WOUND 
RATED 8000 OHMS, 40 WATTS, FERRULE TYPE 
TERMINALS. IN ACCOROANCE WITH REV3SAS7245 
EXCEPT FOR TOLERANCEs GRADE J}, CLASS 1, 
STYLE D- TYPE NO. TO BE FOLLOWED BY OASH 
“PT. 733 1396 00 


2-10) 
$/12745 CSF: 40F CoL:733 1081 00 
MAY 45 REV 09696 *# 


- 633553 


AND TOL. IN PER CENT. 


-633554 oH 
RESISTOR, WIRE WOUND 
RATED 12,500 OHMS, 40 WATTS, FERRULE 
TYPE TERMINALS. IN ACCORDANCE WITH 
REI3SA372N EXCEPT FOR TOLERANCE. GRADE I, 
CLASS 3, STYLE O. TYPE NO. TO BE FOLLOW- 
*PT. 733 1410 00 


(+20) 
6/12745 CSF:40F COL:733 1081 00 
WAY 45 REV 09696 * 


-633554 
ED BY DASH AND TOL, #N PER CENT. 


2633555 OH 
RESISTOR, WERE WOUND 
RATED 2000 OHMS, 40 WATTS. FERRULE TYPE 
TERMINALS. IN ACCORDANCE WITH REI3A372J4 
EXCEPT FOR TOLERANCE. GRADE 3, CLASS 1, 
STYLE O. TYPE NO. TO BE FOLLOKED BY DASH 
*PT. 733 1358 00 


(-10) 
§/12/45 CSF340F COL:735 1081 00 
MAY 45 REV 09696 * 


-633555 
AND TOL. IN PER CENT. 


-633556 ToH 
RESISTOR, WIRE WOUND: 
RATED 16 OHNS, 20 WATTS, FERRULE TYPE 
TERMINALS. IN ACCORDANCE WITH RE I3A372J 
EXCEPT FOR TOLERANCE. GRADE 1 CLASS 1 
STYLE E. TYPE NO» TO BE FOLLOWED BY DASH 
AND TOL. IN 8. 


-20 
§/12/45 CSF-20F COL-732142090 
may 45 D97OI PT 733155 


RESTRICTED 


3.63-159 


SATU [rise assionen rox | NAL AMANIN, 


7633557 ToH 
RESISTOR, WIRE WOUNO? 
RATED 2000 OHMS, 120 WATTS, FERRULE 
TYPE TERMINALS. IN ACCORDANCE WITH 
RE 13A572J EXCEPT FOR TOLERANCE. GRADE ?# 
CLASS 1 STYLE Aw TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN S$. 


-t0 
8/12/45 CSF:1l20F COL-733000100 
MAY 45 09693 PT 733026000 


-633558 Tox 
RESISTOR, WIRE WOUND? 
RATED 31500 OHMS, 120 WATTS. FERRULE 
TYPE TERMINALS, IN ACCORDANCE WITH 
RE 13A372d EXCEPT FOR TOLERANCE. GRADE 1 
CLASS |} STYLE A, TYPE NO. TO BE FOLLOWED 
BY DASH ANO TOL. IW %. 


+20 
5/12/45 CSFI20F COL-733000t00 
MAY 45 D9693 PT 733033300 


-633559 tow 
RES{STOR, WIRE WOUND: 
RATED 50,000 OHMS, 90 WATTS, FERRULE 
TYPE TERMINALS. IN ACCORDANCE WITH 
RE 13A3725 EXCEPT FOR TOLERANCE. GRAOE 1 
CLASS 3 STYLE B. TYPE NOw TO BE FOLLOWED 
BY DASH AND TOL. IN $. 


6/12/45 CSF-90F 733079500 
HAY 45 REY 09694 


csF- 633600 sP. SP-IM 

REStSTOR, WIRE WOUND 

RATED 1 MEGOHM, 12 WATTS, FERRULE TERHI- 
NALS, HERMETICALLY SEALED. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN %, 


(-t0) 
$717/45, MEGOMAX 1 CG:K-8396563 + 
May 45 PT. 33 


CAYF-633561 TOH 

HEATER UNITS 

RATED 186 OHMS, 18 WATTS, 58 VOLTS AC 
STEEL SHEATH. UNIT TO BE SUPPLIED WITH 
CLAMPS ON EACH STRAIGHT EDGE AND SCREW 
TERMINAL AT ONE END. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN %. 

+20 

5/12/45 SPECIAL CoL-711920000 
HAY 45 REY. O 


cSF- 633560 Tox 

RESISTOR, COMPOSITION: 

RATED 4.5 MEGOHMS, 4.5 KV VOLTAGE 
RATING, FERRULE TYPE TERMINALS, 1.0 MA 
MAXIMUM CURRENT, TOLERANCE 0.5% TOLER- 
ANCE. 


5/12/45 MFA cOL-732000500 
MAY 45 REV O 


CAYF- 633562 Tou 

HEATER UNIT: 

RATED 186 OHMS, 18 WATTS, 58 VQLTS AC 
STEEL SHEATH, TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN &. 


~20 
6/12/45 SPECIAL cOL-711000400 
MAY 45 REV 07991 


CVV- 633563 TDH 

STRIP HEATERS 

RATED 10 OHNS*% 1400 WATTS, SCREW TYPE 
TERMINALS WITH TAS MOUNTING FACILITIES. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
IN S. 


710 
8/12/45 SEF-19 COL-711910000 
MAY 45 REV O 


NAVSHIPS 900,109 


3.63-160 


CSF- 633564 NXsr~-88sal 
RESISTOR, WIREWOUND: 

RATED S000 OHMS, 15 WATTS MEETS 
RE 1343720 EXCEPT THAT IT 1S NON- 
INDUCTIVE, 


5/14/45 ISNIF 
MAY 45 


csF- 633565 NXsr-8easl 

RESISTOR, WIREWOUND? 

RATED 15,000 OHMS, MEETS RE I3A3725 
EXCEPT THAT IT 3S NON-tNOUCTIVE 40 
WATTS. 


8/14/45 
MAY 45 


40NIF 


CSF- 633566 NXsr-8east 

RESISTOR, WiREWOUNDS 

RATED 5000 OHMS, 20 WATTS, MEETS 

RE 13A372) EXCEPT 1S NON-INDUCTIVE. 


6/14/45 20NIF 
MAY 45 
GSF- 633567 NXer-888al 


RESISTOR WIREWOUNDS 
RATED 2,500 OH™S, 20 WATTS, MEETS 
RE 13A572) EXCEPT IS NON-INDUCTIVE. 


5/14/45 
MAY 45 


20NIF 


cez- 633568 NXsr-saal 

POTEKRTIONETER COMPOSITIONS 

RATED | MEGOHM, 2 WATTS. TYPE I ROUND 
SHAFT. REPLACEMENT POTENTIOMETER TO HAVE 
2" SHAFT SPECIAL TAPER. 1/4" BUSHING. 
TYPE NO. TO 8E FOLLOWED BY DASH ANDO TOL. 
tas. 


$/14/45  "" 
MAY 45 


ctc- 633569 RaK RE 130492C 
POTENTIOMETER, WIRE WOUNDS 

RATED $509 OHMS, 4 WATTS, LINEAR TAPER, 
3/8-32 X $/4" BUSHING, TYPE 2 SCREW 
ORG'VER SHAFT 3/8" SHAFT. TYPE NOe TO BE 


FOLLOWED BY DASH AND TOL. IN %. 


-20 
5/14/45 25 
MAY 45 


COM- 633570 NH-t4 

RESISTOR, WIRE WOUNDS 

RATED 510 OHMS, 5 WATTS, TAB TYPE TER~ 
“RINALS. UN ACCORDANCE WITH RE 13A3725 
EXCEPT FOR TOLERANCE. STYLE Se TYPE 

NO. TO BE FOLLOWED BY DASH AND TOL. IN & 


-10 
8/14/45 
WAY 45 


COMZACAAB 


COM- 633571 NM-14 

RESISTOR, WIRE WOUNDS 

RATED 1090 OHMS, 5S WATTG, TAS TYPE TER- 
WHINALS. FN ACCORDAHCE WITH RE P3A3720 
EXCEPT FOR TOLERANCE. STYLE S. TYPE NO~ 
TO BE FOLLOWED BY DASH AND TCL. IN x. 


-10 
5/14/45 
MAY 45 


COMSACAAB CAT. 


NAVSHIPS 900,109 


Class 63—Resistors—Potentiometers—Aftenvators 


[ GRNTARRS, [ruse aston ror | GAAS | [AAR [rnsr asonro ror | MAAR | SING [rast assienso vox | oBAMESHHGH _| 


COM~ 633572 NH-~14 

RESISTOR, WIRE WOUND? 

RATED 2000 OHMS, 5 WATTS, TA3 TYPE TER- 
MINALS. EN ACCORDANCE WITH RE I3A372J 
EXCEPT FOR TOLERANCE. STYLE S. TYPE NO. 
TO BE FOLLOWED BY DASH AND TOL. IN &. 


-10 

5/14/45 ACAAB cat. 
MAY 45 

COM- 633573 NM-14 


RESISTOR, WIRE WOUND? 

RATED 480 OHMS, 5S WATTS, TA3 TYPE TER 
MINALS. IN ACCORDANCE WITH RE 13A37205 
EXCEPT FOR TOLERANCE. STYLE S. TYPE NOW 
TO BE FOLLOWED BY DASH AND TOL. IN %. 


“10 
5/14/45 
HAY 45 


ACAAB CaT 


coM- 633574 Nu-14 

RESISTOR, WIRE WOUNDS 

RATED 200 OHMS, 5 WATTS, TAZ TYPE TER~ 
MINALS. IN ACCORDANCE WITH RE I3A3724 
EXCEPT FOR TOLERANCE. STYLE S. TYPE NO. 
1.0 BE FOLLOWEO BY DASH AND TOL. IN &. 


“10 
6/14/45 
RAY 45 


ACAAB- cat 


Com- 633575 wac 

RESISTOR, WIRE WOUND: 

RATED 5 OHMS, 5 WATTS, TAB TYPE TER- 
MINALS. IN ACCORDANCE WITH RE 13A372J 
EXCEPT FOR TOLERANCE. STYLE S. TYPE NO.w 
TO BE FOLLOWED BY DASH ANO TOL. IN &. 


“10 

6/14/45 ACAAB cat 
MAY 45 

CtR- 633576 RBG & RBG-2 


POTENTIONETER, COMPOSITIONS 

RATED 5000 OnHS, 1/2 WATT, LINEAR TAPER 
3/d-32 THD, 3/8" BUSHING, TYPE 3 FLATIED 
SHAFT. REPLACEMENT POTENTIOMETER TO 
HAVE 2" SHAFT. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN &. 

-20 

5/15/45 CIRSVC9688 CAT 

MAY 45 "Cc" 


cez- 633577 NXsr-79985 
POTENTIOMETER, COMPOSITIONS 

RATED 1000 OW"S, 2 WATTS, LINEAR TAPER, 
TYPE 2 SCREWDRIVER SLOTTED SHAFT 3/4" 
LONG, 3/8" BUSHING. 


5/18/65 J 
HAY 45 


CMD sRV-12 
REV. A 


cuc- 633578 sc-4 

POTENTIONETER, WISE WOUND: 

RATEO 20 OH¥S, 3 WATTS, LINEAR TAPER, 
3/3-32 THO X 3/8" BUSHING, TYPE 3 
FLATTED SHAFT, REPLACEMENT POTENTIOYETER 
TO HAVE 2" SHAFT. TYPE NO. TO BE FOLLOW- 
ED BY DASH AND TOL. IN &. 
10 

5/16/45 P58 

WAY 45 


COSK34J193-1 


COM- 633579 se 
POTENTIONETER, WERE WOUND? 
RATED 800 OHMS. 59 WATTS, LINEAR TAPER, 
3/8+32 THO, 5/8" BUSHING, TYPE 2 SCREW 
ORIVER SHAFT, 25/32" LONG. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN fy 


RE 13A492C 


+10 
6/t6/45 J 
MAY 45 


RESTRICTED 


com- 633580 sc-4 

POTENTIOHETER, WIRE WOUND? 

RATED 80 OH¥S, 50 WATTS, LINEAR TAPER 
3/8-32 THD 3/3" BUSHING, TYPE 3 FLATTED 
SHAFT. REPLACEMENT POTENTIOMETER TO HAVE 
2" SHAFT. TYPE NO. TO BE FOLLOWEO BY 
OASH AND TOL. IN 8. 

40 
5/16/45 
MAY 45 


JH#0319 COMsA-18211 


cCox- 633581 sc-4 

POTENTIOMETER, WIRE WOUND? 

RATED 300 OHMS, 225 WATTS, LINEAR TAPER, 
NO BUSHING, TYPE 3 FLATTEO SHAFT. RE- 
PLACEMENT POTENTIOMETER TO HAVE 2" 
SHAFT. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN %. 


*10 
5/16/45 PHi264 CGP-7763308 
MAY 45 Pas ¢ 


CoM- 633582 sc-4 

POTENTLOMETER, WIRE WOUND? 

RATED 1200 OHMS, 225 WATIS, LINEAR 
TAPER, NO BUSHING, TYPE 3 FLATTED SHAFT. 
REPLACEMENT POTENTIOMETER TO HAVE 2" 
SHAFT. TYPE NO. TO BE FOLLOWED BY DASH 
AHO TOL. IN 3. 

-10 
5/16/45 
MAY 45 


P#I268 P-77633501-P14 


coM- 633583 Toz 
RESISTOR, VARIABLE WIRE 

WOUHO: RATED 28 ONS, 100 WATTS. TYPE 
NO. TO BE FOLLOWED BY DASH AWD JUL. IN 
PER CENT. 


5/14/45 0958 
MAY 45 


CGU:A-2880 
REV O 


CoM- 633584 toz 
RESISTOR, VARIABLE, WERE fs 


WOUNDS RATED 300 ONS, 50 WATTS. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. tN 
PER CENT. 

§/14743 05688 CGUTA+2875 
MAY 45 REY O 


cc0- 633585 roz 

RESISTOR, COMPOSITION 

RATED 9 OH%S, 30 WATTS. FOR FUSE CLIP 
MOUNTING, TYPE NO- TO BE FOLLOWED BY 
DASH AND TO. IN %e 


§/15/45 B 
MAY 45 


CGUSA-2877 
REV O 


CCO- 633596 oz 

RESISTOR, COMPOSITION 

RATED 36 OWNS, 30 WATTS, FOR FUSE CLIP 
MTG. TYPE NO. TO BE FOLLOWED BY DASH AND 


TOL. IN Se 

*COMA-1028-A 

5/18/45 B CGU:A-2878 
MAY 45 REVO # 


coM- 633587 102 

RESISTOR, COMPOSITION 

RATED 1000 OFNS, 50 WATTS. TYPE NO. TO 
BE FOLLOWED BY OASH AND TOL. IN fe 


8/15/45 0572 
MAY 45 


CGU:A-2876 
REV O 


ARSE 


Class 63—Resistors—Potentiometers— Attenuators 


[Neneh [nese asont rox | esi | 


coM- 633588 oz 

RESISTOR, WIRE WOUND 

RATED 100 OHMS, 100 WATTS. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOLe IN %e 


5415745 0960 CGUsA-2879 
MAY 45 REV O 


CLi- 633589 OaH-3 

RESISTOR. WIRE WOUND 

RATED $000 OHMS, 20 WATTS. TYPE NO. 10 
BE FOLLOWED BY DASH ANO TOL. IN &. 


¢-10) 
5/16/45 2k CADUS103 82-64 
HAY 45 : REV 0 


CLi- 633590 oan-s 

RESISTOR, WIRE WOUND 

RATED $250 OHNS, 20 WATTS. TYPE NO~ TO 
BE FOLLOWED BY DASH AND TOL. IN % 


. ¢10) 
5/16/45 2R CADU:10382-65 
HAY 45 REV 0 


coM- 633591 sc-4 

POTENTIOMETER, WIRE WOUND : 

RaTED 320 OH%S, 50 WATTS, LENEAR TAPER, 
3/8-32THOD X 3/78" BUSHING. TYPE 3 FLATTED 
SHAFT, REPLACEMENT POTENTIOMETER TO HAVE 
2" SHAFT. TYPE NO. TO BE FOLLOWED BY 
OASH AND TOL. JN %, 

€-10) 

5/16/45 QJ COMSA-18211 

MAY 45 


ciR- 633592 sc-4 

POTENTIO4ETER. COMPOSITION 

RATEO 20,000 OHMS, 1/2 WATT, LINEAR 
TAPER, 3/8%232THO X 3/8" BUSHING, TYPE 2 
SCREWDRIVER SHAFT 1" LONG. TYPE NO. TO 
BE FOLLOWED BY DASH AND TOL. IN %, 


(715) 
5/16/45 CS-t5 K34J955-4 
HAY 45 
-633593 sc-4 RE 13A 3720 
RESISTOR, WIRE WOUND STYLE V 


RaTED 16009 OHNS, 
TYPE # DOES NOT INCLUDE MOUNTING BRAC- 
KETS. 


-F 
5/17/45 CAD: CGsK-27J337 P-3 
MAY 45 


cao- 633594 se 

RESISTOR, WIRE WOUND 

RATED 180 OH4%S, 25 WATTS, TAB, TERMINALS 
TYPE 225, TYPE NUMBER OOES NOT INCLUDE 

MOUNTING BRACKETS. TYPE NO. TO BE FOL- 

LOWED BY DASH AND TOL. IN &%. 


¢-10) 
5/17/7465 CAOZ2"A™ CG2K+7880394 
May 45 


cao- 633595 sc 

REStSTOR, WIRE WOUND 

RATED 2.5 ONNS, 25 WATTS, TAB TERMINALS 
4205. TYPE NUMBER DOES NOT INCLUDE 
MOUTING BRACKETS, TYPE NO. TO BE FOL- 
LOWED BY DASH AND TOL. IN $e 


(-10) 
5/17/45. CAOZ2"A CG3K-7880749 
MAY 45 


[oare | RHA 


RAST 


cCAO- 633596 sc-2 

RESISTOR, WIRE WOUND 

RATEO 4 OHMS, 300 WATTS, SCREW TYPE TER- 
MUNALS, TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN Se 


(-109 
5/17/45 8 1/2 D CAT. 
MAY 45 *RIBFLEX” 


Cao- 633597 sc-2 

RESISTOR, WIRE WOUND 

RATED 2000 OHMS, 155 WATTS, SCREW TYPE 
TERMINALS. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN % 


(+102 
§/17445 41/740 CATe 
HAY 45 "RIBFLEX" 


cCAO- 633598 sc-2 

RESISTOR, WIRE WOUND 

RATED 1000 OHMS, 155 WATTS, SCREW TYPE 
TERMINALS. TYPE NO». TO BE FOLLOWED BY 
DASH AND TOL. EN %. 


(+10) 
5/17/45 4 144 0 CAT. 
MAY 45 PRIBFLEX"” 


cc- 633599 Sc-4 

POTENTIOMETER. WIRE WOUND 

RATED 20,000 OHMS, 25 WATTS, LINEAR 
TAPER, NO BUSHING, SPECIAL ROUND SHAFT 
SUPPLIED BY CG 2 9/16" LONG, CAM ADJUST- 
MENT 70 MAKE RESISTANCE LINEAR WITHIN 

+ 0.5%. TYPE NO. TO BE FOLLOWED BY DASH 
(+5) 

5/16/45 CAG3433~300 CG24-29u486 

MAY 45 ¢MOD) 


cc-- 633599 
AND TOL. IN PER CENT. 


CHC: 633602 NK 32 MoD Tt 

RESISTOR. WIRE WOUND 

RATED g8000 OHNS, 10 WATTS, CEMENT-COATED 
TYPE NO. 70 BE FOLLOWED BY DASH AND TOL. 
iN Be" 


(-20) 
5/17/45 AIOF CAOS :A50137C 
MAY 45 REV 2 


csF- 633601 SP, SP-1M 

RESISTOR, WIRE WOUN 

RATED 100 OHNS, 90 WATTS, MEETS 
RET5A3724, GRADE 1. CLASS 1, STYLE B EX- 
CEPT THAT tT 4S WON-INDUCTIVE. 


(+5) ; 
5/17/45 9ONIF CG EM-7471801 
HAY 45 PT. 21 


CAO- 653603 sc 

RESISTOR, wiRE WOUND 

RATEO 0.55 OH*S, 300 WATTS, SCREW TYPE 
TERMINALS. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN 4, 


(-10) 
5/17/45 8 1/2 D CAT. 
MAY 45 "RIBFLEX" 


3.63-161 


~ HAMID, [rns assign ror | NAME RRAYING, 


cao- 633604 sc 

RESISTOR, WERE WOUND 

RATED 2462 OHMS. 300 WATTS, SCREW TYPE 
TERMINALS. TYPE NO. TO BE FOLLOWED BY 
DASH ANO TOLe IN %- 


€-10) 
5/17/45 8 1/2 D CAT. 
MAY 45 PRIBFLEX® 


ca0- 633605 sc-3 

RESISTOR. WIRE WOUND 

RATED 4500 OHNS, 40 WATTS, TAB TYPE TER- 
MENALS. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOLe §N %e 


(-5) 
$/17445 3 1/2 B CG2K-445517 
MAY 45 é P-3 


ca0- 633606 Sc-3 

RESISTOR, WIRE WOUND 

RATED 10,000 OHMS, 40 WATTS, TAB TYPE 
TERMINALS. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN &. 


(-5) 
5/17445 3 1/2 B CGiK-44N517 
MAY 45 P-1 


cOoM- 633607 sc-2 

REStSTOR, WIRE WOUND 

RATEO 20 OHMS, 25 WATTS, TAB TYPE TERMI- 
NALS, ADJUSTAZLE TAB. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN &%. 


¢-10) 
5/17/45 03648 CAT. 
MAY 45 


coM- 633608 sc-2 

RESISTOR, WIRE WOUND 

RATED 15 OHNS, 25 WATTS, TAB TYPE TERMI- 
NALS. ADJUSTASLE TAB. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN &. 


(-10) 
5/17/45 0364 CAT. 
MAY 45 : 


comM- 633609 sc-2 

RESISTOR, WIRE WOUND 

RATED 300 OHMS, 25 WATTS, TAS TYPE TER- 
MINALS, ADJUSTASLE TAB. TYPE KO. TO BE 
FOLLOWED BY DASH AND TOL. IN %. 


(€-10) 
8/17/45 0371-13 CAT. 
MAY 45 


coM- 633610 sc-2 

RESISTOR, WIRE WOUND 

RATED 750 OHMS, 25 WATTS, TAB TYPE TER- 
MINALS. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN %. 


¢-10) * 
5/17/45 0373 CAT. 
MAY 45 


cco- 633611 sc 

RESISTOR, COMPOSITION 

RATED 10 OHHS, 16 WATTS, FERRULE TYPE 
TERMINALS. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN 3. 


€-10) 
S/17745 "CX" CG:P7762799 
MAY 45 : P-10 


BANAT ck 


A 


RESTRICTED 


MARTE | AANHIATNR, __| 


NAVSHIPS 900,109 


3.63=162 
BATT [rest asionn ror | WIM RRYHN 


CIR- 633612 RBG,RBG-2 

POTENTIOMETER, COMPOSITION 

RATED 0.25 MEGOHMS, 1/2 WATT, LINEAR 
TAPER, 3/8*32THO, 3/8" BUSHING, TYPE 3 
FLATTEO SHAT. REPLACEMENT POTENTIOMETER 
TO HAVE 2" SHAFT. (INCLUDES A S-P.S.T ON 
AND OFF POWER SWITCH. CONTACT RATINGS 


(20) 
5/18/45 VC 9257 CHC:6249 
HAY 45 : 
CiR- 633612 


| AMP, 250¥V, 3 AMP 125V. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN &- 


cez~ 653613 HK 8, MOD 3 
POTENTIOMNETER, COMPOStTION 

RATEO 20,000 OHMS, 2 WATTS, LINEAR 
TAPER, S/3-°32THD 1/4" BUSHING, TYPE 1 
ROUND SHAFT. REPLACEMENT POTENTIOMETER 
TO HAVE 2" SHAFT. TYPE NO. TO BE FOLLOW 
EO BY DASH AND TOL. IN %. 


+20) ; 
5/1945 J CW:BA-10034-535 
MAY 45 Iss 2 


cCH- 633614 MK 8, MOD 3 

RESISTOR, WIRE WOUND 

RATED It OHM, 10 WATTS, TAB TYPE TERMI=~ 
NALS. TYPE NO- TO BE FOLLOWED BY DASH 
AND TOL. IN 3, 


(-10) 
§719/45 CWr0169958 CwsBaA-101937-2 
MAY 45 iss 2 


cez- 633615 top 

POTENTIOMETER, COMPOSITION 

RATED 0.25 MEGOHMS, 2 WATTS, LINEAR 
TAPER, 3/8" BUSHING 1/2" LONG, TYPE 2 
SCREWDRIVER SHAFT 5/8" LONG. 


S/17/4S5) CB2:4 
MAY 45 


CBZ7Y-6021-0 


cMc- 633616 PR 
ATTENUATOR, L PAD, DUAL 
RATED 6 OHMS, 4 WATTS; 3/8" BUSHING 3/4" 
LONG: TYPE 1 ROUND SHAFT. REPLACEMENT 
POTENTIOMETER TO HAVE SHAFT 2" LONG. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
tN Se 

(+10) 

5/21/45 CIL-58 
HAY 45 MODIFIED 


CKV341-A2019-1 
CHANGE C 


CaO- 633617 PR 

RESISTOR, WIRE WOUND 

TAPPED AT 5-0/8.3/15.0/36.2 OHMS; 2.87 
3.4/3.75/3.1 WATTS, "G" CHARACTERISTIC 
AS PER JAN-R°26. FYE TAB TYPE TERMI- 

NALS. TYPE NO. TO BE FOLLOWEO BY DASH 

AND TOL. IN Se 


$/21745 54370 CKV341-AlOA060- 
MAY 45 1 CHANGE 6B 


cuc- 633618 Toe RE 313A 492 
POTENTIOHETER, WERE WOUND 

RATED 50,000 OMS, 2 WATTS. 3/8" BUSHING 
378" LONG. TYPE 2 SCREWORIVER SHAFT t/2" 
LONG. 


5/21/45 P-58-W CYSSSKIZ-134 
MAY 45 SPECIAL REV O 


Dart OUAETHBEE? SAUNACTANEA, 
NAVSHIPS 900,109 


ch- 633619 MK 12, MOO f 

RESISTOR. WIRE WOUND 

RATED 820 OWNS, 6 WATTS, TAB TYPE TERMI - 
NALS. TYPE NO. TO BE FOLLOWED BY DASH 
AND. TOL. IN %. : 


€-5) 
§/23/45 0-170065 
MAY 45 


CWSBA-101937 


cuc- 633620 sp 
POTENTIOMETER, WIRE WOUND 
RATED 10,000 OHMS,’ 2 WATTS. LINEAR 
TAPER, 378" BUSHING LENGTH, TYPE 2 
SCREWORIVER SLOTTED SHAFT t" LONG. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. IN 


RE 313A 492 


PER CENT. 

(+10) 

6/23/45 58 CGSKS9JI46-A 
MAY 45 REV O 


ctc- 633621 sep 
POTENTIOMETER, WIRE WOUND 
RATEO 10,000 ONMS, 2 WATTS, LINEAR 
TAPER, 3/8" BUSHING LENGTH, TYPE 2 
SCREWDRIVER SLOTTED SHAFT 1™ LONG. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. IN 
PER CENT. 


RE 13A 492 


€-10) 

S/25445 252 CG:K59J148-B8 
MAY 45 REY O 

csF- 633622 ss RE 135A 372 
RESISTOR, WIRE WOUND STYLE E 


RATED 4290 OHAS, 


<F 
5/23/45 20F CGSESA-682068- 
MAY 45 73. §SS 25 


cou- 633623 sG-3 
POTENTIOMETER, WIRE WOUND 
RATED 1000°OHMS, 25 WATTS, LINEAR TAPER. 
DOUBLE FLATTEO SHAFT 3 9/16" LONG. TYPE 
NO. TO BE FOLLOWED BY OASH AND TOL. IW 
PER CENT. 


RE 135A 492 


(-10) 
$/24/45 245 
MAY 45 


CRP3S-40-5148P2 


CON- 633624 ac 

ATTENUATOR, PRECISION TYPE 

TEN STEPS OF Ol db EACH, NETH TOTAL AT- 
TENUATION OF 1 db BETWEEN IMPEDANCE OF 
600 OHMS. INITIAL tNSERTION LOSS 1S ZERO 
db. RESISTANCE WINDINGS ARE ACCURATE TO 
WITHIN 41%. ROUND SHAFT, 15/46" LONG. 


$424/45 11-2509 CW3BA-438882-1 
MAY 45 tsst 


CON- 633625 osc 

ATTENUATOR. PRECISION TYPE 

TEN STEPS OF 1.0 db EACH, WITH TOTAL AT- 
TENUAT(ON OF 10 db BETWEEN IMPEOANCE OF 

600 OHMS. INITIAL (NSERTION LOSS tS ZERO 
Gd. RESISTANCE WINDINGS ARE ACCURATE TO 

WETHEN 43%. ROUND SHAFT, 15/16" LONG. 


$/24/45 T-2511 CWIBA-438882-2 
WAY 45 iss | 


CiR*- 633626 MK 12. MOD Tf 
POTENTIOMETER, COMPOSITION 

RATED 1000 OHMS. 1/2 WATT, LINEAR TAPER, 
378" X 32THD, 378% BUSHING, TYPE 2 
SCREWORIVER SHAFT 3/74" LONG. TYPE NO- TO 
BE FOLLOWED BY DASH AND TOL. IN &. 


€-20) 
§/24/45 ¢ BAs10034 
MAY 45 FIG 25 


BETS GANIC ch 


RESTRICTED 


Class 63—Resistors—Potentiometers— Attenuators 


Rice ORL ARR, 


oWNEGRRAYSK 


cCoM- 653627 GEN SONAR USE 

RHEOSTAT, WIRE WOUND 

RATED 250 OHMS, 500 WATTS, LINEAR TAPER, 
NO BUSHING HAS A 2" ROUND SHAFT FLATTED 
7/16" FROM THE MOUNTING SURFACE. HAS A 
STANDARD KNOB OHMITE # 5105. TYPE NOe 

TO BE FOLLOWED BY DASH AND TOL. IN 8. 
-10 

6/25/45 R#0864 CAT. 

JUN. 45 


cW- 633628 der 

RESISTOR, WIRE WOUND, PRE- 

CiStON: RATED 9000 OHMS, 1.0 WATT. 
TEMP, COEFFICIENT 46 £ 10 PPM/°F, 

TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
iN PERCENT. 


1 
5/26/45 0-16274BA CHWSESA-682056- 
JUN. 45 140, ISSUE 31 


CTC- 633629 HK 12 NOD 1 
POTENTIOMETER, COMPOSITION 

RATED 1000 OHMS, 1/2 WATT, LINEAR TAPER, 
3/8-32THO, 3/3" BUSHING, TYPE 2 SCREW- 
ORIVER SHAFT 3/4" LONG. TYPE NOs TO BE 
FOLLOWED BY DASH ANO TOL. IN PERCENT. 


~20 
5/28/45 35 BA-10034 
JUN. 45 FIG 31 & 62 


633630 MK rz Moo t 
POTEWTIONETER, COMPOSITION 
RATED 0.5 MEGONNS, 1/2 WATT, LINEAR 
TAPER, 3/8-32 THD, 3/8” BUSHING, TYPE 
2 SCREWDRIVER SHAFT, 1/2" LONG. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
(a PERCENT. 
20 
5/28/45 CTC:35 
JUN, 45 CNC257 


BA-10034 FIG 3t 
COuUst-261 


CAO- 633631 Sc-2 

RESISTOR, WIRE WOUND 

RATED 16 OHMS, 300 WATIS, SCREW TYPE 
TERMIKALS. 

TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
tN PERCENT. 


“10 
5/17/45 8 1/20 CAT 
MAY 45 "RIBFLEX” 


CDN- 633632 YR 

ATTENUATOR WIRE WOUND 

OUAL ATTENUATOR WITH $0 STEPS EACH STEP 
2 dbs MAX ATTENUATION INFINITY TERMINAL 
IMPEDANCE 6007600 OHMS. INSERTION LOSS 
ZERO FOR 131 IMPEDANCE RATIO ANO MINI MUN 
LOSS FOR UNEQUAL IMPEDANCE LINEAR TAPER. 
T Pad. 

S/21/45 9 T-332°G CAT. 

MAY 45 


CON- 633633 YR 

ATTENLATOR, COMPOSITION 

30 STEPS, 2 db PER STEP MAX. ATTENUATION 
UNFENITY. TERMEWAL IMPEDANCE 500,00082. 
LUNEAR TAPER, 


5/21/45 CP-750-¥ CAT. 
MAY 45 


CON- 633634 YR 

ATTENUATOR, COMPOSE TION 

30 STEPS, 2 db PER STEP MAX. ATTENUATION 
QNEURETY. TERMINAL UMPEDANCE 50,0002. 
LINEAR TAPER. 


8/21/45 DCP-330-S Cat 
MAY 45 


[pare [MAHAR 


Class 63—Resistors—Potentiometers—Attenvators 


3-63-163 


[__ atte oR, ras aston rox | SETS SAMS eel Sy oars 


CW-633635 UN 

RESISTOR, WIRE WOUND, PRE- 

CISION: RATED 20 OHMS, 0.25 WATT. PIG- 
TAL CONNECTIONS. 

TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
(N PERCENT. 


of 
6724/45 106A CWSESA-682056- 
MAY 45 165, &SSUE 33 


cW- 633636 UN 

RESISTOR, WIREWOUND, PRE- 

CISION: RATED 1130 OHMS, 0.25 WATT, 
PIGTA(L CONNECTIONS. 

TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
€N PERCENT. 


bal 
8/24/45 106A CWZESA~-682056- 
Way 45 166, ISSUE 33 


CW- 633637 UN 

RESISTOR, WIREWOUND, PRE- 

CistONs RATED 1510 OHMS, 0.25 WATT, 
PIGTAIL CONNECTIONS. i 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
UN PERCENT. 


ai 
5/24/45 106A CWSESA-682056 
MAY 45 167, ISSUE 33 


CW- 633638 UN 

RESISTOR, WIRE WOUND, PRE- 

CISION: RATED 4800 OHMS, 0-25 WATT, 
PIGTAIL CONNECTIONS. 

TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
(N PERCENT. 


“1 
5424/45 106A CWSESA-682056- 
BAY 45 168, «ISSUE 33 


cW-633639 UN 

RESISTOR, WIRE WOUND. PRE- 

CISION: RATED 9000 OHMS, 0.25 WATT, 
PIGTAIL CONNECTIONS. 

TYPE wO. TO BE FOLLOWED BY DASH AND TOL. 
tn PERCENT. 


- 
5/24/45 106A CWrESA-682056- 
MAY 45 169, ISSUE 33 


cW- 633640 uN 

RESISTOR, WIRE WOUND, PRE- 

CiIStON: RATED 50,000 OHMS, 0.75 WATT, 
PIGTAIL CONNECTIONS, 

TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
(NW PERCENT. 


oa] 
6424/45 107A CWZESA-682056- 
MAY 45 164, 4SSUE 33 


Ch- 633641 UN 

RESISTOR, WIRE WOUND, PRE- 

CISION: RATED 30,000 OHMS, 0.75 WATT, 
PIGTAIL CONNECTIONS. 

TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
(N-PERCENT. 


“f 
$/24/745 tO7A CWSESA-682056- 
MAY 45 362, ISSUE 33 


CW- 633642 UN 

RESISTOR, WIRE WOUND, PRE- 

CISION: RATED 25,000 OHMS, 0.75 WATT, 
PIGTAIL CONNECTLONS. 

TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
(N PERCENT. 


ot 
5/24/45 107A CWZESA-682056- 
MAY 45 163, @SSUE 33 


cH- 633643 UN 

RESISTOR, WIRE WOUND: 

RATED 50 OHMS, 0.5 WATT, PIGTAIL CON- 
NECTIONS. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN 4. 


(+5) 
5/24/45 JIA ESA-682056-170 
MAY 45 Ss 53 


CH- 633644 UN 

RESISTOR, WIRE WOUND, 

PRECISIONS RATED 600 OHMS, 0.375 WATT; 
LOW TIME CONSTANT; TEMP. COEFF. 50+80 
PPM/°Fs PIGTAIL CONNECTIONS. TYPE NO} 

TO BE FOLLOWED BY DASH AND TOL. IN 8. 


(et) 
“6/24/45 O-164887A ESA-682056-164 
MAY 45 Iss 33 


CIR- 633645 WK 12 MOD t 

POTENTIOMETER, COMPOSITION: 

RATED O15 MEGOHMS, 1/2 WATT LINEAR TAPER 
3/8-32 THO X 3/8" BUSHING, TYPE ONE 
WOUND SHAFT. REPLACEMENT POTENT LOMETER 
TO HAVE 2” SHAFT. TYPE NO. TO BE FOLLOW- 
ED BY DASH AND TOL. IN fe 


720 
$/25/45 ¢ BA-10034 
MAY 45 FIG 26 


CIR- 633646MK 12 MoD I 

POTENTEOMETER, COMPOSITION? 

RATED 0,1 MEGOHMS, 1/2 WATT LINEAR TAPER 
3/8x32 THO X 3/8" BUSHING, TYPE 1 ROUND 
SHAFT. REPLACEMENT POTENTIOMETER TO 

HAVE '2" SHAFT. TYPE NO. TO BE FOLLOWED 
BY DASH AND TOL. IN Se 


-20 
Sf2sj4s ¢ BA-10034 


MAY 45 FIG 25 


ciR- 633647 HK 12 MoD t 
POTENTIOMETER, COMPOSITION 

RATED 1000 OHMS, 1/2 WATT, LINEAR TAPER 
3/8 X 32THO, 3/8" BUSHING, TYPE 1 ROUND 
SHAFT. REPLACEMENT POTENTIOMETER TO HAVE 
2" SHAFT. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. UN &. 


(-20) 
s725745 C Ba-10034 
May 45 FiG. 25 


cir 633648 MK 12 MoD I 
POTENTIOMETER, COMPOSITION 

RATED 0.2 MEGOHMS, 1/2 WATT, LINEAR 
TAPER, 348 X 32THD, 3/8" BUSHING, TYPE I 
ROUND SHAFT. REPLACEMENT POTENTIOMETER 
TO HAVE 2" SHAFT. TYPE NO.» TO BE FOLLOW- 
ED BY DASH ANO TOL. IN %. 


€-20) 
8/29745 C BA-10034 
MAY 45 FsG. 25 


° 


ciR- 633649 HK 12 MoD ¢t 
POTENTIOMETER, COMPOSITION 

RATED 4 MEGOHMS, 1/2 WATT, LINEAR TAPER, 
348 X 32THD, 348% BUSHING, TYPE 1 ROUND 
SHAFT. REPLACEMENT POTENTIOMETER TO HAVE 
2" SHAFT. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. i &. 


€°20) 
$/25/45 ¢ BA-10034 
MAY 45 FtG. 26 


cBz- 633650 PR 

POTENTIOMETER, COMPOSITION 

RATED 0.5 MEGOHM, CENTER=TAPPED, 2 WATTS 
4 TERMENALS. TYPE 1 ROUND SHAFT. RE= 
PLACEMENT POTENTIOMETER TO HAVE 2" 
SHAFT. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. UN S 


(-102 
8/25/45 J,°MODIFIED CXB241-A2018-2 
MAY 45 REV. & 


a 


RESTRICTED 


ctc- 633651 MK 12 Mop 1 
POTENTIOMETER. COMPOSITION 

RATED 0,2 MEGOHMS, 172 WATT. LENEAR 
TAPER, 3/8%-32THD X 3/8" BUSHING, TYPE f 
ROUND SHAFT. REPLACEMENT POTENTIOMETER 
TO HAVE 2" SHAFT. TYPE NO. TO BE FOLLOW- 
cous -264, cousl-289 


(+20) 
5/28/26 35 CW3BA-10034 
MAY 45 FIG. 31 uv 


cTcl635365T 
ED BY DASH AND TOL. tM % 


-633652 MK 12 Moot 
POTENTIOMETER, COMPOSITION 
RATED 10,000 OHMS, 1/2 WATT, LINEAR 
TAPER, 3/8-32THD X 3/8" BUSHING, TYPE 3 
ROUND SHAFT. REPLACEMENT POTENTIOMETER 
TO HAVE 2" SHAFT. TYPE WO. TO BE FOLLOW- 
&cous1-259 


(+20) 
6728/65 CTC:35 CW2BA-10034 
MAY 45° CMS37 FIG. 31 862 * 


*633652 
ED BY DASH AND TOL. IN S- 


c1c- 633653 mk 12 moot 
POTENTIOMETER, COMPOSITION 

OUAL: EACH SECTION RATED 4 MEGOHMS, 172 
WATT. LOHEAR TAPER, 3/8 X 32THD X 3/8" 
BUSHING, TYPE 1 ROUND SHAFT. REPLACEMENT 
POTENTOOMETER TO HAVE 2" SHAFT. TYPE NO. 
*coust-273 


(20) - 
6/28/45 2-35 CW2BA-10034 
MAY 45 FIG. 32. # 


30633653 


TO BE FOLLOWED BY DASH AND TOLe tN Se 


crc- 633654 sJ 

POTENTIOMETER, WIRE WOUND 

RATED 20 OHMS, 2 WATTS, LINEAR TAPER, 
3/8 X 32, 3/8" BUSHENG, TYPE 3 FLATTED 
SHAFT. REPLACEMENT POTENTIOMETER TO HAVE 
2” SHAFT. TYPE NO. TO BE FOLLOWED BY 
DASH ANDO TOL. IN 4. 

(+5) 

8/28/45 252 CWIBA-10034-285 
WAY 45 


con- 633655 Su-1 

POTENTIOMETER, WIRE WOUND 

RATED 35 OHMS. 150 WATTS, LINEAR TAPER, 
3/8-32THO, 5/8" BUSHING, TYPE 3 FLATTED 
SHAFT. REPLACEMENT POTENTIOMETER TO HAVE 
2" SHAFT. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. IN %- 

€-10) 

8/28/45 L BA-10027+19 


NAVSHIPS 900,109 


3.63-164 


Dl Nie 


oR ERL IS 


coM- 633656 ToN-2 
RESISTOR, WIRE WOUND 
RATED 5000 OHMS, 100 WATTS. 


TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
te PERCENT. 


=10 . 
6/29/45 0614 CATALOGUE 
MAY 45 

cuc- 633657 Ton-2 RE 130492 


POTENTIOMETER, WIRE WOUND 

RATED 10,000 OHMS. 3 WATTS, LINEAR 
TAPER, TYPE 2 SCREWDRIVER SHAFT §/8% 
LONG, 

TYPE NO- TO BE FOLLOWED BY DASH AND TOL. 
IN PERCENT. 

-f0 

5/29/45 PS8-t0,000 

MAY 45 


CBN- 633658 TDN-2 

POTENTIOMETER, COMPOSITION, 

DUAL; TWO SECTIONS, EACH RATED 500,000 
OHMS, 1 WATT, LOGARITHMIC TAPER, TYPE | 
ROUND SHAFT. REPLACEMENT POTENTIOMETER 
TO HAVE 2" SHAFT LENGTH. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. ON PERCENT. 
-10 

5/29/45 4010804 
HAY 45 


CATALOGUE 


CBz- 633659 CaNn-55181 

POTENTIOMETER, COMPOSITION 

RATED 25,000 OHMS, 2 WATIS, LINEAR 
TAPER, 1/2" BUSHENG LENGTH. TYPE 2 SCREW 
DRIVER SLOTTED SHAFT 1” LONG. SHAFT 
LOCKING ARRANGEMENT. TYPE NO. 79 BE FOL- 
LOWED BY OASH AND TOL. IN %. 


9729745 J CAN: 802769 
MAY 45 ALT 1 


CSM- 633660 MK-12 

RESISTOR, WIRE WOUND 

RATED 0.7 MEGOHMS, t WATT, (CSH) 1/2 
WATY CJAND, TAS TYPE TERMINALS. HON-EN- 
OucTIVE. TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN Se 


(>) 
§/29745 BX-196 CW2BA-10130°75 
MAY 45 48S. 16 


CSN- 633661 MK 12 

RESISTOR, WIRE WOUND ; 

RaTEO 80,000 OHMS. 1/2 WATT. (CSM) & 
(JAN). TAB TYPE TERMINALS, NON-INDUC- 
Tivé, TYPE NO. TO BE FOLLOWED BY DASH 
AND TOL. IN %. 


(+9) 
5/29/45 B8x-140 CW3BA-10130-142 
MAY 45 (SS. 16 


CoM- 633662 SJ-1 

REStSTOR, WIRE WOUND, 

ADJUSTABLE? RATED 6000 OHMS, 75 WATTS, 
TAB TYPE TERMINALS. ADJUSTABLE TAB. TYPE 
NO. TO BE FOLLOWED BY DASH AND TOL. IN 
PER CENT. 


+10) 
$729/45 0783 B BA-10079-185 
MAY 45 iss. 5 


CW- 633663 MK 34, MOD 3&4 

RESISTOR. WEREWOUND 

RATED $300 OHMS, 4/4 WATT, TEMPERATURE 
COEFFICIENT PPS/°F 80450. AX#AL LEADS. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
(N PER CENT. 


“1 
8/28/45 O-F65755A CWZESA-682056 
MAY 45 (SSUE 33 


[oars mapas T”  SONHIOrTNN A, 
NAVSHIPS 900,109 


Class 63—Resistors—Potentiometers— Attenuators 


CH- 633664 HK 38, MOD 3&4 

RESISTOR, WIREWOUND 

RATED 60 OHMS, 1/74 WATT, TEMPERATURE 
COEFFICIENT PP4/°F 80450. AXIAL LEADS. 
TYPE NO. TO BE FOLLOWED 8Y DASH AND TOL. 
iN PER CENT. 


ot 
$428/45 D-165755A CWSESA-682056 
HAY 45 ss. 33 


COM- 633665 CAN-S5181 

POTENTIOMETER, WIRE WOUND 

RATEO 8 OHMS, 25 WATTS; LINEAR TAPER; 
TYPE 3 FLATTED SHAFT. REPLACEMENT 
POTENTIOMETER TO HAVE SHAFT 2™ LONG. 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
4N PERCENT. 


5/29/45 COMsH CAN3802022 
BAY 45. ALT. 2 


CLI- 633666 CAN-sstat 

RESISTOR, WIRE WOUND 

RATED 200 ONMS, 25 WATTS. TAB TYPE 
TERMINALS. SPECIAL NOTCHED CORE 90° FROM 
LuG. 

TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
(N PERCENT. 


S$/29/45 CLIs2s CaN:800205 
HAY 45 ALT. 4 


CLIt- 633667 CAN-S5181 

RESISTOR, WIREWOUND 

RATED 250 OHMS, SO WATTS. TAB TYPE 
TERMINALS. SPECIAL NOTCHED CORE 180° 
FROM LUGS. 

TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
(N PERCENT. 


5/29/45 CLIZ4S CAN3800204 
MAY 45 ALT 4 


CLi--633668 CaN-s5181 

RESISTOR, WIREWOUND 

RATED 2000 OHMS, 25 WATTS. TAB TYPE 
TERMINALS. PLAIN CORE. TYPE NO. TO 8E 
FOLLOWED BY DASH AND TOL. @#N PERCENT. 


5/29/45 cliezs CAN3800201 
MAY 45 ALT. 3 


con- 633669 sJ-t 

RESISTOR, WIREWOUND 

RATEO [500 OHNS, 160 WATTS, TAB TYPE 
TERKINALS. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. ON PERCENT. 


eto 
5730/45 0710 CW3BA-10079-187 
MAY 45 €SSuUE 5 


COM- 633670 SJ-t 

RESISTOR, WIRE WOUND, 

ADJUSTABLE: RATED 3000 OHMS, 75 WATTS, 
TAB TYPE TERMINALS. TYPE NO. TO BE 
FOLLOWED -BY DASH AND TOL. IN PERCENT. 


“10 
5/30/45 07818 CWsBA-10079-183 
MAY 45 (Ssue 5 


COM- 633671 SJ-1 

RES#STOR WIREWOUND, ADJUST- 

ABLE: RATED 10 OHMS, 50 WATTS, TAB TYPE 
TERMINALS, T¥PE NO. TO BE FOLLOWED BY 
DASH AND TOL. ON PERCENT. 


-10 
$/30/45 0561 


BA-10079-188 


CSN- 633672 sJ-t 

RESISTOR, WIRE WOUND 

RATED 0.2 MEGOHMS, 1/2 WATT, (CSM @ JAN) 
NON-INDJCTIVELY WOUND, TAB TY2E TERKI- 
HALS. TYPE NQ. TO BE FOLLOWED BY DASH 
AMD TOL. tu &. 


ot 
6/30/45 BxX140 BA-$0030-235 
MAY 45 ISSUE 16 


ctR- 633673 st-t 

RESISTOR, WIRE WOUND 

RATED 0.4 MEGOHMS. 1 WATT, TYPE 2A 
TERMINAL. TYPE NO. TO BE FOLLOWED BY 
DASH AND TOL. #N PERCENT. 


ot 
S/730/45 WwWtS BA-10079-256 
MAY 46 (SSUE 16 


€G- 633674 SJ-a 

RESISTOR, WIREWOUND 

RATED 0.92 OHMS, 490 WATTS, LUG TYPE 
TERMINALS. MOISTURE AND FUNGUS RESISTANT 
TYPE NO. TO BE FOLLOWED BY DASH AND TOL. 
CN PERCENT. 


710 
5/30/45 CR-9033-C.92C CG3K-6958630 
MAY 45 P-3, REV 4 


CG- 633675 SJ-a 

RESISTOR, WIREWOUND 

RATED 1.7 OHMS, 400 WATTS, LUG TYPE 

TERMINALS. NOUSTURE AND FUNGUS RESISTANT 
TYPE NO. TO BE FOLLOWED BY DASH AND 

TOL. (N PERCENT. 


*10 
5/30/45 CR-90335-BI-7C K-6961251 
May 45 P-3, REV 6 


CG- 633676 SJ-a 

RESISTOR, WIREWOUND 

RATED 800 OHMS, 35 WATTS BRASS STUD 

TERMINALS. MOISTURE AND FUNGUS RESISTANT. 
TYPE NO. TO BE FOLLOWED BY DASH AND 

TOL. €N PERCENT. 


<5 
5730/45 QEK-2675253G1 
MAY 45 


CG3K-2673253 


CG-633677 SJ-a 

RESISTOR, WIREWOUND 

RATED 2500 ONS, 35 WATTS, BRASS STUD 
TERMINALS. MOISTURE ANO FUNGUS RESIS- 
TANT, TYPE NO. TO BE FOLLOWED BY DASH & 
TOL. §N PERCENT. 


5 
5/30/45 QEK-2675253G1 
MAY 45 


CG3K-2673253 


COM- 633678 SJ-a 

RES(STOR, WIREWOUND, 

ADJUSTA3LE: RATED 40 OHMS, 50 WATTS, 
LUG TYPE TERMINALS, ADJUSTABLE TAB. 
TYPE NO. TO BE FOLLOWED BY DASH AND 
TOL. «N PERCENT. 


10 
5/30/45 COMSDIVIDOHM 
MAY 45 CG:K-5895465 ABB 


CG3K-5695465 AS 


cou- 633679 sJ-t 

RESISTOR WIRE WOUND ADJUST~ 

ABLE: RATED 2500 OHMS, 25 WATTS, TAB 
TYPE TERMINALS, ADJUSTAZLE TA3. TYPE NO. 
TO BE FOLLOWED BY DASH AND TOL. IW %. 


-10 
5/29/45 0378 CWr3A-10079-184 
SUN, 45 iss 5 


Class 63—Resistors—Potentiometers—Attenvators 3.63-165 


SARI SARERAMY SUR ARRAN, SAMEERA? 


con. : 
cou- 633680 SJ-1 633688 su a 
RESISTOR. WIREROUNOS RESISTOR WIREWOUNO: 
RATED 75 OHMS, 25 WATTS, TAB TYPE TER- ROLE D.08 VORMSs 2160 NATL Se. Cle TIPE 
© TERMINAL. TYPE NO. TO BE FOLLOWED BY 


MINALS. TYPE NO. TO BE FOLLOWED BY 


DASH AND TOL. IN %. DASH AND TOL. IN &e 


-10 
“10 
; 5/30/45 COM SPECIAL CGIK-8124682AA 
CW2BA-10079-186 : 

apes $2006 {Ss 8 JUN, 45 K-8124682AA2 

! 
cAO- 633681 HK 12 MoO 1 68Z-633689 CAN-55181 
RESISTOR, WIRE WOUND: POTENTIOMETER COMPOSITIONS 
RATED 820 OHMS, 20 WATTS, NON-INDUCT= RATED 50,000 OHS, 2 WATTS, LINEAR 
IVELY WOUND. TYPE NO. TO BE FOLLOWED BY TAPER, 3/8"%-32 BUSHING 3/8" LONG, TYPE 1 
DASH AND TOL. IN %. ROUND SHAFT, 7/8" LONG WITH DRILLING 

ON SHAFT FOR KNOB. 
(+35) : 
5/29/45 2"RFT CWEBA-10051-36 5/30/45 J-7955 CAN-803799 
JUN, 45 tss 23 JUN, 45 ALT 2 


COH- 633682 NXsr-93903 

RESISTOR, WIREWOUNO: 

RATED 25 OHMS, 25 WATTS, LUG TERMINALS. 
HAS MOUNTING BRACKET. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN & 


6/30/45 EBH-4 COHs 
JUN. 45 


cCOH- 633683 NXsr-93903 

RESISTOR, WIREWOUNDS 

RATED 150 OHMS, 25 WATTS, LUG TERMINALS. 
HAS MOUNTING BRACKET. TYPE NO. TO BE 
FOLLOWED BY DASH AND TOL. IN %- 


§/30/45 EBH-4 Cons 
JUN. 45 ‘ 


COH- 633684 NXsr-93903 

RESISTOR WIREWOUND ADJUST~ 

ABLES RATED 75 OHMS, 50 WATTS, LUG : f. 
TERMINALS, ONE ADJUSTA3LE TERMINAL. HAS 

MOUNTING BRACKET. TYPE NOw TO BE FOLLOWED 

BY DASH AND TOL. IN &. 


6/30/45 EFHA 4 CoH: 
JUN. 45 


CoH- 633685 NXsr-93903 

RESISTOR, WIiREWOUND ADJUST= 

ABLE? RATED 200 OHMS, 50 WATTS LUG 
TERMINALS. ONE ADJUSTAZLE TERMINAL. HAS 
MOUNTING BRACKET. TYPE NO. TO BE FOLLOW- 
ED BY DASH AND TOL. IN &. 


5/30/45 EFHA 4 COHs 
JUN. 45 


coH-633686 NXsr-93903 

RESISTOR WIRE WOUND ADJUST~- 

ABLE: RATEO 250 OHMS, 75 WATTS, LUG 
TERMINALS, ONE ADJUSTABLE TERMINAL.’ HAS 
MOUNTING BRACKET. TYPE NO. TO BE FOLLOW- 
ED BY DASH AND TOL. IN 


5/30/45 RW3SHA4 CoH: 
JUN. 45 


COH- 633687 NXsr-93903 

RESISTOR, WI2EWOUND ADJUST- 

ABLE: RATED 990 UNMS, 75 WATTS, LUG 
TERMINALS. ONE ADJUSTABLE TERMINAL. HAS 
MOUNTING BRACKET. TYPE NO. TO BE FOLLOW- 
ED BY DASH AND TOL. IN & 


5/30/45 RW35HA4 COH: 
JUN. 45 


a a 


ISSUED 


a Yaar [| ean] we? | GANRIARUA | 
665197 O - 45 - 79 RESTRICTED NAVSHIPS 900,109 


ARH? 


